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Preface 

The problem of the cremations at Auschwitz - one of the most important and 
still unresolved questions in the orthodox historiography of that camp - started to 
come out of the general hysteria to which it had been relegated for decades and 
to take on some scientific qualities only in 1989, thanks to Jean-Claude Pressac 
(Pressac 1989). The merits of the French researcher, however, stopped there: 
while he did indeed try to approach the problem from a scientific standpoint, his 
argumentative procedure and his conclusions make a rigorous scientific treatment 
of the matter all the more pressing (cf. Mattogno 2010, esp. chapter 9); his severe 
lack of technical training shows through also in his second work on Auschwitz 
(Pressac 1993; cf Mattogno 2011). 

This deficiency has become even more serious, because now that Pressac is 
no longer with us, the problem of the Auschwitz cremations has relapsed into the 
propagandistic hysteria of the immediate post-war years, as is highlight by a num¬ 
ber of pseudo-scientific works on the issue: 

> The first case in point is Robert Jan van Pelt’s study on Auschwitz (van Pelt 
2002), which I have dealt with thoroughly elsewhere (Mattogno 2010, esp. 
chapter 12). 

> The collective work by Assmann et al. of the same year about the Topf com¬ 
pany, which had supplied the cremation furnaces for Auschwitz, is absolutely 
devoid of any technical and scientific character and supplies no new infor¬ 
mation on the Topf furnaces at Auschwitz (Assmann/Hiddemann/Schwarzen- 
berger 2002). 

> The recent Encyclopedia of Cremation (Davies/Mates 2005), though claiming 
to be scientific, devotes to “Auschwitz” one purely propagandistic page (p. 
66) which is based on the works of Danuta Czech, Franciszek Piper and Jean- 
Claude Pressac! 

> Just as inconsistent are the pages which Norbert Fischer devoted to Auschwitz 
and the other German concentration camps in a text on cremations in Germany 
(Fischer 1996, eh. 5.3b, pp. 260-265). 

The only really substantial source is the website on Topf, which provides various 
significant documents (www.TopfundSoehne.de). 

Personally, I started to become generally involved in the study of cremations 
in the summer of 1987. The following year brought the onset of the valuable co¬ 
operation with Franco Deana, doctor of engineering, which was essential for the 
technical foundation of this study. In the intensive correspondence that ensued, 
he has always been a rich source of explanations and of technical arguments for 
the many points of discussion. His name must therefore stand on the front page 
of this work, together with that of the author. Sadly, Franco Deana passed away 
in 2005. Just as precious has been the support of the German engineer H.N. who 
unfortunately passed away already in 1991. Thanks to him, as well as others, I 
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was able to visit, for the first time, the camps of Buchenwald, Dachau, Mau¬ 
thausen and Gusen. 

Initially my studies centered upon such technical problems as the duration of 
the cremation process and the corresponding requirements for fuel. The publica¬ 
tion of Pressac’s first book in 1989 prompted me to widen the perspective of my 
approach and to include the historical context as well. 

When the work had been completed in 1993, Pressac, in his second book, 
brought to light the enormous amount of documentary evidence concerning the 
Auschwitz crematoria that had been preserved in the Moscow archives of Vi- 
borgskaya. An update of my study on the basis of the new documents that Pressac 
had identified (some of which I had already seen as copies in the Auschwitz Mu¬ 
seum’s archive) appeared a year later (Gauss 1994, pp. 281-320). 

In 1995, together with Jurgen Graf and the late Russell Granata, I was able to 
view, in the Moscow archives, the collection of some 88,200 pages of documents 
stemming from the Auschwitz Central Construction Office ( Zentralbauleitung ). 
The collection contains a massive correspondence between that office and the 
Topf & Sohne Company of Erfurt, which had built the Auschwitz cremation fur¬ 
naces. In 1997 and 1998 I found further important documents in Poland and Hol¬ 
land. In the spring of 1999 I visited, among many other sites, the Museum and 
the crematorium at Terezin (Theresienstadt), which both turned out to be of con¬ 
siderable importance for the purposes of the problem dealt with here. During the 
summer of that year I examined the files kept in the municipal archives of the city 
of Erfurt which, since 5 August 1996, has been preserving a highly informative 
documentation on all the activities of the Topf Co., not limited to the mere ques¬ 
tion of crematoria. An overview of this documentation was published as an article 
in 2000 (Gauss 2000, pp. 373-412; Rudolf 2003, ditto) and a more extensive sum¬ 
mary followed in 2009 (Mattogno 2009, pp. 210-294; English 2010, 229-320). 

With the passage of time, the initial scope of the study broadened considera¬ 
bly, both into the historical domain and into the field of technology, and a publi¬ 
cation in separate volumes thus became necessary: one for the text as such (the 
present Part 1) and the two others for the corresponding voluminous documents 
(Part 2, in black & white) and the photographs (Part 3, in color). 

Various difficulties and obstacles have delayed the publication of this study 
until today. In the meantime, though, I have continued to search for and collect 
more sources and documents. 

The cremation furnaces of Auschwitz, fired by means of coke-fed gasifiers, 
constituted a development - or rather a simplification - of the civilian types; how¬ 
ever (as I found out in the early stages of my work) it is difficult to locate detailed 
information on these furnaces even in the specialized literature. I therefore de¬ 
cided to place, at the head of the specific topic of the present study, a rigorous 
introductory treatment of those furnaces as Section I of Part 1 of this study. 

Furthermore, in view of the fact that cremation furnaces are, fundamentally 
speaking, nothing but combustion devices, I felt that it would be helpful for the 
reader to become, on the one hand, acquainted with the general principles of com¬ 
bustion technology and the chemical processes which come into play during a 
cremation, and on the other hand with the theoretical and structural principles of 
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a cremation furnace with a coke-fed gasifier, supplemented by a detailed descrip¬ 
tion of its structure and its operation. In this way the reader will come to a better 
understanding of cremation technology, and a better ability to evaluate the Holo¬ 
caust accounts of cremations at Auschwitz. 

Finally, as the Auschwitz cremation furnaces were products of the technology 
of their era, I felt that it would be useful to present an overview of the history of 
cremation in modem times with a particular emphasis on furnaces with coke-fed 
gasifiers such as those at Auschwitz, but without leaving aside systems based on 
other energy sources - gas, naphtha (oil) or electricity. In this way the reader can 
appreciate the technological development of these combustion devices from the 
latter decades of the 19th century through the Second World War, with all the 
technical problems which had to be solved. This historical presentation of crema¬ 
tion furnaces is complemented by a parallel study of devices for mass cremations 
for sanitary and hygienic reasons (in connection with wars or epidemics) and 
finds its conclusion in a brief analysis of the cremation furnaces of today. 

The scientific cremation experiments carried out in Germany (and in Switzer¬ 
land) at the end of the 1920s provide us with a solid experimental basis for tack¬ 
ling and resolving the essential questions of the duration and the corresponding 
fuel consumption for a cremation in a cremation furnace with a coke-fed gasifier; 
these aspects will be analyzed in detail in two specific chapters. 

Aiming for a comprehensive presentation of the subject of this book, I have 
not neglected the legal and statistical aspects of cremation, especially for the case 
of Germany. The above topics are presented in Section I of the present volume; 
by their very nature, these topics extend into the present, therefore the treatment 
of the problems will often refer to our day and age, especially when it comes to 
the description of the various devices. 

In Section II, I have primarily outlined the activities of the Topf company in 
the field of the design and construction of civilian cremation furnaces and other 
combustion devices, describing in detail the structure and the operation of the 
various types of Topf cremation furnaces, heated by means of coke, gas or elec¬ 
tricity. I have also presented the numerous patents (and patent applications) 
granted, acquired or filed between the 1920s and the 1950s. 

After this general introduction concerning the Topf line of cremation furnaces 
for civilian use, I have taken up the cremation devices which the company sup¬ 
plied or designed for the concentration camps, starting with those for Dachau and 
Gusen (furnaces with two muffles, i.e. cremation chambers, heated with oil 
(naphtha) and later converted to coke). 

At this point we enter the core topic of the present work, which begins with a 
documented history of the construction of cremation furnaces at Auschwitz- 
Birkenau. It is followed by a detailed technical description of the structure and 
the operation of these devices - the furnaces with two, three and eight muffles - 
and a survey of the Topf projects for mass incineration in that camp. 

The three fundamental questions - the duration of the cremation process, the 
capacity of the furnaces and the fuel consumption - will then be treated for the 
Topf cremation furnaces at Auschwitz-Birkenau in a scientifically rigorous fash¬ 
ion on the basis of a wide variety of documents. 
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For the determination of the duration of the cremation process, I have based 
myself primarily on experimental data, in particular those resulting from the cre¬ 
mation experiments with a coke-fired furnace undertaken by the engineer R. 
Kessler in Germany at the end of the 1920s and those stemming from the exper¬ 
iments with a gas-fired furnace done by Dr. E. Jones in England in the 1970s, as 
well as on the detailed description of 15 cremations carried out in a modem gas- 
fired furnace as part of a study in forensic medicine. 

I have also taken into account a large portion of a list of cremations at Gusen 
and the nearly complete list of cremations at the Westerbork crematorium. The 
name lists of cremations in the Terezin (Theresienstadt) crematorium (a vast sam¬ 
pling of 717 cremations carried out between 3 October and 15 November 1943, 
over 41 days of operation) furnish us, moreover, with a very useful account inas¬ 
much as the average duration resulting for these cases constitutes the lower doc¬ 
umented limit that could be achieved in the cremation devices of that period. 

The result of the study - that the average duration of the cremation process 
was one hour - is confirmed also by the statements given by the Topf engineer 
Kurt Prufer, the designer of the furnaces with three and with eight muffles, and 
by Karl Schultze, who had designed and built the blower for the former. 

The section dealing with the capacity of the crematoria at Auschwitz-Birke- 
nau contains a preliminary evaluation of the limits to the continuous operation of 
the devices (imposed by the unavoidable formation and the necessary removal of 
slag from the hearth) and to the loading of the muffles, i.e. an evaluation of the 
possibility of burning simultaneously, in a useful manner, more than one corpse 
in one muffle. This possibility is ruled out on the basis of experimental data (tests 
run in the crematoria at Westerbork and Gusen, as well as in slaughterhouses). 

The Topf furnaces at Auschwitz-Birkenau were designed for individual cre¬ 
mations, and attempts at extending their technical limits provided no advantage 
with respect to the economy of the cremation. The Polish and Soviet expert re¬ 
ports on the coke-fired cremation furnaces of the Lublin-Majdanek, Sachsen- 
hausen and Stutthof concentration camps, which are presented here for the first 
time in English translation and with their propagandistic embellishments re¬ 
moved, supply us with an indirect confirmation of this view. 

In the present treatise I have not limited myself to the mere verification of 
numerical data, but I have also examined the historical question of the purpose of 
the design and the construction of the crematoria furnaces at Auschwitz-Birke¬ 
nau. 

The heat balance - i.e. the calculation of the coke consumption of the furnaces 
- is based on a sound experimental footing: the consumption of the Topf double¬ 
muffle furnace in the crematorium at Gusen with its average consumption of 30.6 
kg of coke for 677 individual cremations. Compared to my summary of 1994 
(Gauss 1994 pp. 281-320), the heat balance presented today has a foundation 
which is methodically superior: whereas the former was based on a theoretical 
calculation corrected for the experimental data of the Gusen furnace, the balance 
offered here analyzes and explains those very data which constitute the departure 
point of the calculation; this has led to results diverging from those previously 
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published, but to an almost insignificant degree (the standard deviation is less 
than 8%). 

The calculation takes into account the technical data concerning coke, the fur¬ 
naces (with a detailed computation of the hourly heat loss by radiation and con¬ 
duction of the Gusen furnace and of the double- and triple-muffle furnaces at 
Auschwitz-Birkenau) and the corpses, which are divided into three types: normal, 
average and lean. The fuel consumption (including total combustion air, theoret¬ 
ical air consumption and excess air) is derived for each type of furnace and for 
each type of corpse. 

The analysis of the thermal balance of the Auschwitz-Birkenau furnaces, 
moreover, evidences a design error for the triple muffle furnace, on account of 
which the combustion gases fed to or forming in the central muffle did not have 
enough dwell time to bum completely but were sucked up by the chimney draft 
and finished burning in the flue ducts. This phenomenon caused serious damage 
to the refractory lining of the flue ducts and of the chimney of Crematorium II at 
Birkenau in March 1943. 

But could this surge of flames also show on the outside and produce the phe¬ 
nomenon of flaming chimneys? On the basis of calculations, these flames should 
have exhausted themselves within the smoke ducts of the crematoria. However, 
in order to verify this experimentally, I have conducted two experiments with 
animal grease in a simple furnace I built for the purpose. The experimental results 
fully bore out the theoretical data. 

For a better judgment regarding the Topf cremation furnaces at Auschwitz- 
Birkenau I have also made an extensive analysis of the oil- and coke-fired fur¬ 
naces supplied to the concentration camps by Topf s major competitor, the Hans 
Kori Co. of Berlin, as well as those installed at the Terezin camp by Ignis-Hiit- 
tenbau Co., undoubtedly the most efficient devices built anywhere in Europe in 
the 1940s. 

The final problem dealt with in Section II concerns the legal dispositions re¬ 
garding the cremations in the concentration camps and the compatibility of the 
furnaces in use there with those requirements. In that context, I have quoted in 
extenso the important “Decree concerning the conduct of cremations in the crem¬ 
atorium of the Sachsenhausen concentration camp” issued by Himmler on 28 
February 1940, showing that - initially at least - the customary use of coffins and 
urns for the ashes was the rule. 

To make the text more easily readable, I have added an Appendix which con¬ 
tains the long lists of cremation statistics for Westerbork and Terezin (altogether 
41 tables), a synopsis of the activities of the Topf Co. at Auschwitz-Birkenau, 
and a list of the patents as well as patent applications and patent descriptions of 
the Topf Co. 

As the translation of German technical terms in the field of furnace technology 
sometimes presents difficulties even for persons fluent in the language, I have 
added a glossary, which also contains the essential explanations. As far as the 
administrative terms which appear in this work are concerned, I refer the reader 
to the glossary of my study on the Central Construction Office at Auschwitz (Mat¬ 
togno 2005, pp. 163-172). 
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The present work is strictly based on unimpeachable primary sources. Pub¬ 
lished sources are listed in the bibliography, whereas the documentary references 
are given in the footnotes. 

I have, above all, brought together the German historical and technical litera¬ 
ture which exists on this subject, supplementing it with the patents concerning 
civilian systems to the extent that such documents still exist (many have been lost 
on account of Allied air raids). At the same time I have been in touch with various 
manufacturers of cremation equipment and have personally visited several crem¬ 
atoria in Italy and France. 

For a better understanding of the functioning of the Topf and the Kori systems, 
I have studied the available German documents, especially those of the Central 
Construction Office at Auschwitz as well as other documents preserved in various 
European archives. As a result, Part 2 of this study contains 300 documents, many 
of which heretofore unpublished or unknown even to specialists. The first 109 
documents concern civilian cremation systems, nos. 110 through 162 refer to the 
civilian activities of the Topf Co., and under nos. 163 through 300, finally, we 
have a selection of the most important documents regarding the Topf cremation 
systems at Mauthausen, Gusen, Buchenwald and Auschwitz-Birkenau (plans, 
drawings, proposals, cost estimates, shipping documents, invoices, operating in¬ 
structions, diagrams etc.), regarding the Kori systems in the camps mentioned 
(especially original drawings and very detailed drawings prepared by the Soviet 
experts), regarding technical and administrative questions, and on the bureau¬ 
cratic formalities for cremations in the concentration camps. 

In addition to my archival studies, I have also inspected and taken photos of 
devices still existing in German concentration camps at: 

> Auschwitz: 2 double-muffle Topf furnaces poorly rebuilt by the Poles; the 
mobile oil-fired Kori furnace; 

> Buchenwald: 2 coke-fired triple-muffle Topf furnaces (one adapted for op¬ 
tional use with oil) identical to those installed in Crematoria II and III at Birke- 
nau; 

> Dachau: 1 double-muffle coke-fired Topf furnace, originally a mobile furnace 
fired with oil; 4 coke-fired Kori furnaces; 

> Gusen: 1 double-muffle coke-fired Topf furnace, originally a mobile furnace 
fired with oil; 

> Mauthausen: 1 double-muffle coke-fired furnace identical to the 3 double¬ 
muffle furnaces installed at Crematorium 1 of the Auschwitz main camp: 1 
coke-fired Kori furnace; 

> Gross-Rosen: 1 mobile oil-fired Kori furnace: 

> Lublin: 5 coke-fired Kori furnaces; 1 mobile naphtha-fired Kori furnace; 

> Stutthof: 2 coke-fired Kori furnaces; 1 mobile oil-fired Kori furnace; 

> Terezin: 4 stationary oil-fired Ignis-Huttenbau furnaces. 

In Part 3 of this work I have extensively illustrated the description of these de¬ 
vices with 370 photos - most of them in color - divided into twelve sections, each 
one corresponding to a specific device. This collection contains illustrations of 
devices heretofore unknown (the furnaces of the Terezin crematorium Photos 
345-362) or unfamiliar even to specialists, such as the photos of the furnaces at 
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Gusen (Photos 1-35), Gross-Rosen (Photos 332-334), Stutthof (Photos 270-284 
and 328f.), as well as Lublin-Majdanek (Photos 285-327). However, even the 
photos of the well-known devices constitute a relevant contribution inasmuch as 
they depict, for the first time, the essential components of these units, which is 
indispensable for an understanding of their structure and their way of operation. 

Although intended mainly for the specialist, this three-volume study will also 
allow the interested layman to become acquainted with the problems treated here; 
even though he may not have the specific prerequisites in this field, he will thus 
be given all the tools needed for a verification of the soundness of the conclusions 
drawn. 

Carlo Mattogno 
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Section I: Modern Cremation 


with Particular Emphasis 
on Furnaces Using a Coke-Fed Gasifier 
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1. The Cremation 

1.1. General Principles of Combustion Technology 1 

From the physico-chemical point of view, the cremation of a corpse is a nor¬ 
mal combustion process. In fact, the combustible substances of the human body 
are the same as those of wood, coal or any other type of combustible: carbon and 
hydrogen (and, to a very small extent, sulfur). The difference resides only in their 
respective ratios and in their ratios with respect to the other components making 
up a human body (oxygen, nitrogen, ash), as well as in the fact that all these sub¬ 
stances are, as it were, immersed in water, which accounts for some 60-65 % of 
the total mass of the human body. 2 Thus, the same physico-chemical laws that 
govern a normal combustion also apply essentially to a cremation. 

By combustion we understand the combination of an appropriate substance 
(the fuel or combustible) with the oxygen of the air (the combustion agent) 3 under 
conditions of ignition (ignition temperature) with the generation of heat, normally 
accompanied by the visible phenomenon of a flame, which is characteristic of 
any live combustion. 

The combustible is any substance rich in hydrogen or carbon, or both, which, 
in the presence of oxygen or air and a suitable igniter, bums with the generation 
of heat. For this to occur, it is also necessary that the combustion agent (oxygen, 
air) be present in an amount adequate for the amount of combustible. In practice, 
the combustion oxygen is furnished by air, which has the following composition: 


Component 

Volume % 

Mass % 

Oxygen 

21 

23 

Nitrogen 

79 4 

77 

Air 

100.0 

100.0 


Assuming as units of ratio the volume and the mass of oxygen, we have 


Component 

rel. Volume 

rel. Mass 

Oxygen 

1.00 

1.00 

Nitrogen 

3.78 

3.34 

Air 

4.78 

4.34 


1 This subchapter is based on, i.a., Pierini 1977, pp. 209-214; Salvi 1972, pp. 72f., 76; Enciclopedia 
Curcio... 1973, vol. 3, entry “Combustione,” pp. 1165f.; Giua/Giua-Lollini 1948, entry “Combustibili 
e combustione,” vol. I, pp. 99Iff. Hiitte 1931, vol. I, pp. 56Iff. 

2 Although green wood can contain between 30 and 200% of water as well; see Forest Products Labor¬ 
atory 2010. 

3 In certain installations, for example in steel works or in refuse incinerators etc. operating at high tem¬ 
peratures, the combustion agent is pure oxygen, which allows the necessary temperatures to be 
reached. 

4 Correctly speaking there is only 78.1% of nitrogen in the air plus 0.9% of Argon, but the difference is 
marginal and negligible within the error margins of the subsequent calculations. 
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The volume is expressed in normal cubic meters (Nm 3 ), the mass in kilograms 
(kg). One Nm 3 is equal to 1 m 3 of a gaseous substance at the temperature of 0°C 
and a pressure of 760 mm Hg (mercury) (Torr), which is 1 atm or 1013.25 mbar 
(10 m water column); one Nm 3 of air has a mass of about 1.293 kg. 5 Throughout 
this study, when I speak of m 3 , one should always read normal cubic meters, un¬ 
less indicated otherwise. 

The reaction of the complete combustion of carbon is: 

C + O 2 —> CO 2 + heat 

i.e. one atom of carbon, of a molar mass of 12 g/mol, combines with one molecule 
(two atoms) of oxygen, of a molar mass of 32 g/mol, to form one molecule of 
carbon dioxide as well as heat. 

The reaction of the combustion of hydrogen is 

H 2 + V 2 O 2 —> H 2 O + heat 

i.e. one molecule of hydrogen, of the relative mass 2 g/mol, combines with half a 
molecule (one atom) of oxygen, of the relative mass 16 g/mol, to form water, of 
the relative mass 18 g/mol, as well as heat. 

In practical terms, taking kg as a unit of mass, we have: 6 

12 kg C + 32 kg 0 2 -> 44 kg C0 2 + heat 

2 kg H 2 + 16 kg O 2 —> 18 kg H 2 O + heat 

It follows that for the combustion of 1 kg of carbon or hydrogen, the following 
amounts of oxygen are needed, with the amount of energy in form of heat released 
as indicated by the term kcal (thousands of calories): 7 

1 kg C + 32 /12 kg 0 2 -> 44 /12 kg C0 2 + 8,130 kcal 

1 kg H 2 + 16 / 2 kg 0 2 -► 18 / 2 kg H 2 0 + 34,500 kcal 

Hence, for the complete combustion of 1 kg of carbon we need 32 /12 = 2.667 kg 

of oxygen, i.e. 2.667 • 4.34 = 11.57 kg of air, whereas for 1 kg of hydrogen we 

need 8 kg of oxygen, i.e. 8 • 4.34 = 34.72 kg of air. 

The combustion reaction of hydrogen set out above, in which the water pro¬ 
duced is assumed to be in the liquid state, yields the so-called upper heating value 
(u.h.v.). If the combustion produces water vapor, the evaporation of this water 
requires a certain amount of heat. As the combustion of 1 kg of hydrogen pro¬ 
duces 9 kg of water, and considering that the evaporation of 1 kg of water at 
atmospheric pressure and 100°C requires 639.4 kcal, one kilogram of hydrogen 
produces 34,500 - (639.4 • 9) = 28,745.4 or ca. 28,700 kcal. This amount of heat 
represents the lower heating value (l.h.v.) of the fuel, which can be calculated by 
using the following equation (all rounded factors in kcal/kg): 

l.h.v. - 8,100 • C + 28,700 • (H-°/ 8 ) + 2,210 • S - 600 • M, [1] 


5 With 22.4 liters per mol of ideal gas (at 0°C and 1,023.25 mbar), dry air with 28.956 g/mol results in 
1.293 g/m 3 . 

6 The respective equation for sulfur is: 32.1 kg S + 32 kg 0 2 —► 64.1 kg S0 2 + heat 

7 For sulfur: 1 kg S + 1 kg 0 2 —► 2 kg S0 2 + 2,210 kcal; see Salvi 1972, pp. 72f. 
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where C and S represent the mass of the respective element, H-°/ 8 is the mass of 
hydrogen to be burned reduced by an eighth of the mass of the oxygen already 
contained in the combustible, 8 and M is the liquid water (Moisture) content of the 
fuel, all in kg. 

The theoretical quantity of air (A t ) needed for the complete combustion of 1 
kg of fuel is arrived at by means of the following equations: 

At = 11.49 C + 34.46 (H-°/ 8 ) + 4.33 S in kg [2] 

At = 8.93 C + 26.79 (H-°/ 8 ) + 3.35 S in Nm 3 [3] 


In practice, however, if a complete combustion is to be attained, it is necessary to 
use an amount of air larger than the theoretical value: this extra air, which depends 
on the type of fuel and the type of hearth or burner used, is called “excess air” 
(m) and is quantified with a coefficient or an index. The excess air ratio is given 
by the ratio of the effective amount of air (A e ) and the theoretical amount of com¬ 
bustion air (A t ), as 




or by the ratio of the theoretical amount of CO 2 produced, (CO 2 O and the effective 
amount of CO 2 (C02 e ), i.e. 


C0 2e 
m ~~ C02t 



If the quantity of combustion air is insufficient for the amount of fuel, we will 
have incomplete combustion. The reaction of the carbon would then be: 

C + V 2 0 2 —► CO + heat 

If we use masses for this case, we have: 

12 kg C + 16 kg O 2 —> 28 kg CO + heat 

and, for 1 kg C: 

1 kg C + 16 /i 2 kg 0 2 28 /i 2 kg CO + 2,449 kcal 

Thus, from the combustion of 1 kg of carbon with 1.333 kg of oxygen we obtain 
2.333 kg of carbon monoxide and only 2,449 kcal of heat, instead of the 8,130 
kcal that would be yielded by the complete combustion. 

The theoretical amount of dry exhaust gases (F ts ) produced by the combustion 
of 1 kg of fuel can be calculated in the following way: 9 * 

F ts = 12.49 C + 26.46 (H-°/ 8 ) + 5.31 S + N in kg [6] 

F ts = 8.93 C + 21.17 (H-°/ 8 ) + 3.35 S + 0.796 N in Nm 3 [7] 


8 A correction necessary to take into account that some of the matter in the combustible is already oxy¬ 
genated to some degree. 

9 Since the oxidation products of organic nitrogen compounds (N) are very diverse, this is not treated in 

detail here. These and the previous equations are taken again from Salvi 1972, pp. 72f. 
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The quantity of water vapor (V) in the exhaust gases can be arrived at by using 


the equations: 

V = 9 H + M in kg [8] 

V= 11.19 H+ 1.244 M in Nm 3 [9] 

Combining the two equations, the total amount of theoretical exhaust gases (F t ) 
becomes: 

F t = 12.49 C +35.46 H-26.46 °/ 8 +3.51 S + N + M in kg [10] 

F, = 8.93 C +32.36 H-21.17 °/ 8 +3.35 S +0.796 N+ 1.244 M 

in Nm 3 [11] 


The efficiency (r|) of a combustion device - and this applies obviously to a cre¬ 
mation furnace as well - is the ratio of the heat supplied to the heat generated. If 
there were no heat losses, the efficiency would be equal to 1, or 100%; yet since 
heat losses will inevitably occur, the efficiency is necessarily less than 1, or below 
100%. Needless to say, the efficiency increases progressively as we approach the 
100% limit. 

The heat losses, which influence the efficiency of the device in a major way, 
can be identified as four factors: 

1) the excess air; 

2) the temperature of the exhaust gases; 

3) the unbumed components in the exhaust gases and in the slag from the hearth; 

4) the heat losses of the device by radiation and conduction. 

The heat loss due to excess air arises from the fact that, if the amount of combus¬ 
tion air is increased, the quantity of exhaust gases increases proportionally, but 
since the heat generated by the fuel remains unchanged, the temperature of the 
exhaust gases will drop; furthermore, as the amount of discharged gas increases, 
the heat lost through the chimney rises as well because of the sensible heat of the 
discharged gases. 

For example, a fossil coal with an l.h.v. of 7,500 kcal/kg would have a theo¬ 
retical combustion temperature of 2,280°C; if the gases leave the system at 
500°C, there is a heat loss of 19.2% of the l.h.v. of the fuel, and we would thus 
have an efficiency of the fuel of 7,500 • (1-0.192) = 6,060 kcal/kg. If, instead, we 
assume an excess-air ratio of m = 3, the theoretical combustion temperature drops 
to 915°C and the heat losses due to the exhaust gases rises to 52.8% {Hiitte 1931, 
vol. I, p. 578). In this case, the efficiency of the fuel would amount to 7,500 • (1 
- 0.528) = 3,540 kcal/kg. 

The gases leaving the chimney contain heat, called their sensible heat content, 
which is determined by their specific heat 10 and their temperature: the higher the 
temperature, the higher the sensible heat of the gases and the higher the heat loss. 
For example, the heat lost by 100 Nm 3 of air at 500°C, with an average specific 
heat (Cpm) of 0.312 kcal Nm -3 °C 1 (Recknagel-Sprenger, p. 47), amounts to 100 


10 


The number of kcal needed to raise the temperature of 1 kg (or here 1 Nm 3 ) of a substance by 1°C. 
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Nm 3 • (0.312 kcal Nm 3 °C 1 • 500°C) = 15,600 kcal; at 800°C, instead, it amounts 
to 100-(0.331-800) = 26,480 kcal. 

For the computation of the heat loss due to the sensible heat of the exhaust 
gases through a chimney a specific equation exists, which we will consider in 
Chapter 7. The one given below (cf. Document 91) takes into account the CO 2 
and the water vapor (which stems from the combustion of hydrogen and from the 
water content of the fuel) in the exhaust gases: 

[o- 32 • 0.536~ CO, + 0.0048 (9H + W)](T F -to)[12] 

with W = water vapor 

T F = temperature of exhaust gas 
t 0 = temperature of outside air 
H u = l.h.v. of fuel 

The equation allows us to determine the percentage of heat loss for 1 kg of fuel. 
Assuming the values of C, CO 2 , H, W and H u presented in Chapter 7, the heat loss 
for Tf = 500°C amounts to 27.87% of the l.h.v. of the fuel, whereas for Tf = 
800°C it is 44.93%. 

The effective l.h.v. of a solid fuel is always less than the theoretical value 
arrived at by means of the above equation, because a small portion of the fuel 
(unbumt solids on the hearth) and of the gases which form during the gasification 
of the coke (unbumt gases) escapes from the combustion process. For the deter¬ 
mination of the heat lost, a chemical analysis is needed. Experience tells us that 
the unbumt fuel on the hearth contributes some 4-5%. The heat loss due to un¬ 
bumt gases is given by 

F s (3,050CQ + 2,580 H 2 ) nr| 

l.h.v. 


Where F s corresponds to the dry exhaust gases in one Nm 3 . 

If we assume an l.h.v. of 6,470 kcal/kg, A t = 7.17 Nm 3 /kg, CO 2 = 13%, hence 
m = 1.57, with a mere 1% of unbumt CO and H, this would bring about a heat 
loss of 

1.57 • 7.17 ( 3,050 • 1 + 2,580 • 1 ) ^ on/ 

6 470 10/0. L 14 J 

The heat loss by conduction and radiation is determined by the temperature dif¬ 
ference between the inner wall of the furnace and the outside. If the mass of the 
refractory brickwork of the furnace is, for example, 6,000 kg, the heat required 
(/. e. lost) to bring this mass up to an average operating temperature of 800°C can 
be evaluated according to the equation c p * P * (T m - to), where c p = specific heat 
of the brickwork = 0.21, P = mass of the brickwork, T m = mean temperature of 
the brickwork = 800°C, to = ambient temperature = 20°C, which turns out to be 
0.21 • 6,000 • (800 - 20) - 982,800 kcal. 

A certain amount of heat escapes by conduction through the wall of the fur¬ 
nace from the inside to the outside and is then lost by radiation and convection. 
This heat loss depends therefore on the mean temperature in the refractory wall 
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of the furnace, on its thermal insulation and, of course, on the time considered. 
The heat lost in this way is given by the following equation: 

C = a • S • (T m -to) Z [15] 

With C = heat loss (in kcal) 

a = heat transfer coefficient (in kcal m ' 2 °C _1 hr -1 ) 

S = surface area of the furnace (in m 2 ) 

T m = mean temperature of the refractory brickwork (°C) 
t 0 = ambient temperature in the room (°C) 

Z = time considered in hours 

If we assume, as an example, a uniform a = 0.7 kcal m“ 2 °C 1 hr -1 , S = 50 m 2 , T m 
= 800°C, to = 20°C, Z = 1 hour, the heat loss would be: 

0.7 kcal m 2 °C“ 1 hr 1 • 50 m 2 • (800°C - 20°C) • 1 hr - 27,300 kcal. 

Before electric pyrometers came into use, the temperature of a furnace was deter¬ 
mined by Seger cones, made of mixtures of silicates and fluxes in the form of a 
pyramid with a triangular base; there were 59 types, each with different melting 
temperatures. They were used mainly in the ceramics industry to determine the 
temperature within a furnace on the basis of the melting point of a particular cone. 

Sometimes, when Seger cones were unavailable, the temperature would be 
estimated on the basis of the color of the refractory material according to the fol¬ 
lowing table (Bordoni 1918, p. 13): 


Color 

Temperature 

Color 

Temperature 

Incipient red 

525°C 

Dark orange 

1,100°C 

Bright red 

700°C 

Bright orange 

1,200°C 

Incipient cherry red 

800°C 

White 

1,300°C 

Bright cherry red 

1,000°C 

Gleaming white 

1,500°C 


In German usage, incipient cherry red (800°C) was simply referred to as red. 

1.2. The Chemical Processes during Cremations 

Opinions diverge considerably with respect to the chemical composition of 
the human body. Some cremation specialists (cf. Chapter 7) assert that a human 
body of mass 70 kg is made up of 

10.92 kg of carbon 3.57 kg of nitrogen 

1.47 kg of hydrogen 45.50 kg of water 

4.83 kg of oxygen 3.50 kg of ash _ 

0.21 kg of sulfur Total: 70.00 kg 

Engineer Wilhelm Heepke assumed that the human body is made up of 65% wa¬ 
ter, 30% combustible substances (mainly fat and protein) and 5% incombustibles 
(ash; see Chapter 7). For the combustible substances he gave the following chem¬ 
ical composition: 


Carbon: 

52% 

Sulfur: 

i% 

Hydrogen: 

7% 

Nitrogen: 

17% 

Oxygen: 

23% 

Total: 

100% 









C. Mattogno, F. Deana, The Cremation Furnaces of Auschwitz 


27 


On the basis of these data, a body of 70 kg contains 

70 • 0.65 = 45.5 kg of water 

70 • 0.30 = 21.0 kg of combustible substances 

70 • 0.05 = 3.5 kg of ash _ 

Total: 70.0 kg 

The combustible substances are made up of 

21 • 0.52 = 10.92 kg of carbon 
21 • 0.07 = 1.47 kg of hydrogen 
21 • 0.23 = 4.83 kg of oxygen 
21 • 0.01 = 0.21 kg of sulfur 
21 • 0.17 = 3.57 kg of nitrogen_ 

Total: 21.00 kg 


The percentage composition of the human body therefore results as: 


10.92-70* 100 = 
1.47-70* 100 = 
4.83 -70* 100 = 
0.21 -70* 100 = 
3.57-70 • 100 = 


Total: 


15.6% of carbon 
2.1% of hydrogen 
6.9% of oxygen 
0.3% of sulfur 
5.1% of nitrogen 
65.0% of water 
5.0% of ash _ 

100 . 0 % 


Heepke further indicated the composition of the combustible substances: 15% of 
proteins, 12% of fat and 3% of other substances (primarily sugars). The fat has 
an average chemical composition of: 

79.10% of carbon 
11.15% of hydrogen 

_9.75% of oxygen_ 

Total: 100.00% 


The average composition of the proteins (on the basis of fibrin which does not 
differ materially from that of the other proteins) is the following: 

52.70% of carbon 
6.90% of hydrogen 
15.40% of nitrogen 
23.80% of oxygen 

_1.20% of sulfur_ 

Total: 100.00% n 


The l.h.v. of 1 kg of fat thus results as 


Fleck 1874, pp. 163f.; for fibrin, Giua/Giua Lollini (1948, vol. II, p. 295) give a practically identical 
composition: C = 53%; H = 7%; O = 23%; N = 17%; S = 1%. 


n 
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8,100 • 0.791 + 28,700 (0.1115 - 0.0975 / 8) - 9,257 kcal. 12 [16] 

The l.h.v. of 1 kg of proteins, on the other hand, is 

8,100 • 0.527 + 28,700 (0.069-0.238-8) + 2,210 • 0.012 = 5,422 kcal. [17] 

Now, if a body of mass 70 kg is made up of 12% fat and 15% protein, the l.h.v. 
of its solid matter amounts to 

70 (0.12 • 9,257 + 0.15 • 5,422) = 134,690 kcal, [18] 

While not taking into account the remaining 3% of sugars and other combustible 
substances. However, the chemical composition mentioned initially would result 
in an l.h.v. of 

8,100 • 10.92 + 28,700 (1.47-4.83-8) + 2,210 • 0.21 = 113,777 kcal. [19] 

In view of the fact that these two values diverge considerably, it is clear that the 
chemical composition mentioned initially is low in combustible matters. Actu¬ 
ally, these percentages depend essentially on the fat and the proteins present in 
the human body, but even in this respect, the data differ: Schlapfer, for example, 
speaks of 10% fat and 20% proteins (as well as 1% of sugars; Schlapfer 1937, p. 
10), whereas Fleck has 20% fat and 10% proteins (Fleck 1874, p. 163). In this 
study we shall henceforth assume values of 12% fat and 18% proteins for our 
calculations. On the basis of these assumptions, a human body of 70 kg would be 
made up of 

70 • 0.18 = 12.6 kg of protein 
70 • 0.12 = 8.4 kg of fat 

The 12.6 kg of protein therefore contain: 

12.6 • 0.527 = 6.6402 kg of carbon 

12.6 * 0.069 = 0.8694 kg of hydrogen 

12.6 • 0.154 = 1.9404 kg of nitrogen 

12.6 • 0.238 = 2.9988 kg of oxygen 

12.6 - 0.012 - 0,1512 kg of sulfur_ 

Total: 12.6000 kg 

And the 8.4 kg of fat contain: 

8.4 • 0.7910 = 6.6444 kg of carbon 

8.4 • 0.1115 = 0.9366 kg of hydrogen 

8.4 • 0.0975 = 0.8190 kg of oxygen_ 

Total: 8.4000 kg 

A body having a mass of 70 kg thus contains (as kg and %) 


12 


According to another source, the value for animal fat is ~ 9.500 kcal/kg (DeHaan 1999, p. 28). 
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C = 6.6402 + 6.6444 = 

13.2846 kg = 

13.2846 + 70 ■ 100 = 

18.978% 

H = 0.8694+ 0.9366 = 

1.8060 kg = 

1.8060 + 70 • 100 = 

2.580% 

0 = 2.9988 + 0.8190 = 

3.8178 kg = 

3.8178 + 70 • 100 = 

5.454% 

N = 

1.9404 kg = 

1.9404 + 70 • 100 = 

2.772% 

S = 

0.1512 kg = 

0.1512 + 70- 100 = 

0.216% 

Total: 

21.0000 kg = 


30.000% 

The l.h.v. of the dry solids thus results as 




12.6 • 5,422 + 8.4 • 9,257 = 146,076 kcal. [20] 


However, the body also contains 45.5 kg of water, which has to be evaporated, 
subtracting (45.5 • 600 =) 27,300 kcal, and the l.h.v. of the entire body hence 
becomes 146,076 - 27,300 = 118,776 kcal, or 118,776 70 = 1,697 kcal/kg, 

which is an intermediate value between the values arrived at by Schlapfer (1937, 
p. 10: 1,600 kcal/kg) and those by Kraupner (1970: 1,800 kcal/kg). 

According to most recent evaluations, the human corpse consists of 15.3% 
proteins, 14% fat and 64% water (Davies/Mates 2005, p. 134); from this results 
a l.h.v. of 1,741 kcal/kg, which confirms my assumed value. 

This having been established, let us now move on to the chemical processes 
which occur during a cremation (cf. Kraupner/Puls 1970; Loffler 1926, pp. 3f.): 


1 kg of C burns to CO 2 with 
1 kg of C bums to CO with 
1 kg of S bums to SO 2 with 
1 kg of H bums to H 2 O with 


2.667 kg or 1.867 Nm 3 of O 
1.333 kg or 0.933 Nm 3 of O 
1.000 kg or 0.700 Nm 3 of O 
8.000 kg or 5.600 Nm 3 of O 


We therefore have as products from 


1 kg of C: 1.867 Nm 3 ofC0 2 
1 kg of C: 1.867 NnPofCO 
1 kg of S: 0.700 Nm 3 ofS0 2 

1 kg of H: 11.200 Nm 3 of H 2 0 



The specific volumes, i.e. the volumes of one kg of each substance, are as follows: 


CO 2 

0.509 Nm 3 /kg 

0 

0.700 Nm 3 /kg 

CO 

0.800 Nm 3 /kg 

N 

0.800 Nm 3 /kg 

so 2 

0.350 Nm 3 /kg 

H 2 0 

1.244 Nm 3 /kg 

H 

11.200 Nm 3 /kg 




One Nm 3 of air contains 0.209 Nm 3 of O and 0.791 Nm 3 of N. With the above 
values, the theoretical oxygen requirements are as follows: 

for C to C0 2 : 13.2846 • 1.867 = 24.8023 Nm 3 

for H to H 2 0: 1.8060 • 5.600= 10.1136 Nm 3 

for S to S0 2 : 0.1512-0.700= 0.1058 Nm 3 

Total = 35.0217 Nm 3 
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of which (3.8178 • 0.7 =) 2.6724 are supplied by the corpse itself, so that the 
effective theoretical oxygen requirement is 35.0217 - 2.6724 = 32.3493 Nm 3 of 
O, corresponding to 

32.3493 • 100 - 20.9 = 154.78 Nm 3 of air [22] 

containing 

79.1 * 154.78 - 100 = 122.43 Nm 3 of nitrogen. [23] 

Therefore, the following quantities of moist combustion gases are generated dur¬ 
ing the cremation of a 70 kg corpse: 


from 13.2846 kg of C: 

13.2856 ■ 

1.867 = 

24.80 Nm 3 of C0 2 

from 

1.8060 kg of H: 

1.8060- 

11.200 = 

20.22 Nm 3 of H 2 0* 

from 

1.9404 kg of N: 

1.9404 • 

0.800 = 

1.55 Nm 3 of N 

from 

0.1512 kg of S: 

0.1512- 

0.700 = 

0.10 Nm 3 of S0 2 

from 45.5000 kg of H 2 O: 

45.5000 • 

1.244 = 

56.60 Nm 3 of H 2 0* 



Subtotal: 


103.27 * as vapor 



Plus N from the air: 

122.43 


Total: 225.70 Nm 3 


Applying the equations arrived at in section 1, we have: 

1. Theoretical necessary air: 

At = 8.93 • 13.2856 + 26.77 • (1.806 - 3.8178-8) + 3.35 • 0.1512 = 

154.71 Nm 3 [24] 

Theoretical moist exhaust gases: 

F t = 8.93 • 13.2856+32.36 • 1.806-21.17 • 3.8178-8 + 3.35 • 0.1512 
+ 0.796- 1.9404 + 1.244 • 45.5 = 225.62 Nm 3 [25] 

The norm volume of dry exhaust gases then is: 

225.70 - (20.22 + 56.60) = 148.88 Nm 3 [26] 

The maximum percentage of CO 2 becomes: 

24.80 • 100 - 148.88 - 16.65% [27] 

1.3. The Cremation Process 

The cremation of a corpse proceeds in four functionally distinct, yet not tem¬ 
porally separated phases in the following sequence: 

1. desiccation (evaporation of water) 

2. the gasification (evaporation of combustible gases) 

3. the combustion 

4. the incineration 

A human body contains a large amount of water and cannot bum spontaneously, 
no matter what the temperature to which it is exposed. Before the corpse reaches 
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the temperature at which the gases formed during the gasification phase will ig¬ 
nite, the water it contains must first be evaporated, a process which takes place at 
about 100°C. Once the water has evaporated, the temperature will increase to 
around 400-500°C, at which point combustible constituents of the corpse, i.e. fat 
and protein, begin to decompose. During this process gases like carbon monoxide 
and hydrocarbons are released which bum in the presence of sufficient oxygen. 
However, before this combustion can occur, these gases must be brought to their 
ignition temperatures. The less-flammable gases, i.e. the heavier hydrocarbons, 
have ignition temperatures of around 650-700°C. The proteins, on the other hand, 
as has been pointed out by Klettner (Bundesrepublik Deutschland 1953, see Doc¬ 
ument 160), have a relatively high nitrogen content and tend to resist combustion; 
their ignition temperature - or rather the temperature at which the nitrogen splits 
off from the hydrocarbon portion - is on the order of 800°C (cf. Chapter 6). 

After the combustion of the volatile, flammable substances of the corpse, there 
is a post-combustion and incineration phase of the non-volatile remnants, during 
which these glowing, mainly carbonaceous particles are transformed into CO 2 
and ash (Maccone 1932, p. 104). 

As established by de Pietra Santa already at the end of the 19 th century (1889, 
pp. 18f.), the whole process extends over something like one hour, with the indi¬ 
vidual phases lasting approximately: 

>30 minutes for the desiccation 

>15 minutes for the gasification and combustion 

>15 minutes for the post-combustion (incineration proper) 

The cremation of a corpse in a cremation furnace with a gasifier proceeds in the 
following steps: 

The skin and the long muscles bum first, followed by the heart and the lungs, 
with the spleen and the liver being consumed last. The parts of the face that are 
exposed to the high temperature gases from the gasifier carbonize quickly, the 
hairy scalp detaches from the skull and bums rapidly. The cranial bones separate, 
the seams between them split, and the brain, appearing as a carbonized black 
mass, bums slowly. The lower jaw falls off and even the teeth, somewhat pro¬ 
tected in their cavities, are reduced to ash. The long bones are disarticulated. The 
articulations of the hand and of the fingers come apart and are consumed. The 
body parts resting on the grate bum less rapidly. The combustion of the skeleton 
proceeds from the head to the feet in keeping with the direction of the flow of the 
gases from the gasifier (normally corpses are loaded into the furnace head first). 
The bones are calcined by the high temperature of the furnace, the organic matter 
is destroyed. Only ash remains, which is primarily composed of calcium car¬ 
bonate and calcium phosphate as well as magnesium, iron, sodium and potassium 
salts which resist the obtained high temperatures (Maccone 1932, pp. 104f.; 
Kuchenmeister 1875, pp. 74f.). 

The mass of the ash is about 5% of the corpse’s mass, its density approxi¬ 
mately 0.5 g/cm 3 (Davies/Mates 2005, p. 134; Enciclopedia Italiana 1949, vol. 
XI, p. 825; Huber 1903, p. 17). 

The furnace will generally be operated in the following way: 
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Before the coffin is introduced into the cremation chamber or muffle, the pilot 
hearth is lit and the air vents, the damper and the hearth door are opened. At the 
normal operating temperature of 800-900°C the coffin ignites already as it is in¬ 
troduced into the muffle. After closing the muffle door, the furnace generally 
needs only little air and not much draft, because initially the coffin bums only on 
its relatively small surface. After a short time, the hull of the coffin will break 
apart in a number of places and the burning surface increases considerably. At 
this point it is therefore necessary to provide for maximum draft and maximum 
air, which is achieved by opening up the air vents and the damper. At this phase 
of the process of cremation so much gas is generated within the muffle that the 
air feed becomes insufficient for a complete combustion: Hence the muffle is 
filled with glowing fumes, and black smoke develops. More air must now be fed 
in. If this is done in an adequate way, the smoke will clear almost instantly. 

For this reason it is important that the furnace be equipped with measuring 
instmments to alert the operator as soon as smoke begins to form. If smoke de¬ 
velops, the combustion will be incomplete, heat generation and CO 2 content will 
decrease and the temperature will fall. Additional air has to be fed at a sufficient 
rate if an excessive cooling of the furnace is to be avoided. 

As a next step the evaporation of corpse’s water will start soon. As a conse¬ 
quence the muffle tends to cool, combustion slows down and smoke reappears. 
Therefore the open cross-section of the air vents must now be reduced. Simulta¬ 
neously there is incipient gasification which follows closely the desiccation pro¬ 
cess of the tissues layer by layer, from the outside to the inside as the evaporation 
proceeds. At this point only little air is required, and the vents have to be almost 
totally closed, as otherwise smoke will develop because of excessive cooling due 
to relatively cold air 13 entering the muffle through the vents. In this case, the 
smoke is caused by the fact that the muffle cools to a temperature below the ig¬ 
nition point of the heavier hydrocarbons that form during the gasification. An¬ 
other contribution to the cooling tendency comes from gasification itself, an en¬ 
dothermic process, which means that it absorbs heat. 

Normally the combustion of the corpse will then, for a while, become some¬ 
what more pronounced, as desiccation and gasification proceed, resulting in the 
demand for more air and hence a stronger draft. Slowly, though, as the cremation 
advances, combustion will gradually die down. When combustion has come to a 
stop, the glowing ash is removed from the inclined plane of the muffle into the 
ash chamber for the final burnout, and another coffin can be introduced into the 
combustion chamber. 

Cremation must be carried out between well-defined thermal limits: at tem¬ 
peratures beyond 1100-1200°C, sintering will occur, i.e. the bones of the corpse 
and the refractory material will soften and fuse; at temperatures below 700-600°C 
there is only carbonization of the corpse. The optimum temperature for the intro¬ 
duction of the coffin has been found by experiments to lie between 850 and 900°C 
(Kessler 1930, pp. 136f). The maximum temperature that could be registered in 


13 


As compared to the temperature of the muffle. 
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a muffle, but only for a few moments, was on the order of 1100°C (see Chapter 

4). 


2. Cremation Technology of Coke-Fired Furnaces 
2.1. Structure and Operation 

Documents 1 and 2 (Figures 1-4) show the typical structure of a cremation 
furnace with a coke-fired gasifier. The drawings are those of the Wilhelm Rupp- 
mann Company of Stuttgart (Germany) for the furnace installed at Biel 14 (Swit¬ 
zerland) in 1911. 15 

The furnace consisted of gasifier A ( Generator ), a cremation chamber L (Ver- 
brennungsraum , also called muffle) with its post-combustion chamber below (Na- 
chgluhraum) and the heat recuperator ( Rekuperator ). In front of the chimney 
there is also a pilot hearth (. Lockfeuer ), also called chimney hearth ( Kaminfeuer ) 
- not shown in the drawings - which served mainly to activate and reinforce the 
draft and for the post-combustion of the flue gases. 

The operation of the device under normal conditions was as follows: Before 
the gasifier was lit, the damper S of the flue duct was opened and the pilot hearth 
was lit. Next some wood and a little coke were lit on the grate N of the gasifier. 
Once the coke had started to glow, more fuel was added through the loading chute 
B. Heating of the initially cold furnace up to the temperature at which the corpse 
would be loaded (800°C) took about 3 hours and required some 260 kg of coke. 

During the preheating phase the air vents stayed closed, and only vent T of 
the hearth was open. The gases from the gasifier entered the muffle through the 
outlet of the gasifier, flowed into the post-combustion chamber and duct Z and 
then onward into the heat recuperator and from there via the flue into the chimney. 
The heat recuperator consisted of a number of channels made of refractory brick, 
some of which were traversed by the exhaust gases in a downward direction while 
the others were traversed by the incoming combustion air in an upward direction. 

When the furnace had reached its operating temperature, door K was opened 
and the coffin introduced into the muffle. The coffin was placed onto the muffle 
grate, which consisted of 9 transversal and 2 longitudinal bars of refractory clay. 
Because of the high temperature of the muffle, the coffin caught fire as soon as it 
was introduced into the chamber and burned rapidly, leaving the corpse on the 
grate exposed to the flow of the combustion gases from the gasifier, which trav¬ 
eled through the muffle with a high temperature. 

At that time the evaporation and gasification of the corpse began, followed by 
the combustion as such. The combustion residues fell through the grate into the 
post-combustion chamber, where they continued to bum. When the flames had 
died down, the glowing cinders, by means of a rake introduced through the upper 


14 The French name of the town is Bienne, as it appears in Documents 54 and 56. 

15 Cf. the account of the test cremation for this furnace in Chapter 2.2.6. 
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opening of the ash chamber, were raked forward from the inclined plane into the 
receptacle H, where they burned out little by little. 

The operation of the furnace was controlled by means of a number of devices 
(air vents, fire doors, dampers of the flue ducts, and the pilot fire). During their 
passage through the heat recuperator the hot combustion gases transmitted some 
of their heat to the brickwork, heating it up. The combustion air entering the re¬ 
cuperator through the air vents at D warmed up in the upper part of the furnace, 
traveled through duct E, and then a part of it entered the muffle through openings 
F, whereas the remainder entered the top of the gasifier through the openings G. 
Here the air mixed with the igniting combustible gases produced during the gas¬ 
ification, and the mixture of burning gasses and flames then flowed into the muf¬ 
fle striking the coffin and the corpse. 

In order to prevent the formation of slag, vessel P, located beneath the hearth 
grate, is filled with water. This water evaporates and rises as vapor through the 
hearth grate and the glowing coke; the heat breaks up the water vapor, and sub¬ 
sequently both the grate and the ash cool down, 16 thus preventing the formation 
of slag. In this way, water gas is also generated in the gasifier (see next section): 

C + H 2 O ^ CO + H 2 

2.2. General Theoretical and Structural Principles 
2.2.1. The Gasifier 17 

The gasifier is a vertical chamber lined with refractory material on the inside. 
The hearth is in its lower part and consists of the grate and the door for the primary 
air and the removal of ashes and slag. In its upper part the chamber tapers off on 
one side into a duct (the neck of the gasifier) through which the products of the 
coke gasification enter the muffle and, on the other side into a vertical or slanted 
chute connected to the outside through which the coke is fed into the gasifier. 

The function of the gasifier is the gasification of coke, i.e. its transformation 
into combustible gases, in this case into generator gas or water gas. 

The generator gas is formed during the incomplete combustion of the coke, 
according to the following reaction: 

C + y 2 0 2 CO + 29.2 kcal 

This is brought about by having air pass through a layer of coke. Initially, in the 
lower layers of the coke, carbon dioxide forms in the presence of sufficient oxy¬ 
gen according to the following reactions: 

C + 0 2 C0 2 + 97.2 kcal 

2 CO C + C0 2 + 40.9 kcal 

In the upper layers, on the other hand, carbon monoxide is formed due to the 
deficiency of oxygen according to the following reaction: 


16 The evaporation of 1 kg of water absorbs about 3,800 kcal. 

17 The following description is based on Enciclopedia Curcio..., vol. 5, p. 1842; Giua 1948, vol. II, p. 
382; Bordoni 1918, pp. 51-54; Heepke 1905b, pp. 3Iff. 
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C0 2 + C ^ 2 CO - 38.8 kcal 

Thus CO is produced by the direct reaction of C and O and by the reduction of 
CO 2 . The CO of the generator gas formed in this way leaves through the neck of 
the gasifier and - just before it enters the muffle - reacts with the preheated out¬ 
side air (secondary combustion air) to form CO 2 once again, giving up part of its 
heat to the muffle. Then the combusted gases pass through the post-combustion 
chamber, enter into the recuperator, then the flue and finally the chimney. 

The composition of the coke depends, of course, upon the type of coal from 
which it was made and upon the type of coking. 

Leaving aside the minute quantities of hydrogen, oxygen, nitrogen and sulfur 
which the coke still contains and considering only the carbon, 1 kg of C requires 

2.667 kg of O and hence 

2.667 •■^=11.59 kg of air, [28] 

assuming a composition of air as being 23 kg of O 2 and 77 kg of N 2 for 100 kg of 
air. Thus, the 11.59 kg of air contain 

11.59- 2.667 - 8.923 kg of N 2 [29] 

In the lower layers of the glowing coke in the gasifier, the gas is therefore gener¬ 
ated according to the reaction 

1 kg of C + 11.59 kg of air —> 3.667 kg of CO 2 + 8.923 kg ofN 2 . 

In successive layers we have accordingly the transformation of CO 2 to CO: 

3.667 kg C0 2 + 8.923 kg N 2 + 1 kg C -► 4.667 kg CO + 8.923 kg N 2 , 
and the pure generator gas therefore contains, in theory, 

4.667 ' (4.6677°8.923) = 34 ' 34% ° f CO t 30 ] 

and 


100-34.34-65.66 % of N 2 . 



Normally, though, one obtains from the coke a generator gas having the following 
average composition: CO - 26%, N 2 = 65%, CO 2 = 2.8%, SO 2 = 0.2%, CH 4 = 
1.5%, H 2 = 0.5%. The l.h.v. of this gas is about 1,000 kcal/Nm 3 , the density is 
about 0.97 relative to air. 

Thus, 2 kg of C will produce 4.667 kg of CO, but if we assume an effective 
yield of 26%, we obtain only 


4,667 • 26 
34.34 


3.53 kg of CO. 



Exactly 0.5714 kg of O are needed for the complete combustion of 1 kg of CO 
into CO 2 , i.e. 

0.5714- 100 


23 


2.484 kg of air. 


[33] 
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The products from this combustion are 

1 kg of CO + 0.5714 kg of 0 2 -► 1.5714 kg of C0 2 

2.484 kg of air - 0.5714 kg of O 2 —> 1.9126 kg ofN 2 

With preheated air and perfect mixing, the theoretical excess air for the combus¬ 
tion of CO into CO 2 is at most 10%, but in practice the excess air is over 50 
percent. 

If 1 kg of CO is completely converted into CO 2 by combustion, 2,449 kcal are 
generated. If a reservoir of water is placed under the grate of the hearth, the gas¬ 
ifier will produce water gas. 

Water gas is a mixture of carbon monoxide and hydrogen and results from 
steam being passed through a coal bed heated to around 1,000°C. The correspond¬ 
ing reaction is as follows: 

C + H 2 0 *=* CO + H 2 - 28.6 kcal 
Below 600°C, the reaction produces a mixture of CO 2 and Fh: 

C + 2 H 2 0 4=? C0 2 + 2 H 2 - 18.0 kcal. 

In order to keep the latter from happening, it is necessary to maintain the bed 
of coal at a sufficiently high temperature. The water gas which is generated ac¬ 
cording to the first of the above two equations would theoretically be a mixture 
of equal volumes of carbon monoxide and hydrogen with a calorific value of 
2,810 kcal/Nm 3 . Under actual conditions, however, it has the following compo¬ 
sition (by volume): CO = 38.5%; FC = 52%; CH 4 =1%; CO 2 = 4.5%; FCS = 0.2%; 
N 2 = 3.8% and a calorific value of 2,650 kcal/Nm 3 . Its density is 0.5330 relative 
to air; one Nm 3 has a mass of 0.689 kg. 

In a device like the Schneider furnace (cf. Chapter 3) with a vessel of some 
0.2-0.4 m 3 placed beneath the hearth grate, an increase of 5-15% in the calorific 
value of the gasifier gas was obtained. 

2.2.2. The Cremation Chamber or Muffle 

The muffle is a horizontal combustion chamber, the upper part and ceiling of 
which are made of refractory bricks. In the earliest models its dimensions were 
as follows (cf. Document 3): 

Width: 850- 1,000 mm 

Height: 800 - 900 mm 

Length: 2,200 - 2,500 mm 

The “Norms for the construction and operation of furnaces for the cremation of 
human corpses” of 1937 specified the following minimum dimensions (cf. Chap¬ 
ter 8): 

Width: 900 mm 

Height: 900 mm 

Length: 2,500 mm. 
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The muffle is closed at its front end by a door made of refractory clay which slides 
sideways along a special track. An outer door is located in front of that sliding 
door. 

Because the front end of the coffin caught fire as soon as it entered the muffle 
and because smoke formed on account of the varnish, later models were equipped 
with a hood above the door which sucked up this smoke while the coffin was 
introduced and discharged it to the exterior. 

In its rear portion the muffle is linked to the gasifier by means of the gasifier 
neck. Its bottom consists of a grate of refractory clay, usually with longitudinal 
and transversal bars on which the coffin rests. 

Beneath this grate is located the inclined plane on which the residues of the 
corpse bum out completely after having fallen through the openings of the grate. 
This inclined plane for the ash has at its front end a space for the ash container. 
The ash is moved into this container by means of a suitable rake. 

In the 1930s a post-combustion grate for the ash was placed at the front end 
of the inclined plane. 

The walls of the muffle underneath the grate of refractory clay are inclined 
towards the center, thus forming a small chamber (post-combustion chamber) 
which receives the remains of the corpse. The walls of this chamber have perfo¬ 
rations for the discharge channels through which the exhaust gases flow into the 
recuperator. 

Some systems with an indirect heating system had furnaces with a shutter 
made of refractory material which closed the opening leading from the gasifier to 
the muffle. The gasifier gas could thus be diverted through appropriate channels 
around the muffle in order to heat the latter merely indirectly from the outside. 
This device served to keep the combustion gases from coming into direct contact 
with the corpse in accordance with Pmssian legislation in force until 24 October 
1924 (cf. Chapter 4). 

2.2.3. The Recuperator 

The recuperator (cf. Documents 1 and 2, Figures 1 and 3) is a heat exchanger 
made of refractory material with a mass of 7,000 to 8,000 kg, placed in the lower 
part of the furnace, with usually two levels. It consisted of two counterflow sys¬ 
tems of intertwined channels with an appropriate upper opening in the muffle and 
the lower opening at the furnace’s bottom. The exhaust gasses from the muffle 
flowed in a downward direction while the combustion air from the outside flowed 
in an upward direction. In that process the combustion gases transferred some of 
their heat to the channel walls. As a result of this, the heat dispersed throughout 
the entire recuperator by way of conduction, with its temperature varying between 
400 and 600°C or higher. 

In older furnaces equipped with an entirely indirect heating system, the recu¬ 
perator was preheated, just like the muffle, to a temperature of 1,000°C, after 
which the arrival of the combustion products of the gasifier into the muffle was 
stopped. The combustion air moved upwards through the recuperator while get¬ 
ting heated and entered the muffle at basically the same temperature. 
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In the furnaces of the 1920s and 1930s, which usually worked with semi-direct 
or direct processes, 18 the recuperator was heated to a considerably lower temper¬ 
ature, and the heat needed to bring the cremation to an end was provided by the 
radiation from the muffle walls and by the gas coming from the gasifier. 

In the Klingenstiema furnace (cf. Chapter 3) the recuperator consisted of a 
bank of metal tubes directly exposed to the flames and the exhaust gases from the 
muffle, thereby becoming red-hot, with the combustion air flowing through the 
tubes; in the modified type produced by Gebruder Beck of Offenbach, the tubes 
were replaced by a recuperator of refractory clay. 

The Siemens furnace of the Gotha crematorium (cf. Chapter 3) did not have a 
recuperator, but a regenerator. A regenerator is a heat exchanger working inter¬ 
mittently and consisting of a structure of refractory bricks with a system of chan¬ 
nels linking the muffle and the flue duct as in the case of the recuperator, but - as 
opposed to the latter - all channels are alternately traversed by either the exhaust 
gases from the gasifier in a downward direction or by the combustion air in an 
upward direction. Not having separate channels for the exhaust gases and the 
combustion air, the regenerator is operated discontinuously, with alternating heat¬ 
ing and cooling phases. The exhaust gases from the gasifier flow through it only 
while the furnace is being heated up. When the latter has reached its operating 
temperature and the coffin is introduced into the muffle, the combustion gases are 
shunted directly to the chimney through appropriate channels. Combustion air is 
then heated by being made to flow upwards through the regenerator. It strikes the 
coffin and the corpse at a temperature of 900-1000°C. During this process the 
regenerator cools down and has to be heated up again before the next cremation 
(Schlapfer 1937, p. 8; Kaiserliches Patentamt, 1913b). 

In order to allow such a system to operate continuously, two regenerators 
working in tandem are necessary, as in F. Siemens’s patent referred to above (cf. 
Chapter 3). Here, the exhaust gases from the muffle and from the gasifier are 
discharged through a second regenerator that heats up while the combustion air 
flows into the muffle through the first regenerator, cooling it down. In this way 
one of the regenerators is always hot in each of the phases of the cremation. 

Because of the impracticality of such a system, nearly all cremation furnaces 
operate using a recuperator. 

During the cremation experiments run in the Biel crematorium by the engineer 
Richard Kessler at the end of the 1920s, it was established that the recuperator 
had another important function: the post-combustion of gases leaving the muffle 
not completely burned (cf. Chapter 4). 

2.2.4. The Chimney 19 

The discharge of the exhaust gases from the furnace is assured by a system 
consisting of a flue {Fuchs) and the chimney (, Schornstein ), sometimes supple¬ 
mented by a pilot flame {Lockfeuer) or a forced-draft device (* Saugzuganlage ). 

18 For the definition of these terms see Chapter 4. 

19 This subchapter is based on: Beutinger 1911, pp. 143-146; Heepke 1905b, pp. 67-75; Bordoni 1918, 

pp. 43, 56-62, 224-225, 230-234; Lebrasseur 1922 , pp. 56f.; Salvi 1972, pp. 617-622; Enciclopedia 

Curcio... 1973, vol. 8, p. 3247. 
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In accordance with the findings of the furnace-specialist Beutinger, the flue 
duct, i.e. the link between the furnace itself and the chimney, must be lined in¬ 
ternally with refractory material. It must also have a sufficient number of open¬ 
ings for cleaning; wherever possible, these apertures must be equipped with a 
double lid to avoid leakage of fresh air from the outside into the duct. 

At the point where the flue duct enters the chimney or possibly even upstream 
of this point, Beutinger recommends the installation of a damper, moving verti¬ 
cally, which allows control of the draft by increasing or decreasing the cross- 
section of the duct in keeping with the operating conditions. 

The pilot flame must be placed at the bottom of the chimney; its function is to 
heat the layers of cold air above it and to draw up the cold air which is in the duct 
and the furnace itself. Besides activating the draft when the furnace is cold or has 
difficulties on account of adverse atmospheric conditions, this flame also serves 
for the post-combustion of the smoke. 

In the furnaces built in the 1920s and 1930s, the pilot flame was usually re¬ 
placed by a forced-draft device, a blower placed at the base of the chimney in 
such a way that it created a lower pressure in the flue compared to the furnace. 
Such an effect could be achieved in one of two ways (Enciclopedia Curcio... 
1973, vol. 8, p. 3247): 

“One can either have all the combustion products pass through the blower, or 
one can place the blower in a shunt. It would then draw in only a portion of the 
flue gases, ejecting them at high velocity into the base of the chimney, which has 
to have a converging/diverging shape, like an ejector. The jet produced by the 
blower drags the flue gases along at a high speed; in the diverging part of the 
duct the air velocity drops, and the kinetic energy is transformed into pressure 
energy. The output pressure of the blower has to be such that it overcomes the 
resistance in the duct caused by friction, by elbows etc. ” 

If several furnaces operating simultaneously are to be installed, it is necessary to 
build separate chimneys; a common chimney is not advisable because in the case 
of partial operation its cross-section and hence the cooling effect would be too 
large, especially if one furnace is taken out of service. 

In some cases, a rotary valve can be installed in the upper part of the chimney 
to prevent cold air and humidity from entering. Large irregularities at the head of 
the chimney should be avoided because they can lead to a reduction in the draft, 
mainly through the formation of air eddies and downdrafts beneath any such large 
protuberances. If the chimney does not have an outside brick covering, it must 
have a layer of insulation on the inside, possibly made of refractory material. If 
the temperature of the gases at the bottom of the chimney is expected to reach 
500°C, the chimney has to be clad internally, over the lower third of its height, 
by a layer of refractory bricks joined with refractory mortar. 

In the case of a cremation furnace with a coke-fired generator the main func¬ 
tion of the chimney is not the discharge of the exhaust gases but the creation of 
sufficient draft to provide enough combustion air at the grate of the hearth. In 
fact, the highest resistance that the combustion air encounters resides in the grate 
and the layer of coke. The resistance of the grate depends on the air flow-rate and 
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on the open cross-sectional area of the grate. A theoretical equation has been pro¬ 
posed by M. Lebrasseur: 


H = y • V 2 (N 2 -1) [34] 

with H = resistance 

y = specific density of the air 
V = air velocity 

N = open cross-sectional area of the grate 


The resistance of the layer of coke on the grate depends on the mass of the coke 
and the thickness of the layer. According to M. Lebrasseur, this resistance, H, can 
be expressed as 



c • 1 • P 2 
100 



where c is a factor taking into account the size of the pieces of coke, 1 is the 
thickness of the layer and P the mass of coke on 1 m 2 of grate surface (Lebrasseur 
1922, pp. 56f.). 

The draft of the chimney can be natural or artificial. Natural draft is caused by 
the density difference - and hence by the temperature difference - of the fumes 
entering the chimney at its base and the ambient air. The hot gases, having a lower 
specific density than the surrounding air, causes an updraft which in turn creates 
a low pressure at the base of the chimney. 

The draft is measured in mm of water column, 1 mm of water column being 
equivalent to a pressure of 1 kg per square meter (10 m of water column roughly 
equals the average atmospheric pressure). The measuring instrument is called a 
vacuum indicator. In its simplest form, it is a glass U-tube filled to half its height 
with colored water. One extremity of the tube is connected to the inside of the 
chimney. The level difference between the two parts of the glass tube represents 
the draft of the chimney and is given in mm of water column (mm Wassersdule , 
mmWs, in the German literature). The draft can also be measured electrically by 
means of an instrument with a scale in the form of the arc of a circle (Cantagalli 
1940, p. 86). 

According to Heepke, for cremation furnaces with coke-fed gasifiers the min¬ 
imum allowable draft is 10 mm of water column, the maximum 30 mm. The draft 
is a function of the height of the chimney according to Salvi’s equation: 




1 

1 + 0.00367 • t a 


1 

1 + 0.00367 • tf 



with 


[36] 

E = draft 

h c = height of chimney 

t a = temperature of ambient air 

t f = temperature of fumes 


This equation also allows calculating the height of a chimney as a function of its 
draft: 



1.29-( T 


1 


1 


+ 0.00367 • t a 1 + 0.00367 • t f 


) 


[ 37 ] 
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For example, assuming h c = 20 m, t a = 10°C, tf = 300°C, the draft would be equal 
to 12.6 mm of water column. With such temperatures, the height of the chimney 
should be at least 16 m for a draft of 10 mm of water column to be attained. In 
practice, however, the height should be greater in order to overcome the pressure 
losses in the flue and the chimney. 

The cross-sectional area of the chimney is also very important, because it de¬ 
termines the velocity of the gases passing through the chimney. This velocity 
varies with the square root of the draft, and normally has an order of magnitude 
of 3-5 meters per second, depending on the size of the plant. 

The recommended cross-sectional area of the chimney can be derived from 
Colombo’s equation: 


_ F- V-(l + a-t) 
^ 3,600 sec/hr • v 



with 


q = cross-sectional area of the chimney, in m 2 
F = fuel consumption in kg/hr 

ot = V 273 °C 1 

t = fume temperature at the chimney base in °C 
V = volume of the fumes in Nm 3 /kg fuel 
v = exit speed of the fumes at the chimney top, m/sec. 


Heepke proposes the following equation for the calculation of the exit velocity of 
the gases discharged: 


G • B • (1 + a • t) 
1.293 • 3,600 sec/hr • q • y 



with G = mass of gas generated by combusting 

1 kg of coke (with air excess ratio m = 2) 
B = mass of the coke in kg 
q = cross-sectional area of chimney 
y = density of the gas 


2.2.5. Drying a New Furnace 

The drying of a newly built cremation furnace is a rather delicate operation. 
If it is done poorly, it can lead to damage in the wall structure of the plant. In his 
classic work on cremation, Beutinger describes it as follows (1911, p. 127): 

“During the construction of the furnaces, a large quantity of water remains in 
the body of the furnace, together with the building materials; it is therefore nec¬ 
essary to carry out a careful drying after the completion of the work, including 
the flue duct and the chimney. The drying operation must be done slowly, because 
an intensive and rapid heating would lead to the generation of large quantities of 
water vapor, the pressure of which, under these conditions, could cause the for¬ 
mation of cracks in various parts of the furnace, which could eventually lead to 
the discharge of gas or smoke from the furnace. Even the most solid structure and 
the best anchoring themselves could be damaged. Therefore, the drying should be 
left to the builder of the furnace; it always takes several weeks: the slower it oc¬ 
curs, the better the probable future behavior of the furnace. In the beginning, only 
very small shavings of wood must be usedfor the fire; a little later, from the third 
day onward, one may add small pieces of wood. After the first week, a more sub¬ 
stantial charge of wood is indicated; as before, the draft must be completely open 
in order to allow the hot air to remove the water vapor which forms. As the heat 
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load is increased by adding to the logs progressively increasing quantities of coke, 
the furnace will dry out completely. ” 

2.2.6. Test Cremations 

The test cremation is a means for testing the proper functioning of the furnace. 
In this respect, architect Beutinger writes (ibid., pp. 127f.): 

‘Before the test cremation it is necessary to check the furnace thoroughly, 
including the control devices, the closures, the introduction trolley, etc. If the fur¬ 
nace has been standing idle for some time, the chimney has to be prewarmed by 
means of the pilot fire to ensure a good draft. The test run must be made by the 
builder of the furnace who will also train the operating personnel at the same 
time. Minutes of the test cremation and its results will be kept, recording the var¬ 
ious phases of the combustion and their progression. The generation of smoke and 
the quality of the ash must be recorded. With respect to the development of smoke 
from the chimney, it must be remembered that, for all such systems, smoke is fa¬ 
vored both by a lack of air and by an excess of air, because the latter state will 
lead to a lowering of the furnace temperature and hence to a decrease in the abil¬ 
ity of the gases to rise. For the heating and the cremation test, the furnace will be 
warmed up in accordance with its operating instructions and brought to its proper 
temperature. The weight and the quality of the fuel usedfor lighting [the fire] and 
for the cremation as such must be checked and recorded. For the cremation any 
kind of an imal carcass can be used, for example a horse, whose overall size and 
whose weight percentage of flesh, bones and also of the parts which burn rather 
poorly, such as the heart, the lungs, the liver, correspond roughly to the propor¬ 
tions in the corpse of a human adult. The carcass is placed in a coffin-shaped box 
made of dry wooden unplaned boards, 15-18 mm thick, like those usedfor coffins, 
1.90 m in length, 0.60 m wide and 0.50 m high. It is best to use a coffin made 
according to the general practice. The weight of the carcass, its type and the var¬ 
ious portions of its individual parts such as bones, flesh, heart, lungs, fat etc., as 
well as the weight of the coffin must be recorded and the various phases of the 
combustion verified during the entire process of the cremation. Seger cones for 
temperatures between 900 and 1100°C must be placed at appropriate locations 
in the cremation chamber to establish the temperatures reached on the basis of 
their fusion. When the inside of the furnace has reached the temperature neces¬ 
sary for the cremation, the carcass will be introduced and must be observed per¬ 
manently through the inspection opening. The ash will be collected in the space 
provided, and its quality will be examined. The test cremation must be carried out 
in the actual presence of the supervising authority. Depending on the outcome of 
the cremation, for which minutes will be drawn up and signed by the public au¬ 
thorities present, the use of the furnace for the cremation of human corpses will 
be authorized. ” 

As an example I reproduce the minutes of the test cremation of the Ruppmann- 
type cremation furnace with a coke-fed gasifier at the Biel crematorium (Nagel 
1922, p. 40): 

“Protocol of the test cremation carried out in the crematorium at Biel at 2 
p.m. on Friday, 25 August 1911. The president of the cremation association of 
[the city of] Biel reads to those present the text of the supply contract. Then, 
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around 2:25 p.m., a coffin filled with animal remains is introduced into the fur¬ 
nace. The furnace had been lit at 10 a.m. and had been ready for use for two 
hours. The experts ascertained a temperature of around 1000°C on the basis of 
the Seger cones placed inside it. The coffin contained some 80 kg of meat supplied 
by the administration of the Biel slaughterhouse, consisting of 85% of soft tissue 
and 15% of bones. The introduction of the coffin by means of the Ruppmann trol¬ 
ley was very easy. The closure plate works well and shuts immediately upon in¬ 
troduction of the coffin into the cremation chamber. The doors of the furnace were 
closed. Through the inspection ports in the front of the furnace one can see that 
the coffin catches fire immediately and intense flames develop. At that moment a 
little smoke can be observed above the chimney. Later, too, there is at times a 
little smoke, but it is barely visible. Around 5:25p.m. it can be seen that the con¬ 
tents of the coffin, except for a few small pieces, have been completely reduced to 
ash. In the post-combustion chamber the bones can be seen, i.e. the incinerated 
remains of the bones, in an incandescent state. Mister Lanz, as a member of the 
commission for sanitation, is asked to examine the ashes the next day, after the 
time specified. The management [of the crematorium] finds that the furnace is 
working well and that the large masses and the very dense pieces of flesh have 
been destroyed by the flames in a rather quick way. 

Biel, 25 August 1911. 

The Biel Association for Cremation 
The President: (signed) Albrecht 
The Secretary: (signed) Fehlmann. ” 


3. Origin and Development of Modem Cremation 
Furnaces 

Corpse cremation was practiced in Europe as early as a thousand years before 
Homer (Schuchhardt 1920, p. 502) and continued to be practiced up to the year 
785 AD, when it was prohibited, under pain of death, by the Paderbom Decree 
(Capitulare Paderbrunnense) of Charlemagne (Pauly 1904, p. 8). Over the fol¬ 
lowing centuries the cremation of corpses fell completely into disuse as a funerary 
habit throughout Christian Europe. 

The idea of cremation of corpses arose again during the French Revolution, 
but did not take hold before the second half of the 19th century. In its session of 
the 14th Floreal of year VII (3 May 1799), the central administration of the Seine 
Department promulgated a decree giving complete freedom to the citizens to have 
their own corpses buried or cremated, and even proposed to have a “resting field” 
arranged on Montmartre where solemn incinerations of corpses could be prac¬ 
ticed without the use of wood, but using “furnaces ingeniously prepared by mod¬ 
em chemistry.” 20 Two drawings of this monumental crematorium (before the 
word came into use) have survived (Documents 4 and 5; Reber 1908, pp. 26-29). 


20 


On the Seine Department’s decree see in detail Lacassagne/Dubuisson 1874, pp. 32-35. 
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The birth of the movement for the cremation of corpses can be traced back to 
1849, when the philologist Jakob Grimm gave a memorable speech on this sub¬ 
ject at the Berlin Academy of Sciences. 21 The idea was picked up by Prof Jakob 
Moleschott in 1852 and by Dr. Francesco Coletti in 1857 (cf. his Memoria ) and 
enthusiastically spread by untiring pioneers such as Army Surgeon J.P. Trusen, 
Prof. Richter, Prof. Reclam and Prof. Kuchenmeister, and in Italy by Du Jardin, 
Bertani, Castiglioni and by the selfsame Coletti during various conventions which 
took place between 1858 and 1869. 

In this chapter I do not wish to describe the history of modem cremation - a 
great many books have already been published on this topic as listed in the present 
book’s bibliography - but rather a specific history of cremation installations. I 
shall therefore limit myself to the essential historical points. 

In Europe, the first cremation in a cremation furnace took place at Dresden on 
9 October 1874 in an experimental furnace built by Siemens. At that time the 
corpse was that of an Englishwoman, Lady Dilke, the wife of the Secretary of 
State Dilke. It was followed on 6 November by the cremation of the wife of the 
Medical Councillor D. Thilenius of Wiesbaden as well as several other crema¬ 
tions before such experimental incinerations were stopped by the government of 
Saxony (Pauly 1904 p. 18). 

Italy soon placed herself in the vanguard of the modem cremation movement, 
both from the legal and the technical point of view. The principle of corpse cre¬ 
mation was recognized in that country by the sanitary regulations of 6 September 
1874 (Pini 1885, p. 16). 

Cremations spread rapidly in the United States. The first crematory was 
erected in Washington D.C. in 1876. In 1895 already 19 crematories existed there 
(Probst/Chairman 1895; Guilbert 1895). 

In France cremations were once more legalized on 15 November 1887, but 
effectively only on 27 April 1889 with the promulgation of specific regulations. 22 

The 1870s saw a massive amount of work being done in this field, theoretical 
as well as experimental, and various types of furnaces were built. Modem crema¬ 
tion had to fulfill numerous ethical, esthetic and economic requirements. The gen¬ 
eral congress on cremations held at Dresden on 7 June 1876 specified the follow¬ 
ing principles (Pauly 1904, pp. 14f): 

“ 1) Cremation must be complete and must not leave any carbonized remains. 

2) Cremation of corpses must be carried out only in installations expressly 
built for this purpose. 

3) No malodorous gases must be generated; cremation must hence be odor¬ 
less. 

4) The ashes must be white, clean and easy to collect. 

5) The cost of the equipment and of the cremation must be as low as possible. 

6) The equipment must be in a position to allow several cremations in rapid 
succession. ” 


21 The speech, entitled Ueber das Verbrennen der Leichen (On the cremation of corpses) was published 
the year AFTER (Grimm 1850). 

22 “La cremation a Paris” 1891. About the early history of cremations in France see “La cremation des 
morts...” 1888 (twice); “Cremation” 1889; Salomon 1893; “La cremation” 1890; Rochard 1890; 
“Cremation” 1892. 
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The first European crematorium was built in Milan in 1875. It was equipped with 
a Polli-Clericetti furnace inaugurated on 22 January 1876 with the cremation of 
the corpse of Alberto Keller (Pini 1885, p. 30). The first crematorium in Germany 
went into service at Gotha on 10 December 1878. 

The pioneers of cremation were confronted with a serious problem. The hopes 
and the disappointments that accompanied the first experiments using animal car¬ 
casses are vividly described by the words of Dr. Gaetano Pini (ibid., p. 128): 

“We, who were present at the first experiments of Polli (12 June and 12 De¬ 
cember 1872) and of Gorini (1 September 1872), have not forgotten the illusions 
and the discouragements we experienced, shut in for hours as we were in that 
small space as we anxiously and restlessly awaited the results of the trials with 
animals. How long it took to burn that beast! What a foul smell there was! How 
much smoke! And yet, at each step, not knowing what sort of difficulties still lay 
ahead of us, we though t we had reached our goal ” 

Soon, the first experimenters realized that the cremation of a human corpse was 
an even more difficult problem. Dr. Pini wrote in this regard (ibid., p. 129): 

“The disappointments began with the first tentative incinerations of human 
corpses. Experience then taught us that there was still a long road ahead of us 
before we would be able to burn a human body in a short time and at little cost. ” 
The first types of cremation equipment used in Italy employed muffles. The 
corpse had to be placed into a metal cylinder heated on the outside by coke (Du 
Jardin, 1867) or city gas (Polli). 23 

Brunetti’s device (1873) consisted of four little walls of ordinary brick, mak¬ 
ing up the hearth, upon which was placed a thin sheet of steel which covered only 
a small part of the hearth. Above it was a large hood linked to the chimney. The 
corpse was tied to the steel plate with wire to keep it from falling off on account 
of sudden muscular contractions during the burning. On the hearth, below the 
steel sheet, a fire of wooden logs was lit. The flames caused the steel sheet to 
glow and surrounded the corpse from both sides. Cremation took about 6 hours. 24 

The Polli-Clericetti furnace, enclosed in an urn in the form of an antique sar¬ 
cophagus (Document 7), consisted of a cremation chamber with a horizontal grate 
on which the corpse was placed. It had 217 nozzles of air and gas, the jet-like 
flames of which impinged directly on the corpse and heated the chamber to a 
temperature of 1,100°C. This furnace was set up in the Milan crematorium and 
used for the cremation of Alberto Keller 25 and for another two cremations. 26 On 


23 Ibid., pp. 130f. A detailed description is given by Wegmann-Ercolani 1874, pp. 30-33. In this work 
one can also find the drawing which I have reproduced as Document 6. 

24 Pini 1885, p. 132. The first experiments by Lodovico Brunetti are described in detail in Pini 1973; the 
following has been taken from Pini 1885, pp. 128-171, unless otherwise stated. Cf. also de Cristoforis 
1890, pp. 56-135; de Pietra Santa/de Nansouty 1881; Vallin 1880, pp. 854fi; Maccone 1932, pp. 102- 
124; Eassie 1875 presented an accurate description of the early years of cremations in Italy, Switzer¬ 
land, France, Belgium, Austria, Germany, the U.S. and England (pp. 68-88) and of the first cremation 
devices with special reference to the Siemens furnace (pp. 89-126). See also Rolants 1910; du Mesnil 
1877; de Pietra Santa 1888a-c. 

25 Polli 1876a; “La prima cremazione...” 1876. The cremation lasted one hour and 30 min.; the corpses 
weighed 60 kg and resulted in 3 kg of ashes. 

26 The second cremation was that of the corpse of Anna Pozzi Locatelli, who weighed 50 kg and pro¬ 
duced 3.6 kg of ashes. The cremation took one hour and 45 min. Polli 1876b; “La seconda crema- 
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account of its excessively high costs, it was dismantled afterwards and replaced 
by a Betti-Terruzzi furnace in 1877. 

This device was a muffle furnace consisting of a cast-iron cylinder located in 
the center of a large coke-fired furnace. When the cylinder started to glow, the 
corpse was introduced through a kind of steel guide-rail. Cremation was fairly 
complete, but the process took at least 5 hours and the costs were high. After nine 
cremations this type, too, was demolished. 

The Cadet furnace (Document 8), another muffle device, was used only for 
experiments with animal carcasses. 

The Muller-Fichet furnace (Document 9), shown at the Paris Universal Exhi¬ 
bition of 1878, consisted of a muffle made of refractory brick if) into which the 
coffin (g) was placed. It was lined below and on the sides with refractory bricks 
(e) which acted as heat accumulators. The muffle was made white-hot by means 
of the combustion products coming from a large gasifier ( a ) with a stepped grate, 
and then the coffin was introduced. 

The Lagenardiere furnace (Document 10) with its central muffle and two lat¬ 
eral coal-fed hearths and a recovery system for the hot gases was never used for 
cremation experiments. 

The Kopp furnace was based on the same principle as the Betti-Terruzzi type, 
but had a muffle made of refractory brick. It was set up in the Washington, D.C., 
crematorium. 6 hours were needed for a complete cremation. 

The Gorini furnace (Document 11), called “Lodi furnace,” was based on the 
principle of direct combustion with live flames. It worked in the following way: 
after placing the corpse in the cremation chamber (Q through the door ( E ), a 
small auxiliary fire was lit on hearth (G) which burned throughout the duration 
of the cremation, first as a pilot flame, later as a post-combustion fire for the 
exhaust gases. After three or four minutes, furnace (A) with its grate and ash re¬ 
ceptacle (B) was lit. The flames from the fuel, normally consisting of bundles of 
wood, struck the corpse lengthwise. The combustion products flowed down into 
the discharge duct (F) through the auxiliary furnace (G) where any unbumt gases 
were consumed and then left through the chimney (H). The cremation chamber 
had lateral ports (L) for the direct induction of combustion air. The draft of the 
furnace was controlled by a damper located in the chimney. The prototype of this 
furnace was inaugurated in the Riolo crematorium on 6 September 1877. The 
duration of one cremation was generally between one and a half and two hours, 
with a wood consumption of 100-150 kg. The Gorini furnace inaugurated on 15 
December 1887 at the cemetery of Pere-la-Chaise 27 in Paris (Document 12), used 
300 to 450 kg of wood for one cremation, which lasted on average one hour and 
45 min. 28 


zione...” 1876. The third cremation was that of the corpse of a man of 71 years of age from a hospi¬ 
tal; the cremation took two hours and 30 min.; the corpse weighed 43 kg and left 2.3 kg of ashes. G. 
Polli 1877. 

27 Today it is spelled Pere-Lachaise. 

28 “La cremation a Paris” 1890. The device and the first three experimental cremations, including an 
analysis of the fumes, were accurately described by du Mesnil 1888. 
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The Venini device was the first Italian crematorium using a gasifier. As can 
be seen from the drawings (Document 13), it was a rather complex piece of equip¬ 
ment. The cremation was brought about by the flames coming from a mobile gas¬ 
ifier and reaching the cremation chamber after having passed through a connect¬ 
ing duct; they struck the corpse directly. The introduction temperature was 
800°C, and the duration of a cremation was normally one hour and a quarter. 

The mobile Rey furnace (Document 14) was practically a Gorini furnace 
mounted on a sheet-metal cart, lined internally with refractory brick and having 
a hearth at its far end. The corpse was fed into the front end by means of a suitable 
metal trolley. 

Another mobile cremation furnace, although never used, was presented during 
the Brussels Hygiene Exposition in 1876 by Kubom & Jacques (Documents 15, 
15a). It consisted of a sort of railroad engine that could also move on roads. It 
was internally lined with refractory material, which contained two inclined 
ledges. Below them were two adjacent hearths, and the smoke conduit connected 
to a vertical chimney stuck out of the car’s roof. The plant could cremate a dozen 
corpses at a time. The first hearth heated the ledges with the corpses, and the 
combustion products passed on to the second hearth, which burned them com¬ 
pletely; then they went out the chimney (du Mesnil 1877). 

The Guzzi furnace (Document 16) brought together the principles of direct 
cremation by means of live flames and of indirect cremation by means of clean 
hot air, of which we shall speak later. In this device, the cremation chamber (A) 
was heated either by the combustion products coming from the hearth ( D ) or by 
hot air heated in the regenerator (B). The primary combustion air entered the fur¬ 
nace at the front, ahead of the introduction damper (V), through an opening (K) 
linked to a channel running above the cremation chamber (L), and fed, pre-heated, 
into the ash-box (JV) beneath the grate (F) of the hearth. The grate was in a slanted 
position and rested on a water-filled vessel (JT) which cooled it. A secondary 
combustion chamber (Q ensured the post-combustion of any unspent gases com¬ 
ing from the cremation chamber. 

The Spasciani-Mesmer furnace (Documents 17,17a and 17b) installed at Leg¬ 
horn and Venice was a device with a gasifier (G) having a horizontal grate and a 
feeding chute (T) for the fuel. The combustion gases produced there fed into a 
channel (D) placed above the cremation chamber (Q, which had four openings 
(b) with control vanes allowing the body to be struck by four jets of flame at the 
head, on the chest, on the abdomen and on the legs. The control vanes allowed 
the fire to be aimed and concentrated on those parts of the body that offered the 
greatest resistance to the cremation. The corpse was introduced into the chamber 
on a trolley, the upper surface of which was made of refractory brick and closed 
off the lower portion of the cremation chamber in such a way that the metal parts 
of the trolley were protected from the high temperature of the cremation chamber. 
It took 8-10 hours to heat the furnace and some 2,000 kg of coke were needed for 
this phase; one cremation then consumed 200-300 kg of coke. 

The Toisoul-Fradet furnace (Document 18) was a device using a gasifier and 
having three levels: the gasifier (A) was in the basement, the recuperator (F) at 
ground level and the cremation chamber (G) on the floor above. Cremation took 
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about one hour and coke consumption was 100 kg. This plant was inaugurated in 
Paris on 5 August 1889. Its schema (Document 19) shows a large gasifier (A) 
with the loading funnel (C) and the opening for the stoker (D), the sloping hearth 
grille and an ash extraction door (B). A long vertical shaft leads the fuel gas pro¬ 
duced in the gasifier to the back of the cremation chamber (G), called the “labor¬ 
atory,” but before entering they are ignited by two burners (F). The cremation 
chamber is closed at the front with door (H). The coffin (M) was introduced by 
the load cart (K). Inside the cremation chamber the coffin (M) is engulfed by the 
flames, and the combustion products descend through the recuperator (E) into the 
flue (I), while the outside air flows countercurrently, gets heated to a high tem¬ 
perature and exits into the burner (F). 

The furnaces considered so far operated on the basis of the principle of total 
direct combustion, i.e. the corpse was struck directly by the flames generated on 
a hearth (as in the Gorini furnace) or by the products of a gasifier (as in the Venini 
furnace). The system invented by Friedrich Siemens introduced the process of 
totally indirect combustion by means of clean hot air, which dominated in Ger¬ 
many unchallenged until 1924. This new process, as we have seen, rested on the 
principle that the cremation was effected by clean air heated to 1000°C in a re¬ 
generator or recuperator. 

The prototype of the Siemens furnace (Document 20) was used for the first 
time with animal carrion on 2 June 1874 in the presence of the professors Fleck, 
Kuchenmeister, Roth and other celebrities of the medical field. The inventor de¬ 
scribed it as follows (Kuchenmeister 1875, pp. 70f.): 

“The entire device consists of three separate parts: 1) a gasifier outside the 
building, 2) the furnace proper with the regenerator and the cremation chamber 
inside the building, 3) the chimney for the discharge of the combustion products. 
[...] The cremation process runs as follows: the gasifier is operated in such a way 
that new fuel - hard coal, lignite, turf or wood - replacing the fuel consumed, is 
added through the feeding device every few hours. The gases formed are led 
through a channel (a) equipped with controls into the regenerator where they 
meet with a controllable air-stream (b) and turn into flames. The flames formed 
in this way traverse the regenerator chamber (R) and heat to white heat the bricks 
stacked there in layers. The residual heat contained in the flames still serves to 
preheat to red heat the furnace and the chamber (K) destined to receive the 
corpse; the flames then disappear through channel (c) into the chimney. As soon 
as the furnace has reached this state, the process of cremation can begin. The 
door (D) of the furnace is raised or opened by the person assigned, and the body 
to be burned is introduced into the cremation chamber. After the furnace has been 
closed, the body is exposed to the effect of the red heat, losing its water content, 
i.e. drying out, over a certain period of time which depends upon its physical 
structure. Once this part of the cremation is over - which usually takes about a 
quarter of an hour - the gas valve is closed. Now only air enters the cremation 
chamber through the regenerator. This air heats up in the regenerator to almost 
white heat and strikes the preheated and largely desiccated body at this tempera¬ 
ture, provoking a rapid decomposition of all its combustible parts. The incombus¬ 
tible parts decompose under the effect of heat as in a chemical process: CO 2 es¬ 
capes and the calcium remains in the form of powder, falling through the grate 
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into the ash chamber (A), where it can be easily collected by means of a special 
tool placed there and then extracted through the port located at that point. In this 
way, as has been explained above, the remaining ash can be handed to the family 
in an urn or other container for burial or other type of conservation. The entire 
process lasts approximately one hour, with a consumption of 100 kg of lignite or 
50 kg of hard coal, not counting the initial heating phase; this would also be the 
total fuel consumption if several cremations were to be carried out in succession. 
If that is not possible, a proportionately larger amount offuel is consumed during 
the idle periods [...]. Furthermore, there is also a gas conduit (/) through which 
the gas can enter the upper part of the regenerator (h). The gas entering here 
serves to protect the cremation chamber (K) from excessive cooling in the case of 
a cremation taking longer, e.g. the cremation of an entire animal. ” 

With some modifications this Siemens furnace was installed in 1878 only at the 
Gotha crematorium (Documents 21-23), but its performance did not come up to 
the expectations of its inventor. Actually, according to Heepke, a cremation in 
that furnace generally took two hours and a quarter; 1,500 kg of lignite were 
needed for a first cremation and 250-300 kg for each subsequent one. 29 

The Klingenstiema furnace (Document 24) was a major improvement of the 
Siemens model. It had a main hearth (A) and a secondary hearth (H) which served 
mainly as an after-burner for the fumes; the combustion air was heated in a recu¬ 
perator made of metal tubes (J). The corpse was introduced into the cremation 
chamber (F) by means of a cart (O) which stayed in the chamber throughout the 
duration of the process. 

In Germany this Swedish design was perfected by E. Dorovius and built by 
the Gebruder Beck Co. of Offenbach. The first models, installed at Heidelberg in 
1891 and at Jena in 1898, still had the trolley for the introduction of the coffin, 
but for the furnace set up at Offenbach in 1899 this detail was eliminated. The 
cremation chamber was given a grate made of refractory clay, below which two 
funnel-shaped inclined planes made the ashes move into the ash receptacle. 

The Mainz version of 1903 had a single inclined plane beneath the grate, as 
did all the later furnaces, but was still equipped with a recuperator having metal 
tubes (Heepke 1905b, pp. 45f.). This type of recuperator was subsequently re¬ 
placed by one of refractory brickwork, and the furnace took on the typical shape 
of German cremation furnaces with coke-fed gasifiers (Document 25). 

The furnace was arranged on two levels: The hearth and the recuperator were 
in the basement, the cremation chamber on the ground floor. The device operated 
in the following way: The hearth ( Feuerung ) had two doors, one for loading the 
fuel, the other for removing the slag. The water container for cooling the slanting 
grate was at the bottom. The combustion gases, which formed in the gasifier, left 
through a vertical duct ( Feuerhals ) and mixed with the combustion air on entering 
the cremation chamber ( Verbrennungsraum ). The combustion air came from two 
lateral openings connected to a network of channels into which the air entered 


Heepke 1905b, p. 20. This work contains a very detailed description of the Siemens, Klingenstiema 
and Schneider furnaces with very accurate technical drawings, pp. 41-58. For these furnaces, beyond 
Beutinger’s study mentioned above, cf. also von Engerth 1892 & 1897; as an appendix in Ortloff 
1907: “Das Verbrennungssystem Rich. Schneider, vorm. Dresden, jetzt Berlin,” pp. 60-73. 
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through a control device located in the upper part of the furnace, above the peep¬ 
hole ( Schau-Offnung ). The gases produced by the cremation of the corpse passed 
through the ash chamber ( Aschenraum ), entered the lateral channels of the recu¬ 
perator flowing downwards into the flue duct {Fuchs) and then left through the 
chimney {Schornstein). 

The recuperator consisted of a refractory body with three channels (Document 
26): the discharge gases traveled downwards through the two lateral ducts trans¬ 
ferring part of their heat content to the brickwork, whereas the combustion air for 
the corpse traveled upwards through the central channel while heating up along 
the way. The combustion air entered the recuperator through an opening at the 
base of the furnace. 

The remains of the corpse fell through the bars of the grate onto the inclined 
plane of the ash chamber {Aschenraum), from which it was removed by means of 
a rake into the collection bin {Pfanne), which was then taken out through the door 
of the ash chamber. 

The first cremation required some 300 kg of coke including the preheating of 
the furnace, the subsequent ones 50-100 kg each. The duration of a cremation 
generally took one hour to one hour and a half. 30 

This type, together with the Schneider furnace that we shall look at presently, 
had all the essential features of the coke-fired cremation furnace with a gasifier 
from which all furnaces of this type built in Germany through the 1930s were 
derived. 

The prototype of the Schneider furnace (Document 27) was built for the Ham¬ 
burg crematorium in 1892. Its structure was very similar to that of the Klingen- 
stiema-Beck model. The most significant innovations concerned the hearth, 
which had a horizontal grate and a primary combustion air vent below it; the gas¬ 
ifier was placed vertically above the grate and had a coke-feeding chute in the 
upper part of the furnace. The combustion air for the gasifier entered through two 
controllable openings located on either side of the hearth door, flowed through 
appropriate channels in the gasifier wall, heating itself up and emerged from both 
sides into the neck of the gasifier. The combustion air for the corpse entered the 
channels of the recuperator through two controllable openings located in the base 
of the recuperator at the front of the furnace, passed through the recuperator, 
where it warmed up to 1,000°C and emerged from two lateral openings near the 
top of the gasifier neck into the cremation chamber, striking the corpse. The com¬ 
bustion products were led through the ash chamber, entered the channels of the 
recuperator through suitable openings, flowed downwards through them while 
losing some of their heat and reached the chimney through the flue duct. 

Preheating the furnace took about three and a half hours. Some 45-90 minutes 
were needed for one cremation, with a coke consumption of 250-300 kg for a 
single cremation and 50-100 kg for any succeeding ones. 

The Ruppmann furnace (Document 28) was described in detail in Chapter 2. 
Although this device, like all other German furnaces so far examined, had been 


30 


Beutinger 1911, pp. 107-110. This work devotes a chapter of considerable interest to the cremation 
furnaces, with detailed technical drawings (pp. 94-127). The information which follows has been 
taken from that source. 
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conceived as an indirect hot-air furnace, it could also be operated for direct cre¬ 
mation. Actually, the cremation process depended not so much upon the structure 
of the furnace as upon its operation, which had to satisfy the local legal require¬ 
ments. For a direct cremation, all that was needed was to have the combustion 
products from the gasifier arrive directly in the cremation chamber, as during the 
preheating phase. In that case, heating the recuperator to 1,000°C became super¬ 
fluous, because the heat necessary for the cremation and for maintaining the ther¬ 
mal equilibrium of the furnace came from the gasifier; the heat consumption thus 
decreased correspondingly. The description of the Ruppmann furnace given in 
Chapter 2 is based specifically on the direct cremation process. 

The Swedish Knos furnace (Documents 29 & 29a) brought along more im¬ 
provements on the Klingenstiema-Beck furnace. The passage of the gas from the 
gasifier was controlled by two valves (<a and b). During the preheating phase, 
valve b was closed, and valve a was open. The gases entered into two channels 
which ended in the side walls of the inclined ash plane. The hot air channels for 
the air coming from the recuperator also opened into those channels causing the 
combustion of the gases from the gasifier. The ensuing flames and combusted 
gases entered the ash chamber with its inclined plane, passed through the grate 
into the cremation chamber, flowed out into two ducts having their openings in 
the side walls at the far end of the chamber, traveled downwards through two 
vertical channels and then entered the recuperator; after having passed through it, 
they arrived in the flue duct and left through the chimney. 

During the cremation, however, valve b was open and valve a closed. The 
gases from the gasifier flowed directly into the recuperator, mixing with the ex¬ 
haust gases from the combustion of the corpse and burning up any uncombusted 
gases. The combustion air for the corpse entered the recuperator through two lat¬ 
eral openings at the base of the furnace, passed through it in an upward direction, 
entered the two channels mentioned previously and flowed out into the ash cham¬ 
ber with its inclined plane, striking the corpse from below. The products of the 
combustion of the corpse followed the path already described. 

Coke consumption was about 300 kg for the preheating phase and the first 
cremation, and 50-90 kg for any subsequent ones. The rights to this furnace for 
Germany belonged to the Gebriider Beck Co. of Offenbach. 

The Fichet furnace was inaugurated at the crematorium of Paris on 19 January 
1891 (Document 30). The combustion gases of the large gas generator located in 
the basement (with its feed chute at ground level) climbed down a vertical shaft 
and entered from a lateral opening into the cremation chamber located on the first 
floor, then through two openings in the ceiling of the cremation chamber, next to 
the corpse introduction door, into two channels, which first ran above and then 
behind the cremation chamber and entered the long recuperator, heating up its 
channels, and flowed from there into the flue and the chimney. Through a channel 
that ran beneath the gasifier, the combustion air entering the regenerator, was 
warmed up along the channels and entered in the cremation chamber at high tem¬ 
perature from an opening on its left side. The combustion products left through 
another opening on the right side and followed the path of the gasifier’s combus¬ 
tion gasses. 
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The Swiss Bourry furnace was equipped with a lateral gasifier and with a re¬ 
cuperator beneath the cremation chamber sporting a closed floor to accommodate 
the corpse. It took 8-9 hours to heat the furnace, and a cremation lasted two hours 
and a half to three hours, with a consumption of 1,250 kg of coke. 

The furnace by Simon & Bourry installed in the crematorium at Manchester 
was characterized by the fact that the combustion gases of the gasifier with a 
stepped hearth entered the cremation chamber from the bottom. By getting mixed 
with the combustion air preheated in the recuperator, it produced a flame that 
enveloped both sides of the chamber floor and the coffin on it. The exhaust gases 
left through two openings in the ceiling of the cremation chamber. Introducing 
preheated combustion air beneath the chamber’s ceiling guaranteed the complete 
combustion of the fumes. The exhaust fumes then left through two vertical chan¬ 
nels located on both sides of the furnace, flowed through the recuperator and from 
there into the chimney. The chamber floor had slits through which the corpse 
remnants fell into a post-combustion chamber below, from which their ashes were 
extracted. The duration of the cremation ranged from one hour to one hour and 
twenty minutes, and the coke consumption was 1,000 kg for the first cremation 
and 100-150 kg for subsequent cremations. 

The American cremation furnaces had several heating systems. The furnace 
in Boston was equipped with oil burners of the Ames Oil Burner Company, North 
Easton, Massachusetts. Three burners were located in the cremation chamber and 
a fourth at the base of the chimney to initiate a draft and for post-combusting the 
flue gasses. A 6-hp steam engine drove a blower and an oil pump. The cremation 
lasted on average an hour to an hour and a half. 

The furnace by Engle Sanitary & Cremation Co., Ltd. of Des Moines, Iowa, 
also worked with oil and consumed 1.5 to 2 barrels of fuel for one cremation. The 
crematorium in Pittsburgh used natural gas, which burned in separate special 
combustion chambers placed beneath and behind the cremation chamber. The 
combustion products entered the cremation chamber through a grille-like wall 
and left through openings in its side walls. The cremation lasted an hour and a 
quarter, with a consumption of 300-425 cubic meters of gas. 

The Davies furnace installed in crematories at Lancaster, Philadelphia, Balti¬ 
more and Davenport, an anthracite hearth heated the cremation chamber directly, 
and the combustion products went through the hearth before leaving through the 
chimney (Freygang 1908). 

Toisoul and Fradet improved the process employing city gas already put to 
use in the Polli-Clericetti furnace in 1876. Their furnace (Document 31) had gas 
burners instead of the gasifier, but also operated according to the clean-hot-air 
principle. The air was provided by a recuperator made of metal tubes instead of 
refractory brick. A furnace of this type was set up at the Dessau crematorium in 
1910. The operating temperature of 1,000°C was reached after two and a half to 
three hours of preheating. Consumption was 215 m 3 of gas for each cremation. 

The first European experiments with naphtha-fired furnaces were run at the 
Jena crematorium in 1913 (Phoenix 1913), but such a heating system was not 
really introduced until the 1920s. 


C. Mattogno, F. Deana, The Cremation Furnaces of Auschwitz 


53 


Document 32 shows the vertical, longitudinal and transverse sections of the 
naphtha-fired cremation furnace conceived by Rothenbach & Co. of Bern (Swiss 
patent 86533). The later naphtha-fired furnaces were derived from this very mod¬ 
em design. The description of the device is as follows (Georgius 1923, p. 56): 

“The upper part of the furnace consists of a cremation chamber (1) separated 
by a grate of refractory clay (2) from the ash space (3). The latter has an inclined 
plane and an opening (4) for the removal of the ash. Two burners (5) emerge from 
the side walls of the cremation chamber. The cremation chamber has a double 
ceiling whose hollow space acts as preheater for the compressed air fed to the 
burners. In the lower part of the furnace is the recuperator (10) in which the air 
is heated along a serpentine line. Above the air preheater is a hot-air-collection 
space (11) to which the air channels (12) are connected; they can be suitably 
controlled in the upper portion and open up to the sides of the cremation chamber 
(1). The air is controlled and fed to the recuperator via the inlet (13). A second 
set of burners, consisting of at least one burner (15), is connected to the air pre¬ 
heater. 

When the furnace is used, initially the two upper burners are used. The naph¬ 
tha fed to the burners is injected at a pressure of300 mm of water column. After 
having been vaporized, the fuel mixes with the preheated air coming from the two 
air channels (12). The combustible gases then enter the cremation chamber (1), 
where complete combustion takes place on account of the mixing with the com¬ 
bustion air coming from the channels (12). Through channels (20) the combusted 
gases from the burners (5) reach the ducts of the air preheater and preheat the 
air. 

In this way, the walls of the cremation chamber (1) heat up to a high temper¬ 
ature, whereas the very hot combusted gases are used to heat the space of the air 
preheater. When the furnace reaches the required temperature and the air coming 
from the preheater has a temperature of800°C, the cremation of the corpse can 
start. The upper burners (5) are shut off, but the lower burner (15) is started up 
in this phase of the activity of the furnace to prevent as much as possible any 
cooling of the furnace during the cremation. The cold air entering inlet (13) 
through the disc valve now open spreads into the air channels (10) and, rising 
countercurrently in natural convection because of its increasing temperature, 
reaches the hot-air-collection space (11) from where it flows through the channels 
(12) into the cremation chamber. ” 

Electricity as a heat source was introduced only in the 1930s. The experimental 
furnace shown in Document 33 was realized at the beginning of the 20th century 
as a small-scale model by the Frankfurt Prometheus Co. and was used merely for 
experimental incinerations involving a few kilograms of animal flesh. 

Document 34 shows vertical, longitudinal and transversal sections of the elec¬ 
trically heated Conley experimental cremation furnace (U.S. Patent 988862 of 4 
April 1911). The very elaborate device was characterized by three fundamental 
elements: a muffle enclosed by a triple wall with insulating air spaces. This triple 
wall was penetrated by eight series of three carbon electrodes each, converging 
towards the center of the muffle. They could be retracted and controlled individ¬ 
ually by means of cams and cogwheels. Discharge of the combustion gas took 
place at the top, directly into the chimney (ibid., p. 57). 
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The early 20th century was a period of intense activity in the development of 
new cremation furnaces, as witnessed by a series of patents I have been able to 
identify. 

Figures 1, 2 and 3 of Document 35 illustrate a patent dated 19 December 1912 
concerning a “Cremation furnace with gasifier connected to the combustion 
chamber at the front and a regenerator” This patent, granted to Wilhelm Sauerland 
of Dresden, is interesting in particular because it clearly shows the functioning of 
a regenerator. The description of the furnace and of the cremation process is as 
follows (Kaiserliches... 1915): 

“The gasifier (a) is directly linked, in the upper part of its front side, with the 
cremation chamber (e) by means of the burner (d) which becomes smaller in its 
front section and is fed with heated secondary air at (b) and (c) in the cladding of 
the gasifier. The combustion chamber (e) has a perforated floor, below which is 
the ash chamber (f) with its opening (t), whereas the regenerator (g), built in the 
usual way, is located beneath the ash chamber. Some slits or apertures (h) in both 
sidewalls of the combustion chamber are linked with the channels (i) arranged 
vertically in the lateral brickwork and with the regenerator (g). The ash chamber 
(/) is also linked with the latter through slits or openings (j). From the ash cham¬ 
ber (f) several discharge channels (k) lead to the discharge channels (l) located 
under the floor; these open into the chimney duct (m) and can be closed by means 
of valves (n). Underneath the regenerator (g) is the discharge channel (o) which, 
when valve (p) is opened, can be connected to the chimney duct, and, when aper¬ 
ture (q) is opened, can be connected to the atmosphere. 

To start up the furnace, valve (p) is opened and valves (n) are closed. Then 
gas is produced in the gasifier in the usual way and is burned with the warm air 
entering at (b) and (c). The flame thus produced thins down in burner (d) and 
darts as a clean bright flame into the combustion chamber (e). From here the 
combusted gases pass partly through the slits (h) and partly through the perfo¬ 
rated floor into ash chamber (f) and along its slits (j) into the channels (i) of the 
regenerator (g), flowing from top to bottom through its content, and then travel 
through the discharge duct (o) into the chimney duct (m). When the combusted 
gases have given up a sufficient portion of their heat content to the walls they 
strike and to the packing of the regenerator causing them to glow, valve (p) is 
closed. By closing the door of the ash chamber of the gasifier, gas production is 
stopped. Any gas still present continues to burn in burner (d). By slightly opening 
valves (n), these combusted gases are channeled through the draft channels (k) of 
the ash chamber into the draft channels (l) under the floor and into the chimney 
duct m. 

Now the corpse to be cremated is introduced into the combustion chamber (e), 
valves (n) are closed almost completely and the inlet air vent (q) is opened. The 
air entering here rises towards the channel (o) through regenerator (g) filled with 
the glowing bricks, enters the channels (i) and leaves at high temperature into the 
ash chamber (f) through the slits (j). The combustion of the corpse or rather of 
the coffin begins immediately, because from both sides several jets of heated air 
strike it over its total length, andfrom above, from burner (d), air heated to a high 
temperature is ejected. 

The combusted gases flow down into the ash chamber f) where they are 
burned to the greatest extent possible by the high-temperature air entering 
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through slits (j); they travel through the discharge channels (k) into the discharge 
channels (l) of the ash chamber and into the chimney duct (m). After the complete 
combustion of the corpse, the inlet air vent (q) is closed and the ash is taken out 
through damper (t). Then the door of the ash chamber of the gasifier and valve 
(p) are opened, whereas valves (n) are closed, and the furnace is ready for the 
subsequent cremation. ” 

As I have already explained, the regenerator cools down during the cremation, 
transferring to the combustion air the heat stored during the heating phase. It must 
thus be heated again before a subsequent cremation. Hence it was not possible to 
carry out continual cremations. To remove this inconvenience, Friedrich Siemens 
patented a furnace on 18 August 1911 with two regenerators (Figures 1, 2 and 3 
of Document 36; Kaiserliches... 1913b), whose operation can be summarized in 
the following way: 

During the warm-up phase of the cremation chamber a and the regenerator b , 
the air enters through inlet c, travels through channel d and through another chan¬ 
nel - not shown - behind channel d and behind the lower part of regenerator b 
into regenerator e from bottom to top. It leaves in the upper part through the two 
channels f There it meets the gas coming through the openings g from the gasifier 
h via channels i and valve k , which is open in this phase, and flows through chan¬ 
nels /. The flame which forms travels through the cremation chamber a , leaves 
through aperture m and arrives in channel n. Because the valve o of the gasifier 
is closed in this phase, the combusted gases enter regenerator b through channel 
n heating it up to a high temperature and leave through channel d into the dis¬ 
charge duct p. 

When vent c is opened, the air enters channel d , heats up in the regenerator b, 
leaves through channel n and reaches channel m together with the combustion 
gases arriving in channel m through channel q , because valve k is now closed and 
valve o is open. The developing flame travels through the cremation chamber a 
and flows via the two channels /into the regenerator e and the chimney duct p. 

When the cremation chamber and the two regenerators, having gone through 
this cycle several times, have become sufficiently hot, the cremation can begin. 

The air entering through inlet c heats up in regenerator e, rises and arrives in 
the cremation chamber a via channels f In this phase, valve k is closed to prevent 
the gas from entering through opening g. Leaving the cremation chamber a , the 
hot air takes along the gases which form during the cremation of the corpse. These 
gases mix in channel m, and a flame develops, heating regenerator b. The com¬ 
busted gases leave from the lower part of the regenerator and travel along channel 
d into the discharge channel p. 

When the heat of the regenerator e has been used in this way, the air flow is 
inverted; it now travels through opening c into channel d , passes through the re¬ 
generator b and enters the cremation chamber through channels n and m. On leav¬ 
ing it through openings / it mixes with the gas arriving at opening / from the 
gasifier through valve k and channels / and g. The flame which forms heats up 
regenerator e. From there the exhaust gases flow to the chimney through the 
chimney duct p. In this way, one of the regenerators is always hot and the furnace 
can handle one cremation after another without interruption. 
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The patent of Max J. Kergel of Beuthen (Upper Silesia) presents a more mod¬ 
em furnace concept (Figures 1-3 of Documents 37, 37a), although it is a few years 
older (4 October 1908). His furnace, in fact, has a recuperator instead of the one 
or two regenerators and an ingenious heating system from the outside for the 
muffle. These ideas will be picked up and improved on in later years. This is the 
description of the device (Kaiserliches... 1910): 

“The invention consists in the fact that around the cremation chamber (a) 
there are heating chambers (b) and, above them, channels or air chambers (c). 
The latter are directly linked to the cremation chamber such that the air that has 
been heated to a high temperature in chambers (c) on account of a combustion of 
gas in the heating chambers (b) flows continuously through the cremation cham¬ 
ber (a). Under the cremation chamber is the recuperator consisting of heating 
channels (e) and air channels (f). The air channels (f) are linked to the air chan¬ 
nels (c) which surround the cremation chamber. The combustion gas is fed 
through channel (g) whence the gas reaches the channels (h) and (h 1 ). The oper¬ 
ation of the furnace is as follows: 

First of all, gas is fed to the cremation chamber (a) through the central chan¬ 
nel (h) and at the same time air from channels (c) is brought in as well. The com¬ 
busted gases of this mixture arrive through the grate on the inclined plane (d) for 
the ashes and leave via channel (i) for the heating channels (e). When the crema¬ 
tion chamber is sufficiently hot, the central channel (h) is closed and the two side- 
channels (h 1 ) are opened. Now the combustion of the gases takes place in the 
heating chambers (b), because they ignite on the hot walls. In this way, there is 
simultaneous heating of the outside wall of the cremation chamber (a) and of the 
air flowing through channels (c). The combusted gases from the heating chamber 
(b) reach the air feed channels (f) in such a way that the air which is to be fed to 
channels (c) is preheated. ” 

The patent of “Bunzlauer Werke Lengersdorff & Comp.” of Bunzlau (Silesia) 
dated 6 July 1911 (Documents 38, 38a-c) concerned a new distribution system 
for both the discharge gas and the combustion air for the gases of the gasifier and 
the corpse. This air was fed through the gaps of the refractory grate. The claims 
of the patent are the following (Kaiserliches... 1913c): 

“l.A process for the cremation of corpses with combustible gases and air 
preheated by a heat source characterized by the fact that the heated air is parti¬ 
tioned and the amount of air needed for the combustion of the carbon monoxide 
is brought to the combustion chamber of the gasifier, and the air which mainly 
serves for the cremation is brought directly to the cremation chamber. 

2. A system for the realization of the process characterized by the fact that the 
discharge gases are partitioned and taken, for the recovery of their heat content, 
to separate recuperators that can be connected one to the other by means of a 
control device. 

3. A furnace for the process according to claims 1 and 2 characterized by the 
fact that for the combusted gases discharge channels are provided, one feeding 
into the cremation chamber and another into the ash chamber. 

4. A device for the realization of the process according to claims 1 and 2 char¬ 
acterized by the fact that the hot air is fed into the cremation chamber through the 
refractory grate toward the coffin. ” 
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The system of feeding the combustion air through the bars of the grate was further 
developed in a subsequent patent (9 September 1933) taken over by the J.A. Topf 
& Sohne Company of Erfurt on 27 November 1937 (see Section II, Chapter 3). 

The patent of a “cremation furnace for corpses with naphtha combustion” of 
the Korting brothers at Linden (30 June 1911; Kaiserliches... 1913a) does not 
concern the substitution of a naphtha burner for the gasifier - obviously already 
protected - but a post-combustion system for the fumes based on the suction pro¬ 
duced by the flame of the burner. Figure 1 (Document 39) shows a typical reali¬ 
zation of the system, which resembles a pilot hearth for the chimney. The gases 
burned in burner h diffuse into the post-combustion chamber b and enter via ap¬ 
ertures c into the cremation chamber a. The gases resulting from the combustion 
of the corpse are sucked up by the draft due to the auxiliary burner i through 
channel d and enter into the combustion chamber e where they mix with the gases 
from the burner and bum to completion; they then leave through the discharge 
channel/ g. 

In Figure 2 the gases stemming from the combustion of the corpse are drawn 
in directly by the main burner, enter into the combustion chamber b and pass into 
the cremation chamber, where they bum completely due to the combustion air for 
the corpse. 

The “Cremation furnace for corpses using naphtha or gas heating with a col¬ 
lection vessel for the ashes beneath the cremation chamber having slanted walls” 
was patented by Wilhelm Buess on 22 August 1913 (Kaiserliches... 1914). The 
furnace (Documents 40 and 40a) consists of a cremation chamber closed by valve 
a and having as a floor grate b below which there are two inclined planes c which 
end in funnel d. Beneath funnel d is a cylindrical shaft e with a bottom / which 
can be moved up and down, in which there is the cmcible g which is directly 
connected to the funnel. Between the cmcible and the bottom there is the support 
h which acts as a distributor for the flame coming out of nozzle i. The bottom of 
the crucible is perforated; above the hole there is a lid k with a channeled rim. 
Beneath the hole of the crucible, within the support h , there is a vertical duct h 1 
with a run-off channel/. 

The operation of the device is as follows: 

The flame projected from nozzle i is distributed by support h\ the combustion 
gases leave along channel e and enter the cremation chamber through the open¬ 
ings m, striking the coffin and the corpse from behind. The combustion products 
pass through the grate downwards and enter into slit n located in the walls oppo¬ 
site the two inclined planes. These slits are connected to two channels o which 
envelop the cremation chamber completely from both sides and lead into the 
chimney p. The ash of the corpse falls through the grate b onto the two inclined 
planes c below, from which they slide via the funnel d into the crucible g. If a 
zinc coffin is used, the molten metal flows into the cmcible and enters into the 
vertical duct h 1 via the channels on lid k\ it can be retrieved at the outlet of the 
run-off channel/. 

The ashes of the corpse float on the molten metal and settle on the bottom of 
the cmcible when the metal has flowed out completely. Any uncombusted parts 
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will bum completely in the cmcible which is heated directly by the flame coming 
out of the nozzle i. 

At the end of the cremation, bottom/of the cylindrical shaft e is lowered; the 
cmcible g with the ashes of the corpse can be removed and another cmcible put 
in its place. The bottom is then raised, and the furnace is ready for another cre¬ 
mation. 

According to the inventor, this furnace could be used as a mobile device in 
times of war or epidemics. 

The electric furnace for the cremation of corpses invented by the American 
Lawson Henry Giddings (Document 41) was patented in Germany on 11 April 
1911 (Kaiserliches... 1912). It was a device in which the electrical heating ele¬ 
ments, besides heating the walls of the furnace, heated also the combustion air 
for the corpse. The cremation process was completely indirect. 

In the upper part of the furnace, combustion air enters via the aperture 3 , which 
could be regulated by means of valve 7. This opening is connected to the air 
channels 4, which cover the cremation chamber 2 above, on the sides and in the 
rear. The floor and the side walls of the cremation chamber are provided with 
longitudinal air channels 77 and 16- connected to a transverse channel 10 , which 
in turn is connected to the air channels 4- in which the electrical heating elements 
are located. The air channels 10 and 11 are closed above by means of a cover 8 
made of refractory material, which extends almost to the door 6 of the cremation 
chamber. The lateral ribs 13 and the curled-up edges 14 retain the ashes and the 
molten metal parts of the coffin. The cremation chamber 2 is connected to the 
chimney 15 via opening 1 7. 

To carry out a cremation, the coffin is moved into the cremation chamber 
through the chamber door. Then valve 7 is opened and switch 18 is pressed, al¬ 
lowing current to flow to the electrical heating elements. The combustion air en¬ 
ters the air channels 4 through opening 3, moves on to channel 10 and then into 
the channels 77, where the glowing electrical elements are located. The air then 
enters the cremation chamber at a high temperature through the slit located in 
front of the chamber door and strikes the coffin with the corpse. The combustion 
products enter into opening 7 7 situated in the rear portion of the cremation cham¬ 
ber and from there into the chimney. This process was never used in Germany. 


4. Cremation Experiments in Germany in the 1920s 

After the end of the First World War, the reduction in coal production due to 
the loss of major coal-producing territories and the forced supply of coal to the 
victorious powers imposed by the treaty of Versailles made it imperative for Ger¬ 
many to use its remaining coal resources with great economy. For that reason, in 
the years following the war, German industry strove to optimize all of its instal¬ 
lations consuming coal or coal derivatives in an effort to obtain the greatest pos¬ 
sible efficiency. 
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This need for scrupulous heat management concerned also the cremation fur¬ 
naces. This had become inevitable, because the Prussian law of 14 September 
1911 accepted only cremation systems using clean air (completely indirect pro¬ 
cesses), such as those invented by Friedrich Siemens, in which the corpse was 
consumed by air heated to 1,000°C in a recuperator without having contact with 
the gases produced in the gasifier. The “Directive for the application of the law 
concerning cremation of 14 September 1911” issued by the Prussian Ministry of 
the Interior on 29 September 1911, in fact, stated in this respect (Lohmann 1912, 
pp. 54fi): 

“Cremation must not take place by direct contact with the fuel, but only in 
special cremation chambers separated from the hearth. The combustion products 
of the hearth must not enter into the cremation chamber directly during the cre¬ 
mation and must not heat it indirectly. The cremation must instead be executed in 
the cremation chamber heated to the proper temperature by sufficient combustion 
air preheated to high temperature. ” 

This system of cremation was not only enormously expensive, it did not even 
guarantee a thorough result. Its justification was an “esthetic” one, i.e. the asso¬ 
ciation of the Prussian societies for cremation considered it to be improper that 
the corpse be touched by the flames and by the spent gases coming from the gas¬ 
ifier - that was barbaric, a return to the pyres of old. 

At a time when the cremation movement was still assertive against opposition, 
these considerations also contained a certain element of public relations which 
aimed for a description of the process of cremation as being the most agreeable - 
or the least disagreeable - possible and which went as far as giving a false de¬ 
scription of what was really happening: it was asserted, in fact, that in the case of 
a completely indirect process the corpse in the muffle did not actually bum, but 
was gradually consumed by the hot air which stmck it. 

By 1924 German engineer Hans Kori had three decades of experience in the 
design and construction of incinerators for slaughterhouses which used a totally 
direct process, i.e. the combustion products from the hearth stmck directly the 
animal carcasses to be incinerated. This afforded a significant reduction in fuel 
requirements compared to the indirect process. 

In Febmary of that year Kori approached the police authorities of Berlin- 
Schoneberg with a proposal for the revision of the law of 14 September 1911. 
Hans Kori stressed the inconsistency in the claim of a flameless consumption of 
the corpse by pointing out that the body was normally introduced into the furnace 
enclosed by a coffin which obviously burned and thus generated flames, and by 
stating that the corpse itself, after desiccation, burned generating its own flames. 
Finally, in the case of a completely indirect process, a strong temperature drop 
occurred during the evaporation of the water contained in the corpse which could 
only be counteracted by feeding into the muffle the combustion products from 
the gasifier. Hence, Kori proposed acceptance of the direct cremation process as 
legal. 

The Berlin police authorities turned to the Ministry of the Interior, which was 
so interested in the matter that on 19 July 1924 Kori submitted to it a detailed 
presentation of his proposal (Kori 1924). 
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The question was examined by the Berlin study group for energy conservation 
(Arbeitsgemeinschaftfur Brennstoffersparnis) , which drew up an opinion accept¬ 
ing Kori’s proposal and ending with the following recommendation (Arbeitsge¬ 
meinschaft... 1924): 

'For reasons of heat technology and in the interest offuel savings it is recom¬ 
mended to modify the legal requirements of 14 September 1911 for the construc¬ 
tion and operation of crematoria in the sense that, as a rule, the addition to the 
hot air of combusted gases without fly ash is accepted. ” 

This recommendation was taken up by the Prussian Ministry of the Interior which 
gave out the following decree on 24 October 1924 (“Amtliches...” 1925): 

“In the directive of 29 September 1911 concerning the application of the Prus¬ 
sian Law on cremations dated 14 September 1911, (Statutes p. 193) in Section II, 
Number 3, Paragraph 7b etc. it is stated that cremation must not occur under the 
direct effect offuel, but only in special cremation chambers separated from the 
hearth. By a regional state legal authority we have been made aware of the fact 
that it is often insufficient to conduct a cremation under total exclusion of com¬ 
busted gases, i.e. when several corpses must be incinerated in the same device in 
succession. The reports that, in consequence, have been requested by the regional 
state police have been submitted to the Berlin study group for energy conservation 
for an opinion. I have the honor to attach a copy of this opinion for kind consid¬ 
eration. We have therefore no objection to rule against a temporary influx of gas¬ 
ifier gases into the corpse chamber. For the moment we desist from a modification 
of the application dispositions. ” 

On 9 October 1925 the association of Prussian societies for cremation objected 
to this decree which accepted a mixed or semi-direct cremation process. The ob¬ 
jection was examined by the Berlin study group for fuel savings, which rejected 
it in another opinion (22 December 1925) restating the reasoning already laid out 
in the previous opinion and arguing that such a cremation process had been used 
in Prussia, in practice, for quite some time, and it was now only a matter of legal¬ 
izing the state of things (Arbeitsgemeinschaft... 1926a). 

But previously, on 29 December 1924, an objection against the decree of the 
Prussian Ministry of the Interior had already been filed by the firm J.A. Topf & 
Sohne of Erfurt. I shall address this matter in more detail in Section II of this 
study. Here I will say only that the Berlin study group for fuel conservation re¬ 
jected also this objection, but with one concession: it proposed to substitute the 
term “Generatorgase ” (gasifier gases) in the decree of 24 October 1924 by the 
expression ‘flugaschefreie Verbrennungsgase ” (combustion gases free from fly 
ash). In the eyes of the proponents of a completely indirect combustion, this con¬ 
cession was not acceptable in a compromise formula inasmuch as it specified that 
the combustible gases produced in the gasifier should bum completely in the gas¬ 
ifier itself in such a way that the corpse would not be stmck by the flames but by 
spent high-temperature gases without fly ash in order to prevent an esthetically 
objectionable contact of these ashes with the corpse (Arbeitsgemeinschaft... 
1926c). 

The proposal was accepted by the Pmssian Ministry of the Interior, which, 
with its decree of 4 December 1926, modified the decree of 24 October 1924 in 
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the sense that the word “Generatorgase ” was substituted by the expression “flu- 
gaschefreie Verbrennungsgase ” (“Amtliches...” 1927). 

However, Dr. Mtihling, president of the Association of German-speaking so¬ 
cieties for cremation, was dissatisfied with the modification and asked for a meet¬ 
ing to be convened with the representatives of the Berlin study group for energy 
conservation, which took place on 5 March 1927 and which confirmed the valid¬ 
ity of the cremation process accepted by the decree of 24 October 1924 and its 
subsequent modification, all the more so as it was valid only in Prussia and did 
not rule out the completely indirect process, but simply accepted also the semi- 
direct process (Arbeitsgemeinschaft... 1927). 

The controversy did not stop, being fed also by the builders of cremation fur¬ 
naces who felt that their completely indirect furnace models were threatened by 
the new cremation system which would inevitably lead - as in fact it did - to 
major technological changes. Thus, while one of the more prominent members of 
the Berlin study group for fuel conservation, Chief Engineer Tilly, dedicated him¬ 
self to the demonstration that the direct cremation system was economically more 
advantageous, Chief Engineer A. Peters, general agent of the Gebruder Beck Co. 
of Offenbach and of Schamottefabrik A.G. of Stettin, formerly Didier, attempted 
to refute the calculations of the other side, going so far as to assert that the Beck 
furnaces in the crematorium at Berlin-Treptow had required approximately the 
same quantity of fuel for the cremation of 20 corpses in succession as the amount 
used by Tilly for the cremation of an equal number of corpses with the direct 
process (Peters/Tilly 1926; cf. Chapter 7). 

The general question of the economy of cremation furnaces could only be re¬ 
solved by scientific cremation experiments. 

The most important experiments of that period were run in the Dessau crem¬ 
atorium in 1926 and 1927 by German engineer Richard Kessler who wrote a long 
scientific paper about them (Kessler 1927). 

At that time this crematorium was equipped with two cremation furnaces, one 
based on the Toisul-Fradet system using city gas, built in 1910, and another, more 
modem one built in 1923 and based on the Gebruder Beck system using either 
gas or coke. Kessler was given the task of executing scientific cremation experi¬ 
ments in this furnace to determine the most economical heating system. The fuels 
used for the experiments were city gas, coke and briquettes. 

During the preliminary tests, Kessler noted the various factors having a nega¬ 
tive effect on the heat economy of the furnace. He determined experimentally that 
an excess of air - signifying heat loss and hence fuel consumption - was partly 
due to leakage air entering the furnace through cracks and openings that did not 
shut properly. Concerning the first point, Kessler wrote (ibid., no. 8, p. 136): 

“We have ascertained experimentally that the cracks in the brickwork which 
form to a greater or lesser extent in the cremation furnaces themselves because 
of the continuous stress to which they are exposed, allow a certain quantity of air, 
more precisely of cold air, to enter the cremation chamber during the final phase 
of the cremation; this amount of air is far greater than what is needed at this stage 
for the combustion of the remains of the corpse. The consequence of this is, of 
course, a deleterious cooling of the furnace (heat loss). ” 
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At that time this impairment was almost unavoidable. Kessler himself states that 
“it is technically impossible to execute the brickwork of a combustion device in 
a way such as to prevent leakage of air entirely” {ibid.). To limit the leakage of 
air through the openings of the furnace (muffle door, air vents, smoke vane etc.), 
he designed a special hermetic closure shown in Documents 42 and 43 (Figures 
1 - 6 ). 

Kessler held the following instruments to be absolutely necessary: 

1. An electric pyrometer to measure and record the temperature of the muffle. 

2. One or more pressure gauges to measure the draft in the chimney from time 
to time. 

3. A measuring device for CO and CO 2 to maintain proper combustion and to 
check the development of smoke. 

4. Several thermometers to determine the temperature in the lower part of the 
furnace and in the flue duct, and in particular the temperature of the combus¬ 
tion air. 

5. A manometer in case of operation with gas. 

It turned out that the possibility to monitor the temperature profile of the muffle 
over time by means of the electric pyrometer was of great importance. In that way 
the attendant could, at any moment, take the measures necessary for an optimum 
control of the cremation process. The experiments showed that the optimum tem¬ 
perature for the introduction of the corpse was 850-900°C. 

Another major factor adversely affecting heat economy was improper opera¬ 
tion of the furnace due to insufficient training of the operator(s). After having 
eliminated the problems that had been identified in the initial tests, Kessler was 
able to carry out the fundamental cremation experiments as such. 

These experiments entailed the cremation of eight corpses in succession, the 
furnace being heated by three different types of fuel - coke, briquettes and city 
gas. Kessler published the technical diagrams for the three crucial experiments as 
well as other data concerning the furnace, as they are reproduced below. 

In the following paragraphs I have summarized Kessler’s long account as 
briefly as possible, directing attention in particular to the experiments with coke 
and briquettes. For a detailed description of the furnace’s structure and arrange¬ 
ment of measuring points see Document 46. 

Cremation Experiment with Coke (5 January 1927) 

Operation of the furnace 

Document 47 shows a detailed graph with various parameters measured dur¬ 
ing the operation of the furnace. For details see there. 

Preheating (7:18-9:30 a.m.) 

The coke loaded into the gasifier prior to the start of the preheating was about 
5.2 Zentner (A) or 260 kg. The door of the ash chamber (M) stayed open for about 
90 minutes with a section of 190 mm. The air vents to the hearth (F) and to the 
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gasifier (G) are closed. The main damper of the flue duct (H) is open with a ver¬ 
tical section of about 380 mm. The draft of the hearth (D) rises to 5 mm water 
column once the combustion is well under way and stays constant with slight 
variations at around 5-7 mm water column; that of the flue duct rises to 10 mm 
water column and then fluctuates between 10 and 12 mm water column. Then, a 
little before 9 a.m., the door of the ash chamber (M) is closed completely and the 
air vent to the hearth (F) is opened (200 mm) as is, somewhat less, that of the 
gasifier (G). Now the gasifier produces CO, which bums to CO 2 before entering 
the muffle. The main damper of the flue duct is lowered to 150-180 mm. The 
draft of the hearth holds at 5-7 mm water column; that of the flue duct at 10 mm 
water column. 

Cremations (9:30 a.m. to 9 p.m.) 

The first cremation begins at 9:30 a.m. As soon as the coffin is introduced, 
there is formation of dark smoke for about 4 minutes, then of light smoke for 
about 2 minutes (E). The furnace is switched to combustion of smoke and stays 
that way until 9:44 when the danger of smoke is over. 

The air vent of the gasifier (G) is opened for about 4 minutes to a vertical 
section of over 200 mm - because when the furnace is switched to combustion of 
smoke, this air carries the smoke back to the gasifier where it bums completely - 
and is then closed once again. The air vent for the primary air for the smoke com¬ 
bustion (L) is held open for the same time and with the same open cross-section, 
but its cross-section is then reduced again to 20-25 mm; the air vent of the air to 
the hearth (F) is reduced to about 140 mm. 

At the beginning of the cremation, the main damper of the flue duct (H) is 
closed completely and the damper for combustion of smoke (K) is opened, stay¬ 
ing in that position for the whole duration of the combustion of the smoke, i.e. 
until 9:44 a.m. Then this damper is closed completely and the other reopened, 
staying open with decreasing cross-section until the end of the cremation. 

The remaining seven cremations were handled in the same way. The main 
aspects are the following: 

In the course of the second cremation, another 2.9 Zentner of coke (145 kg) 
were fed to the gasifier, and a further 1.04 Zentner (52 kg) during the sixth, for a 
total of 9.14 Zentner (457 kg) of which, as we have seen, 0.42 Zentner remained 
unconsumed, so that the total effective consumption amounted to 436 kg. During 
the loading, the door of the ash chamber normally stayed open to allow the coke 
to become incandescent. At the start of each cremation there was a more or less 
pronounced development of smoke, stemming from the burning of the coffin. It 
lasted between 4 and 18 minutes. During the seventh cremation, the furnace 
smoked also in a more-advanced phase of the combustion. The air vent of the 
hearth (F) was kept open only intermittently, with a larger section during the 
coke-feeding operation. The vent of the gasifier (G) was opened wide only when 
there was generation of smoke, for the reason explained above. 

The main damper of the flue duct (H) was kept open with a small section (100- 
120 mm) during normal combustion, while during combustion with smoke it was 
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closed and the damper for smoke combustion (K) was opened wide (400 mm). 
The air vent of primary air for smoke combustion (L) was opened wide to 300 
mm during the switch-over of the furnace for the combustion of smoke, while the 
vent for primary air for normal combustion (I) stayed closed in this phase or was 
opened only exceptionally and to a very small degree. 

The main damper (H) which controls the velocity of the discharge gases acts 
directly on the draft of the hearth (D) which goes up in proportion to the increase 
in the open cross-sectional area of this damper, the rise in the draft on the hearth 
is even higher during smoke combustion, because then the corresponding damper 
is opened wide. An increase in the cross-section of the two dampers - which op¬ 
erate in tandem - causes in fact an increase in the speed of the discharge gases in 
the flue duct and, therefore, a lower pressure in the furnace and in the hearth with 
a greater suction of air through the door of the ash chamber and the air vent of the 
hearth, even if closed, such as was the case during the sixth cremation, and hence 
the more active combustion ensues. This suction is due to the fact that the inlets 
in question do not close hermetically. 

The temperature curves 

Document 48 shows detailed graphs of the temperature curves as measured 
throughout the cremation by various detectors throughout the furnace. For details 
see there. 

Preheating 

At the beginning of the preheating operation the muffle has a temperature of 
about 100°C. It then rises constantly up to about 785°C (9:30 a.m.), when the first 
corpse is introduced. The temperature of the discharge gas in the lateral upper 
right-hand channel rises to 600°C, then drops to 460°C and at 9:30 rises again to 
500°C due to the positioning of the ash chamber door, of the hearth’s air vent, the 
gasifier’s air vent and the main damper (cf. preceding diagram). The combustion 
air in the upper left-hand channel (D) hardly exceeds 50°C. The air entering the 
gasifier (F) remains at around 100°C. The temperature of the discharge gas in the 
flue duct (G) rises to 250°C and then varies between 230 and 240°C. In the base¬ 
ment where the lower part of the furnace is located the temperature hardly ex¬ 
ceeds 20°C, on the ground floor with the upper part of the furnace (muffle) the 
temperature is a little lower. The outside temperature is around 1°C. 

During the preheating phase the CO 2 content is about 11% (excess-air ratio: 
20.5-11 = 1.86). 


Cremations 

The temperature curve of the muffle (A) allows the cremation of the corpse to 
be followed through all its phases. Although no two cremations are identical, the 
cremation process runs in the same way and may be summarized essentially as 
follows: 

The coffin catches fire even as it is loaded into the muffle; it burns completely 
or nearly so within 15-20 minutes. The heat generated by its combustion leads to 
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a rapid rise in the temperature by about 200-300°C, and the highest temperature 
(up to 1,100°C) is reached in this phase. Because initially the combustion air is 
insufficient, smoke forms to a greater or lesser degree, which stops when the fur¬ 
nace is switched into the smoke-combustion mode: the main damper of the flue 
duct is closed and the smoke-combustion damper is opened, the gases forming in 
the muffle flow back to the gasifier and mix with the air coming from the air vent 
of the gasifier which, as we have seen, is open wide (300 mm) at this stage. At 
the same time the discharge gases are diverted and enter the lateral upper left- 
hand channel (E) - in which the primary combustion air (D) flows during normal 
mode - and then enter the flue gas duct controlled by the smoke-combustion 
damper (Document 46, no. 15). Conversely, the primary combustion air now 
flows into the lateral upper right-hand channel (C) through which the discharge 
gases pass during normal mode. This mode of operation causes the smoke to be 
burned and to disappear within a few minutes. 

This explains why the temperature curve of the primary air in the lateral upper 
right-hand channel during the smoke combustion (C) is the continuation of the 
temperature curve of the discharge gases in this channel during normal combus¬ 
tion (B) and also why the curve for the discharge gases in the lateral upper left- 
hand channel during smoke combustion should be the continuation of that of the 
primary air at this point in normal operation (D). 

In the smoke combustion phase the temperature of the combusted gases (E) 
reaches 450°C in the first cremation, then rises even higher, settling at around 
600°C for the last three, with a peak of 800°C for the second cremation. The 
primary combustion air (C) is represented by the downward branch of the curve 
for the discharge gases during normal combustion (B), because in the lateral up¬ 
per right-hand channel, previously traversed by the discharge gases at high tem¬ 
perature, we now have preheated air flowing to the recuperator, but at a much 
lower temperature. This leads to a steady cooling of the channel, and the temper¬ 
ature drops abruptly. The greatest difference occurs during the seventh cremation 
in which the temperature of this channel drops from 1,150 to about 670°C. 

During the smoke-combustion phase, the discharge gases flow through the 
channel traversed by the primary combustion air in normal operation, therefore 
their temperature goes down noticeably and the corresponding curve (E) is usu¬ 
ally below that of the temperature of the discharge gases in normal combustion. 
Moreover, the duration of the smoke-combustion mode is far shorter than that of 
the normal mode, thus the discharge gases traverse the respective channel only 
for a brief span of time. It follows that the lateral upper right-hand channel stores 
much more heat than the left-hand one, which, being cooler, is more strongly 
cooled by the normal primary combustion air (D), and that is the reason why the 
curve D shows maximum and minimum peaks that are lower than those for curve 
C. 

During the second cremation curve D drops to a point as low as 100°C. The 
temperature of the combusted gases in the flue duct (G) stays between 250 and 
350°C in normal combustion but goes up by 50-150°C during smoke combustion. 
The reason is that at this stage the highest temperature of the muffle is reached. 
The temperature curve for the gasifier air (F) follows that of the combusted gases, 
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rising and falling with the variations of the latter. While the coffin bums, the 
evaporation of water from the corpse already begins. It intensifies with the pro¬ 
gressing combustion of the coffin, and at the same time the gasification of the 
corpse sets in. Both processes absorb heat and lead to a sudden drop in the muf¬ 
fle’s temperature by 200-250°C. 

In the main phase of the cremation process, when the corpse begins to bum 
with live flames, the temperature rises strongly, depending on the type of corpse, 
such as in the third and the seventh cremation, or oscillates weakly, as in the sixth 
and the eighth cremation. 

In the final stage of the cremation process the remains of the corpse, which 
still bum on the grate and bum out in the post-combustion chamber, have such a 
small mass that the excess of air in the furnace is very high, even with all apertures 
closed, and the temperature of the muffle drops. During the second cremation it 
falls to 575°C. Professor Schlapfer explains (Schlapfer 1938, p. 152): 

“Only in the early stages of the cremation, as long as the body is still lying 
intact on the grate and the incoming air finds combustible material everywhere, 
is it possible to work with small amounts of excess air. Towards the end of the 
cremation, on the other hand, when combustible material can be found only here 
and there, a large part of the air passes through the muffle without coming into 
contact with any combustible material. ” 

Kessler has not indicated the average CO 2 content and the excess air for the eight 
cremations with coke. He has noted only that during the preheating phase, with 
an average CO 2 content of 11% corresponding to an excess air ratio of 1.86, the 
combustion can be considered economical, and merely adds (Kessler 1927, no. 9, 
p. 152): 

“During the cremation of the corpse it is more difficult to maintain an eco¬ 
nomically good combustion, because in the initial phase of the cremation one must 
feed the greatest possible amount of air in order to suppress smoke formation, 
while in the second phase, even with the air vents completely closed, the quantity 
of air flowing into the muffle through the invisible cracks in the furnace is rather 
h igher than what is needed for the remains of the corpse burning on the grate. 
The attendant has the task of maintaining combustion as economical as possible 
in both cases (high CO 2 content with minimum excess air). The control equipment 
mentioned initially gives the necessary indications in this respect. ” 

The diagram for CO 2 + O 2 , which is shown above the temperature curves (docu¬ 
ment 48), is insufficient to judge the economics of the combustion: the recordings 
are few and, moreover, limited mainly to the initial stage of the cremation. Here 
we have an average CO 2 content around 10-11% with a few peaks at 17%. In the 
second phase the average CO 2 content drops noticeably down to 3-4%. 

The experiments of cremation with briquettes (Documents 49 & 50) and with 
city gas (Documents 51 & 52) can be retraced in the same way on the respective 
diagrams. 

The cremation experiments with briquettes were similar to those with coke. 
Of course, briquettes having a lower l.h.v. than coke, the fuel consumption in¬ 
creases, as shown in the diagram of the furnace operation (Document 47). The 
total consumption (A) was, in fact, 10.66 Zentner or 533 kg. The more-frequent 
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loading with smaller amounts of briquettes was required by the nature of the fuel. 
The control of the vents and of the doors follows essentially the same pattern as 
with coke, but the curve for the draft of the hearth (D) shows stronger fluctuations 
(between 1 and 8 mm water column). The formation of smoke, too, is almost 
equivalent. 

The temperature curve for the muffle (Document 50) rises in a very irregular 
way in the preheating stage. The first corpse was introduced at about 960°C. The 
shape of this curve clearly reflects the various phases of the cremation: strong 
initial temperature rise (up to 1,080°C) when the coffin bums, strong drop (down 
to 670°C) during the evaporation phase, renewed increase during the combustion 
of the corpse and a decrease towards the end because of the excess air. 

In the cremations with gas (Document 51), the consumption (A) was 202 m 3 . 
Smoke formation seems to be higher. Of particular interest are the curves E and 
F for the draft at the two dampers of the flue duct. Kessler writes in this respect 
(ibid): 

“ When one damper is open, the other must be closed. The diagram shows that 
the draft at the damper closed from time to time does not go down to zero; this is 
due to the fact that the dampers do not close hermetically against their frames. 
Here the chimney draft absorbs a portion of the combustion air (primary air) 
brough t to the muffle of the furnace. ” 

The temperature diagram (Document 52) shows for all cremations - except the 
fourth - a drop in the muffle temperature immediately upon the introduction of 
the coffin varying between 40°C (first and eighth cremations) and 100-110°C 
(third and seventh cremations) with a peak at 190°C for the sixth cremation. A 
similar effect, although on a smaller scale, was noticed also for cremations with 
briquettes (drops between 20 and 75°C) and, to an even lesser degree, for coke 
operations (drops between 10 and 30°C in the second, fourth, fifth and eighth 
cremations). Kessler links this effect to four causes (ibid., no. 10, p. 166): 

“1. Cooling of the muffle caused by an influx of colder ambient air when the coffin 
is loaded. 

2. Heat loss from the wall of refractory clay due to the necessity of bringing the 
coffin, its fixtures and the corpse up to the ignition temperature. 

3. Thermal balancing between the colder combustion air - fed to the muffle in 
large amounts during the early stages to prevent smoke formation - and the 
muffle temperature. 

4. Leakage of air into the muffle through the cracks of the furnace; this air, de¬ 
pending on the chimney draft, has a temperature to a greater or lesser degree 
lower than that of the air entering along the intended path. ” 

The initial temperature drop for cremations with coke and briquettes is smaller 
than in the case of gas because in this latter case the burners are shut before the 
coffin is introduced, whereas with coke and briquette-fired furnaces there is still 
enough heat flowing into the muffle from the gasifier to limit this temperature 
decrease. As Kessler explains (ibid., p. 168): 

“A reduction of the muffle temperature to a certain degree during and after 
the introduction of the corpse is an unavoidable and inescapable necessity of the 


68 


C. Mattogno. F. Deana, The Cremation Furnaces of Auschwitz 


cremation process, even in well-run furnaces. The extent to which this tempera¬ 
ture decrease can be opposed without additional heat brought in from the heat 
generator depends on the following factors: 

a) whether and to what degree the corpse produces heat during the cremation 
and transmits it to the muffle of the furnace; 

b) the possibility of supervising the cremation process in the furnace from the 
heat-technological point of view by means of appropriate instruments and of 
controlling the combustion air by means of closures which seal properly and 
hermetically; 

c) the mass of refractory clay which acts as a thermal accumulator. ” 

The primary objective of Kessler’s experiments was to determine the kind of fuel 
which would allow the most economical cremations. The results are shown in the 
following table: 


Table 1: Fuel Consumption during Kessler’s Experimental Cremations 


Fuel 

Consumption 

preheat 

8 cremations 

Total 

per cremation 
(+ preheating) 

per cremation 
(- preheating) 

Coke 

Briquettes 

Gas 

200 kg 
276 kg 
108 m 3 

236 kg 

257 kg 

94 m 3 

436 kg 
533 kg 
202 m 3 

54.500 kg 
66.625 kg 
25.250 m 3 

29.500 kg 
32.125 kg 
11.750 m 3 


The l.h.v. of the three types of fuel as given by Kessler was 7,000 kcal/kg for 
coke, 5,000 kcal/kg for briquettes and 4,500 kcal/m 3 for city gas. This results in 
the following table for the heat consumption in 1,000 kcal (Meal): 


Table 2: Energy Needs during Kessler’s Experimental Cremations 



Energy consumed (Meal) 

Fuel 

preheat 

8 cremations 

Total 

per cremation 
(+ preheating) 

per cremation 
(- preheating) 

Coke 

1,400 

1,652 

3,052 

381.500 

206.500 

Briquettes 

1,380 

1,285 

2,665 

333.125 

160.625 

Gas 

486 

423 

909 

113.625 

52.875 


Kessler’s comment on the consumptions for the preheating stage is as follows 
(ibid., no. 9, p. 159): 

“The muffle is taken from the same initial temperature to the same introduc¬ 
tion temperature in all three cases. If we assume that the amount of heat developed 
during the preheating stage with gas is transferred completely to the muffle, we 
may say that, for coke and briquette operation, some 900,000 kcal are lost mainly 
for heating the walls of the gasifier and those parts of the refractory material in 
the furnace which are not touched by the gas, as well as through radiation from 
these parts to the surroundings. These losses should be avoided if at all possible. ” 
The ratio of heat consumption for gas over that for coke is 486/1,400 = 0.35 for 
the preheating phase and even less for the 8 subsequent cremations; 423/1,652 = 
0.25, i.e., for the cremations the heat consumption in the case of gas is one quarter 
that for the case of coke. This depends on yet another important factor, as ex¬ 
plained by Kessler (ibid.): 
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“Whereas for gas heating the heat required can be precisely controlled ' in the 
case of coke or briquettes heat is produced even at times when it is not needed, 
because even though it is possible to reduce the combustion in the generator, it 
cannot be stopped altogether; otherwise the fire would go out. ” 

From these considerations we can see clearly that the heat consumptions of a 
coke-fired furnace and a gas-fired one are not directly comparable, and this is all 
the more true for a furnace designed to run exclusively on gas, such as the Volck- 
mann-Ludwig furnace (cf. next chapter). 

The experiments described in this chapter were carried out under optimum 
conditions using proper instrumentation and under the supervision of a special¬ 
ized engineer. This had a marked influence on the fuel consumption. Kessler him¬ 
self notes with respect to the use of gas as a heat source {ibid., p. 153): 

f T wish to point out that previously, because of insufficient supervision of the 
furnace and excess of air, consumption was roughly twice the above figures or 
more. ” 

The question of the duration of cremations will be dealt with in Chapter 6. 

In 1927 scientific cremation experiments in a coke-fired furnace were also run 
at the Biel crematorium (Wilhelm Ruppmann system; Document 53) under the 
guidance of the engineer Hans Keller, who wrote two extensive reports about the 
work done (H. Keller 1928 & 1929). We will summarize the essential results of 
the experiments for this case as well. 

Concerning the temperature evolution, H. Keller noted (1929, p. 2): 

“After the introduction of the corpse, the coffin catches fire immediately and 
the temperature goes up by 100-150°C. Five minutes later, it again goes down by 
100-200°C, even though the lid of the coffin has not yet burned and the tempera¬ 
ture of the combusted gases [coming from the gasifier] is 1,000°C and higher. The 
heat provided by the combustion of the coffin and the heat supplied by the com¬ 
busted gases therefore do not suffice to maintain the temperature at a high level. 
From this we can see how intense the evaporation [of the corpse water] is. The 
temperature then fluctuates continuously over a half hour. This underlines the 
irregularity of the cremation. If, on account of the generation of water vapor and 
a subsequent increase in internal pressure, an organ bursts in such a way that its 
liquid diffuses into the cremation chamber, the temperature drops immediately 
because the liquid evaporates. These fluctuations of the temperature also affect 
the formation of smoke. At this stage, with the instruments at his disposal and 
depending upon the size of the corpse, the operator can sometimes just barely 
avoid the formation of smoke and sometimes not at all. After half an hour the 
temperature becomes more stable, the combustion steadies, evaporation dies 
down, possibly because the major part has already taken place, and the tempera¬ 
ture in the cremation chamber now begins to drop steadily, down to about 800°C 
at the end of the cremation. ” 

In the other report H. Keller explains the matter in greater detail (H. Keller 1928, 
pp. 24f.): 

“After the introduction of the corpse, first of all the coffin burns partially. The 
temperature of the cremation chamber therefore rises by about 100°C. At the 
same time, however, we have an intense vaporization of the volatile parts of the 
body, which account for 70% of the body weight. This phase change requires a 
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great deal of heat, and the temperature drops rapidly. The instruments record [a 
temperature decrease of] 100-200°C. During the evaporation, the solid sub¬ 
stances, too, begin to decompose, and the products begin to burn, if they find 
themselves at the necessary ignition temperature and if there is enough air. This 
decomposition, likewise, absorbs much heat and thus causes a temperature drop 
in its turn. If the ignition temperature is not reached, the gases will leave the cre¬ 
mation chamber and possibly even the chimney uncombusted, forming visible 
smoke. Heat must therefore be supplied. While there is substantial heat available 
in the walls [of the cremation chamber], it cannot be supplied to the individual 
parts [of the corpse] in sufficient amounts nor quickly enough. This means that 
after the gases have formed, they are immediately sucked up into the chimney by 
the draft and cannot combine well with the oxygen they need; an indispensable 
element for the combustion is therefore missing. Hot air improves conditions con¬ 
siderably. It is present during the formation of the gases, promotes them and com¬ 
bines with them quickly and easily. If, because of the draft of the furnace, the 
combustion no longer takes place in the cremation chamber, the mixture is still 
present and combustion can occur in the post-combustion chamber or in the re¬ 
cuperator. One therefore has to make sure that the air is sufficiently hot and does 
not cool down excessively on account of the evaporation and the decomposition, 
because it has only a low heat content, and the temperature drops significantly 
with even minor heat losses. The accumulation of heat is necessary precisely in 
order to avoid excessive cooling. ” 

These considerations take us to an important observation by H. Keller with re¬ 
spect to the function of the recuperator (ibid. , pp. 27f.): 

“Like everything else in the world, cremation, too, takes time. In the course of 
the cremation, the chemical and thermal processes are so difficult and complex 
that they cannot occur suddenly, as for example in the case of gasoline; evapora¬ 
tion, dissociation, decomposition, gas formation etc. of the parts to be burned 
proceed rather slowly. When combustible gases - light and heavy hydrocarbons 
as they are called in chemical and technical terms - are formed in this way, they 
are immediately drawn along by the chimney and, for the greater part, can no 
longer burn in the cremation chamber or the post-combustion chamber but move 
into the recuperator. If [this device] is sufficiently hot, they will ignite, because 
there is sufficient air, even hot air, and the technical process of combustion will 
take place here. The lighter hydrocarbons will probably undergo combustion al¬ 
ready in the post-combustion chamber, but for the heavier ones - the majority - 
sometimes even the recuperator is insufficient, and they will leave the chimney in 
the form of smoke and enter the atmosphere. From this explanation it can be seen 
that the main function of the recuperator is the realization and more particularly 
the completion of the combustion and not [just] the preheating of the air. ” 

The cremation experiment H. Keller described in his two accounts concerns a 
corpse of 100 kg. Cremation took 3 hours, coke consumption was 79 kg. Hence, 
we have here a cremation decidedly different from those considered previously: 
H. Keller tried to maintain excess air at a level as low as possible - operating for 
the better part of the cremation with a coefficient of hardly 1.55 (H. Keller 1929, 
p. 2) - but in so doing he slowed down the combustion process considerably, and 
hence the cremation lasted three hours, more than twice the average time for 
Kessler’s cremations with coke (86 minutes). 
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The experiments run by Hans Keller at Biel in the 1940s, in his effort to de¬ 
termine the causes for the creation of smoke during cremation, are particularly 
interesting and merit our attention, although they concern an electric furnace 
(Brown Boveri & Co. system; see the next chapter). Actually, these experiments 
yielded data which complement those gathered in the late 1920s by Kessler and 
H. Keller himself. 

H. Keller’s account (1945b) includes various diagrams, which I have repro¬ 
duced and on which I will make comments. 

Diagrams of Figures la, lb, and 2 (Documents 54-56) 

In these diagrams the vertical axis shows the volume of the discharge gas in 
m 3 /hr, drawn in by the furnace fan (a forced-draft device), the horizontal axis 
shows the cremation time in minutes. The curves thus show the amount of dis¬ 
charge gas at any stage of the cremation and hence also the combustion speed of 
the coffin and of the corpse. 

For example, in the first diagram (Document 54), 31 at the beginning of the 
cremation of a 110 kg corpse, the volumetric gas rate (at 380°C) is 1,750 m 3 /hr. 
It goes up to 2,975 m 3 /hr after 10 minutes because of the combustion of the coffin 
and then drops to 2,730 m 3 /hr, as evaporation sets in, slowing the combustion. 
Then, with increasing gasification activity, combustion becomes more pro¬ 
nounced and the curve starts to rise again. After one hour it reaches a peak at 
3,570 m 3 /hr and then gradually drops to 1,200 m 3 /hr at the end of the cremation 
after 90 minutes. This body has therefore been easily combustible. 

In the diagram of Figure lb (Document 55), the corpse of 110 kg is likewise 
easily combustible. Here the apex of the curve is at 2,980 m 3 /hr and occurs 50 
minutes after the induction of the coffin. In the other cremations the maximum is 
reached after 10 minutes, i.e. during the combustion of the coffin. 

The diagram in Figure 2 (Document 56) shows the curves for a 110 kg and an 
80 kg corpse. H. Keller comments (ibid., p. 19): 

“As shown by figure 2, the recorded points are so numerous that we may say 
with assurance that 2,740 mVhr was the maximum gas-flow rate. It is surprising 
that this point was reached after 15 minutes. This depends upon the combustion 
of the coffin. When it has mostly taken place and has been replaced by evapora¬ 
tion, combustion is slower, the gas rate lower and the curve drops. After 30 
minutes there was a sudden decrease in the flow rate that was probably caused 
by the bursting of an organ. For that reason the formation of water vapor becomes 
larger. The heat thus consumed slows down the combustion, and the curve drops 
because the gas rate goes down. This repeats itself several times up to point 7, 
one hour and 16 minutes after introduction. From that point on the curve drops 
rapidly and cremation is essentially finished. The other curves show similar fea¬ 
tures; they are lower, simply because the corpses were not as heavy and developed 
less gas. 

The cremation of the 110 kg corpse was finished earlier than that of the 80 kg 
body. The flame progresses more quickly, therefore the curve rises higher. In 


31 


In this document the two cremations of 21 August 1940 are represented by a single curve. 
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other words, the corpse of 110 kg burns better than the one weighing 80 kg. Ac¬ 
tually, in the case of the 110 kg corpse, one could see only flames. When they died 

down, the cremation was done. ” 

In the diagrams mentioned, the volume of the fumes is not given in Nm 3 but in 
physical cubic meters at the respective temperatures indicated. The volume of the 
fumes (Vf) is directly proportional to the absolute temperature and follows the 
temperature according to the equation: 

Vf=Vo(l+at) [40] 

Where a = 1/273 and Vo is the volume at 0°C. To obtain the volume in Nm 3 
it is thus necessary to apply to the values indicated in the diagrams the equation: 

Vo=Vf/(l+at) [41] 

The values obtained with Diagrams la and lb (Diagram 2 does not show the 
temperature of the discharge gases) 50 minutes after the introduction of the body 
are as follows: 

Figure la (Document 54) 

1.492 m 3 /hr for the corpse of 110 kg 
710 m 3 /hr for the corpse of 70 kg 
627 m 3 /hr for the corpse of 55 kg 

Figure 1 b (Document 55) 

921 m 3 /hr for the corpse of 110 kg 
541 m 3 /hr for the corpse of 70 kg 
340 m 3 /hr for the corpse of 50 kg. 

The three cremations of the corpses weighing 110 kg have the same duration, 90 
minutes, and also a fairly similar pattern: in the first 10 minutes the gas rate goes 
up because of the combustion of the coffin, then it drops noticeably for another 
10 minutes, after which it picks up again reaching a peak around 50-55 minutes 
after the start of the cremation. It then drops suddenly toward the end of the cre¬ 
mation (Figures la and lb) or after having fluctuated around the maximum values 
for about 20 minutes (Figure 2). 

It is obvious that, everything else being equal, the gas rates for a coke gasifier 
would have been even greater, because we would not only be dealing with the 
gases from the corpse but also with those of the gasifier. 

Figure 3 (Document 57) refers to the gas analysis of the discharge gases of 
three cremations. In the corresponding diagrams the lower curve gives the CO 
content, the middle one the CO 2 + O 2 content, and CO 2 represents an excess of 
oxygen, which is proportional to the excess of air. 

In the upper and middle diagram, excess oxygen, at 10-15 minutes after the 
introduction of the coffin, is very small; hence, there is smoke generation. The 
amount of air is very close to the theoretical value. When this is reached, the two 
curves coincide. In the upper diagram their distance indicates an excess of air of 
5% (excess-air ratio of 1.05). When the excess air increases, the smoke disap¬ 
pears. In the first half hour CO also forms, which reaches 3% at its maximum. At 
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the end of the cremation the excess-air ratio rises to 4.25, and in the middle dia¬ 
gram even to 9.50; in the lower one it reaches 6.00. 

The average amount of CO 2 is 7.8% for the upper diagram, 9.8% for the mid¬ 
dle one and 8% for the lower one. 

Figure 4 (Document 58) shows the temperature diagrams for two cremations. 
Curves I and II refer to the temperatures in the cremation chamber and at the inlet 
to the recuperator, curve III shows the temperature of the air beyond the recuper¬ 
ator and curve IV the temperature of the gases just upstream of the ventilator. As 
H. Keller notes (ibid., pp. 24f.): 

“If the second curve crosses over the first, we have in the [discharge] gas 
channels a temperature which is higher than in the muffle, hence there is combus¬ 
tion. This means that combustion in the muffle is not yet complete but continues 
in the recuperator. ” 

This happened precisely in the second cremation and confirms H. Keller’s obser¬ 
vation of 1927 regarding the function of the recuperator. 

For this case, too, we must stress that the efficiency of an electric furnace, 
because of its different system of operation, cannot be directly compared with 
that of a coke-fired furnace. 


5. Technical Developments of Cremation Furnaces in 
Germany in the 1930s 

The experience and knowledge acquired in the 1920s were put to use in the 
new installations built at the end of that decade and in the following one: the 
furnaces with coke-fed gasifiers were perfected, but at the same time other heat¬ 
ing systems were developed using gas and electricity, which were soon to sup¬ 
plant coke furnaces because of their greater practicality and better economy. 

5.1. Furnaces with Coke-Fed Gasifiers 

The structure of the new models took into account the decisive factors for an 
improved heat management brought to light by Kessler’s experiments; they 
showed a marked improvement in efficiency. The Dessau engineer Peters re¬ 
ported that the old Beck furnace, after being rebuilt on the basis of the new prin¬ 
ciples of heat technology, saw its coke consumption halved, going from 300 to 
150 kg of coke for the preheating and the first cremation. The new gasifier fur¬ 
naces required 150-175 kg of coke for the preheating and the first cremation and 
some 50 kg for each subsequent cremation of 6-8 cremations in succession (Peters 
1930, pp. 56f.). 

Among the most important technical innovations of that period one may cite 
the reduction of the horizontal cross-sectional area of the gasifier, which went 
from 70 cm by 90 cm to 40 cm by 50 cm, the installation of a post-combustion 
grate, an improved air feed and, finally, more-efficient recuperators. 
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At that time, the most significant German companies for the design and con¬ 
struction of cremation furnaces - aside from J.A. Topf & Sohne of Erfurt, which 
led the field in sales - were Gebruder Beck of Offenbach, Didier (later Stettiner 
Schamottefabrik A.G.) of Stettin, Ruppmann of Stuttgart, and Kori of Berlin. In 
the early 1930s, H.R. Heinicke of Chemnitz made its entry into the market with 
the Volckmann-Ludwig furnace, which we will discuss in Section 2 of this pre¬ 
sent chapter. 

The new Beck furnace (Document 59) contained major technical innovations 
which Wilhelm Heepke describes as follows (1933, p. 124): 

“In the most recent Beck design, fig. 3, the change from rectangular recuper¬ 
ator channels to patented triangular sections ci and C 2 is of interest, as is the 
increase of the cross-sectional areas of the discharge-gas channels ci at the ex¬ 
pense of those of the air channels C 2 in the Didier furnace, fig. 4 [Document 60]. 
These measures aim at a better adaptation of the channel sections to the flow rates 
and, in particular, to the large amounts of discharge gases generated here for the 
purpose of the elimination of smoke. 

The triangular recuperator of the Beck design permits the air to be heated to 
600°C and higher. The incorporation of several openings for the corpse-combus¬ 
tion air into the vault of the coffin muffle can be considered a further innovation. 

The Beckfurnace has the advantage that the combustion gases are drawn from 
the front to the rear. Thus, no gases can escape into the furnace hall when the 
main gate is openedfor the introduction of the coffin. Once the ash has fallen onto 
the inclined plane below the coffin grate, possibly still containing some combus¬ 
tible portions, it is moved to the post-combustion grate e where it burns com¬ 
pletely. Then this grate is turned over, causing the ash to fall into the ash-con- 
tainer d below. ” 

Didier’s new furnace, too, was much improved [Document 60]. In this respect, 
Heepke notes (ibid., pp. 123f.; cf. Chapter 7): 

“The Didier furnace is a rather heavy structure for large crematoria and con¬ 
tinuous operation. For installations with relatively few cremations, the furnace is 
held in stand-by at a lower temperature in its bottom by closing one or two chan¬ 
nels of the recuperator so that reheating can be done more quickly. Finally, with 
the Didier furnace, there is the possibility offeeding back into the muffles, by way 
of the flue duct, the combusted gases coming from the muffle before they enter the 
recuperator, which leads to energy savings when heating the muffle a for the cre¬ 
mation of a subsequent corpse. On account of the separation of the gasifier b from 
the muffle a, fire management for heating the muffle can be run in such a way that 
the combusted gases from the hearth cannot enter the cremation chamber during 
the cremation itself. ” 

Noteworthy is also the cremation furnace built by a relatively unknown firm, W. 
Muller of Allach. This furnace is described with much detail in an offer from the 
owner of the company to the Dachau concentration camp. It refers to the follow¬ 
ing items: 32 
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W. Muller, Ingenieurbiiro/Industrieofenbau. Allach bei Miinchen. Angebot auf einen Feuerbestat- 
tungsofen mit Koksbeheizung nach beiliegender Zeichnung. An die Reichsfuhrung SS der NSDAP, 
Miinchen, Karlstrasse. 2 June 1937. AKfSD, 361/2111. 
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“L Supply of the bricks neededfor the erection of the furnace, including sand, 
lime and cement for about 10 m 3 of brickwork in red brick 

2. Supply of all refractory material including mortar all in best quality suitable 
for the purpose. Total weight about 15,500 kg. 

3. Supply o/insulating material needed, in a weight of about 1,200 kg. 

4. Supply of the following equipment: one coke hearth complete with front 
plate [of grate], doors for slag and ash, door for hearth, the complete grate with 
supports and bars, air feeding equipment with controls, air vents for secondary 
air, discharge-gas damper with steel ribs, a complete closure for the cremation 
chamber with lifting device, a door for closing the furnace in wrought iron with 
frame, a wrought iron hoodfor the closure of the cremation chamber, a reversible 
grate for the post-combustion chamber, various small parts, a wrought iron box 
for the ash, maintenance tools. Total weight about 2,300 kg. 

5. Supply of a complete facing of wrought iron, including bolts, with silver- 
grey refractory aluminum paint. Total weight about 2,800 kg. 

6. Erection of the furnace from the foundation to the smoke damper by my 
specialists, except for the supply of assistants and helpers. 

7. Travel costs for my specialists and their tools. 

8. Expenses for the rail shipment of my goods to Dachau station including 
transport to site as well as unloading and storage at site (on basis of a maximum 
distance from crematorium to unloading site of 2 km). 

9. Drying and start-up of furnace by my operators or engineers as well as a 
test cremation during which your personnel will be instructed in the proper con¬ 
trol of the furnace. It is assumed that the start-up will take place as soon as the 
furnace has been completed. ” (Emphasis in original) 

The price of this furnace amounted to 9,250 RM (Reichsmark). Excluded from 
the offer were all building works not concerning the furnace directly and also “the 
supply of an animal carcass and of a coffin for the test-cremation, as well as the 
supply of fuel for the drying of the furnace and the test-cremation.” 

The accessories for the furnace consisted of an introduction cart for the coffin 
(380 RM), a special blower for the hearth (420 RM), a coke-fired pilot hearth for 
the chimney (400 RM), a device for measuring the temperature of the cremation 
chamber (195 RM) a manometer for measuring the draft in the discharge channel 
(3.5 RM). The Muller Company offered furthermore the materials for and the 
erection of an 18 m high chimney (except foundations) with a cross-sectional area 
of 50 cm • 50 cm and an internal lining of refractory material up to l A of the height 
(6 m) for a price of 2,100 RM. 

The furnace was built on the basis of a new process of heating and cremation, 
which the owner of the firm describes in the following terms ( ibid.f. 

“The furnace is furthermore equipped with a grate made of refractory clay of 
a special type which allows the retention and the accumulation of heat during 
heating-up. 

In contrast to the furnaces built in the past, the combustion of the coffin and 
of the corpse is carried out in an upward direction, the combusted gases being 
blown against the vault and the sidewalls which store the heat given up by them 
[i.e. the gases]. After the exothermic phase of the combustion, the accumulated 
heat is returned for the remainder of the combustion period. 
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In the spaces between the individual refractory bars of the grate, along the 
centerline of the furnace, special radiating and deflecting roof-like devices have 
been placed in such a way that the air blown in from both sides via tubes on the 
inclined planes flows upwards through the open spaces, and when this happens, 
the air strikes the bottom of the coffin or the back of the corpse strongly and, 
moreover, necessarily envelops the corpse from below over its entire surface in a 
thin layer [of air]. 

With this operating system, the amount of air can be controlled so as to con¬ 
form to the real or theoretical requirements. 

With my cremation process, the cremation of the corpse takes place within a 
shorter period of time than before; the ashes, as with a normal grate of refractory 
clay, drop down into the post-combustion chamber. 

Thanks to the special system of controlled air flow and to the upward combus¬ 
tion, subsequent cremations - in the case of several cremations in one day - can 
be executed without further additions of fuel, or nearly so. 

The coke-gas needed for the burners is produced in a gasifier located directly 
below the floor of the post-combustion chamber. In this way, the radiation from 
the glowing coke and the heat of the gas are used to heat the bottom plate of the 
post-combustion chamber. 

The coke gas forming in the gasifier leaves from both sides in a lengthwise 
direction through a series of openings slanting upwards and burns there together 
with the air coming from the side vents. 

The operation of the coke gasifier, as well as the cremation itself, takes place 
by means of air coming from a blower, because only with pressurization can an 
efficient production and combustion of the coke gas be obtained, yielding high 
flame temperatures. 

The entire mass of the furnace in my cremation process is reduced; the furnace 
itself has been given a smaller and very fine shape. The operation can be adapted 
very precisely to the various phases of the combustion. ” 

The supplier then lists the following technical data (ibid.): 

“Fuel: good coke, in pieces of about 6,500 kcal/kg 

Weight of the corpse: about 75 kg. 

Weight of the coffin: about 35 kg 

Average duration of the cremation: about 1 V 2 hours 

To heat the furnace: 

1. From a coldfurnace to the introduction temperature: about 2 hours. 

2. If in operation the previous day: 1 - 1 V 2 hours. 

3. If furnace is in operation every day: V 2 to 3 A hours. 

Fuel consumption: 

1. For heating the cold furnace andfor the first cremation: about 175 kg. 

2. For the second and third cremations following immediately: no consump¬ 
tion of fuel [in addition to the coffin’s wood]. 

3. If a cremation takes place every day, the coke consumption is about 100 kg 
for the first cremation; no consumption for the second and third. 

Consumption of wood: For each heating, about 3-5 kg of wood are con¬ 
sumed. ” (Emphasis in original) 
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5.2. Furnaces Heated with City Gas 

The 1930s saw the development and perfection of heating systems based on 
city gas, primarily due to the promotion by the building councilor Volckmann 
and the engineer Ludwig who designed a revolutionary furnace at the end of the 
1920s. Their patent, granted on October 30th, 1928, reads as follows (Deutsches 
Reich 1930c.): 

“The invention concerns a cremation process and a device for its realization. 
Compared to the devices known (cremation furnaces) the furnace of this invention 
has a much simplified and less expensive structure and works with considerable 
fuel savings which can even be total in case of continuous operation. 

The processes and devices known, besides a hearth having to be in permanent 
operation, have regenerators or recuperators of large dimensions. The process 
and the device of this invention, on the other hand, function without auxiliary 
plants of this type and therefore require only about one third of the space needed 
heretofore. 

The operating costs of the device covered by this invention are extremely low 
because in continuous operation no heat source is used [except for the coffin’s 
wood] and the expenses for the initial heating of the small device are minimal. 

The process covered by the invention consists of a cremation muffle which is 
maintained at a temperature, higher than the ignition temperature of the object to 
be burned, by means of the heat developed during the cremation process. This is 
achieved by blowing small jets of air directly onto the object to be burned in such 
a way that they direct the oxygen neededfor the cremation only towards the object 
to be cremated; here the diffusion of air throughout the whole space of the furnace 
- as is the case in the furnaces known - is prevented or limited considerably. The 
jets of air covered by this invention are directed so as not to strike and cool the 
walls of the furnace. In this way, these walls come into contact only with the gases 
produced during the cremation. They absorb the heat [of the combusting gases], 
accumulate it and radiate it back to the object being cremated. In this way, the 
cremation process is maintained and the furnace can carry out as many crema¬ 
tions as desired without additional fuel, only air being needed. This air can even 
be cold, even if there are longer operating pauses. 

A device for the implementation of the process covered by the invention con¬ 
sists of a cremation muffle with controllable air vents and tubing for compressed 
air connected to them. The air vents are placed in such a way that the air jets 
coming from them do not strike the walls of the muffle but only the object to be 
cremated. In addition to the muffle there is a post-combustion chamber [Nach- 
brennraum] of the usual type which serves for the combustion of the smoke and of 
the solid residues; in this invention it is heated only with the glowing combusted 
gases drawn into the chimney. 

The drawing shows a schematic representation of an example of the realiza¬ 
tion of the cremation device, in figure 1 as a vertical section, in figure 2 as a 
respective horizontal section [cf. Document 61]. 

A muffle b formed by a brick lining a serves to receive the object c to be cre¬ 
mated. Connected to the muffle is a post-combustion chamber d in which the ashes 
are freed from the charcoal stemming from the combustion of the coffin with 
which they are mixed and burned by the fumes on a grate e. Below the chamber d 
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there is a collection chamber f The chambers d andf are accessible through ser¬ 
vice openings r and s, which can be closed. The combusted gases flow to the chim¬ 
ney (not shown) via a flue duct g. 

The vault of the muffle has a directing surface h protruding from a table i. This 
table is low and rounded so that the remains of the cremation can be moved easily 
through the door l into the post-combustion chamber d by means of a rake. A 
closable channel k supplies the air for the smoke combustion behind table i. 

Muffle b is equipped with a certain number of vents for air and gas which can 
all be controlled and directed from the outside, e.g. by means of the closing de¬ 
vices v in the pipes u or by means of valves, dampers or similar, not shown. For 
the initial heating of the muffle, there are vents for combustible gas and closable 
outlets from channels through which outside air can flow in the direction of the 
arrow t. These gas vents m and the air channels n are closed as soon as the muffle 
is hot enough for the cremation process in order to maintain itself without any 
further addition of combustible gas. Instead of this type of additional heating with 
gas, any other kind of fuel may be substituted. 

When the ignition temperature of the object to be cremated is reached, the 
compressed-air vents o and p must be controlled. They can be operated either 
individually or in groups. They are placed on both sides of the muffle in such a 
way that the jets of compressed air emitted by them strike only the surface of the 
object to be cremated and not the walls of the muffle. 

The floor of the muffle may consist of an inclined plane, at the bottom of which 
there is a closable opening q for the removal of any metal residue (zinc). 

Claims: 

1. A cremation process characterized by the fact that in the muffle of a crema¬ 
tion furnace, once the operating temperature has been reached by means of a heat 
source of known type and after the extinction of the heat source, the air needed 
for the cremation is directed solely towards the object to be cremated in the form 
of thin controllable jets from nozzles or similar devices. 

2. A device for the implementation of the process according to claim 1 char¬ 
acterized by the fact that a cremation muffle is equipped with nozzles for the in¬ 
troduction of controllable air jets which, on being ejected, do not touch the walls 
of the muffle but strike only the object to be cremated. 

3. A device in accordance with claim 2 characterized by the fact that the post¬ 
combustion chamber of a known type which is equipped with the means already 
described for the combustion of the smoke and of the solid residues is installed 
immediately below the outlet for the discharge gases from the cremation muffle 
and below a baffle wall which creates a turbulence in the combusted gases and 
pushes them downwards into the post-combustion chamber. ” 

The inventors of the new process granted an exclusive license of the patent for 
Germany to the H.R. Heinicke Company, then of Chemnitz, which still holds it 
(cf. Chapter 11). 

The first experimental furnace built on the basis of the new system was set up 
in the crematorium of Hamburg-Ohlsdorf in 1929; a year later, another and still- 
experimental furnace was built there. In 1930 Volckmann himself drew up a 
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lengthy report on the results of the operation of the first furnace (2,500 33 crema¬ 
tions had been carried out in seven months with a total consumption of 103 m 3 of 
gas!), a report that was bitterly criticized by the engineer Kurt Prufer of the J.A. 
Topf & Sohne Co. of Erfurt. A feud ensued, into which Richard Kessler was also 
drawn. We will come back to this question in Chapter 1 of Section II of this study. 

The Hamburg experimental furnaces are extensively described in various 
technical articles. Here we present what the engineer Friedrich Hellwig has to say 
in this respect. For greater clarity, we also publish Kessler’s drawings which pro¬ 
vide us with a schematic representation of the two furnaces in question (Docu¬ 
ment 62) : 34 

“The furnace differs from those built in the past in that it has neither recuper¬ 
ator nor grate. It consists essentially of a muffle of refractory brick 90 cm wide 
on the inside, 90 cm high below the apex and some 3.20 m long, of an outer wall 
of brick and a layer of insulation in between. The floor of the muffle consists of 
tiles of refractory material, which begin only 30 cm beyond the introduction door. 

The combusted gases escape through the resulting gap and along the same 
route; the residues of the cremation are withdrawn from the muffle to the post¬ 
combustion grate located below. The latter consists of grate bars narrowly 
spaced, with the smaller parts of the ashes dropping through the gaps while the 
large portions remain on the grate until they eventually disappear or until they 
have finished their combustion. While the remains of one corpse thus burn out on 
the grate, another coffin is introduced into the muffle above, the flames of which 
slip through the post-combustion grate into the smoke channel below the muffle 
and on through the flue duct into the chimney. 

For heating the muffle, a number of gas burners have been placed into the 
rear wall and the two sidewalls some 20 cm above the muffle floor. Their number 
and their locations have so far been varied in the experimental furnaces. On the 
rear wall, there have been 4 or 5 burners acting as baffle burners perpendicularly 
to the flames of the other burners; they cause a certain heat concentration within 
the muffle. 

The combustion air feed takes place via two openings in the rear wall, which 
can be closed by means of a vertical gate, and via 20 diffusers spread out over 
both sidewalls and the rear wall. Moreover, on the rear wall at the level of the 
floor there is a sleeve through which a steel tube can be moved towards the object 
to be cremated, the tube being connected to the compressed air supply by means 
of a flexible hose. The diffusers are connected, by means of steel tubes, to a man¬ 
ifold with valves visible on the outside of the furnace, and ultimately to the main 
tube of the air supply which is fed cold air from a motor-driven organ blower. The 
various diffusers and their control valves allow the air feed to be directed to indi¬ 
vidual parts of the furnace. [...] 

The furnace is characterized by the fact that 


33 Volckmann 1930; the text states “3,500,” but this is a mistake later corrected by Volckmann (1931, p. 
80). 

34 Hellwig 1931a, pp. 396f. A few months later this journal published a reply by Volckmann and Lud¬ 
wig on the question of the acceptability of their furnace in Prussia (Volckmann/Ludwig 1931) and 
Hellwig’s reply (1931b, pp. 616f.). 
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1) the muffle is simple, very small, has no regenerator, no recuperator and, in 
some cases, no grate, and is equipped with a single floor and with distribution 
devices which take the necessary air to the surface of the object to be cremated; 

2) the muffle has a diagonally cut flat table; 

3) on both sidewalls of the muffle are located groups of exchangeable, con¬ 
trollable injection devices whose direction can be controlled [Document 63]; 

4) there is a further hearth with a nozzle for a gas burner and an air channel 
opening up below, both controllable and closable; 

5) the floor of the muffle is slightly slanted diagonally. 

In issue no. 5 of the second year o/Zentralblatt fur Feuerbestattung, the civil 
engineer Volckmann has written at length about the results of the operation of the 
experimental furnace in Hamburg-Ohlsdorf which conforms to the above speci¬ 
fications. Unfortunately, the furnace on which the report was based was disman¬ 
tled after 14 months of operation, and the presently available furnaces built in 
accordance with the same principle do not work quite as well. During our obser¬ 
vations, the combustion of the smoke was incomplete. The average consumption 
of town gas as a fuel is not 0.03 m 5[35] either, but about 1.0-1.1 m 3 for each corpse, 
as opposed to 11-15 m 3 in crematoria having the same frequency [of cremations]. 
The savings are therefore quite considerable and the operating cost for each cre¬ 
mation are at present 1 m 3 of gas at 0.13 marks and 3.5 kWh of electricity for the 
blower at 0.16 marks, for a total of 0.69 marks. We know, on the other hand, that 
the operational expenses at Dessau are 3.10 marks and at Treptow 4.50 marks. 
However, here it is possible to go down to 2.00 marks if, as in Hamburg, 16 
corpses per day are cremated, because there is less preheating. This energy sav¬ 
ing is due to the heat being contained in the small muffle and to an operation at 
minimum draft and rather low temperatures (between 500 and 650°C)P 6] here 
the calorific value of the coffin and of the combustible parts of the corpse take 
effect. ” 

Hellwig then notes that under favorable conditions it was possible to perform the 
cremation on the basis of the heat furnished by the coffin and the corpse alone, 
without additional heat, and adds {ibid): 

“These conditions exist in a Volckmann-Ludwig furnace when it is heated to 
a temperature of about 600°C. If one normal corpse follows another, the process 
goes on without additional fuel, and even the next day, if the insulation is good, a 
minute supply of gas of a few cubic meters is enough to keep the furnace ready to 
be used the whole day. The corpses ofpersons who died of cancer, of lung diseases 
and those of the elderly require additional fuel; with these, the calories of the fatty 
tissue of the body have been consumed by the disease or by old age. For all 
corpses, the cremation of the solar plexus [37] takes longer because it contains 
much humidity. There are also a few special cases, for example the lungs of a 
stonemason, which contain sandstone dust. At the present time, the Hamburg fur¬ 
nace does not burn the solar plexus completely within the muffle; this takes place 


35 The reference is to Volckmann’s assertion in the journal mentioned above to the effect that the exper¬ 
imental furnace at Hamburg had carried out 3,500 (actually 2,500) cremations with 100 m 3 of gas, i.e. 
an average of 0.03 m 3 per cremation. 

36 Coffin-introduction temperatures. 

37 Plexus Solaris : a complex of nerves at the pit of the stomach. 
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only on the post-combustion grate, and from that point of view there is still pro¬ 
gress to be made. According to legislation now in force, this furnace is not ac¬ 
ceptable in Prussia because it houses - albeit in two separate locations - two 
corpses at the same time. ” 

In 1932, after the demolition of the two experimental furnaces, four new Volck- 
mann-Ludwig furnaces were installed in the Hamburg crematorium (Documents 
64f.). Volckmann describes them in the following way (Schumacher 1939, pp. 
24f.; cf. Manskopf 1933, pp. 772-775): 

“Each of the four furnaces installed for Hamburg has three powerful gas 
burners, one with an hourly throughput of 30m 3 , the other two set up for an output 
of 5 m 3 per hour each. The gas arrives at the burners under the pressure of the 
gas line; the combustion air is fed by means of a blower, so that disruptions in the 
gas combustion - for example on account of an excessive closure of the smoke 
damper - are eliminated. A single lever, acting simultaneously on the gas and on 
the air feed, controls the flames. By turning the lever in the opposite direction, it 
is moreover possible to close only the gas supply and to feed a larger or smaller 
amount of air to the furnace through the burners. The air-supply system continu¬ 
ously returns to the cremation process a large part of the heat generated during 
the cremation without the need for recuperators, and thus allows - once the fur¬ 
nace has reached its operating temperature - to carry out a cremation without 
additional gas. An essential feature of the new furnaces is that, in contrast to older 
types, the cremation air is brought only to those points where it is needed at that 
moment. Only in this way is it possible to carry out the cremation with clean air 
only. The cremation proceeds practically without smoke and requires so little time 
that a single furnace, in an uninterrupted 24-hour operation, can handle 20-22 
cremations per day. However, generally this capacity is not exploited. Rather, so 
many furnaces should be operating simultaneously that a coffin can be introduced 
right after the end of the funeral ceremony, so that the bereaved can be present 
during the introduction. The gas consumption, which depends upon the reheating 
after interruptions in the operation, is generally about 1.5 m 3 per cremation for 
intensive use of the furnaces. Thanks to the elimination of the recuperators, it has 
been possible to place the furnaces on one floor and to provide, in this way, a 
large and well-lit workspace. 

All the devices needed for the operation have been brought together on the 
front panel and are well arranged so that their use is extremely simple. The whole 
operation can be done without effort and with the most meticulous cleanliness. 
The introduction chamber is separated from the operating room of the furnaces. 
On the outside, the furnaces are covered with a cladding of aluminum and are 
thus not only protectedfrom air leakage but also fit visually into their environment 
in a dignified way. ” 

A Volckmann-Ludwig furnace was installed by the H.R. Heinicke Company at 
the Stuttgart crematorium as early as 1931. In the following year, the municipal 
building superintendent R. Wolfer wrote a detailed description of the results 
achieved with this furnace (Document 66) from which I quote foremost the pre¬ 
cise technical description of the device (Wolfer 1932a, pp. 151-154; 1932b, pp. 
162-165): 
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“The Volckmann-Ludwig furnace, designed by the Hamburg civil engineer 
Volckmann together with the engineer Ludwig and tested in the Ohlsdorf crema¬ 
torium over the past few years differs considerably from the furnaces used so far, 
especially because instead of the usual grate it has a particularly shaped and 
completely closed muffle which encloses the coffin in the tightest way possible. A 
recuperator has been entirely left out, except for a small preheating device for the 
combustion air. The design, with its compact structure and a considerable reduc¬ 
tion in the heat accumulation, aims for a minimal preheating time and minimal 
heat consumption. Furthermore, this design is especially noteworthy for the lay¬ 
out of its combustion air supply to the muffle, well planned and patented, which 
uses so-called diffusers of hot and cold air. 

The furnace erected at Stuttgart has maintained essentially the basic structure 
of the Hamburg experimental furnaces and of the normal furnaces built by the 
Heinicke Co., but it does present a number of differences, partly on account of 
local conditions, partly for reasons of more recent developments. 

The cremation facilities already existing at Stuttgart caused the furnace to be 
adapted accordingly. Normally, it needs only a large space in the back, but no 
basement specially built for the purpose; here, it was integrated into two floors. 

The control of the furnace takes place only on the upper floor. There have been 
structural reasons for the combustion gases to be channeled down into the base¬ 
ment and to be fed into the existing flue gas duct running below its floor. Any 
doubts that were raised earlier with respect to this downward channel of some 3.5 
m in length in a gas-firedfurnace turned out to have been entirely unfounded. The 
draft of the existing chimney, rising some 20 m above the flue duct and having an 
internal diameter of 650 mm, is impeccable. Moreover, the floor of the muffle, 
which in the normal type [of furnace] is a little below the floor of the hall, has 
been raised some 400 mm above it to bring the introduction opening into line with 
the furnace next to it, for esthetic reasons and also in order to be able to make use 
of the existing trolley for the introduction of the coffin. 

Aside from these changes in the fundamental structure [of the furnace], which 
were due to local conditions and partly to our initiative, the Stuttgart furnace has 
for the first time incorporated a number of innovations which can, without doubt, 
be called improvements on the original design. The spent gases, which in the 
Hamburg furnaces leave near the introduction door, are now discharged along 
the two sidewalls of the furnace into three channels on either side at a certain 
distance from one another. Before entering the vertical flue duct, they cover the 
entire floor of the muffle and heat it from below in the most satisfactory way. This 
arrangement also prevents any excessive heating of the closure of refractory clay, 
which shuts the muffle. Furthermore, the spent gases are no longer directed into 
the post-combustion chamber as in the Ohlsdorf experimental furnaces. Instead, 
this [chamber] is completely separated from the muffle by means of a lid made of 
refractory clay which stays closed throughout the cremation and is opened only 
when the cremation has reached a point at which the residues may be moved to 
the post-combustion; the residues are then raked down and the lid is closed im¬ 
mediately. 

Now the furnace is ready for a further cremation, even as the ashes from the 
preceding corpse and the wood of the coffin, which has still not burned com¬ 
pletely, can burn out on the post-combustion grate, which, if needed, can be 
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heated further by means of a special burner. Therefore, any risk of mixing the 
residues of the corpses simultaneously present in the same furnace is completely 
eliminated. 

The number of cremations is always rather large (some 1,200 per year, up to 
10 per day) and thus, for reasons of economy and to avoid any congestion, one 
must try to introduce a corpse into the muffle as soon as the previous one has been 
moved to the post-combustion grate. 

The complete isolation of the post-combustion chamber and its separate heat¬ 
ing system obviously entails a slight increase in gas consumption. The unloading 
of the furnace after each cremation is not done, as in Hamburg, by opening the 
introduction door at the front - an operation by which much heat is lost - but via 
an opening in the rear, using special rakes. That is the only manual operation still 
needed. 

Recent efforts by some companies in the field aim at eliminating even this ma¬ 
nipulation and at devising a totally automatic cremation process, for example by 
placing the coffin on a mobile support or similar. It remains to be seen, however, 
whether such new designs turn out to be efficient in actual operation and, first 
andforemost, whether such further mechanizations and refinements of the crema¬ 
tion will demonstrate that they fulfill sufficiently well the requirements of esthetics 
and reverence, which are always stressed, with good reason, by the proponents 
of cremation. 

The section of the muffle is more or less parabolic and thus ensures not only 
a solid brick structure but also favorable radiation conditions. 

The post-combustion grate consists of cast iron bars with narrow slits (only 
about 4 mm wide) between the bars, and therefore only very fine and well-burnt 
particles can fall through into the ash receptacle. The latter is 420 mm wide and 
600 mm long. The post-combustion chamber as such is 550 mm high. Thus, it 
offers sufficient space for the combustion of the residue and of remnants of the 
coffin dragged along from the muffle. 

The necessary combustion air enters through a grate in the rear part of the 
furnace. It is well heated by passing through a system of channels in the furnace 
outlet. The discharge gases from the post-combustion are led to the main dis¬ 
charge line through a short collection channel. When the residue on the grate of 
the post-combustion chamber is completely consumed, the post-combustion grate, 
set in a wrought-iron frame and easily moved, is extracted with a pair of tongs. 
At this point the ashes are removed, falling automatically onto an inclined plane 
and into the ash collector placed at a convenient level in the basement. 

The outward shape of the furnace differs very favorably and markedly from 
the traditional shape of a cremation furnace. Its dimensions are smaller than 
those used in the past (width 2.20 m, length 3.10 m, height 1.70 m). The front 
surface is not truly rectangular; rather, the upper angles are smoothed out to be 
more in keeping with the shape of the muffle. The sidewalls and the roof of the 
furnace, as is the introduction door, are clad in a most agreeable and at the same 
time most appropriate way by aluminum plates. Thus, the furnace is well protected 
against any air leakage. 

The weight of the refractory material of the furnace has intentionally been kept 
low to make preheating easy. On the other hand, this makes a good insulation of 
the furnace mandatory. Therefore, the muffle is insulated along its entire length 
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as well as at the top with a layer of pumice sand some 200-300 mm thick. Fur¬ 
thermore, the aluminum sheets of the furnace cladding are internally lined with 
Heraklit boards [fiber boards]. 

To enable the draft channels to be properly cleaned, especially the flue duct 
below the muffle, a sufficient number of cleaning apertures have been provided. 

All the equipment for the operation of the furnace is arranged on the back of 
the furnace, the real work place of the attendant. Here we have the two main 
burners and their controls with a [maximum] throughput of 25 m 3 per hour each, 
which cover the upper part of the muffle and are mainly used for preheating and 
for intermediate heating between two cremations, normally needed only on occa¬ 
sion. There are also the two so-called hot air diffusers, patented, which cover the 
floor of the muffle and have an hourly throughput of 5-6 m 3 ; if necessary - for 
example in case of corpses burning particularly poorly - they can be operated 
even throughout the whole duration of the cremation without infringing on the 
general principles of cremation by generating a live flame. Finally, there is an¬ 
other burner with an hourly throughput of 5-6 m 3 for the post-combustion. 

In practice, the hot-air diffusers are used occasionally in the morning to pre¬ 
heat the rear portion of the muffle and also quite often during the day to feed non- 
preheated air. The compressed air needed for the various burners - which were 
furnished by the Hamburg company Pharos - is produced by means of a blower 
with an hourly capacity of360 m 3 situated in an adjacent room and supplying air 
at a pressure of about 400 mm of water column. 

This blower feeds also the so-called cold-air diffusers, 20 in all, which supply 
combustion air to the muffle in an optimum manner via aluminum tubes, 8 for 
each sidewall and 4 in the upper portion. It has turned out that the two cold-air 
diffusers in the upper part of the furnace near the back are not indispensable for 
the practical operation of the furnace. Throughout the whole duration of the cre¬ 
mation, the air fed to the cold-air diffusers can be controlled as needed. After the 
combustion of the parts of the corpse which are consumed quickly, the valves of 
the air nozzles aimed at those parts are closed. These opening and closing devices 
are, again, located behind the furnace at the workplace of the attendant. 

The vents for the direct feed of secondary air to the two groups of 3 lateral 
draft channels are also manipulated from behind the furnace. Two peepholes lo¬ 
cated at different levels allow the attendant to observe the cremation process in 
the muffle clearly and comfortably; there is another such hole for viewing the 
post-combustion grate. The manipulation of the refractory lid of the post-combus¬ 
tion chamber already mentioned, as well as that of the post-combustion grate, is 
done here. 

To let the attendant know of any smoke emission and to give him the possibility 
of intervening immediately by adding air, the top of the chimney can be seen from 
the position of the operator by means of a double mirror. The control of the smoke 
damper is likewise done from this position. The control and the observation of the 
furnace are thus concentrated in a single location, which is of prime importance 
for the proper running of the installation. 

Among the other devices for the operation of the furnace, there is a ventilation 
system which not only serves the hall but also takes care - via a hood above the 
furnace door-of the elimination of any combusted gases which form occasionally 
when the coffin is introduced. 
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Among the instruments for the control of the combustion, we have two electric 
pyrometers (Siemens & Halske system) - one in the front section of the furnace 
vault, the other in the vertical smoke duct - which record the respective tempera¬ 
tures automatically on a recorder likewise furnished by Siemens & Halske. The 
temperature of the muffle, moreover, can be followed by means of a normal indi¬ 
cator. If need be, the draft can also be measured by means of a manometer. 

Gas consumption is given by a gas counter. There is, furthermore, a recorder 
for the gas flow (system Hartmann & Braun). For control of the gas pressure, 
normally 60 mm [of water column], there is a gas pressure gauge. ” 

Wolfer then goes on to describe the operation of the furnace (ibid.): 

“Once built, the furnace is heated with wood for drying out. As the construc¬ 
tion work had not yet been terminated [on the remainder of the building] and as 
the furnace was to go into operation only after that, this was done without any 
haste over a period of 14 days. Towards the end of the desiccation, the burners 
were approved and adjusted; for those operations on the furnace, up to the first 
utilization of the furnace on Monday, October 19th, 1931, at 3 p.m., some 84 m 3 
of gas were consumed. At that moment, the pyrometer gave a reading for the tem¬ 
perature of the muffle of 780°C. This temperature was strongly affected by the 
main burners then being used. The actual temperature of the furnace was cer¬ 
tainly lower, because the furnace was of course far from having reached a steady 
state. 

The first cremation required 25 m 3 of gas. It was seen that the furnace was 
still quite humid; water leaked from all cracks in the form of steam or in drops. 
This state persisted throughout the first week, from October 19th through 24th, 
and even during the week following, October 26th through 31st, there were small 
signs of humidity. ” 

The consumptions recorded during the first four weeks of operation were the fol¬ 
lowing (average consumption for each cremation): 


> first week (October 19-24), 15 cremations: 

> second week (October 26-31), 26 cremations: 

> third week (November 2-7), 26 cremations: 

> fourth week (November 9-14). 25 cremations: 


19.73 m 3 per corpse 
7.27 m 3 per corpse 
6.08 m 3 per corpse 
7.04 m 3 per corpse 


Wolfer furthermore published two diagrams for the cremations carried out on 
October 23rd and 30th (Documents 81 and 82). The five cremations of October 
23rd were done at a time when the furnace had not yet reached a thermal steady 
state: no cremation had taken place the day before and the furnace temperature 
had dropped to 60°C; the gas consumption was therefore very high - 84 m 3 - the 
average being 16.80 m 3 per cremation. The five cremations on October 30th were, 
on the other hand, carried out after the furnace had reached its thermal equilib¬ 
rium: three cremations had been done the day before and the furnace temperature 
was still 350°C the following morning: gas consumption was therefore very low: 
19 m 3 , or 3.80 m 3 per cremation. 

In February of 1932, with a greater load on the furnace (28 cremations per 
week) the average consumption dropped to 1.8 m 3 per corpse, the equivalent of 
6,000-7,000 kcal. The old coke furnace had required 92 kg of fuel per corpse. 
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The average duration of one cremation was about one hour. Smoke formation 
was minimal and could easily be contained via the furnace controls. 

With respect to the furnace structure, seen from an ethical point of view, the 
closure which separated the muffle from the post-combustion chamber was par¬ 
ticularly important, precluding, as it must, the risk of mixing of ashes from dif¬ 
ferent corpses. From the thermal and economical point of view the essential in¬ 
novation was the combustion air feed to the muffle, which was designed in such 
a way that even after the disappearance of the coffin the air jets are still directed 
onto the remains of the corpse without impinging on the walls of the muffle. 

The insulation of the furnace can be considered generally good, even though 
on some parts of the aluminum cladding temperatures of 50-60°C were noted. 

The most favorable introduction temperatures lay between 700 and 750°C, 
guaranteeing the immediate self-ignition of the coffin. During the cremations, the 
muffle temperatures fluctuated between 700 and 950°C. After a day of activity, 
the muffle still had a temperature of 300-350°C the following morning, after a 
day without activity it went down as far as 260-320°C. The ashes were in no way 
different from ashes obtained with other furnace systems, neither qualitatively 
nor quantitatively. 

Wolfer terminates his account by stating that the polemics against the Volck- 
mann-Ludwig process were unfounded because in practical operation it “has 
shown itself to be irreproachable, not only from the economical and heat-techno¬ 
logical but also from the ethical and esthetical point of view” {ibid.) 

Obviously, other companies, too, designed gas-fired cremation furnaces: 

In 1931, Didier installed a gas-fired cremation furnace of a new design at the 
Berlin-Wilmersdorf crematorium, which went into operation in July. Thanks 
mainly to a new combustion-air-feed system, along the lines of the Volckmann- 
Ludwig furnace, the new furnace functioned practically without smoke and with 
a very low fuel consumption: Between August 1st, 1932, and March 4th, 1933, 
2,466 corpses were cremated with a total gas consumption of 3,098 m 3 of gas, an 
average of 1.25 m 3 per corpse. This was partly due to the very large number of 
cremations in that crematorium - 2,500 to 3,500 per year - and an operation of 
the furnace of 16 hours per day (Kessler 1932 pp. 10-14). 

A few years later, in a response to ethical requirements for a non-manual re¬ 
moval of the ashes from the furnace, Didier designed and patented an invertable- 
cylindrical furnace, gas-fired, which allowed the ashes to drop directly into the 
urn under the force of gravity when the furnace was raised to an upright position 
(Storl 1934, pp. 72-74). 

The Ruppmann Co. developed a furnace of a very sophisticated design pa¬ 
tented on June 23rd, 1936 (Document 67). The claims of the patent cover 
(Deutsches Reich 1938b): 

“ 1. Cremation furnace for corpses, with grate, characterized by the fact that 
the grate is made up of alternating bars of varying height (b, c) and by the fact 
that at the same time the empty space of the furnace at the level of the bars has 
walls (d) strongly inclined towards the inside in such a way that at the level of the 
lower edge of the bars there is only a narrow gap (e) for the passage of the ashes. 
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2. Cremation furnace for corpses according to claim 1 characterized by the 
fact that under the bars of the grate (b) are installed rotating valves (k) made of 
steel resistive to the high temperatures, or closures that can be extracted sideways 
which split the grate and the post-combustion chamber (f) below into chambers 
(9, 10, 11, 12) which enable the combustion gases to be made to flow in a con¬ 
trolled way upward through one part of the grate and downward through the 
other. 

3. Cremation furnace for corpses according to claims 1 and 2 characterized 
by the fact that for the combustion air feed three groups of air vents at three dif¬ 
ferent levels are provided, the first group (g) being situated at the level of the 
upper edge of the high bars of the grate (b), the second group (h) at the level of 
the upper edge of the low bars of the grate (c), and the third group (i) at the lower 
edge of the bars of the grate and by the fact that each individual opening can be 
controlled separately. 

4. Cremation furnace for corpses according to claims 1-3 characterized by the 
fact that, in order to bring about the well-known circulation of the combustion 
gases and the combusted gases, there is a blower (s) which takes in the combus¬ 
tible gases or the combusted gases via discharge vents (r) located in the vault of 
the cremation chamber and pushes them through deviation channels (v, w) as well 
as distribution channels (6, 7 and 8) into the post-combustion chamber (f) from 
where the combustion gases or the combusted gases return cyclically into the cre¬ 
mation chamber passing in front of the bars of the grate with its with burners or 
heating bars. ” 

Noteworthy also is the design of the Swiss company E. Emch & Co. of Winter¬ 
thur, which installed two gas-fired furnaces in the Zurich crematorium in the fall 
of 1932, replacing older coke-fired furnaces. They are described as follows by H. 
Henzi (Henzi 1934, pp. 63-66; Document 68): 

“The Emch furnace consists of a muffle, an ash channel, an ash chamber and 
a recuperator for the preheating of the combustion air by means of the hot dis¬ 
charge gases. The discharge gases flow into the furnace from the top down, coun- 
tercurrently to the combustion air. The removal of the glowing ashes from the ash 
channel into the ash chamber is done in the Zurich furnace by means of a brush 
running on a rail. 

In two neighboring rooms, one of which was formerly used for coke storage, 
an almost-silent blower (Sulzer) is set up in suction for each furnace providing 
the draft needed for the cremation; the draft is adjusted to the variations of the 
demand by means of the chimney damper. The air vents and the chimney damper 
can be operated from a central location, i.e. from the first floor, where the gas 
burners and the instruments for the control of the furnace temperatures and of the 
draft are located. The small dimensions of the existing chimneys and the height of 
the furnace (4.5 m between the grate of the muffle and the smoke trap) have made 
necessary the blowers in suction, especially for the first phase of the cremation. 
Moreover, the chimneys have been shortened by 80 cm during the reconstruction 
of the furnaces to hide them from view from the front part of the crematorium. For 
the heating and the possible reheating during the final phase of the cremation, 
two GAKO turbulence burners have been installed (Gesellschaft fur Gas- und 
Kohlenstaubfeuerungen, Essen). They allow both the primary and the secondary 
air to be controlled. 
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The secondary air, moreover, on entering the furnace, passes through a tube 
in which there is a ‘distributor ’; in this way it receives a high kinetic energy and 
produces a long and wide flame. In order to obtain a good radiation, the temper¬ 
ature of the flame is taken only up to bright yellow. The two gas burners are lo¬ 
cated some 30 cm above the grate of the muffle in the front part of the furnace. To 
be on the safe side, in the first furnace, in the first discharge channels under the 
ash channel, two more burners had been installed simply to facilitate heating. But 
it soon turned out that the two upper burners were sufficient for the task, and those 
burners were therefore dropped for the second furnace. In an adjoining room is 
a pressure-control device for the gas, a safety valve which is closed when the flow 
of gas is interrupted, as well as two gas meters. The room is well ventilated to the 
outside and can be entered only through a door located on the groundfloor of the 
furnace hall. The furnace hall itself can be ventilated easily and the service staff 
of the crematorium can enter and leave at any time. ” 

Henzi then goes on to discuss the performance and the results of the operation of 
the new furnaces (ibid.): 

“After some minor difficulties earlier on, which were due to the training of the 
personnel with respect to the new fuel, the unit satisfied all interested parties and 
fulfilled the expectations. In the Zurich furnaces a cremation takes one hour to 
one hour and a half, on average. Hence, during the normal working shifts [of the 
operators] 6-7 cremations per day can be carried out without any difficulty. Dur¬ 
ing the construction period, with only one furnace being available, it was at times 
necessary to perform up to 9 cremations per day by having the personnel work 
overtime. The burners make only a very low noise, which cannot be heard in the 
hall where the funeral services take place. As the two blowers are located in sep¬ 
arate rooms, the furnaces can function freely even during the funeral service. 

The gas consumption depends primarily on an experienced and attentive op¬ 
erator, especially with respect to the proper control of the chimney draft and of 
the air vents which must be constantly adjusted to the cremation process and 
therefore requires permanent attention. It is also affected to a great extent by the 
conditions of the corpse, by the uniformity of the heating, and by the load on the 
furnace. When the load is high, the amount of gas needed for heating averages 
out over several cremations and the average gas consumption, i.e. the consump¬ 
tion per cremation calculated over the span of one day, becomes small. The days 
from Tuesday through Friday show the most favorable consumption, with the fur¬ 
nace already having been in operation on Monday and therefore being well 
warmed up. On Saturday cremations usually take place only in the morning; 
therefore, the specific consumption is a little higher on that day. 

By means of two temperature diagrams from the temperature recorder [Doc¬ 
uments 79 and 80], it is possible to verify the course of the cremation and the 
operation of the furnaces. The initial phase of a cremation requires a particularly 
high air feed and a strong draft of the chimney; on the temperature diagrams this 
shows up in a strong increase in the temperature of the discharge gases in the 
lower channels. ” 

The two diagrams published by Henzi in the article cited cover 5 and 7 crema¬ 
tions, respectively, carried out on October 26th and 27th, 1933, with average con¬ 
sumptions of 28 and 26.9 m 3 of gas for each cremation respectively. The temper- 
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ature of the preheated air (lower curve) stayed around 200°C, that of the com¬ 
busted gases in the lower channels of the recuperator (middle curve) fluctuated 
between 350 and 500°C, whereas the muffle temperature (upper curve) held be¬ 
tween 700 and 800°C. 

In the six months between July 1st and December 31st, 1933, 510 cremations 
took place in Furnace I on 112 operating days with an average consumption of 34 
m 3 of gas per cremation (about 136,000 kcal); Furnace II saw 288 cremations on 
92 days with an average consumption of 59 m 3 of gas (about 236,000 kcal) per 
cremation. In comparison, the coke-fired furnaces, which had been in service pre¬ 
viously, had cremated 1,834 corpses with an average consumption of 112 kg of 
coke (about 784,000 kcal) for each cremation between January and November 
1932. 

A third gas-fired furnace was installed at the Zurich crematorium in 1935 
(Document 69). It exploited the operational experience gathered in the meantime 
with Furnaces I and II. 

The experiments done by Professor Schlapfer with those furnaces at that time 
show that the average CO 2 content of the combusted gases was 4.5% in these 
furnaces, while that of Furnace III was 7% (Schlapfer 1937, p. 159). As the max¬ 
imum CO 2 content was 17.9% (ibid., p. 151), the respective excess air ratios were 
3.97 and 2.55 on average. 

Professor Schlapfer published various technical diagrams which are of partic¬ 
ular interest. Here we will examine those which give the CO 2 content in the com¬ 
busted gases during the cremation. 

Figure 9 (Document 70) shows the recordings made on November 30th, 1932, 
for the muffle temperature, for the temperature of the discharge gases in the flue 
duct and for the CO 2 content over five consecutive cremations done in Furnace II 
with air feed from above. Initially the CO 2 content rose to 10% but later settled 
rapidly around 3-4%. 

Figure 10 (Document 71) shows measurements taken on February 27th, 1936, 
on Furnace III with lateral air feed. Nine corpses were burned on that day. The 
CO 2 content initially rose up to 16% but went down to 1% towards the end. 

Figure 11 (Document 72) represents the heat loss of the combusted gases in 
kcal/min and in % of the heat input from the combustion of the corpse over the 
same span of time in relation to the CO 2 content of the combusted gases. We see 
that for a CO 2 content of 4% the heat loss via the combusted gases is as high as 
the heat generated during the cremation. 

Figure 13 (Document 73), on the other hand, illustrates the variations in the 
heat requirements per cremation as a function of the number of daily cremations 
for Furnaces II and III. 

The heat balance of Furnace II for the tenth cremation is the following: 

> heat lost with the discharge gases: -177,000 kcal 

> heat loss due to radiation and conduction: -72,000 kcal 

> heat contribution from the corpse and the coffin: 150,000 kcal 

On balance, we have 150,000 - (177,000 + 72,000) = -99,000 kcal, or 99,000 
^ 4,500 = 22 m 3 of city gas (heat consumption for the tenth cremation). Here the 
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losses have been arrived at experimentally. The daily heat loss due to conduction 
and radiation is 720,000 kcal. On Schlapfer’s graph, this heat is distributed over 
the number of cremations (actually, over the hours of operation of the furnace), 
and in this particular case, it amounts to 720,000 -HO = 72,000 kcal. 

5.3. Electrically Fired Furnaces 

As we have seen in Chapter III, the use of electricity was considered as early 
as the beginning of the last century and was then perfected and used for the first 
time in an actual cremation furnace in the 1930s. 

In April of 1930, the Swiss Confederation granted a patent for an electrically 
heated cremation furnace to Emch & Co. of Winterthur; the rights for Germany 
were ceded to J.A. Topf & Sohne of Erfurt. 

Friedrich Hellwig published a vertical cross-sectional view of this furnace 
(Document 74) and commented on it as follows (1931a, pp. 397f.): 

“On the side walls of the cremation muffle V there are heating elements H. 
Other elements are located on the sides of the inclined planes and below the floor 
O. The combusted gases leave the muffle through the grate Ro downwards, then 
enter the lateral channels A, arriving in the post-combustion chamber N, and 
leave via the chimney K which is above the furnace. Between the smoke channels 
A and the muffle are the recuperators Re, into which the fresh air flows from be¬ 
low, and arrives, after having been heated, in the cremation chamber via the slits 
B in the upper part of the muffle. 

The idea is that the furnace is heated during the night with cheaper electricity 
and thus needs only little additional current for the actual cremation. 

During heating, the chimney damper Kl and the fresh air inlets of the recuper¬ 
ators must be closed, but in this phase the upper closure S of the muffle must be 
open. In this way, a continuous circulation of the air within the furnace is gener¬ 
ated, leading to the walls of the muffle starting to glow and the other parts heating 
up well. 

Before the first corpse is introduced, the chimney damper Kl and the fresh air 
inlets to the recuperator are opened. 

The total power of the heating elements, some 100 kW, is distributed over three 
groups: 

a) The vertical walls of the cremation chamber above the level of the coffin 
with a total height of800 mm and a total radiating surface of 3.6 m 2 and an output 
of 57 kW. 

b) The inclined sidewalls below the coffin with a height of300 mm and a total 
radiating surface of 1.4 m 2 and an output of 21 kW. 

c) The floor of the muffle with a total surface area of 1.4 m 2 and an output of 
21 kW. 

This output allows the complete heating of the furnace in two and a half hours 
with an energy consumption of 200-250 kWh. For the subsequent cremations, 
which require 43 m 3 of gas, the consumption would be some 156 kWh per crema¬ 
tion. 

Group a) on the one hand and groups b) and c) on the other are separately 
connected to three lines, which allows them to be fed 42, 57 or 99 kW. Only parts 
b) and c) should be needed for the cremation and the reduction of the ash. 
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As far as the structure is concerned ' heating elements a) and b) are constituted 
by bricks with two longitudinal openings forming a unit which can be inserted at 
the points provided for. The bricks mentioned have further openings towards the 
furnace chambers; the elements can therefore radiate directly. They are made of 
a special nickel-chromium alloy and are said to have a section of 80 mm 2 , which 
would correspond to a diameter of 10 mm. They have a large thermal inertia to 
avoid any overheating that would be caused primarily by the flames. For using 
elements of this diameter they must be connected to a supply of about 100 volts 
The layout of this furnace appears to be very sound, and the fact that during 
the preheating neither gases nor smoke is generated allows the furnace to be 
closed; the heat is thus accumulated totally, aside from radiation losses from the 
outside of the furnace. ” 

In Europe the first electrically fired furnace was started up in the Biel cremato¬ 
rium on August 31, 1933. Other furnaces of this kind were installed at Erfurt 
(December 1933), at Essen (October 1935) at Harrogate, England (October 

1936) , at Croydon, England (May 1937) and at Semil, Czechoslovakia (July 

1937) (in that order; Phoenix 1938, p. 18). 

The electric furnace at Biel was built by Brown, Boveri & Co. of Baden, a 
company still active in this field today, 38 under the supervision of Hans Keller, 
who had called for electrical firing already while doing his experiments with the 
coke-fired furnace. H. Keller has written two accounts on the performance of the 
experimental furnace at Biel (H. Keller 1934, abridged in H. Keller 1935a, pp. 
65-70; H. Keller 1935c). I present a summary of the essential parts. 

As results from Documents 75 and 76 showing the vertical and horizontal 
sections of the old coke furnace and the new electric furnace, the latter had a 
considerably lower volume, 11 m 3 as against 80 m 3 for the coke furnace. With 
respect to the duration of a cremation, H. Keller wrote (1935c, p. 3): 

“The duration of the cremation for an initial temperature of700°C is 2 hours. 
It is thus a little shorter than for a coke furnaceP 9] This is due to the fact that the 
cremation takes place in pure hot air; hence, there are no gases acting against 
the combustion, except for nitrogen. The size of the corpse has little effect on the 
time, more on the speed at which the flame spreads and on the combustibility of 
the corpse. The great majority burns within two hours with an initial temperature 
of 700°C. Cases in which the cremation is over in one and a half hours are very 
rare. Somewhat more frequent are cases in which the corpse does not burn easily 
and the cremation may take up to five hours. ” 

On this point, he has some further remarks (1934, pp. 12f): 

“There are corpses which burn easily and thus require a short time for the 
cremation. But there are other corpses that do not want to burn, requiring three 
hours and even longer. This variability shows up also in the composition of the 
gas and in the temperature. Corpses burning easily will initially produce up to 
16%, even 17%) of CO 2 ; with corpses that are difficult to burn, this value goes 
down to 4%o. The cause of this interesting phenomenon is still unknown and re¬ 
quires further scientific research. 


38 


39 


The present name is BBC Brown Boveri AG (cf. Chapter 11). 

As reference point for the end of the cremation, Keller obviously assumes the moment at which the 
ashes are removed from the furnace. 
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In the case of a normal body, the duration for the electric furnace at Biel is 
around two hours. The CO 2 content is 14-16% initially, stays at that level for 
about one half hour, and then decreases continuously until the end of the crema¬ 
tion has been reached. Something similar can be said about the temperature. If 
the corpse burns well, the temperature rises from 700 to 1000°C and higher with¬ 
out additional heating of the cremation muffle. If the corpse belongs to the type 
that does not burn well, it is difficult to hold the temperature at 700°C. The same 
thing can be said about the formation of smoke. If smoke develops, the combustion 
is incomplete, heat generation and CO 2 content are minimal, and the combustion 
temperature is low. ” 

H. Keller had 23 temperature probes installed in the furnace; thanks to them, it 
was possible to observe the cremation process through all of its phases from the 
point of view of heat technology. He produced two graphs covering three crema¬ 
tions (Documents 79 and 80). The six curves of these diagrams refer to the fol¬ 
lowing temperature values: 

Curve 1: cremation chamber 
Curve 2: post-combustion channel 

Curve 3: combusted gases behind the furnace and in front of recuperator 
Curve 4: combusted gases behind recuperator 
Curve 5: combustion air behind recuperator 

Curve 6: combustion air behind heating coils and in front of entry into the 
cremation chamber 

The diagrams show that the combustion air entered the muffle at a temperature 
of 600-700°C, and that was one of the reasons for the better combustion on the 
electric furnace. As Kessler noted, combustion in the electric furnace no longer 
took place only in the cremation chamber, but occurred essentially in the post¬ 
combustion channels. This resulted in a better heat distribution in the furnace, 
which contributed to an increase in its life (H. Keller 1935c, pp. 3f.). According 
to H. Keller’s results, heat consumption for the electric furnace was only 13-14% 
of that of a coke-fired furnace (1934, p. 6). 

In the succeeding years, Brown Boveri & Co. designed a standard furnace 
(Document 77), from which the more recent model of BBC Brown Boveri is de¬ 
rived. The structure of the new device is described by G. Keller (not to be con¬ 
fused with Hans Keller). It showed a performance positively superior to that of 
the first experimental furnace at Biel (G. Keller 1942, p. 4): 

“The cremation chamber, one meter wide, one meter high and two meters forty 
long, is divided by the grate placed on its longitudinal axis into the main crema¬ 
tion chamber and the ash collection chamber. Alongside and below the ash-col- 
lection chamber are located the post-combustion channels in which the smoke 
combustion takes place. 

This ash-collection chamber, surrounded on three sides by the well-heated 
post-combustion channels, holds the ashes until they are moved to the post-com¬ 
bustion grate in a glowing state; they thus burn out completely to the point of 
turning white. The narrow gaps of the main grate prevent larger uncombusted 
parts from falling through. The smaller particles, mainly charcoal, which do not 
burn to completion in the ash collection chamber, can be placed onto a shell- 
shaped post-combustion grate where they turn to ash. This post-combustion grate 
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can be separatedfrom the ash collection chamber by means of a refractory plate, 
therefore a further cremation can be carried out in the main cremation chamber 
while the ash of the previous corpse burns out, and there is no mixing of ashes 
from the two corpses. 

The cremation air enters sideways above the grate and the combusted gases 
flow downwards through the grate into the ash collection chamber; from there, 
through side channels below it, they flow into the recuperator and to the chimney. 
Jets of hot air directed at certain points in the post-combustion channels by means 
of nozzles reduce the formation of smoke. The great variety of bodies to be cre¬ 
mated with respect to the amount of combustible parts (which produce heat) re¬ 
quires appropriate measures for the control of primary air, fed to the main cre¬ 
mation muffle, and of secondary air, fed to the post-combustion channels. 

Good preheating of the combustion air is, moreover, useful for the prevention 
of smoke and, at the same time, for a recovery of the cremation heat. This pre¬ 
heating takes place in a metallic recuperator with spiral channels [Document 77, 
no. 3]. The combusted gases, which go to the chimney, flow through the inner 
channel of the coil from the center to the outside whereas the fresh air flows 
through the outer channel from the outside towards the center. The cooling of the 
combusted gases and the heating of the combustion air are shown on the temper¬ 
ature trace of a cremation, as well as on the complete temperature diagram of a 
cremation. The good heat exchange of40,000 kcal/hr in a piece of equipment only 
0.25 m 3 in size results from the opted-for high velocity of the gases and of the air. 
In order to reduce the pressure loss which occurs in the recuperator, the static 
pressure of the fresh air blower and that of the combusted gases was set suffi¬ 
ciently high. ” 

G. Keller also published a temperature diagram for four cremations in the crem¬ 
atorium at St. Gallen (Document 85), which shows a considerably shorter crema¬ 
tion time than was obtained with the Biel furnace: about one hour and twenty 
minutes. 

The consumption of electrical energy in this unit was extremely low, even in 
cases of isolated cremations: for example, data published by G. Keller for the 
Bern furnace show that in January and February of 1942, with 67 and 60 crema¬ 
tions respectively, the average consumption for one cremation was 12.47 kWh 
(ibid., p. 5). 

The electric furnace rapidly became the most potent competitor for the gas- 
fired furnace, and thus we also encounter polemics concerning the economy of 
the two heating systems, which involved Hans Keller directly as “one of the major 
proponents of electric firing at that time” (H. Keller 1935b, p. 176; Jordan/Der¬ 
inger 1936, p. 16). 

By the beginning of the 1930s, coke-fired cremation furnaces with a gasifier 
had reached the pinnacle of their technical perfection but also began their inexo¬ 
rable decline: their destiny now was demolition 40 or the retrofitting to gas firing 
(Repky 1932). 


For example, the old coke-fired furnaces at the Hamburg crematorium were replaced by the experi¬ 
mental gas-fired Volckmann-Ludwig furnace as early as 1928 (Manskopf 1933); in the years 1937- 
1938, the old coke-fired furnace at the Dortmund crematorium was tom down and replaced by two 
gas-fired Volckmann-Ludwig furnaces (Kamper 1941). 
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6. The Duration of the Cremation Process 

Cremation is a physico-chemical process which for its completion requires a 
duration that may be called natural, in the sense that it is not possible to shorten 
it at will, whatever the furnace system used. 

This duration depends essentially upon the chemical composition of the hu¬ 
man body whose protein structure strongly resists combustion, as has already 
been noted by the engineer Martin Klettner (see Section II, Chapter 3) and has 
been confirmed by the specific scientific experiments run in England in the 1970s, 
which we will discuss later. This is due to the body’s relatively high nitrogen 
content, to its high ignition temperature, and to the chemical changes which the 
proteins undergo at higher temperatures, all being aggravated further by the fact 
that these substances are, as it were, immersed in the water of the human body to 
the effect that nothing will bum until this water has evaporated. 

In other words, a cremation which takes place under optimum conditions can¬ 
not proceed more quickly than the “natural” time needed for the progression of 
the combustion. In the same way, a cremation takes longer the more it is per¬ 
formed under non-optimal conditions, be that because of incompetent or negli¬ 
gent operation of the furnace, and/or because of inadequacies in the design of the 
unit. In present-day gas-fired furnaces, this lower limit is about one hour (see 
Chapter 11). 

Before we look at the data found in the specialized literature, we must define 
what we mean by the duration of a cremation. Although it may be said that a 
cremation is over only when the ashes of the corpse are removed from the furnace, 
normally the duration of a cremation in a furnace not equipped with a post-com¬ 
bustion grate is the time span between the introduction of the coffin into the cre¬ 
mation chamber and the transfer of the ashes from the inclined plane of the post¬ 
combustion chamber into the ash chamber where they will eventually bum out. 
In a furnace with a post-combustion grate, such as the gasifier furnaces built by 
Beck and Topf in the 1930s or the Volckmann-Ludwig gas-fired furnace, the ref¬ 
erence time is given by the moment at which the glowing ashes are moved from 
the inclined plane of the post-combustion chamber or from the floor of the muffle 
to the post-combustion grate. 

However, even though this was contrary to Kessler’s ethical and professional 
norms drawn up in 1932 (see Chapter 8), some crematoria would introduce the 
subsequent corpse into the cremation chamber even as the residues from the pre¬ 
vious body were still burning out on the inclined plane of the post-combustion 
chamber. Thus, two corpses were in the same furnace simultaneously, albeit in 
separate chambers and in different phases of the cremation. As we have seen in 
the preceding chapter, such a procedure was standard practice in furnaces like the 
Volckmann-Ludwig unit at Stuttgart, which had a lid for the isolation of the post¬ 
combustion chamber. 

The difference in the duration of cremations carried out in accordance with 
these two different criteria is not irrelevant, as is shown for example by Kessler’s 
observations with the experimental Volckmann-Ludwig furnace at Hamburg in 
1931: on average, a cremation up to the removal of the residues of the corpse 
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from the plate at the floor of the cremation chamber (which, in this type of fur¬ 
nace, played the part of a grate) to the post-combustion grate for the final burn¬ 
out took about one hour in case of continuous operation of the furnace, but for 
the overall cremation (up to the final withdrawal of the ashes) Kessler recorded 
time spans varying between 1 hour and 43 minutes and 2 hours and 45 minutes 
(Kessler 1931a, p. 37). 

In the experimental Volckmann-Ludwig furnace, the solar plexus of the 
corpse did not bum completely in the cremation chamber but only on the post¬ 
combustion grate, therefore, when the next corpse was introduced into the crema¬ 
tion chamber, the cremation of the previous one wasn’t over yet. Heated by means 
of city gas as it was, this furnace could be mn uninterruptedly and could carry out 
20-22 cremations per day in 24 hours of continuous operation according to its 
designers (see Chapter 5). 

In furnaces not having a post-combustion grate it was no doubt possible to 
introduce the next corpse into the cremation chamber as soon as the residues of 
the previous one had dropped through the bars of the grate onto the inclined plane 
without waiting for them to bum out completely, even though this was not al¬ 
lowed for ethical and esthetic reasons. Still, if we are to believe the minimum 
times reported for the Schneider and Topf gasifier furnaces (45 minutes) in some 
crematoria, one is reminded that this mle apparently was not always followed. 

Not fulfilling this requirement - which specified that the residues of a corpse 
could only be moved when they were no longer aflame - was of course possible 
also in furnaces with a post-combustion grate, and so R. Kessler explains pre¬ 
cisely along those lines the stupendous results of the experimental furnace at 
Hamburg (2,500 corpses cremated in 7 months with a total consumption of 100 
m 3 of gas; Kessler 1931a, pp. 37f.): 

“The administration of the Hamburg-Ohlsdorf cemetery generally assumes an 
average consumption of 7 m 3 for a cremation. The operators receive a bonus 
amounting to half the cost of the gas in case of a lower consumption. Here we 
have, no doubt, a great risk for cremations to be run not in accordance with the 
rules. The operator is obviously interested in not letting the temperature of the 
furnace drop too far. This possibility exists mainly in the final phase of the cre¬ 
mation. If he feeds little air so as not to let the furnace cool and thus arrive at a 
savings, the end of the cremation is drawn out. If he speeds the cremation with 
sufficient air feed, following his instructions to the letter, the furnace will cool and 
he has to supply more gas to heat it up again. That reduces his bonus. Therefore, 
there is the risk that, because of a disregard for the operating instructions, the 
remains [of the corpse] are moved to the post-combustion grate already before 
all the combustible matter of the corpse has been consumed. ” 

In the table below I have summarized the data for the average duration of a cre¬ 
mation in furnaces with a gasifier: 41 


41 


Beutinger 1911, pp. 106, 110, 113, 115; Topf 1926 (see Section II, Chapter 2). In the Schneider fur¬ 
nace at the Gotha crematorium a cremation generally took 1 hr 15 min (Stadtvorstand Gotha 1928, p. 
25). 
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Furnace system 

Average duration of a cremation [hr] 

Siemens 

PA 

Klingenstiema 

1 - PA 

Schneider 

%- PA 

Ruppmann 

PA-PA 

Topf 

3 A - 1 y 2 


In a publication concerning the Paris crematorium of Pere-la-Chaise the follow¬ 
ing operating result of the years 1889-1893 are given (Prefecture... 1893, p. 14.): 


1889- Furnace Toisul & Fradet 


Age 

Sex 

Total 

Duration of Cremation [hrs] 

[yrs] 

M 

F 


< 1 

1 - PA 

> PA 

Average 

0-9 

3 

2 

5 

5 

/ 

/ 

40 min. 

10-29 

3 

2 

5 

2 

2 

1 

60 min. 

30-50 

8 

5 

13 

3 

9 

1 

70 min. 

>60 

9 

4 

13 

/ 

11 

2 

75 min. 

Totals 

23 

13 

36 

19 

22 

4 



1890 - Furnace Toisul & Fradet 


Age 

Sex 

Total 

Duration of Cremation [h] 

[y] 

M 

F 


< 1 

1 - PA 

> PA 

Average 

0-9 

12 

6 

18 

17 

1 

/ 

40 min. 

10-29 

5 

2 

78 

3 

4 

/ 

60 min. 

30-50 

28 

14 

42 

12 

30 

/ 

62 min. 

>60 

34 

20 

54 

10 

41 

3 

65 min. 

Totals 

79 

42 

121 

42 

76 

3 



1891- Furnace Fichet 


Age 

Sex 

Total 

Duration of Cremation [hrs] 

[yrs] 

M 

F 


< 1 

1 - PA 

> PA 

Average 

0-9 

8 

5 

13 

12 

1 

/ 

38 min. 

10-29 

2 

6 

8 

5 

3 

/ 

58 min. 

30-50 

49 

15 

64 

38 

25 

1 

59 min. 

>60 

36 

13 

49 

21 

27 

1 

59 min. 

Totals 

95 

39 

134 

76 

56 

2 



1892 - Furnace Fichet and subsequently Toisul & Fradet 


Age 

Sex 

Total 

Duration of Cremation [hrs] 

[yrs] 

M 

F 


< 1 

1 - PA 

> PA 

Average 

0-9 

9 

4 

13 

12 

1 

/ 

38 min. 

10-29 

6 

6 

12 

6 

4 

2 

63 min. 

30-50 

55 

23 

78 

27 

45 

6 

66 min. 

>60 

35 

21 

56 

26 

27 

3 

64 min. 

Totals 

105 

54 

159 

71 

77 

11 
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1893 - Furnace Fichet and subsequently Toisul & Fradet 


Age 

Sex 

Total 

Duration of Cremation [hrs] 

[yrs] 

M 

F 


< 1 

1 - VA 

> l l A 

Average 

0-9 

6 

7 

13 

13 

/ 

/ 

37 min. 

10-29 

11 

1 

12 

9 

3 

/ 

51 min. 

30-50 

38 

21 

59 

41 

18 

/ 

55 min. 

>60 

48 

18 

66 

41 

24 

1 

54 min. 

Totals 

103 

47 

150 

104 

45 

1 



The data for the years 1891 and 1893 are at the limit or even below the limit of 
the later works and, if they are accurate, 42 can only refer to the main combustion, 
not including the time needed for the post-combustion. 

This is evident already from a simple comparison with an extract of the report 
of the Municipal Construction Office of Stuttgart as authored by Prof Robert 
Nagel concerning 48 cremations carried out between July 20th and September 
15th, 1909, in the local Ruppmann furnace. The average duration of a cremation 
was 1 hour and 33 minutes, the minimum was 1 hour and 10 minutes and the 
maximum was 2 hours and 30 minutes (Nagel 1922, p. 36). Paul Freygang adds 
more important technical data: Average consumption of coke for each cremation: 
207 kg; chimney draft: 11.3 mm water column shortly before the introduction of 
the corpse and 10.8 mm after the cremation. The average temperatures of the 
cremation chamber, exhaust and combustion air exiting the recuperator, as meas¬ 
ured by thermocouples, are summarized in the table below (Freygang 1914, p. 
476): 


Measuring time 

muffle 

Temperatures 

exhaust gases 

[°C] 

air d 
left 

ucts 

right 

Right before introduction 

1002 

547 

442 

421 

Right after introduction 

997 

612 

416.5 

389.5 

After 10 min. 

975 

656 

401.5 

372.5 

After 20 min. 

968.5 

872 

391.5 

369.5 

After 30 min. 

972 

671.5 

393.5 

373.5 

After 45 min. 

979.5 

658 

398 

376 

After 60 min. 

986.5 

639 

410 

389 

After 75 min. 

989 

620 

417.5 

397.5 

After 90 min. 

982 

608.75 

421 

402 

Shortly after end 

973 

596 

409 

402 


The furnace offered by the W. Muller Co. to the Dachau concentration camp 
specified an average of 1 hour and 30 minutes for one cremation, according to the 
supplier. 

A survey carried out by Prof. Paul Schlapfer on the Swiss crematoria in the 
1930s yielded the following data for coke-fired furnaces (Schlapfer 1937, table 
outside of text): 


42 


The data do not result from diagrams drawn from the furnaces’ instruments. 
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Location 

Year built 

Average duration (hrs) 

Davos 

1913 

2 

Ruti 

1929 

3 43 

Solothum 

1924/25 

2-3 

Olten 

1918 

1-2 

Neuchatel 

1923 

2 

Lugano 

1916 

1 

Schaffhausen 

1914 

IV 2-2 

Lucerne 

1924 

2 y 2 -3 

Biel 

1911 

1-2 

Aarau 

1912 

2 V 2 - 3 

St. Gallen 

1902 

2% 

St. Gallen 

1926 

114 - FA 


The figures quoted have only an indicative value, as they may have been affected 
by motives of propaganda or competition. Hence, as an objective and unassailable 
reference point I shall instead use the figures presented in a series of diagrams 
concerning cremations produced by technical measuring devices installed in the 
furnaces. The diagrams concerning the experiments performed by Richard Kess¬ 
ler, which we examined in Chapter 4, are particularly important in this respect. 
For these, we may say with good reason that the cremations took place under 
optimum conditions, not only because of the advanced design of the furnace (Ge- 
bruder Beck, Offenbach), but also because of the care exercised by Kessler in 
avoiding leakage of air, because of the use of proper instruments to observe the 
cremation process throughout all of its stages, and because of the particularly 
careful operation of the furnace under the watchful eye of a specialized engineer. 

The average duration of a cremation was 1 hour and 26 minutes in the case of 
coke, and 1 hour and 22 minutes in the case of briquettes. 

Let us now look at the individual diagrams. 

6.1. Cremation Furnace with a Coke-Fed Gasifier 


Diagram no. 1 (Documents 47f.) 

Furnace design: 

Location: 

Number of consecutive cremations: 
Start of first cremation: 

End of last cremation: 

Total duration of cremations: 
Average duration of one cremation: 


Gebruder Beck, Offenbach 
Dessau 
8 

9:30 AM 
9:00 PM 
11 hr 30 min 
1 hr 26 min 


43 


Up to the removal of the ashes. 
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Duration of the individual cremations: 


1) from 9:30 to 11:13 = 

1 hr 43 min 

2) from 11:14 to 12:55 = 

1 hr 41 min 

3) from 12:58 to 14:10 = 

1 hr 12 min 

4) from 14:15 to 15:31 = 

1 hr 16 min 

5) from 15:34 to 16:39 = 

1 hr 05 min 

6) from 16:40 to 18:38 = 

1 hr 58 min 

7) from 18:38 to 19:56 = 

1 hr 18 min 

8) from 20:00 to 21:00 = 

1 hr 

Duration of shortest cremation: 

1 hr 

Diagram no. 2 (Document 78) 

Furnace design: 

not indicated 

Location: 

not indicated 

Number of consecutive cremations: 

3 

Start of first cremation: 

10:30 AM 

End of last cremation: 

3:45 PM 

Total duration of cremations: 

5 hrs 15 min 

Average duration of one cremation: 

1 hr 45 min 

Duration of shortest cremation: 

1 hr 15 min (child) 

6.2. Cremation Furnace with Briquette-Fed Gasifier 

Diagram no. 3 (Documents 49f.) 

Furnace design: 

Gebruder Beck, Offenbach 

Location: 

Dessau 

Number of consecutive cremations: 

8 

Start of first cremation: 

9:00 AM 

End of last cremation: 

8:00 PM 

Total duration of cremations: 

11 hrs 

Average duration of one cremation: 

1 hr 22 min 

Duration of individual cremations: 

1) from 9:00 to 10:44 = 

1 hr 44 min 

2) from 10:45 to 12:00 = 

1 hr 15 min 

3) from 12:00 to 13:30 = 

1 hr 30 min 

4) from 13:34 to 14:45 = 

1 hr 11 min 

5) from 14:45 to 16:02 = 

1 hr 17 min 

6) from 16:02 to 17:15 = 

1 hr 13 min 

7) from 17:18 to 18:20 = 

1 hr 02 min 

8) from 18:20 to 20;00 = 

1 hr 40 min 

Duration of shortest cremation: 

1 hr 02 min 
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6.3. Cremation Furnace Heated with Gas 

Diagram no. 4 (Documents 51 f.) 


Furnace design: 

Gebruder Beck, Offenbach 

Location: 

Dessau 

Number of consecutive cremations: 

8 

Start of first cremation: 

8:22 AM 

End of last cremation: 

6:00 PM 

Total duration of cremations: 

9 hrs 22 min 

Average duration of one cremation: 

1 hr 12 min 

Duration of individual cremations 

1) from 8:22 to 9:30 = 

1 hr 8 min 

2) from 9:31 to 10:30 = 

59 min 

3) from 10:32 to 11:39 = 

1 hr 7 min 

4) from 11:40 to 12:32 = 

52 min 

5) from 12:35 to 13:55 = 

1 hr 20 min 

6) from 13:56 to 15:12 = 

1 hr 16 min 

7) from 15:14 to 16:39 = 

1 hr 25 min 

8) from 16:41 to 18:00 = 

1 hr 19 min 

Duration of shortest cremation: 

52 min. 

Diagram no. 5 (Document 79) 

Furnace design: 

E. Emch & Co., Winterthur. 

Location: 

Zurich 

Number of consecutive cremations: 

5 44 

Beginning of first cremation: 

8:00 AM 

End of fourth cremation: 

around 3:45 

Total duration of cremations: 

5 hrs 45 min 

Average duration of one cremation: 

1 hr 26 min 

Diagram no. 6 (Document 80) 

Furnace design: 

E. Emch & Co., Winterthur 
(modified design) 

Location: 

Zurich 

Number of consecutive cremations: 

y44 

Start of first cremation: 

around 8:50 AM 

End of last cremation: 

5:00 PM 

Total duration of cremations 

8 hrs 10 min 

Average duration of one cremation: 

1 hr 21 min. 


44 


As the end of the last cremation is not clearly indicated, we shall ignore it here. 
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Diagram no. 7 (Document 81) 


Furnace design: 

V olckmann-Ludwig 

Location: 

Stuttgart 

Year: 

1931 

Number of consecutive cremations: 

5 

Start of first cremation: 

around 9:50 AM 

End of last cremation: 

around 5:20 PM 

Total duration of cremations: 

about 7 hrs 30 min 

Average duration of one cremation: 

about 1 hr 30 min 

Diagram no. 8 (Document 82) 

Furnace design, location, year: 

as above 

Number of consecutive cremations: 

5 

Start of first cremation: 

around 10:45 AM 

End of last cremation: 

around 5:35 PM 

Total duration of cremations: 

about 6 hrs 50 min 

Average duration of one cremation: 

about 1 hr 22 min. 

6.4. Cremation Furnace Fired Electrically 

Diagram no. 9 (Document 83) 

Furnace design: 

Brown, Boveri & Co., 
Baden (prototype) 

Location: 

Biel 

Year: 

1934 

Number of consecutive cremations: 

1 

Duration of the cremation: 

around 2 hrs 38 min. 

Diagram no. 10 (Document 84) 

Furnace design, location, year: 

as above 

Number of consecutive cremations: 

2 

Total duration of cremations: 

about 4 hrs 8 min 

Average duration of one cremation: 

about 2 hrs 4 min. 

Diagram no. 11 (Document 85) 

Furnace design: 

as above 

Location: 

St. Gallen 

Year: 

1942 

Number of consecutive cremations: 

4 

Total duration of cremations: 

5 hrs 20 min (effective) 

Average duration of one cremation: 

about 1 hr 20 min. 
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Diagram no. 12 (Document 54) 


Furnace design: 

Brown, Boveri & Co., 


Baden 

Location: 

Biel 

Year: 

1940 

Duration of shortest cremation: 

about 1 hr 10 min. 

Diagram no. 13 (Document 55) 


Furnace design: 

as above 

Location: 

Biel 

Duration of shortest cremation: 

about 1 hr 10 min. 

Diagram no. 14 (Document 56) 


Furnace design, location: 

as above 

Year: 

1943 

Duration of the cremations: 


1) from 10:03 to 11:30 = 

lhr 27 min 

2) from 14:18 to 15:50 = 

1 hr 32 min 

3) from 8:28 to 10:15 = 

1 hr 47 min 

Diagram no. 15 (Document 57, upper diagram) 

Furnace design, location: 

as above 

Year: 

as above 

Start of cremation: 

11:03 AM 

End of cremation: 

12:05 PM 

Duration of cremation: 

1 hr 2 min. 

Diagram no. 16 (Document 57, middle diagram) 

Furnace design, location: 

as above 

Year: 

as above 

Start of cremation: 

1:33 PM 

End of cremation: 

2:50 PM 

Duration of cremation: 

1 hr 17 min. 

Diagram no. 17 (Document 57, lower diagram) 

Furnace design, location, year: 

as above 

Start of cremation: 

11:00 AM 

End of cremation: 

12:05 PM 

Duration of cremation: 

1 hr 5 min. 

Incineration lists of crematoria are no 

doubt reliable documents as well. 

shall present an extract from a list of the Bielefeld crematorium covering 


mations that took place between 5 and 23 December 1941 (Document 86). The 
majority of those cremated were detainees from the Wewelsburg concentration 
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camp. The list is in conformity with the decree of the Reich Ministry of the Inte¬ 
rior of August 10th, 1938 (see Chapter 8). The Bielefeld crematorium was started 
up in 1938 and was coke-fired. The duration of the consecutive cremations is 
shown in the table below (the letter “W” indicates that it concerned the cremation 
of a Wewelsburg inmate). 


December 5, 1941 

No. 1289 from 9:30 AM to 10:30 AM= 
No. 1290 from 10:30 AM to 1:00 PM = 
No. 1291 from 1:00 PM to 3:00 PM = 
No. 1292 from 3:00 PM to 5:00 PM = 

December 10, 1941 

No. 1294 from 8:30 AM to 10:00 AM = 
No. 1295 from 10:00 AM to 11:30 AM = 
No. 1296 from 11:30 AM to 2:00 PM - 
No. 1297 from 2:00 PM to 4:45 PM = 

December 15, 1941 

No. 1299 from 9:00 to 10:30 AM = 

No. 1300 from 10:30 AM to 12:00 PM = 
No. 1301 from 12:00 PM to 2:00 PM = 
No. 1302 from 2:00 PM to 3:30 PM = 
No. 1303 from 3:30 PM to 4:30 PM = 

December 18, 1941 

No. 1305 from 8:00 AM to 9:30 AM = 
No. 1306 from 9:30 AM to 11:00 AM = 
No. 1307 from 11:00 AM to 12:00 PM = 
No. 1308 from 12:00 PM to 1:30 PM = 
No. 1309 from 1:30 PM to 3:15 PM = 
No. 1310 from 3:15 PM to 4:15 PM = 
No. 1311 from 4:15 PM to 5:15 PM = 
Average duration of one cremation: 
Duration of shortest cremation: 


1 hr W 

1 hr 30 min W 

2 hrs 
2 hrs 


1 hr 30 min W 

1 hr 30 min W 

2 hrs 30 min 
2 hrs 45 min 


1 

hr 

30 min 

W 

1 

hr 

30 min 

W 

2 

hrs W 


1 

hr 

30 min 

W 

1 

hr 

W 



1 

hr 

30 

min 


1 

hr 

30 

min 

w 

1 

hr 

W 



1 

hr 

30 

min 

w 

1 

hr 

45 

min 

w 

1 

hr 

W 



1 

hr 

W. 



1 

hr 

30 

min 


1 

hr. 





In the 1970s, scientific experiments were done in England with the aim of 
identifying the most important factors having an influence on the cremation pro¬ 
cess. The results were read at the annual convention of the Cremation Society of 
Great Britain in July of 1975. 

The experiments were done along two lines: a preliminary investigation in the 
Breakspear crematorium at Ruislip, and a full investigation in the Chanderlands 
crematorium at Hull. The researchers conducting the experiments initially se¬ 
lected the following factors to be considered: the fuel, the type of furnace, the 
dimensions of the coffin (and of the corpse), the hygienic treatment (embalming) 
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of the corpse, the cause of death, the furnace operator, and the use of different 
furnaces. The effects of varying technical factors were reduced by adopting the 
same gas-fired furnace (Dowson & Mason Twin Reflux Cremator) and the same 
furnace operator (Jones 1975, p. 81). 

Taking into account these factors, 200-300 cremations were observed, and the 
data gathered were handed to the statistician of the group for a preliminary report. 
This analysis showed that, out of the factors considered initially, only four were 
significant: the age and the sex of the deceased, the cause of death and the tem¬ 
perature of the furnace. On the basis of these findings, the research was continued 
at the Hull crematorium. Here it was found that the really decisive factors were 
the maximum temperature of the furnace and the sex of the deceased. The results 
obtained were incorporated into a graph by the statistician (Document 87), which 
one of the researchers, Dr. E. W. Jones, comments upon as follows: 

'From his graph he [the statistician] was able to tell us (we felt this to be 
rather interesting) that there is a maximum point, or rather a minimum point, of 
incineration time below which it is impossible to go, and our statistician defined 
this as a thermal barrier that, because of the make, the nature of human tissues, 
you cannot incinerate them at a rate which is below round about 63 minutes. ” 
Some corpses may burn even within 60, 59 or 58 minutes: this is the lower limit 
of the thermal barrier (ibid., p. 88). 

The graph shows that the duration which comes closest to the thermal barrier, 
set at 60 minutes, corresponds to a temperature of 800°C. When the temperature 
is raised to 1,000°C, the duration of the cremation rises to 67 minutes, and then 
drops again to 65 minutes at 1,100°C. At higher temperatures, which were not 
investigated, the duration should eventually fall and should drop below the ther¬ 
mal barrier at super-high temperatures. If one wanted to reduce the cremation 
time to 20 or 15 minutes - says Dr. Jones - it would be necessary to build a 
furnace capable of running at 2000°C. 

Then Dr. Jones adds ( ibid .): 

“Our statistician colleague did some work, he looked into the records of crem¬ 
atoria in Germany during the last war, and it would appear that the authorities 
there were presented with a similar problem - that they came up against a thermal 
barrier. They could not design a furnace that reduced the mean incineration time 
to a very practical effective level. So we started to look at why there is this thermal 
barrier with human tissues. ” 

The conclusion of the researchers is that the proteins of the human body undergo 
a chemical change when heated to 800-900°C, dissociating and recombining to 
form “that can only be described as a hard crust” which resists the process of 
cremation (ibid.). 

I wish to add that the first part of the graph which covers the temperature of 
400-600°C cannot correspond to actual experiments - because the ignition tem¬ 
perature of the heavy hydrocarbons which form during the gasification of the 
corpse is about 650°C - unless these temperatures are not the maximum temper¬ 
atures but the temperatures at the moment of the introduction of the coffin. 

While we are able to say, in a nutshell, that the cremation time has a lower 
limit of about 60 minutes and that this is an undeniable fact, we must stress, 
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though, that this is not an absolute but a general limit: it refers to the average 
duration of several cremations, rather than to any single one. This appears clearly 
in Diagram no. 4 where the shortest time (52 min) is below the limit, but the 
average duration of the cremations (1 hr 12 min) is well above it. 

In any case, as the cremation time depends also on the mass of the corpse, it 
is obvious that, for any given combustion rate, the cremation of a normal corpse 
of lower mass takes less time. Here, of course, we are not speaking of a lean 
corpse as opposed to a fat one, but of a small body having, in proportion, the same 
fat and protein content of a normal body. 

In the furnaces with a gasifier, as Kessler has shown in his experiments, the 
lower limit is about 80-85 minutes. 


7. Heat Balance of a Coke-Fed Cremation Furnace 

The consumption of fuel of a cremation furnace depends essentially on the 
design of the furnace, the cremation process, the frequency of cremations, the 
composition of the corpses, and the management of the furnace. 

The design of the furnace is important because a more massive structure ab¬ 
sorbs a greater amount of heat before the thermal steady state is reached. For 
example, the Siemens furnace at the Gotha crematorium required 1,500 kg of 
lignite for the first cremation, the Schneider furnace needed 400-500 kg of coke, 
and the Klingenstierna furnace consumed 280-400 kg of coke (Heepke 1905b, p. 
20 ). 

Furthermore, as results from Schlapfer’s diagrams for the temperature profile 
in the walls of a muffle at various stages of the preheating process (Documents 
88f.), a well-insulated furnace loses less heat through convection and radiation 
than a poorly protected one. From the studies run on the furnaces of the Zurich 
crematorium in the 1930s one can see for example that the first two furnaces, 
badly insulated, lost 720,000 kcal over 24 hours, whereas the third one, better 
insulated, lost only 480,000 (Schlapfer 1938, p. 154). 

The feed system and the temperature of the secondary combustion air are also 
of great importance. The design of the furnace being dependent on the cremation 
process, the process affects indirectly also the consumption of fuel. As I have 
mentioned, by cremation process I mean the way in which the combustion prod¬ 
ucts of the gasifiers are put to use. There are three different cremation processes: 

> indirect: the combustion products of the gasifier do not have direct contact 
with the corpse; 

> semi-direct\ the combustion products of the gasifier are in contact with the 
corpse only in the final stage of the cremation; 

> direct: the combustion products of the gasifier are in contact with the corpse 
throughout the cremation. 

The indirect process is based on the cremation system using pure hot air, as in¬ 
vented by F. Siemens, which we have discussed in Chapter 3 and which is obvi¬ 
ously the most expensive one. 
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The experiments carried out by R. Kessler on the same gas-heated furnace 
showed for two consecutive cremations a consumption of 398 m 3 of gas for the 
indirect cremation, of 156 m 3 of gas for the semi-direct method, and of 137 m 3 of 
gas for the direct cremation (Kessler 1927, no. 11, p. 177). 

The frequency of cremations has an overriding effect on the fuel consumption. 
If, in fact, only one cremation takes place in a given furnace in the span of one 
day, the consumption of fuel for the purpose of bringing the furnace up to the 
operating temperature is totally assigned to that cremation. If, instead, several 
consecutive cremations are carried out, the initial consumption is averaged over 
all cremations, and the consumption for any one cremation drops considerably. 
This results clearly from Schlapfer’s diagram for the coke consumption per cre¬ 
mation for several consecutive cremations (Documents 90, 90a). It shows that 
some 415 kg of coke were needed for the first cremation starting with a cold 
furnace, but for 20 cremations in succession on average only 37.5 kg of coke were 
need for each cremation. This means that 20 discontinuous cremations run at in¬ 
tervals of several days would consume a total of 8,300 kg of coke as compared to 
a consumption of only 750 kg if run in succession. 

The composition of the corpses also has an effect on the cremation process 
and hence on the fuel consumption, because the bodies contribute more or less 
heat to the muffle on account of their varying amounts of fat and proteins. Ac¬ 
cording to Hellwig, out of 100 corpses 65 will bum normally, 25 bum with diffi¬ 
culty, and 10 with great difficulty (Hellwig 1931a, p. 373). As we have seen in 
Chapter 5, corpses which bum well generate up to 16 or 17% of CO 2 in the early 
phases of the cremation, while for difficult bodies the CO 2 content drops to 4%, 
which corresponds to a much higher excess air ratio. 

Finally, the furnace management has a major effect on the heat economy as 
well: an erratic or inattentive operation can lead to a doubling of the fuel con¬ 
sumption, as happened in the Dessau crematorium according Kessler’s account, 
prior to his scientific cremation experiments. 

Calculating the theoretical heat balance of a cremation furnace with a coke- 
fed gasifier is a very difficult problem, because in practice many variables arise 
which cannot be predetermined theoretically and to which the operation of the 
furnace has to be adjusted from time to time. H. Keller observed quite correctly 
“actually, there is no technical combustion device for which the difference be¬ 
tween the amount of heat needed [theoretically] and the amount used is as great 
as in a cremation furnace” (H. Keller 1934, p. 12). 

Various ways of calculating the heat balance have been proposed in the expert 
literature. Let us look at the most interesting ones: 

The engineer Fichtl argues as follows (Fichtl 1924, p. 395): 

“In the furnaces for cremating animal carcasses, such as those being used in 
stockyards or similar, the fuel consumption is based more correctly on the weight 
(in kg) of the material cremated, and here, in fact, a fuel consumption correspond¬ 
ing to 15-20% of the weight of the material to be cremated (offal) is considered 
adequate. This latter principle has also been demonstrated in unassailable ac¬ 
ceptance tests concerning such furnaces for animal carcasses. If this is applied to 
cremation furnaces, a coke consumption of 12-16 kg results for a human body 
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weighing 80 kg on average and assuming a continuous operation. On the basis of 
certain hypotheses whose validity, however, cannot be irrefutably verified, one 
can also calculate the fuel consumption needed theoretically for the thermal de¬ 
struction of a human body. The flesh, the main constituent of our body, consists 
of 70-80% of water, as is well known; the remainder is made up of 17-21%) of 
protein substances (nitrogenous substances), of 1-3% of fat and of 1% of salts 
(mineral elements); its specific heat is about 0.8 kcal/°C [sic]. As the destruction 
of the body takes place at a fairly constant temperature of1000°C, the heat needed 
in this case amounts to 80 • 0.8 • 1000 = 64,000 kcal, the equivalent of 64,000+ 
3,000 = 21 kg of coke; here, however, it is assumed that the specific heat stays 
constant over the temperature range between 0 and 1000°C, which has not yet 
been demonstrated experimentally, and also that the decomposition of the body 
sets in only at a temperature of more than 1000°C. Another approach, by way of 
the heat needed for vaporization and superheating of the body water, arrives at a 
similar result in the following manner: 


75 

100 


• 80 • (600 + 0.5 • 900) = 63,000; 


63,000 
3,000 


21 kg of coke. 



In these attempts to arrive at the minimum fuel consumption via computations, 
one has not considered the heat contribution of those materials which burn to¬ 
gether with the body, such as the wood of the coffin, the mattress of wood shav¬ 
ings, the garments etc., nor that of the inner substances, such as the fat or similar 
tissue, which produce further heat during the combustion. This heat supply to the 
furnace - which translates into an increase in the temperature of the discharge 
gases by 50-100°C- should be approximately 15,000-20,000 kcal for each corpse 
and should be deducted from the 60,000-65,000 kcal calculated above, if it were 
not for an amount of air, difficult to define but neededfor an odorless and smoke¬ 
less cremation, which must also be heated up from ambient temperature to that of 
the furnace. This happens primarily in the channels of the recuperator and there¬ 
fore, for our purpose, we do not have to compute it. All told, the amount of coke 
theoretically needed for the cremation of a human body can be considered to be 


64,000-15,000 50,000 

3,000 ~ 3,000 


16-17 kg 



The heat content of the coke (metallurgical or from coke furnaces) burning in the 
gasifier is assumed here to be 6,000 kcal/kg and its efficiency in the cremation 
furnace to be 50%. This latter value, however, would be too high for the furnace 
systems built so far. The temperature of the combusted gases has been shown to 
be 500-700°C in repeated investigations, hence extremely high, while the CO 2 
content proved to be very low, around 3-4%. The high temperatures of the dis¬ 
charge gases in cremation furnaces are in a way an inconvenient yet inevitable 
characteristic that cannot easily be avoided because of the high temperature - 
1000°C -which must be maintained in the cremation muffle with its considerable 
mass of refractory materials storing heat, and because of the relatively short path 
between the muffle and the smoke trap. From the point of view of combustion 
technology, it would be easy to reduce the temperature of the discharge gases to 
200-300°C with larger heated surfaces in the recuperators and with preheaters 
using the discharge gases. But in the first case, instead of losing the heat through 
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the chimney, the result would only be a heating up of the refractory material or of 
the baffles in the recuperator. As the recuperator has an insulating effect down¬ 
wards on the muffle during operation, this would yield only a slight economic 
gain, while during the warm-up phase and the inactive periods it would lead to 
an undesirable heating of the ambient air in the furnace hall 

The use of the discharge gases in preheaters for central heating or other such 
applications wouldface insurmountable difficulties of the type already mentioned 
[i.e. against the requirements of respect], and considering that the cremation pro¬ 
cess from this point of view has so far been flawless, it is best not to explore such 
venues. Hence, the heat losses via the discharge gases amount to 50-60% from 
the start. Furthermore, the furnaces now in operation transmit an excessively high 
and very much noticeable amount of heat to their surroundings by conduction and 
radiation of the furnaces ’ surfaces. With a tiled stove, for example, this would be 
an advantage, but here it must be considered a loss. This is due to the relatively 
weak insulation between the large mass of refractory material inside the furnace, 
at red heat, and the rather thin outside walls. Therefore, temperatures of60-80°C 
are not uncommon, and even higher values may occur on the vault of the furnace 
and on the rear wall of the recuperator with its many steel-covered openings. The 
heat losses by radiation and conduction from the surfaces of the furnace can 
therefore be calculated to be around 25-30%. Practically then, leaving aside the 
inevitable losses through incombustibles andfurnace residues, we have at best an 
efficiency of 10-20%, so that the effective consumption offuel for one corpse, as 
calculated, can be taken to be 

50,000 _ _ T „ 

600 to 1,200 ~ 55 t0 42 U 



This result, when compared to the average values for the fuel consumption actu¬ 
ally recorded in practice, appears however somewhat high, even for an indirect 
cremation process. 

Tilly has used a different and more precise method to arrive at a heat balance 
(Tilly 1926a, pp. 134ff.): 

“In what follows, the basis of the calculation is a human body of 70 kg. If we 
assume an average water content of 65%, we must evaporate a total amount of 
0.65 - 70 = 45.5 kg of water at atmospheric pressure, which requires a heat supply 
of 45.5 - 600 = 27,300 kcal. As the body contains 35 %o of solids and only 30% of 
combustible substances, 0.3 - 70 = 21 kg of matter is available for the cremation 
process. According to Professor Zuntz, this matter consists of 52%o carbon, 7%o 
hydrogen, 23%o oxygen, 1% sulfur and 17% nitrogen, which yields the following 
composition: 


0.52-21 = 
0.07-21 = 
0.23 - 21 = 
0.01 -21 = 
0.17-21 = 


10.92 kg of carbon 
1.47 kg of hydrogen 
4.83 kg of oxygen 
0.21 kg of sulfur 
3.57 kg of nitrogen 


21.00 kg of substance 


Total 
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The air needed for the combustion of those elements can be calculated with the 
known equation [45] 


(2.667 • 10.92) + (8 • 1.47) + 0.21 - 4.83 

1.43 • 0.21 


123 m 3 of air 



at 0°C and 760 mm Hg, hence, for an excess of air of 50% we have about 185 m 3 
of air at 0°C and 760 mm Hg. In direct cremation, this volume of air is heated by 
the combustion products to about 950°C, requiring (185 • 1.293 ■ 0.237 • 950) = 
54,000 kcal. The water vapor generated by the corpse is likewise superheated to 
950°C, the corresponding consumption of heat is (45.5 • 0.47) • (950 - 100) = 
18,000 kcal. The heat generated by the oxidation of the elements mentioned above 
can be arrived at by means of the well-known equation: 

(8,100 ■ 10.92) + 29,000 (1.47-- f-)+ (2,500 ■ 0.21) - (600 ■ 45.5) 

= 86,907 kcal [46] 

Here, 27,300 kcal have been deducted for the evaporation of the water. 

Let us now look at the two ways in which, by choice, the cremation of a human 
body proceeds. 

First case: The corpse is brought directly into contact with the products of the 
combustion [of the gasifier] together with the excess air. The temperature of the 
hearth of a cremation furnace is about 1,300°C, with the temperature of the re¬ 
fractory material of the hearth, of the collecting channels, of the grate, of the ash 
chamber, and of the cremation chamber being taken to be 1,100°C. The temper¬ 
ature of the air must not drop below 800° C, therefore one may assume an average 
temperature of (1,100 + 800) + 2 = 950°C. The mass of the brickwork of refrac¬ 
tory material may be taken to be 6,500 kg for one of the usual furnace designs. A 
heat amount of (6,500 • 0.21 • 1,100) = 1,500,000 kcal is needed to bring it to 
1,100°C. 

Now, for the fuel consumption the following computation applies, depending 
upon whether one, five, twelve or twenty corpses are cremated in succession: 

a) heating of refractory wall: 1,500,000 kcal 

b) heating of combustion air: 54,000 kcal 

c) superheating of steam: _ 18,000 kcal 

1,572,000 kcal 

subtracting the heat generated by the corpse: _ -86,907 kcal 

1,485,093 kcal 

which is the heat to be suppliedfor one cremation; assuming 3,500 kg for each kg 
of coke (taking into account the large heat losses via the discharge gases) this 
corresponds to an amount of coke of1,485,093 + 3,500 = 420 kg. 

As the heat generated by the body covers the heat required for the cremation, 
we can assume that, after the cremation of the first corpse, no heat is removedfor 


The equation (2.67 C + 8 H + S — 0)/1.43 • 0.21, which has in the numerator the weight (in kg) of ox¬ 
ygen needed for the combustion, in the denominator the transformation index for changing from 
weight (kg) to volume (Nm 3 ) and the vol.% of oxygen in air (approx. 21%), to compute the amount of 
air needed. 


45 
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this from the refractory wall, and only the heat needed to get the refractory brick¬ 
work to the operating temperature is considered in proportion, plus the additional 
heat needed to compensate for the natural losses due to cooling. On the basis of 
the operational results at Berlin and Dortmund, these [losses] can be taken to be 
100%, if more than five corpses are cremated in succession. 

Hence, for the cremation of five corpses we have a fuel consumption of 85 kg 
each, for 12 corpses a consumption of 71 kg (with an additional requirement of 
100% for the heat losses due to cooling) m and for 20 corpses, including a cor¬ 
responding increase, a consumption of 43 kg each. These figures are in good 
agreement with practical results, as shown by a comparison between the results 
obtained at the Berlin and Dortmund crematoria and the above computations: 

For one cremation: 420 kg per computation 

480 kg per Dortmund data 
85 kg per computation 
80 kg per Dortmund data 
71 kg per computation 
75 kg per Berlin-Wilmersdorf data 
43 kg per computation 
38 kg per Berlin-Wilmersdorf data 

Second case: The corpse is in contact with hot air only, all of the refractory brick¬ 
work is brought to 1,100°C by the combustion products of the hearth. A recuper¬ 
ator of8,200 kg has been provided for heating the air. Considering the preheating 
of this device by means of discharge gases, the [heat] requirements to reach the 
operating temperature are: 

a) 8,200 -0.21 •(1,100-500) 

b) plus the heat necessary for the remainder of the 

refractory brickwork as in the first case 

c) same for heating of air 

d) same for superheating the steam 


For five corpses: 
For twelve corpses: 


For twenty corpses: 


1,000,000 kcal 

1,500,000 kcal 
54,000 kcal 
18,000 kcal 


Less the heat produced by the corpse 


2,572,000 kcal 
-86,907 kcal 


2,485,093 kcal 


= 710 kg 
= 142 kg 
= 120 kg 
= 70 kg ^ 


Therefore, the fuel consumption for the 

- cremation of one corpse 

- cremation of five corpses 

- cremation of twelve corpses (+ 100%) 

- cremation of twenty corpses (+ 100%) 

The case where the whole of the refractory brickwork is heated by means of hot 
air may be left aside, because the quantities of4,600 kg, 875 kg, 440 kg [of coke] 
per corpse are never used in practice. ” 

In a later article Tilly arrives at a total consumption of 2,694,343 kcal via a dif¬ 
ferent computation and concludes that “with the indirect cremation one consumes 
about 80% more coke than with the direct cremation” (Tilly 1927, p. 22). 


46 i.e. (420 -5-12) = 35 kg, plus 100% for the heat losses = 70 kg. 

47 These data refer to the average consumption for the cremation of one corpse as a function of the con¬ 
secutive cremations shown. 
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The most rigorous computation of the heat balance for a cremation furnace 
with a coke-fed gasifier was no doubt produced by Engineer Wilhelm Heepke in 
1931. Even if his approach contains some erroneous attributions of factors - 
which confirms the great difficulty of the whole matter - it is of fundamental 
importance for the solution of the problem and merits quotation as a whole, to¬ 
gether with the original text (Document 91). To avoid useless repetition, I have 
omitted the passages already quoted in Section 1 of Chapter 5 (Heepke 1933, Heft 
9; see Document 91): 

“The heat-flow diagram in fig.2 gives an overview of the interplay between 
the various combustion processes; the numerical values will be derived later on. 
The various amounts of heat resulting from the incineration process have been 
entered into fig. 2 as percentages of the fuel efficiency and are shown as dot-dash 
lines. For the first process of coke combustion, the heat losses are shown as solid 
lines. 

If we disregard the Gotha furnace - which was initially heated with Bohemian 
lignite anyway - the only types of modern design are coke furnaces with a recu¬ 
perator. The latter is made up of firebricks. The first Beck-type furnaces of the 
[18 ]90s were equipped with cast-iron air recuperators in line with the Klingen- 
stierna system. It should be noted that there is at present a tendency in the steel 
industry to return to recuperators using metal tubes. ” 


At this point I have left out the paragraphs already quoted in Chapter 5. 


“If a computation is to be arrived at, only certain normal, maximum, or min¬ 
imum values - as the case may be - must be defined, aside from variations in the 
amounts of heat and of temperature. 

The weight of the corpse of an adult person will run between 70 and 100 kg. 
Of this, 65% represent is water content, thus 35% are dry substances, of which 
5% are incombustibles (ash). The 35 - 5 = 30% of combustibles are composed of 
12%o fat, 15%o proteins and 3%o other substances, i.e. of 52%o C, 7%oH, 23%o O, 1% 
S and 17%o N. Thus, for an average corpse weighing 0.5 - (100 + 70) = 85 kg, one 
obtains a total of 0.3 - 85 = 25.5 kg of combustibles consisting of 
0.12-85 = 10.20 kg of fat 

0.15 -85 = 12.75 kg of protein 

0.03 - 85 = 2.55 kg of other substances 


or of: 

c = 0.52 
h = 0.07 
o = 0.23 
s = 0.01 
n = 0.17 


25.50kg 

25.5 = 13.260 kg of C 

25.5 = 1.785 kg of H 

25.5 = 5.865 kg of O 

25.5 = 0.255 kg of S 

25.5 = 4.335 kg of N 


25.500 kg 

For a combustible substance of this kind, which is similar to a solid fuel, we have 
an excess-air ratio m = 20.5^002^ Experience tells us that CO 2 -13%, hence 


48 


m = excess-air ratio 
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m = 20.5^13 = 1.5. For the complete combustion of the parts mentioned', the ef¬ 
fective amount L [49] of combustion air needed is 

2.67C + 8H + S-0 , 2.67-13.260 + 8-1.785 + 0.255-5.865 

L ~ m - 7u - 1J - 03 

- 220.365 - 220 m 3 at 0°C and 760 mm. [47] 

Experience as well as precise tests have shown that the temperature ‘t’ in the 
coffin muffle must not be less than 800°C nor more than 1000°C, if a combustion 
as complete as possible is to be achieved, yielding totally burned-out white ash. 
At t > 1000°C, combustion would proceed more rapidly, but the bones would be¬ 
come black and hard. We will therefore assume t - 900°C. 

In the recuperator, the air is heated from the initial or room temperature to = 
10°C to ti = 350°C. We have selected t = 350°C, because the ignition temperature 
of the coffin’s wood is around 325-350°C. Thus, an additional amount of heat has 
to be provided for the air amounting to 

Wi = 0.31 -L- (t-ti) = 0.31 - 220 - (900-350) 

= 37,510-38,000 kcal. [48] 

The 65% of water (Q) present in the corpse, or Q = 0.65 - 85 = 55.25 kg, must 
also be heated to t = 900°C, which means that it has to be converted to saturated 
steam at 100°C and then superheated to 900°C. With a heat i = 640 kcal/kg 
needed to bring this about at 1 atm (abs.) and a specific heat for superheating c p 
= 0.48, we arrive at a heat requirement for this evaporation of 

W 2 = q - [i + c p • (t - to)] = 55.25 - [640 + 0.48 ■ (900 -10)] 

= 58,963-60,000 kcal. [49] 

During the incineration process, the incombustibles, i.e. the 5% of bones weighing 
0.05 • 85 = 4.25 kg and having a specific heat of 0.2, will tie up an amount of heat 

of 

W 3 = 0.2-4.25 - (900-10) 

= 740.5 [recte: 756.5] ~ 800 kcal, [50] 

which must be considered lost once the ash has been removed from the ash col¬ 
lector. 

The fire-brick lining of the upper part of the furnace with the muffle, grate, 
channels, and ash-collection space can be assumed to be - 3 m 3 ; thus, for a den¬ 
sity of 1,800 kg/m 3 we have a total weight of Gi = 3 - 1,800 = 5,400 kg. The 
temperature of this fire-brick portion has been measured as being approximately 
3 = 800°C. Hence, to heat this upper portion of the furnace from 10°C to 800°C, 
given a specific heat of 0.21, we have to supply 

W 4 =c p -G r (3- to) = 0.21 - 5,400 - (800 - 10) 

= 895,600 - 900,000 kcal. [51 ] 


49 


L = Luft, air. 
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The lower part of the furnace contains ~ 4 m 3 of firebrick and thus has a weight 
G 2 = 4 ■ 1,800 = 7,200 kg. Assuming low [= unfavorable] conditions, the hot gases 
enter the recuperator at Ti — 600°C and leave it through the flue duct at Tf = 
200°C. Thus we have: 

An average temperature of the discharge gases 



Ti + Tf 
2 


600 + 200 
2 


400°C, 



and an average air temperature 


tm 


to + ti 10 + 350 


2 


2 


= 180°C. 



With s = V 2 of fire-brick of recuperator walls, thus a thickness of 0.065 m, A = 
thermal conductivity of firebrick = 0.60 at 400 to 500°C, a = heat transfer coef¬ 
ficient for rough surfaces = 9.0 for v > 5 m/sec (ace. to Jurgens), we get for the 
thermal transmittance K through the recuperator walls: 

K = ~—~— 7 = ~ —7^7—7 = 3.33 kcal/m 2 °C hr [ 54 ] 

a+ A + a 9+ 0.6 + 9 


This provides us with the two surface temperatures of the recuperator bricks 
3‘ = T m - (T m - t m ) ■ ~ = 400 - (400 - 180) • A) = 318°C [55] 

CfC C' 

3“ = t m + (T m - t m ) ■-= 180 + (400- 180) ■ A) = 262°C, [56] 

CfC 

and the average brick temperature 



+ i9“ 318 + 262 

2 ~ 2 


290° C. 



As a = a = a“ = 9.0, we must have 



Tm + tm _ 400 + 180 
2 ~ 2 


290° C. 



If 3m ~ 300°C, then the heat requiredfor heating the recuperator becomes 

W 5 = c p 'G 2 • 3m = 0.21 • 7,200 • 300 = 453,600 ~ 454,000 kcal [59] 

which serves to heat the air from 10 to 350°C. 

As the furnace temperature thus exceeds the ign ition temperature of the coffin 
material, the latter, as well as the corpse in due course, will ignite soon after the 
introduction of the coffin under the effect of the hot air, i.e. the oxygen it contains. 

The cremation coffin has a weight G 3 = 40 kg and could supply an amount of 
heat equal to H u • G 3 = 3,000 • 40 = 120,000 kcal with H u [l.h.v.] = 3,000 kcal/kg 
for wood. However, the whole amount does not become effective, because the ef¬ 
fect is reduced by 33% under the action of the varnish, the filling material of the 
coffin and the clothes of the corpse, hence the gain as heat from the combustion 
of the coffin, will be only 


W 6 = 120,000 - 0.33 • 120,000 = 80,400 ~ 80,000 kcal. 


[60] 
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As the combustible portions of the corpse are made up of the same organic com¬ 
ponents as a solid fuel, the heat generated by the combustion of the corpse can be 
arrived at by means of the usual compound equation: 

W7 = 8,100 ■ C + 29,000 ■ (H-j) + 2,500 ■ S-600 ■ Q 

= 8,100 ■ 13.26 + 29,000 ■ (1.785 - ff) 

+ 2,500 ■ 0.255 - 600 ■ 55.25 = 105,402 kcal. [61] 

Including the fatty tissue of the corpse and assuming the heating value of the fat 
to be 8,000 kcal/kg and that of the proteins and other substances to be 1,500 
kcal/kg, we obtain 

W 7 = 8,000 • 10.2 + 1,500 (12.75 + 2.55) = 104,550 kcal. [62] 

However, one can also use proven empirical values from animal carcass inciner¬ 
ators for the computation of Wy. With good furnaces of this type, one uses a coke 
consumption of0.350 to 0.375 kg for the incineration of 1 kg offlesh in 1 minute. 
For rj = 0.5 and H u = 7,000 kcal/kg we get 

W 7 = 0.5 • 7,000 • 0.350 • 85 = 104,125 kcal. [63] 

Hence, as a definitive value, we can state: Wy = 105,000 kcal. 

For the cremation of an 85 kg corpse we thus get, on the basis of the empirical 
data, a combustion time of 85 minutes = 1 hour and 25 minutes. This is a duration 
which must also be applied to modern cremation furnaces. 

For a first cremation, including the preheating of the furnace, we now have 
the following heat balance: 


Heat to be supplied 


-for heating of cremation air 

Wy = 

38,000 kcal 

-for water evaporation 

w 2 = 

60,000 kcal 

-for heating the ash 

w 3 = 

800 kcal 

-for heating upper part of the furnace 

w 4 = 

900,000 kcal 

- for heating lower part of the furnace 

w 5 = 

454,000 kcal 


I (W Ito5 ) = 

1,452,800 kcal 

Heat generated 



- by combustion of the coffin 

w 6 = 

-80,000 kcal 

- by combustion of the corpse 

Wy = 

-105,000 kcal 


I(W 6+7 ) = 

-185,000 kcal 

Hence, we have for a first incineration 

a net heat requirement 


Wi ne t 

1,267,800 kcal 


As a fuel we consider coke in the form of gas coke or metallurgical coke. For our 
purposes we will use a metallurgical coke having the following composition: C = 
78.84; H = 0.51; 0 = 1.0; S = 0.91; W[ ater] = 8.21; A[ sh] = 10.53 %. This gives 
us a theoretical l.h.v.: 
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H u = 81C + 290 ■ (H-j) + 25S-6W 

= 81 ■ 78.84 + 290 ■ (0.51 -fy) + 25 • 0.91 - 6 ■ 8.21 

= 6,471.18 ~ 6,470 kcal/kg. [64] 

To determine the effective heat requirements, i.e. the efficiency we must con¬ 
sider the heat losses of the furnace, which are composed of loss through the chim¬ 
ney, conduction and radiation losses, incomplete combustion, and hearth residue 
(ash). For this purpose we will use empirical values having been ascertained 
through tests or by experience for the fuel used. Partly, of course, we must use 
average values for this computation. We have thus found: flue duct temperature 
Tf = 200°C, room temperature at start of heating to = 10°C and at start of oper¬ 
ation t’o = 20°C, analysis of the discharge gas (flue gases) CO 2 = 13; O 2 = 7.3; 
CO = 0.5; H 2 = 0.4; CH 4 = 0.3, and N = 70.5 % by volume, ash content of the 
coke for a first heating A’ = 12 kg with an analysis of C a = 47.8; H a = 0.1; S a = 
1.6; incombustibles 50.5%, hence uncombusted and incombustible materials in 
the ash U a = (C a + H a + S a ) = 47.8 + 0.1 + 1.6 = 49.5%. [51] 

By means of the combustion test in the Berthelot-Mahlert vessel, the heating 
value of U a was found to be H t J 52] = 3,650 kcal/kg. 

This yields a chimney loss of 


V sch W =0.32 ■ ( 0 5 f. co , + 0.0048 ■ (9H + W) ) • (T P -t 0 ) • y) 

= 0.32 ■ + 0.0048 ■ (9 ■ 0.51 + 8.21)) ■ (200 -10) -ff- 


= 10.80% 


or with the volume of the dry combustion gases 

0.01 ■ C 0.01 • 78.84 


RW = 


0.536 


co 2 + co + ch 4 
100 


0.536 


13 + 0.5 + 0.3 
100 


= 10.7 m 3 /kg. 


[65] 

[ 66 ] 


Using the average specific heat of the discharge gases: 

c pm = 0.318+4.6'10~ 5 fT f -t 0 ) = 0.318+4.6'10~ 5 '(200-10) = 0.32 


we get 

Fsch 


Rv ' Cpm (Tf - to) • 100 

Hu 


10.7 ‘0.327 •_ (200-10) •100 _ 

6,470 ~ 10.30 /o. 


[67] 

[ 68 ] 


Or, using the excess-air mi = 1.5 in the generator, the weight of the discharge 
gases is 


50 The original erroneously has “G,” which would normally stand for the weight. 

51 U = Unverbranntes (uncombusted); U a = uncombusted in the ash (subscript “a” = Asche, ash). The 
capital letters signify the chemical elements. Hence, C a means that the 12 kg of ash contained 47.8% 
(=5.736 kg) of carbon, and so on. 

52 H lia = unterer Heizwert Asche, lower heating value of ash. 

53 V sch = Verlust Schornstein, loss through chmney. 

54 R v = Rauchgase Verlust, loss due to discharge gases. 
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R g W = 1.4 


mi • H u 

1,000 


= 1.4 


1.5 - 6.470 

1,000 


= 13.57 kg. 



With the radiation ratio a = 0.15, the specific heat of the gases c ~ 0.24, and the 
efficiency of the generator rj = 0.90, the hearth temperature is 


T -to + 


Oi 


Hu-(l-o) 


R 


= 10 + 0.90 


g 


6,470 A 1-0.15) 
13.5 - 0.24 


= 1,516°C~ 1,500°C, [70] 

and thus with more precise specific heats of c = 0.282 at T = 1,500°C and cf = 
0.235 at Tf = 200°C (from Fig. 5) we obtain: 

T _ Tf • cf 200 - 0.235 77 r .. 

Vsch- T . c ■ 100 - Jjoo ■ 0.282 ' 100 - [ 71 ] 

And finally, according to Siegert: 

v sch ~ 0.70 ■ ff =0.70- ~ = 10.50%. [72] 


The loss through uncombusted gases (incomplete combustion) corresponds to the 
presence of uncombusted substances such as CO and CH 4 and can be given as 

[56] _ Rv • (3,050 - CO + 2,580 ■ H 2 ) 

V un it 


10.7 ■ (3,050 ■ 0.5 + 2,580 ■ 0.4) 

6,470 -4.25/0, 

or, roughly, following Brauss, as: 

_ 70 • (CO + H 2 ) _ 70 • + 0.4) _ 

Vun CO 2 + CO + H 2 13 + 0.5 + 0.4 




The loss through hearth residues (ash, slag) can be arrived at by the assumptions 
made above and with a provisional estimated fuel consumption (empirically) B [51] 
~ 300 kg, as 


VfV = U a 


A’ -8,100 
B-Hu 


= 49.5 


12 8,100 


300 6,470 


= 2.26%. 



Loss by heat conduction and radiation must often be estimated by difference in 
the final amounts. Here, however, we can define it on the basis of the heat trans¬ 
mission by conduction. 

The free-standing furnace block has an outside surface 7^ 59] = 90 m 2 . The av¬ 
erage temperature of the inside walls can be taken to be 

3 + 3m 800 + 300 rr n n r 

is pi ^ ^ DDL/ 



55 R g = Rauchgase Gewicht, weight of discharge gases. 

56 V un = Verlust Unverbranntes , loss due to uncombusted matter. 

57 B = Brennstoff, fuel. 

58 V a = Verlust Asche, loss due to ash. 

59 p = Flache, surface area. 
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For the thermal transmittance K we have, with ai = ct 2 = 7 (inside wall), on the 
basis of fig. 6: 

K= _ L ___ L _ 

yv j_ si_ S2_ S3_ j_ i o_n ojn_ 0A8 i 

ai + U + fa + As + aj 7 + 0.7 + 0.6 + 0.45 + 7 

~ fjfjj = 0.76 kcal/m 2 °C hr. [77] 

Over Z^ 6()| = 3 hours of heating the incineration furnace, after reaching a steady 
state in the generator, the heat loss through the brickwork of the furnace is 

Vi s w = k-F - (S; n - to) - Z = 0.76 - 90 - (550 -20) -3 

= 108,756 heal; [78] 


or: 


Vis-100 _ 108,756-100 
B - tj - Hu ~ 300-6,470 


5.60%. 



If we add another 30% for the considerable, but not easily measurable losses 
through leakage of air and open areas in the brickwork or around traps and gates, 
we get 

Vis = 1.3-5.60 = 7.28%. [80] 

All of the above percentages of the heat losses refer to the percentage ratios in 
H u . Taking the maximum of the percentages thus arrived at, we get, for the total 
effective heat (cf. also fig. 2): 

100 - (Vsch+Vun+Va+Vis) = 100 - (11.4+4.25+2.48+7.28) = 100-25.15 

= 74.85-75% [81] 

or an efficiency rj = 0.75, which means that the effective heating value of the coke 
is 


rj - H u = 0.75 - 6,470 = 4,850 kcal/kg. 


Thus, for a first cremation, the fuel requirement is 



Wi 

q- Hu 


1,267,800 

4,850 


262 kg. 


[82] 

[83] 


For heavy-duty furnaces, G and G 2 and hence W 4 and W 5 are higher to such a 
degree that Bi goes up to 300 to 400 kg and higher. 

For a second cremation in succession, we must supply, on the one hand, the 
amounts of heat needed for the preheating of the combustion air, for the evapo¬ 
ration of the water and for the heat absorbed in the ash, i. e.: 

W! + W 2 + W 3 = 38,000 + 60,000 + 800 = 98,800 kcal, [84] 


60 Z = Zeit, time. 

61 Vis = Verlust Leitung Strahlung, loss due to conduction and radiation. In the text, the letter “W” ap¬ 
pears erroneously. 
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plus -30% for the heat losses from the furnace due to absorption, conduction, 
radiation, air leakage, introduction of the coffin, dampers and gates etc., thus: 


0.30 • (W 4 + W 5 ) = 0.30 • (900,000 + 454,000) = 406,200 kcal. [85] 

Combustion of the coffin and the corpse yield 

W 6 +W 7 = 80,000 + 105,000 = 185,000 kcal, [86] 

but - 15% of this amount is lost through the chimney, hence we have 

0.85 • (W 6 + W 7 ) = 0.85 • 185,000 = 157,250 kcal. [87] 

Thus, for the second cremation, we must supply 

W n = (98,800 + 406,200) - 157,250 = 347,750 kcal, [88] 

and 

Wn 347,750 ^ 

Bn = VJTu = HJTT = 72 U [° f coke ]- t 89 ] 


Given that each further operating hour leads to a decrease of the heat loss by 
absorption in the brickwork, up to the point where a certain steady state is 
reached, for any further operating hour we may reduce this heat loss linearly, on 
the basis of experience and through measurements, down to a limiting steady state 
at -15%. C 62 ] 

For the third through the fifth cremation, we may assume an average between 
30 and 15%, hence -22%, which yields 


W in = 0.22 • (W 4 + W 5 ) + (W 4 + W 2 + W 3 ) - 0.85 (W6 + W7) 
= 0.22 • 1,354,000 + 98,800 - 157,250 = 239,430 kcal 


and 


Wm _ 239,430 
rrH u ~ 4,850 


49.4 ~ 50 kg of coke. 




By the fifth or the sixth cremation the steady state of the furnace will have been 
more or less attained, and one may now use the lower limiting value of 15% with 
reasonable certitude. Then, for the nth incineration, we obtain 

Wn = 0.15 • 1,354,000 + 98,800-157,250 = 144,650 kcal [92] 

and 



Wn _ 144,650 
rj * Hu 4,850 


30 kg. 



All these theoretical values are in good agreement with practical experience. 
Many crematoria use a daily or yearly average, depending on the demand of the 
installation. One thus finds for a first cremation including preheating: 

B = 175 to 275 kg for a normal medium-size furnace 

= 300 to 450 kg for a heavy-duty furnace in continuous use 


62 


See the table of coke consumption of some German crematories in the original text, Document 91, 
table on page 127 of Heepke’s paper. 
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= 75 to 50 kg a further cremation in succession. 

Because the administrations of the crematoria are evening out their fuel con¬ 
sumption over longer periods of time, one can find only very few concrete indica¬ 
tions for the consumption of coke for individual cremations in succession. Basi¬ 
cally, such data can only be gathered by heating tests. A limited survey of the 
situation is given in table 1. The preheating time has been taken as some 2 to 3 
hours, the cremation time as 3 A to IV 2 hours throughout. We have intentionally 
refrained from indicating the furnace systems. 

The greatest number of cremations were carried out in 1930 at the Berlin- 
Wilmersdorf crematorium, 3,784 altogether; for 52 weeks per year and six oper¬ 
ating days per week, this corresponds to an average daily load of3,784+52 • 6 ~ 
12. The average consumption was 35 kg of coke for one cremation. ” 

As I have already mentioned, this heat balance contains some mistakes in the 
attribution of factors as well as a few computational errors. 

In the equation for W 2 regarding the heat of vaporization and of superheating 
(W 2 = q * [i + c p (t - to)]), the heat needed for superheating water vapor starts at 
100°C, so to is actually 100. In addition, the energy needed to heat liquid water 
from 10°C to 100°C and then evaporate it (i) is actually 633 kcal/kg. 63 

Furthermore, the heat actually lost due to superheating the vapor generated by 
the corpse water should not be based on the temperature of the muffle, but on that 
of the flue gases at the exit of the recuperator (at least 200°C), 64 because the dif¬ 
ference has been recovered in the recuperator and has already been taken into 
account in eq. 59 for W 5 (p. 113). 

With an average heat capacity of steam in the temperature range of interest 
(0.46 kcal/kg/°C 65 ) the correct equation becomes: 

W 2 = 55.25 • [633 + 0.46 • (200 - 100)] 

= 37,514.75 ~ 37,500 kcal. [94] 

In eq. 61 (W 7 , p. 114) used by Heepke to calculate the l.h.v. of the corpse: 

W 7 = 8,100 • C + 29,000 • (H - 0/8 ) + 2,500 • S - 600 • Q [95] 

the heat removed by the vaporization of the water contained in the corpse (with 
reference value at 0°C = 595 kcal/kg ~ 600 kcal/kg, or 33,150 kcal) is already 
included, and Heepke thus counts this heat of vaporization of the corpse water 
twice. 

Heepke, moreover, calculates the efficiency of the hearth as a function of the 
heating process, i.e. for an empty muffle, and consequently uses a CO 2 content of 
13%, which he also applies to the corpse. However, in the diagram he published 
in the same article (Document 78) the CO 2 content is very low, with a maximum 
of 7% and a minimum of 1%. The average does not even come up to 4%. This 


63 Vaporization heat of water: 2.27 MJ/lcg, or 543 kcal/kg; add to this 90 kcal/kg to heat the water from 
10°C to 100°C; cf. www.engineeringtoolbox.com/water-thermal-properties-d_162.html and other 
sources (e.g. Wikipedia). 

64 Note: This is not applicable to the Auschwitz furnaces, which did not have recuperators. 

65 http://www.engineeringtoolbox.com/water-vapor-d_979.html 
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means that the excess-air ratio, if it is also applied to the corpse, is considerably 
higher than that of the hearth by itself 

When subtracting the heat loss due to the sensible heat of the fumes (0.85 • 
W 7 in eq. Wm/[90]) from the l.h.v. of the corpse, Heepke counts the combustion 
air twice: once when it enters the muffle (Wi/[48]) and again when it leaves the 
chimney (Wm). 

Because the theoretical combustion air of the coffin (~ 140 m 3 ) requires ~ 
8,200 kcal of heat, the sensible heat of the fumes of the coffin is already contained 
in the heat loss of 33% of the l.h.v. assumed by Heepke in W6, with an excess air 
ratio of 2 or 3, hence it is not necessary to account for this loss in Wm (0.85 • W6); 
in that case, the heat loss would be (0.33 + 0,15) • 100 = 48%, certainly an exces¬ 
sive value. The same heat loss of some 33% appears moreover dubious, because 
the cushioning material in the coffin by law had to be combustible and the clothes 
are combustible as well. 66 

Bringing the heat content of the walls into play (W4 and W5) makes sense only 
if one intends to calculate the average consumption for each cremation including 
the preheating. Heepke instead wants to calculate the consumption for each indi¬ 
vidual cremation independently of the preheating, as we can see from the fact that 
for him the first cremation would require ~ 262 kg of coke, but the second one 
only 72 kg; this value cannot also include the consumption for the first cremation, 
because in that case the second cremation would have had to bear (262 + 2=) 131 
kg. However, Heepke also considers the heat content of the refractory brickwork, 
after the latter has reached a thermal steady state even in his computation for the 
nth cremation (W n and B n ). 

This discrepancy can be explained: Heepke did a theoretical calculation which 
he then wanted to bolster with experimental data from the crematoria. These data 
represent, for the second cremation, an approximate consumption of 30% of the 
heat accumulated in the refractory brickwork of the furnace, of 22% for the third 
through the fifth cremation, and of 15% from the sixth cremation onwards, be¬ 
cause the furnace has now reached its thermal equilibrium. But as the refractory 
brickwork of the furnace in this phase no longer absorbs any heat, hence (W4 + 
W5) = 0, the consumption of 15% refers necessarily to the heat losses, which 
Heepke calculated only partly or not at all, as well as to those which cannot be 
calculated exactly. Of all these losses, the greatest by far is the one concerning 
the heating of the combustion air for the corpse, which has a volume much larger 
than the one calculated by Heepke. 

This having been said, the heat consumption for the nth cremation can be 
grossly corrected in the following manner: 

As far as the efficiency of the gasifier is concerned, we will assume Heepke’s 
data for the sensible heat of the gases (11.4%), for the uncombusted portions of 
the discharge gases (4.12%), and of the hearth (2.48%). 

Then the efficiency of the hearth becomes: 

100 - (11.4 + 4.15 + 2.48) = 81.87 ~ 82%. [96] 


66 


Leather shoes contribute 4,020 kcal/kg, wool 4,600 kcal/kg, cotton 3,600 kcal/kg (Salvi 1972, p. 786). 
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The heat value of the coke thus becomes: 

0.82 • 6.470 ~ 5,300 kcal/kg. [97] 

The heat losses due to radiation and conduction are not included in the efficiency, 
because they tend to stabilize as the furnace reaches a thermal steady state, and 
their values are a function of the time; therefore, we prefer to calculate them di¬ 
rectly. For the cremation process one may assume an average duration of one and 
a half hours (cf. Chapter 6), hence the heat loss by radiation and conduction from 
the brickwork of the furnace is 


Vis = 0.76 • 90 • (550 — 10) - 1.3 - 1.5 ~ 72,000 kcal [98] 

The theoretical volume of combustion air for a body of 85 kg on the basis of the 
composition assumed by Heepke is ~ 147 m 3 , hence the heat required for heating 
the combustion air of the corpse is 

W\ = 1.5 * 147-0.31 -(200- 10)- 13,000 kcal. [99] 

For the evaporation and superheating of the body water we have: 

W 2 - 37,500 kcal [100] 

The heat lost with the removal of the ashes is 

W 3 ~ 800 kcal. [101] 

The heat accumulated in the refractory brickwork of the furnace is 

W 4 = 900,000 kcal; [102] 

W 5 = 454,000 kcal. [103] 

The effective heat value of the coffin is 

W 6 - 80,000 kcal. [104] 

The upper heating value of the corpse is: 

W 7 = 8,100 ■ 13.26 + 28,700 [67] ■ 1.785(5.865/8) + 2,210 • 0.255 

« 138,200 kcal, [105] 


without subtracting the evaporation heat of the water already contained in W 2 . 

On this basis, one may write the following heat balance for the nth cremation 
as 


0.15 • (900,000 + 454,000) + (13,000 + 37,500 + 800 + 72,000) - (138,200 + 80,000) 

5,300 


108,200 

5,300 


20.4 kg. 


[106] 


67 


We use the value indicated in Chapter 1.1. 
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This result is in good agreement with the experimental results. The following 
consumption data for coke were found in R. Kessler’s experiments described in 
Chapter 4: 

a) total consumption: 436 kg 

b) consumption for preheating of furnace: 200 kg 

c) consumption for 8 consecutive cremations: 236 kg 

d) consumption for one cremation inch preheating of furnace: 

436 - 8 = 54.5 kg 

e) consumption for one cremation without preheating of furnace: 

236 ^ 8 = 29.5 kg. 

The consumption for the eight cremations without preheating of the furnace still 
contain the heat absorbed by the refractory brickwork before a thermal steady 
state was reached. As the consumption of fuel including the preheating is 54.5 
kg, the effect of preheating on one cremation is therefore (54.5 - 29.5 =) 25 kg of 
coke or 25 54.5 • 100 = 45.87%. Furthermore, as the muffle has reached a tem¬ 

perature of 800°C at the end of the preheating stage, it is clear that the heat con¬ 
sumption up to steady state is necessarily lower for the first cremations; if it were 
equal, it would amount to (236 • 0.4587 ~) 108 kg of coke, and the coke consumed 
for one cremation would amount to (236 - 108) ^ 8 ~ 16 kg. The actual consump¬ 
tion must therefore be situated between this purely theoretical lower limit and the 
upper limit of 29.5 kg; if we take a mean value of (108^-2=) 54 kg, the consump¬ 
tion for the nth cremation would be 

(236 - 54) - 8 ~ 23 kg of coke. [107] 

The experimental data for the crematorium at Berlin-Wilmersdorf, too, confirm 
an average consumption for the nth cremation much below Heepke’s result. In 
fact, the actual average consumption of some 35 kg per cremation contains both 
the coke consumption for 52 heating-up operations after the weekend and the 312 
heating-up operations after the twelve hours of cooling on each operating day. 


8. Legal, Ethical and Professional Standards for 
Cremations in Germany 

Although the first German crematorium was built as early as 1878, cremation 
in Germany was not legally recognized for quite some time; in Prussia it became 
a legal option only with the law on cremation of September 14th, 1911 (see 
Lohmann 1912). In the other parts of the Reich, it was accepted between 1899 
and 1925, albeit with rather divergent regulations (Marcuse 1930, pp. 121-133). 
Legislation was unified only in the 1930s: the first “Law on Cremation” as such 
was promulgated on May 15th, 1934. It contained 11 articles that concerned in 
particular the medical and legal aspects of cremation as well as the supervisory 
role of the police in the matter. Shortly thereafter specific ordinances concerning 
the cremation furnaces and the cremation process were issued: “Service regula¬ 
tion for cremation devices” on November 5th, 1935, and “Decree concerning the 
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application of the law on cremation” on August 10th, 1938. Below follows a 
translation of those two decrees. 

“Service regulation for cremation devices of November 5th, 1935 

§i 

The person in charge of the cremation installation is responsible for its oper¬ 
ation. 

§2 

(1) The corpses may only be accepted, if the consignor can prove without 
doubt his own identity as well as that of the corpse. The corpses must be presented 
in coffins made of wood or of zinc. The coffins must be free from incombustible 
metallic decorations (fittings, handles) to the greatest extent possible and must be 
of a size and quality such as not to cause any difficulty during introduction into 
the cremation chamber and to guarantee a subsequent combustion without smoke 
or odor. 

(2) The coffins must not exceed the following measurements: 

Length: 2100 mm 

Width: 750 mm (in exceptional cases 800 mm) 

Height: 720 mm (excluding feet) 

(3) On the front part of each coffin must be affixed a label of the consignor 
clearly showing last name and first name of the deceased as well as the date and 
hour of the funeral ceremony. 

(4) If there are any objects of value on the corpse, the consignor must indicate 
this and the recipient must verify their presence. 

(5) The consignment of a corpse must be recorded in a book (book of consign¬ 
ments) with the following details: 

a) Last name and first name of the corpse consigned 

b) Name (firm) of consignor 

c) Date of consignment 

d) Presence of any valuables on corpse 

The recipient and the consignor must certify the accuracy of the above by their 
signatures in the book. 

§3 

(1) The person in charge decides on the momen t of incineration. 

(2) Cremation must not take place prior to the expiry of a period of 24 hours 
counted from the moment of the presentation of the request to the police authori¬ 
ties at the place of cremation. It may take place only, if the written permission of 
the police authority at the place of cremation is presented (§3 of the Law). It must, 
however, be carried out within 72 hours starting with the establishment of the 
permission by the police. If this period cannot be observed, the person in charge 
must request from the police authority an extension of the period, specifying the 
reasons for the delay. 

§4 

The funeral hall of the cremation installation - of the cemetery - is available 
for funeral ceremonies. The corpses are preserved in the mortuary. Corpses with 
valuables must be placed under special custody. On reception, any fittings at¬ 
tached by screws must be removed. The coffins will be closed not later than half 
an hour before the funeral ceremony. If the operation allows, the bereaved may 
view the corpse up to the beginning of the funeral ceremony. The public exposure 
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of the corpse and the opening of the coffin during the funeral ceremony are pro¬ 
hibited, unless the police authority has granted an exception. 

(2) For corpses ofpersons having died from a contagious disease, the dispo¬ 
sitions of the Reich and of the regional states in force for such cases will be ap¬ 
plicable. The opening of the coffin in such cases will not be permitted. 

§5 

(1) The corpses may be cremated in the coffins or coffin inserts in which they 
have been received. Only one corpse at a time may be cremated in one cremation 
chamber. 

(2) The body of a stillborn child or of a child having died during birth may be 
cremated together with the body of the mother. 

(3) Care has to be taken for the cremations to take place in dign ified manner. 

(4) Prior to the introduction of the corpse, the cremation furnace must be 
heated until the walls of the [cremation] chamber have started to glow in order 
for the cremation process to proceed without further or supplementary supply of 
heat. In exceptional cases, supplementary heating may be added during the cre¬ 
mation. 

(5) Prior to the introduction of the coffin, an indestructible plate must be 
placed on the coffin, clearly embossed with the entry number in the cremation 
registry and the name of the cremations installation. 

(6) During the cremation process, care has to be taken to prevent to the great¬ 
est possible extent that smoke becomes visible above the chimney. Any kinds of 
measures aimed at an acceleration of the process are strictly prohibited. 

(7) When the coffin is introduced into the furnace, the presence of two relatives 
of the deceased or two persons designated by them is permitted. The observation 
of the cremation itself is not permitted to the relatives nor to third parties, but only 
to the attendants of the installations. The municipal director or the office author¬ 
ized by him may allow the observation to certain individuals, provided they 
demonstrate a scientific objective. 

§6 

Treatment of the ashes 

(1) After the end of the cremation, the cremation chamber must be carefully 
cleaned. The ashes remaining must be removed from the furnace, cooled, freed 
from any metal parts by means of magnets and then transferred, together with an 
identification plate, into a metal container, air and watertight over a long period, 
which must be officially sealed. The lid of the container must be of a resistant 
metal (e.g. steel plate). The lid or a metal plate attached to it must be clearly 
embossed in relief as high as possible with the following data: 

1. The cremation number corresponding to the cremation number and to the 
number plate of the ashes, 

2. last name, first name and state of the deceased, 

3. place, date and year of his birth, 

4. place, date and year of his death, 

5. place and date of the cremation. 

(2) The containers must correspond to the norm set up by the German Institute 
for Standardization of Berlin, DIN standard 3198 “Ash lids for urns. ” 
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§ 7 

Register of cremations 

A register for cremations carried out must be kept in accordance with attach¬ 
ment 2 of section 11 of the decree of June 20th, 1934, concerning the application 
of the Law on Cremations (Reich official gazette, I, 519). At the end of the calen¬ 
dar year it must be closed and verified against the one kept by the police authority. 

§8 

Burial of the ashes 

(1) The ashes of each corpse must be interred in a hall, in a wood, or in a 
place of burial for urns, unless an exception has been granted by the police au¬ 
thority on the basis of §9, section 3, of the Reich Law on cremations. 

(2) The ashes must not remain in the possession of the relatives, not even tem¬ 
porarily. Therefore, the container of the ashes may not be handed to them or to 
their trustees, not even for the burial elsewhere. ” (Schumacher 1939, pp. 118f.) 

The “Decree concerning the Application of the Law on Cremation” of August 
10th, 1938 (Document 92) specified the following: 68 

“On the basis of §10 of the Law on Cremation dated May 15th, 1934 
(Reichsgesetzblatt I, p. 380) it is decreed: 

§1. An expression certifying the wish directed towards cremation, laid down 
on the form of an association for cremation and personally signed, will stay valid 
even if it not written personally. 

§2 (1) The police authority for the place of cremation must maintain a register 
for all cremations authorized by it, separately for each independent installation if 
applicable, specifying by consecutive numbers: 

1. last name and first name of the deceased 

2. date and place of birth 

3. date and place of death 

4. last residence 

5. rank or profession 

6. religious affiliation 

7. cause of death 

8. date and hour of cremation 

9. date and number of authorization certificate 

10. place of disposal of ash remains 

11. change ofplace of disposal of ash remains (§ 10, par. 2). 

(2) The register is to be preserved, together with the certificates and proof 
documents pertaining to the authorization, for 30 years following the last entry in 
the register. 

§3 (1) The official medical certificate prescribed in accordance with §3, par. 
2, No. 2, of the Law must be prepared by the official or forensic physician licensed 
in the place of death or the place of cremation in conformity with the form at¬ 
tached. 

(2) The supreme regional authorities may, if necessary, authorize other phy¬ 
sicians for the inquest and the preparation of the certificate, provided these per¬ 
sons have passed the official medical examination for local, regional or forensic 
physicians, or have successfully attended a special course imparting the know- 


68 


Reichsgesetzblatt 1938, Teil I, pp. lOOOf. 
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ledge necessary for forensic inquests, or had been entrusted with these activities 
before promulgation of the Law. 

§4. In the case of corpses being transferredfor cremation from a foreign coun¬ 
try, the police authorities of the place of cremation will decide whether the corpse 
passport established in accordance with the international agreement concerning 
the transportation of corpses is sufficient for proof of the cause of death. Any 
doubts must be clarified by an official inquest as specified in §3, par. 2, No. 2 of 
the Law. 

§5. The expression of the wish towards cremation may be revoked. The revo¬ 
cation must be proven in an irrefutable manner; irrefutable proof is considered 
as having been furnished in particular if the revocation takes one of the forms laid 
down in §4, Nos. 1 to 3, of the Law. 

§6. The cremation installation must have available a corpse repository, in 
which the corpses can be kept prior to cremation. Furthermore, a room for au¬ 
topsies must be provided, containing the equipment needed for such a purpose. 

§7. The cremation installation and its operation are subjected to the supervi¬ 
sion of the police authorities at the place where the installation is located. The 
operation will follow the operational procedures, must be approved by the su¬ 
preme state authorities, and will specify the fees applicable. 

§8. The person in charge of the operation of the cremation installation must 
be expressly authorized by the supervising police authority. 

§9. Cremation may only be undertaken after the written authorization of the 
police authority of the place of cremation (§3 of the Law) has been presented to 
the person in charge of the operation of the cremation installation. The cremation 
must be undertaken within three times 24 hours after establishment of the police 
authorization. If this period cannot be respected, the person in charge of the op¬ 
eration of the cremation installation must submit an application for an extension 
of the period to the police authorities specifying the reasons for the delay. 

§ 10 (1). The person in charge of the operation of the cremation installation 
must immediately notify the competent police authority of the cremation and of 
the disposal or shipment of the ash remains. In this connection, the following must 
be specified: Last name and first name of the person cremated, number and date 
of the authorization document of the police, time of cremation, time and place of 
disposal of ash remains, address to which the ash remains have been transferred 
in case of transfer. Transfer of ash remains may only be undertaken when the 
person in charge has received a certificate of the cemetery administration con¬ 
cerning the approval of burial. 

(2) If the ash remains have been transferred for burial to a different location, 
the cemetery administration or the police authority of this location must notify the 
police authority of the place of cremation of the execution of the burial. Any ship¬ 
ment of ash remains previously buried must be notified to the police authority of 
the place of cremation. 

(3) Ash remains must not be handed over to the family or their agents, be it 
for burial at a different location, subject to the exception in §9, par. 3 of the Law. 

(4) The resting period for ash remains is twenty years, if a resting period of 
20 years or more is applicable for interments at the same location; in all other 
cases the resting period for ash remains must be at least equal to the resting pe¬ 
riod specified for interments at the same location. After the end of the resting 


C. Mattogno, F. Deana, The Cremation Furnaces of Auschwitz 


127 


period, the ash remains and their containers still present and recognizable as such 
are to be incorporated into the ground in a collective burial site. 

§11 (1). A register in accordance with the sample attached (cremation regis¬ 
ter) must be kept for the cremations carried out in the cremation installation. At 
the end of each calendar year, this register must be closed and must be compared 
with the register kept by the police authority (§2). 

(2) The register of cremations, together with the corresponding authorization 
documents, is to be preserved for thirty years following the last entry made in the 
register. 

§12 (1) The corpses must be cremated in the coffins or coffin inserts in which 
they arrive at the cremation installation. The coffins must be made of thin wood 
or zinc plate and be free from metal fixtures. Pitch must not be used for filling of 
cracks. As a mattress for the corpse as well as for the filling of any cushions, 
sawdust or plane shavings, excelsior or peat mull are to be used. The lining of the 
coffin and the garments of the corpse may be prepared in the usual way, however, 
metal nails for the lining and needles, hooks and eyes for closing the garments 
are not authorized, simple cloth-covered buttons being permitted. 

(2) The Reich Minister of the Interior may allow other substances than those 
mentioned in par. 1, to be used for the mattress of the corpse and as filling mate¬ 
rial for the cushions. 

§13. Only one corpse may be cremated in the cremation chamber at any one 
time. Before their introduction into the cremation furnace, the coffins must be 
equipped with a plate which cannot be destroyed by the heat of the furnace and 
which displays in a clearly visible manner the entry number in the cremation reg¬ 
ister concerning the cremation as well as the name of the cremation installation. 
The ash remains of each corpse must be collected, together with the number plate, 
in a solid, permanent and air and watertight vessel, which must be closed by an 
officially recognized person. The lid of the vessel is to be provided with a well- 
attached plate showing the following indications in a clear embossed lettering: 

1. the cremation number, identical to the cremation register and the ash num¬ 
ber plate 

2. last name and first name of the deceased person 

3. place, date and year of birth 

4. place, date and year of death 

5. place and date of cremation. 

§14 (1) The expenses for the official inquest are to be computed on the basis 
of the minimum rates of the rate-table for official or forensic medical acts. The 
costs thus generated will be borne by the person responsible for the interment. 

(2) To the extent that any fees are charged for the police authorizations, they 
should not exceed three Reichsmarks. 

§ 15 (1) This decree will come into force the day following its publication. 

(2) At the same time, the following will be rescinded: 

- the decree for the execution of the law on cremation dated June 26th, 1934 

(Reichsgesetzblatt I, p. 519), 

- the decree concern ing the alteration of the decree concerning the execution 

of the law on cremation dated October 16th, 1936 (Reichsgesetzblatt I, p. 

884) and 
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- the second decree concerning the alteration of the decree concerning the 
execution of the law on cremation dated October 13th, 1937 (Reichs- 
gesetzblatt I, p. 1132). 


Berlin, August 10th, 1938. 

The Reich Minister of the Interior 
By procuration, Dr. Stuckart” 
The way toward these legislative provisions had been prepared and paved in Ger¬ 
many by ethical and professional norms which were inspired by the cremation 
associations and the administrations of the German crematoria. In 1932, the Un¬ 
ion of cremation associations for the Greater Germany requested the engineer 
Richard Kessler to draw up ethical and professional guidelines for cremation, 
which were published the same year under the title “Norms for the construction 
of furnaces for the cremation of human corpses” (Kessler 1932, 1933b). 

These norms considered cremation from four points of view: ethical, esthetic, 
hygienic and economic. In 1937 the Union of cremation associations for Greater 
Germany decided to review the norms defined by Kessler - who, incidentally, 
had died on June 24th, 1933 - in view of the laws on cremation promulgated in 
1934 and 1935. This re-elaboration was published under the title “Norms for the 
construction and operation of furnaces for the cremation of human corpses”; it 
was divided into four sections, the last of which consisted of the law of November 
5th, 1935. The norms laid down in the first three sections were the following 
(GroBdeutscher... 1937): 

“The cremation furnace, in the same way as the various main, operational and 
ancillary buildings necessary for a crematorium, must be conceived in conformity 
with the solemn purpose in such a way as to guarantee the general principles of 
ethics, esthetics and economy. In the construction and operation, the following 
demands must be satisfied: 


A. Lay-out of the rooms 

1. The operating hall must be divided, by means of a partition, into an ante¬ 
chamber (in troduction room) and the furnace hall as such. 

2. The introduction room must be realized in a particularly dignified manner 
in view of the purpose which it serves. 

3. The introduction device for the coffin must operate without noise and must 
moreover be built in such a way as not to clash with the architecture of the intro¬ 
duction room. 

4. The introduction opening of the furnace must be provided not only with the 
usual closure of refractory clay but also with a closure adapted to the style of the 
introduction room. 

5. The introduction and operating rooms must be equipped with good means 
of ventilation. 

B. Cremation furnace 

1. The cremation furnace must be built in such a way that 

a) only one body at a time can be cremated in the cremation chamber, 

b) the cremation process can be observed through viewing ports, 

c) the internal devices can be cleaned easily and comfortably without any san¬ 
itary risk for the personnel, 
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d) during the heating operations to achieve the operating temperature the 
solid, liquid or gaseous fuel used will burn without smoke or odor, 

e) the cremation of the corpse takes place without smoke or odor, 

f) at the entry to the chimney a draft of at most a quarter of that of the flue may 
be perceived, 

g) no combusted gases escape into the room during or after the introduction 
of the corpse, 

h) any and all liquid substances forming during the cremation are retained 
and completely dissolved with in the furnace. 

2) The introduction of the coffin into the cremation chamber may take place 
only after the latter has been preheated to 500°C. In furnaces with internal heat¬ 
ing, the heat supply must, in principle, be cut before the corpse is introduced. If, 
in special cases, it should be necessary to supply additional heat during the cre¬ 
mation, this must take place only during the second phase of the cremation and 
by means of clean combusted gases; the use of jet flames is not allowed. If the 
cremation chamber is heated by means of electricity or from the outside, addi¬ 
tional heat supply is always possible. 

3. In furnaces having mixed heating, the switchover from one to the other heat¬ 
ing system must be possible during the cremation without an interruption of the 
cremation process. 

4. The outside surfaces must have a dignified appearance and must be easy to 
clean. The cladding must be easy to disassemble and to re-use. If there are tech¬ 
nical parts directly on the furnace (pipes, anchor, bolts etc.), they must be hidden 
to the greatest possible extent. 

5. All external surfaces of the furnace must be sufficiently well insulated 
against heat radiation. For the insulation, only insulating materials that can be 
easily removed and re-employed in case of repair work are to be used. Insulation 
simply by means of simple air chambers is not acceptable. 

6. Taking into account the economics of the process, the cremation chamber 
must be laid out in such a way that a normal coffin can be placed into it. 

For this purpose, the following minimum internal dimensions are specified: 

Width: 900 mm, surface of the floor at least 800 mm, diameter of semi¬ 

circular vault 800 mm; this reduction starts at a level of250 mm 

Height: 900 mm 

Length: 2,250 mm 

From these furnace dimensions, taking into account the demands of heat tech¬ 
nology, the following maximum dimensions for the usable coffins are derived: 

Height: 720 mm, not counting the feet 

Width: 750 mm, exceptionally 800 mm maximum 

Length: 2,100 mm 

Coffins exceeding the above dimensions must be refused. 

7. The inside of the cremation chamber must be as smooth as possible, open 
joints in which ash particles could settle are to be avoided. 

8. With respect to the design of the cremation chamber, both a grate and a 
plate are acceptable for the floor. 
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In furnaces with grates, the open width of the grate bars must not exceed 210 
mm for transverse grates or 100 m for longitudinal grates. 

In furnaces with movable or reversible floor-plates for the removal of the 
ashes, these plates must not be moved before the end of the cremation. Safety 
measures must be taken to avoid any premature movement of the plates. 

9. The refractory material used must be absolutely insensitive to the high tem¬ 
peratures and the temperature fluctuations that the furnace undergoes. 

10. From the structural point of view, the refractory mass of the cremation 
furnace must be such that the heat accumulated during the preheating phase up 
to the operating temperature is sufficient for the cremation to be carried out by 
means of cold or preheated combustion air. 

11. The cremation chamber and the post combustion chamber must be sepa¬ 
rated by a separating wall. It may be reversible but must close sufficiently tight to 
prevent ash particles from falling through. 

12. With cremation furnaces for normal and continuous usage, a recovery sys¬ 
tem should be considered for the greatest possible exploitation of the discharge 
gases, to the extent that the design of the furnace allows it. 

13. To enhance the draft of the chimney, forced-draft devices are acceptable 
in cases where chimneys cannot be built sufficiently high for architectural rea¬ 
sons. However, the discharge gases must be discharged in a way such that the 
environment is not affected. 

14. The utilization of the discharge gases for purposes other than the mere 
execution of the cremation must be refused for reasons of reverence. 

15. All closures and other control devices on the furnace, in the flue duct, and 
in the chimney must be made tight in a way such that false air currents are ex¬ 
cluded. 

16. In order to follow the course of the preheating to the operating tempera¬ 
ture and of the subsequent cremations, it is absolutely necessary to equip [the 
furnace] with at least the following control instruments: 

a) temperature measuring device in the cremating chamber, 

b) temperature measuring device in the flue duct, 

c) temperature recorder, 

d) manometer. 

17. For the cremation the furnace must be designed moreover in such a way 
that during the period between the introduction of the coffin and the end of the 
cremation process no direct manipulations are necessary. After the cremation has 
taken place, [such manipulations] must be limited exclusively to: 

a) the cleaning of the cremation chamber, 

b) to the transfer of the ashes from the upper ash collection point into the post¬ 
combustion chamber, 

c) to the transfer of the ashes from the post-combustion chamber to the ash 
removal vessel. 

18. In the case of zinc coffins, the liquid zinc must be withdrawn into a special 
container. 

C. Ashes 

1. The ashes must be completely burnt out andfree from charcoal residue and 
other combustibles. 
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2. The removal of the ashes from the post-combustion chamber must be done 
in a dignified manner. 

Before being loaded into the urn, the ashes must be freed from charcoal par¬ 
ticles and metal parts of the coffin, outside the furnace. 

3. The handling of the ashes after their removal from the furnace up to the 
closing of the urn must absolutely be done without [creating] any dust. 

D. General Remarks 

1. All devices necessary for the operation of the installation must work silently. 
It is imperative to prevent the transmission of any inevitable sounds into the other 
rooms. 

2. For the operation of the installation, other than the norms set out above, 
the following “Service regulations for cremation plants dated November 5th, 
1935 ” are binding. ” (Followed by the text of the law.) 

The resurgence, in these norms, of the ideal of a completely indirect cremation 
process - which had given rise to many vigorous attacks against the decree of 
October 24th, 1924, with its acceptance of the semi-direct process - shows how 
strongly the German cremation associations held onto the primacy of the ethical 
and esthetic aspects of cremation. In practice, however, the crematoria were more 
inclined to follow a course dictated by considerations of economy, a development 
which had already started prior to the above decree. Hence what these norms re¬ 
garded as the exception, at least for furnaces with a gasifier, tended to become 
the rule. 


9. Cremation Statistics 

9.1. Statistics for Germany (1878-1939) 

The first German crematorium went into operation at Gotha on December 
10th, 1878; for twelve consecutive years, it was also to be the only one. Over the 
last decade of the 19th century, the number of crematoria rose very slowly: in 
1900, there were hardly five. A notable increase occurred only in the years pre¬ 
ceding the First World War: by 1913 there were 40 crematoria, and by the end of 
the war 52 had been built. In the period between the two great wars the movement 
for cremation grew at a rapid pace, and the number of crematoria increased ac¬ 
cordingly. There were 54 in 1920, 68 in 1925, 104 in 1930, and 114 in 1935. With 
the inauguration of the Lahr crematorium (July 16th, 1939) - the last crematorium 
built before the outbreak of the Second World War - the number of crematoria in 
the Old Reich reached 122, but on the territory of the Greater Germany a total of 
131 existed, five of which were in Austria and four in the Sudeten territory. 

The following table covering the period between December 10th, 1878, and 
April 10th, 1928, presents data concerning the first 83 German crematoria (Ver- 
band... 1928, pp. 82-87; see Document 112). 
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Table 3: Chronological List of German Crematoria between 1978 and 1928 


# 

Location 

Start-up Date 
(dd/mm/yyyy) 

# of 

Furnaces 

Furnace System and Manufacturer 

1 

Gotha 

10/12/1878 

2 

1. Friedrich Siemens, Dresden 

2. Richard Schneider, Dresden 

2 

Heidelberg 

22/12/1891 

1 

Klingenstierna (Gebr. Beck), Offenbach 

3 

Hamburg 

19/11/1892 

2 

Richard Schneider, Dresden 

4 

Jena 

14/02/1898 

2 

Klingenstierna (Gebr. Beck), Offenbach 

5 

Offenbach a.M. 

07/12/1899 

1 

Klingenstierna (Gebr. Beck), Offenbach 

6 

Mannheim 

20/02/1901 

1 

Richard Schneider, Dresden 

7 

Eisenach 

20/01/1902 

1 

Richard Schneider, Dresden 

8 

Mainz 

03/05/1903 

2 

Klingenstierna (Gebr. Beck), Offenbach 

9 

Karlsruhe 

25/04/1904 

1 

Richard Schneider, Dresden 

10 

Heilbronn 

26/06/1905 

1 

Klingenstierna (Gebr. Beck), Offenbach 

11 

Ulm 

01/01/1906 

2 

1. Klingenstierna-Beck, Offenbach 

2. Gebriider Beck, Offenbach 

12 

Chemnitz 

15/12/1906 

2 

1. Richard Schneider, Dresden 

2. Gebriider Beck, Offenbach 

13 

Bremen 

24/02/1907 

2 

1 .Klingenstierna-Beck, Offenbach 

2.Alfred Schmidt, Bremen 

14 

Stuttgart 

06/04/1907 

2 

1. Klingenstierna-Beck, Offenbach 

2. Wilhelm Ruppmann, Stuttgart 

15 

Coburg 

12/11/1907 

2 

Gebriider Beck, Offenbach 

16 

Possneck 

16/10/1908 

1 

Gebriider Beck, Offenbach 

17 

Zittau 

01/04/1909 

1 

R. Schneider, Techn. Ofenbaubiiro, Berlin 

18 

Baden-Baden 

25/10/1909 

1 

Gebriider Beck, Offenbach 

19 

Zwickau 

01/11/1909 

2 

Gebriider Beck, Offenbach 

20 

Leipzig 

01/01/1910 

3 

R. Schneider, Stettiner Schamottefabrik 

21 

Liibeck 

15/05/1910 

2 

Gebriider Beck, Offenbach 

22 

Dessau 

18/05/1910 

2 

1. Toisul & Fradet, Paris 

2. Gebriider Beck, Offenbach 

23 

Gera 

12/06/1910 

2 

Gebriider Beck, Offenbach 

24 

Reutlingen 

01/01/1911 

1 

Wilhelm Ruppmann, Stuttgart 

25 

Dresden 

22/05/1911 

3 

2. R. Schneider, Stettiner Schamottefabrik; 

1. J.A. Topf & Sohne, Erfurt 

26 

Goppingen 

08/10/1911 

1 

Wilhelm Ruppmann, Stuttgart 

27 

Meiningen 

08/10/1911 

1 

Gebriider Beck, Offenbach 

28 

Weimar 

14/12/1911 

2 

1. R. Schneider, Stettiner Schamottefabrik; 

2. J.A. Topf & Sohne, Erfurt 

29 

Sonneberg i.Th. 

20/12/1911 

1 

Gebriider Beck, Offenbach 

30 

Hagen i.W. 

16/09/1912 

2 

1. Custodis, Diisseldorf 

2. Kori, Berlin 

31 

Frankfurt a.M. 

12/10/1912 

2 

R. Schneider, Stettiner Schamottefabrik 

32 

Berlin, Gerichtsstr. 

28/11/1912 

3 

R. Schneider, Stettiner Schamottefabrik 

33 

Munich 

28/11/1912 

2 

R. Schneider, Techn. Ofenbaubiiro, Berlin 

34 

Wiesbaden 

19/12/1912 

2 

R. Schneider, Stettiner Schamottefabrik 

35 

Nuremberg 

15/05/1913 

2 

Wilhelm Ruppmann, Stuttgart 

36 

Berlin-Treptow 

23/06/1913 

2 

Gebriider Beck, Offenbach 

37 

Tilsit 

09/09/1913 

1 

R. Schneider, Stettiner Schamottefabrik 

38 

Esslingen 

01/10/1913 

1 

Wilhelm Ruppmann, Stuttgart 

39 

Greifswald 

26/10/1913 

1 

Gebriider Beck, Offenbach 

40 

Gorlitz 

28/11/1913 

1 

R. Schneider, Stettiner Schamottefabrik 

41 

Freiburg i. Br. 

15/04/1914 

1 

J.A. Topf & Sohne, Erfurt 
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# 

Location 

Start-up Date 
(dd/mm/yyyy) 

# of 

Furnaces 

Furnace System and Manufacturer 

42 

Darmstadt 

10/10/1914 

1 

Gebriider Beck, Offenbach 

43 

Danzig 

15/10/1914 

2 

R. Schneider, Stettiner Schamottefabrik 

44 

Augsburg 

25/05/1915 

1 

Gebriider Beck, Offenbach 

45 

Braunschweig 

01/07/1915 

2 

R. Schneider, Stettiner Schamottefabrik 

46 

Hirschberg i.Schl. 

22/08/1915 

1 

J.A. Topf & Sohne, Erfurt 

47 

Krefeld 

04/10/1915 

1 

R. Schneider, Stettiner Schamottefabrik 

48 

Halle a.d.S. 

23/12/1915 

2 

J.A. Topf & Sohne, Erfurt 

49 

Kiel 

14/02/1916 

1 

Gebriider Beck, Offenbach 

50 

Friedberg/Hess. 

15/03/1917 

1 

Gebriider Beck, Offenbach 

51 

Pforzheim 

02/08/1917 

1 

Wilhelm Ruppmann, Stuttgart 

52 

Plauen i.V. 

01/02/1918 

1 

R. Schneider, Stettiner Schamottefabrik 

53 

Konigsberg/Pr. 

05/12/1918 

2 

Wilhelm Ruppmann, Stuttgart 

54 

Konstanz 

15/05/1920 

1 

Gebriider Beck, Offenbach 

55 

Rudolstadt/Th. 

15/06/1921 

1 

R. Schneider, Stettiner Schamottefabrik 

56 

Berlin-Wilmersd. 

11/05/1922 

2 

R. Schneider, Stettiner Schamottefabrik 

57 

Ilmenau 

22/10/1922 

1 

J.A. Topf & Sohne, Erfurt 

58 

Hanover 

24/02/1923 

2 

J.A. Topf & Sohne, Erfurt 

59 

Erfurt 

04/04/1923 

2 

J.A. Topf & Sohne, Erfurt 

60 

Suhl 

11/08/1923 

1 

J.A. Topf & Sohne, Erfurt 

61 

Magdeburg 

22/11/1923 

2 

J.A. Topf & Sohne, Erfurt 

62 

Griinberg/Schl. 

05/01/1924 

1 

J.A. Topf & Sohne, Erfurt 

63 

Dortmund 

24/05/1924 

2 

J.A. Topf & Sohne, Erfurt 

64 

Arnstadt i.Th. 

1/10/1924 

1 

J.A. Topf & Sohne, Erfurt 

65 

Guben 

19/11/1924 

1 

J.A. Topf & Sohne, Erfurt 

66 

Selb i.B. 

7/02/1925 

1 

J.A. Topf & Sohne, Erfurt 

67 

Bernburg 

17/02/1925 

1 

J.A. Topf & Sohne, Erfurt 

68 

Stettin 

17/02/1925 

2 

1. R. Schneider, Stettiner Schamottefabrik; 

2. idem (improved device) 

69 

Apolda 

16/04/1925 

1 

J.A. Topf & Sohne, Erfurt 

70 

Wilhelmshaven 

11/02/1926 

1 

J.A. Topf & Sohne, Erfurt 

71 

Breslau 

12/04/1926 

1 

Gebriider Beck, Offenbach 

72 

Kassel 

21/05/1926 

1 

J.A. Topf & Sohne, Erfurt 

73 

Hochst a.M. 

01/06/1926 

1 

J.A. Topf & Sohne, Erfurt 

74 

Liegnitz 

08/07/1926 

1 

J.A. Topf & Sohne, Erfurt 

75 

GieBen 

07/08/1926 

1 

J.A. Topf & Sohne, Erfurt 

76 

Brandenburg (II.) 

17/10/1926 

1 

J.A. Topf & Sohne, Erfurt 

77 

Weissenfels a.S. 

07/02/1927 

1 

Kori, Berlin 

78 

Tuttlingen 

14/08/1927 

1 

Wilhelm Ruppmann, Stuttgart 

79 

Eisfeld 

29/09/1927 

1 

J.A. Topf & Sohne, Erfurt 

80 

Ludwigsburg 

22/10/1927 

1 

Wilhelm Ruppmann, Stuttgart 

81 

Hildburghausen 

27/10/1927 

1 

Gebriider Beck, Offenbach 

82 

Freiberg i.S. 

02/03/1928 

1 

Gebriider Beck, Offenbach 

83 

Quedlinburg 

10/03/1928 

1 

J.A. Topf & Sohne, Erfurt 


The number of furnaces indicated corresponds to those actually existing in 1928. In certain crematoria, the old fur¬ 
naces had been demolished and replaced with new devices. The last column of the list contains furnaces which were 
subsequently demolished. 


By the end of 1928 the number of German crematoria had risen to 88, because 
between March 10th and December 31st five more crematoria were built: at Ros¬ 
tock, Schwenningen, Langensalza, Nordhausen and Saalfeld. Another 34 crema¬ 
toria were set up between 1929 and 1939. The following table lists them by num¬ 
ber, by location and by year of construction: 
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# 

Location 

Year 

# 

Location 

Year 

89 

Bielefeld 

1929 

106 

Lindau 

1931 

90 

Wetzlar 

1929 

107 

Cuxhaven 

1931 

91 

Hof 

1929 

108 

Duisburg-H. 

1932 

92 

Muhlhausen 

1929 

109 

Landau 

1932 

93 

Altenburg 

1929 

110 

Fiirstenberg 

1934 

94 

Forst 

1930 

111 

Naumburg 

1934 

95 

Reichenbach 

1930 

112 

Lauscha 

1934 

96 

Hanau 

1930 

113 

Celle 

1935 

97 

Potsdam 

1930 

114 

Essen 

1935 

98 

Bremerhaven 

1930 

115 

Diisseldorf 

1936 

99 

Saarbrucken 

1930 

116 

Cologne 

1937 

100 

Sondershausen 

1930 

117 

Osnabruck 

1937 

101 

Eisleben 

1930 

118 

Schneidemiihl 

1937 

102 

Kolberg 

1930 

119 

Dobeln 

1938 

103 

Frankfurt a.O. 

1930 

120 

Flensburg 

1938 

104 

Schwerin 

1930 

121 

Gleiwitz 

1938 

105 

Meissen 

1931 

122 

Lahr 

1939 


Sources: “Die Feuerhallen...” 1939, p.7; “Einascherungen...” 1940, p. 20, 29 


In the Sudeten territory there were four crematoria: at Reichenberg (1918), at 
Aussig (1933), at Brux (1924), and at Karlsbad (1933); Austria had five crema¬ 
toria: in Vienna (1923), at Steyr (1927), at Linz (1929), at Salzburg (1931), and 
at Graz (1923). Thus there were altogether 131 crematoria in Grossdeutschland 
in 1939. 

Because initially the practice of cremation was a novelty, often repressed by 
the dominant cultural factors and because consequently there existed only few 
crematoria, the annual number of cremations remained very low for a long time, 
beginning to grow consistently only after the end of the First World War: It stayed 
below 100 until 1886, below 1,000 until 1902, and below 10,000 until 1912. In 
1918 there were 15,878 cremations, and in the years thereafter the figure grew 
rapidly, exceeding 100,000 in 1939. The following table shows the number of 
cremations in Germany year by year: 


Year 

Cremas 

Cremations 

Year 

Cremas 

Cremations 

1878 

1 

1 

1893 

3 

256 

1879 

1 

17 

1894 

3 

267 

1880 

1 

16 

1895 

3 

263 

1881 

1 

33 

1896 

3 

312 

1882 

1 

33 

1897 

3 

374 

1883 

1 

46 

1898 

4 

423 

1884 

1 

69 

1899 

5 

511 

1885 

1 

76 

1900 

5 

639 

1886 

1 

95 

1901 

6 

692 

1887 

1 

110 

1902 

7 

861 

1888 

1 

95 

1903 

8 

1.075 

1889 

1 

128 

1904 

9 

1.381 

1890 

1 

111 

1905 

10 

1.769 

1891 

2 

165 

1906 

12 

2.052 

1892 

3 

221 

1907 

15 

2.980 
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Year 

Cremas 

Cremations 

Year 

Cremas 

Cremations 

1908 

16 

4.049 

1924 

63 

33,477 

1909 

19 

4,773 

1925 

68 

36,110 

1910 

23 

6,094 

1926 

75 

40,040 

1911 

29 

7,551 

1927 

81 

45,758 

1912 

34 

8,858 

1928 

88 

47,783 

1913 

40 

10,215 

1929 

93 

56,060 

1914 

43 

11,140 

1930 

104 

53,203 

1915 

48 

10,640 

1931 

107 

58,259 

1916 

49 

11,448 

1932 

109 

60,266 

1917 

51 

13,952 

1933 

109 

63,674 

1918 

52 

15,878 

1934 

112 

62,262 

1919 

53 

15,895 

1935 

114 

70,062 

1920 

54 

16,855 

1936 

115 

76,624 

1921 

54 

19,350 

1937 

118 

80,407 

1922 

56 

26,928 

1938 

130 

84,634 

1923 

60 

33,475 

1939 

131 

102,022 


Sources: Weinisch 1929, p. 33; “Die deutschenKrematorien...” 1940, p. 13; 

“Tabelle...” 1944, p. 17. 


The list contains the data for Austria and for the Sudeten territory from the time 
they became part of Greater Germany. 

Between 1878 and 1939 altogether 1,201,823 corpses were cremated in Ger¬ 
many. 

In 1939 the number of deaths in Germany was 1,007,122, that of corpses in¬ 
cinerated was 102,022, hence some 10 percent. 69 This percentage of bodies cre¬ 
mated grew steadily from the beginning of the century, in line with the increasing 
presence of crematoria and their increasing acceptance: in 1900 it was 0,5%, in 
1910, 0.6%, in 1920, 1.8%, in 1930, 7.4%, in 1935, 9%, in 1936, 9.5%, in 1937, 
9.9% and in 1938, 10.5% (Helbig 1940, p. 29). 

In 1940, there were 108,630 cremations (= 10.3%), in 1941, 107,103 (= 
10.75%), and in 1942, 114,184 (= 11.5%). 69 

9.2. Statistics of Other Countries 

As already mentioned in Chapter 3, 19 crematories were constructed in the 
United States between 1876 and 1895, but the number of cremations remained 
rather low, as results from the following table (Probst/Chairman 1895, p. 181): 


69 


Die Feuerbestattung, 16. Jg., 1944, p. 17. 
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City 

Inau¬ 

gura¬ 

tion 

Year 

Total 

Cremations 

Ger 

Male 

Lder 

Female 

Washington, D.C. 

1876 

38 

29 

9 

Lancaster, PA, 

1884 

89 

67 

22 

Fresh Pond Is., NY 

1885 

1,554 

1,084 

470 

Buffalo, NY 

1885 

250 

166 

84 

Pittsburgh, PA 

1886 

100 

63 

37 

Cincinnati, OH 

1887 

314 

214 

100 

Detroit, MI 

1887 

183 

111 

72 

Los Angeles, CA 

1887 

182 

119 

63 

St. Louis, MO 

1888 

437 

300 

137 

Philadelphia, PA 

1888 

399 

264 

135 

Baltimore, MD 

1889 

84 

57 

27 

Swinburne Is. , NY 

1889 

109 

? 

? 

Troy, NY 

1890 

56 

37 

19 

Waterville, NY 

1891 

5 

1 

4 

Davenport, IA 

1891 

36 

27 

9 

San Francisco, CA 

1893 

200 

112 

88 

Chicago, IL 

1893 

87 

54 

33 

Boston, MA 

1893 

118 

59 

59 

San Francisco, CA 

1895 

28 

18 

10 


Total 4,269 


8,594 cremations were performed in the U.S. during the five years spanning from 
1896 to 1900. 70 In 1928, 109 crematories existed in the U.S., and the number of 
cremations exceeded 300,000 (Ichok 1931, p. 683): 


Period 

Cremas 

Cremations 

Period 

Cremas 

Cremations 

1876-1884 

2 

28 

1904-1908 

37 

24,356 

1885-1888 

9 

395 

1909-1913 

51 

38,963 

1889-1893 

15 

2,257 

1914-1918 

77 

65,571 

1894-1898 

22 

5,937 

1919-1923 

87 

72,647 

1899-1903 

28 

13,784 

1924-1928 

109 

101,467 


Total 325,405 


The first British crematory was built in 1885. By the end of 1909 some 8,000 
cremations had been performed as follows: 71 


70 Cobb 1901, pp. 117f. The author presents detailed statistical tables on cremations in the U.S. and UK, 
in Italy, Denmark, France, Germany, Sweden and Switzerland sorted by the crematory location and 
year (pp. 117-121). 

71 Rolants 1910, p. 1123; accurate statistics can be found in: Thompson 1889a, pp. 713-715; “Crema¬ 
tion...” 1909, pp. 349-351; “Progress...” 1910, pp. 579-581; “The progress...” 1914, pp. 926-928. 
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City 

Inauguration 

Year 

Cremations 
Until 1909 

Working 

1885 

3,220 

Manchester 

1892 

1,348 

Glasgow 

1895 

323 

Liverpool 

1896 

464 

Hall 

1901 

181 

Darlington 

1901 

51 

London-Golders 

1902 

2,808 

Green 



Leicester 

1902 

87 

Birmingham 

1903 

148 

Leeds 

1905 

90 

Uford 

1905 

93 

Bradford 

1905 

47 

Sheffield 

1905 

61 


Total 8,121 


The following table shows the situation of British crematories and cremations up 
to 1930 (Ichok 1931, p. 678): 


Year 

Crematories 

Cremations 

Year 

Crematories 

Cremations 

1885 

1 

3 

1910 

13 

840 

1890 

1 

54 

1915 

14 

1,410 

1895 

3 

209 

1920 

14 

1,796 

1900 

4 

444 

1925 

16 

2,701 

1905 

13 

604 

1930 

21 

4,533 


Total 12,594 


In France the crematory of Pere-Lachaise performed a little less than 5,500 cre¬ 
mations during the first 21 years of its activities, omitting the hospital remains 
and embryos (Rolants 1910, p. 1121): 


Year 

Cremations 

Year 

Cremations 

Year 

Cremations 

1889 

49 

1896 

200 

1903 

307 

1890 

121 

1897 

210 

1904 

354 

1891 

134 

1898 

231 

1905 

341 

1892 

159 

1899 

243 

1906 

362 

1893 

189 

1900 

297 

1907 

451 

1894 

216 

1901 

306 

1908 

403 

1895 

187 

1902 

299 

1909 

394 


Total 5,453 


In 1930 Denmark had five crematories, in which 15,005 cremations were per¬ 
formed between 1893 and 1930 (Ichok 1931, p. 682). In the Netherlands 3,852 
cremations were performed between 1914 and 1930 {ibid., p. 684); in Italy 17,503 
between 1876 and 1930 {ibid., p. 685); in Norway 9,424 between 1920 and 1930 
{ibid., p. 686). In Russia the first crematory was inaugurated in Moscow on 7 
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October 1927; it cremated 225 corpses until the end of that year, 4,025 in 1928, 
and 5,208 in 1929 {ibid., p. 688). 

In Switzerland 20 crematories existed in 1930; the total number of cremations 
exceeded 34,000 {ibid.): 


Year 

Crematory 

Furnaces 

Cremations 

Year 

Crematory 

Furnaces 

Cremations 

1889 

1 

21 

1924 

17 

3,297 

1894 

1 

40 

1925 

18 

3,549 

1899 

2 

95 

1926 

19 

3,670 

1904 

3 

376 

1927 

19 

4,228 

1909 

7 

914 

1928 

19 

4,528 

1914 

12 

1,960 

1929 

20 

5,029 

1919 

14 

2,050 

1930 

20 

4,885 


Total 34,642 


In 1930 Czechoslovakia had nine crematories with 32,311 total cremations since 
1918 {ibid., p. 689). 

At the end of 1938, Germany counted 130 crematoria, England 47, Italy 37 
(with 8 out of service), in Sweden and Switzerland there were 22 each, in Den¬ 
mark 16, in Norway 10, in Czechoslovakia 9, in France 6, in Russia 2 and in 
Belgium, Finland, Holland, Portugal and Rumania 1 each. Behind Germany, the 
countries with the greatest number of cremations were England (16,312 crema¬ 
tions = 3.01% of all deaths), Switzerland (7,071 cremations or 14.55%), the Pro¬ 
tectorate of Bohemia and Moravia (5,535 cremations or 6.04%), Sweden (4,434 
cremations or 6.10%), Norway (2,262 cremations or 7.79%) and France (1,340 
cremations or 0.20%; “Statistisches” 1939, p. 41). 

Both for the number of crematoria and the number of cremations, the list was 
topped by Japan. Cremation furnaces were introduced in 1871. One decade later 
some 9,000 corpses were cremated in Tokyo annually. The installations were very 
rudimentary and permitted even collective cremations. The fuel was made of 
twigs, and cremation lasted from eight in the evening until six in the morning 
(“La cremation au Japon” 1883, p. 94). In 1897 some 15,000 cremations were 
performed in Tokyo, which amounted to 40% of the deceased. This percentage 
remained almost constant until the end of 1899. In 1900 this city had seven crem¬ 
atories (“La cremation au Japon” 1900, pp. 380f.). In 1912 the entire country had 
36,723 cremation installations (Pallester 1912, p. 28). In subsequent years this 
number remained almost unchanged, while the number of cremations exceeded 
600,000 corpses (Ichok 1931, p. 685). 


10. Mass Cremation for Hygienic and Sanitary Purposes 

In the following I am using the term “mass cremation” in a broad sense, be¬ 
cause a proper cremation in the narrow sense of the word can only be carried out 
in a cremation furnace. 
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Prof. Luigi Maccone devoted a very interesting and generously documented 
chapter to this topic entitled “La Cremazione in tempo di epidemie, di guerre e di 
disastri telluricF (Cremation in times of epidemics, of wars and earthly disasters) 
in his 1932 book, which I can recommend to the italophone reader (Maccone 
1932, pp. 161-166). 

Mass cremation on pyres for hygienic and sanitary reasons has been practiced 
frequently in historic times, mainly in Italy, for example after the battle of 
Formovo in 1509, and in 1576 in Venice in connection with an epidemic of the 
bubonic plague, in 1627 in Apuglia after an earthquake, in 1630 at Mantua, in 
1656 at Naples, in 1743 at Reggio Calabria in connection with epidemics, and in 
1764 in Dalmatia (Huber 1903, p. 4). 

In the 19th century, after the battle of Paris on March 30th, 1814, 4,000 
corpses that had been exhumed and taken to Montfaucon were burned on 10 large 
grates made of steel bars placed on rocks (Frohlich 1872, p. 44). In all of these 
cases, what was aimed for and what actually occurred was not a true and proper 
cremation, i.e. a reduction to ashes, but a carbonization of the soft tissue of the 
corpses in order to remove them from a process of decomposition that would have 
been dangerous for public hygiene because of the large number of corpses in¬ 
volved. 

On September 1st, 1870, 390,000 men clashed at Sedan. The tens of thousands 
of men killed were hastily buried in mass graves. This aroused the legitimate fear 
of neighboring Belgium so much that in the following year, in order to cope with 
a situation that worsened with the approaching spring warmth, a “Committee for 
the Disinfestation of the Battle Fields” was constituted in Brussels under the pres¬ 
idency of Prince Orloff, the Russian Ambassador to Belgium. Two members of 
this committee, the military surgeon Lante and the chemist Creteur, both Belgian, 
traveled to Sedan in early March. Having visited the battlefield, Creteur proposed 
to bum the bodies with tar and cmde oil (petroleum) in the graves in which they 
were lying. The proposal was accepted by the committee and implemented. The 
operations were started in the second half of March of 1871; Creteur himself de¬ 
scribed them in the following way (ibid., p. 101; cf. Marmier 1876, pp. 33fi; 
Duroux 1878, pp. 13f): 

“I had the earth in the grave removed down to the layer of fetid black earth 
which was in contact with the corpses, I poured carbolic on this layer and then I 
had the corpses uncovered completely. I treated the uncovered corpses with chlo¬ 
ride of lime and then I had poured in the tar in such a way that it entered in all 
the layers of corpses. I then lit the tar with straw soaked with crude oil. The fire 
rapidly caught the clothes and the fleshy parts; the heat became so intense that 
one had to stand back some 4 or 5 meters. The intensity of the heat was such that 
for the most densely filled graves it took only 55-60 minutes for the excavated 
earth to be completely dry and free from any smell of decaying flesh. ” 

After the combustion, the contents of the grave had shmnk to three quarters of 
the original volume and there were only bones left, covered with a resinous layer 
that protected them from atmospheric agents. The amount of tar used depended 
on the number of corpses to be burned. For a grave of some 250-300 corpses, 
Creteur used 5-6 tons, for 30-40 corpses, 2 tons (ibid., p. 102). Creteur stated to 
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have treated, between the 10th and the 20th of March 1871, and with the aid of 
27 men, 3,213 mass graves of soldiers and animal carcasses, with at least three 
fourths having been dealt with in the manner described above. The total consump¬ 
tion of tar amounted to 384 tons. 

Other members of the committee, however, Dr. Lante in particular, raised 
doubts concerning Creteur’s account, with respect to both the amount of tar used 
for each grave and the number of graves treated, even going so far as to question 
the results obtained. 

In his account, Dr. Lante argued that a grave with 10 corpses required 2 tons 
of tar and that, with the 384 tons of tar consumed, Creteur - in the face of his own 
figures, some 2 to 5-6 tons per grave - could not, in any case, have treated 3,213 
graves (ibid., p. 103). Even with respect to the actual results achieved, Creteur’s 
claims turned out to be rather untenable. The contemporary author Frohlich of the 
[German] imperial general staff noted (ibid., pp. 109f.): 

“One cannot claim, as the chemist Creteur asserts to have demonstrated, that 
the so-called combustion process has been satisfactory. The result of the proce¬ 
dure was not, in fact, a combustion in the chemical sense, but only a carboniza¬ 
tion; however, even this result - which in itself would have been sufficient from 
hygienic a point of view - would not at all have been achieved to a degree neces¬ 
sary to render the corpses innocuous. Actually, in the first place, the tar hydro¬ 
carbons certainly burned, before the soft parts of the corpses would have caught 
fire. 

Consequently, the oxygen in the air would have spent itself to a point where, 
for the carbonization, only a small quantity would have remained available; this, 
moreover, would have produced a direct effect of carbonization only, if the fleshy 
parts of the corpses had already lost a large part of their water content. Thus, 
only the more superficial parts of the corpses would have been carbonized, but 
the contents at the bottom [of the graves], to which the oxygen would not have 
penetrated (and that should apply to the mass graves in particular), were not in¬ 
volved in the process, or were involved only in part, and the flesh of the lower 
layers would, in the best of cases, have [merely] been roasted. ” 

Another authoritative source, Dr. Wilhelm Roth, the author of a major treatise on 
the issues of military hygiene, raised more doubts on the question of mass incin¬ 
erations “all the more so as it is done within a grave,” basing himself upon the 
completely different findings of the Metz Commission. 

In the Metz area, between August 14th and October 27th, 1870, two armies of 
some 500,000 men fought a number of battles. In the Gozze sector alone, 14,000 
men died as a result of the battle of August 16th, and there were some 30,000 
fatalities in the whole campaign. The decomposing bodies poisoned the air and 
polluted the groundwater. On February 16th, 1871, a commission was set up to 
carry out disinfection work. It was headed by the army surgeon D’Arrest, M.D., 
from the supreme command, and by Major Bode, M.D., the state physician (ibid., 
pp. 46f.; Roth 1872, p. 549). 

This commission undertook cremation experiments that they later described 
in detail in their report mentioned above. The experiments were done only in ra¬ 
ther small graves and, for reasons of piety, only on the carcasses of horses. For 
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that purpose, the commission chose those carcasses that could no longer stay in 
the places where they had been found but whose transportation to a more suitable 
site would have been especially difficult. The actual procedure was as follows 
(Roth 1872, pp. 556f.): 

“We thus unearthed the carcasses, which had only been interred in a cursory 
way, using the measures mentioned in the description of the exhumations, but with 
the difference that instead of chloride of lime we used the tar itself, which was 
poured in the most copious manner possible on the exposedfleshy parts. Then the 
tar-covered carcasses were removed from their original sites, generally some¬ 
what humid, and were placed on a kind of hearth made up of large and thick 
stones. Here, they were covered from all sides with dry branches and straw, abun¬ 
dantly doused with tar, then soaked with petroleum and finally set alight. High 
flames rose immediately, generating thick columns of pitch-black smoke all 
around, as well as a heat so intense that one would have thought that the car¬ 
casses, surrounded as they were by fire on all sides, would very quickly have been 
carbonized. However, within a mere half hour the flames died down to a level 
such that, in order to keep the fire from going out altogether, it had to be contin¬ 
ually revived by pouring on more tar and petroleum. 

After about two hours, the heads, the necks and the legs of the animals were 
strongly burned, but the large masses of flesh of the body were only roasted and 
covered by a layer of pitch which no doubt prevented the heat from penetrating 
further. For that reason we made a large number of deep cuts into the flesh, i.e. 
into the muscles of the rear parts, the abdominal cavities were opened, the guts 
which had become hardly warm taken out and replaced by dry branches and 
straw; then the carcasses were again covered with tar and petroleum in the most 
abundant and appropriate way possible, and ignited. 

Again, there were enormous sooty flames and a tremendous heat, but again, 
after two hours, very little progress with the destruction. After five hours of work, 
done on several carcasses simultaneously and repeated elsewhere, it was still not 
possible to achieve a satisfactory result, i.e. the carbonization of the organic 
masses; the only thing left to do was to place the fleshy parts still visible on a kind 
of sled and bring them up into the plain. ” 

It was therefore decided to abandon this way of disinfecting. Summing up his 
experiments, Dr. Roth concluded (ibid.): 

“Hence one may conclude that Creteur’s way of operation most probably re¬ 
sults only in a carbonization of the top layer of corpses, whereas inside there was 
only very little change, and whole corpses may even have remained intact inside 
the graves. ” 

Still, Creteur had brought up the idea in a general way, and the problem of mass 
burnings of corpses resulting from wars (in spite of the opposition of some mili¬ 
tary physicians) 72 and epidemics would henceforth be studied by specialists in the 
field of combustion. 

In 1875 Friedrich Kuchenmeister published the design of a mass cremation 
device for the corpses of soldiers who had died on the battlefield, which he had 
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specifically ordered from Friedrich Siemens, the inventor of the first hot-air cre¬ 
mation furnace. 

We set forth below the text of the description of the project as well as the 
accompanying drawing (Document 93; Kuchenmeister 1875, pp. 82fi): 

‘Field-furna ce for the crema tion of corpses, Friedrich Siemens system 

As shown in the drawing, the shaded portions A of the furnace are best real¬ 
ized in brickwork of solid construction, if such material is available, especially in 
the lower portion, because they contain the hearths and the whole structure rests 
upon them. The excavated earth can be used for the packing B of the surrounding 
walls. 

Above the hearths, inside the four surrounding walls, normal stones D are 
placed up to the first shaded line, and the corpses, covered with more stones, are 
placed upon them. 

The space in front of the hearths must be filled with loose stones; by removing 
one or more of them, the flow of air can be regulated quite well. 

The grates needed for the hearths have to be carried along; this can be done 
easily, as they consist simply of ordinary iron bars of a certain length and repre¬ 
sent only a rather small portion of the total weight for one furnace. 

The whole structure can be built well within two days by a few qualified brick¬ 
layers so that the furnace can go into operation on the third day. 

The cremation process should be run in the following way: When the corpses 
have been placed on the loose stones, which have been arranged in such a manner 
as to leave much space between them, and have been covered with a layer of such 
stones, the fire under the grate is lit. The combustion products, which escape 
through the cracks, give up their heat to the stones D above the grate and heat 
them by and by, over something like an hour, until they have become bright red. 
The fire is reduced, and great amounts of atmospheric air are allowed to enter 
through the hearths. This air, on contact with the [glowing] stones, heats up to a 
high temperature and strikes the corpses which, by then, are somewhat desiccated 
on the surface; this leads to a rather rapid combustion of all portions which are 
subject to rotting. 

It is obvious that the cremation in this furnace is not complete, as is the case 
in the furnace described above but because the starting conditions are very 
different (the furnace must destroy in the simplest and quickest way all the fleshy 
and muscular parts of the corpses which might rot and must eliminate any source 
of harmful vapors etc.), the furnace corresponds perfectly well to the task and will 
produce much better results than those obtained so far with cremations on the 
battlefield. R.S. ” 74 

Even in its rudimentary simplicity, this device is in agreement with the principles 
of combustion technology. Although it is partly buried, it has true and proper 
hearths with grates placed at a height such that air can enter and flow through 
them without hindrance and the ashes can fall down without piling up on the 
grate. By means of the rocks, the openings of the hearths can be gradually blocked 
and the combustion air controlled, albeit in an approximate manner. The outside 
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The hot-air Siemens furnace described in Chapter 3. 

The initials “R.S.” are probably those of Richard Schneider, the Siemens engineer who designed the 
furnace. 
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brick walls and the rocks on the hearths constitute a good reservoir for storing the 
heat produced initially by the hearths and for releasing it later by radiation and 
conduction. 

Temporary or mobile cremation devices were also planned and built with a 
view to possible epidemics. 

In November of 1901, during a meeting of the Chamber of Physicians of the 
Brandenburg province, Dr. Weyl proposed to cremate the victims of a typhus 
epidemic then raging in that area. He turned to Engineer Hans Kori who replied 
with the following proposal (“Eingabe...” 1902): 

“Berlin W., February 10th, 1902. 

To Th. Weyl, M.D. 

Dear Sir, 

I have the honor to reply as follows to your esteemed query of the 8th of the 
current month: 

The construction of temporary or mobile furnaces in which corpses ofpersons 
having died from the plague can be cremated safely and in a short time does not 
present particular technical difficulties. 

The cremation furnace having a retort [muffle] with a separate front firing 
[ Vorfeuerung], which I have built on the basis of several years ’ experience in the 
construction of cremation furnaces for slaughterhouses, hospitals etc., ensures a 
rapid cremation of the corpses and has the advantage of being easy to use. If all 
the parts of a furnace are available, it can be set up within 36 hours and then go 
into operation immediately. For the discharge of the combusted gases etc. one 
can use any appropriate tall chimney; the best solution would, of course, be a 
boiler plant. 

The price of the completely erected furnace, without the connection to the 
chimney, would be about 2,750 marks. 

Remaining at your disposal for any more detailed information, I am yours 
sincerely 

H. Kori. ” 

The technological progress achieved in the last two decades of the 19th century 
had more and more inventors turn to the design of special furnaces to solve the 
problems of mass cremations, and much space was devoted to these questions in 
the specialized literature of that era. Let us look at the most interesting projects 
which were proposed. The first I want to quote in length stems from the Italian 
engineer Pini (1885, pp. 155f.): 

“Mass cremation furnace to be used in times of war. 

If it is a question of cleaning up within the shortest period of time the multitude 
of bodies left on a battlefield, one can no longer maintain the usual distinction 
between bed [muffle] and hearth; the two parts, instead, form a single entity that 
has been named a receptacle. This crematorium is made of refractory brick and 
consists of only two parts, the receptacle and the chimney, both square, which rise 
up vertically one next to the other with a connection between them. We will de¬ 
scribe a crematorium that can handle a thousand corpses in three days. 

Both the receptacle and the chimney have a grate in their lower part. The 
receptacle should be 1.5 m wide and 2 m high. The cross-section of the chimney 
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is 75 cm, its heigh t is 10 m above the juncture with the receptacle. The vault cov¬ 
ering the receptacle and reaching as far as the chimney links the two parts and 
enters the chimney below the grate, on top of which there must always be a con¬ 
siderable amount of coke in combustion. The vault must extend over the whole 
receptacle without, however, covering it completely; rather, on both sides of it, 
there must be two large openings for the introduction of the fuel and of the 
corpses. The hearth in the chimney must have three doors: one, at the level of the 
grate, for the removal of the coke residue when the cremation is over, another, 
above it, for feeding the fuel into the hearth, and a third, below the grate, to allow 
air to enter the hearth and the ashes of the coke to be removed. 

The chimney must be built directly on the ground, but the receptacle must have 
its base more than two meters further down, in such a way that the two openings 
through which it is loaded are level with or slightly higher than the ground. This 
facilitates greatly the introduction of whatever has to be loaded, the fuel and the 
corpses. For that reason, if the land offers a favorable location, such as a slope, 
one should make use of it; otherwise one has to make a sizable excavation for the 
bottom at least two meters below ground. 

We have said that the receptacle must have a grate in the lower part. The front 
portion, i.e. the side away from the chimney, must be left free up to the level of the 
grate such that the mouth of the receptacle is always open. The sidewalls, over a 
certain height above and below the grate, have as many vertical slots as there are 
horizontal slots in the grate; they are, so to speak, their continuations. In this 
manner, by using suitable tools, it is possible at any time to free the grate of any 
ash piling up and threatening to block it. At various levels the walls must have 
vertical slots to allow an abundant supply of air to be fed. 

To use the furnace, the fire is first lit in the chimney and then the fuel that has 
been stacked on the grate of the receptacle is set on fire. A number of corpses are 
loaded on the fire, mixed with broken coal and coke in such a way that they form 
a layer on which more corpses are placed until some thirty corpses have been 
introduced. The whole mass will catch fire. The first corpses to burn will be those 
on the bottom. As they are being consumed, one uses the tools mentioned above 
to move the ashes down through the slots in the grate; they can then be removed 
with an appropriate rake. 

The mass of corpses will thus sag, leaving an empty space in the upper portion 
that must be continuously filled with fresh corpses and more fuel. One can com¬ 
pute that thirty corpses will burn within two hours and that more than a thousand 
can be cremated in three days. The combustion products, after having been com¬ 
pletely cleaned by passing through the glowing hearth in the chimney, will mix in 
with the surrounding air in a perfectly odorless and inoffensive way. About 4,000 
bricks are neededfor the construction of such a furnace; together with the neces¬ 
sary lime, they can be transported on a dozen carts. 

If one wants to build a crematorium to incinerate 10,000 corpses in three days 
without raising the height of the receptacle, the latter must be widened consider¬ 
ably, to some 4 m, and the chimney to 2 meters. ” 

What we have here in practice is a large hearth on which alternating layers of 
corpses and fuel are placed; the efficiency of the hearth must be assured by a tall 
chimney with an after-burner for the combustion of the fumes. However, the in¬ 
dicated throughput rate appears somewhat dubious. 
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As opposed to the above, which never went beyond the planning stage, the 
device described below was actually built and operated, but only for the incinera¬ 
tion of animal carcasses (see Document 94; de Cristoforis 1890, pp. 125-128): 

“Feist appara tus. 

Initially, this device was invented by Dr. Feist only for the purpose of a hy¬ 
gienic destruction of carcasses of animals having died of contagious diseases, but 
one can easily see that with proper modifications it can also be used to incinerate 
human remains in case of a sudden high mortality, such as in wartime or during 
an epidemic, when the number of victims or the lack of time or money do not allow 
a special crematorium to be built, but also in cases which Captain Rey had in 
mind when he invented his mobile crematorium. 

We owe to the veterinarian Georg Feist the idea of rendering inoffensive the 
remains of animals having died of contagious diseases; he was convinced of the 
idea that any burial would only create a new source from which the disease would 
spread into the zone where it was raging, thus ruining the economy of the region 
at the same time. Feist’s ideas were soon picked up by his colleague, the veteri¬ 
narian Ziindel, and by the local authorities. The Strasburg authorities approved 
the construction of a special furnace in each of the larger regions struck by the 
disease, i.e. at Johanns-Rohrbach and in the county of Saaralben. 

The first Feist furnace was set up on a hill only some 20 km south of the village 
of Rohrbach; it was fashioned after the principle used in limekilns. The prevailing 
wind in the area is east-southeast; the mouth of the chimney faced that direction. 
The vertical space for the carcasses is perfectly round at either end: it is 1.75 m 
high and has a diameter of 1.60 m at the top and of 0.90 m at the bottom, at the 
level of the second grate. 

At first, a little straw is introduced into this space, together with dry branches 
and logs, then hard coal, up to a layer some 40-50 cm high. Then the carcass is 
loaded, and the gaps between it and the walls as well as the space above are filled 
with more hard coal, and additional straw and bundles of wood. Finally, all this 
is doused with 5-10 liters of petroleum. 

Then a funnel-shaped lid of sheet metal, 2 mm thick, is placed on top, and the 
fire is lit in a suitable way at the level of the first grate, located some 65 cm above 
the ground. Underneath the furnace, there is a sheet metal box in which the sub¬ 
stances flowing out because of the heat are absorbed by the ashes. The complete 
combustion takes about 5 to 6 hours for small animals and 8 to 9 hours for the 
larger ones, weighing 250 to 500 kg, i.e. as much as 4 to 8 corpses weighing 60 
kg each. Over this period of time, by the way, the load is totally destroyed, leaving 
only an ash residue of 1 to 2.5 kgfi 5] 

The attendant in charge of the cremation receives 20 francs per carcass, but 
he has to provide all the fuel and thus retains about half of that sum. The con¬ 
sumption is about 500 to 600 kg of coal, 5 to 10 liters ofpetroleum, and some 75 
centimes ’ worth of straw and wood bundles. ” 

In 1908 the Mexican government ordered a Richard Schneider mass-cremation 
device from Germany. The unit was laid out for the concurrent cremation of five 
corpses for a total throughput of 50 corpses daily (“Einfuhrung..1908, column 
10 ). 
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The bloody encounters of the First World War presented the problem of the 
disinfection of battlefields in all its urgency. Articles dealing with this question 
appeared in the German-language press as early as the end of 19 1 4 76 and in the 
French press a year later (Barrier/Salomon 1915, pp. 545-563). In October of that 
year, the Berlin cremation association forwarded to the Ministry of War a letter 
from the Topf company concerning the cremation of soldiers who had died in 
battle, but the request was turned down (“Feuerbestattung im...” 1914, column 
386f.). 

In an article published in March 1917, Adolf Marsch proposed a plan for a 
collective cremation furnace for the mass cremation of the corpses of soldiers 
killed on the battlefield. I quote the essential points of this article and show the 
two drawings that illustrated the project (Documents 95 and 95a). Having stated 
that it is possible to speak of a mass operation only if a unit is able to cremate at 
least 100 corpses or their remnants in 24 hours of continuous operation, the article 
continues (Marsch 1917, cols. 45-48): 

“So far neither a practical proposal nor any sketch showing a usable crema¬ 
tion furnace for the mass cremation of the corpses of soldiers killed- be they fresh 
or previously buried - has been published. The author has set himself the task of 
solving this question in an absolutely feasible manner. 

Cremation furnaces used until now in civilized countries consist mainly of a 
horizontal retort [muffle] into which the corpse is introduced and then consumed. 
The time needed for this operation has been given as at least one hour, plus a 
further half hour for the preparation of the subsequent load, so that in order to 
achieve a minimum throughput of 100 corpses in 24 hours, it would be necessary 
to set up a large number of furnaces one next to the other. One must also consider 
the fact that, for a horizontal retort, the void space inside will fill up with a large 
amount of gas, thus making it difficult to maintain the mixture of primary and 
secondary combustion air at the proper ratio. Furthermore, the carbon monoxide 
gases are not completely converted to carbon dioxide, which presents the incon¬ 
venience that part of the discharge gases leaving the chimney consists of carbon 
monoxide, which is dangerous [even] at a great distance and harmful to the envi¬ 
ronment from the point of view of hygiene. 

If the layout is adequate, these drawbacks will not occur in a vertical retort of 
cylindrical shape, sufficiently large to accept a great number of corpses. 

For this purpose, a cylinder of 3 m internal diameter has been chosen, the 
height of which enables it to be loaded with a pile of corpses in three layers of 3 
corpses each, for a total of 9 corpses; they can thus be burned in a hygienically 
satisfactory manner in a matter of an hour or an hour and a half Automatic meas¬ 
uring devices for the temperature and the gas composition placed in the body of 
the furnace or in the flue duct allow the operation to be controlled at any moment. 

Such a furnace can be built from the foundations on up in a rather brief span 
of time and will be long-lasting; in any case, if it is operated continuously day and 
night, it will allow 3,000 corpses or their remnants to be burnt in one month with¬ 
out fear of incidents. Experience has shown that the operation need be interrupted 


76 “Feuerbestattung auf...” 1914, column 402; “Aus der... Pardubitz,” 1915, column 126; “Aus der... 
Zsolna,” 1915, column 40. 
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only if and when certain parts highly exposed to the fire must be replaced. If sev¬ 
eral such furnaces are built together under one roof in a suitable pattern, such 
interruptions become irrelevant. Abandoned factory sites, after proper recon¬ 
struction, can be used to advantage as a building site for the furnaces, provided 
that the chimney is intact and that there is a railway siding. 

If this is not the case, it is advisable to build a new building, quite simple, in 
view of its temporary use, which does away with all the defects and disadvantages 
one faces inevitably when rebuilding an existing one. 

In principle, the operation is carried out in such a way that the corpses to be 
burned, after having been released by the military authorities, are transferred to 
the site wrapped in sailcloth with an addition of disinfectant - e.g. lime - and 
placed in containers of certain maximum dimensions (190-60-45 cm). After 
having been accepted by the personnel in charge, the introduction into the furnace 
is carried out by the site management. The ashes of the corpses, which are settling 
separately at the end of each cremation - without mixing them with the ash stem¬ 
ming from the hearth - are properly collected and preserved in individual con¬ 
tainers with exact indications as to their origin, to be dispensed with later by the 
military authorities. In this manner, it is possible to wait for the proper moment 
for them to be buried, either in their home country or on the battlefield, in a com¬ 
mon grave or simply spread directly on the ground. 

There is no doubt that, if set up at the proper locations and in sufficient num¬ 
bers, the equipment just described will constitute a solid barrier to the threat of 
epidemics and will remove a fundamental obstacle to a peaceful use of the theater 
of the war. ” 

This project was based on a patent granted the same Adolf Marsch on September 
30th, 1915, for a “Shaft furnace for the simultaneous cremation of a larger number 
of human corpses or animal carcasses.” The patent is accompanied by 5 figures 
(see Documents 96 and 96a). 

The structure of the furnace is rather complicated. I will summarize only the 
essential elements. The cremation chamber b , of cylindrical shape, is closed at 
the top by two movable lids d attached to chains which allow them to be raised 
until they are flush with the sidewalls of the desiccation antechamber g which, in 
turn, can be closed by a closure-plate h\ in its lower part, the cremation chamber 
assumes a square cross-section and is limited by the grate c, to which it is con¬ 
nected by the inclined planes t. 

Underneath the grate, there is an ash container n , below which is chamber k 
with the lips / and m for better heat recovery. Via channel s, which can be shut by 
means of a valve, this chamber is connected to the mouth of the gasifier, which 
has at its base the hearth grate a ; loading takes place through opening c. The cre¬ 
mation chamber has four openings for the discharge channels of the fumes /, 
which run down in the walls of the furnace into chamber k , which is linked to the 
chimney via the flue gas channel u. The desiccation antechamber g also has four 
openings for the discharge gas channels o that run below the brickwork of the 
furnace and open into the channels /. 

The furnace is laid out for a load /of 700 to 750 kg consisting of 9 corpses 
arranged as shown in Figure 4 on a wooden grate. 
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It works in the following manner: after opening the closure plates, the load, 
which is hanging from a chain running over a system of pulleys, is lowered into 
the desiccation antechamber. The plates are then closed and the dampers d are 
opened. The gases generated at low temperature which form at this time are 
sucked up by the draft of the chimney through the openings o. The load is then 
lowered onto grate c, and the chain is disengaged and removed, and the openings 
are closed. The combustion products of the hearth a strike the load from below 
through the openings of the grate and the lateral slots r. A portion of the combus¬ 
tion products enters the cremation chamber directly through channel p and bums 
the gases generated at low temperature. Through the openings i the fumes enter 
the vertical channels, which open into chamber k and leave it through the flue 
duct u towards the chimney (Deutsches Reich 1921). 

In the 1920s and 1930s, mass cremation furnaces were improved further. Pro¬ 
fessor Luigi Maccone describes a unit for the concurrent cremation of several 
corpses (1932, pp. 115f): 

“The furnace is composed of several cremation beds [cremation chambers] 
arranged side by side in such a way that two adjacent beds are separated only by 
a joint partition. Each [bed] is built exactly in the same way as ordinary furnaces; 
the first bed including the furnace [hearth], which is attached to it, constitutes a 
normal crematorium in the real sense of the word. The others, however, have only 
a much smaller furnace at their extremity, called activating or \auxiliary ’furnace 
because of the end it serves. The chimney rises next to the last of those activating 
furnaces; internally it contains a cleaning and draft furnace [hearth for the post¬ 
combustion of the fumes and for promotion of the draft] and is otherwise built 
like one for ordinary furnaces. 

A tube opening into the chimney runs below the crematorium and along the 
side where the furnaces are located, a further, similar tube runs along the same 
side above the crematorium and also opens into the chimney. The cleaning and 
draft furnace is located between those two tubes. The connections between the 
latter and the chimney are equipped with closures. The flue duct of the cremato¬ 
rium bed will normally open into the lower channel, but the smoke of the first 
furnace does not have to enter it right away: it can be made to take a longer way 
by having it pass through the 2ndfurnace and through the whole length of the 2nd 
crematorium chamber. It can be allowed to go out into the channel after having 
followed this path, but it can also be deviated and made to flow through the 3rd 
furnace and the 3rd crematorium bed and so on until, in the end, it has passed 
through all the incinerating chambers. One can see that this is possible because 
the flue duct from the bed is split into two sections, the outlets of which are 
equipped with valves, and, depending upon which one of these is open, the smoke 
will flow into the channel which leads directly to the chimney, or, moved along by 
the auxiliary furnace, it will enter a further chamber. 

This having been said, 4 corpses in a mass furnace with 6 beds will burn as 
follows. At first the coke on the hearth of the chimney is lit, with the lower tube 
closed and the upper open: the connections between the furnaces and the beds are 
held shut and those between the furnaces and the upper duct are opened. The first 
4 furnaces are lit, the smoke will flow to the chimney through the upper duct, and 
the flames will not strike the beds and will not heat them. The outlets from the first 
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3 furnaces into the lower duct are held closed and the ones between the first 4 
beds are held open. The connection between the 4th bed and the lower duct is held 
open and, instead, the connection between the 4th and the 5th bed is closed. When 
this is done, the corpses are introduced into the 4 beds: the connections between 
the first 4 furnaces and the respective beds are then opened, as is the outlet of the 
lower duct; the connections between the furnaces and the upper duct are cut 
[closed]. After that, cremation of the four corpses takes place simultaneously. The 
first corpse is in a position as if it were in a normal furnace, and its incineration 
does not take longer and is not more costly. 

The smoke leaving the 1st chamber, which is full of heat and easily combus¬ 
tible substances from the decomposition of the first corpse, does not become 
simply lost by escaping through the chimney but goes into the 2nd furnace (or 
rather the 1st auxiliary furnace), in which the combustibles catch fire, and then 
enters the 2nd chamber to consume the corpse which is in it, by means of the heat 
of said furnace. Flowing from there into the 2nd auxiliary furnace and enriched 
by the products of the combustion which occurs there, the smoke then enters the 
3rd chamber, strikes the 3rd corpse and consumes it. After that, it flows through 
the 3rd auxiliary furnace, the smoke enters the 4th compartment and consumes 
the 4th corpse. On leaving it, the smoke does not enter the 5th [chamber], which 
does not contain a corpse, but is led via the lower channel to the chimney, from 
which it leaves clean, transparent, and odorless into the atmosphere, having lost 
any combustibles by passing through the furnace [of the chimney]. 

It should be stated here that, if the 4 corpses had been incinerated in 4 ordi¬ 
nary crematoria, there would have been a loss of heat and fuel via the chimney 4 
times as high as in the mass crematorium. The latter thus presents a sizeable 
economy in terms of fuel and service cost, and an even higher saving in construc¬ 
tion costs inasmuch as we have less material to be handled, fewer working days 
and a single chimney. The cremation of the corpses must take place and end sim¬ 
ultaneously. If the incineration of one corpse proceeds more slowly than that of 
the others - which can be observed through the peephole in the center of the front 
door of the incinerating chamber - the fire is increased correspondingly by the 
addition of fuel to the auxiliary furnace and by feeding in the air needed for a 
good combustion. 

Once all corpses have been cremated, the dampers are set so that the combus¬ 
tion products can no longer enter the chambers but flow directly to the chimney 
via the upper channel. Then the doors are opened, the ash containers removed 
and the ashes transferred to the urns that have been held in readiness. ” 

This furnace realizes Gorini’s idea of using the heat produced by one corpse to 
bum another; as we shall see in Section II, this idea was taken up by the engineers 
of Topf & Sohne of Erfurt when they conceived their cremation furnaces with 3 
and 8 muffles. 

Adolf Marsch had instead gone back to an improved version of the Feist fur¬ 
nace, the original layout of which we have already examined. The new model 
(Document 97) has a funnel-shaped combustion chamber a ending in a double 
grate G and H at the bottom. The upper part of the cylinder, through which load¬ 
ing takes places, has a conical steel cover B with an inspection and loading open¬ 
ing b and with rollers. The positioning of the cover is achieved by means of a 
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worm gear with crank W. During combustion, the cover is placed over the cylin¬ 
der. The forming gases rise upwards through channel K into the auxiliary hearth 
D with its stepped grate and enter the chimney E in a completely bumt-out state. 
The combustion air arrives at the double grate G and //through the air-duct / with 
its opening M, which is placed in the direction of the wind prevailing in the area. 

The operation of the furnace is as follows: The auxiliary hearth D is lit first, 
then the main hearth G is loaded with wood and rags soaked in petroleum, and a 
layer of coal about half a meter high. Then on grate H a small fire of straw and 
rags is lit, which in turn lights the fire on the grate above. The incineration of a 
large animal takes about 5-6 hours (Heepke 1905a, pp. 45-48). 

Although the furnaces produced by the Hans Kori Co. were conceived specif¬ 
ically for the destruction of animal carcasses and slaughterhouse refuse, in case 
of need they could have likewise been used for the mass cremation of corpses. 

Document 98 shows the Kori standard furnace for the combustion of animal 
carcasses and slaughterhouse refuse. The furnace consists of a combustion cham¬ 
ber VR (Verbrennungsraum) with an adjustable inclined grate G1 and G2 and a 
flat extension G3. The inclined portion G2 has 8 pairs of parallel slots that link 
the combustion chamber with the channel K below. At the edge of the grate G3 
there is the mouth of the hearth with the inclined grate F of the main hearth below. 
The furnace is also equipped with a secondary hearth St and the respective flue 
ducts. 

The furnace operates in the following way: The carcass is loaded into the com¬ 
bustion chamber through the loading box E and placed on the grate G where it is 
struck by the flames from the hearth F; a portion of the combustion products en¬ 
ters channel K and strikes the carcass from below through the slots of grate G2. 
The combustion products enter into the vertical ducts Z1 and Z2 through two 
openings located under the vault of the combustion chamber on either side of the 
loading box, leave from the outlet of channel K under the grate of the combustion 
chamber and enter the smoke duct G; they pass over the secondary hearth St and 
reach the chimney in a completely bumt-out state (ibid., p. 40). 

Aside from some others, the furnace for the municipal slaughterhouse at Nij¬ 
megen was erected along this principle. In 1902, a total of some 50,000 kg of 
offal were burnt there with an average consumption of 0.375 kg of coal for 1 kg 
of meat and an average duration of 1 minute for 1 kg of meat (ibid., pp. 40f.). 

The furnace for the Liegnitz slaughterhouse (Document 99) had a stmcture 
similar to the one described above, except that below the final section/the grate 
of the combustion chamber, it had an ash container a (ibid., p. 42). 

The furnace for the Nuremberg slaughterhouse - the first one of this type built 
by Kori (1892) - had the feed opening on the vault of the combustion chamber to 
allow the offal to be loaded directly from the processing room (ibid.). 

Document 100 shows a furnace for combined operation, i.e. a furnace con¬ 
nected to the flue duct of a boiler plant. The smoke from the latter enters the 
furnace through channels K1 and Z, strikes the material which is on grate G3 , 
enters opening K3 and flows down into flue duct a , which is connected to the 
chimney. The combustion as such is accomplished by the combustion products 
coming from the hearth F, which strike the material on grate G2 either from below 
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through the slots in the grate or from above through the wide opening located 
below the grate. The discharge gases enter opening K4 and flow down, likewise, 
into the flue duct a {ibid). 


11. Notes on Present-Day Cremation Furnaces 

Although Part One of this study is devoted to furnaces built before the Second 
World War, our treatment of the question would be incomplete without at least a 
few remarks on today’s cremation furnaces, if only to show the enormous pro¬ 
gress made by cremation technology over the last sixty years. The furnaces of the 
latest generation have, in fact, electronic controls, and although they are in no 
way comparable with the old gasifier furnaces, this very fact shows the limits that 
nature has placed on the process of cremation. Actually, even with these highly 
advanced furnaces, the average duration of a cremation still stands at around 60 
minutes. 

In this chapter, we will examine briefly five types of furnaces, two of which 
represent improvements on models already in use in the 1930s and 1940s. Let us 
start with these. 

Document 101 shows the gas-fired furnace of the H.R. Heinicke Co. of Stadt- 
hagen, which evolved from the Volckmann-Ludwig furnace of the 1930s. For a 
description of the elements making up the furnace see the document. 

Heinicke built, among others, four furnaces of this type for the crematorium 
at Hamburg-Ojendorf in 1964 and another four for the Hamburg-Ohlsdorf crem¬ 
atorium in 1968. 

Answering a specific request by the author on the operation of those furnaces, 
the cognizant authorities supplied the following information: 

The duration of a cremation is between 50 and 70 minutes. The average gas 
consumption for one cremation varies between 8 and 20 m 3 , depending on 
whether the cremation takes place individually or as one of several cremations; it 
is possible to use the furnace continuously, 24 hours a day, in three shifts of eight 
hours. The coffin is introduced at a temperature of 700-750°C; the combustion of 
the coffin causes the temperature in the muffle to rise by 100-150°C, the crema¬ 
tion temperature therefore is 800-900°C. 77 According to the supplier, heating the 
furnace from 20 to 800°C requires 500,000 kcal; one cremation in a series re¬ 
quires 160,000 kcal 78 supplied mainly by the combustion of the coffin. 

The company’s technical brochure describes the furnace as follows (see also 
the illustration in Document 101): 

“The Heinicke cremation furnace is equipped with high-resistance refractory 
brickwork and a particularly good insulation. Experience has shown that, after 
the initial warming up of the muffle, one can carry out one cremation after another 
without additional supply of heat. Thanks to a forced supply of the combustion air 


77 Freie und Hansestadt Hamburg. Umweltbehorde - Amt fur Naturschutz und Landschaftspflege - Gar¬ 
ten- und Friedhofsamt, letter to the author of May 5th, 1987. 

78 H.R. Heinicke Feuerungs- und Schomsteinbau, letter to the author of June 21st, 1988. 
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through circular tubing and air nozzles with control valves, the air can be fed to 
the muffle in keeping with the requirements of the course of the cremation; this 
guarantees a cremation without smoke. On account of the particular layout and 
shape of the channels for the combusted gases, the floor of the muffle is heated 
also from below, as the combusted gases reach the smoke discharge axially. The 
muffle is separated from the post-combustion chamber by a closure, and the effi¬ 
ciency can thus be increased: the final combustion takes place in the post-com¬ 
bustion chamber; the muffle, once it has been emptied out, is ready for the subse¬ 
quent cremation. By briefly operating the post-combustion burner, the small re¬ 
mains of the cremation, which may still be present on the grate and which are 
difficult to burn, can be heated so intensively that they decompose rapidly. ” 
Starting from the 1930s model described in Chapter 5, Asea Brown Boveri Co. 
has developed a number of electrically fired furnaces presently in operation, /. a ., 
at the crematoria of St. Gallen (1982), Albstadt-Ebingen (1979), Tuttlingen 
(1982f.) and Zurich, Nordheim cemetery (1967). 79 The operating principle of the 
furnace is illustrated by Document 102. The structure of the furnace is shown in 
Documents 103, 103a&b, whereas Documents 104a&b show a cremation hall 
with two such Model RK1-S furnaces. 

The manufacturer describes the furnace in the following manner: 80 

“In the BBC electric cremation furnace, cremation takes place exclusively in 
hot air, i.e. the cremation process occurs in a closed chamber by means of the 
heat stored in the brickwork, and takes 50-80 minutes, depending on the quality 
of the coffin. Thanks to a well-designed and remotely controlled system of air 
supply, the cremation can be guaranteed to be smokeless and odorless. 

Before loading, the muffle of the furnace is heated to 600-700°C. The crema¬ 
tion process as such is exothermic, i.e. the temperature of the muffle rises during 
the first half to about 1,000°C due to the energy thus supplied, without any [other] 
energy being added during the cremation. The amount of heat generated in this 
phase covers not only the heat requirements of the process, but is also partly 
stored in the brickwork of the vault as excess heat. This heat sustains the final 
phase of the combustion and at the same time creates the operational conditions 
for the subsequent cremation. Thus, in case of a series of cremations, further heat 
supply is not needed. Only the ancillary equipment requires some 4-6 kWh during 
the cremation. If 5-6 cremations take place during the day, heating during the 
night is generally not necessary. If the intervals between operations are rather 
long, heating should be carried out during the night (low rates), and their dura¬ 
tion can be controlled by means of a timer. 

In the electric furnace, the coffin is introduced by means of the feeding device 
and placed on the eight bars (grate), which support the coffin. The parts which 
fall through these bars during the cremation drop onto the ash floor below. Here, 
these parts are maintained in an incandescent state and burn completely in the 
fresh air supplied along the ash floor (BBC patent). 

Once the bars (grate) supporting the coffin are free, the ashes that have 
dropped down onto the ash floor are moved to the ash openings by means of a 


79 On this subject exists an interesting album edited by Asea Brown Boveri with 29 photos. 

80 BBC Brown Boveri, BBC-Elektro-Kremationsofen im Dienste der Feuerbestattung; company bro¬ 
chure. 
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tool; they burn out completely in a further stream of fresh air. The ash stays in 
this covered area without mixing with the ashes of subsequent cremations. 

The ash, which is in front of the ash openings, is then transferred to the flanged 
ash container below, where it is rapidly cooled by a fresh-air draft. Operating the 
reversible grate allows the ashes to fall into the ash receptacle placed underneath; 
they can then be moved to the ash preparation [area]. 

The post-combustion of the discharge gases takes place in the discharge gas 
combustion section connected to the cremation chamber. For that purpose, the 
discharge gas channels can be heated (BBC patent) to ensure that the discharge 
gases catch fire from the very start of the cremations. This post-combustion sec¬ 
tion also conforms to the requirements of environmental protection regulations. 
Initially, the discharge gas channels are heated to 800°C (legal requirement). The 
combustion of the discharge gases is an exothermic process, as is the cremation 
itself. During the cremation, the temperature at that point rises to 1,200°C without 
any supply of outside energy. The long dwell time (1.3 - 2.3 seconds) of the com¬ 
busted gases in the hot zones, as well as the turbulence caused by their repeated 
changes of direction over 360 degrees, establish the prerequisites for an optimum 
burn-out of the discharge gases, as has been ascertained by analyses of these 
gases. ” 

The Ferbeck & Vincent Type C411 furnace (Document 105) comes as a single 
unit that can be placed directly on the floor of the furnace hall. 

The duration of the cremation is 60-75 minutes. The main burner has an output 
of 300,000 kcal/hr, the secondary one 5,000 kcal/hr. The consumption for the first 
cremation, including preheating, is 40-80 m 3 of natural gas, or 320,000-640,000 
kcal, 70-80% of which are needed for the preheating. 

The structure of the Tabo furnace is shown in Document 106. The duration of 
a cremation is about 60 minutes; the average consumption is about 25 m 3 of nat¬ 
ural gas. 81 

Documents 107 and 107a show the Ener-Tek II furnace. According to the 
manufacturer, the Industrial Equipment & Engineering Co., the heat requirements 
for a cremation within a series of 6-8 cremations per day are 400,000 to 500,000 
BTU 82 {i.e. about 101,000 to 126,000 kcal) plus another 450,000 to 550,000 BTU 
(/. e. about 113,000 to 137,000 kcal) for the post-combustion. The duration of the 
cremation is not indicated. The technical characteristics are similar to those set 
out above. The company guarantees moreover a particularly long life for the re¬ 
fractories: 83 

“The refractory and insulating materials used in the construction of Ener-Tek 
II are of the highest quality and will ensure many thousands of cremations before 
any repair work on the bricks becomes necessary. ” 

The most common furnace systems in Germany are of two types: the Etagenofen 
(multi-story furnace, Document 108, drawing on the left, and 109) and the 
Flachbettofen (flatbed furnace; Document 108, drawing on the right). Both have 


81 Letter from the Tabo Co. to the author of November 22nd, 1990. 

82 BTU = British Thermal Unit = 0.252 kcal. 

83 Industrial Equipment & Engineering Co., Features of the Ener-Tek II. The documentation regarding 
this furnace is published in Leuchter 1988. 
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a main combustion chamber, a chamber to complete the combustion ( Ausbrenn- 
raum ), and a post-combustion chamber. 

These devices are described as follows (Sircar 2002, pp. 14f.): 

“Each cremation chamber is equipped with a burner that is at times turned on 
or off at an adjustable, predefined temperature. The loading and actual cremation 
process takes place in the main combustion chamber (muffle). The combustion 
chamber is used to completely mineralize the ashes. In order that the combustion 
is as complete as possible, the combusted gases are passed at temperatures above 
850 °C through a post-combustion chamber. The shape of the main combustion 
chamber exhibits some differences. Bridge-shaped coffin support stones are the 
main feature of the multi-story furnaces. Beneath them are two or more heat-re¬ 
sistant turntables. The space between the turntables is the area for completing the 
combustion. During the cremation the developing ashes fall onto the upper turn¬ 
table. After the end of the process, this turntable is turned so that the ashes fall 
onto the lower turntable. The operation of the turntables and possibly other ash 
grates occurs at certain intervals. In this way, the ashes are brought gradually to 
the ash extraction area. The residence time of the ashes in the area of complete 
combustion and the cooling process depend on the number of turntables of the 
respective system and on the time schedule of the technical operation. With an 
appropriate choice of these parameters, one gets both a good combustion and a 
uniform cooling of the ashes. 

This is especially important in relation to the quality of ash (sticky consistency 
of the ashes in case of sudden cooling, elimination of odors). Due to the zone 
design of the multi-story furnaces, a new charge can be loaded into the main com¬ 
bustion chamber, after the upper turntable has been turned. The manual and/or 
automatic operation of the turntables ensures that the ash remains do not mix. 

Flatbed furnaces are characterized by a single area as a supporting surface 
for the coffin. The ash residues in the muffle are brought into the area for com¬ 
pleting the combustion by means of shutters. Similar to the multi-story furnace, 
the chamber to complete the combustion is delimited by two turntables enclosing 
the areas. One advantage of the flatbed furnaces is probably that they need rela¬ 
tively little space. ” 

The Ruppmann furnace (Document 109) is a typical Etagenofen. The furnace 
damper ( Ofenschieber\ 1) is topped by a fume hood (, Schwadenabsaugung , 8) 
coming out of the opening of the damper. The muffle (Hauptbrennraum , 2) is 
equipped with a gas burner (B1) and at the bottom delimited by three coffin sup¬ 
port stones (, Sargbriickensteine , S) and is closed by the first turntable (Drehplatte , 
Dl). Below it is located the second turntable (D2) and further below the third 
(D3). The three turntables delimit two chambers, of which the upper one is the 
chamber to complete the combustion of the ashes (Ascheausbrennkammer , 3), 
which is equipped with an auxiliary burner (B2), and the lower one is the ash 
cooling chamber (Ascheabkuhlkammer , 4). At the bottom the ashes are extracted 
(Ascheentnahme , 5). The gases developing in the muffle and in the complete com¬ 
bustion chamber are led into a post-combustion chamber for the fumes ( Rauch- 
gasnachbrennkammer , 6) equipped with an afterburner (B3). The combustion air 
is channeled into the muffle at various spots by means of a blower (G). 
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Here is the operation description of a Ruppmann furnace with reference to the 
Dresden crematorium (Schetter/Burk 2006, p. 5): 

“The coffin is placed in the main combustion chamber on a specially designed 
support grate by means of an automatic introduction machine. After closing the 
furnace damper, the cremation as such takes place in the main combustion cham¬ 
ber. There the combustion processes occurs by means of heat transfer between 
the combustion chamber walls and the coffin, and by a defined supply of primary 
combustion air. If necessary, the cremation process is supported by the main gas 
burner. The design of the furnace chamber in connection with the coffin’s grate 
support produces an intense mixture of the combustible gases with the combustion 
air due to the formation of turbulences. The unprocessed gases coming out of the 
main combustion chamber pass into a post-combustion chamber where they are 
burned completely by means of additional, secondary air. The required after¬ 
burner temperature is maintained by another gas burner. After about an hour, the 
remaining ashes are moved to the lower ash-combustion chamber where they are 
heat-treated. After another hour, the heat-treated ashes are brought to a cooling 
grate and then to the ash container. ” 

At the end of 1998 there were 113 crematoria in Germany with altogether 211 
furnaces, 90% of which were heated with gas, 8% with electricity 8%, and 2% 
with naphtha. The average duration of a cremation was 60-70 minutes (Sicar 
2002, pp. 10, 15,24). 
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Section II: J.A. Topf & Sohne 


and the Crematory Furnaces of Auschwitz and Birkenau 
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1. Historical Notes on Topf & Sohne 

A brief account of the company J.A. Topf & Sohne of Erfurt, Germany, has 
already been published by Jean-Claude Pressac in his study Auschwitz: Technique 
and Operation of the Gas Chambers (Pressac 1989; also 1993, pp. 136-138; 1994, 
pp. 156-159). In this chapter, we shall furnish some additional information con¬ 
cerning the firm, with particular reference to its activities in the 1920s and 1930s. 

The company was founded in 1878 by Mr. Johann Andreas Topf (cf. Docu¬ 
ment 110), a man who had been concerned for quite some time with a sustained 
attempt at perfecting installations for industrial combustion. He was originally 
active in brewing and had come to the conclusion that the combustion equipment 
in use at the time was uneconomical and could be considerably improved. His 
two sons, Julius and Ludwig, would eventually become valuable contributors to 
his cause by adding a knowledge of chemistry to the basic technical designs of 
combustion equipment. 

During the early 1920s the Topf company made a name for itself, not only in 
Germany but throughout Europe. Its two main departments dealt with industrial 
boilers and with complete plants for brewer’s malt. 

The activity of the boiler department covered the design and manufacture of 
all portions of the combustion devices which had any relevant effect on the per¬ 
formance and the output of such plants, in particular: 

> design and manufacture of complete boiler plants with all installations for fuel 
economy and ease of operation 

> combustion devices with air-feed from below using centrifugal or steam com¬ 
pressors or combinations thereof 

> mechanical devices for hearths (grate feeder) using a patented design 

> steam superheaters of a proprietary design 

> refractory lining of steam boilers, superheaters, preheaters of feedwater using 
proprietary channel designs (Topf system) 

> fly-ash separators 

> ash-removal devices 

> Preheaters using the heat of flue gases 

> forced-draft devices 

> chimneys 

> special cast-iron grate rods 

> improvement of the performance of existing installations 

> industrial furnaces of all types 

> cremation furnaces 

At that time, Topf had encountered great success with its high-performance 
hearth, using a pre-gasifier for burning lignite; this latter fuel had become the 
most important fuel for German industry after the loss of the coal mines in Lor¬ 
raine and in eastern Upper Silesia, as well as in the Ruhr area and the Saar region 
during their temporary occupation following World War One. 
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Another success had been the innovative design of a cremation furnace which 
we will discuss in the next chapter. 

The malt department offered installations for 

> malting 

> malt floors 

> drum makers 

> box makers 

> green malt devices 

> combustion devices for brewery boilers 

> malt driers 

> driers for granular materials 

> combustion plants for soap manufacture 

> barley polishing equipment 

> malt polishing equipment 

> equipment for dough manufacture (Boegl 922; cf. Document 111). 

Over the next two decades, Topf was to expand enormously and even before the 
Second World War its products had found a world-wide market. 

In the domain of cremation furnaces, Topf started its activity at the beginning 
of World War One and experienced an impressive growth especially from the 
1920s onwards. Little detailed information, however, is available on this point in 
the literature. 

The first Topf cremation furnace using a coke-fed gasifier was installed at the 
Freiburg crematorium and started up on 15 April 1914; it was followed by a fur¬ 
nace at Hirschberg (22 August 1915; “Das Krematorium...” 1915, pp. 296-298) 
which is described in great detail in an article published in 1916 (“Die Hirschber- 
ger...” 1916, pp. 97-103). The design was essentially maintained into the early 
1930s, when it was pushed aside by new furnaces using gas or electricity. 

On 29 December 1924 Topf filed an objection to the decree of the Prussian 
ministry of the interior dated 24 October 1924, which allowed also a semi-direct 
cremation (cf. Section I, Chapter 4). 

The case was put before the Study Group for Fuel Conservation ( Arbeitsge - 
meinschaft fur Brennstoffersparnis) in Berlin and sheds some light on the some¬ 
what unscrupulous spirit of the company in respect to its PR, which was to recur 
repeatedly in later years. In fact, the study group wrote an opinion which sounded 
more like an indictment (Arbeitsgemeinschaft... 1925, 1926b): 

“The J.A. Topf & Sohne Co. begins its objection (cf its letter addressed to the 

Head of the Erfurt government dated 29 December 1929) with the following 

words: 

‘Currently furnaces for the cremation of corpses, primarily manufactured 
by our company... ’ 

In this connection it is necessary to underline that, according to the journal 

Die Flamme dated 15 January 1925, the firms listed below have built installations 

in the numbers indicated: 
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Richard Schneider, also called Didier Stettin 64 furnaces 

Gebruder Beck, Offenbach 42 furnaces 

J.A. Topf & Sohne, Erfurt 21 furnaces 

Wilhelm Ruppmann, Stuttgart _ 15 furnaces _ 

Total 142 furnaces 

The J.A. Topf & Sohne Co. hence accounts for some 15 % of the total of 142 
furnaces built. The assertion of the J.A. Topf & Sohne Co. in its letter to the head 
of government is thus wrong. 

A precise analysis of the statements made by J.A. Topf & Sohne of Erfurt on 5 
February 1915 has, in any case, not been possible because the dimensions of the 
brickwork cannot be deduced from the schematic sketch of a cremation furnace 
supplied by the company. From the information attached to the reply one can 
deduce that the furnace is designed for indirect cremation, i.e. by means ofpure 
atmospheric air, as well as for direct cremation, with atmospheric air at high 
temperature together with combusted gas from the gasifier. The description states 

‘If cremation is done directly, i.e. by feeding the gases into the muffle dur¬ 
ing the cremation, the damper ‘g’ must not be closed; the air dampers control¬ 
ling the air feed for combustion must be wide open when the coffin is intro¬ 
duced in order to completely burn the gases created in great amounts during 
the initial phase of the cremation, i.e. while the coffin is on fire; later, as the 
cremation proceeds, they must be gradually closed. In this way, an operation 
without any generation of smoke is assured.’ 

The J.A. Topf & Sohne Co. thus admits that its furnace can be used also for 
direct heating of the corpse to be cremated, and they stress, in the last sentence 
quoted above, that a completely smokeless operation can be achieved in this way, 
whereas in the description of the indirect cremation (with atmospheric air only, 
without any additional combustion gases) it is merely stated that a completely 
odorless operation can be guaranteed. 

As to the objection of the J.A. Topf & Sohne Co. that energy savings cannot 
be accomplished by the direct cremation, the Study Group for Fuel Conservation 
has used information supplied on 7 March by the Office of Mechanical Engineer¬ 
ing of the city of Dortmund which reads: 

‘It was shown that, especially in the case of corpulent corpses, a cremation 
using only atmospheric air extended the duration of the process in an extraor¬ 
dinary way and must be regarded as absolutely uneconomical. This extension 
is not caused by all parts of the corpse, but is primarily the result of the com¬ 
bustion of the internal organs. The cremation of the internal organs is, moreo¬ 
ver, affected by the design of the supporting grate. At the present time, exper¬ 
iments aiming for an improvement in this respect are being undertaken. It is 
essential that the hot air and the combustion gases can freely and continuously 
reach these parts and that the air flow is not obstructed by the design of the 
grate. Also, as far as smoke generation is concerned, a combustion with the 
gas mixture from the gasifier is often better than one with pure air, especially 
if the furnace has not yet reached a very high temperature brought about by 
several consecutive cremations...” 
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In its letter of 5 February 1925, the Topf & Sohne Co. speaks of an amount of 
some 160 kg of coke for [preheating. In its letter of 7 March, the Office of Me¬ 
chanical Engineering of the city of Dortmund has informed us that some 480 kg 
of metallurgical coke are needed each day for the cremation of a first corpse. The 
Municipal Building Authority for the city of Hagen in Westphalia reports an 
amount of400-450 kg of coke for a cremation in continuous operation, 300 kg of 
which are usedfor preheating and 100-150 kg for the cremation as such. 

The Department of Public Works of the Berlin city council needs 250-350 kg 
of coke for the preheating of its furnaces built by Stettiner Schamottefabrik, for¬ 
merly Didier-Stettin; for the first cremation at the Gerichtsstrafie crematorium 
some 80-90 kg are consumed, at the Wilmersdorf crematorium some 60-75 kg. In 
the case of day-and-night operation 50-60 kg are needed. The city council of the 
city of Grunberg in Silesia reports in its letter of 11 March 1925: 

‘A not-irrelevant reduction of the fuel requirement would be achieved by 
a direct flame feed into the cremation chamber.’ 

The objection by J.A. Topf & Sohne Co. that it is practically impossible to 
produce combusted gases without fly ash is not exact. By means of a suitable de¬ 
sign one can ensure that the spent gases are practically free from fly ash, in this 
connection one must consider the fact that the coffin in which the corpse is intro¬ 
duced into the furnace does release fly ash. 

At the end of its objection the J.A. Topf & Sohne Co. states finally: 

‘We must, furthermore, emphasize that - in direct cremation - it is very 
difficult to avoid smoke and odor.’ 

This is in direct contradiction with the description of a Topf cremation furnace 
mentioned above which J.A. Topf & Sohne submitted on 5 February 1925 to the 
Study Group for Fuel Conservation. Speaking of the furnace for direct cremation 
(i.e. with a feed of combustible gases directly into the cremation chamber), the 
description reads: 

‘In this way an operation without any generation of smoke is assured.’ 

Th is sen tence is even underlined in the description furn ished by the company. 
The municipal administration of the city of Hagen in Westphalia, in its letter 
of 28 inst., says i.a.: 

‘If the combustion gases are kept from entering the cremation chamber by 
closing the dampers completely, the furnace cools down so quickly that at the 
latest one and a half hours later the parts of the corpse no longer burn but only 
char. ’ 

On the basis of the above, the Study Group for Fuel Conservation sees no 
reason for changing its opinion. [The group] hence underlines once again explic¬ 
itly that the addition of spent gases without fly ash is recommended for ther¬ 
motechnical reasons and in the interest of fuel economy. ” 

In the face of this opinion, the Prussian ministries of the interior and of public 
welfare rejected the Topf Co.’s objection (“Bau...” 1925b, pp. 107f.). 

At that time Topf was in the process of becoming the most important German 
company, commercially speaking, in that sector of activity: of the 24 cremation 
furnaces installed in German crematoria between 1922 and 1927, 18 were built 
by Topf (Verband... 1928a, p. 84; cf. Document 112). As early as 1926, the pres¬ 
tigious encyclopedia Meyers Lexikon used Topf drawings to illustrate its article 
on cremation (Meyers Lexikon 1926, pp. 644f.). 
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In the early 1930s, Topf s commercial domination was assured; it was fol¬ 
lowed, in that order, by Gebriider Beck of Offenbach, Schneider-Didier of Stettin, 
Ruppmann of Stuttgart, and Kori in Berlin (Hellwig 1931a, p. 370; cf. documents 
113-127). 

Even though companies such as Beck and Schneider-Didier had improved 
their coke-fired furnaces considerably (see Section I, Chapter 5), the only real 
threat to Topfis supremacy came from the novel design of the Volckmann-Lud- 
wig system. The latter, aside from having consumption figures considerably be¬ 
low those of the Topf gas-fired furnace, presented the advantage of a lower price 
and lower installation costs because of the absence of a recuperator. Furthermore, 
after the installation of the first Volckmann-Ludwig type furnaces at Stuttgart and 
Hamburg, and of the first European furnace with electrical heating at Biel, coke- 
fired furnaces began an inexorable decline. 

Topf reacted to the competition not only with a number of improvements 
which will be discussed later, but also with a hard-hitting publicity campaign 
launched by Topf s chief engineer Kurt Prufer (cf. Document 129). 

The first official announcements on the subject of the new Volckmann-Lud¬ 
wig system were presented at the convention of the Association of the Directors 
of German Crematoria, which was held in Dresden in 1930. In that same year 
Engineer Volckmann described the new device in a paper published in no. 5 (Sep¬ 
tember 1930) of the journal Zeitschrift fur Feuerbestattung, the official journal of 
the Union of Cremation Associations in German-Speaking Countries, under the 
title “A new process for cremation” (Volckmann 1930, pp. 65-68.). 

Prufer attacked this article harshly with a number of objections that led the 
editors of that journal to entrust Engineer Richard Kessler with explaining the 
technical features of the new furnace. Kessler wrote an article titled “The new 
cremation furnace system Volckmann-Ludwig” (Kessler 1931a), in the context 
of which the editors announced their refusal to publish a reply by Engineer Prufer 
in their journal “due to its form and its lack of objectivity” (ibid., p 34). 

Still, Prufer’s article appeared in various specialized publications under the 
title “A new process for cremation. A reply.” The journal Die Flamme published 
it with the cautionary remark by the editors (Prufer 1931a, p. 5): 

“We cannot yet position ourselves in this matter, but believe that it is our duty 
to bring the following critique by a specialist to the attention of the public. ” 

This article, the only one written by Kurt Prufer to our knowledge, is worth being 
presented here in its entirety (Prufer 1931b; Document 129): 

“In no. 5, vol. 1930, o/Zentralblatt fur Feuerbestattung appeared an article 
written by senior building councilor (D.I.f M ^ Volckmann, of Hamburg, on Anew 
process for cremation' which must be examined in detail in the interest of crema¬ 
tion. 

First of all who is this author who appears, to the uninitiated with no 
knowledge of the background, as an unbiased and neutral supporter of the modern 
development of cremation furnaces? 

The senior building councilor engineer Volckmann is head of the cremation 
section in Hamburg by profession and, together with engineer Ludwig, the owner 
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D.I. is used here for the German university degree of Diplom-Ingenieur or Dipl.-Ing. 
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of a patent in the field of cremation. Both are trying to profit from this patent by 
charging a license fee unheard of in this field (requesting a minimum license fee 
of30,000 marks per year). 

The title of the article is misleading, because it would not be ‘A new process 
for cremation ’ if the author did not hide the essential points. It is widely known 
that cremation is carried out with the lowest possible amount of air which already 
results from efforts to keep gas consumption down and to operate with little draft. 
Hence, the idea is not new, and if methods such as those in use at Hamburg have 
up to now been avoided, these efforts reflect the intention of keeping cremation 
from becoming merely a matter of getting rid of carrion, and to keep in mind both 
the problem of fuel consumption and, above all, the concerns of hygiene and re¬ 
spect. That this is not always the case at Hamburg is shown by the fact that, during 
the process of cremation, a burner (gas pipe) is aimed at those parts of the body 
which burn with difficulty and that the latter are subjected to compressed air. 
Comment on this is manifestly superfluous. 

The author claims to have proved the compatibility of the economic principles 
of cremation furnaces and offurnaces for other uses. If the author had really dis¬ 
covered how the basic rules of economics can be transferred from one field to 
another, this would not be a magnificent discovery. One must be very careful, 
though, in comparing the operation of a crematorium to the workings of industrial 
heating plants or furnaces for the destruction of carrion, as far as questions of 
economy are concerned. Such a comparison becomes most doubtful, however, 
when we speak of excess air, i.e. about a technical parameter, because the cre¬ 
mation of a corpse cannot be based upon the operation of an industrial furnace, 
as the substances in question are too different. 

On p. 66, paragraph 1, the author draws attention to the fact that in furnaces 
of known design the air flow pattern is inadequate, so much so that there is a 
shortage of air where there is a great demandfor oxygen, while in other parts we 
may have an excess of air at the expense of heat economy. The author explains 
this by a phenomenon observed with industrial furnaces or industrial combustion 
equipment, namely the poor mixing of the fuel gases with the combustion air. The 
description given, on the basis of laminar currents - superposed parallel streams 
of fuel gas and combustion air - is, in practice, completely wrong. In a cremation 
furnace, on account of the many bends contained, we observe primarily turbulent 
currents which lead to a sufficient degree of mixing of the gases. 

In paragraph 2 the author goes into the details of the combustion process it¬ 
self. He asserts that, once the coffin has disintegrated, the air supply to the corpse 
worsens and thus cremation worsens as well due to the fact that from that moment 
on the available volume of air in the muffle becomes disproportionately larger 
and keeps on growing as the cremation proceeds. This assertion reveals a rather 
confused knowledge of the technicalities of combustion. If one were not rapidly 
able to supply an air volume corresponding to the volume of the coffin, there 
would be an explosion, hence an instantaneous combustion. Moreover, the coffin 
contains, from the beginning of the cremation, a certain quantity of airfi 5 ^ 

The sentence which follows is most questionable: 
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Kurt Priifer’s objection is very odd: Volckmann was referring to the real problem of the air increase 
as a function of the decrease of combustible substances on the muffle grate. 
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‘But as the air flowing into the muffle can come into contact with an ever 
decreasing portion of the corpse itself, the chemical nature of the disaggrega¬ 
tion process would necessarily be incomplete and we could see a smoking 
chimney’. 

This would be true if the corpse rested on a massive slab and would be exposed 
to a flow of cold air from above (without a recuperator!). We would then have a 
(low temperature) distillation rather than a cremation. That would be the case for 
a furnace without a grate and without a recuperator. The matter is entirely differ¬ 
ent if the corpse is exposed to the combusted gases on all sides, throughout the 
cremation, by resting on a grate and if care is taken to ensure that these gases 
contain enough excess air for a complete combustion of the hydrocarbons ema¬ 
nating from the corpse itself. Why should one not be able to control precisely the 
air which is fed into the muffle? 

It is stated that, at Hamburg, some 3,500 cremations were done with a total 
gas consumption of 100 m 3 . This is questionable, if only because two technicians 
who operate the furnace told me independently that the normal consumption was 
7 m 3 or even a little more. 

In the face of all this we must determine in some detail if a corpse contains so 
much combustible matter that - once the furnace is in continuous operation after 
preheating and after having reached its thermal equilibrium - it is no longer nec¬ 
essary to supply heat from the outside. 

According to several medical authors, the human body contains, on average: 


water 

65.0%, for a body of 70 kg = 

45.0 kg 

fat 

12.0% 

8.4 kg 

proteins 

15.0% 

10.6 kg 

other chemical substances 

3.5% 

4.5 kg 

ash 

4.5% 

3.2 kg 


about 100.0% about 69.7 kg [86] 

On that basis one can easily determine that the amount of fat, with its caloric 
value of 75,000 kcal, should be enough to evaporate the water and to bring the 
other parts to ignition temperature, if it were not for radiation to the outside. 
Hence, in crematoria where cremations occur continuously, one after another, 
and which have a good insulation of the furnace walls to bring down the heat 
losses, one could expect a rather low need for additional gas. 

But this is nothing new, because such has been the experience for quite some 
time with crematoria operating continuously. 

If the assertions in respect of cremations without additional gas supply were 
true, the exhaust gases would have to be at ambient temperature, something which 
no cremation technician could seriously maintain, because the inevitable heat loss 
of the exhaust gases and the cold air entering when the coffin is introduced are 
negative terms in the heat balance and cannot be avoided . [87] 


86 Almost all these weights are wrong. The correct weights are: water 0.65x70 = 45.50 kg; fat 0.12x70 
= 8.40 kg; proteins 0.15x70 = 10.50 kg; other chemical substances 0.035x70 = 2.45 kg; ash 0.045x70 
= 3.15 kg. These mistakes are also contained in the text of Priifer’s article published in Die Flamrne 

(p. 6). 

87 The objection is a little underhanded: Priifer deliberately fails to take into account the heat supplied 
by the combustion of the coffin. 
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I have had the opportunity, after authorization, to examine the Hamburg fur¬ 
nace and be present at a number of cremations, which allows me to add a number 
of observations to what I have already said above: 

In the cremation hall a rather small furnace is located which, as far as I have 
been told, is an experimental furnace; there is another furnace under construc¬ 
tion, erected up to mid-level of the muffle. The furnace under construction differs 
considerably from the other furnace, but it, too, is an experimental furnace, be¬ 
cause, as far as I know, no operational tests have been run on it. 

On the whole, aside from the absence of the recuperator, the Hamburg furnace 
does not appear to be anything really new, it has often integrated ideas of com¬ 
peting furnaces into its design. Why have Messrs. Volckmann and Ludwig moved 
so far away from the design outlined in their patent, to the point that nothing much 
of it remains? Certainly because the experiments were not as successful as they 
had hoped! The first furnace is equipped with a narrow grate, whereas the second 
one, still unfinished, has instead of the grate a refractory plate which is more or 
less the only thing still remaining from the patented device. The more recent fur¬ 
nace has four high-pressure burners in its rear portion, in a way that other sys¬ 
tems have been using them for a long time, and on the side two perpendicular 
burners (the so-called barrier burners) which were installed in Switzerland as 
early as 1918 (see the description of the patent awarded to Ludwig Heller, Ruti, 
pat. No. 81860): hence this arrangement is not really anything new! 

It is surprising that in the latter furnace’s air injection takes place from above, 
something which the author, in the fourth column of his article, judges to be the 
unhappy experiment of another company. 

This arrangement, erstwhile rejected but now adopted, consisting of ‘an air 
supply from the vault of the muffle to the corpse, a little obliquely or otherwise 
perpendicularly ’, has been used by J. A. Topf & Sohne Co. in many furnaces; this 
applies also to the post-combustion grate used in the Hamburg furnace. 

If a cremation without smoke was intended for Hamburg, this attempt can be 
called a failure, because on observation there was smoke generation, rather in¬ 
tense at times, which has never occurred with Topf furnaces up to now. 

The cremation of a corpse at Hamburg takes 80-90 minutes on average, which 
means that there is no improvement in this respect either. 

To sum up, I must say that the Hamburg furnace does not come up to the ex¬ 
pectations I had when I read the sensational publications. 

K. [urt] P. [riifer]. ” 

Asked by the Union of Cremation Associations in German-Speaking Countries 
to write an opinion on the Volckmann-Ludwig furnace, the engineer Richard 
Kessler rejected Priifer’s criticisms, calling them “more or less without founda¬ 
tion” (Kessler 1931a, p. 39). 

Several years later, Fritz Sander, another employee of the Topf Co., attempted 
rather unscrupulously to discredit the Volckmann-Ludwig furnaces of Brussels 
merely for competitive reasons. On 14 April 1936 he wrote the following letter 
to the Luxembourg firm J.F.B. Leisse (SW, 2/555a): 

“We are in receipt of your kind letter dated 8 inst. and would like to hear more 
about the matter. 

It is true that, aside from our own cremation furnace, there is a secondfurnace 
‘system Volckmann-Ludwig. ’ That this competitive furnace ever reached Brussels 
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is due to a mistake of our Brussels representative. We only learned about the sec¬ 
ond furnace when the order for the competitive system had already been placed 
by the Societe de Bruxelles. 

It is furthermore true that a few years back a lot ofpublicity was made by the 
inventor, the Hamburg building councilor Volkmann, and that he had some suc¬ 
cess. It is also true, however, that over the last 16 months no Volckmann-Ludwig 
furnace has been set up in Germany; everywhere our 1934 furnace model was 
selected exclusively. In 1935 we built furnaces at Lauscha, Rudolstadt, Munich, 
Hanover, Gera, Gorlitz and Dresden. The above furnaces are furnaces using gas 
firing. An electrically heated furnace with mechanical controls has been in oper¬ 
ation at the Erfurt crematorium since 1933. 

From this you can see that the Volckmann-Ludwig system is outdated by far 
and can no longer be considered to be a modern design. 

We are building our furnaces with hot air channels and without a recuperator, 
and we have a tiltable plate instead of the slab of the furnace or the ash chamber. 
By using this tiltable plate, the ash from the corpse simply drops by gravity into 
the ash receptacle without the use of any tools. 

Our Brussels furnace was ordered in 1930, at a time when we did not yet have 
these innovations. In the meantime we have made further progress in the design 
of our cremation furnaces. 

You have informed us that two crematoria have been built in Sweden. As the 
Swedish companies are building their own furnaces, it is obviously difficult for us 
to receive any orders because of taxation; things are a little different at the new 
Stockholm crematorium. There, it is a matter of two electrically heated furnaces, 
and in that field we are still competing. 

If the project - the construction of a crematorium - should be ready for deci¬ 
sion on your side, please be kind enough to inform us in order for us to be able to 
present and illustrate the system of our furnace to the competent authorities. 

Hoping that these lines are sufficient for the moment, we remain yours re¬ 
spectfully, Sander. ” 

Sander’s criticism of the “competitive furnace,” Volckmann-Ludwig type, was 
actually sheer propaganda, and his assertion that the furnace in question was “out¬ 
dated by far” in 1936 is groundless. Actually, up to that moment the H.R. Hein- 
icke Co. of Chemnitz, holder of the Volckmann-Ludwig patent, had already 
booked 22 furnaces - 10 of these between 1934 and 1936 - and would install 
another 12 over the subsequent four years. 88 The two furnaces erected at Dort¬ 
mund are described in an article published in 1941 in the journal Gesundheits- 
Ingenieur (Kamper 1941). 


H.R.Heinicke, VL-Kremationsofen Bauart Heinicke. Leaflet kindly supplied to the author by the firm 
H.R. Heinicke of Stadthagen now holding the Volckmann-Ludwig patent. Between 1934 and 1939 
this company installed the following furnaces: 
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On the other hand, it is undeniable that Topf had reached a highly advanced 
level of technology in the 1930s and that their products were without doubt of 
high quality. It is to their credit to have built Germany’s first gas-fired furnace at 
Dresden in 1927, which ran without any problems, as well as the first German 
electrical cremation furnace, which went into operation at Erfurt in 1933. Topf s 
R&D activities are, furthermore, evinced by numerous patents, issued mainly in 
the 1930s, some of which, such as the post-combustion grate or the tiltable plate, 
constituted valuable technical contributions to cremation technology. 

Aside from furnaces for crematoria, Topf also offered a wide array of waste 
incinerators, and in 1940 they had 90 customers in this field. 

Among Topf’s other products I should also mention disinfestation furnaces 
and ventilation equipment. 

When Topf began to get in touch with the administration of the German con¬ 
centration camps, it was already a large company with a capital of over 500,000 
Reichsmarks and exports to 60 countries world-wide (Die Grojiunternehmen ... 
1941, p. 192; cf. Document 130). 

At that time, the company was organized in 12 technical departments ( Tech- 
nische Abteilungen) and an operational one, which were in turn split into 99 sec¬ 
tors. In the following table I have listed only those sectors which manufactured 
combustion equipment: 

> Abteilung A: Getreidepflege-Anlagen (cereal-preservation plants; sectors 1-8) 

> Abteilung B: Heizung - Liiftung - Gebldsebau (heating, ventilation, blowers; 
sectors 9-17) 

> Abteilung C: Stahlbau (steel constructions; sectors 18-20) 

> Abteilung DI: Kesselhaus u. Feuerungsbau (boiler plants and hearths; sectors 
21-33) 

21: Hearths with horizontal grates 

22: Semi-mechanical hearths 

23: Other types of hearths 

24: Grate feeders 

25: Grate parts, hearth fittings 

26: F.A.V. superheaters and other design systems 

27: Steam boilers, economizers and accessories (without brickwork) 

28: Brickwork and other constructional activities for D I 
29: Brickwork and other constructional activities for D II 
30: Other spare parts (without grate rods and hearth castings) 


Year 

Location 

Heat Source 

Year 

Location 

Heat Source 

1934 

Rostock 

gas 

1937 

Hanover I 

gas 

1934 

Halle I 

gas 

1937 

Dortmund I 

gas 

1934 

Halle II 

gas 

1937 

Dortmund II 

gas 

1934 

Celle I 

gas 

1938 

Kiel II 

gas 

1934 

Celle II 

gas 

1938 

Breslau 

gas 

1934 

Reutlingen 

gas 

1938 

Lahr 

gas 

1934 

Essen I 

electricity 

1938 

Leipzig 

gas 

1935 

Wiesbaden 

gas 

1939 

Hirschberg 

Gas 

1936 

Kiel I 

gas 

1940 

Bochum 

gas 

1936 

Oppeln 

gas 

1940 

Chemnitz II 

gas 

1937 

Stuttgart II 

gas 

1940 

Essen II 

electricty 
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31: Equipment purchased (see list) 

32: Mechanical installations 
33: Subcontracted work 

> Abteilung DII: Topf-Rostbau (Topf grate supply) 

34: Fully mechanized combustion plants (without brickwork) 

35: Individual grate parts, combustion controls 
36: Parts purchased (see list) 

37: Mechanical installations 

> Abteilung D III: Industrieschornsteinbau (industrial chimneys) 

38: Industrial chimneys, fixed price 

39: Flue ducts, fixed price 

40: Contract work at hourly rates 

41: Subcontracted work (fixed price and hourly rates) 

> Abteilung DIV: Ofenbau (furnace construction) 

42: Crematoria (complete) 

43: Destruction furnaces, complete, recovery furnaces (complete) 

44: Spare parts 

45: Purchased items (separate list) 

46: Brickwork 

47: Mechanical installations 

> Abteilung E /: Malzereibau (malting installations; sectors 48-68) 

> Abteilung EII: Speicherbau (silos; sectors 69-76) 

> Abteilung E III: Luftforder-Anlagen (pneumatic conveyors; sectors 77-81) 

> Abteilung E IV: Kornbearbeitungs-Anlagen (grain processing installations; 
sectors 82-89) 

> Abteilung F: Mechanische Forderanlagen (mechanical conveyors; sectors 90- 
95) 

> Abteilung Betrieb (operations department; sectors 96-99) 89 

The 12 technical departments mentioned above were only departments nos. 74 
through 85 out of a total of 89 departments the Topf Co. consisted of. 90 


2. The Topf Cremation Furnaces for Civilian Use 
2.1. The Cremation Furnace with a Coke-Fed Gasifier 

The first cremation furnace with a coke-fed gasifier built by the Topf Co., 
while retaining the essential features of existing furnaces, introduced a number of 
innovations based on prior ideas, but in a novel configuration. In particular, the 
Topf furnace had an external heat source for the muffle (per Max Kergel’s patent 
of 4 October 1908) controlled by a damper made of refractory material and lo¬ 
cated in front of the gasifier outlet (following an idea incorporated into the Knos 


89 


90 


SE, 5/411 A 174, list without headings; cf. Document 131. 

SE, 5/411 A 163, J.A. Topf & Sohne, Organisation der Unternehmung. Katalog der Sonderakten; cf. 
Document 132. 
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furnace). This damper, by keeping the combustion gases from entering the muf¬ 
fle, ensured a completely indirect cremation. With this furnace, Topf aimed for a 
front-rank position in the field of totally indirect cremation, which explains its 
objection to the decree issued by the Prussian ministry of the interior on 24 Oc¬ 
tober 1924. 

The structure and operation of this type of furnace were described at the time 
in the expert literature as follows (Reichenwallner 1926, pp. 27-29; cf. Document 
133): 

“The cremation furnace consists of a coke-fed gasifier, a cremation chamber 
(muffle), closed onto itself, of the system of channels (recuperator) located below 
which serves to preheat the combustion air, and of the duct taking the gases into 
the muffle. 

When a coldfurnace has to be heated, a small fire of wood is lit in the gasifier 
and is switched over to coke step by step. The gases produced by the coke or the 
wood move upwards and into the muffle, passing through the gasifier outlet. They 
then flow through the recuperator and into the flue duct of the chimney, transfer¬ 
ring the heat they contain to the walls of the recuperator along the way; the latter 
are made of refractory material. In this manner, the furnace is heated to incan¬ 
descence (1,000°C). The necessary gas mixture is produced by a supply of air. 

At this point (1,000°C) the furnace is ready for the cremation. The damper at 
the outlet of the gasifier is closed in such a way that the gases flow through the 
channel around the muffle, maintaining the latter at incandescence from the out¬ 
side. Thus the gases can no longer enter the muffle. The front introduction door 
of the muffle is opened and the coffin is introduced by means of the introduction 
cart; in this way the coffin is deposited on the cremation grate and the cart is 
immediately withdrawn from the muffle. The front opening as well as its outside 
cover are closed immediately. The necessary combustion air - which flows into 
the cremation chamber at a high temperature and incinerates the corpse - enters 
the series of channels below through the open dampers, rises through the channels 
in a direction opposite to that of the discharge gases up to the highest point of the 
vault above the muffle and there enters the muffle at a high temperature. 

Just before it leaves the muffle, the saturated combustion air is diluted with 
preheated air; an operation without smoke or odor is obtained in this manner. 
The duration of a cremation is 60-75 minutes, depending on the size of the corpse. 

The entire cremation process can be observed by the operator through viewing 
glasses in front and rear. The furnace combines the two corpse-cremation sys¬ 
tems, i.e. direct and indirect cremation. Furthermore, the most modern conceptual 
and technical elements have been taken into consideration. The advantages of the 
furnace are ease of use and control, minimal fuel requirements, very rapid cre¬ 
mation, odorless and smokeless operation. 

The design of the furnace is very solid. Between the inner wall of refractory 
material and the outer brick wall, there is a thick layer of rock wool which brings 
loss by radiation down to a minimum. The furnace consists of massive, top quality 
refractory clay which not only makes for a stable structure but also serves to ac¬ 
cumulate heat. This design system aims for a long life of the furnace. The outer 
brickwork is built in an arch-like way, as a vault, and held together by steel bars, 
angled or in T-shape; the latter are linked by solid bolts. 
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The ashes are cooled near the front of the lower section of the furnace in an 
ash container with a smoke extraction fan, and is then transferred to the urn. 

The cremation process as such takes place out of sight of the bereaved. The 
coffin, set up in a dignified manner in the chapel, is lowered slowly and silently 
to the sound of a solemn piece of music and is then introduced into the cremation 
chamber by means of a cart of appropriate design. The remains of the ash, purely 
white, are collected in the ash container and can then be buried or placed in a 
columbarium. ” 

Topf had become a major competitor also in the fields of design and construction 
of cremation furnaces by the early 1920s. At that time, its most flattering success 
was undoubtedly the erection of two cremation furnaces in Moscow in 1926. A 
publicity leaflet of the same year, entitled “Furnaces for crematoria, Topf system” 
informs us about the activities and developments of the company (Topf 1926; cf. 
Document 134): 

“The ‘Topf furnace for crematoria is the result of nearly fifty years of expe¬ 
rience in the field of technical combustion equipment and is suitable for both di¬ 
rect and indirect cremation. 

The furnace consists of the coke gasifier with its routing of the carbon monox¬ 
ide gases, the independent cremation chamber (muffle) and the channel system 
below (recuperator) which is usedfor preheating the air neededfor the cremation. 
The preheated air thusly produced does not enter into contact with the spent 
gases, because the air channels are totally isolatedfrom the flue gas channels, so 
that, in the case of indirect cremation, the cremation takes place with pure atmos¬ 
pheric air which is heated up to the required temperature only on its way to the 
muffle. 

Between the internal and the external brickwork, over the whole length and 
height of the furnace, is laid a thick layer of insulation made of bricks of diato- 
maceous earth; in this way the thermal radiation is reduced to a minimum. In the 
design of our most recent model we have made use of our extensive knowledge in 
the domain of heat economy applicable in this field with this particular idea in 
mind. The ensuing advantages show up most clearly when the furnace is not in 
daily use. The insulating layer of diatomaceous earth retains the heat over a long 
period, and the amount of heat required for a new incineration series is corre¬ 
spondingly less. Moreover, the time needed for preheating is considerably short¬ 
ened. 

The external brickwork is designed in accordance with the Topf arch system 
of proven effectiveness; it ensures that the brickwork in the shape of an upright 
vault is wedged between robust steel beams, both angular andI-shaped. This sys¬ 
tem of construction guarantees a long service-life and prevents the formation of 
cracks, which would otherwise develop quite easily because of the high tempera¬ 
tures. The fittings are made from refractory castings. 

In recent years, we have erected a series of cremation installations attached 
to existing benediction chapels or similar halls. In most cases, such an arrange¬ 
ment obviates the need for a lowering device and now enables all those munici¬ 
palities, which had to discard the idea of building their own crematorium again 
and again for financial reasons, to acquire a cremation installation at a rather 
moderate cost. Along these lines, the crematoria at Erfurt, Griinberg, Guben, 
Hochst a.M., Ilmenau, Magdeburg, and Suhl came into being. 
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Lately we have added air heaters which make use of the spent gases; these 
devices are incorporated into the flue duct just upstream of the chimney. They 
consist of a heat exchanger with a large number of so-called bags in which the 
spent gases and the air circulate separately: a blower mounted in front draws in 
fresh air and pushes it through the air bags. The spent gases are led through ad¬ 
jacent bags; in this manner the air warms up and can be taken through ducts into 
the chapel to heat the latter. Such an arrangement makes the installation of a 
central heating system superfluous. Leaving aside the fact that the capital outlay 
is far lower than for a separate boiler for central heating, the small blower has 
such low operating costs that heating is essentially free of charge. 

Crematoria with furnaces and Topf mechanical systems under construction in 
1926 are located at 

Wilhelmshaven 1 furnace 

Giessen 1 furnace 

Moscow 2 furnaces 

Since 1922 we have thus built or received orders for 28 furnaces, an achieve¬ 
ment so far unsurpassed. 

Figures 8 and 9 show the church of the Donskoye cemetery in Moscow where 
2 furnaces are presently being built by us. 

The City Director Arnstadt, 10 February 1925 

Arnstadt in Thuringia 
Dept. IV 

[To:] J.A. Topf & Sohne Co., Erfurt 

The cremation furnace installed by Topf & Sohne Co., Erfurt, was handed over 
and started up on 1 October 1924. Up to now, 57 cremations have been carried 
out. Cremations take place irregularly, which leads to uneven periods of preheat¬ 
ing and coke consumption for the individual cremations. Gas coke is being used 
as fuel. Preheating the furnace requires 2-2 V hours. 

From the beginning of preheating up to incandescence and complete combus¬ 
tion, coke consumption has been as follows: 

for the cremation of one corpse 169-260 kg 

for the cremation of two corpses 234-314 kg 

within a day and including heating to operational temperature. 

The cremations take place without generation of smoke or odor over a period 
of 3 Atol V 4 hours for each corpse. The chimney, 18.0 m high and erected by J.A. 
Topf & Sohne Co., functions satisfactorily. The same applies to the [coffin] low¬ 
ering mechanism, likewise supplied by the company. 

In connection with the channel for the gas flow from the cremation furnace to 
the chimney, J.A. Topf & Sohne Co. have installed an air heating device for heat¬ 
ing the cemetery chapel. The air temperature at the exit points in the chapel is 
50°C on average. In the case of cremations, the chapel can thus be heated quickly 
and without any additional fuel. 

The cemetery department. 

Signed: signature 


* * * 
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City of Erfurt 

Department of Gardens and Cemeteries 
[To:] J.A. Topf & Sohne Co., Erfurt 


Erfurt, 25 June 1925 


The cremation installation with two furnaces erected by J.A. Topf & Sohne 
Co. went into operation on 11 April 1923. Up to date, 700 cremations have been 
carried out. 

Over the two years of operation of the furnaces, no failures have occurred up 
to now. 

The special design of the furnaces and the good insulation have led to very 
low temperature variations, which is also very beneficial for the durability of the 
brickwork. We must underline the exceptionally simple control of the furnaces. 

Unfortunately the cremation furnaces are not yet in daily operation. There¬ 
fore, the determination of the fuel requirements per corpse cannot yet be fully 
assured. 

Using gas coke as fuel, for the period starting with preheating up to incandes¬ 
cence, complete incineration, and removal of ash remains, our documents permit 
us to determine the consumption as follows: 

1 . for the incineration of 1 corpse in one day 3V4 hwt. of gas coke 

2. “ 2 corpses in succession 5 

3. “ 3 “ 7V 4 

4. 4 9 

5. “ 5 “ 10V 4 

6. “ 6 “ IOV 2 

7. “ 7 “ IOV 2 

The design of the Topf system allows the cremations to be executed completely 
without any smoke and odor. 

The maximum duration of a cremation amounts to 1V 4 hours. 

The Municipal Department of gardens and cemeteries 

Signed: signature 


* * * 


The Director of the 

Land Capital (Buildings Department) 


Weimar, 30 May 1925 


[To:] J.A. Topf & Sohne Co., Erfurt 

In reply to your request of 22 inst. we inform you that the incineration furnace 
installed by you in this crematorium has operated successfully up to now. In order 
to bring about a more economical operation, incinerations are carried out only 
on Tuesdays and Fridays. Preheating requires 2-3 hours, a cremation lasts 1-1V 2 
hours. Each of the latest 24 incinerations required on average 2.7 hi [hektoliters] 
of gas coke (incl. preheating). 

The Deputy Mayor 

Signed: signature 


* * * 
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Administration of 
Gertrauden Cemetery 

Halle a.d.S., 7 October 1924 


[To:] J.A. Topf & Sohne Co., Erfurt 

In reply to your letter of 3 inst. we are pleased to inform you that the incinera¬ 
tion furnaces erected by you in 1915 have been operating so far to our complete 
satisfaction. The installation was started up on 15.12.1915, and altogether 2,670 
corpses have so far been incinerated in the two furnaces. In order to reach a tem¬ 
perature of 1,000-1,100°C with a cold furnace, we require some 3 V 2 to 4 hwt. of 
metallurgical coke, whereas only 1 hwt. of this fuel is needed with a furnace al¬ 
ready in operation. The duration of a cremation depends upon the size and nature 
of the deceased and amounts to V 4 -IV 4 hours at this plant. 

Signed: signature 

* * * 

Municipal Operations Dept. 

Heating and Machinery Section 

Hanover, 10 October 1924 


[To:] J.A. Topf & Sohne Co., Erfurt 

In reply to your letter of 3 inst. we can inform you that the operation of our 
crematorium has not yet reached a level allowing us to establish a certificate con¬ 
cerning the furnaces. For the time being, we can only confirm that we are satisfied 
with the furnaces supplied and have not yet noticed any substantial wear after the 
300 incinerations carried out so far. As a consequence of low and infrequent us¬ 
age, at the present time, we require some 100 kg of metallurgical coke for each 
cremation. We hope that, with the completion of the whole plant, usage of the 
furnaces will intensify leading to a lower fuel requirement. 

In any case, we are satisfied with the furnaces to such a degree that we have 
always replied in a positive way to the various inquiries addressed to us. 

Signed: signature 

* * * 

The Municipal Directorate 

Municipal Building Department 

Ilmenau in Thuringia, 2 August 1924 

[To:] J.A. Topf & Sohne Co., Erfurt 

As requested, we are pleased to confirm that we are satisfied with the furnace 
plant erected by you in our crematorium. The installation has functioned very well 
with respect to the directions concerning the incineration of corpses andfrom the 
point of view offuel economy. When properly operated, the furnace has so far not 
led to any odor nuisance in the vicinity. In spite of the sometimes intensive use of 
the furnace, no wear or tear has been noticed so far. 

Signed: signature 


* * * 
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Association for Cremation (reg. ass.) 

Suhl 

Suhl, 20 October 1923 

[To:] J.A. Topf & Sohne Co., Erfurt 

We are happy to inform you that, technically speaking, we are satisfied with 
the installation erected by you in our crematorium. The furnace works well and 
has relatively low coke requirements. The operation of the draft enhancer is ex¬ 
cellent and the chimney, as linked to it, works particularly well. Overall, the exe¬ 
cution of the work involved has been most exact. 

Signed: signature 

* * * 

The City Council at 
Hirschberg in Silesia 

Hirschberg, 26 May 1923 

[To:] J.A. Topf & Sohne Co., Erfurt 

In reply to your letter of 19 inst. we confirm that the incineration furnace sup¬ 
plied by you in 1914 works satisfactorily. 

Operation is easy and simple. The design has turned out well. As far as the 
installation is concerned, no deficiencies have been noticed so far. 

The following amounts of coke are needed: 
for the first incineration: 5 hwt. 

for the second “ : 3 

for the third “ : 1 

for the fourth 

The duration of an incineration is about 1 'A hours. Preheating takes 2-3 hours. 
For a single preheating operation, the generator damper is closed. However, as 
additional feeds are required for each succeeding incineration, the generator 
damper must be opened [again]. 

Signed: signature ” 

2.2. The Gas-Fired Cremation Furnace 

The gas-fired furnace mentioned by Sander in his letter of 14 April 1936 is 
the “High-performance furnace with rotatable ash-grate, D.R.P. (Deutsches 
Reichspatent)” model 1934. The operation is still an indirect one, using hot air 
from metal tubes located above the muffle. The post-combustion chamber is 
equipped with a rotatable grate, in accordance with the patent granted to Viktor 
Quehl on 17 October 1932 and taken overby Topf on 17 May 1934 (cf. following 
chapter). The furnace appears more elaborate and considerably more voluminous 
than the Volckmann-Ludwig furnace: it still has the two-level design of the coke- 
fired furnace, with a total height of some 5 meters; the controls for rotating the 
grate and the ash removal device are located on the lower level. Even the section 
located in the furnace hall, measuring 3.70 by 2.60 m, is far more voluminous 
than the Volckmann-Ludwig furnace (3.10 by 1.70 m). 
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Two furnaces of this type were set up in the Cologne crematorium. A contem¬ 
porary article describes the design and operation in the following words (Etzbach 
1935, pp. 3-5): 

“As the furnace is heated each day in the early morning by means of a gas- 
burner and is at incandescence (around 1000°C) after one hour of preheating, the 
coffin is set alight right after its introduction into the furnace, because wood im¬ 
mediately catches fire at that temperature. Of course, the gas-burners are closed 
first, so that the corpse is now being cremated by means of air at a high tempera¬ 
ture, and after approximately one hour only pure ash from the bones remains 
(about 2 liters). 

The generation of the high-temperature air is effected by a metallic air-heater, 
which is located within the furnace and is fed by a blower located outside. On 
their way to the chimney, the discharge gases from the furnace must pass through 
this heater and heat it to the point where its tubes begin to glow. In this way, a 
noticeably shorter cremation time is achieved. Moreover, with high-temperature 
air, smoke can be prevented, which would otherwise not be the case, if heavily 
varnished coffins or similar are used. 

The cremation furnace [Document 135] consists of the cremation chamber (a) 
with the tiltable plates of the grate (b) below and with the ash chamber and its 
ash grate (c) located underneath it. The movable burner for low pressure gas (d) 
is situated in the front part of the furnace on the inside. The cremation itself may 
be viewed through an observation device (e). The tubes of the air heater are lo¬ 
cated above the cremation chamber. 

Once the corpse has decomposed under the effect of atmospheric air at high 
temperature, the ash (bone residue consisting of calcium phosphate and iron ox¬ 
ide) falls through the refractory blocks of the grate onto plates of cast-iron Py- 
rodur (b) under the effect of gravity. These rotatable plates are turned from the 
outside of the furnace and remain in a vertical position. In that way, the ash falls 
onto the ash grate (c). This grate, too, can be tilted and is controlled from outside 
the furnace. Below this grate is the ash receptacle. If the grate is tilted 90°, the 
ash falls into the receptacle below. After a suitable cooling period, the ash is 
transferred into a (metallic) urn of some 15 cm in diameter and a height of 20 cm; 
here, for reasons of reverence, suitable tools are used in order to avoid any con¬ 
tact between the ash and [human] hands. The urn is then closed and marked with 
the name and the necessary data to be held in the chapel hall or taken to another 
location which possesses the required characteristics of reverence. 

We must also stress in particular that, before a coffin is introduced into the 
furnace, a control token made of refractory material (Schamottemarke) is at¬ 
tached to it, showing the serial number under which the coffin has been registered 
in the list of the crematorium administration. This refractory token, which is fire¬ 
proof, accompanies the entire process and ends up with the ash; it is removed and 
attached to the lid of the urn. ” 

The next type of furnace (Document 136) shows technical improvements in the 
tube system of the air heater and in the ash extraction system, aside from the 
incorporation of a second, smaller burner into the post-combustion chamber. The 
engineer Fritz Schumacher describes it as follows (Schumacher 1939, pp. 25-27): 

“The Topf furnace has an outer brick casing with clinker or brick facing. A 
strong reinforcing framework of T, U, or angle bars made of wrought iron holds 
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the enclosure together. The visible outside surfaces of the furnace possess an 
arch-like brickwork in order to prevent the formation of cracks. 

The inside of the furnace is made of highly suitable fireclay material, and be¬ 
tween it and the enclosure is located a continuous layer of insulation made from 
bricks of diatomaceous earth and rock wool. 

Within the furnace we have the cremation chamber with lateral discharge of 
the gases and the gas-discharge channels situated on the right and on the left side, 
the cremation grate, the tiltable ash grate below, and the post-combustion cham¬ 
ber with the ash extraction grate. 

To the right and left of the cremation chamber there are the tubes of the air 
heater providing high temperature air. Whereas the upper four heating coils are 
made from Sikromal steel which withstands temperatures up to 1200°C, wrought 
iron tubes with especially thick walls are used for the lower portion. A blower 
located outside and guaranteed to run silently feeds air to the two tube systems. 
In order to ensure that the tube systems on both sides are fed equal amounts of 
discharge gas, there are refractory baffles which steer the discharge. These re¬ 
fractory baffles, arranged horizontally, also serve to store heat. 

On the inside of the front is a low pressure gas burner rated at 30 m 3 per hour. 
This burner is movable. 

As the Reich legislation on crematoria allows the use of fuel during the cre¬ 
mation only in particularly difficult cases, the Topf furnace, in order to respond 
to the wishes of the legislature, is provided from the outset with a burner in such 
a way that, once the furnace has reached its operating temperature, it can be 
turned, and a cast iron flap next to the burner seals its opening. Above the post¬ 
combustion grate is another small burner, rated at about 5 m 3 per hour, which is 
used only in special cases. 

For closing the cremation chamber a muffle-closing device is used consisting 
of two parts and made of cast iron, lined with fireclay, which rests on the frame¬ 
work of the furnace. Immediately in front of this closure is an insulating plate 
consisting of two sections made of a double layer of asbestos held by a frame of 
wrought iron to prevent heat losses to the outside. 

Both above the tiltable ash grate and within the cremation grate there are 
outlets for the hot air needed for the combustion. A further hot air outlet is pro¬ 
vided over the ash extraction grate. 

The tiltable ash grate is designed to be operated from the outside. This grate 
has a highly refractory Pyrodur frame, and the interstices are filled with monolite 
clay. Another closure in the flue channel completely closes the furnace against 
the chimney. 

The ash box has two pairs of wheels for easy moving. The hot-air-closing de¬ 
vices are located in the front portion of the furnace above the main burner. They 
are labeled: muffle -post-combustion - tiltable ash grate - ash extraction. 

The controls of the flue duct damper are also located next to those of the hot 
air. 

The discharge gases pass through the furnace along the following route: 

From the gas burner they move to the underside of the refractory grate where 
they heat up the tiltable ash grate, andfrom there they flow on into the cremation 
chamber through the blocks of the grate. After having passed through the cham¬ 
ber, they pass into the openings in the vault of the muffle, strike the muffle laterally 
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and drop down through the lateral discharge channels. They leave the channels 
here on both sides, cover the post-combustion grate, come together behind it, only 
to split up again when entering two side channels running along the cremation 
grate, from where they move into the flue duct. 

Thanks to this gas routing, the mass of refractory clay heats up uniformly in¬ 
side and out; in this way a longer service life of the refractories is guaranteed. 
The heat content of the gases is, moreover, made good use of, and the gases leave 
the chimney with little smoke and odor. 

Thanks to the tiltable grate, no stoking tools are needed in the Topf furnace in 
order to remove the ashes of the corpse. ” 

On 24 June 1950 Martin Klettner, an engineer working for the Topf Co. which 
had moved to Wiesbaden after the war, patented a new type of cremation furnace 
which will be described in Chapter 3. The furnace had already been built at Wies¬ 
baden prior to the issue of the patent, as we can see from the following letter 
written by the Wiesbaden city authorities on 19 December 1949 (see Document 
137): 

“We confirm hereby that Senior Engineer Martin Klettner has executed the 
intended reconstruction of the incineration furnace over a period of 2 V 2 weeks and 
has incorporated improvements based on your experience. 

Mr. Klettner has demonstrated the operation of the furnace and has handed it 
over after a test run extending over three days and involving a total of 16 crema¬ 
tions to our complete satisfaction. 

The performance of the furnace surpassed all expectations, especially with 
respect to the fuel consumption. As early as the third day, incineration times of 40 
minutes were attained without any fuel consumption except for preheating. 

You are at liberty to show the furnace to interested parties after giving us suf¬ 
ficient notice. 

A publication of this letter without our prior approval is not permitted. ” 

In 1989 two gas-fired Topf furnaces were still in operation at the crematorium of 
the Dortmund central cemetery. They had obviously been modernized with re¬ 
spect to automation and had been equipped with technical control devices. 

We will now describe the operation of these installations: 

Cremation takes place at two levels: the main cremation takes place on the 
upper floor. After the introduction of the coffin into the muffle and after rotation 
of the grate, the cremation remains drop into the post-combustion chamber below 
where they bum out completely. In the meantime, another coffin is introduced 
into the muffle. The ash is removed when the post-combustion is complete. 

Before introducing successive coffins into the muffle, they are given identifi¬ 
cation tokens made of refractory clay, numbered consecutively, which remain 
with the corpse and the ash over the whole duration of the cremation and allow 
identifying the corpse when the ash is extracted. 

The time required for the cremation varies between one and a quarter and one 
and three quarter hours, depending on the nature of the corpse. In a normal shift 
of eight hours, five corpses per furnace are usually cremated. In early 1989, be¬ 
cause of the great number of corpses awaiting cremation, double shifts were ar¬ 
ranged, with 10 corpses, sometimes up to 12, being cremated within a day, with 
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a consumption of some 21 m 3 of gas per cremation. Later on, after air- and gas- 
flow controls were added, consumption went down to less than 17 cubic meters. 91 

2.3. The Cremation Furnace with Electrical Heating. 

Topf built the first electrically fired German cremation furnace; it was set up 
at the Erfurt crematorium in 1933. Like the gas-fired furnace, this device, too, 
had two levels. The 1934 model mentioned in the preceding section had a basic 
design which was suitable for both gas-firing and electrical firing (Documents 
140f.). 

The new design is explained in an article which summarizes the patent appli¬ 
cation filed by Topf (“Elektrisch...” 1935, pp. 88-90; cf. Document 139): 

“The electrically heated Topf furnace installed at the Erfurt crematorium con¬ 
sists of a cremation chamber which is heated on both sides by 6 heating coils 
made of nickel chromium alloy, through which passes an electric current and 
which are placed in recesses of specially shaped bricks. The heating coils are 
protectedfrom the direct effect of the flames which develop during the combustion 
of the coffin by stainless steel plates placed in front of them 

These 12 coils have an output of 40 kW. The muffle is closed by a door and by 
a vane made of fireclay. 

The grate is cross-shaped and has also two heating coils with an output of 12 
kW. 

Underneath the grate is the inclinedplane for the ash made of specially shaped 
refractory bricks which, again, contain 4 heating coils having a total output of 18 
kW. 

The inclined plane ends at a closure plate below which the post-combustion 
chamber is located with its 7 kW heating coil. The floor of the post-combustion 
chamber consists of a perforated plate. Beneath it is the ash receptacle. The heat¬ 
ing coils of the Topffurnace at Erfurt have a total power output of 95 kW. 

In the flue-gas channels of the cremation chamber, Aerotermf 2] tubes ar¬ 
ranged along a slope are installed. They are fed by means of a blower located on 
the outside of the furnace. The air which is heated in these tubes to a high tem¬ 
perature enters the cremation chamber below the refractory grate through two 
channels, each of which has four openings. Before striking the corpse, the air 
flows past the glowing mass of refractory clay. These air outlets are not mere 
nozzles; their dimensions are 70 by 100 mm. Above the cremation chamber is the 
discharge outlet for the gases, which can be closed. The spent gases leave the 
cremation chamber at the top, strike its upper portion, and are then led down¬ 
wards by means of two channels on the sides of the cremation chamber, passing 
through the lower portion of the inclined plane towards the flue-gas channels and 
from there into the chimney. 


91 Letters of Grunflachenamt (public parks department) of the city of Dortmund to the author dated 18 
January and 24 February 1989. 

92 Aeroterm tubes “consist essentially of a battery of finned tubes and a helicoidal blower inside a metal 
container with baffles which allow steering the flow of hot air. The heat exchange takes place in 
forced convection with a high thermal efficiency (1,500 - 3,000 kcal/m 2 hr), and is highly adaptable 
depending upon the design. The air velocity is higher than what would normally be agreeable (0.20 - 
0.40 m/sec) and the noise level is high (50-60 dbA); hence, in view of the high output, their usage is 
primarily in industrial and large scale installations.” Manuale... 1990, p. E 589. 
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The operation of the furnace is very simple. The heating coils are switched on 
and off by means of remote control switch. All the controls are grouped in a box 
which can be placed next to the introduction door. In order to benefit from 
cheaper night-rate electricity, the furnace is switched on automatically by a timer; 
thus, attendance is required only, and in a limited way, when the coffin is intro¬ 
duced. Heating is controlled by a control device which shuts off the furnace when 
the temperature has reached any desired level, so as to avoid any wastage of elec¬ 
trical power. ” 

Quite soon, however, this furnace would exhibit serious operational problems, 
especially the generation of smoke during cremations. Exacting investigations by 
the administration of the Erfurt crematorium showed that, with a draft of 12-24 
mm of water, the velocity of the spent gases was so high that they did not have 
sufficient time to bum out within the muffle and cooled down to a level below 
their ignition temperature as soon as they entered the flue duct. 

The administration of the crematorium was therefore obliged to carry out tech¬ 
nical modifications of the plant: a combustion chamber ( Brennkammer ) was in¬ 
stalled above the muffle in an effort to bring down the gas velocity, and the 
damper at that point was removed; the cross-section of the channels for the com¬ 
bustion air were enlarged and two new channels were added which brought air 
into the muffle through two openings in its upper part. The flat supporting beam 
for the coffin was replaced by a cormgated beam. 

In 1934 Topf designed, moreover, a cremation furnace which could operate 
with both gas and electricity. Document 140, consequently entitled “Topf crema¬ 
tion furnace 1934 (For gas and electrical heating),” shows the installation from 
the outside. Document 141, “Topf cremation furnace 1934,” illustrates its design. 
Following the example provided by the Volckmann-Ludwig furnace, it had an 
outer metal facing ( Blechummantelung ), which provided it with a very modern 
appearance. The incineration chamber {Finds cherungsraum) was closed by 
means of a sliding door, mounted obliquely; a decorative door ( Prunktilr ) was 
mounted in front of it. The opposite part sported a viewing port {Schauluke). Each 
of the side walls had three openings for the spent gases. The coffin rested on three 
corrugated refractory beams. Below it was located the tiltable grate for the col¬ 
lection of the ash {drehbare Asche-Sammelplatte) with the ash post-combustion 
chamber (Nachverbrennungshammer) below; its tiltable grate permitted the trans¬ 
fer of the ash to the receptacle underneath and its removal through a suitable 
opening {Ascheentnahme). 

In the front part of the furnace, but on the lower level, there was a blower 
{Druckluftgeblase) feeding air through a double coil of tubes acting as an air 
heater ( Rohren-Luft-Erhitzer ); this air passed across the six vertical flue-gas 
ducts, located on both sides of the cremation chamber, where the flue gases trans¬ 
ferred their heat content. The combustion air heated in this way flowed through 
eight openings below the coffin, passed between the refractory beams, continued 
through another eight openings above and below the tiltable plate, and then en¬ 
tered the post-combustion chamber. A chamber with dampers was placed above 
the cremation chamber in order to reduce the velocity of the fuel gases. 
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When these changes had been carried out, test cremations were undertaken at 
the Erfurt crematorium. 

The diagram published by engineer Konrad Weiss (Document 142) refers to 
five cremations which took place on 17 and 18 April 1934. The duration of the 
individual cremations was as follows: 

First cremation about 1 hr 45 min. 

2 hrs 

1 hr 40 min. 

1 hr 50 min. 

1 hr 30 min. 

The temperature recorded at the center of the muffle was higher than that in the 
rear portion and varied between 850 and 950°C. The temperature of the inclined 
plane was always below 600°C (Weiss 1934, pp. 453-457). 

A total of 1,622 cremations were carried out in this furnace before it was dis¬ 
mantled and replaced by a more modem model set up in the Erfurt crematorium 
in 1936. 

As compared to the former, this model (Documents 143-145) presented nu¬ 
merous technical improvements. The vault of the muffle is closed, and both the 
additional combustion chamber and the channel for the spent gases are absent. 
The lateral walls of the muffle, below the onset of the semicircular vault, are 
strongly inclined and extend below the grate as inclined planes for the ash; they 
reach down to a previously non-existent tiltable grate. Below the latter is an elec¬ 
trically heated and retractable post-combustion grate. The supporting grate for the 
coffin consists of three corrugated beams. 

The spent gases leave the muffle through four square openings in each of the 
side walls and enter two channels which go down vertically and open up above 
the post-combustion grate, which they traverse downwards and then enter the flue 
duct. On the inside of these two vertical tubes there are four horizontal metal heat 
recovery tubes, 120 mm in diameter, into which a blower, located outside the 
furnace, feeds the combustion air which in turn enters the muffle through two 
openings set into each of the side walls, above the tiltable grate and below the 
grate of the muffle. Through other channels combustion air also enters the muffle 
from on opening behind the last supporting beam of the grate. From there it flows 
also into the space below the post-combustion grate. The heating coils are no 
longer contained in recesses protected by metal plates but in appropriate channels 
made of shaped refractory bricks. 

This furnace is described by the Topf Co. in the following manner (Schu¬ 
macher 1939, pp. 28-30, cf. Weiss 1937, pp. 159-162): 

“The furnace consists of an outer cladding of sheet metal which is held in 
place by robust T, U, and angle-shaped bars. The entire furnace is built from the 
most appropriate refractory material, and between it and the outer shell there is 
a thick layer of diatomaceous earth bricks as well as glass fiber and rock wool 
panels. 

The furnace itself consists of the cremation chamber with its flue-gas channels 
to the right and left, of the cremation grate with the tiltable ash grate below, of 
the post-combustion chamber and a grate for ash extraction. On either side of the 
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cremation chamber, preheating tubes for the combustion air are set into the flue 
gas channels, heating the air to a high temperature. Whereas the coils of the two 
top sections are made of Sikromal steel, we use cast iron tubes with particularly 
thick walls for the lower sections. A low-noise blower located outside the furnace 
feeds both sets of tubes. 

For the closure of the cremation chamber there is a muffle closure which can 
be suspended either from the furnace framework or from the ceiling of the furnace 
hall. In front of this closure, there is an insulating plate made from double asbes¬ 
tos panels held by a wrought iron frame. 

Above the tiltable ash grate, as well as within the cremation grate, feed open¬ 
ings for the hot air required for the combustion have been placed. A further open- 
ing for the hot air is located above the ash extraction grate. This grate has a rim 
ofPyrodur wrought iron, and the interstices are filled with compressed monolite. 

The furnace is well separated from the chimney by a draft damper. The ash 
receptacle has two sets of wheels for easy movement. The discharge gases take 
the following route: 

The discharge gases leave the cremation chamber through two openings set 
into the right and left sides of the cremation chamber, pass through the upper 
channel around the horizontally arranged plate of refractory clay into the second 
and third channels and leave to the right and left of the combustion grate, envel¬ 
oping it, then flow behind and below it through a common channel and are then 
led to the chimney via the flue duct. 

The refractory material is heated uniformly, inside and out, by the discharge 
gases, guaranteeing in this fashion a longer service life of the refractory material. 
Furthermore, the spent gases are used up completely and leave the chimney with 
minimal smoke and odor. No devices are needed for the extraction of the corpse 
ash. 

Location of the electrical equipment for cremation: 

The maximum total power output is 85 kW, of which 48 kW are installed in the 
two side walls of the main cremation chamber (muffle), 15 kW in the chamber 
below the grate, 10 kW in the post-combustion and 12 kW in the air channels 
located on either side of the grate. 

In the main cremation chamber there are 6 openings on either side, for a total 
of 12, which contain two electrical circuits. In this way it is possible to switch the 
two sides on or off separately. 

The coils which are located in the rear portion of the furnace are linked by 
cables to the control panel, which is located on the wall of the building behind the 
furnace. This panel is equipped with the timers, the ignition device, the timer 
clock, and the push-buttons for ignition with their control lights. 

All electrical circuits have push-button controls with control lights in such a 
way that one can see at any time which circuit is powered. 

The ignition device prevents an excessive temperature in the furnace. For this, 
the furnace starts and stops automatically at 700 and 900°C, respectively, as a 
function of the desired temperature. The furnace can moreover be switched on or 
off at any moment by means of the ignition control, even at times when no at¬ 
tendant is present. 
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This means that the furnace can switch on and preheat to the operating tem¬ 
perature automatically, even during the night, at any desired moment without 
manual action. ” 

The diagram for this furnace published by the engineer Konrad Weiss (Document 
146) covers two consecutive cremations. The duration of the cremations turns out 
to be considerably shorter than in the previous furnace, between 70 and 55 
minutes. This is due to the thermotechnical improvements of the second furnace, 
above all by the incorporation of a tiltable grate which - allowing as it did the 
separation of individual corpses - permitted the introduction of another corpse 
while the residues of the former burned out in the post-combustion chamber. 

After some 3,000 cremations carried out over a period of three and a half years 
of operation, this furnace was worn out to the point that it had to be dismantled 
and rebuilt. 

The new furnace (Document 147) brought along further technical improve¬ 
ments: the combustion air flowed from a single hole in the rear portion of the 
muffle, striking the coffin from below; another conduit moved air below the post¬ 
combustion grate. Furthermore, the spent gases no longer flowed through the 
post-combustion grate, leaving instead through two holes in the rear part of the 
post-combustion chamber and from there into the flue-gas channel. 

Construction work on the new furnace ended on 1 December 1939 and the 
furnace was slowly dried until 31 January 1940 by means of 750 kg of wood. Its 
performance was much improved. 

The performance of this furnace was documented by the engineer Rudolf Ja- 
kobskotter (Document 148) and covers three cremations in succession. Cremation 
times were very short: some 65, 50 and 40 minutes respectively. 

In the light of what we have stated in Chapter 4 of Section I, it is obvious that 
for the cremations shown in the diagram - which had the purpose of publicizing 
the efficiency of this furnace - combustion did not come to completion on the 
tiltable grate, but continued and ended in the post-combustion chamber, as it had 
done in the Volckmann-Ludwig furnace at Hamburg, in which the solar plexus 
was burned in the post-combustion chamber. 

Document 149 shows an electrically heated Topf furnace with further tech¬ 
nical modifications, the most important of which were the double door for the 
closure of the muffle, the tiltable post-combustion grate and the heat-recovery 
system with its metal tubes set into a separate chamber upstream from the flue 
duct (Jakobskotter 1941, pp. 579-587). 


3. The Topf Patents of the 1920s and 1930s 

In the preceding chapters we have seen that Topf introduced a series of truly 
novel ideas into the technology of cremation, which made it the most important 
company in Germany in that sector within a single decade. Its untiring research 
and development activity is also reflected in the patents directly issued to it or 
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which it acquired over the years of its most intensive activity. All this time, how¬ 
ever, construction of furnaces for crematoria remained a marginal activity in the 
plants and on the financial statements of the company, and the patents which the 
firm obtained clearly reflect this fact. 93 

In this chapter we will publish the text of all Topf patents relating to cremation 
furnaces and other combustion devices, but will translate only the most important 
ones, leaving aside the two patents referring to the coffin-introduction device (24 
August 1920 and 4 May 1938; Documents 150 and 154) and the patent applica¬ 
tion of 16 November 1942 concerning “Air-cooled grate plate for mechanical 
push grate” (Document 159), which does not concern cremation furnaces but in¬ 
dustrial gasifiers. 94 

* * * 

1) Deutsches Reich. Published on 24 August 1920. Reich Patent Office. 

Description of Patent no. 324252. Class 24 d. Group I 

J.A. Topf & Sohne in Erfurt. 

Device for the introduction of the coffin for cremation furnaces with support 
cart that can be raised and lowered. Patented in the German Reich from 24 April 
1915. [Not translated, Document 150] 

* * * 

2) Deutsches Reich. Published on 5 March 1930. Reich Patent Office. 

Description of Patent no. 493042. Class 24 d. Group I. T 36626 

V/24d 

Day of publication of issuance of patent: 13 February 1930. 

J.A. Topf & Sohne in Erfurt. 

Device for post-combustion of residues in corpse cremation furnaces 

Patented in the German Reich from 29 March 1929. 

The invention relates to a device for the post-combustion of residues in 
corpse-cremation furnaces, primarily for the purpose of burning the wood ash 
which is mixed with the corpse ashJ 95] The object of the invention differs from 
known post-combustion devices in that the removable receptacle for the combus¬ 
tion residues, placed at the end of the inclined floor of the ash-dropping area, has 
a perforated bottom and is placed over the outlet of a controllable feed of com¬ 
bustion air. This arrangement has the advantage of being very simple. Further¬ 
more, above the residue receptacle and below the lateral gas exhausts there is a 
gas-permeable slide, blocking ash from dropping into the receptacle, which ena¬ 
bles the ash, still undergoing post-combustion in the receptacle, to be kept sepa¬ 
rate from a further incineration in the case of incinerations in succession. 


93 Cf. the corresponding list shown in Appendix 1.4. 

94 The patents mentioned in this chapter stem from the Deutsches Patentamt in Berlin. Documents 155 
& 159 are merely patent applications not indicating whether any patent was eventually granted. 

95 This refers to the complete combustion of the combustible substances. 
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The drawing. Fig. 1, shows the longitudinal section of the furnace in the sche¬ 
matic diagram of an example of the realization. Fig. 2 is the front view of the 
post-combustion device. 

At the front end of the furnace, below the ash-dropping area, there is a recep¬ 
tacle a , equipped with a perforated bottom b and a combustion-air supply c lo¬ 
cated beneath the latter. The supply can be controlled by dampers d or similar. 

The combustion residues are moved into receptacle a shortly before the end 
of the incineration process and subjected there to a post-combustion process with 
the spent gases escaping through the lateral exhausts g of the furnace. 

In order to prevent the residues of two successive incinerations from reaching 
receptacle a concurrently, a retractable plate e is mounted above receptacle a 
which isolates the receptacle from the ash-dropping area/ This plate is permeable 
for the gases, e.g. by possessing small holes, in such a way that the post-combus¬ 
tion gases can leave, but no ash residues from ash dropping area/ can reach re¬ 
ceptacle a. Consequently, a fresh incineration may be started before the post¬ 
combustion of the residues of a previous incineration has come to an end in re¬ 
ceptacle a. 

Patent claims: 

1. A device for the post-combustion of residues in corpse-cremation furnaces, 
characterized by the fact that the removable receptacle (a) placed at the end of 
the inclined floor of the ash dropping area (f) has a perforated bottom (b) and is 
located above the outlet of a controllable combustion air supply {c, d). 

A device in accordance with claim 1, characterized by the placement of a gas- 
permeable retractable plate (e) above the receptacle, below the lateral gas ex¬ 
hausts (g), to shield the receptacle against any ash dropping from the furnace. 
[Document 151] 

* * * 

3) Deutsches Reich. Published on IV October 1930. Reich Patent Office. 

Description of Patent no. 561643. Class 24 d. Group I. Q 1735 V/24d 

Day of publication of issuance of patent: 29 September 1932. 

Viktor Quehl of Gera. Transferred to: J.A. Topf & Sohne, Erfurt, 17.5.1934. 

Cremation furnace with tiltable grates 

Patented in the German Reich from 15 April 1931. 

Existing cremation furnaces possess stationary furnace sections - the muffle 
grate and the ash grate - to support the coffin and the corpse parts to be inciner¬ 
ated. 

These have the disadvantage that after their incineration the corpse parts have 
to be scraped from these surfaces by means of a scraping device. Such an inter¬ 
vention into the incineration process does not constitute a dignified form of cre¬ 
mation. Furthermore, the introduction of the scraping device into the furnace pro¬ 
vokes a considerable loss of heat by allowing cold air to enter the furnace through 
the doors while they are open. The iron scrapers may also easily damage the 
glowing brickwork. 
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This invention obviates the use of scraping and stoking devices in such a way 
that the muffle grate which supports the coffin and the corresponding ash grate 
can be pivoted from the outside around one or several axes, with the grates being 
optionally split into several pivotable sections with an arbitrary orientation of the 
axes. 

This makes it possible to remove totally or in part, from the outside without 
opening the furnace, any remaining incineration residues from the muffle grate 
and the ash grate without the use of scraping or stoking devices, in line with the 
progress of the incineration, by simply pivoting the surfaces. 

The drawing shows an example for the realization of the invention. We des¬ 
ignate by m the muffle grate pivotable around an axis a , by b the ash grate, sub¬ 
divided into separate surfaces / which can be pivoted individually around their 
individual axes e. 

The object of this invention may, in certain respects, be executed differently, 
as long as the essence of the invention, namely the pivotable character of the 
muffle grate and the ash grate, is maintained. 

Patent claims: 

1. Cremation furnace with pivotable grates characterized by the fact that the 
muffle grate which supports the coffin and the ash grate are arranged in such a 
way that they can be pivoted from the outside. 

2. Cremation furnace according to claim 1, characterized by the fact that the 
muffle grate and the ash grate are divided into several surfaces which can be piv¬ 
oted individually. 

Attachments: 1 sheet of drawings. [Document 152] 

* * * 

4) Deutsches Reich. Published on 19 November 1936. Reich Patent Office. 

Description of Patent no. 638582. Class 24 d. Group I. B 162300 
V/24d 

Day of publication of issuance of patent: 29 October 1936. 

Wilhelm Basse of Hamburg. Transferred to: J.A. Topf & Sohne, Erfurt, 
27.2.1937. 

Incineration furnace 

Patented in the German Reich from 9 September 1933. 

The object of the present innovation is a device for incineration furnaces, and 
it aims i.a. at an improvement of the combustion by a special way of feeding the 
combustion air. 

It is known that the air feed of incineration furnaces equipped with a grate or 
a solid floor plate has deficiencies, and, in particular, these deficiencies are caused 
by the fire path in the cremation chamber, resulting from the design of the plate 
or the grate. Due to its massive construction, the floor plate has the advantage of 
storing heat. On the other hand, it has the great disadvantage that the combustion 
air cannot reach the central parts of the matter to be combusted, because the dis¬ 
integration [of the latter] can only take place on the outside where it is exposed 
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to the oxygen. As the coffin with its central portions rests directly on the floor 
plate, combustion in that area is incomplete or retarded. This disadvantage is 
eliminated by the grate. It enables the air to be moved to the center of the burning 
coffin and thus to accelerate the incineration. In this case however, there are prob¬ 
lems as well: 

1. As the grate is open, the gas distribution of the fuel gases within the muffle 
can no longer be controlled. 

2. During the incineration of the inner, combustion-resistant parts of the mat¬ 
ter to be incinerated, excess air enters the furnace through the openings on the 
sides of the grate, cooling down the furnace. 

3. The grate has a low heat capacity. 

Still, furnaces with solid floor plates have been built with the combustion air 
being blown from the side and from above by means of nozzles onto the object 
to be combusted. 

This kind of air feed is considerably more effective, but we still have the dis¬ 
advantage that the object to be combusted is exposed initially to the combustion 
air only at the top and on the sides; an air feed to the bottom part of the combus¬ 
tion object is, however, absent. It is at this point, though, that the air feed is highly 
effective, because the flames generated there will envelop the combustion object 
from all sides and thus shroud it completely. 

Hence, this invention plans to feed combustion air through nozzles mounted 
in the floor plate. For that reason, the floor plate is equipped with valley-like de¬ 
pressions which give it a grate-like appearance. The air nozzles are located be¬ 
tween the grate beams. 

It is useful to build the floor plate from individual bricks which, by their shape 
and their arrangement, confer a grate-like design to the plate. The bricks are hol¬ 
lowed out on the inside to mount the compressed air tubes. Air feed to the nozzles 
is designed in such a way that the nozzles can be controlled individually. For this 
purpose, the nozzles can be arranged in groups. 

If arranged in accordance with this invention, the compressed air coming from 
the nozzles will create strong flames beneath the coffin, leading to a strong heat¬ 
ing of the grate plate and to a good storage of the heat on account of the closed 
design of the floor plate. The latter effect is important because it contributes to a 
considerable reduction in the duration of any succeeding incinerations. 

The drawing shows an example of the implementation. Fig. 1 is a vertical 
section of the furnace and Fig. 2 is a top view of the floor plate. 

Here, we designate as a the bricks making up the grate plate, b the support of 
the furnace itself, c the muffle walls, d, di the compressed air tubes, e the corre¬ 
sponding conical gaskets,/the air channels in the bricks, g the air exit holes in 
the nozzles. 

In Fig. 2, the bricks are numbered 1 to 20. 

The shaped bricks shown in the form illustrated here have slanted roof-like 
surfaces on both sides which create the grate-like shape of the floor plate. The 
nozzles set into these bricks open up into the depressions between the individual 
bricks in such a way that the air jet strikes the combustion object directly. This 
brings about the most effective and most economical use of the combustion air. 
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Moreover, the nozzles are staggered with respect to one another producing a com¬ 
plete and uniform air feed to the matter to be combusted. 

This arrangement has the additional advantage that, on account of the nozzles 
being set into the slanted surfaces of the grate plate, they are protected against 
being accidentally covered by the combustion matter above. The nozzle orienta¬ 
tion, moreover, makes it possible, when the ash is recovered, to blow away the 
fine fly ash, which is then sucked up by the draft of the chimney. 

The channel-like depression/of the bricks (Fig. 2) can be limited to the length 
of one brick, such as bricks 6 and 10, or extended over several bricks, such as 
bricks 1 and 5 or bricks 13 and 17. 

In each of these cases, only one tube di may be used for the adduction of 
compressed air, whereas each individual brick must obviously have its own con¬ 
nection to the air feed. 

The easily manufactured bricks can be replaced conveniently in the case of 
any repair work for damages caused by heat wear or mechanical damage (em¬ 
placement of the coffin), without loosening the constitution of the grate plate. 

Patent claims: 

1. Incineration furnace with a floor plate closing the lower part of the incin¬ 
eration space and with air nozzles directed towards the incineration object, char¬ 
acterized by the fact the floor plate consisting of shaped bricks ( a ) presents a 
grate-like surface and by having nozzles (g) opening up into the depressions be¬ 
tween the grate beams. 

2. Incineration furnace in accordance with claim 1 characterized by the fact 
that the shaped bricks {a) are hollow for the insertion of the compressed air tubes. 

3. Incineration furnace in accordance with claims 1 and 2 characterized by the 
fact that the air nozzles (g) are arranged so as to be controllable individually or in 
groups. [Document 153] 

* * * 

5) Deutsches Reich. Published on 4 May 1938. Reich Patent Office. Description 

of Patent no. 659405. Class 24 d. Group I. T 47769 V/24d 

Day of publication of issuance of patent: 7 April 1938. 

Hans Geerhardt of Erfurt has been named as the inventor. 

J.A. Topf & Sohne in Erfurt. 

Loading device for incineration furnaces 

[Not translated, Document 154] 

* * * 

6) Duplicate. Patent application 760198. 5.11.1942 

J.A. TOPF & SOHNE ERFURT 
To: Reich Patent Office, Berlin SW 61 

Description 

(Attachment 2 to today’s application) 
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Continually operating corpse-combustion furnace for large-scale operation 

The collection camps in the occupied eastern territories set up on account of 
the war and its consequences with their inevitably high mortality do not permit 
the interment of the large number of deceased camp inmates. There is, on the one 
hand, a shortage of space and labor, and, on the other, the risk of exposing the 
vicinity, near or far, to the dangers presented directly or indirectly by any burial 
of the deceased, many of whom have succumbed to infectious diseases. 

The need thus exists to eliminate safely, quickly, and hygienically the corpses 
generated continuously in large numbers. In that case it is obvious that one cannot 
proceed in accordance with the legal requirements valid in the Reich territory. 
Hence, it is not possible to incinerate only one corpse at a time, and the incinera¬ 
tion process cannot be carried out without any post-heating or additional heating. 
Rather, several corpses must be successively incinerated together and concur¬ 
rently, and over the total duration of the incineration process the flames must act 
directly on the corpses to be incinerated. A separation of the ashes of the corpses 
incinerated concurrently cannot be undertaken; the corpse ash can only be recov¬ 
ered in bulk. Hence, in the case of installations which serve as a means for the 
elimination of corpses as described above, one cannot speak of an incineration 
( Einascherung ); in fact, we are dealing with corpse combustion ( Leichenverbren - 
nung). For the execution of this combustion - in line with the viewpoints exposed 
above - in some of these camps multiple-muffle furnaces were erected which 
obviously had to be loaded and operated cyclically. For this reason, these furnaces 
are not entirely satisfactory, as the combustion in them does not proceed quickly 
enough to permit the elimination of the large number of corpses generated con¬ 
tinually within a short period of time. 

Such an objective can only be achieved by means of furnaces which can be 
loaded continuously and operate in the same way. One would think for example 
of tunnel furnaces. In such an installation, the corpses to be burned would be 
loaded, at the front of a long and internally heated furnace, onto a moving device 
which moves lengthwise through the furnace, with the corpses being conveyed 
from a preheating zone into the combustion zone, and yielding the corpse ash at 
the other end of the furnace. Such a construction, however, is rendered difficult 
by the problem encountered on other occasions of keeping the moving metal parts 
- exposed to the effect of fire or flue gases - continually in motion, even if - as 
in the present case - these moving parts are covered to the extent possible with 
fireclay or some other refractory substance. A further difficulty - in the case of 
combustion equipment operating, as in this case, with a draft, i.e. with different 
air or gas pressures in the various sections - is the task of sealing the moving 
parts against the stationary ones to the greatest extent possible. Moreover, such 
units would require a permanent supply of power to actuate the moving device. 
Finally, the arrangement of the flue-gas ducts etc. would be complicated, which 
means that, for all these reasons, tunnel furnaces would not be recommendable 
for the combustion of corpses. 

In an effort to avoid the disadvantages of muffle or tunnel furnaces while con¬ 
serving all the advantages of continuous loading and operation even in the case 
of corpse-combustion furnaces, together with a most-efficient use of the required 
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fuel, this invention proposes a furnace operating continuously in which, by avoid¬ 
ing structural elements which would have to move through flames, the movement 
of the corpses introduced at the top end of the furnace would take place automat¬ 
ically within the furnace. The corpses slide by gravity into the heated furnace onto 
chutes shaped and inclined in a suitable manner and then further down, catching 
fire in the process and finally burning out and turning into ash at an appropriate 
point within the furnace. 

Fig. 1 shows the vertical section of an example of implementation, fig. 2 is 
section A-B in fig. 1. 

The invention concerns, for example, a furnace with several internal chutes 
inclined with respect to the horizontal - the drawing shows three such possible 
chutes, labeled a , al, a2 - in a zig-zag-like arrangement. Each chute consists of 
several longitudinal beams b made of fireclay, which are supported by arched ribs 
c mounted below for better service life. Between the longitudinal beams b are 
located transverse bricks d in such a way that each chute surface is in the form of 
a grate. The longitudinal fireclay beams rest with their upper end in the external 
brickwork e of the furnace; the lower end is held by suitable refractory brickwork 
arches /placed transversely. The upper chutes are individually surmounted by a 
vault g , inclined against the horizontal as well, which possesses openings. The 
covering of the front part of the uppermost chute does not contain such openings. 

At the top, where a suitable platform h or similar has been arranged, the up¬ 
permost chute has, at its top end, a sufficiently wide feed opening i which is nor¬ 
mally closed by a self-sealing trap k extending into the antechamber. The corpses 
to be burned are loaded transversely through this trap onto the uppermost chute 
a. In order to enable such a transverse loading to be effectuated, the furnace is 
built to a corresponding width. The loading pace of the individual corpses to be 
burned in the furnace is determined by the progress of the overall combustion 
which is, as we have already stated, to be accelerated in the best possible way by 
the configuration of the furnace. 

At the lower end of the first chute a , the reversal point, a further chute al is 
arranged followed by the succeeding one, a2, and at the lower end of the last 
chute there is the horizontal fireclay grate / for the burn-out, with its ash collection 
chamber below. In front of this burn-out grate there is the flame-generation sec¬ 
tion n which can be designed at will as a flat grate, a stepped grate, a generator, a 
gas or oil heater or in some other way, depending on the fuel which has to be 
used. The path of the flame and/or the combustion gas is arranged in such a way 
that, aside from the bum-out grate /, the grate-like chutes and all perforated vaults 
enable the flames and the combustion gases to move upwards. At the upper end 
of the furnace, opposite the loading opening /, we have the exit o of the spent 
gases which are to be removed and taken to chimney p in a suitable manner. Ob¬ 
viously, the flue gases can be led through an appropriate flue-gas preheater (not 
shown) before entering the chimney in order to make use of the heat they contain 
for preheating the combustion air. 

On their way through the furnace, the corpses to be burned are exposed to the 
flames and/or combustion gases moving in the opposite direction. Multi-part fire¬ 
clay slides q , set into the reversal points at the lower end of the upper chutes a , 
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al , a2, and operable from the outside, allow the retardation or the interruption of 
the passage of the corpses through the furnace. Moreover, suitably arranged stok¬ 
ing openings r allow intervention from the outside in case of caking or adhesion 
of the objects to be combusted. To the greatest extent possible, ash generated 
inside the furnace during combustion is to fall into the ash-collection chamber 
through the openings in the chutes a , al , a2 and in the ceiling vaults. Any ash 
that might collect along the way on brickwork sections can be removed from the 
outside through suitable ash-cleaning openings s. The major portion of the ash 
will collect below burn-out grate / in the ash-collection chamber mentioned where 
its surface is permanently exposed to the heating gases in such a way that any 
uncombusted remains of the objects to be burned can keep on burning and bum 
out in this ash space. Through appropriately arranged air channels t opening to 
the inside of the furnace sufficient air supply along the whole way of the com¬ 
bustion objects through the furnace is assured for the promotion of the combus¬ 
tion process of the corpses. This air may also be preheated in a flue gas/air pre¬ 
heater (not shown in the drawing). The air supply of cold or preheated air may be 
performed under pressure in order to obtain at all times good turbulence of the 
flue gases. 

It is also possible to equip the furnace, at the locations where stoking openings 
r, as shown in fig. 1, are provided, with additional loading openings i with self¬ 
sealing traps k , if the furnace is to be operated at a reduced capacity from plat¬ 
forms located there. In that case, depending upon the desired degree of capacity 
reduction, one or both of the multi-part fireclay slides q can be closed. 

Patent claims: 

1. ) A continually operating corpse-combustion furnace for large-scale use, 
characterized by the fact that within it are arranged several grate-like chutes (a, 
al , a2), inclined longitudinally against the horizontal, following one another in a 
zig-zag-like manner; upon them, the corpses to be burned, fed through the upper 
loading gate (/) and entering the furnace and descending under their own weight, 
are set on fire by the combustion gases which move in the opposite direction, 
[with the corpses] burning out and turning into ash upon the ash grate (/) placed 
at the lower end of the lowermost chute (« a2 ). 

2. ) A furnace in accordance with claim 1.) characterized by the fact that the 
chutes each consist of several fireclay beams ( b ) with transverse supporting bricks 
(< d) between them, the beams being supported by arched ribs ( c ) located below 
them. 

3. ) A furnace in accordance with claims 1.) and 2.) characterized by the fact 
that the upper chutes (a, al) are surmounted by perforated vaults (g). 

4. ) A furnace in accordance with claims 1.) to 3.) characterized by the fact that 
ash-removal openings (s) are installed above each of the vaults (g). 

5. ) A furnace in accordance with claims 1.) and 2.) characterized by the fact 
that at the reversal points at the lower ends of the upper chutes (a, al) fireclay 
slides ( q) moving and operated sideways have been arranged to slow down or 
interrupt the passage of the corpses. 
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6. ) A furnace in accordance with claims 1.) to 4.) characterized by the fact 
that, within the chutes, channels ( t ) have been arranged for additional air supply. 

7. ) A furnace in accordance with claims 1.) to 6.) characterized by the fact that 
in place of the stoking openings (r) introduction gates (/) with self-sealing damp¬ 
ers ( k ) have been arranged in order to be able to feed and operate the furnace at 
partial loads from platforms located there. [Document 155] 

* * * 

This patent application is the revised and corrected version of an application 
dated 26 October which mentions Fritz Sander, chief engineer of Topf, as being 
the inventor. I refrain from publishing this latter document, because the copy in 
my possession is of very poor quality. 96 1 shall return to Sander’s project later (cf. 
Chapter 7.4.1.). 

* * * 

7) Deutsches Reich. Published on 19 March 1930. Reich Patent Office. 

Description of Patent no. 494136. Class 24 f. Group 10. T 35607 
V/24f 

Day of publication of issuance of patent: 6 March 1930. 

J.A. Topf & Sohne in Erfurt. 

Retractable slag-grate for hearths with air-feed from below. 

Patented in the German Reich from 22 August 1928. 

[Not translated, Document 156] 

* * * 

8) Deutsches Reich. Published on 24 May 1933. Reich Patent Office. 

Description of Patent no. 576135. Class 24 f. Group 1202. T 39364 
V/24f 

Day of publication of issuance of patent: 20 April 1933. 

J.A. Topf & Sohne in Erfurt. 

Plate-grate with nozzles 

Patented in the German Reich from 27 August 1931. 

[Not translated, Document 157] 

* * * 

9) Deutsches Reich. Published on 31 October 1933. Reich Patent Office. 

Description of Patent no. 587149. Class 24 f. Group 10. T 35607 
V/24f 

Day of publication of issuance of patent: 12 October 1933. 

J.A. Topf & Sohne in Erfurt. 


96 


APMO, BW 30/46, pp. 7-14. 
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Process and furnace for the recovery of lead and pieces of wires from cables 

Patented in the German Reich from 29 September 1932. 

[Not translated, Document 158] 

* * * 

10) Duplicate. Patent application 789491 dated 17.11.1942 

J.A. Topf & Sohne Erfurt 

To: Deutsches Reich Patent Office, Berlin SW 61 

Date: 16 November 1942 

Description: 

Air-cooled grate plate for mechanical push grate. 

[Not translated, Document 159] 

* * * 

The last known patent of the Topf company dates from the early 1950s when 
the company had moved to Wiesbaden. 

* * * 

11) Bundesrepublik Deutschland. Issued on the basis of the First Transfer Law 

of 8 July 1949. (WIGBL [Gazette for Economic Laws] p. 175). 

German Patent Office. Description of Patent No. 861731, Class 24d, 
Group 1, T1562 V/24d 

Martin Klettner of Recklinghausen has been named as inventor. 

J.A. Topf & Sohne, Wiesbaden. 

Process and device for the combustion of corpses, carrion, or parts thereof 

Patented in the territory of the Federal Republic of Germany from 24 June 
1950. 

Patent application published on 31 October 1950. 

Patent issuance published on 13 November 1952. 

The invention concerns a process for the burning of corpses, carrion, and parts 
thereof by combustion air heated in a recuperator as well as a device for the im¬ 
plementation of the process. 

Nearly all incineration process known today employ combustion air heated in 
a recuperator for the burning of corpses. In line with all combustion processes of 
heat technology, the combustion process has to be facilitated by preheating the 
air to very high heat levels, thus increasing the combustion temperature. 

The heating value of a corpse or its combustion value has in the past been 
judged basically on the fat content of the corpse. Some of the CH (hydrocarbon) 
compounds (fats) exhibit very low ignition temperatures and bum at very high 
temperatures. As opposed to this, in the absence of pure fats, i.e. of pure CH 
compounds, it has so far been impossible to burn exothermally the CH com¬ 
pounds containing N (nitrogen) present in the proteins. The proteins with their 
rather high N content (some 25%) resist combustion most strongly. Their ignition 
temperature is around 800°C. 
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At the air temperatures of 400 to 500°C used so far, the nitrogen component 
of the proteins thus could not be made to lose its resistance to combustion. 

It is known that only under the influence of air at 800 to 900°C can the sepa¬ 
ration of N from the CH compounds be achieved, even though the proteins are 
not constituted by a chemical compound of N + CH but only by one of the loose 
combinations of N, in line with the way this somewhat inert gas has been known 
to behave. One may assume that a certain amount of heat is consumed for the 
removal of N. However, we will never be required to produce the large amount 
of heat required to remove N from a true chemical compound. Moreover, the 
combustion of the CH compounds contained in the proteins releases nearly the 
same amount of heat as would be released by the combustion of equivalent 
amounts of pure CH compounds. 

For a human corpse of about 70 kg, containing some 12 kg of C, some 2 kg of 
H 2 , and about 0.5 kg of P, as well as some 55.5 kg of H 2 O and N, we can calculate 
a minimum heating value of about 160,000 caloric units [kcal], to which the fuel 
value of the coffin must be added. 

The ultimate objective of the cremation thus had to consist in taking the re¬ 
quired amount of combustion air to a temperature of 800 to 900°C without any 
additional fuel consumption, solely by using the flue gases, in order to completely 
bum the considerable amounts of CH contained in the proteins yet linked to N, 
and so to allow the combustion of any human corpse without any additional sup¬ 
ply of heat merely by the conversion of the amounts of energy contained therein. 

This objective has been reached by means of the incineration process outlined 
for this invention. Not only has it been possible to generate the heat required for 
the evaporation and removal of the water contained in the corpse, but also the 
heat needed for the combustion and the incineration of the corpse itself. Even if 
the heat lost in the waste gases is taken into account, significant amounts of heat 
still remain available to heat the furnace and/or maintain its state. 

A process as discussed earlier on and as part of the invention is implemented 
in such a way that the corpse with its coffin is located on a grate in the muffle and 
exposed to an air current heated in a recuperator by a supply of heat generated by 
means of fuel and/or exposed to the radiant heat of the hot muffle walls for a 
sufficiently long time until the coffin catches fire and the corpse, made combus¬ 
tible by the evaporation of its water content, decomposes, with the remains burn¬ 
ing out exothermally on a rather small ash grate located below under the influence 
of the necessary combustion air which is heated by recuperation to 800 to 900°C 
mainly by making use of the heating value of the corpse parts. The combustion 
gases thus generated flow out, downwards through the burn-out grate, and mix 
with hot combustion air fed below the bum-out grate in order to bum the volatile 
components completely. The combusted gases then move directly into a recuper¬ 
ator, where they transfer their heat content to the combustion air such that the 
combustion can be maintained without any further supply of fuel. 

The illustration shows a furnace for the implementation of the process. 

Muffle A, of a size suitable for the coffin sizes involved and built in the stand¬ 
ard dimensions, is effective as a combustion chamber, in terms of fuel economy, 
only as long as the muffle volume is completely filled by the combusting gases. 
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The early phase of the combustion process, which takes place exclusively in the 
muffle, must be terminated as such and become a drying process when the grate, 
consisting of only two stones, allows the remaining body parts to drop under their 
own weight into the actual small combustion chamber B located above the pivot¬ 
able grate. This [terminal] point is reached when the coffin has been consumed 
and the head and limbs fall off. This process in the muffle requires about 20 to 30 
minutes. 

In the small combustion chamber, the air heated to 800 to 900°C mixes inti¬ 
mately with the as yet uncombusted proteins, removes the N from the CH com¬ 
pounds, and bums the CH completely at temperatures of up to more than 1,200°C. 
This tme combustion process takes between 10 and 15 minutes. The pivotable 
plate can be turned, and the remaining ash falls into the third combustion space 
above ash grate C. 

The necessary combustion air is heated in an air heater D made of fireclay or 
of metal to 800 to 900°C. On start-up, a hot-air gas burner E generates combustion 
gases at 1,200 to 1,300°C to preheat the air heater. Controlled amounts of air are 
fed into the muffle above the pivotable plate and below the ash grate. The hot-air 
gas burner, too, is supplied with combustion air at 600°C max. 

As soon as the furnace has reached a steady state, the gas burner is switched 
off, and heating of the air heater takes place only by the waste gases which can 
be very hot during the actual combustion on the pivotable grate where the proteins 
bum actively. 

The new process allows reducing the overall duration of the incineration by 
up to 45 minutes, with 30 minutes being often observed. 

The ash quality can be called entirely combusted, free of germs; it has such a 
low volume that the normal um will rarely be filled completely. 

Patent claims: 

1. A process for the combustion of corpses, carrion, and parts thereof by 
means of combustion air heated in a recuperative manner, characterized by the 
fact that the corpse with the coffin, in a muffle and resting on a grate of beams, is 
exposed to an air current heated in a recuperative way by making use of a fuel 
and/or exposed to the radiant heat of the hot muffle walls until the burning coffin 
and the corpse, made combustible by the evaporation of its water content, fall 
apart. The parts bum out exothermally on the small bum-out grate located below, 
with the necessary combustion air being heated to 800 - 900°C in a recuperative 
manner primarily by the combustion heat of the body parts. The combustion gases 
being formed flow out downwards through the bum-out grate, mixing with hot 
combustion air added below the burn-out grate to achieve complete burn-out of 
the volatile components. The spent gases are taken directly into the recuperator, 
giving up their sensible heat to the combustion air, thus allowing the maintenance 
of the combustion without any further fuel supply. 

2. A furnace for the combustion of corpses, carrion, and parts thereof, in a 
manner described in claim 1, by means of combustion air heated in a recuperative 
way, and consisting of a burn-out grate which can be folded out of the way or 
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retracted and which is located below the grate-like beams of a muffle, character¬ 
ized by the fact that the grate consists of only two beams and is located above a 
funnel-shaped floor, the inclined walls of which serve to move the coffin and 
body parts onto the burn-out grate, which can be folded out of the way or re¬ 
tracted, [further characterized] by the presence of air outlets for the primary air 
feed above the burn-out grate and by the presence, in the space below the burn¬ 
out grate, of spent-air evacuation-outlets towards the recuperator, of a hot-air gas 
burner for temporary heating of the recuperator, and of feed outlets for secondary 
air. This space is also equipped with a foldable and, in view of the progression of 
the combustion, correspondingly smaller grate for the final bum-out. 

3. A furnace in accordance with claim 2, characterized by the fact that the 
combustion chamber is furnished with a relatively thin cladding of low heat ca¬ 
pacity and is surrounded by a thick layer of insulation. 

Printed matter consulted: German Patent No. 669 645. 

Attached: 1 sheet of drawings. [Document 160] 


4. Topf Waste Incinerators 

Topf s activity in this sector of public health where combustion devices of 
various types were employed can be judged from a 1940 publicity brochure, of 
which I will translate the essential part: 97 

“Public health and hygiene constitute the starting point for the very careful 
treatment of special questions which our furnace construction department has 
been dealing with for decades. Our special furnaces hence aim for the effective 
fight against the spread of disease. 

Prevention is better 

Our technical and scientific knowledge together with our considerable prac¬ 
tical experience have enabled us to accomplish a complete destruction of the 
germs present in hospital refuse, garbage or similar substances, by the purifying 
power offame. 

Topf furnace construction 

In this field, we have been able to profit from experience gathered over sixty 
years in the area of combustion technology and heat economy. The quality of our 
special designs shows up in an odorless and nearly smokeless combustion and in 
the most efficient use of the fuel, i.e. in the flawless operation which these furnaces 
exhibit in terms of heat economy. 

TOPF refuse incinerators -for gas, coal, oil or electrical firing-thus operate 
not only technically without reproach but also in the most economical manner. 

Refuse destruction for hospitals 

Hospitals, clinics and private sanitariums increasingly tend to use special fur¬ 
naces for the destruction of patients ’ refuse, bandage remnants, or amputated 
parts. (Boilers for a central heating system are not suitable for these applica¬ 
tions.) The furnaces require only little space and low attention; hence they are 
suitable for smaller as well as larger establishments. 


97 


RGVA, 502-1-327, pp. 161-165; cf. Document 161. 
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Management of industrial refuse 

The use of special furnaces for refuse elimination in large industrial sites has 
been progressing actively over the last decade, in view of the fact that storage of 
refuse, for example, requires much space and has unhygienic consequences. Mov¬ 
ing such substances requires much labor, time and money. Combustion of the re¬ 
fuse thus leads to savings and also allows the heat released to be used for the 
preparation of hot water or space heating. 

Value conservation 

The Four-Year Plan has taught us to consider the recovery even of small 
amounts of valuable raw materials. Hence, we are dealing here not only with re¬ 
fuse destruction but also with the preservation of the materials contained, which 
represent valuable contributions to our economy. 

Beyond the significance of this destruction of refuse for industrial locations, it 
has assumed a steadily growing significance at state enterprises, utility services 
and municipalities. Our specialized products have evolved in line with these re¬ 
quirements and are being used in a great variety of applications: 

1. Furnaces for the combustion of cables 

Such a device allows the complete recovery of the valuable metals. The fur¬ 
nace has been conceived in such a way as to allow the simultaneous separation 
of copper and lead. 

2. Refuse incinerators 

These furnaces find their application in municipalities. (The ash constitutes a 
promising fertilizer.) 

3. Wreath incinerators 

These devices constitute a valuable tool for cemetery management. The great 
number of wreaths, accumulating every day of the year and difficult to store, can 
be eliminated quickly. The metal of the wires is reclaimed. 

4. Mattress incinerators 

Such furnaces allow an efficient and hygienic destruction as well as the recov¬ 
ery of the metals contained in the mattresses 

The refuse destruction furnace AVI (fig. 7/ 98J is easy to install. It is therefore 
suitable for scientific institutions, smaller hospitals, sanitariums and delivery 
clinics. It destroys amputated parts, test animals and patients ’ refuse with ex¬ 
tremely low generation of smoke and odor. This furnace is similar to the type for 
the destruction of phlegm. It is clad on the outside with wrought iron, lined with 
fireclay bricks, and insulated with diatomaceous earth. The loading box A has an 
insulated door opening sideways. Below this box are located the hearth C and the 
ash box D. The rear wall of the combustion chamber is equipped with a grate of 
fireclay, behind which the flue gas channel E is located. Flue gas damper F, 
placed on the outside of the furnace cladding, isolates it from the chimney and 
allows control of the draft. 

Refuse destruction furnace type AV2 (fig. 2))"^ Ease of operation, rapid elim¬ 
ination of refuse with low fuel consumption and low generation of smoke and 
odor. Very well suitedfor medium-size hospitals, clinics, hotels etc. This type con¬ 
sists of a brick housing, which solidly protects the fireclay lining and the insula¬ 
tion. Loading box A can be mounted either on top of the furnace, or it can replace 

98 Page 1 of Document 161 contains a photo of the device, p. 4 the vertical and horizontal sections. 

Ibid., p. 4, and Document 162. 
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the closure V (typeAV3). Below the combustion chamber B there is the refractory 
grate B1 heated by the hearth C. This grate will accept wet refuse and other 
poorly combustible materials. By means of the pivotable grate D any remaining 
ash can be transferred easily to the ash chamber E. The flue gas channel F is 
placed behind a fireclay grate. Damper H closes this channel. Tubes for air heat¬ 
ing or coils for warm water production may be installed in this duct. 

The furnace for the destruction of medical waste SV (fig. 3) has a wrought- 
iron facing. This facing protects the inside of the furnace from damage. [The fur¬ 
nace] contains the gas burner A and the loading box B. The fireclay plate P iso¬ 
lates the combustion chamber C from the post-combustion chamber D and the 
flue gas channel E, which leads to the chimney. The cardboard containers of the 
phlegm to be destroyed are fed through the loading box onto the fireclay plate on 
which they burn. The post-combustion chamber ensures a good combustion of the 
waste gases and thus an odorless and smokeless operation. Flue gas channel 
damper F is located outside the furnace facing and is used to regulate the draft. 
Between the metal facing and the fireclay brickwork there is an insulating layer 
of diatomaceous earth to reduce heat loss. 

The furnace for the combustion of refuse MV (fig. 4) destroys rapidly and 
safely without smoke or odor and with a minimum amount of fuel the refuse which 
is generated daily in such locations as storage halls, industrial establishments, 
hotels, market halls etc. The furnace has a brick lining with a solid wrought-iron 
facing. Before use, the furnace is preheated to operating temperature by means of 
a small auxiliary burner F. Moist refuse is fed through door B onto the fireclay 
grate C and dry refuse is loaded through box A onto grate D. After combustion, 
the pivotable grate E easily allows to transfer the ash to the ash box G. 

The quality and productivity ofTopffurnaces have been confirmed by the fol¬ 
lowing report: 

‘Over the past four weeks, the municipal refuse-elimination service has 
delivered enormous mountains of old sofas and mattresses which had to be 
destroyed as quickly as possible within 24 hours. On that occasion, our fur¬ 
nace has operated continuously, burning 120-130 mattresses in 24 hours and 
producing enormous quantities of wire springs. 


5. Topf Cremation Furnaces for Concentration Camps 

Towards the end of the 1930s, Topf as well as other German companies - in 
particular Hans Kori of Berlin (see Chapter 11) and Didier-Werke, likewise of 
Berlin - began to work on cremation furnaces for concentration camps using a 
simpler design than the one used for civilian purposes. 

Topf Co. designed seven furnace models for this application and erected some 
of them: 

1. coke-fired cremation furnace with one muffle 

2. oil-fired mobile cremation furnace with two muffles 

3. coke or oil-fired cremation furnace with two muffles 

4. coke-fired cremation furnace with two muffles placed opposite each other 

5. coke-fired cremation furnace with two muffles, Auschwitz type 
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6. coke-fired cremation furnace with three muffles 

7. coke-fired cremation furnace with eight muffles 

In this chapter I will discuss the first four types; the Auschwitz-Birkenau furnaces 
will be addressed in Chapters 6 & 7. 


5.1. The Coke-Fired Cremation Furnace with One Muffle 


On this type of Topf furnace, two documents have come down to us which 
allow us to describe its design and operation: 

1. The drawing “Incineration furnace with one muffle” produced by Topf on 
8 January 1941 for the SS New Construction Office (SS-Neubauleitung) of the 
KL at Mauthausen labeled with the number D58173 (Documents 163-163c). 

2. The cost estimate for “1 coke-fired Topf incineration furnace with one in¬ 
cineration chamber” prepared by Topf on 6 January 1941 for the Mauthausen 
camp mentioned above (Document 164). The second part of this document con¬ 
cerns the proposal for “a Topf cremation furnace with one cremation chamber” 
which I will examine in Chapter 6.1. Here I provide the translation of the first 
part: 100 

“Cost estimate of 6.1.1941 _ 


Object: 1 coke-fired Topf incineration furnace with one incineration chamber 
Optional: 

1 Topf cremation furnace with a double cremation chamber heated by coke 
1 Topf draft enhancer in suction 


Qty- 


Items covered by this estimate: 


1 


6 

1 


Supply of a coke-fired Topf incineration furnace with one in¬ 
cineration chamber, with blower, comprising the following 
jobs and supplies: 

The foundations of the furnace and of the smoke conduits 
must be provided by the customer in accordance with our in¬ 
structions, free of charges to us. 

For the outer brickwork, bricks, sand, lime and cement. The 
best bricks will be selected for the furnace lining. 

The necessary fireclay, in the form of normal bricks, spe¬ 
cially shaped bricks and wedge-bricks, monolite piling mass, 
as well as the necessary mortar. 

For the insulation of the furnace, the required bricks of dia- 
tomaceous earth, the rock wool and the mortar of diatoma- 
ceous earth. 

The wrought-iron anchor bars in T, U and angled shapes, 
drawing rods, bolts, and nuts, 
cast-iron and wrought-iron fittings, such as: 
the closure block of the muffle in wrought iron with a Mono¬ 
lite lining, including the required cast-iron pulley, cable, 
and hand-operated crank 
closure devices, cast-iron, for the air ducts 
cast-iron door for ash removal _ 


100 Kosten-Anschlag, BAK, NS 4/Ma 54. 
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1 

cast-iron closure for the gasifier feed 


2 

wrought-iron containers for the ash 


1 

cast-iron door for the hearth 


1 

wrought-iron grate, horizontal, consisting of square bars 
with supports of the grate and the required tools 


1 

blowing device consisting of a blower with a 1.5 hp three- 
phase motor mounted directly and the required ducting 


1 

wrought-iron corpse-introduction device consisting of the 
coffin introduction cart and the required guide rails 

Furnace installation 

Presence of a specialist for the installation of the furnace, 
including travelling expenses, daily allowances and social 
security contributions 



Price for item 1) 

RM 5,996 


Kennziffer weight 

1,750 kg 


As far as I know, this furnace never moved beyond the design stage. The descrip¬ 
tion which follows is based on the above two documents and on the examination 
of the Topf cremation furnaces with two and three muffles which still exist at 
Mauthausen and Buchenwald. 

The furnace (Documents 163b and 163c) is enclosed in a solid frame consist¬ 
ing of an assembly of T-, U-shaped and angled wrought irons (T- U- und Win- 
keleisen ), anchor bars ( Verankerungseisen ), drawing rods {Anker), bolts and nuts. 
The dimensions of the furnace are as follows: 


Height (front side) 

2,450 

mm 

Height (furnace body) 

1,900 

mm 

Width (front side) 

2,000 

mm 

Width (furnace body) 

1,550 

mm 

Depth (w/o gasifier) 

2,950 

mm 

Depth (with gasifier) 

3,650 

mm 


The furnace consists of a vaulted incineration chamber {Einascherungskammer 
or Einascherungsraum ), also called muffle ( Muffel: ; no. I 102 ) which has the fol¬ 
lowing dimensions: 

Height 700 mm 

Width 700 mm 


Depth 2,100 mm 

By keeping in mind the furnaces with two or three muffles to be discussed later, 
and on the basis of the number of closures for the air channels {Luftkanalverschlu- 
sse) - six - one may conclude that the lateral walls contained two air channels 
{Luftkanale) running horizontally within the brickwork of the furnace, parallel to 
the muffle, to which they were connected by means of transverse quadrangular 
openings - presumably four, as in the furnaces with two or three muffles. These 
two channels formed right angles in front of the vertical channels of the discharge 


101 Kennziffergewicht. The Kennziffer (identification number) concerned the allotment of metal by the 
SS-Rohstoffamt (raw materials office) at Berlin-Halensee. 

102 The subsequent numbers refer to Documents 163b&c. 
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gases and opened up in the lateral walls of the furnace, forming two air-feed holes 
( Lufteintritte ) closable at the front by two raisable cast iron doors, like the two 
air-feeding channels of the post-combustion chambers (ash containers) of the 
Auschwitz double-muffle furnace. These channels served to bring air into the 
muffle for the combustion of the corpse. 

At the top of the muffle vault, in line with its longitudinal axis, are located the 
openings (no. 2) of four conduits connected to the compressed air conduit ( Druck- 
luftleitung; no. 3), which are in turn connect to the blower ( Druckluftgeblase ; no. 
4) situated next to the furnace. 

The muffle is closed at its front end by a closure (Absperrschieber or Muf- 
felabsperrschieber ; no. 5) sliding along a suitable and slightly inclined frame (no. 
6). The upper part of the frame is housed in a brick structure (no. 7) some 600 
mm thick, which rises 550 mm above the level of the top part of the furnace. 
Raising and lowering of the closure is accomplished by a manual crank ( Hand - 
winde) with its pulley {Rolle) and cable ( Drahtseil ). The closure is lined on the 
inside with refractory. 

At the rear, the muffle is closed in its upper portion by refractory brickwork, 
its lower portion opens up to the generator neck ( Generatorhals ; no. 8). 

Into the side walls of the muffle are set two rectangular openings (about 500 
by 250 mm; no. 9) for the discharge gases leading into an equal number of vertical 
conduits, also having a rectangular section (no. 10), set into the furnace walls. 
These conduits pass vertically through the whole furnace and open up into the 
horizontal smoke channel ( Rauchkanal ; no. 11) located underneath the furnace 
and connected to the chimney. 

The smoke channel can be closed by means of a suitable closure ( Rauchka - 
nalschieber\ no. 12) made of fireclay running vertically in a frame ( Rauchka - 
nalschieberrahmen\ no. 12a) equipped with its pulley {Rolle) and a cable (. Draht¬ 
seil ; no. 12b). 

The lower part of the muffle consists of a horizontal fireclay grate (Schamot- 
terost\ no. 13) consisting of five transverse beams of refractory material {Scha- 
motteroststeine ; no. 14) on which the corpse rests. 

Underneath the muffle we have an inclined and funnel-shaped plane for the 
ash ( Aschenschrage ; no. 15) ending up in a narrower chamber - the ash chamber 
{Aschenraum) - where the post-combution ( Nachverbrennung ) of the corpse 
parts having fallen through between the grate beams takes place and which func¬ 
tions in this sense as a post-combustion chamber for the solid residues (no. 16). 

The glowing ash is removed by means of the appropriate scraper ( Kratze) 
through the ash removal opening {Ascheentnahmetur\ no. 17) - located at the 
front part of the furnace, below the muffle closure - and is transferred into the 
ash receptacles ( Aschebehalter ) for cooling. 

In the sidewalls of the ash chamber, there are two horizontal air channels 
which run parallel to it over its whole length and are connected to it by means of 
transverse openings. 

These two channels, which go through the brickwork between the ash cham¬ 
ber and the two vertical conduits for the exhaust gases, open up at the front of the 
furnace. These openings may be closed by means of separate covers located on 
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the two sides of the ash-removal door, as in the eight-muffle furnace (cf. Chapter 
7). They have the purpose of supplying air to the post-combustion chamber (ash 
chamber). 

In front of the rear part of the furnace there is a maintenance access (* Schacht ; 
no. 18), which has a horizontal section of 1,000 mm (width) by 1.200 (length) 
and a depth of 850 mm, through which one can reach the gasifier, housed in a 
brick structure measuring 1,550 mm (width) by 700 mm (length) by 1,550 mm 
(height). 

On the inclined plane of this brickwork (some 800 mm in length) there is the 
cast-iron door for the gasifier fuel ( Generatorfullschachtverschluss ; no. 19). The 
feeding chute of the gasifier ( Generatorfullschachk no. 20) opens up into the gas¬ 
ifier. 

The gasifier ( Generator, ; no. 21) is a pit-like chamber closed at the bottom by 
means of by the horizontal grate ( Planrost ; no. 22) of the hearth, which is consti¬ 
tuted by square steel bars ( Vierkantstabe ) and the supports of the grate ( Rost- 
Auflager). The grate measures about 500 by 500 mm = 0.250 square meters. 

The upper part of the gasifier narrows into a neck (gasifier neck; no. 8), which 
opens up behind the refractory bars of the grate (no. 14) between the muffle (no. 
1) and the ash chamber (no. 16.). The gasifier, up to the fire-stop (no. 23) in the 
neck, has a volume of about 0.250 cubic meters. 

In addition to the horizontal grate (no. 22), the hearth ( Feuerung ) consists of 
the cast-iron furnace door (Feuertiir; no. 24), which is used to remove the ash and 
to clean out the coke slag from the grate, as well as two air openings, closed by 
means of raisable cast-iron gates in a manner similar to the other four described 
above, and located on either side of the furnace door, as in the case of the Ausch¬ 
witz double-muffle furnace, or one above the other as in the case of the mobile 
double-muffle furnace (cf. Chapter 5.2.). In this case, the lower opening feeds 
combustion air below the grate; the upper one carries air into the gasifier. 

The refractory brickwork of the furnace (no. 27) has a thickness of 250 mm 
and consists of normal fire bricks as well as of bricks having special or wedge¬ 
like shapes {Normal-, Form- und Keilsteine) of monolite mass and of refractory 
mortar (Schamottemortel). 

The insulation ( Isolierung ; no. 26) of the furnace is obtained by means of 
bricks of diatomaceous earth ( Kieselgursteine ), slag wool (Schlackenwolle) and 
diatomaceous earth mortar ( Kieselgurmortel ). 

The outer brickwork ( Mauerwerksmantel ; no. 25) consists of ordinary bricks. 

The blower device {Druckluft-Anlage) is constituted by a blower {Druckluft- 
geblase) with its 1.5 hp three-phase motor and the necessary conduits (Rohrlei- 
tung). The corpse is introduced into the furnace by means of a corpse-introduction 
device {Leicheneinfuhrungs-Vorrichtung) consisting of the cart for the introduc¬ 
tion of the coffin {Sargeinfuhrungswagen) and the corresponding rails {Lauf- 
schienen). This device is described in detail in Chapter 7. 

The system of vertical gas-discharge channels for the flue gases of this furnace 
corresponds to the one used by Topf for the second and third electrical furnaces 
(cf. Documents 145 and 147), but, as opposed to these models, the discharge 


C. Mattogno, F. Deana, The Cremation Furnaces of Auschwitz 


203 


gases do not pass through the post-combustion chamber, and there is no preheat¬ 
ing system for the combustion air. 

5.2. The Oil-Fired Mobile Cremation Furnace with Two 
Muffles 

This type of cremation furnace was installed at the Gusen camp (sub-camp of 
KL Mauthausen) and at KL Dachau. It was the improved version of a Fahrbarer 
Verbrennungsofen System “Topf” (Topf mobile combustion furnace) going back 
to the beginning of the last century. It was, however, originally conceived as a 
combustion furnace for animal carcasses. A Topf brochure of the time describes 
it in the following words (see document 165): 

“The furnace described below is mobile and therefore has the advantage of 
being able to be taken to the object of the cremation. The furnace is indispensable 
in particular for major land-owners with large tracts of range land, because it 
can destroy immediately any dead animals near watering places without first 
transporting them over a great distance. The advantages of this furnace are ease 
and convenience of transport, long service life and a sturdy frame. The boiler is 
lined with refractory, hence radiation is minimal. This furnace can also be built 
with oil or gas heating. ” 

The furnace was completely redesigned at the end of the 1930s. Topf drawing 
D55719 shows a single-muffle Fahrbarer, olbeheizter Topf-Einascherungsofen 
(mobile oil-fired Topf incineration furnace) with the oil reservoir mounted above 
the furnace structure, a blower and two burners mounted laterally (cf. Document 
166). There exists also a frontal photo of a furnace with two muffles clearly show¬ 
ing the two burners, mounted next to the ash opening below the muffle doors. 
The larger conduit running below the floor comes from the blower and feeds 
combustion air to the burners; the two smaller tubes coming down along the edges 
of the furnace are connected to the oil reservoir (Document 167). 

This is the basic model of the cremation furnaces which were set up at Gusen 
and Dachau with the modifications to be explained later. 

The first one was ordered from Topf by the New Construction Office of KL 
Mauthausen on 21 March 1940 as a mobile, oil-heated furnace (fahrbarer Ofen 
mit Olbeheizung ), but on 9 October 1940 it was decided to convert the heating 
system from oil to coke. 103 Topf shipped the furnace by rail on 12 December 
1940, and it arrived at the site on 19 December. On the same day, the New Con¬ 
struction Office sent Topf a cable requesting the urgent dispatch of a techni¬ 
cian. 104 Topf decided to send technician August Willing for 27 December. 105 
Work started the same day and was finished on 22 January 1941. The two coke 


103 Topf letter to SS-Neubauleitung at KL Mauthausen, dated 26 February 1941. BAK, NS 4 Ma/54. 

104 Telegram from SS-Neubauleitung at KL Mauthausen to Topf, dated 19 December 1940. BAK, NS 4 
Ma/54. 

105 Topf letter to SS-Neubauleitung at KL Mauthausen, dated 23 December 1940. BAK, NS 4 Ma/54. 
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gasifiers were built during the erection of the furnace 106 which went into opera¬ 
tion at the end of the month. 107 The first load of coke was fed on 29 January. 108 
The furnace parts are listed in the bill of lading of 12 December 1940 (Document 
168). Concerning the conversion there is a Topf invoice dated 5 February 1941 
(Document 169). 

The furnace at KL Dachau was handed over even earlier, as we can see from 
a letter written by Topf to the New Construction Office at that camp, dated 25 
July 1940, which states, i.a.\ m 

“We wish to mention that KL Dachau received the same furnace from us some 
time ago. Said camp can, however, not operate the furnace, because the necessary 
oil is not available. If such a furnace is urgently needed on your part, then perhaps 
you could take over this furnace from KL Dachau, and we would then build a 
stationary, coke-fired furnace for the latter camp. ” 

But the camp authorities at KL Dachau also decided to convert the heating section 
of the furnace by installing two coke gasifiers in place of the oil burners. Both 
furnaces, in their converted form, still exist at the sites of the former concentration 
camps mentioned. Initially, the conversion of the heating system of the cremation 
furnaces for lack of oil was decided locally, but on 17 December 1943 the head 
of Amt CIII ( Technische Fachgebiete\ technical services) of SS Economic Ad¬ 
ministrative Main Office (* SS-Wirtschafts-Verwaltungshauptamt ; WVHA) sent 
out a memorandum stating: 110 

“In the crematoria, the consumption of liquidfuels can no longer be permitted. 
A conversion to solid fuel has been carried out everywhere. ” 

The Gusen furnace consisted of the following parts (Document 168): 111 


Bill of lading of 12.12.1940 


Parts of cremation furnace 

1 

Mobile incineration furnace with two muffles 

2 

Tubes 

1 

Metal tube 0 120 with two elbows 

1 

Dto. 

1 

Cart for the blower unit with 3 blowers 120/520, 120/300 and 400 plus 3 


electric motors 5.5, 1.5 hp 380 V, 3 hp 380 V 

2 

Metal tubes 0 120 

1 

Metal sleeve 280/430 

4 

Stoking tools 

1 

Ash box 

1 

Frame with rollers for introduction device 

1 

Introduction trough 

4 

[Cast-iron] fire doors 350/280 


106 Topf, “Bescheinigung liber gegen besondere Berechnung geleistete Tagelohn-Arbeiten fur Firma: SS- 
Neubauleitung d. Kz.L. Mauthausen .” WVHA BAK, NS 4 Ma/54. 

107 Letter from SS-Neubauleitung at KL Mauthausen to Topf, dated 14 Lebruary 1941. BAK, NS 4 
Ma/54. 

108 ODMM, Archiv, Sign. B 12/31, pp. 352f. 

109 Topf letter to SS-Neubauleitung at KL Mauthausen, dated 25 July 1940. BAK, NS 4 Ma/54. 

110 AGK, NTN, 94, p. 177. 

111 Topf shipping advice to SS-Neubauleitung at KL Mauthausen dated 12 December 1940 concerning 
the parts of a Topf mobile cremation furnace with two muffles and heated by oil. BAK, NS 4/Ma 54. 









C. Mattogno, F. Deana, The Cremation Furnaces of Auschwitz 


205 


4 

[Cast-iron] air-channel closures 108/128 

20 

Square bars 30/30, length 600 

4 

Shaped bricks 

1 

Metal sleeve 

1 

Con[ ical] metal tube 


6 m 2 asbestos sheets 

6 

Monolite grate bricks length 750 

8 

Monolite slabs 500/600/100 


250 kg rock wool 

1 

Oil-level [indicator] 


Various bolts 


Various gaskets 


The Topf invoice no. D 41/107 of 5 February 1941 lists in particular the work 
done in connection with the conversion of the furnace (Document 169): 112 


Re: KL Mauthausen 

RM 

Supply of a mobile incineration furnace with 2 muffles, con¬ 
sisting of 

Wrought-iron furnace cladding with supporting frame and 

8,950.- 

roller frame, wrought-iron foldable chimney, 4 m in height, 
draft enhancer, fireclay lining and insulation, furnace fittings 
of wrought and cast iron, and oil burner device, otherwise as 
per description in our estimate of29.2.1940 

Addition of two coke generators to the mobile incineration fur¬ 
nace with two muffles, viz. 

Supply of 1,000fireclay bricks, normal and conical, S.K. 34 

380.- 

500 kg of fireclay mortar 

Carried forward 

9,330.- 

Brought forward 

9,330.- 

460 insulating bricks 

163.- 

200 kg insulating mortar 

4 cast-iron furnace and ash doors, fireclay-lined 

180.- 

20 wrought iron square bars for gasifier grates 

51.- 

4 cast-iron air-duct closures 

28.- 

Manual adaptation of wrought-iron cladding and anchoring 

100.- 

bars 

Packaging andfreight to Mauthausen according to our cost 
estimate of 1.10.1940 

262.- 

Delegation of our supervisor Schilling for the period of 
26.12.40 through 4.2.41 for mounting of the generators ace. to 
daily work sheets attached: 

31 hours travelling time @ 2.— 

62.- 

267 hours working time @ 2.— 

134.— [sic] 

48 hours overtime supplement @ 0.50 

24.- 


112 Topf invoice ( Rechnung ) Nr. D 41/107, dated 5 February 1941, for the supply of a mobile oil-fired 
Topf incineration furnace with two muffles, to SS-Neubanleitung at KL Mauthausen. BAK, NS 4/Ma 
54. 
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38 hours Sunday supplement @ L— 

38.- 

29 daily allowances @ 7.-- 

203.- 

Traveling costs Erfurt-Mauthausen-Dachau 

46.80 

Expenses, transport of tools etc. 

13.60 

Total RM 

10,635.40 


The description which follows refers to the furnaces of the former KLs of Gusen 
and Dachau, which had been converted to furnaces with coke-fired gasifiers. It is 
furnished with technical photos illustrating the various elements making up the 
furnaces, taken personally on site by the author. 

The furnace consists of a basic structure taken over from the oil-fired furnace, 
with a facing of wrought iron - consisting, in its front part, of the muffle and ash 
chamber (post-combustion chamber) block, at the rear of the gas discharge unit 
(flue-gas ducts and chimney) - and two gasifiers mounted successively next to 
each muffle (Photos 1-3, 32f., 35-38, 45f.). Initially, the furnace was placed on 
metal rollers which have survived only in the rear part of the Dachau furnace 
(Photos 45f.). 

The gasifiers (Photos 4, 8f., 29f., 37f.) are made of bricks and measure 1,440 
mm (height) x 1 9 130 mm (width) x 1 ? 640 mm (length; furnace at Dachau). The 
brickwork is strengthened by anchor bars. In their front parts, they each have a 
gasifier loading shaft made of cast iron, standard type, (270 x 340 mm; Photos 4, 
8f.). On the Gusen furnace, at the base of each gasifier at floor level, there is an 
air duct for the combustion air feed to the hearth grate, closed by a foldable cast- 
iron door of standard type (108 x 126 mm; Photos 4, 6-8); the Dachau furnace 
has two air ducts for each gasifier, one located next to the loading door of the 
gasifier to feed combustion air to the gasifier, the other, perpendicular to the first, 
to feed combustion air to the hearth (Photo 39). The hearths are located below 
floor level. Access is possible through two small service pits set into the floor at 
the foot of the two gasifiers (at the Dachau furnace these shafts are now protected 
by grates). The hearths are closed by a door of standard type (280 x 350 mm). 

The refractory structure of the gasifiers is made up of 1,000 fireclay bricks 
and 500 kg of refractory mortar; it has a total mass of some 4,000 kilograms. 

The furnace has two vaulted muffles (Photos 1, 2, 36-38) which have the fol¬ 
lowing dimensions (for the Dachau furnace): 
height: 600 mm 

width: 600 mm 

length: 2,000 mm 

The muffles are directly linked to each other by means of three rectangular 
openings set into the central wall (Photos 20, 22f.), and are closed at the rear by 
the refractory brickwork. 

The Dachau furnace has, on its vaulted roof, outlets arranged obliquely and 
connected to the blower tubing (Photos 41f.); they are located on the right side 
for the left-hand muffle and on the left side for the right-hand one. In the case of 
the Gusen furnace, these outlets are placed at the apex of the vault (Photos 19, 
26) as in the Auschwitz double-muffle furnace, where two ducts are incorporated 
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in the brickwork (i.e. one in each muffle). No trace of the outer ducts remains, 
neither at Dachau nor at Gusen. 

In their lower portions, each of the muffles is limited by a grate consisting of 
three transverse and one longitudinal beam of fireclay (Photo 40), set at an ap¬ 
preciable distance from one another (some 300 mm). Below these grates are the 
ash chambers having in their sidewalls the openings toward the gasifiers (Photos 
16, 18, 27f.). 

At the front, the muffles are closed by two cast-iron doors having on the out¬ 
side a little rectangular closure of an air feed, with two round inspection holes 
(Photos 11, 13, 43f.), and lined with fireclay on the inside (Photos 12, 14, 43). 
These doors are of the same type as those on the Auschwitz double-muffle fur¬ 
nace (600 mm x 600 mm). Below the muffle doors there are two round metal 
covers, welded shut, closing the openings which, earlier, had housed the oil burn¬ 
ers (cf. Document 167). 

Because the furnace was designed originally as a mobile furnace, there is no 
flue-gas channel underneath the floor below the furnace, as in stationary furnaces; 
the gas evacuation took place instead via a rectangular opening set into the rear 
wall of the muffle on the right, below the level of the grate (Photo 25) from where 
the gases flowed into a box lined with sheets of wrought iron, located behind the 
furnace in line with the muffle on the right side and linked directly with the chim¬ 
ney (Photos 31 f., 45-47), and probably containing a short flue duct through which 
the gases reached the chimney. 

The chimney consists of a square metal duct, crowned by a truncated conical 
socket, onto which a cylindrical sheet-metal tube is welded (see Photos 32, 47- 
49). This has been preserved in case of the Dachau furnaces. At the base of the 
chimney there is a small hearth for preheating (pilot flame), which can be closed 
by a suitable door (Photos 33f., 50). 

Initially, the furnace possessed three blowers, located on a cart-like support, 
two of which fed combustion air to the muffles and the burners, respectively, 
whereas the third was part of the forced-draft device. 

The blower for this device was located at the base of the chimney and was 
linked to it as shown in the figure of Document 170. When the blowers were 
removed after the furnace activity had come to an end, 113 the corresponding con¬ 
nection openings were closed by welding them shut with a metal plate (Photos 34 
and 47). 

As the chimney at present takes up the whole space behind the rear part of the 
furnace, corresponding to the muffle on the left, we may assume that it was ini¬ 
tially in a different position, as is also suggested by Document 169 which men¬ 
tions a mobile chimney (umlegbaren Schornstein von 4 m Hohe ). 

The oil tank was no doubt mounted above the furnace, as shown by drawing 
D55719 and as was the case for the Buchenwald triple-muffle furnace mentioned 


113 As stated in an undated Topf letter to SS-Neubauleitung at KL Mauthausen in reply to a text dated 11 
November 1940 on the subject of the Gusen crematorium, the draft enhancer ( Zugverstarkimgs-An- 
lage ) - consisting of a draft suction device -was necessary because of the insufficient height of the 
chimney (BAK, NS 4 Ma/54). This was also true for the Dachau furnace, likewise equipped with a 
rather short metal chimney. 
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above (Photo 201). At Dachau, this tank is presently situated in a brick structure 
above the gasifier on the right where it serves no useful purpose for the furnace; 
we may, therefore, assume that it was placed there after the liberation of the camp 
by persons unfamiliar with the operation of the furnace. 

5.3. The Coke- or Oil-Fired Cremation Furnace with Two 
Muffles 

On 18 June 1938, the Construction Office of the SS-administration for the 
camps of Buchenwald and Sachsenhausen sent a request to Gruppenfuhrer Eicke, 
head of Totenkopfverbande and concentration camps, asking for the authorization 
to build a crematorium at the Buchenwald camp; Eicke passed it on to the Head 
of the SS administration in Munich with a note in which he supported the request, 
because the increase in the Buchenwald camp census had led to a corresponding 
increase to the number of deaths among the inmates, whose corpses had to be 
taken to the municipal crematorium at Weimar for cremation (NO-4353). The 
request was accepted and authorization was granted by Hauptamt Haushalt und 
Bauten (HBB) in early December of 1939. 

For the erection of this “emergency crematorium” ( Notkrematorium ) as it was 
called in the German administrative documents, the Topf Co. at Erfurt was con¬ 
tacted, and on 21 December 1939 Topf submitted to the cognizant authorities a 
cost estimate for “1 Topf incineration furnace, oil- or coke-fired, with double 
muffle and compressed air unit, as well as a draft enhancing unit” (7 61- oder 
koksbeheizter Topf-Einascherungs-Ofen mit Doppelmuffel und Druckluft-An- 
lage, sowie Zugverstarkungs-Anlage) for the price of 7,753 RM plus 1,250 RM 
for the draft enhancer (Document 171). Attached to this was the drawing D56570 
“ Doppelmuffel-Einascherungsofen mit Olfeuerung ” (double-muffle cremation 
furnace with oil-firing) drawn on the same day (Document 172). 

The “Description of the structure of the new emergency crematorium building 
in the camp for detainees of Buchenwald concentration camp,” written on 10 Jan¬ 
uary 1940 by the New Construction Office at Buchenwald, states in this respect 
(NO-4401): 

“On account of the high mortality at the Buchenwald concentration camp, the 
need has arisen for the construction of an emergency crematorium with a furnace 
(double-muffle furnace) heated by oil. For this, a building [with a floor space] of 
6 by 9 m, 4 m high, is required. The furnace will be supplied and erected by J.A. 
Topf & Sohne Co. of Erfurt, Dreysestrafie 7-9. A description of the furnace is 
provided by the cost estimate of Topf & Sohne Co. dated 21.12.39, as attached. 
The erection is pursuant to the order given by the head of Hauptamt Haushalt und 
Bauten of 9 and 11.12.39 resp., Amt Il/b 265 Ri/Sa. ” 

The document just quoted refers to this small crematorium and contains a “cost 
estimate,” a “cost summary” and finally a “weight computation” of the emer¬ 
gency crematorium for Buchenwald, for which a price of 14,200 RM was esti¬ 
mated. An undated drawing (probably of December 1939) bearing the heading 
“Krematorium des K.L. Bu.” (crematorium of Buchenwald camp) shows the 
crematorium building measuring precisely 6mx9mx4m (Document 173). 
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I have found no documents concerning the realization of this project. A later 
project, undated but probably from early 1940, shows a more elaborate cremato¬ 
rium, with outside walls measuring 14 by 12 m, consisting of five rooms. The 
furnace hall, however, measuring 6.50 by 4.99 m, contains a single furnace with 
only one muffle (Document 174). No documents are known about the realization 
of this project either and witness statements are contradictory in this respect. 114 
The crematorium which was eventually built at Buchenwald had a totally differ¬ 
ent layout, with a half-basement and was equipped with two furnaces of three 
muffles each (cf. Chapter 7). 

Before going into the description of the oil- or coke-fired double-muffle cre¬ 
mation furnace, I will present the translation of the Topf cost estimate of 21 De¬ 
cember 1939 (Document 171; NO-4448): 



Object of cost estimate 


/. 

Oil or coke-heated Topf incineration furnace with double¬ 
muffle and compressed air unit, as well as draft enhancer 
including 

The brickwork housing consisting of ordinary bricks the best 
of which will be selected for the outer facing of the furnace, 
including the necessary sand and cement-lime, the fireclay 
material consisting of normal, shaped and conical bricks, 
monolite packing material and fireclay mortar 

For a total weight of about 10,200 kg offireclay material 

The wrought-iron anchoring bars consisting of T, U and an¬ 
gle-shaped bars, anchors, bolts and nuts 

For a total weight of about 800 kg 

The fittings made of cast and wrought iron consisting of 


2 

Pcs. cast-iron introduction doors with their cast iron frames, 
the insides of the doors will be lined with tamped monolite 
mass 


2 

Cast-iron ash-chamber doors 


3 

Cast-iron air-channel closures 


1 

Cast-iron flue-gas damper in its air-tight guide casing, in¬ 
cluding rollers, cable and counterweight 


2 

Pcs. wrought-iron ash containers 

The necessary stokers 


1 

Compressed-air unit, coupled directly to a 1.5 hp three-phase 
motor, and the necessary ducting 


1 

Oil-burner unit consisting of: 


2 

Pcs. oil burners for 6 to 25 kg/hr 


2 

Pcs. cut-off valves 


2 

Pcs. manual vane pumps 



114 Eugen Kogon affirms that “in the winter of 1940/41 a mobile crematorium was supplied to the camp, 
lent from elsewhere” (Der SS-Staat. Das System der deutschen Konzentrationslager. Verlag Karl Al- 
ber, Munich 1946, p. 125). According to the Buchenwald ex-detainee Erich Haase, the first furnace 
(with two muffles, coke heated) was set up in the spring of 1940 {Das war Buchenwald 7 Ein Tatsa- 
chenbericht. Herausgegeben von der Kommunistischen Partei Deutschlands Stadt und Kreis Leipzig. 
Verlag fur Wissenschaft und Literatur, Leipzig, undated, p. 80). 
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2 

Pcs. air-pressure meters 


1 

Compressed-air unit with a 2 V 2 hp motor, coupled directly, 
with the necessary tubing for oil feed and return 


1 

Oil tank for 250 liters of oil 


1 

Wrought-iron corpse-introduction device 

Total weight about 1,325 kg 

Installation of furnace 

Delegation of technicians (3 persons) for the erection of the 
furnace, including daily allowances, social security contribu¬ 
tions and travelling expenses. 

Delegation of one supervisory engineer for erection control 
and start-up of the furnace 

Freight and carriage to site Buchenwald 



Price of item IRM 

7,735.- 

II. 

One Topf draft enhancer 

For about 4,000 m 3 of discharge gas, with 3 hp three-phase 
motor and starter, with suction and pressure connectors and 
an air flap separating suction chamber from pressure chamber 
Total weight about 260 kg 



Price for item II RM 

During erection, our technicians must be provided with three 
helpers, at no charge to us. For the listed items made of cast 
or wrought iron we need a Kennziffer with indicator Z which 
must be made known to us immediately upon placement of or¬ 
der. 

1,250.- 


The description which follows refers to a coke-fired furnace. The numbers in pa¬ 
rentheses with prefix “no.” refer to Documents 172 a, b, c. 

The furnace was held together by a solid brick structure consisting of wrought 
iron anchor bars {Verankerungseisen) having T, U or angled sections ( T-, U- und 
Winkeleisen ), anchoring rods {Anker) bolts and nuts, for a total weight of about 
800 kilograms. 

The furnace dimensions are as follows: 

Height: 2,100 mm 

Width: 2,450 mm 

Length: 2,700 mm (w/o gasifier) 

3,850 mm (with gasifier) 

It was equipped with two muffles {Muffel) having the same dimensions of 
those of the Auschwitz double-muffle furnace: 

Height: 700 mm 

Width: 700 mm 

Length: 2,000 mm 

On the outside halves of both vaults there were the nozzles (no. 2) for the air 
ducts coming from the blower unit. These ducts, set diagonally, were connected 
to the blower ducts ( Rohrleitung ) the inner part of which (no. 4) ran horizontally 
in the two upper edges of the furnace. 
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The position of the blower ( Druckluftgeblase ) is not shown on the Topf draw¬ 
ing but was no doubt on the side, as in the Auschwitz double-muffle furnace and 
the triple-muffle furnace. 

Two rectangular holes (no. 5) were set into the inside of the muffle for heat 
exchange. 

The muffles were closed in front by two cast-iron introduction doors (Einfuh- 
rungsturen\ no. 6) lined with fireclay. 

The lower part of the muffle was made up by a horizontal grate of fireclay 
(* Schamotterost ; no. 7) which was constituted by five transversal bars (no. 8) of 
refractory material. 

Below each grate we have the funnel-shaped and inclined ash plane (. Aschen - 
schrage ; no. 9) which ended at the post-combustion chamber (no. 10) underneath; 
the front part of the post-combustion chamber served as an ash container (no. 11). 
The embers were removed by means of suitable scrapers ( Kratzen ) through two 
cast iron openings for ash removal (Ascheentnahmeturen\ no. 12) at the front of 
the furnace, below the introduction door of the muffle, and was transferred to the 
appropriate receptacles ( Aschebehalter ) for cooling. 

On the inside walls of the two post-combustion chambers we have two open¬ 
ings (no. 13) for the discharge of the spent gases, which go to a smoke channel 
( Rauchkanal ; no. 14) having a section of 300 by 650 mm which runs horizontally 
in the lower part of the furnace between the two post-combustion chambers and 
which can be closed by means of a hermetic cast-iron damper in the smoke con¬ 
duit ( Rauchkanalschieber ; no. 15) which moves in a suitable track and can be 
operated by means of rollers, cable and counterweight. 

The smoke conduit goes into the chimney (, Schornstein ; no. 16) the inner sec¬ 
tion of which measures 500 by 500 millimeters. The furnace is equipped with a 
draft enhancer ( Saugzug-Anlage ) for about 4,000 m 3 / h of gas driven by an elec¬ 
tric three-phase 3 hp motor. 

In the rear, the muffles are closed by the refractory brickwork in which there 
is the opening (no. 17) for the gasifier neck (no. 18). 

The drawing does not show whether the gas feed came from one or two coke 
gasifiers. The enormous grate of the hearth, however, suggests a single gasifier 
centrally located in the rear part of the furnace with its neck bifurcated to feed 
two muffles simultaneously. 

The gasifier (no. 19), placed into a brick housing (no. 25) of 1.15 by 1.15 m, 
is a rather spacious pit-like chamber (0.80 by 0.80 m), bounded at its bottom by 
the horizontal grate of the hearth ( Planrost ; no. 20) with a usable surface of 0.80 
by 0.80 = 0.64 m 2 (more than twice that of the triple-muffle furnace). The hourly 
load of the gasifier was thus about 75 kg of coke. 

Below the grate we have the ash chamber (no. 21) closed by the hearth door 
( Feuertiir :; no. 22). The ash chamber is concave, as in the furnaces for civilian 
use, which suggests that it was laid out to contain water to cool the grate and to 
produce water gas at the same time. 

At the top, towards the inside of the furnace, the gasifier becomes smaller up 
to the fire-stop (no. 18) in the neck of the gasifier ( Generatorhals ; no. 17) which 
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leads into the two muffles; on the outside, there is the gasifier loading chute ( Gen- 
eratorfullschacht\ no. 23) closed at the top by a lid ( Generatorfullschacht- 
verschluss\ no. 24). 

The oil-fired furnace, obviously, has no gasifier; in the rear portion, in line 
with the muffles, we have instead two burners (no. 26) fed via a suitable tube 
from a tank (no. 27) located above the furnace (no. 28). Combustion air is brought 
to the burner by a further tube, connected to a suitable blower. 

The furnace is made of some 10,200 kg of refractory bricks (no. 30), covered 
by a thick layer of thermal insulation (no. 31) and the outer brick housing. 

5.4. The Coke-Fired Cremation Furnace with Two Muffles 
Placed Opposite Each Other 

This type of furnace appears solely on a drawing of the crematorium at the 
Plaszow camp near Cracow (cf. Document 175). Whether it was ever built is un¬ 
known. The date on the drawing is illegible. The crematorium has two furnaces 
with two muffles each, the first one being set parallel to the crematorium’s longest 
wall, the second one perpendicular to it. The design of the furnaces is the same 
as for the eight-muffle furnace, with two opposing muffles the doors of which are 
located at the two extremities of the furnace itself, whereas on the sides we have 
two gasifiers with their access pits. 

For the first furnace, the gasifiers are placed at either side of the furnace; for 
the second, they are in a central position as well, but on the outside wall, because 
the inside wall is built against the wall of the crematorium, on the other side of 
which there is the chimney. Each furnace has its own chimney to which it is con¬ 
nected by two smoke ducts. These ducts, however, differ from the lay-out of the 
eight-muffle furnace in that they come out at the front of the muffles and not on 
their sides which means that the discharge of the gases is located at the front part 
of the device, as in the single-muffle furnace. 


6. The Topf Co. and the Construction of the Cremation 
Furnaces at Auschwitz-Birkenau 

6.1. The Furnaces of Crematorium I at Auschwitz 

The budget for the Auschwitz camp, drawn up by SS-Obersturmfuhrer Fritz 
August Seidler on 30 April 1940, included an item for the construction of a new 
crematorium ( Neubau Krematorium) at a cost of 15,000 Reichsmarks (RM). 115 
Instead of erecting a new building, however, the equipment was eventually in¬ 
stalled in a bunker of the former Polish artillery barracks which constituted the 
nucleus of the new concentration camp. The plans for the crematorium were 
drawn up in the week of 14 to 20 June. 116 The firm J.A. Topf & Sohne of Erfurt 


115 Kostenaufstellung fur das Lager Auschwitz bei Kattowitz. RGVA, 502-1-176, p. 37. 

116 Tatigkeitsbericht dated 20 June 1940, for the period of 14-20 June. RGVA, 502-1-214, p. 102. 
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which the Hauptamt Haushalt und Bauten (HHB) had contacted for the supply of 
the equipment, had already informed the New Construction Office at Auschwitz 
on 25 May that the drawings of the foundations of the cremation furnace would 
be sent within a few days, and that their erection supervisors would arrive at the 
camp within two weeks for the installation. 117 The furnace ordered by HHB was 
an oil-fired double-muffle furnace ( olbeheizter Doppelmuffel-Ofen ). 117 On 10 
June 1940 Topf sent to the New Construction Office drawing D57253, executed 
the previous day, concerning a “Cremation furnace heated by coke and plan of 
the foundations” (cf. Document 202). Topf advised, moreover, that “instead of 
the oil firing originally planned, 2 coke generators will be mounted in accordance 
with the advice from your superior authority.” 

Topf added that this would result in a delay of the shipment and announced 
that the materials for the furnace would probably be shipped on 15 July. 118 Actu¬ 
ally, Topf did not modify anything, because HHB decided to install at Auschwitz 
a furnace of a different type, patented on 6 December 1939 as an “Einascherungs- 
Ofen mit DoppelmuffeF (incineration furnace with double muffle) 119 which had 
already been proposed to the New Construction Office at Auschwitz in April. The 
pertinent cost estimate ( Kostenanschlag ) of 17 April 1940 in fact referred to the 
“supply of a coke-fired Topf incineration furnace with two muffles and com¬ 
pressed-air unit, plus 1 Topf draft-enhancing unit.” 120 

The New Construction Office replied on 15 June by cable, stating that supply 
was “extremely urgent” (< aufierst dringend ). 121 On 20 June, Topf confirmed re¬ 
ception of the cable and stated that the firm had shipped the furnace materials in 
the fastest way available and that the technicians would arrive at Auschwitz to¬ 
wards the middle of the following week. Erection time of the furnace was 16 
days. 122 The refractory materials were shipped on 22 June by the firm Collmener 
Schamottewerke G.m.b.H. of Colditz on Topf s account. 123 

In the week of 21 to 27 June, the New Construction Office continued work on 
the design of the crematorium (Bauabschnitt IV) which constituted the last of the 
four construction sectors under the responsibility of this office. 124 Revamping of 
the former bunker began the following week (opening of windows, erection of 
partitions) and the materials 125 shipped by Topf on 1 July arrived as well. 126 Be¬ 
tween 5 and 11 July, brick-laying and fireclay work continued and the furnace 
foundations were poured. The Topf technicians arrived at Auschwitz and began 
to work immediately. 127 


117 Letter from Topf to SS-Neubauleitung of Auschwitz dated 25 Mayl940. RGVA, 502-1-327, p. 231. 

118 Letter from Topf to SS-Neubauleitung dated 11 June 1940. RGVA, 502-1-327, p. 224. 

119 List of patents of department “D” of Topf dated 20 November 1945. Lrom website 
www.TopfundSoehne.de/media_de/. Cf. Appendix 1.5: Patents by J.A.Topf & Sohne. 

120 Letter from Topf to SS-Neubauleitung dated 9 October 1940. RGVA, 502-1-327, pp. 209f. 

121 Telegram, undated, from SS-Neubauleitung to Topf. RGVA, 502-1-327, p. 228. The date of 15 June 
1940 is mentioned in Topf s letter dated 20 June. 

122 RGVA, 502-1-327, p. 221. 

123 Topf Information-Instruktion dated 27 July 1940. RGVA, 502-1-327, p. 219. 

124 Tatigkeitsbericht dated 27 June 1940, for the period of 21-27 June. RGVA, 502-1-214, p. 100. 

125 Tatigkeitsbericht dated 5 July 1940, for the period of 28 June - 4 July. RGVA, 502-1-214, p. 98. 

126 RGVA, 502-1-327, p. 200. 

127 Tatigkeitsbericht dated 12 July 1940, for the period of 5-11 July. RGVA, 502-1-214, p. 97. 
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Work on the restructuring of the crematorium and on the brickwork of the 
furnace ended in the week of 19 to 25 July; 128 a few days later, the Bauleiter , SS- 
Untersturmfuhrer August Schlachter sent Topf a cable requesting the shipment 
of the items still missing: blower, draft enhancer, gasifier doors, corpse-introduc¬ 
tion cart, rails and pulleys for the closure of the smoke conduit. 129 

On 29 July, Topf confirmed receipt of the telegram and informed the New 
Construction Office of the imminent arrival of the requested parts. 130 In all prob¬ 
ability, drying of the furnace began as soon as the brickwork was in place. The 
test cremation was, in fact, carried out on 15 August. The Tatigkeitsbericht for 
the period of 9-15 August states: 131 

“The entire erection of the crematorium, including the cremation unit as such, 
was completed so that at the end of the week of this report the first cremation 
could be realized. ” 

A further, undated, document mentions the exact date of 15 August: 132 

“This construction office certifies that the erection work for the incineration 
furnace was terminated as per 15 August 1940. The test cremation of the first 
corpse took place the same day. ” 

On 27 August, Topf asked the New Construction Office for payment of the in¬ 
voice concerning the cremation furnace, in an amount of 10,679 RM, or at least 
a down payment of 9,000 Reichsmarks. 133 

On 16 September, the New Construction Office forwarded to Amt II of HHB 
Topf s invoice with the following comment: 134 

“The cremation installation is completely finished and has been in operation 
for weeks. As no malfunction at all has been noted, complete payment for the unit 
should not encounter any problems. ” 

Two days later, Topf sent out a demand for the payment of the total amount or of 
the down payment, 135 followed by another, merely for the down payment 136 on 
23 September and a further demand on 30 September. 137 On 2 October, Bauleiter 
Schacht informed Topf that he had forwarded to HHB Topf s request for the down 
payment of 9,000 RM, asking the Erfurt company to get in touch with that office 
directly. 138 When Topf followed the advice and contacted HHB, there was an un¬ 
pleasant surprise: The invoice of 27 August 1940, in an amount of 10,283 RM 139 
had not reached this office yet. 140 

At the end of September, the crematorium still did not possess a room for 
autopsies. On 28 September, the SS-Standortarzt (camp physician) sent camp 


128 Tatigkeitsbericht dated 26 July 1940, for the period of 19-25 July. RGVA, 502-1-214, p. 95. 

129 RGVA, 502-1-327, p.223. The telegram bears no date but undoubtedly stems from the end of July 
because Topf confirmed receipt on 29 July. 

130 RGVA, 502-1-327, p. 218. 

131 Tatigkeitsbericht dated 17 August 1940, for the period of 9-15 August. RGVA, 502-1-214, p. 92. 

132 Kontrollzettel fur die Firma J.A. Topf & Sohne, Erfurt. RGVA, 502-1-327, p. 215. 

133 Letter from Topf to SS-Neubauleitung dated 18 September 1940. RGVA, 502-1-327, p. 214. 

134 Letter from SS-Neubauleitung to HHB, Amt II, dated 16 September1940. RGVA, 502-1-327, p. 216. 

135 Letter from Topf to SS-Neubauleitung dated 18 September 1940. RGVA, 502-1-327, p. 214. 

136 RGVA, 502-1-327, p. 213. 

137 RGVA, 502-1-327, p. 212. 

138 RGVA, 502-1-327, p. 211. 

139 It is not known why an amount of 10,283 RM is mentioned here instead of 10,679 RM. 

140 Letter from HHB to SS-Neubauleitung dated 4 November 1940. RGVA, 502-1-327, p. 207. 
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command a detailed request for the installation of such a facility, explaining that 
“in the case of deaths the causes of which are not clear, autopsies are to be carried 
out, in particular for executions by shooting or in the case of fatalities caused by 
external force.” 141 

The camp command turned to the New Construction Office, which replied 
directly to the SS-Standortarzt , explaining that an autopsy facility could not be 
installed immediately because certain essential pieces of equipment - such as the 
dissecting table - were not yet available. 142 On 7 November 1940, Schlachter 
informed Topf as follows: 

“The present level of usage of the combustion unit installed here by your com¬ 
pany has shown that the unit is too small indeed. ” 

The New Construction Office intended to double the cremation facility and asked 
Topf to send a representative to Auschwitz to discuss the matter on site. 143 On 13 
November, Topf replied that engineer Prufer would be at Auschwitz on the 16th 
with a cost estimate and the drawings of the second furnace. On the same day, 
Topf drew up two quotations concerning the second furnace (cf. Document 193), 
which was proposed for a price of 7,753 Reichsmarks. In the letter of transmittal, 
likewise dated 13 November, Topf - assuming that the second furnace would be 
connected to the same chimney - judged a draft enhancer ( Zugverstdrkungs-An- 
lage) to be superfluous because the existing one was sufficient for an alternating 
operation of both furnaces, which could, however, be in operation at the same 
time as well. 144 On 22 November, the New Construction Office sent a request to 
Amt II C2 of HHB asking for the authorization to install the second furnace, giv¬ 
ing the following justification: 145 

“The operation of the crematorium in the past has shown that, even in the 
relatively favorable season, the furnace with its 2 [cremation] chambers is too 
small The camp command and Political Department have therefore approached 
the New Construction Office with the urgent request to enlarge the unit by 2 cham¬ 
bers. ” 

The request was granted and Topf went to work: on 30 November, drawing 
D57999 showing the positioning of the second furnace in the crematorium was 
prepared (cf. Document 204). On 5 December, this drawing was sent to the New 
Construction Office and Topf informed them that the refractory and insulating 
materials for the second furnace had already been shipped; 146 some of these ma¬ 
terials, however, were shipped later: 2 refractory plates left on 20 December 147 
and 50 bags of mortar mixture the following day. 148 

In early January of 1941, the situation in the crematorium became critical. On 
8 January, Schlachter sent Topf an alarming letter in which he declared: 149 


141 Letter from SS-Standortarzt to Kommandantur dated 28 September 1940. RGVA, 502-1-52, p. 3. 

142 Letter from SS-Neubauleitung to SS-Standortarzt dated 3 October 1940. RGVA, 502-1-342, p. 3- 3a. 

143 RGVA, 502-1-312, p. 146. 

144 RGVA, 502-1-327, p. 175. 

145 RGVA, 502-1-327, p. 173. 

146 RGVA, 502-1-312, pp. 143f. 

147 RGVA, 502-1-327, p. 205. 

148 RGVA, 502-1-327, p. 204. 

149 RGVA, 502-1-327, p. 180. 
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“New Construction Office has already informed you by telegram that the first 
furnace unit shows damage due to intensive usage and hence can no longer be 
operated to capacity. The enlargement of the unit is therefore imperative. You are 
requested to inform us by telegram as to when you will begin to take the prelimi¬ 
nary steps for an enlargement. ” 

The installation of the new cremation furnace, constituting as it did an enlarge¬ 
ment of the crematorium, was therefore rightly designated by the New Construc¬ 
tion Office as Erweiterung des Krematoriums or Krematoriumserweiterung. 

On 10 January 1941, Topf confirmed receipt of Schlachter’s cable concerning 
the damages to the first furnace and the urgency of the installation of a second 
one and reported that all the necessary materials for the construction of the fur¬ 
nace had already been shipped, whereas shipment of the metal parts could take 
place only after the end of goods embargo ( Giitersperre ). On the subject of the 
furnace damage, Topf stood ready to delegate its technician Wilhelm Koch for 
repair work. 150 

In the meantime, the situation worsened. On 13 January, Schlachter informed 
Topf that the Monolite grates ( Monolitroste ) of the muffle and the internal walls 
(Innenwande ) of the gasifiers had burned through ( durchgebrannt ) and demanded 
the immediate dispatch of a technician. 151 In line with bureaucratic practice, Topf 
replied two days later by sending a cost estimate ( Kostenanschlag ) for providing 
a technician ( Monteurgestellung ). 152 On 21 January, Schlachter informed Topf 
that the order for the repair work ( Reparaturarbeiten ) would be issued by the 
camp administration ( Verwaltung ) within the next few days and added the fol¬ 
lowing order: 153 

“ Furthermore, 2 generator closures must be supplied a.s.a.p. for the repair 
work, as the old ones are completely burned through. ” 

The camp administration returned the Topf cost estimate of 15 January to the 
New Construction Office, explaining that the transfer certificate ( Ubergabe-Ver - 
handlung) for the crematorium was still missing, without which it was impossi¬ 
ble, for reasons of accounting, to pay for the repair work. 154 On 29 January, Topf 
confirmed receipt of the order from the New Construction Office for “2 two cast- 
iron closure doors for the generators” for the price of 180 RM and stated that 
shipment would take place 8 weeks later. 155 Repair work was carried out much 
sooner, though, while the second furnace was being erected. In his report of 1st 
March, Schlachter, in fact, wrote that everything had been repaired. 156 

The parts for the second furnace were shipped by Topf on 17 January 1941; 
the total weight came to 3,193 kilograms (cf. Document 197), and two days later 
the two cement counter-weights ( Zement-Gegengewichte ) for the two flue-gas 


150 RGVA, 502-1-312, pp. 131f. 

151 Telegram from SS-Neubanleitung to Topf dated 13 January 1941. RGVA, 502-1-312, p. 130. 

152 RGVA, 502-1-327, pp. 167-167a. 

153 RGVA, 502-1-327, pp. 185-185a. 

154 Letter fron the head of KL Auschwitz administration to SS-Neubauleitung dated 22 January 1941. 
RGVA, 502-1-312, p. 80. 

155 RGVA, 502-1-327, pp. 183f. 

156 Tatigkeitsbericht dated 1st March 1941, for the period of 23 February -1st March. RGVA, 502-1-214, 
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dampers 157 followed. The weekly Tdtigkeitsberichte for this period allow us to 
follow in detail the work involved for the installation of the new unit: 

Week of 26 January - 1st February: “In the crematorium, the foundations of 
the new furnace were poured and the partition 158 was erected using insulating 
bricks. Installation of the new combustion furnace was begun.” 159 

2-8 February: “In the crematorium, work continued on the completion of the 
new combustion unit.” 160 

9-15 February: “In the crematorium, the new combustion unit has been com¬ 
pleted, except for a few minor details.” 161 

16-22 February: “The new combustion unit in the crematorium has been com¬ 
pleted.” 162 

The next report stated again that “in the crematorium, work on the new com¬ 
bustion unit was completed,” 163 which probably means that the furnace was fi¬ 
nally able to function; it is likely that the drying process extended over several 
weeks. 

Thus, the new furnace had not been in operation for more than two weeks 
when the first technical problems arose. On 2 April, the New Construction Office 
sent Topf a telegram stating: “Second furnace has no draft, send technician here 
immediately.” 164 In a letter to Topf of the same day, Schlachter explained that 
“the second furnace unit does not have sufficient draft which means that the com¬ 
bustion cannot be carried out completely.” 165 

Topf replied that no technicians were available, but that the problems could 
be solved by the crematorium attendants: The two units were connected to the 
same suction device (, Saugzug-Anlage ) and that, when both were in operation 
simultaneously, the second one, being farther away from this unit, would have a 
lower draft. It was necessary, first of all, to close the two flue dampers of the first 
furnace and to set those of the second one, then to open those of the first one again 
and to balance the two. 166 

In early June, the second furnace was in operation “nearly every day” (fast 
taglichy 167 this probably led to a deterioration of the chimney which would be 


157 RGVA, 502-1-327, p. 200. 

158 This partition, set up in the morgue, was to create a space for urns ( Urnenraum ) in accordance with 
advice from SS-Neubauleitung to Topf dated 21 January 1941. RGVA, 502-1-327, p. 185. 

159 Tatigkeitsbericht dated 1st February 1941, for the period of 26 January - 1st February. RGVA, 502-1- 
214, p. 72. 

160 Tatigkeitsbericht dated 10 February 1941, for the period of 2-8 February. RGVA, 502-1-214, p. 71. 
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167 Fetter from head of Political Section to SS-Neubauleitung dated 7 June 1941. RGVA, 502-1-312, p. 
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repaired, in the week of 23-28 June, by strengthening it with angle irons (Win- 
keleisen) and tension bolts {Spannschrauben). 16 ^ It appears that over the follow¬ 
ing months, the two furnaces were not able to cope with the number of deaths 
among the detainees in the camp, even though the Auschwitz camp was still ra¬ 
ther small. 169 Towards the end of September, Topf received a verbal order for “a 
double-muffle Topf cremation furnace with blower, introduction cart and rotata¬ 
ble platform.” 170 

The Topf cost estimate, dated 25 September, showed a price of 7,332 RM, 
solely for the furnace with the blower. 171 The previous day, Topf had sent the 
New Construction Office three copies of the operating instructions (Betriebsvor- 
schrift) of the double-muffle furnace 172 and of the draft-enhancement device. 173 
The two documents reached Auschwitz on 26 September as shown by the regis¬ 
tration stamp of the New Construction Office. In keeping with bureaucratic reg¬ 
ulations, the New Construction Office then confirmed the order by registered 
mail 174 and Topf in turn confirmed this confirmation. 175 The furnace parts, having 
a total weight of 3,548.5 kg, were shipped by Topf on 21 October. 176 

During the month of October, the mortality among the detainees rose to 85 
deaths per day, and would hit 169 177 the following month. The situation was dis¬ 
astrous. On 11 November, SS-Hauptsturmfuhrer Karl Bischoff, who had taken 
over Schlachter’s place as head of the Construction Office 178 on 1st October, sent 
Topf a telegram in which he informed the company that the third furnace was 
“extremely urgent” {aufierst dringend) and asked when it would be installed. 179 
Two days later, Topf confirmed receipt of the cable and announced the arrival of 
their technician for the 19th. 180 On 17 November, Topf cabled Auschwitz about 
the date of arrival of the technician Albert Mehr, 181 who, however, did not reach 
Auschwitz until 29 November because a number of difficulties had been encoun¬ 
tered. 

Topf s supplier, the firm Collmener Schamottewerke, had not been able to 
ship the refractory for the new furnace on account of an embargo of freight cars 
(Waggonsperre ). 182 Bischoff sent this company a photocopy of the permit issued 


168 Tatigkeitsbericht datede 28 June 1941, for the period of 23-28 June. RGVA, 502-1-214, p. 31. 

169 The average mortality in the months of August and September was around 37 deaths per day. 

170 Letter from Topf to SS-Neubauleitung dated 25 September 1941. RGVA, 502-2-23, pp. 270f. 
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172 APMO, BW 11/1/3, p. 2f. Cf. Document 210. 
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and 140f. 
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by Transportkommandantur Oppeln for the shipment of the refractory materi¬ 
als, 183 but the company still was not allotted a freight car. 184 Technician Mehr 
stayed at Auschwitz from 27 November through 4 December, for a total of 56 
working hours and 14 hours of overtime. 185 As we know from a Topf letter dated 
9 December, he “had finished the foundations of the new incineration furnace, as 
well as repair work on the two coke-fired double-muffle incineration furnaces.” 

In this letter, Topf confirmed the order for “providing a technician” it had 
received from Bauleiter Schlachter, announced that the Plutzsch company of 
Fichtenhainiken/Rositz had loaded a freight car of refractory, and stated: 186 

“These materials were ordered by your local KL administration as spares for 
repair work. We can, however, temporarily make use of these materials - which 
suffice for the construction of a furnace -for the new furnace and kindly ask you 
to inform us in time to allow us to delegate a technician to the site for the erection 
of the furnace. ” 

The freight car with the refractories of the Plutzsch company left on 12 Decem¬ 
ber, 187 but arrived at Auschwitz only on 2 January 1942. 188 Topf declared them¬ 
selves to be ready to delegate technician Koch to Auschwitz on 5 January 1942. 189 
The Central Construction Office changed the date to 5 February, but on 1st Feb¬ 
ruary Koch’s departure was postponed to a date yet to be determined. 190 On the 
other hand, a Topf technician charged the Central Construction Office for 86 
hours of work on the crematorium, including travel and 12 hours of overtime: 
Who was this technician and what kind of work did he do? 

The existing documents, being incomplete, do not allow us to answer that 
question with certainty. Probably, Topf, pursuant to the Central Construction Of¬ 
fice request for “providing a technician” mentioned in the letter of 9 December 
1941, had once again sent their technician Mehr to Auschwitz for more repair 
work on the two furnaces of the crematorium, possibly making use of part of the 
two tons of insulating material which had arrived at Auschwitz on 15 December 
1941 on Topf s account. 191 It is also certain that a Topf technician worked in the 
crematorium in the latter half of January 1942, which makes an understanding of 
the events during that period even more difficult. 

On 9 January 1942, the head of the camp administration, ordered to do so by 
the camp commander, requested the following jobs for the crematorium to be 
carried out by the detainee workshop of the Central Construction Office: 192 


183 Letter from Zentralbauleitung to Collmener Schamottewerke dated 27 November 1941. RGVA, 502- 
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“Make 2 flat bars 700 x SO x 8 mm 
Repair 3 furnace doors 
Repair 2 grates 700 x 30 x 30” 

The flat bars ( Flacheisen ) were part of the anchoring system of the third furnace 
which was under construction at that time. The Ofenturen to be repaired could 
have been either the doors of the muffles through which the corpses were intro¬ 
duced ( Einfuhrungsturen ) or the hearth gates ( Feuerungsturen ); the latter are 
more probable because two hearth grates also needed to be fixed. The work was 
done during the week of 14 through 21 January. 193 On 16 January the detainee 
workshop received the order to “cut threads on the furnace anchoring bolts” {fur 
die Ofenverankerung )” and to “make a frame 50 by 50 according to instructions 
by technician (n. Angabe des Monteurs ).” The job was executed between 22 and 
24 January. 194 On 31 January, Maximilian Grabner, head of the Political Section, 
sent to the camp command the following request: 195 

‘As an engineer ofTopf and Sons is presently on the site for the construction 
of a furnace in this camp, it is requested to repair, on this occasion, furnace no. 2 
of the crematorium which is in need of repair work. ” 

The Topf engineer in question was undoubtedly the technician mentioned in the 
16 January order to the detainee workshop and his presence may have rendered 
the arrival of Technician Koch superfluous. 

The repair work on the second furnace, requested by Grabner, was carried out 
on 4 February, as we can see from a handwritten note on his above-mentioned 
letter. 195 On 10 February, the detainee workshop did further repair work on two 
hearth gates (“2 Turen fur die Feuerunggangbar machen ”) and fabricated 4 angle 
irons ( Winkeleisen ) 196 which were part of the anchoring system of the third fur¬ 
nace. On 20 February, another freight car with refractory bricks and mortar 
shipped by Pliitzsch Co. on Topf s account arrived at Auschwitz, 197 which means 
that the shipment from that company which had arrived on 3 January was proba¬ 
bly used for the repair work it was intended for. 

Construction work on the third furnace ended in late March. The work-in- 
progress report ( Baufristenplan ) for the month of February indicates the degree 
of completion for the enlargement (. Erweiterung ) of the crematorium to be 90% 198 
and the March report states that work had been completed 100% by 31 March. 199 
This date is confirmed as well by the report on construction of buildings dated 1st 
April 1942: 200 

“ Crematorium: degree of completion in %: 100%. Installed in existing bun¬ 
ker: Cost of construction according to cost estimate I of 31 October 1941: RM 


193 Haftlingsschlosserei, Arbeitskarte dated 13 January 1942, Auftrag Nr. 630. RGVA, 502-2-1, p. 71. 

194 Haftlingsschlosserei, Arbeitskarte dated 16 January 1942, Auftrag Nr. 651. RGVA, 502-2-1, p. 60. 

195 RGVA, 502-1-312, p. 77. 

196 Haftlingsschlosserei, Arbeitskarte dated 3 February 1942, Auftrag Nr. 747. RGVA, 502-2-1, p. 61. 

197 RGVA, 502-1-175, p. 108. 

198 Baufristenplan dated 9 March 1942. RGVA, 502-1-22, p. 12. 

199 Baufristenplan dated 15 April 1942. RGVA, 502-1-22, p. 11. 

200 Baubericht liber den Stand der Bauarbeiten dated 15 April 1942. RGVA, 502-1-24, p. 320. 
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52,000, cost estimate II of 31 October 1941: RM 30,000, so far approved by de¬ 
cree of 25 May 1940: RM 52,000. Ref: II/E-901/Schr.Sa. Expenses up to 28 Feb¬ 
ruary 1942: RM 44,210.18. ” 

Finally, the third furnace appears in the “Inventory plan of building no. 47a, BW 
11. Crematorium” drawn on 10 April 1942 by Detainee No. 20033, 201 the Polish 
engineer Stefan Swiszczowski who worked as a draftsman at the Central Con¬ 
struction Office. 202 

Topf s partial invoice ( Teil-Rechnung ) for the third furnace, made out on 16 
December and stamped by Bischoff on 22 December, amounted to 7,518.10 
Reichsmarks. 203 On the basis of this invoice, the Central Construction Office, on 
7 January 1942, established a payment voucher for a progress payment of 3,650 
RM which was paid out on 27 January. 204 Topf sent out a second partial invoice, 
likewise back-dated to 16 December 1941, which reached Auschwitz only on 22 
May 1942, 205 however, showing a balance of 3,868.10 RM (the result of subtract¬ 
ing from the original cost-estimate the 3,650 RM already paid as a progress pay¬ 
ment by the SS administration. The final invoice ( Schlussrechnung ), again back¬ 
dated to 16 December 1941, which reached Auschwitz on 10 July 1942, shows a 
balance of 3,768.10 RM including a deduction of 82 RM concerning a rotatable 
platform ( Drehscheibe ) which had not been supplied. 206 The payment voucher 
for the final payment (, Schlussabrechnung ), in this amount, was made out by the 
Central Construction Office on 17 July 1942 and payment was effected on 29 
July. 207 

During the latter half of May, work on the exterior was carried out: the yard 
in front of the crematorium was fenced in and provided with two wooden gates, 
the old pavement was replaced. 208 

After the installation of the third furnace, even more serious problems than 
before arose in the crematorium. On 13 May, the head of the camp administration 
requested the Central Construction Office to “repair the chimney and the motor 
shed (. Motorenhaus ) 209 of the crematorium.” 210 The work was carried out on 14 


201 Bestandplan des Gebaude Nr. 47aB.W.ll. Krematorium. Drawing no. 1241 dated 10 April 1942. 
RGVA, 502-2-146, p. 21. Cf. Document 206. 

202 RGVA, 502-1-256, p. 171. 

203 Topf, Teil-Rechnung Nr. 2363 dated 16 December 1941. RGVA, 502-2-23, p. 263-262a. Cf. Mat¬ 
togno 2005, Document 25, pp. 96f. 

204 Abschlagszahlung Nr. 1 fur J.A Topf & Sohne in Erfurt dated 7 January 1942. RGVA, 502-2-23, pp. 
262-262a. Cf. Mattogno 2005, Document 26, pp. 98-100. 

205 Topf, Teil-Rechnung dated 16 December 1941. RGVA, 502-1-327, pp. 114-114a. 

206 Topf, Schlussrechnung dated 16 December 1941. RGVA, 502-1-23, pp. 261-26la (cf. Mattogno 
2005, Document 27, pp. 101f.); letter from Topf to Zentralbauleitung dated 7 July 1942. RGVA, 502- 
1-327, p. 104. The rotatable platform was later installed in the furnace hall of the crematorium where 
it still exists. 

207 Zentralbauleitung, Schlussabrechnung iiber Lieferung und Errichtung eines Einascherungsofen der 
Firma J.A.Topf & Sohne, Erfurt, dated 17 July 1942. RGVA, 502-2-23, pp. 258-259a; cf.: Mattogno 
2005, Document 28, pp. 103-105. 

208 Zentralbauleitung, Auftrag Nr. 436, Arbeitskarte Nr. 20 for Tischlerei dated 13 May 1942: manufac¬ 
ture of two entrance gates (. Einfahrttoren ) 4 x 3.20 m, work done between 21 and 25 May. RGVA, 
502-2-1, p. 24. Description of the job: Tatigkeitsbericht fur den Monat Mai 1942, RGVA, 502-1-24, 
p.299, and Baubericht fur Monat Mai 1942, RGVA, 502-1-24, p. 261. 

209 The small building next to the crematorium and the chimney which housed the motor of the draft en¬ 
hancer. 

210 Verwaltung KL Auschwitz. Bestellschein Nr. 451 dated 13 May 1942. APMO, BW11/5, p.3: “Den 
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and 15 May; the first item did not concern the chimney as such but the “Kamin- 
unterkanaF i.e. the flue-gas channel which linked the three furnaces to the chim¬ 
ney: 50 refractory bricks were replaced, using 50 kg of refractory mortar. 211 But 
this was only a skirmish. On 30 May, SS-Oberscharfuhrer Josef Pollok, acting as 
the local building inspector, addressed to Bischoff the following report: 212 

“On the chimney of the crematorium at KL Auschwitz, the chimney bracing^ 21 ^ 
has loosened. This was caused by improper execution, as well as, partly, an over¬ 
heating of the chimney. The braces have not been made as a framework in ac¬ 
cordance with their purpose and are therefore useless. As the chimney already 
shows wide cracks which, though refilled on the outside, also extend into the 
brickwork in my opinion, there is the danger that the chimney may collapse under 
a strong wind. To avoid unforeseeable consequences, I ask the head of Central 
Construction Office to take immediate measures to eliminate this defect. For this 
purpose, it would be necessary to make sure that all braces are removed and re¬ 
placed by an appropriate framework in line with good trade practice. ” 

On 1st June, Bischoff, in a letter to the camp command, endorsed Pollok’s report 
and, as head of the Central Construction Office and in his capacity as local rep¬ 
resentative of the building inspectorate ( Baupolizei ), prohibited the use of the 
chimney on the basis of Article 365 of the civil code, as long as repair work was 
not carried out completely. Bischoff also asked to forward a request for repair of 
the chimney to the Wirtschafts-Verwaltungshauptamt (WVHA). 214 Bischoff, 
sending a copy of his letter to the WVHA , added: 215 

“The chimney has suffered from overheating on account of its continuous use 
(operation day and night). ” 

The camp command no doubt informed the WVHA by cable, because on the fol¬ 
lowing day, SS -Brigadefuhrer Hans Kammler, head of Amtsgruppe C at WVHA 
gave the order for the reconstruction of the crematorium chimney. 216 On 4 June, 
Kammler confirmed the order for the immediate reconstruction of the chimney 
and asked why he had not been informed in time. 217 Bischoff replied that he had 
already sent the respective information to the WVHA and that he had started to 
undertake the rebuilding of the chimney as soon as he had received Kammler’s 
radio message. 218 

In fact, the very next day, the Central Construction Office got in touch with 
the firm Robert Koehler at Myslowitz for the reconstruction of the chimney. 
Koehler explained that the new chimney should measure 25-30 m in height, for 
an internal diameter of 65-70 cm, but that a precise design required technical de¬ 
tails from Topf. The Political Section, however, wished that the new chimney not 


Kamin und das Motorenhaus des Krematoriums instandzusetzenT 

211 Aufstellung der ausgefuhrten Bauarbeiten. 20 May 1942. APMO, BW 11/5, pp. 5-6, and Bericht iiber 
ansgefuhrte Arbeiten im Krematorium dated 1st June 1942. APMO, BW11/5, pp. 1-2. 

212 RGVA, 502-1-314, p. 12 and 502-1-312, p. 64. Cf. Document 176. 

213 The flat metal braces which enclosed the brickwork of the chimney. 

214 RGVA, 502-1-132, p. 62. 

215 RGVA, 502-1-272, p.256. 

216 Telegram from WVHA dated 2 June 1942 signed by SS-Obersturmbannfuhrer Arthur Liebehenschel. 
RGVA, 502-1-312, p. 61. 

217 Radio message from Kammler received on 4 June 1942 by Standort-Funkstelle of Auschwitz. RGVA, 
502-1-312, p. 33 and 55. 

218 RGVA, 502-1-272, p.246. 
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be higher than 8-10 m and that it should be placed on the same center as the 
existing one. 219 

The following day, Bischoff informed Topf that the chimney had to be rebuilt 
at a distance of 7 m from the old one and asked Topf to indicate height and cross- 
section. 220 On 6 June, Topf replied by telegram, indicating the dimensions in 
question - a height of 15 m and a cross-section of 0.8 to 1.0 m 2 - and announced 
the mailing of a drawing. 221 This drawing - no. D59463 - was delivered at Ausch¬ 
witz on 12 June. Meanwhile, the Central Construction Office had decided to 
move the new chimney by 10 m and asked Topf for the dimensions of the corre¬ 
sponding flue-gas channel ( Rauchkanal ). 222 A list dated 13 June shows that the 
materials required for the rebuilding of the chimney and the flue-gas channel 
came to 27 tons of refractory bricks of normal size and a Seger-cone index of 26- 
28, for temperatures up to 1,200 - 1,300°C, as well as 2.7 tons of refractory mor¬ 
tar, 25 tons of facing bricks and 100 bags of cement. 223 

On 16 June, Robert Koehler presented his proposal to the Central Construc¬ 
tion Office: for the construction of a chimney measuring 15 by 0.8 by 1.0 m he 
demanded 3,650 RM, for the installation of the 12 m flue-gas duct, 1,050 RM and 
for the demolition of the old chimney and removal of the rubble 860 Reichsmarks. 
The work required 24,210 bricks, 6 m 3 of slaked lime, 4,400 kg of cement, 20 m 3 
of sand, 16 m 3 of gravel, 27 tons of normal refractory bricks 25 by 12 by 6.5 cm 
with a Seger-cone index of 28 - 29, 2,700 kg of refractory mortar, 70 iron steps, 
6 hand rails, one lightning rod, one access door for cleaning. 224 On 20 June, Rob¬ 
ert Koehler elaborated the structural design of the chimney 225 and the correspond¬ 
ing drawing. 226 

Two days later, the Central Construction Office gave Robert Koehler the of¬ 
ficial order ( Auftragserteilung ) for the rebuilding of the chimney on the basis of 
his offer of 16 June for a total amount of 5,560 RM, 227 but Koehler confirmed 
receipt only on 14 July. 228 The contract, dated 7 July (Bischoff signed it the fol¬ 
lowing day) was divided into four sections: the contract as such which mentioned 
the total cost of 5,560 RM, the “Special contractual conditions” which specified 
the immediate start of the work and its completion within four weeks, as well as 
a two-year guarantee, the “Supplementary contractual obligations” drawn up by 
the Central Construction Office on 22 June and signed by Koehler on 14 July, 
and finally the “Assurances by the contractor concerning special obligations” 
signed by Koehler on 14 July. 229 


219 Letter from Robert Koehler to Zentralbauleitung dated 5 June 1942. RGVA, 502-1-312, p. 48. 

220 Handwritten telegram from Zentralbauleitung to Topf dated 5 June 1942. RGVA, 502-1-312, p. 53. 
The typed text is contained in Topf s letter dated 6 June. RGVA, 502-1-312, p. 52. 

221 RGVA, 502-1-312, p. 51. 

222 Registered letter from Zentralbauleitung to Topf dated 12 June 1942. RGVA, 502-1-312, p. 50. 

223 Materialbedarf Schornstein (Krematorium Altbestand). RGVA, 502-1-318, p. 3 and 5. 

224 RGVA, 502-2-23, pp. 15-15a. 

225 RGVA, 502-1-316, pp. 44-46a. Cf. Document 177. 

226 “Schornstein von 15 m. Hohe fur die Zentral-Bauleitung der Waffen-SS und Polizei Auschwitz O/S.” 
RGVA, 502-2-23, p. 17. Cf. Document 178. 

227 RGVA, 502-1-312, p. 49. 

228 Letter from Robert Koehler to Zentralbauleitung dated 14 July. RGVA, 502-2-23, p. 14. 

229 RGVA, 502-2-23, pp. 5-9. 
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The budget for the new chimney established by the Central Construction Of¬ 
fice on 3 July specified a cost item of 11,500 RM including the materials and 
work not furnished by Koehler. 230 

Various documents mention the work being carried out during the month of 
June. The Baufristenplan for this month states that the work on the chimney be¬ 
gan on 12 June on the basis of the order placed on 4 June, degree of progress was 
10% with completion scheduled for 10 August. 231 The Baubericht informs us that 
the foundations of the new chimney had been cast and brickwork had started. 232 
The Tatigkeitsbericht der Fahrbereitschaft (motor-pool log) shows 17 trips to the 
crematorium by truck for the transportation of the building material and wood. 233 

On 1 st July, the Central Construction Office asked the detainee workshop to 
fabricate 37 step irons {Steigeisen) measuring 25 by 25 cm - to be set into the 
wall of the chimney to allow access to the top - as well as 6 guard rails and a 
double door for the soot pit. 234 The work-sheet was passed on to the detainee 
workshop the following day and the job was carried out between 2 and 6 July. 235 
On 3 July, the Polish engineer Stefan Swiszczowski, Detainee No. D20033, made 
a new drawing of the crematorium - on the basis of his drawing no. 1241 of 4 
April, showing the positioning of the new chimney and the corresponding flue 
duct (Pressac 1993, Document 8 (outside of text); cf. my Document 207). 

This job was realized only in part, because the flue-gas duct, having a length 
of 12.20 m, shown on this drawing, was connected only to Furnaces 1 and 2, 
whereas for Furnace 3, a further, transverse, flue-gas duct was built, 7.375 m long, 
bringing the total length to 19.575 m as shown on the Koehler drawing of 11 
August 1942. 236 On the same day, the Central Construction Office prepared an 
explanatory report (. Erlduterungsbericht ) for the construction of the chimney in 
which we can read: 

“On account of continual and excessive operation of the crematorium and the 
ensuing overheating of the chimney, the latter shows major cracks presenting the 
danger that the chimney might collapse. Repairing the old chimney is not possible. 
Therefore, by telex dated 2 June 1942, Head of Office Group C, SS-Brigadefuhrer 
and Major-General of Waffen-SS Dr.-Ing. Kammler gave the order for the re¬ 
newal of the chimney. ” 

The report goes on to explain that the new chimney had a square cross-section of 
90 by 90 cm, and a flue-gas duct 12 m in length with a square cross-section of 70 


230 Kostenvoranschlag fur die Errichtung eines neuen Schomsteines im Krematorium des Konzentrati- 
onslager Auschwitz O.S. RGVA, 502-1-312, pp. 35-36. 

231 Baufristenplan 1942. Berichtsmonat Juni. RGVA, 502-1-22, p. 27. 

232 Baubericht fur den Monat Juni 1942. 502-1-24, p. 221. 

233 Tatigkeitsbericht der Fahrbereitschaft der Zentralbauleitung der Waffen-SS und Polizei Auschwitz fur 
den Monat Juni 1942. RGVA, 502-1-181, p. 283. 

234 Anforderung Nr. 6805 dated 1st July 1942. RGVA, 502-2-1, p. 65. 

235 AuftragNr. 1702 dated 2 July 1942. RGVA, 502-2-1, p. 63, and Arbeitskarte dated 3 July 1942, Auf- 
tragNr. 1702, ibidem, p. 67. 

236 Robert Koehler, Rauchkanal fur die Zentral-Bauleitung der Waffen-SS und Polizei Auschwitz O.S. 
dated 11 August 1942. RGVA, 502-2-23, p. 18. Cf. Document 179. 
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by 70 cm and a refractory lining of 12 cm in thickness. 237 A list of materials com¬ 
piled by the Central Construction Office on 4 July shows the same items as those 
mentioned by Robert Koehler in his letter of 16 June. 238 

In the meantime, the old chimney had not only not been dismantled but was 
being used intensively. In this matter, SS-Oberscharfuhrer Pollok sent Bischoff 
another memo on 6 July: 239 

“During the building safety inspection of the work on the crematorium it was 
found that the old chimney has developed more cracks, both horizontal and verti¬ 
cal, which must result in a collapse of the chimney. This is due to the fact that the 
chimney has continued to be used to excess, although Central Construction Office 
der Waffen-SS und Polizei had prohibited its use by letter of 4 June, Bftgb. 
8195/42/Po/Qu., addressed to the camp command. 

I ask the Head of Central Construction Office to prohibit once again continued 
use of the chimney and to ensure that it is demolished immediately . because oth¬ 
erwise the consequences would be incalculable. ” 

This time, Bischoff s order was obeyed: during the course of the month, the old 
chimney was demolished. The Baubericht for that month states: 240 

“BW11 crematorium. Completion of the new chimney and dismantling of the 
damaged one including removal of the rubble. At present, laying of the new con¬ 
necting channel. ” 

The Tdtigkeitsbericht of SS-Unterscharfuhrer Heinz Lubitz for July 1942 con¬ 
firms that the brickwork of the chimney had been completed (Schornsteinmauern 
fertiggestellt ) and that the flue-gas channel had been dug and built ( Kanal ausges- 
chachtet und gemauert). 241 

For the very reason that the flue channel was still being worked on, the Bau- 
fristenplan for that month shows a work progress of 80 percent. 242 During July, 
the trucks of the Central Construction Office made 15 trips to the crematorium 
for the transportation of building materials. 243 

On 24 July, Robert Koehler advised the Central Construction Office that there 
had been an error in his cost estimate for the demolition of the old chimney: con¬ 
struction of the new chimney would cost 2,790 rather than 3,650 Reichsmarks. 244 
The new and corrected offer was sent by Koehler to the Central Construction 
Office on 14 August. 245 Work ended in the first ten days of August and over the 
whole month there were only five trips to the crematorium by the trucks of the 


237 Erlauterungsbericht fur die Errichtung eines neuen Schomsteines am Krematorium des Konzentrati- 
onslager Auschwitz O/S. RGVA, 502-1-312, p. 34. 

238 Materialbedarf fur Schomsteinbau (Altbestand Krematorium). 7 Dec. 1942; RGVA, 502-1-318, p. 5. 
Cf. document 180. 

239 RGVA, 502-1-312, pp. 29 & 31. Cf. Document 181. 

240 Baubericht fur Monat Juli 1942. RGVA, 502-1-24, p. 181. 

241 RGVA, 502-1-24, p. 16. 

242 Baufristenplan 1942. Berichtsmonat Juli. RGVA, 502-1-22, p. 35. 

243 Tatigkeitsbericht der Fahrbereitschaft der Zentral-Bauleitung der Waffen-SS und Polizei Auschwitz 
fur den Monat Juli 1942. RGVA, 502-1-181, p. 272. 

244 RGVA, 502-2-23, p. 13. 

245 RGVA, 502-2-23, pp. 11-12. 
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Central Construction Office. 246 The Tdtigkeitsbericht for the month of August 
states: 247 

“New smoke channels linked to the 3 pcs. double-muffle furnaces, covered by 
slab of reinforced concrete, lightning rod connected and handed over to political 
administration for operation. Work terminated except for finishing touches. ” 

The Baufristenplan speaks of a degree of completion of 100% as of 10 August, 248 
but a memo of 7 December gives 8 August as the date of completion: between 12 
June and 8 August, 688 detainees had worked on the new chimney - for a total 
of 7,568 working hours - plus 123 civilian workers - for a total of 1,353 working 
hours (both groups worked 11 hours per day). The materials used had exceeded 
the estimates by very little: 25,000 bricks, 6 m 3 of white lime, 200 bags of cement, 
31 tons of refractory bricks, 3.7 tons of refractory mortar, 66 iron steps, 6 hand 
rails, plus 3 liters of oil, 10 liters of gasoline, 17 rolls of roofing felt and 50 liters 
of inert oil. 249 

Four days after the work had come to an end, the new chimney was already 
damaged, because the three furnaces had been operated at full load without wait¬ 
ing for the brickwork to dry out. On 13 August, Bischoff, referring to his tele¬ 
phone conversation with SS-Hauptsturmfuhrer Robert Mulka the day before, sent 
the following message to the camp command: 250 

“On the basis of the telephone conversation mentioned above, camp command 
was informed that due to a too rapid heating of the new chimney installation of 
the crematorium (all 3 furnaces are in operation) damage to the brickwork has 
already been observed. 

As the start-up of the 3 combustion furnaces took place at full load before the 
mortar of the chimney brickwork had dried out completely, any further responsi¬ 
bility [of this office] for the building must be rejected. ” 

After all the exertion, the same situation as in June had come about. On 14 Au¬ 
gust, after a telephone conversation of SS-Unterscharfuhrer Kirschnek and Rob¬ 
ert Koehler, the latter was called to Auschwitz by Bischoff. 251 On 19 August, 
Kirschnek and Koehler inspected the damage to the new chimney. 252 Three days 
later, Koehler, having been asked to do so ( wunschgemass ), sent to the Central 
Construction Office a new offer for the erection of another chimney, 15m high, 
amounting to 3,100 RM, with an increase of 2,690 RM in case of employment of 
detainees at company expense; the building materials were offered at 4,195 
Reichsmarks. The offer also mentioned the erection of a cremation furnace, as 
per drawing 914 of the Central Construction Office, for the price of 12,690 


246 Tatigkeitsbericht der Zentral-Bauleitung der Waffen-SS und Polizei Auschwitz fur den Monat August 
1942. RGVA, 502-1-181, p. 264. 

247 Tatigkeitsbericht des SS -Uscha. Kirschnek Baufiihrer Abt. Hochbau fur Monat August 1942. RGVA, 
502-1-24, p. 197. 

248 Baufristenplan 1942. Berichtsmonat August. RGVA, 502-1-22, p. 38. 

249 Handwritten note “ Schornstein-Krematorium. BW11” dated 7 December 1942. RGVA, 502-1-318, 
PP- 4-5. 

250 RGVA, 502-1-312, p. 27. Cf. Document 182. 

251 Letter from Zentralbanleitung to Robert Koehler dated 14 August 1942 (erroneously dated 13). 
RGVA, 502-1-312, p. 26. 

252 Aktenvermerk dated 21 August 1942. RGVA, 502-1-313, pp.159-160, and APMO, BW 30/27, pp. 

13f. 
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Reichsmarks. But a handwritten note on this letter, dated 26 August, states: 
“Kommt nicht zur Ausfuhrung” i.e. “will not be realized,” 253 referring to the fur¬ 
nace. 

The camp administration had submitted to WVHA the construction request for 
the chimney as early as 18 August, but the head of Amt C VI of that office, SS- 
Standartenfuhrer Franz Eirenschmalz, made a mistake when he approved the 
amount of 11,500 RM, thinking that the approval referred to the chimney that had 
already been built, as one can see from special observations in his letter, which 
refer to a reconstruction order by Kammler of 2 July 1942, 254 while this order was 
really dated 2 June. Actually, the 11,500 RM so approved concerned the cost 
estimate for the reconstruction of the chimney dated 3 July. 

It is not known with certainty whether the chimney was rebuilt, even though 
on 29 April 1943 Bischoff informed WVHA about the completion ( Fertigstellung ) 
of the crematorium chimney (and of the shed housing the pumps for the water 
supply to this plant). 255 For reasons of chronology, this report could not easily 
have referred to a chimney built by Koehler nearly nine months earlier. Aside 
from the respective work, there is no trace in any document, and, moreover, the 
Bauausgabebuch (log of building expenses) for the crematorium, which covers 
the period of 1 st April 1942 through 31 July 1943 has entries only for payments 
to Koehler in connection with the chimney built in July and August of 1942, viz. 
4,659.94 RM, 256 the figure which appears also in Robert Koehler’s invoice of 26 
August 194 2 257 as well as in his final invoice 258 and in the final settlement by the 
Central Construction Office dated 10 February 1943. 259 

This figure stems from Koehler’s second offer, of 14 July 1942, but shows a 
price increase, because, as we have already stated, in addition to the flue-gas 
channel covered by the first offer, Koehler had built a further channel, changing 
the total channel length from 12 to 19.5 260 meters. The respective addendum to 
the contract between the Central Construction Office and Koehler explains the 
details. 261 

After August 1942, the only reliable information known concerns the repair of an 
electric blower ( Gebldse ) 262 on Furnace 2 on 1st September 1942. 263 

In January of 1943, a Schweizer Baracke 264 for the Political Department 265 
was erected next to the crematorium, which suggests that the chimney had at last 
been repaired. 


253 RGVA, 502-1-313, p. 157. 

254 Letter from WVHA to Verwaltung des Konzentrationslager Auschwitz /O.S dated 31 August 1942. 
RGVA, 502-1-312, p. 23. 

255 RGVA, 502-1-312 p. 9 and 502-1-149, p. 336. 

256 Bauausgabebuch 11. Bauwerk 11- Krematorium. RGVA, 502-2-37, pp. 26-32. 

257 Robert Koehler, Rechnung dated 26 August 1942. RGVA, 502-1-312, p. 23. 

258 Robert Koehler, Schlussrechnung dated 22 December 1942. RGVA, 502-2-23, p. 4 

259 Zentralbauleitung , Schlussabrechnung dated 10 February 1943. RGVA, 502-2-23, p. 1-la. 

260 More precisely 19.575 m as we can see from the two invoices from Koehler mentioned above. 

261 Nachtragzur Vertragsurkunde dated 23 November 1942. RGVA, 502-2-23, p. 16. 

262 For the blower ( Druckluftanlage ) of this furnace. 

263 RGVA, 502-1-153, p. 5. 

264 Wooden barrack measuring 28.20 by 6.20 meters. 

265 The respective Ubergabeverhandlung is dated 8 February 1943. RGVA, 502-2-150, pp. 7-9; cf. Mat¬ 
togno 2005, Documents 13-15, pp. 76-78. 
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It is nearly certain that the crematorium ceased its operation on 17 July 1943, 
in accordance with the following letter written by Bischoff the previous day and 
addressed to the head of SS garrison administration (, SS-Standortverwaltung ), SS- 
Obersturmbannfuhrer Mockel: 266 

“This office informs you that the placement of the two barracks for the Politi¬ 
cal Department, the Schweizer Baracke in particular, was based on the condition 
that Crematorium I would cease its operation completely, as we were assured in 
the a.m. discussion with SS-Ustuf Grabner. 

Now that work on the two barracks has almost been completed, we have found 
that the crematorium went into operation once again. 

The high flammability of these structures requires that the crematorium be 
taken out of service; any responsibility for ensuing damage by fire must be re¬ 
jected [by this office]. ” 

6.2. The Furnaces of Crematoria II and III at Birkenau 

The problems concerning cremations became even more serious when con¬ 
struction of the Birkenau camp was launched on 15 October 1941. For the new 
camp, which was originally projected to take in 125,000 Soviet PoWs - its offi¬ 
cial designation Kriegsgefangenenlager (KGL or K.G.L.) 261 reflects this - the 
Construction Office had planned for a crematorium with five furnaces of three 
muffles each, plus an underground morgue ( Leichenkeller ) and refuse incinerator 
( Mullverbrennungsoferi)\ but the installation was to be set up within KL Ausch¬ 
witz (main camp) rather than in Birkenau; 268 for the Birkenau KGL only a mor¬ 
tuary hall ( Leichenhalle ) was planned, as we can gather from the earliest known 
document (7 October 1941). 269 As opposed to this, the plan for the KGL dated 5 
January 1942 shows ten morgues and two cremation halls (Verbrennungshal- 
len ), 270 each of which was to be provided with one triple-muffle furnace of a sim¬ 
plified design. 

A “Lay-out plan of the PoW camp at Auschwitz, Upper Silesia, plan no. 885,” 
drawn by SS-WVHA on 5 January 1942, 271 checked (“ geprufT ) by SS-Unter- 
sturmfuhrer Dejaco on 5 January and approved (“genehmigfj by Bischoff the 
following day, 6 January, does maintain in its abbreviations the indication 
“V...Verbrennungshallefl but no longer shows the symbols representing these 
two installations; instead, we have a “Krematorium ” measuring 55.50 by 12.0 m 
with the nearby location of a chimney 12.0 by 10.0 meters - the future Cremato- 


266 RGVA, 502-1-324, p. 1; cf. Document 183. 

267 As opposed to this, the official designation for the Auschwitz camp was Konzentrationslager (K.L.). 

268 Erlauterungsbericht zum Vorentwurf fur den Neubau des Kriegsgefangenenlagers der Waffen-SS, 
Auschwitz O/S. RGVA, 502-1-233, p. 20. 

269 Lageplan des Kriegsgefangenenlagers-Auschwitz O.S dated 7 October 1941, in: Pressac 1989, p. 185. 

270 Lageplan des Kriegsgefangenenlagers Auschwitz Ober-Schlesien dated 6 January 1942, in: ibid., p. 
189; Lagerskizze des Vorhabens Kriegsgefangenenlager der Waffen-SS in Auschwitz. Einfriedigung 
(fence). RGVA, 502-1-235, p. 13; cf. Document 184. 

271 Lageplan des Kriegsgefangenenlagers Auschwitz - Ober-Schlesien, Plan Nr. 885, RGVA, 502-2-95, 
P-7. 
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rium II (cf. Document 185). This means that the decision to move the new crem¬ 
atorium with its five triple-muffle furnaces from the main camp to the Birkenau 
KGL had already been taken in Berlin. 

According to the Topf estimate of 12 February, the two furnaces were priced 
at 14,212 RM, plus 440 RM for the chimney lining (cf. Document 228). On 27 
February, when SS-Oberfuhrer Kammler came to Auschwitz on an inspection 
tour, it was decided to move the new crematorium to Birkenau, and the order for 
the two triple-muffle furnaces originally to be installed there was cancelled. Topf, 
though, requested 1,769.36 RM as payment for the design work. 272 In order to 
avoid paying out this sum for no useful purpose, the Central Construction Office, 
with the approval of the head of Amt C/III of WVHA , SS-Sturmbannfuhrer Wirtz, 
decided to maintain the project and to use the furnaces in a different building. 273 
Topf was informed of this decision on 8 April, 274 but the company had already 
mailed the corresponding invoice to the Central Construction Office on 17 
March. 275 As we will see, the two furnaces are mentioned for the last time in a 
file memo of the Central Construction Office dated 21 August 1942 (cf. Docu¬ 
ment 187), but it is not known whether they were ever set up. 

The KL Auschwitz construction program for the third year of the war, drawn 
up after Kammler’s visit on 27 February, included the installation of a “cremato¬ 
rium in the PoW camp” ( Krematorium im Kriegsgefangenenlager ) 276 budgeted at 
403,000 RM, less than 2% of the total budget (24,254,300 RM). 277 This cremato¬ 
rium was the one originally planned for the Stammlager. 

Work was entrusted to the Topf Company. On 11 October 1941 the Construc¬ 
tion Office cabled the Erfurt firm asking for Priifer to be sent to the camp “for the 
new construction of a crematorium.” 278 On the 14th Topf confirmed receipt of the 
telegram saying that Priifer would arrive on the 21 st at 9 o’clock, which was what 
happened 279 On 21 and 22 October, Priifer, in fact, had meetings with Bauleiter 
Bischoff during which the latter gave a verbal order to Topf for: five triple-muffle 
furnaces with blower, two Topf draft-enhancing devices in suction for about 
10,000 m 3 per hour and a refuse incinerator. Delivery was to be three months and 
the foundations were to be poured within eight weeks. On the basis of the plans 
handed to Priifer, Topf was furthermore to calculate the height and cross-section 
of the chimney. 280 Referring to these meetings, Topf, on 31 October, asked the 


272 According to Bischoff’s letter dated June 1943, the project referred to the construction of the chim¬ 
ney, cf. Chapter 6.2. 

273 Letter from Zentralbauleitung to head of Amt C/III at WVHA dated 30 March 1942. RGVA, 502-1- 
313, p. 174. 

274 Letter from SS-Sturmbannfiihrer Wirtz to Topf dated 8 April 1942. RGVA, 502-1-313, p. 173. 

275 Letter from Zentralbauleitung to Amtsgruppe C III/I at WVHA dated 15 April 1942. RGVA, 502-1- 
313,p. 171. 

276 Letter from WVHA to Zentralbauleitung dated 2 March 1942. RGVA, 502-1-319, p. 211, and NO- 
4464. 

277 Letter from Zentralbauleitung to WVHA dated 17 March 1942. RGVA, 502-1-319, pp. 202-206. 

278 RGVA, 502-1-313, p. 179. 

279 Letter from Topf to SS-Neubauleitung dated 14 October 1941. RGVA, 502-1-313, p. 178. 

280 Letter from SS-Neubauleitung to Topf dated 22 October 1941. RGVA, 502-1-313, pp. 36f., and 
APMO, BW 30/34, p. 116; BW 30/27, p. 27. 
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Construction Office for a written confirmation ( Bestatigungsschreiben ) of Bis- 
choff s verbal order 281 and announced the forthcoming dispatch of various docu¬ 
ments concerning the crematorium (cost estimates, drawings for the triple muffle 
furnace, for the foundations, for the chimney etc.). 

The first detailed description of the new crematorium is contained in a letter 
written by Topf on 4 November which is important enough to be quoted in its 

. 909 

entirety: 

“We thank you for the order concerning 

5 Topf triple-muffle incineration furnaces with blower 

2 co ffin introduction devices with rail system for 5 furnaces 

3 Topf draft enhancers in suction 

1 Top f re fuse incinerator. 

Flue gas section 

We accept this order on the basis of the cost estimate attached 2 ^ and its con¬ 
ditions, for a total price of51,237 RM. 

We supply: 

a) For the 5 Topf triple-muffle cremation furnaces all refractories and insu¬ 
lating materials, fittings of cast and wrought iron, the blowers with drives and the 
cost of two builders for the supervision of the work. 

b) The 2 coffin introduction devices with their mobile carts, including distri¬ 
bution rails for the 5 cremation furnaces. 

c) The 3 Topf draft enhancers in suction including drives, and supply of a 
builder for installation of the devices 

d) For the refuse incinerator, all refractories and insulating materials, includ¬ 
ing the fittings of cast and wrought iron, and the cost of a builder for the supervi¬ 
sion of the work, e) For the flue gas ducts, all refractories and insulating materi¬ 
als, and the supply of a builder. 

To be supplied by the customer: 

For the furnaces and the flue, ducts all construction materials such as bricks, 
sand, lime and cement in the quantities to be derived from the cost estimate as 
well as all wrought iron anchor bars at no cost to us. 

You will, moreover, supply our builders with a sufficient number of assistants 
at no cost to us. 

Construction time of the plant as estimated by us must not exceed 8 weeks, 
because we have based the dispatch of our personnel on this period. If construc¬ 
tion time were to be extended, working hours furnished must be reimbursed at 
daily rates. 

In view of the fact that the cold season will not allow work on the furnaces to 
be carried in unheated surroundings, you will ensure the rapid construction of the 
furnace hall and its heating. 

Delivery: 

We shall do our best to ensure delivery of the furnaces within the 3 months 
requested by you. This assumes that no delay is encountered in the supply of the 
materials and that no further manpower is removed [for military or other duties]. 

281 Letter from Topf to SS-Neubauleitung dated 31 October 1941. RGVA, 502-1-312, p. 103. 

282 Letter from Topf to SS-Neubauleitung dated 4 November 1941. RGVA, 502-1-313, pp. 81-83. Cf. 
Document 186. 

283 I have not found this document. 
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We shall require from you 6 freigh t bills with the necessary registrations and 
we ask you to let us have them as soon as possible. 

Kennziffer: 

We ask you to ensure that a Kennziffer for 17,600 kg be assigned to us as soon 
as possible. 

Drawings: 

You will receive shortly the drawings for the preparation of the foundations of 
the furnaces and for the manufacture of the anchor bars. 

We attach the drawing for the overall lay-out with the positioning of the fur¬ 
naces, the flue gas channels and the de-aeration section, as well as a drawing of 
the triple-muffle furnace. 

Design: 

We wish to underline that the furnace muffles are now larger than in the pre¬ 
vious furnaces. By this, we intend to achieve a higher efficiency. 284 For the same 
reason, we have included 3 draft enhancers in suction instead of 2, also taking 
into account that frozen corpses will have to be incinerated as well, requiring 
more fuel and thus increasing the spent gas volume. 

We assure you of the supply of an installation in keeping with the state of the 
art, and of proper workmanship, and salute you, Heil Hitler. ” 

Priifer tried furthermore to make use of his increasingly influential situation at 
Auschwitz in order to obtain a special treatment for Ludwig Topf, one of the two 
co-directors of the firm, who was doing military service at the time as a Bausoldat 
in the 3rd construction reserve battalion ( Bau-Ersatz-Bataillon ) stationed in Thu¬ 
ringia - very probably in keeping with a request of the other co-director of the 
firm, Ernst Wolfgang Topf On 12 November 1941, after a telephone conversa¬ 
tion with a Topf employee - Priifer, most certainly - Bauleiter Bischoff sent a 
letter to the Weimar Rustungskommando requesting a leave of three weeks for 
Ludwig Topf, wrongly described as a Topf project engineer ( Sachbearbeiter ) for 
the new crematorium construction work which was to begin on 18 November. In 
this letter, Bischoff gives some interesting explanations concerning the purpose 
of the new crematorium: 285 

“The Topf & Sohne Co., combustion plants, of Erfurt has been ordered by this 
authority to build a cremation plant as quickly as possible, in view of the fact that 
concentration camp Auschwitz has been augmented by a PoW camp which is to 
take in some 120,000 Russians shortly. The construction of the incineration unit 
is most urgent, if epidemics and other risks are to be avoided. ” 

It appears that the leave was not granted, because on 21 November, Priifer 
launched another attack by means of a letter to Bischoff, marked “strictly per¬ 
sonal.” Priifer, who was about to go to Auschwitz, wanted to take Ludwig Topf 
along and have him participate in the discussions in the role of a project engineer 
for the triple-muffle furnace. 286 For this reason, he asked Bischoff to send Topf a 
cable as follows: 287 


284 The term Leistung also indicates the performance. 

285 RGVA, 502-1-314, pp. 8-8a. 

286 Actually, the furnace with three muffles, just like the 8-muffle furnace, was designed by Priifer. Let¬ 
ter from Kurt Priifer to Ludwig and Ernst Wolfgang Topf dated 6 December 1941. APMO, BW 
30/46, p. 6. 

287 RGVA, 502-1-314, pp. 2f. 
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“Urgently requesting visit by Ludwig Topf 2-5 December for discussion new 

furnace construction. ” 

Bischoff accepted and sent Topf a telegram with this text, undated, 288 but surely 
transmitted on 25 November, the day on which Priifer’s letter was registered at 
Auschwitz. What happened after that is not known, as Ludwig Topf s name no 
longer appears in the correspondence between the company and the Central Con¬ 
struction Office. 

The first drawing of the new crematorium was prepared by SS-Untersturm- 
fuhrer Walter Dejaco on 24 October 1941. 289 On 20 November 1941, HHB sent 
the Central Construction Office two sketches approved by the head of Amt IIB, 290 
in which, however, the chimney with its two smokestacks was located in an un¬ 
suitable position. On 3 December, the Central Construction Office forwarded to 
the head of Amt II B a drawing showing the positioning of the crematorium, the 
chimney, the flue ducts and the draft enhancers, pursuant to Topf s layout. In 
particular, it was requested to approve the central location of the chimney as a 
means of avoiding overly long ducts. 291 

The parts of the five triple-muffle furnaces were sent by Topf in two separate 
shipments: the first freight car (no. 4.62703 B.M.B.) left on 16 April 1942 with a 
load of 11,149 kg and arrived at Auschwitz on the 18th (cf. Document 213); the 
second one, (no. 93413 Erfurt X), with a load of 4,948 kg, followed on 18 June 
and arrived on the 20th (cf. Document 214). On 8 May, Topf sent the Central 
Construction Office the drawing for the installation of the three draft enhancers 
(D59389) and the one for the refuse incinerator (D59434), which could be fed 
from either side. 292 During May, Topf installed at Buchenwald the first of the two 
triple-muffle furnaces for the local crematorium; this furnace, which was of the 
same type as the 5 triple-muffle furnaces planned for Auschwitz, could however 
not be started up for lack of the blower ( Geblase ) with its driver. 

Therefore, on 29 May, Topf asked the Auschwitz Central Construction Office 
to send this device to the Weimar-Buchenwald Central Construction Office by 
taking it from the Auschwitz parts, but Auschwitz refused: the blower was in¬ 
tended for the Auschwitz furnaces and would be required shortly. Topf was also 
told by Auschwitz that the construction of the crematorium was proceeding at 
“full throttle.” 293 Work, in fact, had begun on 2 June 294 with the digging of the pit 
(Baugrube ) for the foundations, 295 which concluded in July. 296 On 2 August, the 
Central Construction Office sent to the Huta company the crematorium drawings 


288 RGVA, 502-1-314, p. 5. 

289 The drawing includes the facade and the elevation of the crematorium. The two drawings have been 
published by Pressac 1993, his Document 9. 

290 RGVA, 502-1-313, p. 68. The two sketches have been published by Pressac 1993, Documents 1 Of.). 

291 RGVA, 502-1-312, p. 93. 

292 Letter from Topf to Zentralbauleitung dated 8 May 1942. RGVA, 502-1-312, pp. 65-68. 

293 Letter from Zentralbauleitung to Topf dated 5 June 1942, RGVA, 502-1-272, p. 499, and letter from 
Topf to Zentralbauleitung dated 6 June 1942, RGVA, 502-1-312, p. 52. 

294 The Baufristenplan dated 2 October 1943 erroneuously speaks of 2 July 1942. RGVA, 502-1-320, p. 
7. 

295 Zentralbauleitung, Baubericht fur MonatJuni 1942. RGVA, 502-1-24, p. 224. 

296 Zentralbauleitung, Baubericht fur Monat Juli 1942. RGVA, 502-1-24, p. 184. 
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no. 936, 1173, 1174, 934, 980, 933, 1311, 932, 1301 and 1341 for the structural 
design of the building. 297 

By 14 August, the Kommando Krematorium was already 80 inmates strong. 298 
On Monday, 17 August, Topf cabled the Central Construction Office that Engi¬ 
neer Prufer would arrive on Wednesday, 19, at 8 o’clock. 299 In fact, at 2 PM on 
19 August, Prufer had a long meeting with SS-Untersturmfuhrer Fritz Ertl in the 
offices of the Central Construction Office, possibly in the presence of Robert 
Koehler, which Ertl recorded in a detailed memo ( Aktennotiz ) on 21 August. The 
decisions taken at the meeting were as follows: 300 

“ 1) Fitter Holik will arrive here from Buchenwald on 26/27 August at the lat¬ 
est, Builder Koch in two weeks. Erection of the 5 pcs. triple-muffle furnaces at 
KGL will start immediately. The Koehler Co. of Myslowitz will undertake the lin¬ 
ing of the furnaces and the ducts as well as the erection of the chimney in accord¬ 
ance with the drawings and specifications of Topf & Sohne Co. 

2) Concerning the placement of 2 triple-muffle furnaces near the ‘bathing fa¬ 
cilities for special actions ’ | 301) Eng. Prufer suggested to take these furnaces from 
a consignment to Mogilev ready to be shipped; the [Auschwitz] section chief pres¬ 
ently at SS-Wirtschafts- und Verwaltungshauptamt in Berlin was notified of this 
immediately by telephone and was requested to take the necessary steps. 

3) Concerning the erection of a 2nd crematorium with 5 triple-muffle furnaces 
as well as aeration and de-aeration installations, results of the negotiations on 
assignment of materials, already under way with Reichssicherheitshauptamt 
(RSHA), must first be waited for. 

4) Topf & Sohne Co. has by mistake sent to Auschwitz the parts of a double¬ 
muffle incineration furnace actually destined for Mauthausen. Eng. Prufer sug¬ 
gests erecting this furnace here. The 2 introduction doors and the 2 ash-removal 
doors still missing can in the meantime be taken from the shipment of the 5 triple¬ 
muffle furnaces. 

5) The damages to the newly erected chimney for the existing crematorium [at 
the main camp] were inspected in the company of Herr Koehler and SS-Unter- 
scharfiihrer Kirschnek and measures to be taken were discussed. - As the chimney 
lining expands under the great heat, it must be enabled to move freely at the top 
and must not be attached to the outer mantle. 

6) On Thursday, 20 August 1942, the building site of the 5 triple-muffle fur¬ 
nace [sic] at KGL was inspected in the presence o/SS-Strm. [Sturmmann] Janisch 
and Herr Koehler, and the necessary measures were discussed. 

7) Eng. Prufer requested a written order for the supply of the 2 pcs. triple¬ 
muffle furnace and the double-muffle incineration furnace, as well as to be in¬ 
formed soonest as to whether the furnaces of the Mogilev consignment can be 
diverted. 

8) For the supply of the fireclay and other materials still missing, Topf & 
Sohne Co. must immediately be supplied with 10 freight bills. ” 


297 RGVA, 502-1-313, p. 164. 

298 Letter from Zentralbauleitung to Kommandantur dated 14 August 1942. RGVA, 502-1-313, p. 162. 

299 RGVA, 502-1-272, p. 507. 

300 RGVA, 502-1-313, pp. 159f. Cf. Document 187. 

301 Badeanstalten fur Sonderaktionen. Concerning these installations, cf. Mattogno 2004, pp. 66-71. 
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In an effort to support his suggestions, Prufer asked Topf to send 4 copies of 
drawing D59599 of the triple-muffle furnace, which went out on 20 August; 302 
however, as we shall see in the following section, the only suggestion accepted 
was the diversion to Auschwitz of two furnaces from the Mogilev consignment. 

On 24 August, Robert Koehler proposed to the Central Construction Office 
the construction of the flue ducts, having sections of 1.20 m x 0.80 m and 0.70 m 
x 0.60 m, respectively, on the basis of drawing no. 932 for the sum of 3,950 RM, 
as well as the installation of the triple-muffle furnaces (lining and flue duct) on 
the basis of drawing no. D59090, for a price of 2,100 RM per furnace. 303 

On 11 September, the Central Construction Office asked the firm Huta Hoch- 
und Tiefbau A.G. urgently to provide to Topf five bricklayers “for the erection of 
the combustion furnaces in the KGL crematorium.” 304 Work on the furnaces be¬ 
gan during that month; 305 by October, one furnace had been finished with another 
under way, 306 in November, two furnaces had been completed with another two 
under construction. 307 Work, including the flue ducts and the chimney, was fin¬ 
ished in January of 1943. 308 

Work on the chimney ended in October of 1942 with the installation of the 
lightning rods, as shown by an order given by the Central Construction Office to 
the electricians’ section on 17 October for the following job on the [future] Crem¬ 
atorium II: “Fabricate and install a four-part lightning rod on the chimney of 
Crematorium I of KGL”; the work was done between 23 and 27 October. 309 

Construction of Crematorium III began on 14 September 1942 310 with the nec¬ 
essary excavations (, Schachtarbeiten ); 311 initially, on 23 September, 60 detainees 
were assigned to this job. 312 Two days later, the Central Construction Office 
placed an order with Topf by telephone for 5 triple-muffle furnaces, 3 draft en¬ 
hancers in suction and the necessary refractories for the flue ducts of Cremato¬ 
rium III. As we can see from Topf s letter of confirmation, the corpse-introduc¬ 
tion system for these furnaces had been simplified: 

‘ Furthermore, for the new order, we have altered the coffin-introduction de¬ 
vice by providing each furnace with a wrought-iron stretcher for the placement of 
the corpses, and with the necessary rollers on the furnace. ” 

This system obviously rendered the rail device superfluous. 313 On 5 October Topf 
sent the Central Construction Office drawing no. D59389 concerning the draft 


302 Letter from Topf to Zentralbauleitung dated 20 August 1942. RGVA, 502-1-313, p. 161. 

303 Letter from Robert Koehler to Zentralbauleitung dated 24 August 1942. RGVA, 502-1-313, p. 157. 

304 RGVA, 502-1-313, p. 133. 

305 Zentralbauleitung, Baubericht fur Monat September 1942. RGVA, 502-1-24, p. 138. 

306 Zentralbauleitung, Baubericht fur Monat Oktober 1942. RGVA, 502-1-24, p 86. 

307 Zentralbauleitung, Baubericht fur Monat November 1942. RGVA, 502-1-24, p. 53. 

308 Bericht Nr. 1 of Zentralbauleitung concerning Krematorien Kriegsgefangenenlager. Bauzustand sent 
to WVHA on 23 January 1943. RGVA, 502-1-31, p. 54. 

309 Zentralbauleitung, Arbeitskarte, Auftrag Nr. 2250/250 dated 17 October 1942. RGVA, 502-2-8, p. 8- 
8a. 

310 Zentralbauleitung, Baufristenplan dated 2 October 1943. RGVA, 502-1-320, p. 7. 

311 Zentralbauleitung, Baubericht fur Monat September 1942. RGVA, 502-1-24, p. 138. 

312 Telefonischer Anruf von SS -Obersturmfuhrer Schwarz of 22 September 1942. RGVA, 502-1-19, p. 
271. 

313 Letter from Topf to Zentralbauleitung dated 30 September 1942. APMO, BW 30/34, p.l 14 e BW 
30/27, p. 30. 
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enhancers for Crematoria II and III. 314 On 6 October, Topf s master bricklayer 
( Polier ), Wilhelm Koch, who was working on the furnaces for Crematorium II, 
received permission from Bischoff to enter the Central Construction Office work¬ 
shops “to check on the fabrication of anchoring parts for the KGL cremato¬ 
rium.” 315 

The detainee workshop {Haftlings-Schlosserei) had been assigned this job on 
8 September and worked on it with 22 detainees between 9 September and 11 
December 1942 for a total of 2,389 working hours, 24 of which were devoted to 
welding. 316 

On 26 October, the Central Construction Office informed Topf that Cremato¬ 
rium III would be built facing Crematorium II and would be its mirror image. 317 
On the same day, the Central Construction Office confirmed to Topf in writing 
its verbal order of 25 September on the basis of Topf s estimate of 30 September, 
viz.: five furnaces of three muffles with five coffin-introduction stretchers 
(* Sargeinfuhrtragen ) @ 39,150 RM, three draft enhancers in suction @ 9,048 RM; 
the refractory materials for the flue ducts @ 5,504 RM; for a total of: 53,702 
Reichsmarks. 318 

Topf, on 31 October, gave written confirmation of the order at the prices in¬ 
dicated. 319 At the request of the Central Construction Office dated 22 October, 
Topf, on 28 October, sent to Auschwitz drawing no. D59394 “for furnace II and 
III of KGL.” 320 During October the foundations of the chimney were poured and 
chimney construction was begun for Crematorium III; 321 by the end of November, 
the chimney had reached a height of 9 meters. 322 

On 27 November, Prufer inquired by telephone as to the urgency of the three 
items of the order dated 26 October and the corresponding erection work; the 
inquiry was confirmed in writing on 30 November. The Central Construction Of¬ 
fice replied that it intended to give priority to the de-aeration of the old cremato¬ 
rium at KL, and then to the installation of the draft enhancers of Crematorium 
II. 323 In December of 1942 work was stopped for several days - a disinfestation 
and disinfection campaign had become imperative because the typhus epidemic 
which had broken out in early July was still ravaging the camp. The hand-over 
dates, under conditions of favorable weather, for the three most-advanced crem¬ 
atoria were: Crematorium II: 31 January 1942; Crematorium III: 31 March 1943; 
Crematorium IV: 28 February 1943. 324 


314 Letter from Topf to Zentralbauleitung dated 5 October 1942. RGVA, 502-1-313. 

315 Zentralbauleitung, Bescheinigung dated 6 October 1942. RGVA, 502-1-41, p. 159. 

316 Zentralbauleitung, Haftlings-Schlosserei. Arbeitskarte. AuftragNr. 1962, “Verankerungen fur 5 Stuck 
Muffelofen It. beiliegender Zeichnung” dated 8 September 1942. RGVA, 502-2-8, pp. 37-37a. 

317 RGVA, 502-1-313, p. 95. 

318 Letter from Topf to Zentralbauleitung dated 26 October 1942. RGVA, 502-1-313, p. 93 and 502-2- 

26, p. 216. 

319 Letter from Topf to Zentralbauleitung dated 31 October 1942. RGVA, 502-1-313, p. 87. 

320 APMO, BW 30/34, p. 95. 

321 Zentralbauleitung, Bauberichtfur Monat Oktober 1942. RGVA, 502-1-24, p. 86. 

322 Zentralbauleitung, Baubericht fur Monat November 1942. RGVA, 502-1-24, p. 53. 
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On 22 December 1942 the Central Construction Office informed Topf that 
Himmler had declared the above dates to be inextensible for Crematoria II and 
III: the Erfurt company was asked to make the necessary efforts with respect to 
the deliveries and the erection work. A visit by Priifer was suggested in order to 
check on the progress of the project. 325 The terms set by Himmler were delu¬ 
sional, as the degree of completion of the crematoria was still minimal at the end 
of December: Crematorium II: 60%; Crematorium III: 20%; Crematorium IV: 
15%; Crematorium V: 5%. 326 

Realizing this, the Central Construction Office asked WVHA for an extension, 
which Kammler granted on the condition that the work be accelerated in spite of 
the difficulties encountered. He also requested to be informed weekly by telex of 
the degree of progress. 327 Bischoff applied Kammler’s conditions to the letter and, 
as early as 20 November, gave a job order to the electricians’ section for “Con¬ 
struction lighting in Crematorium II, as well as aiming of searchlights for night 
work / sentry chain.” 328 

On 23 January the Central Construction Office placed an order with the Otto 
Schuler Co. of Beuel for 10 coal-hauling carts (10 Stuck Kohl etransp or twagen) 
for Crematorium II, but the company was not in a position to supply them. 329 In 
January of 1943 (6 and 31 January) Central Construction Office trucks performed 
four trips to transport refractories and mortar to Birkenau for the Topf project. 330 
On 29 January Priifer inspected the worksites and wrote a report on the state of 
progress. The five triple-muffle furnaces of Crematorium II were being dried out 
(“werden z. Zt. trockengeheizF ) and start-up was scheduled for 15 February. 

On the subject of Crematorium III, Priifer wrote: 331 

“The outer walls of the furnace building as well as the chimney have been 
completed. Work on the smoke ducts for the incineration furnaces will begin in 8 
days. Installation of the 5 pcs. triple-muffle incineration furnaces could begin in 
about 5 weeks' time. Start-up for these incineration furnaces is possible on 17 
April 1943 at the earliest. ” 

In his file memo (Aktennotiz) of the same day, SS-Untersturmfuhrer Kirschnek, 
who had accompanied Priifer during the inspection tour, added that the ceiling of 
the furnace hall at Crematorium III was under construction and that the respective 
chimney would be ready in three days' time. 332 To make sure that everything 
would run on schedule, the Central Construction Office asked Topf on 2 February 
that Priifer be delegated to Auschwitz for three days of each week. The Erfurt 


325 Letter from Zentralbauleitung to Topf dated 22 December 1942. APMO, BW 30/27, p. 19. 

326 Zentralbauleitung, Baubericht fur Monat Dezember 1942. RGVA, 502-1-24, p. 7. 

327 Letter from WVHA to Zentralbauleitung dated 11 January 1943. RGVA, 502-1-313, p. 59. 

328 Zentralbauleitung, Arbeitskarte, AuftragNr. 98/291 dated 20 December 1942. RGVA, 502-2-8, pp. 1- 
la. 

329 Letter from Otto Schuler Co. to Zentralbauleitung dated 28 January 1943. RGVA, 502-1-313, pp. 51- 
51a. 

330 Tatigkeitsbericht der Lahrbereitschaft der Zentral-Bauleitung der Waffen-SS und Polizei Auschwitz 
O/S fur den Monat Januar 1943. RGVA, 502-1-181, p. 221. 

331 Prilfbericht des Ing. Priifer to Zentralbauleitung dated 29 January 1943. APMO, BW 30/34, p. 101. 

332 Aktenvermerk dated 29 January 1943. APMO, BW 30/34, p.105. The document bears no signature, 
but the registration number {Bftgb.-Nr. 43/Ki/Lp) shows Kirschnek’s abbreviation, “Lp” is the abbre¬ 
viation of civilian employee Lippert who worked at Bauleitung of K.G.L. “Bftgb.” signifies 
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company gave its approval, 333 but it is not certain that Prufer returned before 15 
February. However, on account of various obstacles, partly caused by failures on 
Topf s part, work proceeded slowly and start-up of Crematorium III was moved 
back to 10 April 1943. 334 

At Crematorium II, the Central Construction Office placed an order with Topf 
on 10 February for a coal-loading device and an ash-removal device ( Kohlenbes- 
chickungs- und Aschentransportvorrichtung) 335 as well as, the following day, for 
a refuse incinerator ( Miill-Verbrennungsofen ) for Crematorium III for a total of 
5,791 Reichsmarks. 336 In an effort to render Topf more diligent, the Central Con¬ 
struction Office meanwhile turned to Kammler, explaining the problems encoun¬ 
tered with this company. 337 On 12 February Topf confirmed receipt of the cable 
from the Central Construction Office two days earlier, and announced Prufer’s 
arrival at Auschwitz on the 15th, for transmittal of the proposals concerning the 
coal-loading and the ash-removal devices. 338 The visit probably did take place, 
because a Topf letter dated 26 February mentions a meeting ( Unterredung ) of 
Prufer and the civilian employee Jahrling on the subject of the disinfestation fur¬ 
naces ( Entwesungs-Ofen ) for B W 32 ( Zentralsauna ). As an attachment to this let¬ 
ter, Topf sent to the Central Construction Office, for filing, drawing no. D59090 
of the triple-muffle furnace. 339 

According to a report by Kirschnek dated 20 February 1943, Crematorium II 
went into operation on 20 February 1943, 340 but it is likely that no cremations 
were carried out there before the beginning of March. At that time, in fact, the 
painters’ section of the Central Construction Office, which was covering Crema¬ 
torium II with whitewash, 341 was given the job of painting black all metal parts 
of the cremation furnaces and of applying a coat of rust-proofing lacquer to all 
piping, i.e. very probably the air ducts of the furnaces. The job was completed on 
27 February. 342 

Operation of the crematorium began in earnest in early March of 1943. On 2 
March, SS-Obersturmbannfuhrer Arthur Liebehenschel, assistant head of Office 
Group D of WVHA , ordered KL Buchenwald to transfer immediately to Ausch¬ 
witz Kapo August Briick 343 for work at the crematorium. (At that time August 


333 Letter from Topf to Zentralbauleitung dated 2 February 1943. RGVA, 502-1-313, p. 46. 

334 Letter from Zentralbauleitung to Topf dated 11 February 1943. APMO, BW 30/34, p. 88. 

335 Letter from Zentralbauleitung to Topf dated 11 February 1943. APMO, BW 30/34, p. 87. 

336 Zentralbauleitung , letter to Topf dated 11 January 1943, Auftrag Nr. 149. APMO, BW 30/34, pp. 88f. 

337 Letter from Zentralbauleitung to Kammler dated 12 February 1943 concerning CAuftretende 
Schwierigkeiten mit der Fa. Topf u. Sohne ” (difficulties arising with Topf & Sohne). APMO, BW 
30/27, pp. 60f. 

338 Letter from Topf to Zentralbauleitung dated 12 February 1943. APMO, BW 30/27, p. 61 and BW 
30/34, p. 84. 

339 RGVA, 502-1-336, p. 67. 

340 Tatigkeitsbericht des SS-Ustuf. (F) Kirschnek, - Bauleiter fur das Schutzhaftlager und fur landwirt- 
schaftliche Bauvorhaben. Zeit 1. Januar 1943 bis 31. Marz 1943 drawn up on 29 March 1943. RGVA, 
502-1-26, p. 61. 

341 “Whitewash all rooms of Crematorium II” ( Weissigen [sic] sdmtliche Raume des Krematoriums II): 
work done between 18 and 23 February 1943 for 406 hours of work. Zentralbauleitung, Arbeitskarte, 
Auftrag Nr. 200/4 dated 18 February 1943. RGVA, 502-1-314, pp. 26-26a. 

342 Zentralbauleitung, Malerei, Arbeitskarte, Auftrag Nr. 210/7 dated 24 February 1943. RGVA, 502-1- 
314, pp. 27-27a. 
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Bruck was Kapo of the crematorium at Buchenwald.) Bruck arrived at Auschwitz 
on 5 March. 344 The day before, Kapo Mieczyslaw Morawa, Kapo of Crematorium 
I at Auschwitz, 345 had been transferred to Crematorium II to take on the function 
of Kapo. 

On 11 March, the Central Construction Office sent to the camp administration 
in triplicate the operating instructions for the triple-muffle furnace: two copies 
were to be posted in Crematorium II, a third one was filed. 346 On 17 March Jahr- 
ling wrote a memo for the file on the subject “estimation of coke consumption at 
Crematorium II, KGL , based on data received from the Topf & Sohne Co. (build¬ 
ers of the furnaces) on 11 March 1943.” 347 The estimate of the consumption of 
coke, however, refers to all four crematoria at Birkenau. 348 

This file memo was the corrected version of a note penned by Jahrling on 12 
March - transmitted to Hoss and Bischoff the same day - which, however, had 
contained two mistakes, one in the calculation of the consumption of Crematoria 
IV and V, the other in the sum total. 349 On 20 March, SS-Standortarzt at Ausch¬ 
witz, SS-Hauptsturmfuhrer Eduard Wirths, addressed a letter to the camp com¬ 
mander on the subject of the detainee infirmary ( Haftlings-Krankenbau, HKB ) at 
KGL in which he requested i.a .: 350 

‘ For the removal of the corpses from the HKB to the crematorium, 2 covered 
hand-carts must be provided, allowing the transportation of 50 corpses each. ” 

At that time, on account of the enormous mortality among the detainees - more 
than 200 deaths per day 351 - the two crematoria already in operation (II and IV) 
were being used at full capacity, which immediately caused damage to the instal¬ 
lations. The first problems at Crematorium II were encountered even before the 
official hand-over transaction of the building was concluded with the camp com¬ 
mand ( Ubergabeverhandlung ), which took place on 31 March: 352 on 25 March 
Kirschnek had written a file memo on the subject of a meeting that had taken 
place at Auschwitz on 24 and 25 March between the Topf representatives Prufer 
and Schultze and the Central Construction Office representatives, SS-Unter- 
sturmfuhrer Kirschnek and, most probably, the civilian employee Lehmann. 353 In 
this memo, Kirschnek noted with respect to Crematorium II i.a.: 

“As the three draft enhancers in suction have not proved to be useful in any 
way and have even suffered damage after the first usage at full load because of 
high temperatures, they will be dismantled at the expense of Topf & Sohne Co. 
and removed by this company. ” 


344 APMO, D-AuI-3a, p. 101. Czech 1989, p. 431. 

345 APMO, D-Mau-3a/l6408. 

346 Letter from Zentralbauleitung to Verwaltung der Kommandantur K.L. Auschwitz dated 11 March 
1943. APMO, BW 30/34, p. 56. 

347 I have not found this letter. 

348 Cf. Chapter 10. 

349 Aktenvermerk by Jahrling dated 12 March 1943. APMO, 30/7/34, p. 68. 

350 RGVA, 502-1-261, p. 112. 

351 Sterbebiicher von Auschwitz. K.G. Saur. Munich, New Providence, London, Paris 1995, vol. 1, p. 

237. Sterbebuch 10 for 1943, has 1,452 deaths between 18 and 24 March. 

352 Zentralbauleitung, Ubergabeverhandlung for Bauwerk Nr. 30 K.G.L. Krematorium II to Komman¬ 
dantur (Unterkunftsverwaltung) des K.L. Auschwitz dated 31 March 1943. RGVA, 502-2-54, p. 77. 
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Central Construction Office intended to keep the three electrical motors of 15 hp 
each in case they were not damaged by the high temperatures and to replace the 
coffin-introduction carts (, Sargeinfiihrungswagen ) by the more practical stretch¬ 
ers {Leichentragen). On the subject of Crematorium III, Kirschnek wrote: 354 

“On account of the experience at Crematorium II, the draft enhancers pro¬ 
jected and supplied will not be mounted, but will be taken over and stored by 

ZBL. ” 

It is clear that the problems arose a few days earlier, because Schultze and Priifer 
would have had to be notified first and then travel from Erfurt to Auschwitz. The 
damage was due to the combined effect of two causes: in order to raise the capac¬ 
ity of the furnaces, the draft enhancers were run at full speed and this, together 
with a mistake in the design of the triple-muffle furnace, 355 led to a rise in the 
flue-gas velocity such that the combustion gases generated by the corpses in the 
central muffles left the furnaces in an uncombusted state, with combustion taking 
place essentially in the flue ducts, where it caused overheating. In this manner, 
the three draft enhancers, placed upstream of the chimney, suffered irreparable 
damage. Topf could not but assume responsibility. On 16 April they declared 
themselves ready to take back the three faulty draft enhancers, crediting the Cen¬ 
tral Construction Office with the sum of 3,705 RM; 356 the devices were disman¬ 
tled by the Topf technician Messing between 17 and 19 May. 357 

Thus, the Birkenau crematoria, just like those at Auschwitz after the replace¬ 
ment of the chimney, operated without forced-draft devices. 358 Quite soon, how¬ 
ever, the Central Construction Office would discover that the damage caused by 
the March incidents was not limited to the draft enhancers: the refractory lining 
of the chimney was damaged and had partly collapsed, as had parts of the vaults 
{game Gewolbeteile) of the flue ducts. 359 Repair work was entrusted to the Koeh¬ 
ler Co. which had built both the chimney and the ducts whereas Topf had to re¬ 
design the damaged sections. The Erfurt company, though, possibly in an effort 
to avoid being once again blamed for the incidents, attempted from the beginning 
to stall matters. 

As early as April, when Priifer visited Auschwitz, the Central Construction 
Office asked Topf for a new design of the refractory lining of the chimney. 360 As 
Topf was dragging its feet, the Central Construction Office began to bombard the 
company with urgent cables; the first one, sent by SS -Untersturmfuhrer Kirsch¬ 
nek on 11 May, requested the immediate arrival of Priifer “with all drawings and 
calculations of the chimneys.” 361 Kirschnek used the plural “chimneys,” because 


354 APMO, BW 30/25, p. 8. 

355 Cf. in this connection Chapter 10.10. 

356 Letter from Topf to Zentralbauleitung dateed 16 April 1943. APMO, BW 30/34, p. 36; Postkarte 
from Topf to Zentralbauleitung dated 16 April 1943. RGVA, 502-2-26, pp. 231-231a. 

357 Topf, Arbeitszeit-Bescheinigung for Messing, 17-19 May 1943: “Im Krematorium II (Bauwerk 30) 
die 3 Stuck Saugzuganlagen abmontiert.” RGVA, 502-1-306, pp. 91-91a. 

358 Fragebogen, undated, but probably dating from June 1943: RGVA, 502-1-312, p. 7 (for Auschwitz), 
p. 8 (for Birkenau). 

359 Letter from Zentralbauleitung to Topf dated 17 July 1943. APMO, BW 30/34, p. 17. 

360 Letter from Zentralbauleitung to Topf dated 19 June 1943. APMO, BW 30/34, pp. 22f. 

361 Dringendes Telegramm from Kirschnek datedl 1 May 1943. APMO, BW 30/34, p. 44. 
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meanwhile the two chimneys of Crematorium IV had run into the same problems, 
as we can see from the urgent telegram sent by Bischoff on 14 May: 362 

“Bring thermotechnical and structural calculations for chimneys of Cremato¬ 
ria II and IV. Presence of Chief Engineer Prilfer imperative immediately. ” 

On the same day the civilian employee Rudolf Jahrling called Topf on the tele¬ 
phone only to learn that Prilfer was away on a business trip to the Rhineland; he 
was assured that Prilfer would come to Auschwitz on the 17th, 363 but that did not 
happen. On 21 May Koehler sent the Central Construction Office a letter con¬ 
cerning repair work on the lining of the chimney at Crematorium II. Koehler had 
learned from Kirschnek that Prilfer would not bring the new project before the 
middle of the following week. To gain time, he proposed to dismantle the remain¬ 
ing parts of the chimney lining so that two of his specialists could begin with the 
repair work as soon as the new project arrived. Before sending his men, he wanted 
to receive the order from the Central Construction Office, 364 which occurred on 
29 May. 

Prilfer actually did go to Auschwitz very briefly on 24 May, not to bring the 
new drawings for the chimney lining, but to request payment of some outstanding 
invoices. 365 In the meantime, Topf sought to elude their responsibilities by claim¬ 
ing that they had not been given the order for the construction of the chimney, 
which had instead been placed with the Koehler Co., making Koehler the only 
party responsible. 366 This was only partly true, however, because Koehler had 
built the chimney on the basis of Topf s specifications, and Topf had also carried 
out the necessary calculations. Following Koehler’s advice, the Central Construc¬ 
tion Office embarked on the repair work. An undated sketch, certainly dating 
from that period, shows the damaged parts of the chimney. 367 

On 29 May Bischoff cabled Topf that the drawings promised by Prilfer had 
not yet been received and requested their immediate dispatch, otherwise the work 
would have to be interrupted. The next day Bischoff reiterated his request in an¬ 
other urgent telegram and stated that the work would be interrupted that day “for 
lack of the drawing.” Topf explained that Koehler had mailed to them the original 
drawing and the structural calculations ten days earlier but had recalled them im¬ 
mediately; Topf thus had sent them back. On 29 May Koehler had asked Topf for 
the preparation of a new drawing and new structural calculations, but in order to 
do this, Topf required the former drawing and the former calculations, which 
meant that the new drawing could only be prepared once those documents were 
received. 368 

On 19 June Bischoff decided to clarify once and for all the responsibility for 
the chimney damage at Crematorium II. He sent Topf a letter in which he ex¬ 
pressed his point of view quite explicitly: the previous exchange of letters and 
telegrams had raised the suspicion that Topf wanted to bury the whole matter. 


362 Dringendes Telegramm from Bischoff dated 14 May 1943. APMO, BW 30/34, p. 41. 

363 Note by Jahrling dated 14 May 1943. APMO, BW 30/34, p. 41. 
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366 Letter from Topf to Zentralbauleitung dated 25 May 1943. RGVA, 502-1-313, pp. 36-36a. 
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Already on the occasion of Priifer’s previous visit to Auschwitz in April, Central 
Construction Office had asked him for a new design of the chimney lining, be¬ 
cause the former one had turned out to be poor under practical conditions. The 
negotiations between Robert Koehler and Prufer had ended with the latter’s prom¬ 
ise that he would send the new design as soon as possible. 

“Herr Prufer knew that the former chimney installation was executed by the 
Koehler company exactly in accordance with the drawing provided by you (for 
the elaboration of the project, your company at the time charged 1,769.36 RM) 
and with the fireclay lining specified by you in your cost estimate dated 12.2.42, 
item II. In spite of this, your company asked Herr Koehler in Myslowitz for a 
drawing and the structural calculations of the chimney, which you did receive in 
the end. ” 

Instead of coming up with a new design, Topf continued to stall for unknown 
reasons. “Since the facility, which was still being needed most urgently, could 
not be used without the completion of the new chimney lining,” Bischoff asked 
Topf to keep its word and to send the new design to the Koehler Co. immedi¬ 
ately. 369 

Finally, Topf sent the requested documents. On 19 July the Central Construc¬ 
tion Office informed Topf that “the subject work was nearly finished” and placed 
the responsibility squarely on the Erfurt company: 370 

“On the basis of the new drawings supplied by you one can see that your initial 
design of the chimney did not take into account the differences in the thermal 
expansion and the high temperatures to be expected and that this was taken into 
consideration only in your second design. The question of responsibility is thus 
unresolved until we receive respective instructions from our superiors in Berlin. 
We advise you furthermore that the very seriously affected heating channels (on 
various occasions complete sections of the vaults collapsed) will have to be re¬ 
paired and/or rebuilt shortly. ” 

In their long reply to this letter, Topf reiterated that they had nothing to do with 
the construction of the chimney, for which they had specified merely the height 
and the cross-sectional area, and insinuated that Koehler Co. might have used 
bricks of poor quality and ordinary mortar instead of refractories and fireclay. 
Moreover, Topf knew nothing of the damage to the flue ducts: 371 

“Our supervisor Koch who returnedfrom your site 3 weeks ago did not report 
any such damage, although he had once again checked everything before leaving. 
As the crematorium has been out of service for 6 weeks, we cannot explain who 
has caused the alleged collapse of the ducts. ” 

On 10 September 1943 Prufer visited the Central Construction Office to discuss 
with Bischoff and Kirschnek the liability for the chimney damage and the ex¬ 
penses involved. The following day, Robert Koehler was summoned as well. SS- 
Untersturmfuhrer Kirschnek wrote a long account of the discussions on 13 Sep¬ 
tember, 372 which, however, was full of mistakes and was not approved by Bis¬ 
choff and had to be redrafted the day after. This document sets out the positions 


369 Letter from Zentralbauleitung to Topf dated 19 June 1943. APMO, BW30/34, pp. 22f. 
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371 Letter from Topf to Zentralbauleitung dated 23 July 1943. RGVA, 502-1-313, pp. 28f. 

372 Zentralbauleitung, Aktenvermerk by Jahrling dated 13 September 1943. APMO, BW 30/25, pp. Ilf. 



242 


C. Mattogno. F. Deana, The Cremation Furnaces of Auschwitz 


of the three parties involved. The Central Construction Office asserted that the 
damage to the chimney was primarily due to mistakes in the design and to poor 
advice from Topf on the subject of the construction. 

In 1942 Priifer had been the consultant for the entire installation and had de¬ 
clared to members of the Central Construction Office that the crematoria had to 
be built in accordance with the drawings provided by Topf. As far as the chimneys 
(of Crematoria II and III) were concerned, they had, on the one hand, been erected 
in accordance with the project of the chimney originally to be built at the 
Stammlager and, on the other hand, the dimensions and structural details had been 
taken from Topf drawings. The original drawings showed a refractory lining 12 
cm in thickness up to a height of 6 meters; above this level, there were ordinary 
bricks. The Central Construction Office insisted, moreover, on the correctness of 
the information concerning the partial breakdown of the flue ducts which Topf 
had put in doubt: these facts had been ascertained by the Ober-Kapo of the crem¬ 
atoria. 

“On this occasion - Kirschnek goes on to say - it was also observed that all 
dampers controlling the drafP 73] had melted on account of their wrong installa¬ 
tion; the problems were resolved on the basis of [our] own experience and cur¬ 
rently permit flawless operation. ” 

Priifer, for his part, brought in a new explanation which again blamed the Koehler 
Co.: the damage was due to the fact that, above 6 m, ordinary mortar instead of 
fireclay had been used and also because of mistakes in the construction of the 
chimney, but this was rejected by Robert Koehler who was questioned on this 
point the following day. The Central Construction Office could not but reproach 
Priifer for giving a different reason on each of his visits to Auschwitz. 

“On his last visit but one he named, in the presence of the commander, the 
great stresses due to the firing of single furnaces - something not considered in 
the design - to have been the cause. ” 

The Central Construction Office agreed with this explanation, all the more so as 
Topf s new design for the chimney lining contained a number of open gaps, “so 
that the expansion of the brickwork relative to that of the lining can absorb pos¬ 
sible stresses caused by the firing of single furnaces.” 

Robert Koehler’s case rested on the overloading of the chimney. In the end, a 
compromise was reached which terminated the controversy for good: each of the 
parties involved - Topf, Robert Koehler, the Central Construction Office - would 
pay one third of the cost of the repair work, estimated to be 5,000 RM, 374 but 
actually only amounting to 4,500 RM when the job was finished. Topf confirmed 
Prufer’s decision on 16 September, reluctantly accepting to pay its share. 375 On 
28 September the Central Construction Office reminded Robert Koehler of his 
obligation, and informed him that he would receive the corresponding invoice in 


373 He refers to the dampers controlling the flue gases. 

374 Zentralbauleitung,Aktenvermerkby Jahrling dated 14 September 1943. RGVA, 502-1-26, pp. 144- 
146. 

375 Letter from Topf to Zentralbauleitung dated 19 September 1943. RGVA, 502-1-313, p. 16. 
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a few days. 376 Topf was sent their own invoice - in the amount of 1,621.30 RM 
- a day later. 377 

Summarizing matters, the damage to the chimney and the flue ducts occurred 
in the latter half of March but was discovered only in the following month, 378 as 
the Central Construction Office requested Priifer to send a new project for the 
chimney lining at that time. Work on the dismantling of the damaged refractory 
lining began a few days after the arrival of Robert Koehler’s letter of 21 May, 
probably on 24 May, after Bischoff s telephone conversation with Priifer; it 
stopped on 1st June, but it was not possible to carry out further repairs, because 
the new design of the chimney lining had not yet been received. This design pro¬ 
ject was addressed to Koehler Co. whose personnel were surely present at Ausch¬ 
witz on 29 May, and it is probable that Koehler took part in the dismantling job. 

In the Topf letter of 23 July it is said that Crematorium II had been out of 
service for six weeks, i.e. since 11 June, but any cremation activity surely ended 
earlier than that, because one cannot imagine any incinerations being carried out 
with workers present inside the chimney; hence, cremations must have stopped 
around 24 May. 

The crematorium was possibly used normally until the damage was discov¬ 
ered, but, keeping in mind the Central Construction Office’s experience with the 
main camp crematorium, it is difficult to believe that operation would have been 
at full load later on; in fact, between 24 and 30 April 1943 all windows of the 
furnace hall of Crematorium II as well as those of the adjoining rooms were being 
blackened. 379 Repair work on the chimney lining began after 19 June - when 
Koehler had not yet received Priifer’s new design - and was essentially concluded 
on 17 July 1943, but it was still necessary to repair the flue ducts. Work probably 
ended only in late August, because on 30 August the Central Construction Office 
asked the materials store ( Materialverwaltung ) for the supply to Crematorium II 
of various lacquer products for use by Haftlings-Malerei . 38 ° 

At the end of March 1943 work had hardly begun on Crematorium III. 381 Even 
though the Central Construction Office attempted to speed matters up - for 1 st 
and 2nd May it asked the camp command that the Kommando Krematorium be 
increased to 250 detainees for urgent tasks 382 - work dragged on well beyond the 


376 Letter from Zentralbauleitung to Koehler Co. dated 28 September 1943. APMO, BW 30/34, p. 16. 

377 Letter from Zentralbauleitung to Topf dated 29 September 1943. APMO, DZ-Bau, nr. inw. 1967, p. 
183. 

378 Inspection of the flue-gas ducts and of the base of the chimney was possible earlier, because each of 
the five ducts was equipped with an inspection hole 45 cm x 51 cm closed by a double lid ( Fuchsein- 
steigeschachtverschlnss. Rahmen [frame] mit Doppeldeckel), while the chimney possessed a cleaning 
port 39 cm x 51 cm with closure (Reinigungstur). 

379 Zentralbauleitung, Arbeitskarte fur Malerei, Auftrag Nr. 271/15 dated 17 March 1943: “Streichen 
samtlicher Lenster des Verbrennungsraumes u. Nebenraume mit blauer bzw. schwarzer Verdunke- 
lungsfarbe.” RGVA, 502-1-314, pp. 25-25a. 

380 Zentralbauleitung , Anforderung no. 27 dated 30 August 1943. An die Materialverwaltung. RGVA, 
502-1-314, p. 23. 

381 Tatigkeitsbericht des SS-Ustuf. (L) Kirschnek, - Bauleiter fur das Schutzhaftlager und fur landwirt- 
schafltiche Bauvorhaben. Zeit 1. Januar 1943 bis 31. Marz 1943 written on 29 March 1943. RGVA, 
502-1-26, p. 61. 

382 Letter from Zentralbauleitung to Kommandantur des K.L. Auschwitz dated 30 April 1943. RGVA, 
502-1-256, p. 154. 
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target date of 10 April 1943. The hand-over transaction, in fact, bears the date of 
24 June 1943, 383 and that is probably also the start-up date, because the lightning 
rods of the chimney were installed on 21 and 22 June. 384 On 28 June, the Central 
Construction Office reported to WVHA the completion of Crematorium III. This 
letter begins with the following words (cf. document 248, 248a): 

“I announce completion of Crematorium III as of 26 June 1943. ” 

This is followed by the report of the “throughput” ( Leistung ) of the four ex¬ 
isting crematoria “for an operating time of 24 hours”: 340 “persons” ( Personen ) 
for Crematorium II (six muffles), 1,440 “persons” for each of Crematoria II and 
III (fifteen muffles each), 768 “persons” for each of Crematoria IV and V (eight 
muffles each); for a total of 4,756 “persons.” Concerning the data given in this 
letter - absolutely incredible from a technical point of view (coke consumption 
and duration of the cremation) - we refer the reader to Chapters 8-10, in particular 
to Chapter 9.6. 

On 20 August 1943 the Pliitzsch Co. sent to Auschwitz on Topf s orders a 
freight car with 3,750 normal refractory bricks, 400 conical refractory bricks and 
1,500 kg of fireclay mortar, but the Materialverwaltung (materials administra¬ 
tion) did not credit the shipment to Topf “because the work had not yet been 
finished.” Consequently, the Central Construction Office, believing that they had 
paid for the materials out of their own pocket, sent Topf the corresponding in¬ 
voice in an amount of 887.95 Reichsmarks. Topf, on 7 December, suspecting a 
mistake, asked the Central Construction Office to check into the matter; on 16 
December the mistake was rectified. 385 

The work referred to by the Materialverwaltung did not, however, concern 
the crematoria, but the two hot-air disinfestation chambers to be installed in the 
Zentralsauna. 

The first damage to the cremation furnaces themselves arose at the end of 
October of 1943. On 27 October, the Central Construction Office ordered the 
metal working shop at DA W 386 to repair 20 ash-removal doors. Work was finished 
on 27 January 1944. 387 

On 22 November, the garrison administration asked the Central Construction 
Office for the “installation of heating stoves in the crematoria constructed, as well 
as erection of a roof over the refuse pit near Crematorium II.” 388 A month later, 
SS-Untersturmfuhrer Josef Janisch, Bauleiter at KGL , replied that “the stoves 
needed in the detainee housing area of Crematorium II have been installed,” 389 


383 Zentralbauleitung, Ubergabeverhandlung for Bauwerk Nr. 30a KGL. Krematorium II dated 24 June 
1943. RGVA, 502-2-54, p. 84. 

384 Zentralbauleitung, Arbeitskarte, AuftragNr. 183/301 dated 9 February 1943. RGVA, 502-1-315, pp. 
22-22a. 

385 Letter from Topf to Zentralbauleitung dated 7 December 1943. RGVA, 502-1-327, pp. 38-38a, and 
letter from Materialverwaltung to Abteilung Rechmmgslegung ated 16 December 1943. RGVA, 502- 
1-327, p. 40. 

386 Deutsche Ausrustungswerke, German Equipment Works, an SS enterprise producing and repairing 
construction accessories. 

387 APMO, Hoss trial, Dpr.-Hd/l la, p. 95. 

388 Lettera from Bauleiter Jothann to Bauleitung KGL dated 22 November 1943. RGVA 502-1-313, p. 
17. 

389 Letter from Bauleiter Janisch to Zentralbauleitung dated 21 January 1944. RGVA, 502-1-313, p. 15. 
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which suggests at least the imminent transfer of the detainees working at Crema¬ 
torium II into the lodgings arranged for them in the attic of the building. 

On 30 January 1944 the Central Construction Office sent Topf a telegram ask¬ 
ing Prufer and Builder Koch to come to Auschwitz immediately to repair the 
walls of the hot-air chambers of the disinfestation plant set up at Zentralsauna. 
Topf accepted, 390 but on 2 February 1944, the Central Construction Office re¬ 
quested the camp commander SS-Obersturmbannfuhrer Liebehenschel, to issue 
a camp-access permit for the two men, giving the following reason: 391 

“Senior Engineer Priifer and Herr Holick have been called here by this au¬ 
thority to inspect and/or repair the damage detected at the large disinfestation 
unit q/KGL and at the crematoria. ” 

Damage to the disinfestation furnaces was less serious than had been feared: only 
the joints between the heating channels and the brickwork had opened up, and 
Holick would close them up with Monolite mortar, 392 a refractory material. Dam¬ 
age to the crematoria furnaces was more serious. On 22 February, the garrison 
administration ordered the Central Construction Office to supply 20 sacks of 
Monolite, 200 refractory bricks and 200 refractory wedge bricks for “imminent 
repairs on the crematoria.” 393 

On 13 April 1944, the Central Construction Office ordered Schlosserei of 
DA W to repair 20 furnace doors and 10 scrapers at Crematoria II and III. The job 
was completed on 17 October 1944. 394 In early May damage to the brickwork 
was noticed, certainly in the flue ducts or the chimneys, because on 9 May the 
Bauleiter of KL III (Birkenau) asked the camp command for a “permit for entry 
to Crematoria I-IV” to be made out to Koehler Co., because the firm had been 
ordered to execute “urgent repairs on [the] crematoria.” 395 

At the end of the month more damage struck the furnaces. On 31 May the 
crematoria administration at Birkenau ordered DAW to repair two muffle doors 
and five closures, 396 plus other minor jobs. The repair work was done between 20 
June and 20 July and cost 46.90 RM (Czech 1989, p. 789). A later order, dated 7 
June 1944, concerned “required repairs on Crematoria 1-4 between 8 June and 20 
July 1944.” The job ended on 6 September 1944. 397 

Operation of Crematoria II and III ceased in early December of 1944: On 1st 
December, a women’s detail was set up for the demolition of Crematorium III 
(Czech 1989, p. 939); on the 8th, the head of the Central Construction Office, SS- 


390 Letter from Topf to Zentralbauleitung dated 9 February 1944. RGVA, 502-1-336, pp. 88-88a. 

391 Letter from Zentralbauleitung all’ SS-Obersturmbannfiihrer Liebehenschel dated 2 February 1944. 
RGVA 502-1-345, p. 50. 

392 Letter from Topf to Zentralbauleitung dated 9 February 1944. RGVA, 502-1-336, p. 88a. 

393 Letter from SS-Standortverwaltung to Zentralbauleitung dated 24 February 1944. RGVA, 502-1-313, 
p. 13. 

394 APMO, Hoss trial, Dpr.-Hd/l la, p. 96. 

395 Letter from Bauleiter des Lagers II to Kommandantur des K.L.II Birkenau dated 9 May 1944. RGVA, 
502-1-83, p. 377. 

396 The closures of the ash chambers or of the hearths or of the loading ports of the gasifiers. 

397 APMO, Hoss trial, Dpr.-Hd/l la, p. 96. 
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Obersturmfuhrer Jothann, asked Abteilung Ilia (assignment of detainees) to as¬ 
sign immediately 100 detainees for demolition work “near crematorium camp 
II), 398 undoubtedly meaning Crematorium II. 

On 20 December 1941 Topf sent to Auschwitz a preliminary invoice, dated 
18 December, in accordance with its cost estimate of 4 November, of which only 
the first page has come down to us: the five triple-muffle furnaces cost 6,378 RM 
each, the coffin-introduction devices 1,780 RM, the complete flue ducts 4,045 
RM, and the three draft enhancers 3,016 RM each. 399 These amounts are in agree¬ 
ment with those appearing in Topf s invoice no. 69 of 27 January 1943 400 and in 
the final invoice bearing the same date. 401 Besides the items mentioned above, 
these invoices also comprise three draft enhancers for a total amount of 9,048 
RM, the materials for the flue ducts at 4,045 RM, and finally a refuse incinerator 
at an amount of 4,474 Reichsmarks. 

The total cost thus came to 51,237 Reichsmarks. From this figure, 3,705 RM 
were deducted as reimbursement of the three draft enhancers taken back by Topf 
after they had been damaged. The remaining 47,532 RM were paid by Kasse der 
Bauinspektion der Waffen-SS und Polizei Reich-“Ost” in two advance install¬ 
ments of 25,000 RM on 13 February 1942 and of 15,000 RM on 17 September, 
and a final amount of 7,532 RM on 22 November 1943. 402 

The total cost for Crematorium III was 53,702 RM: 39,150 for the five triple¬ 
muffle furnaces (costing 7,830 RM each), 9,048 RM for the three draft enhancers 
mentioned in the invoice in accordance with the cost estimate of 30 September 
1942, actually supplied by Topf but never installed by the Central Construction 
Office, 5,504 RM for the supervision of the construction work of the flue ducts. 403 
Payment was by a payment on account of 27,000 RM on 4 December 1942, a 
second such payment of 5,500 RM on 8 December 1942 and a final payment of 
21,202 RM on 22 November 1943. 404 

6.3. The Furnaces of Crematoria IV and V at Birkenau 

On 4 December 1941, HHB in Berlin ordered from Topf “4 pcs. Topf double- 
4-muffle incineration furnaces,” i.e. four furnaces with eight muffles for Mogi¬ 
lev 405 in Russia, where PoW Transit Camp no. 185 was located. Topf confirmed 
receipt of the order on 9 December, but on 30 December Mogilev received only 


398 RGVA, 502-1-67, P.227. 

399 RGVA, 502-1-327, p. 46. 

400 Topf, Rechnung Nr. 69 dated 21 January 1943 concerning the construction of 5 triple-muffle furnaces 
at Crematorium II. RGVA, 502-1-327, pp. 100-100a. 

401 Topf, Schluss-Rechnung dated 27 January 1943 concerning the construction of 5 triple-muffle fur¬ 
naces at Crematorium II. RGVA, 502-2-26, pp. 230-230a. Cf. Document 215. 

402 Zentralbauleitung, Schlussabrechnung iiber Errichtung von 5 Stuck Dreimuffel-Eindscherungsofen, 
BW 30, 11 November 1943. RGVA, 502-2-26, pp. 226-228. Cf. Document 188. 

403 Topf, Rechnung Nr. 728 dated 27 May 1943 concerning the construction of five triple-muffle fur¬ 
naces at Crematorium III. RGVA, 502-1-327, pp. 190-190a. Topf, Schluss-Rechmmg Nr. 728 dated 
27 May 1943 concerning the construction of five triple-muffle furnaces at Crematorium III. 

RGVA,502-2-26, pp. 215-215a. Cf. Document 216. 

404 Zentralbauleitung, Schlussabrechnung iiber Errichtung von 5 Stuck Dreimuffel-Eindscherungsofen, 
BW 30a,11 November 1943. RGVA, 502-2-26, pp. 211-213. Cf. Document 189. 

405 Letter from HHB to Topf dated 4 December 1941. RGVA, 502-1-327, pp. 47f. 
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one half of a furnace, i.e. 4 muffles; as we will see, two furnaces would be set up 
at Auschwitz while one and a half furnaces were temporarily held in Topf s ware¬ 
house. 406 

Accepting the suggestion made by Prufer when he visited Auschwitz on 19 
August 1942, WVHA decided on 26 August to send to Auschwitz two of the fur¬ 
naces on order. The Central Construction Office went to work immediately. A 
telegram went out to Topf the same day requesting the drawing of the building 
for the 8-muffle furnace (the future Crematorium IV), because construction work 
was to begin immediately. 407 For 31 August Topf provided the builder Holick, 408 
who also brought with him the necessary plans (D60125). 409 

For the 8-muffle furnace, Topf had designed two chimneys, each 16 m high 
with an internal cross-sectional area of 0.80 m x 0.80 m and refractory lining up 
to a height of six meters. As these furnaces had originally been destined for Mo¬ 
gilev, where coke supply was difficult, they were equipped with hearths for wood, 
which Topf, for the furnaces going to Auschwitz, adapted for use with coke by 
means of inclined and horizontal grates: two gasifiers were equipped with hori¬ 
zontal grates only; the other two had inclined hearth bars changed to horizontal 
grates. In view of the extremely short service life expected for the inclined hearth 
bars, Topf recommended to the Central Construction Office to order spare coke 
hearth bars. Furthermore, because of transportation problems, the Mogilev fur¬ 
naces had been designed without insulation, but Topf was ready to furnish insu¬ 
lating material to the Central Construction Office on request. 409 On 1st Septem¬ 
ber, the Central Construction Office sent Topf 20 freight bills for the shipment of 
the furnaces and the refractory material. 410 

On 4 September, Topf sent the Central Construction Office the drawing of the 
furnace foundations (D59555) and the drawing of the anchoring system 
(D60129), 411 plus a list of the individual anchor bars, 412 which would be fabri¬ 
cated locally by the detainee workshop for the Central Construction Office. 413 On 
7 September, the furnace drawing itself (D60132) was ready. In the letter of trans¬ 
mittal, Topf explained to the Central Construction Office that one gasifier had 
been allocated to each pair of muffles; the furnace thus had eight muffles and four 
gasifiers, which were positioned in the central part of the furnace; two pairs of 
muffles would be given a common chimney having the dimensions previously 
indicated in Topf s letter dated 31 August 1942. Topf also announced the arrival 
of Builder Wilhelm Koch within a week. 414 

The following day, Topf dispatched a freight car containing the metal parts of 
the two furnaces with a total weight of 12,186 kg, which arrived at Auschwitz on 


406 Letter from Topf to Zentralbauleitung. RGVA, 502-1-327, pp. 43-45. 

407 Telegram from Zentralbauleitung to Topf dated 26 August 1942. RGVA, 502-1-313, p. 155. 

408 Letter from Topf to Zentralbauleitung dated 27 August 1942. RGVA, 502-1-313, p. 152. 

409 Letter from Topf to Zentralbauleitung dated 31 August 1942. RGVA, 502-1-313, p. 150. 

410 Letter from Zentralbauleitung to Topf dated 1st September 1942. RGVA, 502-1-313, p. 148. 

411 Letter from Topf to Zentralbauleitung dated 4 September 1942. RGVA, 502-1-313, p. 140. 

412 Topf, Verankerungzu einem 8-Muffel-Ofen. RGVA, 502-1-313, p. 141. Cf. Document 237. 

413 Note from Schlosserei to Zentralbauleitung dated 15 September 1942. RGVA, 502-1-313, p. 132. 

414 Letter from Topf to Zentralbauleitung dated 7 September 1942. RGVA, 502-1-313, pp. 139-139a. 
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the 11th. 415 In accordance with Topfs offer of 2 September concerning the 
changes in the type of fuel and the corresponding modifications, the Central Con¬ 
struction Office ordered on 15 September four wrought-iron covers for the 
hearths with frames, jackscrews and refractory lining, as well as 2,500 insulating 
bricks and 600 kg of rock wool for the furnace insulation, plus the replacement 
bars for the hearths of the gasifiers, at a total price of 3,258 Reichsmarks. 416 As 
the two furnaces had altogether eight gasifiers, there were eight covers and not 
four, as Topf was quick to rectify. 417 However, the respective invoice paid on 2 
February 1944 still spoke of four covers - probably for reasons of accounting. 418 
On 26 October, referring to the WVHA letter addressed to Topf on 26 August, the 
Central Construction Office transmitted to the Erfurt company the post-dated 
confirmation of the order for two furnaces with eight muffles as per drawing 
D60125 and for the technical modifications resulting from the change of the fuel 
type. 419 The next day, the Central Construction Office sent Topf a telegram in¬ 
quiring on the cost of an 8-muffle furnace designed for Mogilev, with anchoring 
and hearths for wood firing. Topf replied the same day by telegram quoting a 
price of 13,800 RM for the furnace. 420 Believing that the Central Construction 
Office wanted to order another wood-fired 8-muffle furnace, Topf sent out a quo¬ 
tation for such a device on 29 October. The error was soon corrected, though: the 
Central Construction Office only wanted a cost estimate for a furnace of the Mo¬ 
gilev job for purely administrative reasons. Topf took this into account, and at¬ 
tached to their explanatory letter 421 a quotation for an 8-muffle furnace without 
anchoring (because the anchoring parts would come from the detainee workshop 
at Auschwitz) and with wood-fired gasifiers (because the modification of the fuel 
system was covered by a different contract). 422 The Central Construction Office 
transmitted the quotation to the WVHA for approval of the order. 423 

Other misunderstandings arose later with respect to payment for the two 8- 
muffle furnaces. On 5 April 1943, Topf drew up the respective invoice for a total 
of 27,632.30 RM (27,600 RM for the furnaces plus 32.30 RM for transporta¬ 
tion). 424 On 2 June, the head of Gruppe C/Bauwesen of Higher SS- and Police 
Leader Central Russia notified the Construction Inspectorate of the Waffen-SS 
and Police East Germany (Bauinspektion der Waffen-SS und Polizei Reich-Ost ), 
to which the Central Construction Office was attached, that the Construction In- 


415 Topf, Versandanzeige dated 8 September 1942 concerning “2 kompl. Achtmuffel-EinascherungsdfenT 
RGVA, 502-1-313, pp. 143-143a. Cf. Document 231. 

416 Letter from Zentralbauleitung to Topf dated 15 September 1942. RGVA, 502-1-312, p. 22; letter 
from Topf to Zentralbaiileitung dated 22 September 1942. RGVA, 502-1-313, pp. 127-127a. 

417 Letter from Topf to Zentralbauleitung dated 30 September 1942. RGVA, 502-1-313, p. 118. 

418 Topf, Reclaming Nr. 322 dated 23 March 1943. RGVA, 502-1-327, p. 22. 

419 Letter from Zentralbauleitung to Topf dated 26 October 1942. RGVA, 502-1-313, p. 94. 

420 Letter from Topf to Zentralbauleitung dated 27 October containing the text of both telegrams 
(RGVA, 502-1-313, p. 88), and telegram from Topf to Zentralbauleitung dated 27 October 1942 
(RGVA, 502-1-313, p. 89). 

421 Letter from Topf to Zentralbauleitung dated 16 November 1942. RGVA, 502-1-313, p. 71. 

422 Topf, Kostenanschlag iiber einen Topf-Achtmuffel-Einascherungsofen dated 16 November 1942. 
RGVA, 502-1-313, pp. 12-lb. Cf. Document 230. 

423 Letter from Topf to the WVHA dated 24 November 1942. RGVA, 502-1-313, p. 77. 

424 Topf, Rechnung Nr. 380 dated 5 April 1943. RGVA, 502-1-314, pp. 29-29a. 
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spectorate Central Russia had already paid 42,600 RM for the four furnaces orig¬ 
inally ordered for Mogilev. 425 When the Central Construction Office learned 
about this, it not only felt that Topf s invoice of 5 April 1943 was unfounded, but 
also that the Erfurt company had received (42,600 - 27,632.30 =) 14,967.70 RM 
more than it should have. Furthermore, the SS did not see why the invoice of 5 
April 1943 amounted to 27,600 RM (plus 32.30 RM for shipment) or 13,800 RM 
per furnace, whereas the cost estimate of 16 November 1942 spoke only of 12,972 
RM for one furnace. 426 

Topf replied that Reichsfuhrer-SS had ordered four 8-muffle furnaces for a 
total price of 55,200 RM on 4 December 1941; moreover, as the SS had requested 
various modifications in the design of the 8-muffle furnace, Topf had applied a 
price increase of 6% or 828 RM, thus yielding a final cost of 13,800 Reichs¬ 
marks. 427 Of the four furnaces ordered, one half of one furnace (four muffles) had 
gone to Mogilev, two were at Auschwitz, and the remaining furnace and a half 
was still being held in the Topf warehouse at the disposal of Reichsfuhrer-SS . 428 

At Auschwitz the matter was definitely clarified by civilian Employee Jahr- 
ling, who made two hand-written entries on the letter from the Construction In¬ 
spectorate Central Russia, dated 2 June 1943, which the Central Construction Of¬ 
fice had received. The first entry dates from 31 January, the second from 21 Feb¬ 
ruary 1944; Jahrling summarizes the questions of payment from the administra¬ 
tive point of view: the SS had ordered four 8-muffle furnaces for a total price of 
55,200 RM; the Construction Inspectorate Central Russia had already paid Topf 
on account 42,600 RM, to which the SS garrison administration Auschwitz had 
added another 10,000 RM on account, 429 which meant that Topf was still entitled 
to 2,600 RM. 430 

For all intents and purposes, the remaining furnace and a half, still held by 
Topf, was the property of Reichsfuhrer-SS; Jahrling’s computation was therefore 
correct, and Topf received only what it was still owed. The Construction Inspec¬ 
torate Central Russia was late to be informed, because on 11 August 1944 this 
office once again asked The Central Construction Office whether the 42,600 RM 
already paid to Topf would be deducted from the final payment. 431 

In line with Topf s letter of 7 July 1943, the remaining furnace and a half were 
taken over by WVHA. On 16 August, the SS-Wirtschafter (business manager) at 
Higher SS- and Police Leader ( Hoherer SS- und Polizeifuhrer) of the Government 
General sent a note to the Central Construction Offices at Heidelager, Cracow, 
Lemberg, Lublin and Warsaw, as well as to the New Construction Office at Ra- 
dom, explaining that Amt CIII held “a cremation furnace and a half = 12 muffles” 


425 RGVA, 502-1-314, pp. 35-36a. 

426 Letter from Zentralbauleitung to Topf dated 2 July 1943. RGVA, 502-1-327. 

427 Actually, 828 RM represents 6% of 13,800 RM and not of 12,792; 6% of this latter figure would be 
778.32 RM, and a furnace should have cost 13,750.32 Reichsmarks. 

428 Letter from Topf to Zentralbauleitung dated 7 July 1943. RGVA, 502-1-327, pp. 43-45. 

429 Zentralbauleitung, Abschlagszahlung Nr. 1 dated IstLebruary 1944. RGVA, 502-1-310, pp. 16-16a. 

430 Letter from Leiter der Gruppe C Baugruppe of Hoherer SS-und Polizeifuhrer Russland-Mitte to Bau- 
inspektion der Waffen-SS und Polizei Reich-Ost dated 2 June 1943 and handwritten notes by civilian 
employee Jahrling dated 31 January and 21 Lebruary 1944. RGVA, 502-1-314, pp. 36-36a. 

431 Letter from Abwicklungsstelle der Baugruppe der Waffen-SS und Polizei Russland-Mitte to Zentral¬ 
bauleitung dated 11 August 1944. RGVA, 502-1-314, p. 28. 
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and asked to be informed by 1st September whether the above offices had any 
use for it. 432 

We know of a reply by the Bauleiter of Trawniki, a subcamp of Lublin (Maj- 
danek) who, on 2 September, wrote to the Central Construction Office of the main 
camp - which had sent him a copy of the note of the SS business manager - the 
following letter: 433 

“No crematorium exists at this camp. Many protests have been raised against 
this situation. Construction of a crematorium would, however, be an urgent ne¬ 
cessity. Of course, should the furnace and half available at Amt C III be taken 
into consideration for Trawniki, this would have to be decided there [by the Lu¬ 
blin Central Construction Office]. ” 

I found no evidence that this request was followed up. 

Little is known about the construction and the operation of the two 8-muffle 
furnaces of Crematoria IV and V. Construction of Crematorium IV began offi¬ 
cially on 9 October 1942, 434 but Huta Co. had already embarked on preparatory 
work on 23 September. 435 The installation was handed over to the camp admin¬ 
istration on 19 March 1943. 436 Construction of Crematorium V began on 20 No¬ 
vember 1942; 437 hand-over to the camp administration occurred on 4 April 
1943. 438 

After a few weeks of operation, the furnace at Crematorium IV began to show 
cracks, as the Central Construction Office informed Topf on 3 April; Topf agreed 
to carry out the repairs free of charge, as the guarantee period of two months had 
not yet expired 439 Damage was undoubtedly more serious, however, because in 
the telegram of 14 May 1943 mentioned above the Central Construction Office 
urgently requested Topf to make thermal and structural calculations for the chim¬ 
neys at Crematorium IV as well. 

More repair work on Crematorium IV was carried out between 1 and 7 June 
1944 (30 doors and/or closures of the furnaces), 440 and between 7 June and 4 July 
1944 repair work was carried out on all four crematoria 440 Crematorium IV was 
rendered unserviceable in the so-called revolt of Sonderkommando on 7 October 
1944; the service personnel (down to 53 men from 169) were only withdrawn on 
the 10th, 441 however. On that date the manpower at Crematorium V was also 
brought down, from 156 to 66 detainees. 441 On 16 January 1945 Crematorium V 


432 WAPL, Zentralbauleitung, 268, p. 132. Cf. Document 190. 

433 WAPL, Zentralbauleitung, 268, p. 147. Cf. Document 191. 

434 Baufristenplan dated 2 October 1943. RGVA, 502-1-320, p. 7. 

435 Huta, Rechnung dated 31 December 1942 concerning work done between 23 September and 23 De¬ 
cember 1942. RGVA, 502-2-54, pp. 43-44b, and Tagelohnliste Nr. 1 of Huta Co. Concerning work 
done between 23 September and 2 October 1943. 502-2-54, p. 45. Cf. Document 192. 

436 Ubergabeverhandlung for Crematorium IV. 19 March 1943. RGVA, 502-2-54, p. 25. 

437 Baufristenplan dated 2 October 1943. RGVA, 502-1-320, p. 7. 

438 APMO, BW 30/25, p. 14. 

439 Letter from Topf to Zentralbauleitung dated 10 April 1943. BW 30/34, p. 42. 

440 APMO, Hoss trial, Dpr.-Hd/l la, p. 96. 

441 Daily list of detainees employed at the crematoria drawn up by the Soviets on the basis of the “Ar- 
beitseinsatz” lists for the men’s camp at Birkenau compiled by Abteilung Ilia. GARL, 7021-108-20, 
p. 142. 
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was still in service with a workforce of 30 detainees. 442 It was blown up by the 
camp SS guards just before the arrival of the Soviets. 443 


7. Structure and Operation of the Topf Cremation 
Furnaces at Auschwitz-Birkenau 

7.1. The Coke-Fired Double-muffle Cremation Furnace 
Auschwitz Type 

Topf Co. built four furnaces of this type, three of which were set up in Crem¬ 
atorium I or old crematorium at Auschwitz, with a fourth one built in the Mau¬ 
thausen crematorium. 

The Mauthausen furnace was ordered from Topf on 16 October 1941, but the 
New Construction Office of KL Mauthausen hesitated for a long time before in¬ 
stalling it. The parts of the furnace were shipped to Mauthausen between 6 Feb¬ 
ruary 1942 and 12 January 1943, 444 but only at the end of 1944 was it decided to 
erect it. A letter from Topf dated 20 December 1944 tells us that preparations 
were going on in the crematorium concerning the foundations of the furnace and 
the flue duct; Topf was waiting for this work to be finished before sending one of 
its builders. 445 On 3 January 1945 Topf announced the arrival of the technician, 
Chief Engineer Schulze, scheduled for 9 January. 446 The furnace was therefore 
built in January/February of 1945, which explains the fact that it has been pre¬ 
served rather well. This furnace has remained practically intact and can be exam¬ 
ined in situ. 

As opposed to this, the two coke-fired Topf double-muffle cremation furnaces 
which are presently shown in Crematorium I at Auschwitz were rebuilt by the 
Poles after the war in a rather makeshift way, with original parts taken from the 
furnaces dismantled by the SS in 1944. It is therefore useless to carry out any 
investigation of these reconstructions in an effort to understand the structure or 
the operation of this type of furnace. Our technical description will hence be 
based on the Mauthausen furnace. It will be illustrated by 35 photos of our own 
and will take into account the available documents concerning the furnaces at 
Auschwitz and Mauthausen which were of the same type. In fact, a letter from 
Topf to Mauthausen says in this respect: 447 

“We wish to underline that KL Auschwitz in Upper Silesia has just ordered 
from us a second coke-fired double-muffle furnace of the same design as intended 
for you. ” 


442 ML Birkenau, Arbeitseinsatz fur den 16. Januar 1945. RGVA, 502-1-67, p. 17a. 

443 In the aerial photo of 19 February 1945, Crematorium V appears to have been entirely destroyed. Na¬ 
tional Archives, Washington, GX 12337, exp. 145. 

444 Letter from SS-Bauleitung of KL Gusen to Topf dated 24 October 1942; letter from Topf to SS-Bau- 
leitung of KL Gusen dated 16 January 1943. BAK, NS4 Ma/54. 

445 Letter from Topf to SS-Bauleitung of KL Mauthausen dated 20 December 1944, ibid. 

446 Letter from Topf to SS-Bauleitung of KL Mauthausen dated 3 January 1945, ibid. 

447 Letter from Topf to SS-Neubauleitung of KL Mauthausen dated 23 November 1940, ibid. 
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Furthermore, the “order slip” sent by the Mauthausen New Construction Office 
to Topf on 16 October 1941 refers explicitly to a “double-muffle furnace, Ausch¬ 
witz type.” 448 Finally, the Topf letter dated 1st November 1940 had as an attach¬ 
ment the Topf drawing no. D57253 (Document 202), which is exactly the design 
used for the first double-muffle furnace set up at the Auschwitz crematorium. 
Another attachment to the letter was drawing no. D58173, which we have studied 
in the preceding chapter (Document 163). 449 We will show, first of all, the Topf 
cost estimate for KL Auschwitz dated 13 November 1940 (Document 193), which 
is practically identical with the one for Mauthausen dated 6 January 1941 (Doc¬ 
ument 164): 450 

“Quotation 

Our reference: D/Prf 

For Offer no. 40/999 

Reichsfuhrer SS, Company model no. 123 

Head of German Police, Date: 13.11.40 

Hauptamt Haushalt und Bauten 
New Construction Office KL Auschwitz, 

Auschwitz /Upper Silesia 


Subject: 1 coke-fired Topf double-muffle furnace with blower 
Prepared by head engineer Priifer! 

Ref: Prf/Hes. 


# 

Description 


1 

coke-fired Topf double-muffle furnace with blower 
including the following services and parts 

The foundations of the furnace and of the flue duct must be 
provided by the customer in accordance with our specifica¬ 
tions, at no cost to us. 

Bricks, sand, lime and cement of the outer brickwork. The 
best bricks will be selected for the facing of the furnace. 

The necessary refractory materials consisting of normal and 
wedge-shaped bricks, Monolite packing and the correspond¬ 
ing mortar. 

For the insulation of the furnace, bricks of diatomaceous 
earth, rock wool and the necessary diatomaceous-earth mor¬ 
tar. 

Wrought-iron anchoring bars, with T, U and angled sections, 
tightening rods, bolts and nuts, 
coke-fired Topf double-muffle furnace with blower 
including the following services and parts 

The foundations of the furnace and of the flue duct must be 
provided by the customer in accordance with our indications, 
at no cost to us. 



448 Letter from SS-Neubauleitung of KL Mauthausen to Topf dated 16 October 1941, ibid. 

449 Letter from Topf to SS-Neubauleitung of KL Mauthausen dated 1st November 1940. ibid. 

450 Topf Kosten-Anschlag dated 13 November 1940 for SS-Neubauleitung at Auschwitz concerning the 
second Topf coke-fired double-muffle furnace of Crematorium I. RGVA, 502-1-327, pp. 168-172. 
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2 

Bricks, sand, lime and cement of the outer brickwork. The 
best bricks will be selected for the facing of the furnace. 

The necessary refractory materials consisting of normal and 
wedge-shaped bricks, monolite tamping mass and the corre¬ 
sponding mortar. 

For the insulation of the furnace, bricks of diatomaceous 
earth, rock wool and the necessary diatomaceous-earth mor¬ 
tar. 

Wrought-iron anchoring bars, with T, U and angled sections, 
tightening rods, bolts and nuts. 

Cast- and wrought-iron fittings such as: 

Cast-iron introduction doors with cast-iron frames. The 


6 

doors will have monolite cladding on the inside. 

Cast-iron closures for the air channels. 


4 

Cast-iron ash-extraction doors. 


2 

Cast iron loading doors for the gasifiers. 


2 

Wrought-iron ash receptacles. 


2 

Wrought-iron frames for the flue-duct dampers, lined with 


2 

Monolite, including pulleys, cables and counterweights, the 
necessary stokers. 

Cast-iron hearth covers. 


2 

Horizontal grates. 


1 

Blower device consisting of a blower with its 3-phase directly 


1 

coupled 1.5 hp motor and the necessary piping. 

Installation of the furnace 

Presence of a builder for the construction of the furnace, in¬ 
cluding travel expenses, daily rates as well as social security 
contributions. 

Corpse-introduction system, wrought iron, consisting of a 



mobile wrought iron cart with the necessary rails. 

Free delivery to Auschwitz/Upper Silesia 

Price of the furnace: 

RM 7,753 


Weight for Kennziffer: 2,600 kg of iron. 

During construction, our builder must be supplied with two 
assistants at no cost to us. ” 



Beside the offer dated 6 January 1941, we have three more estimates for the coke- 
fired double-muffle furnace sent by Topf to Mauthausen, dated 1st November 
1940, 30 April and 31st October 1941 (documents 194-196) which differ only in 
the price and the weight of the metal parts. 

Document 197, translated here, lists the elements of the second cremation fur¬ 
nace for KL Auschwitz, shipped by Topf on 17 January 1941: 451 


451 Bill of lading from Topf to the SS-Neubauleitung at Auschwitz dated 17 January 1941 concerning 
parts for the secondo coke-fired Topf duble muffle furnace for Crematorium I. RGVA, 502-1-327, pp. 
201-203. 
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ID 

# 

Packing 

Type 

No. of 
Pieces 

Description 

Weight 

in kg 

net 

gross 





Parts for double-muffle furnace 



22293 

6 

loose 

6 

U-bars NP 12, each 1,950 mm long 




4 

(( 

4 

1-bars NP 12, each 1,950 mm long 




2 

(( 

2 

Angle bars 50/5, each 2,780 mm long 




2 

(( 

2 

Dto. each 2,400 mm long 




4 

a 

4 

Dto. each 1,070 mm long 




4 

a 

4 

Dto. 80/8, each 1,070 mm long 




4 

66 

4 

Dto., 40/4, each 1,232 mm long 




4 

6 6 

4 

Dto., 60/6, each 800 mm long 




2 

6 6 

2 

Flat bars 100/10 mm with 4 rollers 




2 

6 6 

2 

Introduction doors 600/600 mm clear 







space 




2 

6 6 

2 

Hearth doors 280/350 mm 




14 

6 6 

14 

Anchoring bolts 019 mm 




2 

6 6 

2 

Hearth doors 280/350 mm 




2 

6 6 

2 

Angle bars 80/8, length each 1,650 mm 




1 

6 6 

1 

T-bars, 80/80, length 1,650 mm 




1 

6 6 

1 

Flat bar 50/8, length 2,500 mm 







[p. 2, cont’d.] also 




2 

6 6 

2 

Flue-gas dampers 350/600 mm 




2 

6 6 

2 

Housing for latter 




6 

6 6 

6 

Air-channel closures 108/128 mm 




2 

6 6 

2 

Ash receptacles 350/320 mm 




2 

6 6 

2 

Stokers, length circa 3,000 mm 




30 

6 6 

30 

Square bars 40/40 each 630 mm long 

l 2,036 

2,036 


34 

6 6 

34 

Dto., each 740 mm long 




1 

6 6 

1 

Tubing 120/124 mm 




1 

6 6 

1 

Boiling tube 82/89 0, length 1,560 mm 




1 

6 6 

1 

Dto. length 1,660 mm 




2 

6 6 

2 

Loading-shaft closures 




10 

6 6 

10 

Rails 50/50/5 with anchors 




1 

box (?) 

2 

Asbestos panels 5 mm thick 

10.5 

14 


13 

paper bags 

rock wool 


500 



2 

6 6 

Monolite 





1 

cloth bag 

Monolite 

117 

117 


22515 

10 

loose 

10 

Fireclay bricks, 560 mm long 

460 

460 

22469 

1 

6 6 

1 

Blower 120/300 with electric motor SO 

90 

90 





37/2, 5,5 hp 




1 

box 

4 

Lag bolts 3/8 x 150 mm 

0.5 

81 




1 

3-way switch, star type 

4 


22293 



4 

Fireclay bricks for fire door 

48 





1 

Metal cable 010 mm, length 10 m 

3.5 





4 

Grommet thimbles, 8 blocking devices 

1.5 






Various bolts and spacers 

8 






Subtotal 


3,181 



box 

8 

Lag bolts 3/4 ” length 250 mm 

5 





4 

Lag bolts 3/8” length 100 mm 

0.5 


98265 



4 

Cable rollers 150/125 0 

6.5 


20809 

1 

box 

1 

Complete engraving device 


12 





Total weight 


3,193 
















C. Mattogno, F. Deana, The Cremation Furnaces of Auschwitz 


255 


The second furnace included, moreover, a case of custom-shaped refractory 
bricks (305 by 250 by 60 mm, net weight 16.5 kg) which Topf shipped on 20 
December 1940, 452 50 bags of mortar mixture shipped a day later 453 as well as 
two cement counter-weights with eyelet holes which went out on 21 January 
1942, 454 similar to those shown in Photo 172 which were used to manipulate the 
dampers of the flue duct. 

The cost estimate of the third furnace, dated 25 September 1941 (Document 
198) is practically the same as the one dated 13 November 1940 concerning the 
second furnace; the only differences are the price (7,332 instead of 7,753 RM), 
the weight of the metal parts (2,870 instead of 2,100 kg) and the mention of a 
rotatable platform ( Drehscheibe ). 

The bill of lading of 21 October 1941 (Document 199), translated here, refers 
also to the third furnace: 455 


ID 

# 

Packing 

Type 

No. of 
Pieces 

Description 

[Weight] 

41/1980/1 



Parts for TOPF coke-fired double-muffle 






incineration furnace 



23131 

2 

loose 

2 

Angle bars 90/9, length 2,000 mm 

62 

62 


4 

(( 

4 

“ 80/8, length 1,235 mm 

47 

47 


2 

a 

2 

Introduction doors 600/600 mm 

425 

425 


4 

(( 

4 

Angle bars 50/5, length 1,235 mm 

19 

19 


2 

tt 

2 

Hearth doors 280/350 mm 

90 

90 


1 

(( 

1 

Angle bar 50/5, length 2,330 mm 

8.5 

8.5 


6 

a 

6 

Air-channel closures108/126 mm 

50 

50 


1 

a 

2 

Angle bars 60/6, length 1,945 mm riveted 

24.5 

24.5 


13 

tt 

13 

Anchoring rods 016 mm 

55 

55 


4 

tt 

4 

I-bars NP 12, length 2,000 mm 

90 

90 


6 

a 

6 

Angle bars 50/5, length 824 mm 

18 

18 


2 

tt 

2 

Angle bars 90/9, length 2,000 mm 

56 

56 


2 

(( 

2 

Angle bars 50/5, length 1,130 mm 

8 

8 


1 

tt 

1 

Flat bars 70/10, length 2,520 mm 

13 

13 


2 

(( 

2 

Angle bars 80/8, length 1,600 mm 

30 

30 


2 

tt 

2 

Dto. 

30.5 

30.5 


4 

(( 

4 

Dto. 50/5, length 1,235 mm 

19.5 

19.5 


2 

a 

2 

Hearth doors 280/350 mm 

90 

90 


1 

tt 

1 

Flat bars 70/10, length 2,520 mm 

13 

13 


4 

a 

4 

Flat bars 80/8, actual length 790 mm 

19 

19 


2 

tt 

2 

Loading-shaft closures 270/340 mm 

126 

126 





clear space 







Subtotal 


1,294 


2 

(( 

2 

Flat bars 70/10, length 770 mm 

8 

8 


2 

a 

2 

Flat bar holders with 2 cable rollers 

27 

27 


2 

tt 

2 

Frame for flue-channel dampers 

19 

19 


2 

(( 

2 

Housings for flue-channel dampers 

34 

34 


2 

tt 

2 

counterweights 0240 mm 

72 

72 


452 RGVA, 502-1-327, p. 205. 

453 RGVA, 502-1-327. 

454 RGVA, 502-1-327, p. 200. 

455 Topf Versandanzeige dated 21 October 1941 to SS-Neubauleitung at Auschwitz. RGVA, 502-1-312, 
pp. 104f. 
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2 

(( 

2 

Ash receptacles 

12 

12 


2 

(( 

2 

Stokers 

12 

12 


30 

i( 

30 

Square bars 40/40, length 630 mm 

255 

255 


4 

a 

4 

Square bars 40/40, length 740 mm 

37 

37 


3 

a 

3 

Sheet metal tubing 0120 mm 

46 

46 


10 

(( 

10 

Fireclay grate blocks K 6 length 650 mm 

440 

440 

23133 

10 

a 

10 

Rails for introduction cart 

83 

83 


1 

(( 

1 

Mobile cart 

100 

100 


1 

(( 

1 

Introduction cart with discharge device 

303 

303 


6 

(( 

6 

counterweights 300/190/210 mm 

264 

264 

23238 

1 

a 

1 

Blower 120/300 with 3-phase 1.5 hp mo- 

50 

50 





tor 



27410 

10 

a 

10 

Fireclay grate blocks K 6a, length 650 

440 

440 





mm 



23131 

1 

a 

1 

I-barNP 12, length 2,000 mm 

22.5 

22.5 

23131 

1 

case 

2 

Company name plates 

0.1 

0.1 




10 

Lin. meters of cable 010 mm with grom¬ 
met thimbles and blocking device 

5 






Various bolts 

16 

3,548.5 


The final invoice (, Schluss-Rechnung ) for the third furnace (Document 200) not 
only listed the parts supplied by Topf to the Central Construction Office, but also 
showed the progress payments made by the office of Bauinspektion der Waffen- 
SS und Polizei Reich “Ost” and the credit granted by the company on 13 July 
1942. In accordance with normal practice, the invoice has the date of the preced¬ 
ing partial invoice ( Teil-Rechnung ), dated 16 December 1941, but was itself es¬ 
tablished in early June of 1942: 456 


# 

Object 



concerning: 

Supply and erection of a Topf coke-fired double-muffle incin¬ 
eration furnace without foundations or smoke channel, viz: 
Supply of bricks and mortar materials for the brick mantle, 
the necessary fireclay materials, mono life tamping mass, 
bricks of diatomaceous earth, diatomaceous mortar and slag 
wool for the insulation of the furnace, wrought-iron anchor¬ 
ing, cast- and wrought-iron doors, as well as compressed-air 
unit consisting of compressed air blower with 3-phase motor 
and the necessary piping. 

Delegation of a builder including his travel expenses, daily 
rates and social-security contributions for the construction of 
the furnace. 

Supply of wrought-iron corpse-introduction device consisting 
of coffin introduction cart, shoving cart, rails and rotary 
plate. 



456 Topf Schluss-Rechnung of July 1942 backdated to 16 December 1941 concerning the third Topf 
coke-fired double-muffle furnace for Crematorium I at Auschwitz. RGVA, 502-2-23, pp. 261-261a. 
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In other respects in accordance with our cost estimate of 25 
September 1941 and our order confirmation of 25 September 

7,332 


1941. 

Cost of transportation for the steel parts loaded at Erfurt as 
per freight bill of 21 October 1941 

186.10 


-payment on account of 31 January 1942 

7,518.10 

3,650.- 


- credit for rotatable platform not supplied 

3,868.10 

82.- 


Our order no. 41 D1980 

Our invoice no. 2363 

To: Reichsfuhrer-SS 
and head of German police 

Hauptamt Haushalt und Bauten 

KL Auschwitz, Upper Silesia. 

3,786.10 


The elements of the Mauthausen furnace are likewise listed in the Topf bill of 
lading of 12 January 1943 (Document 201, not translated) which we shall discuss 
later. 

The design of the coke-fired double-muffle furnace is shown in Topf drawing 
D57253, dated 10 June 1940, which refers to the first furnace set up in the Ausch¬ 
witz crematorium (Document 202). The description which follows is based on 
this drawing and on the examination of the Mauthausen furnace, as well as on the 
documents concerning the double-muffle cremation furnace, Auschwitz type, 
presented in this chapter. The numbers in parentheses refer to Documents 202 a 
to e. 

The furnace (photo 51) is enclosed in a solid outer brick structure by means 
of a number of anchoring bars ( Verankerungs-Eisen ) consisting of bars having a 
T-section (no. 1) a U-section (no. la) and an angled section (no. lb; T-, U- und 
Winkeleisen ), anchoring rods {Anker), bolts and nuts. 

The dimensions of the Mauthausen furnace are practically identical to those 
shown in drawing D57253, which correspond to the dimensions of the anchor 
bars, as shown in the following table: 



Mauthausen furnace 

Drawing D57253 

Anchor bars 

Height 

1,860 mm 

1,850 mm 

1,950 mm 

Width 

2,520 mm 

2,500 mm 

2,500 mm 

Length (w/o gasifiers) 

2,800 mm 

2,780 mm 

2,780 mm 

Length (with gasifiers) 

3,430 mm 

3,380 mm 


Surface area (w/o gasifiers) 

25 m 2 



Surface area of gasifiers 

7 nr 



Surface area, total 

32 nr 




The furnace is equipped with two incineration chambers (Einascherungskammer) 
or muffles (no. 2; Photos 52-56), each of which has the following dimensions: 
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Height: 700 mm 

Width: 700 mm 

Length: 2,000 mm 

Surface area (w/o grate): 4.5 m 2 

Volume (including ash chamber): 1.4 m 3 


The lateral walls of the muffles possess four rectangular openings (photos 52-54) 
linked to two air-supply channels ( Luftkandle\ Photo 57) which run through the 
sidewalls of the furnace parallel to the muffles and open up as two air-intake vents 
(Lufteintritte ) closed by two movable cast-iron doors ( Luftkanalverschliisse ), 108 
by 128 mm in size, next to the corpse-introduction doors of the muffles (Photos 
58f.). These channels allow feeding secondary combustion air to the muffles. 

At the apex of the vaults of both muffles, in line with the longitudinal axis, we 
have the openings of four tubes (Photos 60f.) connected to the blower ducts 
(Druckluftleitung) coming from the blower itself ( Druckluftgeblase ). The func¬ 
tion of this device is to feed combustion air to the muffle, especially if a coffin is 
used. 

The two inner sidewalls of the muffles have three rectangular openings (no. 
3; Photos 62-65) some 210 mm x 270 mm in size. The thickness of the refractory 
brickwork is 260 mm. These openings are to ensure the heat exchange between 
the two muffles. 

At the front (Photos 66), the muffles are closed by two cast iron corpse intro¬ 
duction doors ( Einfiihrturen or Einfuhrungsturen) 600 mm x 600 mm, opening 
to the outside. These doors are lined on the inside with refractory (Photo 67). In 
the center of the lower portion of the doors there is an air-feed hole closed on the 
outside of the door by means of a cast-iron lid of standard type, which, however, 
has in its center a round inspection hatch ( Schauluke ), 45 mm in diameter (Photos 
67f.). At the rear the muffles are closed by the refractory brickwork (Photo 65). 

The floor of the muffle was constituted by a horizontal grate made of fireclay 
(, Schamotterost ; no. 5) consisting of five transverse fireclay bars (Schamot- 
teroststeine ; no. 6; Photos 52-54) on which the corpse would be placed. 

Underneath each grate, there was an inclined and V-shaped ash floor 
(Aschenschrcige; no. 7) which ended in a narrower (340 mm) combustion cham¬ 
ber (no. 8; Photo 72) where the post-combustion (. Nachverbrennung ) of the 
corpse parts which had dropped through the grate took place. The front portion 
of the post-combustion chamber acted as an ash receptacle ( Aschenraum ; Photos 
69-71). The embers was extracted by means of dedicated scrapers (Kratzer) 
through the cast iron ash removal ports (Ascheentnahmeture n; no. 9), 280 mm x 
350 mm in size, positioned at the front of the furnace below the doors of the 
muffles (Photos 69-71). On the sidewalls of the two post-combustion chambers, 
towards the front of the furnace, were two rectangular outlets (no. 10) through 
which the discharge gases passed on into the two lateral flue-gas ducts 
(.Rauchkanale ; no. 11) below ground. In the Mauthausen furnace, the ash cham¬ 
bers of the two muffles were linked by a large opening in the central wall (Photo 
72), whereas at Auschwitz the combustion chambers were separate. 
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The flue-gas ducts have a cross-section of 350 mm x 600 mm and each one 
could be closed by a damper set into the duct ( Rauchkanalschieber ; no. 12), made 
of refractory material and measuring 350 mm x 600 mm as well, running verti¬ 
cally in a wrought-iron frame (Rauchkanalschieberrahmen) and operated by 
means of a cable ( Drahtseil) and rollers (Seilrollen). The rollers were welded to 
an anchoring bar which appears on Photos lOOf. 

Before reaching the chimney (, Schornstein ; no. 13a), the two flue ducts come 
together in a single duct which can be closed by means of the main damper of the 
flue duct {Hauptkanalschieber\ no. 13) which operates like the secondary damp¬ 
ers. 

On each of the sidewalls of the furnace we have an air-entry port ( Lufteintritt ) 
closed by means of a cast-iron cover of normal type, which can be raised (Photos 
73f.); these openings are linked to two air channels each which let out as two 
small rectangular openings on the external sidewalls of the post-combustion 
chambers (Photo 72) and are used to feed combustion air into these chambers. On 
the left side of the furnace one can see a portion of the compressed-air conduit 
(Druck luftleitung; no. 14; Photos 75f.) which was originally connected to the 
blower ( Druckluftanlage; no. 15) located below, at the point where the floor has 
no tiles. 

The rear wall of the furnace sports a service pit (, Schacht ; no. 16; Photo 77) 
whose dimensions are 2,610 mm (width) x 1 ? 540 mm (length) x 950 mm (height). 
It has four steps (no. 16a) and allows access to the two gasifiers, housed in a brick 
structure (no. 17; Photos 75, 77f.), measuring 2,520 mm (width) x 630 mm 
(length) x 1 ? 430 mm (height). The corresponding dimensions of drawing D57253 
are 2,500 mm x 600 mm x 1 ? 400 mm, respectively. 

On the inclined floor of this brick structure there are the two closures ( Gener - 
atorfullturen\ no. 18; Photos 77f.) of the gasifiers’ loading shafts ( Genera - 
torschachte ; no. 18a; Photo 79). These shafts open into the generators themselves. 

The generators ( Generatoren ) are shaft-like chambers, closed below by the 
horizontal grates (. Planroste ; no. 20) of the hearths, the grates are constituted by 
eight square bars ( Vierkanteisen ) measuring 40 mm x 40 mm x 630 mm and four 
support bars ( Auftager-Eisen ) having the same section but a length of 740 mm 
(Photos 99-101). The grate itself measures 500 mm x 500 mm, or 0.250 square 
meters. The throughput capacity of the grate 457 is about 30 kg/hr of coke. 458 In 
their upper portions, towards the furnace interior, the gasifiers narrow into the 
gasifier neck ( Generatorhals ; no. 21), which opens up in the muffle below the 
bars of the grate. 

Up to the level of the flame arrestor ( Feuerbriicke; no. 22) in the neck, the 
gasifier has a volume of about 0.175 cubic meters. 

Aside from the horizontal grate (. Planrost ; no. 20), the hearth ( Feuerung ) con¬ 
sists of the hearth door ( Feuertiir :; no. 23; Photo 80) used for removing of coke 
slag and ash (hence it is also called ash-removal door - Ascheentnahmetur ), and 


457 Quantity of coke burned on the grate in one hour. 

458 For the calculation of the throughput cf. Chapter 8.3. 
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an air-feed opening ( Lufteintritt ) for the primary combustion air to the gasifier, 
equipped with a raisable standard cast-iron closure (Photo 81). 

According to the “List of materials for a Topf double-muffle incineration fur¬ 
nace” dated 23 January 1943 (Document 203) the refractory mass of the furnace 
consisted of 


800 standard fireclay bricks, type SS 
800 standard fireclay bricks, type A 
500 standard fireclay wedges, type SS 
400 standard fireclay wedges, type A 
1,400 kg of fireclay mortar 
2,500 kg Monolite packing mass. 


The insulation of the furnace was assured by 1,300 white bricks of diatomaceous 
earth (insulating bricks) and 400 kg of insulating mortar. The standard bricks 
( Normalstein ) measured 65 mm x 120 mm x 250 mm 459 giving a volume of 1,950 
cubic millimeters. The wedge or semi-wedge bricks ( Halbwolber ) measured 
66/58 mm x 120 mm x 25 mm 460 for a volume of 1,845 cubic millimeters. 

As the density of the fireclay bricks is about 1,800 kg/m 3 , the mass of the two 
types of bricks was 


1950 x 1800 
10 6 


3.51 kg and 


1845 x 1800 
10 6 


3.32 kg, respectively. 


[108] 


Hence, the mass of the furnace refractory brickwork was: 

800 x 3.51 = 2,808 kg 
800 x 3.51 = 2,808 kg 
500 x 3.32= 1,660 kg 
400 x 3,32= 1,328 kg 

8,604 kg 

To this the mass of the fireclay mortar (1,400 kg) must be added, resulting in a 
total mass of about 10,000 kilograms. The Monolite caulking mass, being located 
in the space behind the insulation, is not counted as part of the refractory brick¬ 
work. 

For the two gasifiers feeding the mobile oil-fired double-muffle furnace for 
the Gusen crematorium, 1,000 normal and wedge-type bricks were used as well 
as 500 kg of fireclay mortar (Document 169), resulting in a total weight of 
roughly 4,000 kilograms. 


459 Brockhaus ... 1958, p. 632. These dimensions also appear in the letter from R. Koehler to Zentralbau- 
leitung at Auschwitz dated 16 June 1942. RGVA, 502-2-23, p. 15. 

460 Letter from Topf to SS-Bauleitung of KL Gusen dated 24 February 1943. BA, NS4 Ma/54. In Febru¬ 
ary of 1944 the sizes of the various types of refractory bricks were standardized and somewhat modi¬ 
fied: the Normalstein measured 250 mm x 123 mm x 65 mm; for the Halbwolber, there were five 
types (2 H 6, -10, -16, -26, -38) with two fixed dimensions (height =123 mm and longer side of base 
= 250 mm) and two variable ones (shorter sides of 68, 70, 73, 78, 84 and 62, 60, 57, 52 and 46 mm 
respectively). Erlduterungen zur Vereinheitlichung der Schamottesteinformate fur den Feuerungsbau , 
received by Zentralbauleitung on 17 February 1944. RGVA, 502-1-166. 
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Hence, the weight of the refractory brickwork of the double-muffle furnace 
can be split up in the following manner: 

2 muffles of 3,000 kg each = 6,000 kg 

2 gasifiers of 2,000 kg each = 4,000 kg 

10,000 kg 

The post-combustion chamber is included in the weight of the muffle. 

The Auschwitz crematorium (Photo 86) was originally designed as shown on 
the Topf drawing D57999 dated 30 November 1940 (Document 204). The second 
furnace had not yet been erected. The morgue ( Leichenhalle ) still had an re¬ 
shaped extension on the right-hand side. 

Topf drawing D59042 (25 September 1941) shows the positioning of the third 
furnace in the crematorium (Document 205). On this drawing, the extension of 
the morgue has been separated by a wall and has become a storage space for urns. 
The Central Construction Office drawing 1241 of 10 April 1942 shows the defin¬ 
itive layout of the crematorium as of that day (Document 206). On 3 July 1942 
this drawing was revised to show the location and structure of the new chimney 
(Document 207). 

It is highly likely that the crematorium ceased its operation on 19 July 1943; 
the furnaces were tom down later. After the end of World War II, the Poles rebuilt 
Furnaces 1 and 2, using the original parts which the SS had dismantled; many of 
these parts are still held in the former coal store of the crematorium (Photos 107- 
109), but some elements from the 8-muffle furnace were used as well. 

In spite of the existence of the above drawing and probable advice from for¬ 
mer detainees who had worked in the crematorium, the reconstmction was carried 
out in a rather sloppy manner. In the front portion, both the transverse anchor bars 
and the air channels next to the muffle doors are missing; moreover, the introduc¬ 
tion doors of the two furnaces have been switched from one side to the other: the 
left-hand door to the right and vice-versa (Photos 87-91; cf. Photo 51). 

In the rear portion, the brickwork of the gasifier is missing (Photos 97f.; cf. 
Photos 75, 77 and 78); the lids of the coal loading shafts are set into a smooth 
vertical wall above the grates, as in an ordinary stove, and the hearth doors were 
placed underneath the former, like ash removal doors, again as in a normal stove. 
In this manner the furnaces could not have operated. 

Due to this physical “garbling,” the two furnaces have been lengthened from 
about 2.80 to 3.40 meters. On the sides two closure devices for the air feed were 
mounted (Photo 96), the smaller one of which is original but in the wrong place 
(cf. Photos 73 and 74) whereas the larger one belonged to the 8-muffle furnace. 

The rear part of the muffles was aged artificially, presumably by burning 
wood in the muffles (Photos 92-95). 

The muffle grates consist of six shaped fireclay blocks (Photos 93-95) with 
slits of some 50 mm, which are neither in agreement with the Topf drawing 
D57253 nor with the grate bars of the Mauthausen furnace. The Topf bill of lading 
of 17 January 1941 (Document 197) mentions ten fireclay blocks for the grate 
(* Schamotte-Roststeine ) - five for each muffle - having a length of 560 mm and a 
total weight of460 kg, thus 46 kg for each block. The figures indicating the length 
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have been inverted by mistake, as can be seen from the Topf bill of lading dated 
21 October 1941, which speaks of ten fireclay blocks for the grate, Type K6, 
having a length of 650 mm (total weight 440 kg) and ten more, Type K6a, having 
the same length (and weight). Each muffle, though, required only five such 
blocks, which would indicate that the other ten were surely spares. 

In the furnaces of Crematorium I at Auschwitz there are currently six such 
blocks, which means that during the reconstruction the furnace was made longer 
than it originally was. The blocks rested on the brickwork of the post-combustion 
chamber, about 25 mm from the muffle walls, which means that the muffles were 
700 mm wide; the joints were filled with refractory mortar. This type of grate was 
not intended for a rapid cremation, because with slits of hardly 50 mm, combus¬ 
tion takes place entirely in the muffle, with only the ash itself dropping down into 
the post-combustion chamber; the initial part of a cremation taking place in the 
main combustion chamber is thereby prolonged considerably as compared to the 
time taken with grates of wider openings. 

In the foundations of the third furnace, which was not rebuilt, the remains of 
the hearth grates can still be seen (Photos 100f.). The grates consist of seven lon¬ 
gitudinal square bars (Photo 99) supported by two square bars placed transversely 
(Photo 101); the cross-section (40 mm x 40 mm) and the length of the longitudi¬ 
nal bars (630 mm), as well as that of the supporting bars (740 mm) are the same 
as indicated in Topf s bill of lading of 17 January and 21 October 1941. The first 
document mentions 34 supporting bars, but this is a mistake, as we can see from 
the second document as well as from the bill of lading dated 12 January 1943 and 
the one dated 24 February 1943 (Document 208, not translated) which have 30 
square bars 40 mm/40 mm x 630 mm and four bars 40 mm/40 mm by 740 mm 
for the gasifier grates. 

Fifteen grate bars and two supporting bars were thus shipped for each gasifier. 
The original grates which are still visible and the respective width of the gasifier 
necks (some 50 cm) exclude the possibility that the fifteen bars for each one of 
the hearths were mounted all at the same time. The left-hand grate of the third 
furnace has seven bars, but one has been removed; we may hence rightly assume 
that the grates initially consisted of 8 bars. 

The discharge-gas system is shown in Topf drawing D57253 for the first fur¬ 
nace (Document 202; in particular Documents 202a, 202b, and 202d), and 
D59042 for the third (Document 205). At the Auschwitz crematorium, the outlets 
of two smoke ducts are still visible in the foundations of the latter furnace (Photo 
102 ). 

Each furnace had its dedicated blower device (Druckluftanlage\ for the first 
furnace cf. Document 202b, no. 15) consisting of the blower itself ( Druckluft - 
geblase ; no. 15a), driven by a directly mounted 3-phase electric engine of 1.5 hp 
(no. 15b), and the air conduits (Druckluftleitung or Rohrleitung; no. 14). Structure 
and operation of the blowers will be discussed in the next section. 

For the first and the third furnace, the blower is shown in drawings D57253 
and D59042, respectively, and for the second furnace it is mentioned in the quo¬ 
tation of 13 November 1940 (Document 193). 
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Originally, the chimney (, Schornstein ; Document 202e, no. 13a) had a square 
cross-section, 500 mm x 500 mm. The draft enhancer (, Saugzug-Anlage ; Docu¬ 
ment 202e, no. 13b), which had an output of about 4,000 m 3 /hr of spent gas, con¬ 
sisted of a blower (, Saugzug-Geblase ; no. 13d) driven by a directly mounted 3- 
phase 3 hp electric motor (no. 13c) and a rotary vane (, Drehklappe ) separating the 
intake chamber from the compression chamber. The operation of this device is 
explained in Topf s service instructions (Document 209): 461 

“ Operating instructions for the Topf draft enhancer. 

If the draft of the furnace is insufficient, the draft enhancer mounted on the 
chimney must be started up. 

Care must be taken to start the motor first, and only then the damper in the 
chimney may be closed. The water supply for the water-cooled bearing must run 
at once. 

After the end of the incineration, the rotary vane in the chimney must be 
opened first, before the motor and the cooling water are stopped. 

Furthermore, it is necessary to make sure that there is always enough water 
in the tank. ” 

Topf s cost estimate of 13 November 1940 does not speak of a draft enhancer. 
The explanation is provided by Topf s letter of transmittal in which we can 
read: 462 

“As we assume that this furnace will be connected to the same chimney of the 
present crematorium, the purchase of a further draft enhancer is not necessary as 
[the existing one] can be used in alternation for both furnaces. It is also possible 
to operate both furnaces [simultaneously] with this device. ” 

The draft enhancer is not mentioned either in Topf s bill of lading of 21 October 
1941, nor in the final invoice for the third furnace because this furnace was con¬ 
nected to the existing device as well; this is confirmed by drawing D59042 show¬ 
ing only one draft enhancer upstream of the chimney. 

As we have seen in Chapter 6, between June and August of 1942 the chimney 
of the crematorium was taken down and replaced by another. The new chimney, 
displaced some 10 meters along the axis of the old one, had a square cross-section 
0.90 m x 0.90 m and was 15 m high (Document 178). The three double-muffle 
furnaces of the crematorium were linked to it by means of two flue ducts, 0.70 m 
x 0.80 m, which had a refractory lining 12 cm thick. The duct in line with the old 
chimney, having a length of 12.20 m, was used for Furnaces 1 and 2, the trans¬ 
verse one, 7.375 m long, for the third furnace (Document 179). 

The loading system of the muffles themselves consisted of a corpse-introduc¬ 
tion device ( Leicheneinfuhrungs-Vorrichtung ) having a coffin loading cart (, Sar - 
geinfuhrungswagen) moving on rails (Laufschienen; Document 202b, no. 24) and 
a semi-cylindrical cart ( Verschiebewagen ) running above it. These devices are 
still visible in the Auschwitz crematorium (Photo 87). Their operation can be de¬ 
scribed in the following manner: 


461 Topf, Betriebsvorschrift iiber die “Topf’-Saugzuganlage. 26 September 1941. APMO, BW 11/1, p. 
2 . 

462 RGVA, 502-1-327, p. 166. 
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In front of each one of the three furnaces are two rails set into the floor for 
moving the carts; perpendicular to these rails are connected two wider rails which 
carry a rotatable platform ( Drehscheibe ) mounted on a flat cart (Document 205a, 
no. 25 and 26, and Photos 105f.). This platform enabled the carts to be moved 
from one set of rails to the other. 

In the ceiling of the furnace hall of the Auschwitz crematorium, above the first 
and the second furnace, we have two ventilation shafts (Photo 103) opening up 
into two small chimneys (Photo 104) on the flat roof of the crematorium. 

The crematorium chimney shown in Photo 86 was rebuilt by the Poles after 
the war. The administration of the Auschwitz Museum has attached a commem¬ 
orative plaque to the wall next to the second furnace, bearing an inscription of 4 
lines, stating: 463 

“Crematorium I operated between 1940 and July 1941. About 70,000 corpses 
of detainees gassed, shot, and murdered while working or who died in the camp 
were cremated here. ” 

The operation of the double-muffle furnace is explained in Topf s operating in¬ 
structions (Document 210). For the sake of clarity, I have added comments and 
references to the photos and other documents concerning the furnace in brackets 
[...]. Words in normal parentheses (...) appear also in the original text. 464 

“ Operating instructions for the coke-fired Topf double-muffle incineration 

furnace. 

Before any coke is fed to the two coke generators [Photo 78, through the two 
loading shafts, Photo 79], both flue-duct dampers [Documents 202b & 202d] on 
the furnace must be opened, as well as the main flue-duct damper [Document 
202e, no. 13] and/or the rotating vane [of the draft enhancer] on the chimney. 

Now fire can be lit and maintained in the two generators; care must be taken 
to make sure that the secondary covers to the right and left of the ash-removal 
doors [Photos 78 and 81] (coke generator) are open. 

Once the incineration chamber shows a satisfactory red glow (about 800°C), 
the corpses can be introduced successively into the two chambers. 

At this point, it is advisable to switch on the air compressor located at the side 
of the furnace [Document 202b, no. 15] and to let it run for about 20 minutes. By 
observation, it must be decided whether too much or too little fresh air enters the 
two chambers. 

Control of the air flow is effected by means of the rotary vane located in the 
air duct. Furthermore, the air-entry ports to the right and left of the introduction 
doors [Photos 58 and 59] must be half open. 

As soon as the corpse parts have dropped from the fireclay grate [Photo 52] 
onto the inclined ash-plane below [into the post-combustion chamber, Photo 72], 
they must be moved forward towards the ash-removal door [Photo 71] by means 
of the scraper. These parts may remain here for another 20 minutes for post-com¬ 
bustion. Then the ash is transferred into the ash container and set aside for cool¬ 
ing. 

In the meantime, new corpses will be introduced successively in the chambers. 


463 The brickwork of the furnaces could last for some 16,000 cremations. Cf. Mattogno 2010, pp. 273- 
275. 

464 APMO, BW 11/1, p. 3. 
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The two generators must be loaded with fuel from time to time. Each night the 
generator grate must be freed of coke slag and the ash must be removed. 

It is important, furthermore, that after the end of the operation as soon as the 
generator has burned itself out and embers are no longer present , all air dampers 
and doors [of the ash chambers, the gasifiers’ loading shafts, of the muffles’ ash 
chambers, and of the introduction doors], as well as the flue-duct dampers, must 
be closed in order to avoid cooling of the furnace. 

After each incineration, the furnace temperature will increase. Therefore, care 
must be taken not to let the internal temperature exceed 1100°C (white hot). 

This temperature increase can be avoided by feeding air. 

26 September 1941” (Emphasis in original) 

7.2. The Coke-Fired Triple-Muffle Furnace 

The Topf Co. built a total of 14 triple-muffle furnaces: 10 for the Birkenau 
Crematoria II and III, 2 for the Buchenwald crematorium and 2 for the cremato¬ 
rium at Gross-Rosen. Practically nothing is known about the furnaces for the last 
camp. In 1948, the Soviet counterespionage service (SMERSH) was in posses¬ 
sion of the documentation of a project, elaborated by Topf in 1941, for the crem¬ 
atorium of Gross-Rosen, which did, in fact, concern triple-muffle two furnaces. 
Their installation was confirmed by engineer Prufer. 465 In his interrogation of 21 
March 1946, he declared to have designed the triple-muffle furnace together with 
Ludwig Topf as early as 1939. The respective projects had then been submitted 
to the War Ministry and were accepted by the SS in 1940. 466 

This statement is, however, in disagreement with a letter dated 6 December 
1941, addressed by Prufer to the two co-directors of the firm, Ludwig and Ernst 
Wolfgang Topf, in which he states that he had designed the furnaces with 3 and 
8 muffles himself, essentially in his spare time. 467 However, no documentary 
trace dated earlier than the end of 1941 exists for these two furnace types; hence, 
they were most likely designed at that time (1941). 

On 22 October 1941, the New Construction Office at Auschwitz ordered from 
Topf “5 Topf triple-muffle furnaces with blower,” as well as “2 Topf draft en¬ 
hancers for about 10,000 m 3 of exhaust gas each” and “1 refuse incinerator” 468 
for the new crematorium which at that time the Auschwitz authorities were plan¬ 
ning for the Auschwitz main camp. 

In the “Explanatory note for the preliminary project for the new construction 
of the Waffen-SS PoW camp at Auschwitz, Upper Silesia,” dated 30 October 
1941, one reads: 469 


465 Interrogation of engineer Kurt Prufer by Soviet SMERSCH interrogators on 9 March 1948. FSBRF, 
N-19262, p. 183. 

466 Interrogation of Kurt Prufer by Soviet SMERSCH interogators onl5 March 1946. FSBRF, N-19262, 
pp. 4If. 

467 Letter from Kurt Prufer to Ludwig and Ernst Wolfgang Topf dated 6 December 1941. APMO, BW 
30/46, p. 6. 

468 RGVA, 502-1-313, pp. 36-37 and APMO, BW 30/27, p.27 and BW 30/34, p. 116. 

469 Erlduterungsbericht zum Vorentwurffur den Neubau des Konzentrationslagers der Waffen-SS , 
Auschwitz O/S. RGVA, 502-1-233, p. 20; cf. Document 211. 
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“On account of the considerable quartering (125,000 prisoners) a cremato¬ 
rium will be built. It contains 5 furnaces with 3 muffles each for two men, and will 
thus allow incinerating 60 men in one hour. Furthermore, a corpse cellar as well 
as a refuse incinerator will be installed. The crematorium will be erected within 
the area of the K.L. ” 

The furnaces mentioned in this report were of a design different from the ones 
which were later built. They were, in fact, conceived to accommodate two corpses 
in each muffle and would thus have required appropriate muffles and generators. 
We can gather this from p. 6 of the explanatory note where the cost estimate for 
the five triple-muffle furnaces is mentioned as being 60,000 RM (Document 212), 
whereas the Topf estimate for the five triple-muffle furnaces actually built in 
Crematorium II at Birkenau not only has a much lower price (51,237 RM, includ¬ 
ing the two coffin-loading devices and the three draft enhancers), but also shows 
a later date (4 November 1941). In addition, the operating instructions supplied 
by Topf to the Auschwitz Central Construction Office specify that the corpses be 
loaded 66 hintereinander ” (Document 227), i.e. successively. This means that the 
furnace was not designed for the simultaneous incineration of two corpses in one 
muffle. 

According to Pressac, the first two triple-muffle furnaces built by Topf were 
started up in the Buchenwald crematorium on 23 August and 3 October 1942, 
respectively (Pressac 1993, pp. 116f.; 1994, pp. 130f.). 

The parts for the five triple-muffle furnaces at Crematorium II are listed in the 
Topf bills of lading of 16 April 470 and 18 June 1942. 471 The shipment of 16 April 
included also several parts of the double-muffle furnace at Mauthausen - shipped 
to Auschwitz by mistake and with an erroneous reference to the order for the third 
furnace at the crematorium of the main camp ( Auftrag 41/1980/1 ) - and with the 
blower for this crematorium ( Auftrag 41 D 314). 

The shipment of 18 June included some parts for the refuse incinerator 
(Miillverbrennungsofen ) of Crematorium II. 

The main elements of the five triple-muffle furnaces listed in the two above 
documents are the following: 

Parts for the Topf triple-muffle furnace 

- 15 Einfuhrungsturen (introduction doors) 600 x 600 mm, 10 right-handed and 
5 left-handed 

- 30 Feuertiiren (closures for the hearths and the ash chambers) 280 x 350 mm 
and 2 of 250 x 250 mm 

- 56 Luftkanalverschliisse (closures for air channels) 108 x 128 mm 

- 10 Filllschachtverschlusse (closures for loading shafts for the gasifiers) 270 x 
340 mm 

- 6 Rauchkanalschieber (flue-duct dampers) 600 x 700 mm 

- 5 Geblase (blowers) Nr. 275, 472 2 clockwise and 3 counter-clockwise 


470 RGVA, 502-1-313, pp.167-170. Topf, Versandanzeige, 16 April 1942; Document 213. 

471 RGVA, 502-1-313, pp.l65f. Topf, Versandanzeige, 18 June 1942; Document 214. 

472 The number of the blower corresponded to the diameter (in mm) of the tube on the pressure/suction 
side. 
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Parts for the flue ducts and the chimney 

- 5 Fuchseinsteigeschachtverschliisse (access ports for the flue ducts) 450 x 510 
mm 

- 1 Reinigungstur (cleaning door for chimney) 390 x 510 mm 

- 3 Rauchkanalschieber (flue-duct dampers) 1200 x 800 mm 

- 3 Schieberplatten (damper plates) 1250 x 840 mm 

- 3 Geblase (blowers) Nr. 625. 

The bill of lading of 16 April 1942 mentions, moreover, a “zweifliigelige Feuer- 
tilr ” (double door for hearth) 600 mm x 600 mm which surely belonged to the 
refuse incinerator. 

The two above lists contain more shipment errors: the air-channel closures for 
the five furnaces numbered not 56 but 55, or eleven for each furnace, placed at 
the following points: one placed on the introduction door of the muffle (i.e. 3 per 
furnace), two placed next to the introduction door of the right-hand muffle and 
two for the left-hand muffle, as well as two behind the central muffle (i.e. six per 
furnace), and one on the closure of each gasifier hearth (i.e. two in total). Further¬ 
more, the two Feuerturen 250 mm x 250 mm did not belong to the triple-muffle 
furnaces and, finally, neither one of the advices has the grate bars for the hearths 
or the grate bars for the muffles. 

Topf s overall supply for the five triple-muffle furnaces at Crematorium II is 
detailed on the final invoice dated 27 January 1943 (Document 215) translated 
below: 473 


Object 

Amount 

BW 30 = Crematorium II 

RM 

41 D 2249 


Construction of 5 pcs. triple-muffle incineration furnaces, viz.: 

Supply of normal, wedge-type and special fireclay bricks, fireclay 
mortar and Monolite packing mass for the construction of the fire-re¬ 
sistant brick structure of the furnace, of cast- and wrought-iron fit¬ 
tings for furnace and compressed-air units as per description in our 
cost estimate of 4 November 1941, item I. 

Delegation of an erection supervisor for furnace construction, in¬ 
cluding daily rates, travelling expenses and social-security contribu¬ 
tions. Transportation of building materials to Erfurt station @ 

6,378.- 

Supply of 2 coffin-introduction devices each consisting of a coffin-in¬ 
troduction cart, shoving cart, and rail system for 5 incineration fur- 

31,890.- 

naces 

1,780.- 

Subtotal 

33,670.- 

Supply of: 

10,000 normal refractory bricks, Seger Cone 30 

3,000 wedge-type refractory bricks, Seger Cone 30 

7,000 kg of mortar M2 
and 



473 Topf, Schluss-RechnungNr. 69 dated 27 January 1943. RGVA, 502-2-26, pp.230-230a. 
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Delegation of our technician for construction of smoke installation 
Supply of 3 Topf draft enhancers in suction, each consisting of 

1 blower in suction for an output of40,000 m 3 of smoke gases against 
a total pressure of 30 mm water column with 2 suction fittings, 
mounted, and 1 pressure fitting, 

1 smoke-channel-blocking damper 0.9 by 1.2 m, with air-tight guide, 
rollers cable and hand crank, 

4,045.- 

1 380 Volt 50 c/s 3-phase motor, spray protected, nominal output 15 
hp with slip-ring rotor, full-load starter and buffered-bolt clutch, 
Delegation of our technician for installation @ 3,016.— each 
Construction of a refuse incinerator, viz: 

Supply of normal, wedge-type and shaped fireclay bricks, fireclay 
mortar, Monolite packing mass, bricks of diatomaceous earth, insu¬ 
lating mortar and rock wool for erection and insulation offire-re¬ 
sistant furnace brickwork, cast- and wrought-iron fittings, wrought- 
iron loading box, and smoke-channel damper, 

Delegation of our erection supervisor for construction work. Delega- 

9,048.- 

tion of an engineer for start-up, as per our cost estimate of 4 Novem¬ 
ber 1941 and our letter of 4 November 1941. 

4,474.- 


51,237.- 

Reference: order of 22 November 1941 of Reichsfuhrer-SS, Hauptamt 
Haushalt und Bauten - New Construction Office KL Auschwitz, or¬ 
der number 215/41 Ho. 

Credit for 3 draft enhancers in suction of 16 April 1943 

3,705.- 


47,532.- 


The final invoice for the 5 triple-muffle furnaces at Crematorium III (Document 
216) is dated 27 May 1943 and is translated below: 474 


Object 

BW30a = Crematorium III 



42 D 1454 

Construction of 5 pcs. triple-muffle furnaces, viz.: 

Supply of normal, wedge-type and shaped fireclay bricks and 
fire resistant tamping mass for construction of fire-resistant 
furnace brickwork, supply of insulating materials for furnace 
insulation. 

Supply of cast- and wrought-iron fittings for furnace and 
compressed-air unit, anchoring parts for furnace brickwork 
and one corpse-introduction device each, stretcher type, with 
their guide rollers and fixation bars, FOB Erfurt station. 
Delegation of our builder for supervision of construction, as 
per our offer of 30 September and letter of 30 September 

1942. 

Supply and installation of 3 Topf draft enhancers each with 
their 

7,830.- 

39,150.- 


474 Topf, Schluss-Rechnung Nr. 728 dated 27 May 1943. RGVA, 502-2-26, pp. 215-215a. 
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Subtotal 


39,150.- 

suction fittings, 1 pressure fitting, 1 smoke channel blocking 
damper with rollers, cable and hand-crank, 1 380 Volt 50 c/s 
3-phase ca. 15 hp nominal, with slip-ring rotor and full-load 
starter, 1 elastic-insulated buffered-bolt clutch. 

Construction of a smoke-channel system for the 5 incinera¬ 
tion furnaces, i.e. supply of necessary normal and wedge- 
type fireclay bricks and the necessary fireclay mortar 
Delegation of our builder for supervision of construction 
work on smoke channels, as per our offer of 30 September 
and our letter of 30 September 1942. 


5,504.- 



53,702.- 

Ref. your order of 26 October 1942, journal number 

16496/42/Jah/Lp. 

KL Auschwitz KGL - second crematorium. 




The description of the Topf triple-muffle furnace which follows is based on the 
documents presented in this section and on a direct investigation of the two Buch- 
enwald furnaces; it is supported by four drawings (Documents 217-220) and by 
the photos in Section V of the collection of photos. The numbers in parentheses 
refer to the above drawings. 

Three photos taken by the SS confirm that the triple-muffle furnaces set up in 
Crematoria II and III at Birkenau were of the same type as those at the Buchen- 
wald crematorium, though one of the latter was designed for use with oil as well 
(Photos 111-116). 

As far as its layout is concerned, the triple-muffle furnace consisted basically 
of a double-muffle furnace with a third muffle added in the middle, as well as 
some other technical modifications to be described below. 

The furnace itself is held in a solid brick structure by wrought-iron T, U, and 
angular anchor bars, tightening rods, bolts and nuts. Its dimensions are as follows: 


Height 2,000 mm 

Width 3,460 mm 

Length (w/o gasifiers) 2,780 mm 

Length (with gasifiers) 3,400 mm 

Surface area of the furnace 
without gasifiers 33 m 2 

Surface area of the gasifiers 10 m 2 

Overall surface area 43 m 2 


The furnace is equipped with three cremation chambers or muffles (no. 1) each 
of which has the following dimensions: 


Height 800 mm 

Width 700 mm 

Length 2,000 mm 

Surface area (w/o grate) 5 m 2 

Volume (including ash chamber) 1.5 m 3 








270 


C. Mattogno. F. Deana, The Cremation Furnaces of Auschwitz 


At the apex of the vault, arranged along the longitudinal axis, each muffle has 
four rectangular openings (no. 2; Photos 132f., 137, 139, 143, 146) 100 mm x 80 
mm, linked by means of a vertical duct to the blower (no. 3) set into the wall of 
the furnace above the muffles, lengthwise and parallel to them. These three ducts 
merge into a transverse and common duct located behind the furnace; this duct 
opens up on the outside and is connected to a blower which feeds both furnaces 
jointly (cf. below). 

The openings mentioned were used to feed combustion air into the muffle, 
especially in cases of incineration with a coffin. The side walls of the outer muf¬ 
fles had four rectangular openings (Photos 131, 140f., 147) 110 mm x 130 mm, 
linked to the two air channels which ran lengthwise through the two outer walls 
and ended in two air inlets at the front (Photos 149, 151) closed by two raisable 
cast-iron covers (Photos 148, 150, 153) of standard size (108 mm x 128 mm) and 
shape. The two air channels at the rear of the furnace turned downwards 180° and 
ran back; the four inlets mentioned were arranged in this section of the channel 
as we may deduce from the fact that the respective covers are located higher than 
the openings set into the muffle. These channels served to bring combustion air 
to the outer muffles. 

The central muffle was connected to the outer ones by three large openings of 
some 200 mm x 300 mm set into each of its side walls (no. 4; Photos 135-138). 
These outlets passed through the refractory brickwork (about 250 mm thick) on 
both sides and opened up on the inner walls of the outer muffles (Photos 134, 
140, 142, 144f.). These openings are part of the discharge system of the com¬ 
busted gases; for that reason, as opposed to the design of the double-muffle fur¬ 
nace, they are essential for the good operation of the furnace. 

The two walls separating the inner muffle from the outer ones had a thickness 
which was too small to allow it to accept a combustion-air channel similar to the 
design of the outer muffles; instead, the air channel to the central muffle was set 
into the brickwork of the rear portion of the furnace, opening at one end into the 
muffle through a rectangular opening located in the center of the rear brick wall 
of the muffle in the fourth course of bricks above the grate (Photos 135-137), and 
at the other end into a hatch (Photo 170) located in the rear wall of the furnace 
between the two gasifiers; it could be closed by means of a raisable cast-iron 
cover (Photo 168). This latter hatch is located lower than the opening into the 
muffle itself, the channel therefore is not horizontal; it bends vertically downward 
90° initially and then horizontally once again. 

The muffles are closed at the front by three cast-iron corpse-loading doors, 
600 mm x 600 mm (no. 5; Photo 127) clad with refractory on the inside (Photo 
129). In the lower central part of the doors is an air inlet, closed on the outside by 
means of a raisable standard cast-iron cover, which has at its center an inspection 
hole 45 mm in diameter covered by a round cast-iron plate held by a hinge. The 
upper part of the door sports another inspection hole, also closed by a thin metal 
plate and moveable sideways (Photos 127, 129). 
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At the rear, the muffles are closed by refractory brickwork. Their lower part 
consists of a horizontal grate (no. 6) composed of five refractory bars (no. 7; Pho¬ 
tos 122, 136, 145, 147) some 90 mm thick in their upper part, spaced some 210 
mm apart, on which the corpse would be placed. 

Below each grate was located the inclined V-shaped ash plane (no. 8; Photos 
131,140f.), which ended in a narrower combustion chamber (no. 9; Photos 156f.), 
in which the corpse parts that had dropped down between the bars burned out 
completely and which was therefore called the post-combustion chamber. The 
front part of this chamber constituted the ash chamber as such. The embers would 
be extracted by means of dedicated scrapers through the ash-removal openings 
(no. 10) located at the front of the furnace below the loading doors of the muffles. 
They then fell into the ash receptacles placed in front of the furnace on the floor 
of the furnace hall (Photo 155). 

On the sidewalls of the post-combustion chamber of the central muffle, in its 
front portion, were two large rectangular discharge openings (no. 11; Photo 156) 
through which the combusted gases flowed into two short vertical channels (no. 
12) which, in turn, led to the flue duct (no. 13) located beneath the furnace, as 
shown in Documents 219f. The flue duct connecting the furnace to the chimney 
could be closed by an appropriate fireclay vane running vertically in a frame. It 
was operated by means of a metal cable, a pulley, a manual crank, and a counter¬ 
weight. A cement counterweight with a hole can be seen in Photo 172; Photo 168 
shows the manual crank. 

At the center of the rear wall of the post-combustion chamber there is the 
opening for the secondary air channel specific to the particular muffle; this chan¬ 
nel has its inlet in the rear wall of the furnace (Photo 171), which can be closed 
by a raisable standard-type cast-iron cover, placed perpendicularly to the cover 
of the muffle’s air channel (see Photo 169). 

The post-combustion chambers of the outer muffles have solid side walls 
(Photo 157). Combustion air was fed from a channel opening up at the front of 
the furnace (Photo 152) with its standard-type raisable cast-iron cover located 
below the air inlet for combustion air to the muffle itself (Photos 148, 150, 153). 
This channel makes a 90° downward turn and then bends once again into the 
horizontal, running parallel to the post-combustion chamber to which it is con¬ 
nected by appropriate openings (in Photo 157, these openings are covered by rub¬ 
ble which has fallen into the post-combustion chamber). 

In front of the rear part of the furnace, there is a service pit (no. 14), some 880 
mm deep and having four steps (Photo 158). It allows access to the two gasifiers, 
each with its own brick housing, set behind the outer muffles (no. 15; Photos 
158f., 205); the housing is some 1,380 mm wide and 1,280 mm high up to the 
edge of the inclined plane. 

On the inclined plane, some 900 mm long, there is the cover of the gasifier’s 
loading shaft (no. 16; Photos 160-162), which has a cross-section of 270 mm x 
340 mm. This shaft opens into the upper part of the gasifier (no. 17; Photos 163f.). 

As the loading ports of the gasifiers are relatively high above the floor of the 
service pit, a metal step has been placed in front of the gasifiers at the level of the 
floor of the furnace hall (Photos 199f.). 
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The gasifier (no. 18) is a shaft-like chamber, closed below by the horizontal 
grate of the hearth (Photos 167, 174, 177) consisting of twelve square bars 40 mm 
x 40 mm x 630 mm, held by two standard bars of the same cross-section but 
having a length of 740 mm. The grate measures about 600 mm x 500 mm, or 0.3 
square meters. The throughput capacity of the grate is about 35 kg of coke per 
hour. 

At the top, towards the inside of the furnace, the gasifier narrows into a neck 
which opens up in the rear part of the post-combustion chamber (no. 19; Photos 
140-142). 

The grate constitutes the hearth which includes, besides the horizontal grate, 
the hearth’s ash-chamber door (no. 20; Photos 165, 173, 175f.), which is used for 
the removal of the ash from the ash compartment and for cleaning the grate, i.e. 
for the removal of the coke slag, as well as the channel for the combustion air to 
the gasifier, which has its inlet (Photo 166) on the outside of the furnace, next to 
the hearth door, but somewhat higher up; it can be closed by means of a standard- 
type raisable cast-iron cover (Photos 165, 173, 175f.). 

The furnace, which was also designed for use with oil firing, has two burners 
set into the rear part of the brickwork, above the gasifiers and behind the outer 
muffles (Photos 200f.). It was connected to them by means of a round opening in 
their rear part (Photos 130, 139). Above the furnace we have the cylindrical oil 
tank (Photos 114-121, 200-203) with a diameter of about 400 mm and a length of 
about 2.5 m. It is accessible by means of a metal steps welded onto the lateral 
anchoring bars of the furnace (Photo 203). The tank fed each burner through a 
flexible tube connected to a metal pipe, which itself was connected to the upper 
part of the burner (Photos 20If., 204); its lower part was connected to the com¬ 
pressed-air tube having a larger cross-section (Photo 204). 

Two blowers are located between the two furnaces (Photo 188). The front 
blower (Photos 189-191) fed into two large pipes, each of which was connected 
to the air-feed channels set into the furnace wall (Photos 188, 192f.). Each pipe 
was equipped with a throttle valve for the control of the air-flow rate (Photos 192, 
194). 

The rear blower (Photos 195-197) was connected to a pipe located above the 
gasifiers, which fed air into the burners of the furnace (Photos 197-201). 

The corpse introduction device (Leicheneinfuhrungs-Vorrichtung) consisted 
of a cart for the introduction of the coffin (Photos 181-183), running on rails 
( Laufschienen\ Photo 184), and of a semi-cylindrical cart running above it (Ver- 
schiebewagen ; Photos 182f.). At its front end the coffin-introduction cart was 
equipped with a metal stretcher some 2,700 mm long, on which the corpse was 
placed and which was introduced into the muffle (Photo 185). 

The stretcher consisted of a wrought-iron plate with two side plates welded to 
it, forming a «—< shape. The top parts of that plate (Photo 185) kept the corpse 
from falling off during the positioning of the cart, while the lower ones ran on a 
pair of wheels ( Laufrollen or Einfuhrrollen\ Photos 186f.) attached to a movable 
frame (Photos 178f.) which was itself threaded through a mounting bar ( Befes - 
tigungs-Eisen ) welded to the anchoring bars of the furnace below the muffle 
doors (Photos 117, 122). Pushing the introduction cart towards the open muffle, 
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the two lower side plates inserted themselves into the concave rims of the wheels 
(Photos 186f.), and ran along them, thus allowing the corpse to be moved easily 
into the muffle (Photo 185). 

Then the semi-cylindrical cart is pushed forward over the stretcher (Photos 
87, 89) into the muffle, until its front part touches the corpse; finally, the intro¬ 
duction cart is withdrawn, whereas the semi-cylindrical cart is held firmly in place 
within the muffle, pressing downward with the stoker attached to its rear part in 
such a way that the introduction cart below can move out of the muffle while the 
corpse slips onto the grate. The roller device can roll along laterally on the holding 
bar and is thus used for all three muffles of one furnace. 

In front of each muffle, on the floor of the furnace hall, there is a pair of rails 
for the corpse-introduction carts. These rails are connected to another pair of rails 
running the whole length of the furnace room (Photos 181, 184), up to the corpse 
elevator. The layout of the rails is similar to the arrangement used in the Ausch¬ 
witz crematorium (Photo 105). 

The style of the Buchenwald crematorium (Photos 207f.) is very similar to 
that of Crematoria II and III at Auschwitz. The crematorium has an underground 
morgue, accessible via a stairwell to the left of the chimney (Photo 208). The 
corpses were taken there by way of a slide (Photo 210) the upper end of which 
was closed by means of a trap-door (Photo 209). Opposite its lower end was an 
elevator made of metal (Photos 212-215) which went up to the furnace hall above 
(Photos 214f.). Photo 206, taken after the capture of Buchenwald in April 1945, 
shows an American soldier standing in front of the furnace. 

The design of the triple-muffle furnaces at Birkenau was essentially the same 
as that of the Buchenwald furnaces described above, with only very slight differ¬ 
ences (Photos 111, 113, 115): 

> The muffle doors did not have the upper inspection port (Photos 115 and 128). 

> The closures of the air channels for the combustion air to the muffle and to 
the outer post-combustion chambers were placed lower; from their position 
(Photo 115) one may deduce that the combustion-air channels were straight, 
i.e. they ran in the furnace wall parallel to the muffles and to the ash chambers 
without any bends. 

The way the doors opened was the same as for the Buchenwald furnaces: the door 
of the left-most muffle opened to the left, the other two to the right. Each furnace 
had its own blower, no. 275. These blowers, two counter-clockwise blowers and 
three clockwise blowers, were positioned as shown in Document 222a. 

If, as seems likely, the data contained in the invoice of 27 January 1943 (Doc¬ 
ument 215) apply to the furnaces and not to smoke ducts, then the furnaces’ re¬ 
fractory brick consisted of: 

- 10,000 normal refractory bricks, Seger Cone 30 

- 3,000 wedge-shaped refractory bricks, Seger Cone 30 

- 7,000 kg of refractory mortar 

This results in a total weight of about: 
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10,000 x 3.51 = 35,100 kg 
+ 3,000 x 3.32 = 9,960 kg 

+ _ 7,000 kg _ 

52,060 kg 

Each furnace weighed about 10,400 kg, with 6,400 kg for the three muffles and 
4,000 kg for the two gasifiers. 

In comparison with other furnace types, the triple-muffle furnace was a sim¬ 
plified device, as one can also see from its low price. The third double-muffle 
furnace for the old Auschwitz crematoria cost 7,332 RM, including the blower 
and a corpse-introduction system with the necessary rails, whereas the furnaces 
for Crematorium II ran to 6,378 RM each, including the blower. As the two in¬ 
troduction carts and the rails for five furnaces were billed at 1,780 RM, the triple- 
muffle furnace was actually cheaper than the double-muffle type, including the 
same accessories for both. Although the unit price of the furnaces at Crematorium 
III was slightly higher at 7,830 RM (without the corpse-introduction cart), it was 
still very cheap. 

The drawings shown in Documents 221 and 222 refer to Crematorium II, but 
apply also to Crematorium III, the mirror image of Crematorium II. The Birkenau 
Crematoria II and III each had a capacious furnace hall (Document 222a, no. 1) 
measuring 30 m x 11.24 meters. The five triple-muffle furnaces were arranged 
lengthwise, as shown in Photos 111, 113 & 115. In front of each muffle there 
were three pairs of rails (no. 2) connected to two rails for loading the furnaces 
(no. 3) running perpendicularly to the former towards the elevator (no. 4). These 
rails supported a rotatable disk, mounted on metal rollers, which one can just 
about make out in Photo 115; the set-up in the old crematorium at the Auschwitz 
main camp had been similar (Photo 106). 

The ruins of the furnace hall at Crematorium II (Photo 216) still show the rails 
located in front of the muffles (Photos 217f.); the traverse rails connecting them, 
on the other hand, have been removed. Only the grooves into which they were set 
are still visible (Photos 219f.), which means that the rails were probably taken out 
some time after the crematorium had ceased operating but before it was blown 
up. 

Behind the furnaces was another pair of rails for the coke supply of the gasi¬ 
fiers (no. 5); they ran parallel to the side walls of the furnace hall and right in 
front of the five gasifiers’ service pits and went as far as the coke-storage area 
(no. 6). 

A side wing of the crematorium, some 10 m xl2 m, was located next to the 
furnace hall. It was divided into two rooms by a partition. The smaller room, 
which could be reached from the furnace hall, was itself split into three rooms: 
two for the motors (nos. 7, 9) and one room for one of the three draft enhancers 
(no. 9) which were originally built for this crematorium. The other room con¬ 
tained the chimney (no. 10) as well as the other two draft enhancers (nos. Ilf.) 
and the refuse incinerator (no. 13), from which this room took its name (Miillver- 
brennungsraum\ no. 14). 
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The waste-gas-discharge system was designed as follows: The gas produced 
in the gasifiers entered the outer muffles through the gasifier neck, passed on into 
the central muffle through the six holes between the muffles, flowed into that 
muffle’s post-combustion chamber, left through the two openings in the side 
walls and then flowed on into a flue duct, which had a cross-section of 60 cm x 
70 cm and was located beneath the furnace (Documents 219f.; no. 13). Each flue 
duct had its own damper ( Rauchkanalschieber ), 60 cm x 70 cm, located at the 
furnace’s rear end, as on the H. Kori furnaces at Dachau (Photos 258f.), and run¬ 
ning vertically along the rear wall of the central muffle (Document 220; no. 14). 

The crematorium had a total of six flue ducts (Documents 223, 223a), one for 
each one of the five furnaces and one for the refuse incinerator. Each pair of ducts 
merged into a single duct, which led to one of the three smoke ducts into which 
the chimney was divided. The ducts of Furnaces 1 and 2 went into the smoke duct 
on the left, those of Furnaces 3 and 4 into the central smoke duct, and those of 
Furnace 5 as well as those of the refuse incinerator into the smoke duct on the 
right. At the flue ducts’ merging point their cross-sectional area increased from 
60 cm x 70 cm to 80 cm x 120 cm (the cross-section of each of the chimney’s 
smoke ducts) in order to compensate for the increased volumetric flow. 

Each one of these three smoke ducts was connected, through a short vertical 
shunt, to a draft enhancer as shown in Document 224a (no. 26 & 28); at the end 
of the three vertical shunts, below the corresponding blower, was a moveable 
damper plate (<Schieberplatte ; no. 27), 125 cm x 84 cm in size, which, by closing 
of the vertical duct, allowed the furnace to function under natural draft. 

The blower was of a type as shown in Photo 195, but much larger. It sucked 
in a part of the combustion gases through an appropriate opening (no. 29) and 
released them at a high flow rate into one of the chimney’s smoke ducts (no. 31), 
thus creating a strong drop in the gas pressure which then caused more gas to 
flow from the flue ducts into the smoke duct. The three blowers each had a ca¬ 
pacity of 40,000 m 3 of combustion gas at a pressure of 30 mm of water column. 
Upstream in the chimney were three dampers ( Rauchkanalschieber ), 80 x 120 
cm in size, running vertically and allowing the smoke ducts to be closed against 
the flue ducts feeding into them (no. 30). 

The chimney, which had a height of 15.46 m, was divided into three smoke 
ducts with a cross-section of 80 cm x 120 cm (nos. 3If.). Its foundations are still 
visible in the rubble of Crematorium II (Photo 221). 

The refuse incinerator, in all likelihood, was the Mull-Verbrennungsofen MV 
(Document 225, 225a) described in Topf s leaflet shown in Chapter 3 (Document 
161). The incinerator for Crematorium III was ordered by telephone on 5 Febru¬ 
ary 1943, and confirmed in writing on 11 February. It cost 5,791 RM all included 
(Document 226). 

As we have already mentioned, the draft enhancers of Crematorium II were 
seriously damaged in March of 1943 and had to be dismantled. In view of this, 
the respective devices for Crematorium III were never installed. Nor was Crem¬ 
atorium III equipped with loading rails for the introduction of corpses as dis¬ 
cussed above; the introduction carts were replaced by standard stretchers (Docu- 
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ment 216). These stretchers, also used for the Topf furnaces at Mauthausen, con¬ 
sisted of two parallel metal tubes, 3 cm in diameter (Photos 83-85) and 350 cm 
long. A slightly concave metal plate 190 cm long and 38 cm wide (Photos 52f.) 
was welded to the front part of these tubes, i.e. to the portion which is inserted 
into the furnace. To ensure a better way of handling them, these tubes, over the 
rest of their length, are set further apart (49 cm) by means of two elbow bends 
(Photos 67 and 84). The distance between the tubes at the leading end corresponds 
to the spacing of the guide rollers ( Fiihrungsrollen ) at the lower end of the furnace 
doors; they could thus be placed on them with ease (Photos 84f.). 

Towards the outside, the two tubes which support the metal plate have two 
stops consisting of two steel bars which are welded to the underside of the tubes 
in the shape of a V. They block the stretcher at the level of the rollers (Photo 67), 
thus keeping the stretcher from being pushed too far into the muffle, which would 
damage the muffle’s rear wall. One stretcher weighs about 51 kilograms. In 
March of 1943 this system was introduced in Crematorium II as well. 

The operation of the triple-muffle coke-fired furnace is contained in Topf s 
instruction sheet (Document 227). They are similar to those for the double-muffle 
furnace. For greater clarity I have again added - to the translated text and in 
square brackets - my explanations and/or references concerning relevant photos 
and documents. Words in rounded parentheses appear also in the original text: 475 

“ Operating instructions for the coke-fired Topf triple-muffle incineration fur¬ 

nace. 

Before any coke is fed to the two coke generators [Photo 158; through the two 
loading shafts, Photos 160-164], the flue-duct damper [Documents 202b&c] on 
the furnace must be opened. 

Now fire can be lit and maintained in the two generators; care must be taken 
to make sure that the secondary covers to the right [Photo 165] and left [Photo 
173] of the ash-removal doors (coke generators) are open. 

Once the incineration chamber shows a satisfactory red glow (about 800°C), 
the corpses can be introduced successively into the three chambers. 

At this point, it is advisable to switch on the air compressor located at the side 
of the furnace [Photos 188-191] and to let it run for about 20 minutes. By obser¬ 
vation, it must be decided whether too much or too little fresh air enters into the 
three chambers. 

Control of the fresh air flow is effected by means of the rotary vane [Photos 
192 & 194] located in the air duct. Furthermore, the air-entry ports to the right 
[Photo 148] and left [Photo 150] of the introduction doors must be half open. 

As soon as the corpse parts have dropped from the fireclay grate [Photos 145 
& 147] onto the inclined ash plane below [Photos 131, 134, 140f., 156f.], they 
must be movedforward towards the ash-removal door [Photo 71 \ by means of the 
scraper. These parts may remain here for another 20 minutes for post-combus¬ 
tion. Then the ash is transferred into the ash container [Photo 155] and set aside 
for cooling. 

In the meantime, new corpses will be introduced successively into the cham¬ 
bers. 


475 Topf, Betriebsvorschrift des koksbeheizten Topf-Dreimuffel-Eindscherungsofen. March 1943. From: 
Pressac 1989, p. 222. 
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The two generators must be refueled from time to time. 

Each night the generator grate [Photos 167, 174] must be freed of coke slag 
and the ash must be removed. 

It is important, furthermore, that after the end of the operation as soon as the 
generator has burned itself out and [coke] embers are no longer present , all air 

dampers and doors [of the ash chambers, the gasifiers’ loading shafts, the muf¬ 
fles’ ash chambers, and the introduction doors], as well as the flue duct dampers, 
must be closed in order to avoid cooling of the furnace. 

After each incineration, the furnace temperature will increase. Therefore, care 
must be taken not to let the internal temperature exceed 1100°C (white heat). 

This temperature increase can be avoided by feeding air. ” 

The two large-size triple-muffle furnace ( Grofi-Einascherungsofen ) originally or¬ 
dered by the Auschwitz Central Construction Office for the Birkenau PoW camp, 
but never built, were structurally different from those set up in Crematoria II and 
III at Birkenau, as shown by the Topf quotation for these two furnaces, dated 12 
February 1942 (Document 228): 476 


Copy/Go 

J. A. Topf und S 6 hn e 

To 

Central Construction Office 
der Waffen-SS und Polizei 

Auschwitz/Upper Silesia. 

Erfurt, Feb. 12, 1942 

Object: Your ref. Our department: DIV crematorium Prf 

Cremation furnaces 

Quotation for the supply of 2 triple-muffle cremation furnaces and construction 
of chimney lining with cleaning port 

Item 

Qty 

Description 

Unit pr. 

Total 

i) 

1 

Coke-fired triple-muffle incineration furnace 



3 

6 

6 

3 

With the following services and supply: 

The necessary fireclay materials consisting of nor¬ 
mal, wedge-type and shaped bricks and monolite 
tamping material with the corresponding mortar. 
For the insulation of the furnaces the necessary 
bricks of diatomaceous earth, rock wool and diato- 
maceous-earth mortar. 

Cast- and wrought-iron fittings such as: 
Wrought-iron blocking dampers lined with Mono¬ 
lite, including one corrugated-metal plate covering 
on front side of damper and installation of an ob¬ 
servation port, 

Cast-iron chain rollers, 

Cast-iron bearings 

Cast-iron wall cranks for loads of500 kg each, 




476 Topf, Kostenanschlag for Zentralbauleitung dated 12 February 1942 concerning two triple-muffle 
cremation furnaces of simplified type. APMO, BW30/34, pp. 27, 32, 29 (sic). 
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Item 



10 

5 

1 


2 

1 


1 


Description _ 

The necessary cables and 4 chains for the dampers, 
Cast-iron air-channel closures, 

Cast-iron ash-removal doors, lined with fireclay, 
Cast-iron gasifier-loading-shaft closure, with insu¬ 
lating cover, 

Cast-iron ash container, 

Cast-iron smoke-channel damper sliding in air¬ 
tight guide, including rollers, cable and counter¬ 
weight, 

The necessary stokers for the gasifier, 

The horizontal grate made of wrought-iron square 
bars including supporting bars, 

Wrought-iron coffin-introduction device consisting 
of a stretcher and 6 pcs. rollers with fixation bar, 
Delegation of builder for construction offurnace 
and of one engineer for hand-over offurnace. 

Price of item I) for 1 furnace RM 


Unit pr. 


Total 


7,106.- 



Price of item I) for 2 furnaces RM 

The fireclay lining for the chimney up to a height of 
6 m, thickness 12 cm: 

1,400 normal refractory bricks, Seger Cone 30, 

700 kg of refractory mortar M2 
1 cast-iron manhole for cleaning. 

Price of item II) RM 

The anchor bars necessary for the furnace must be 

manufactured by the client, at no cost to us, as per 

our drawing. Furthermore, for each furnace, the 

client will supply, at no cost to us: 

about 4,000 pcs. bricks 

6 m 3 of construction-type sand 

1,200 kg of lime 

500 kg of cement 

These materials belong to the outer brick casing. 
For the duration of the job our builder must be 
supplied by the client with 3-4 helpers, at no cost to 
us. 

Total Kennziffer weight 3,450 kg 

Our prices are ex works, without packing 


14,212.- 


440.- 


This furnace is characterized by the presence of only one gasifier - the cost esti¬ 
mate, in fact, speaks of only one grate ( Planrost ) and one closure for the loading 
shaft of the gasifier- of a single flue duct - there is only one flue-gas damper - 
and of muffle doors running vertically like those in a single-muffle furnace (Doc¬ 
ument 163). 

The parts, as listed in the cost estimate, seem to be those of a furnace with the 
gasifier located behind the central muffle, as shown by the respective drawing 
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(Document 229): the gases from the generator first flow into the central muffle, 
then, through the openings between the muffles, on into the outer muffles; the 
spent-gas system could be similar to the one of a single-muffle furnace (Docu¬ 
ment 229a) or to the system of the Auschwitz-type double-muffle furnace (Doc¬ 
uments 229b & 229c). The air-feed system for the combustion air was similar to 
that of the triple-muffle furnaces at Buchenwald and Birkenau, with their ten clo¬ 
sures for the air channels instead of eleven, because the furnace had only a single 
gasifier. 

The fact that five ash-removal doors are listed (instead of four - three for the 
muffles and one for the gasifier) is explained by the fact that this figure includes 
the closure for the loading shaft of the gasifier as well, it being identical to the 
ash-removal doors. This type of furnace had neither a blower nor a draft enhancer. 
The coffin-introduction device consisted of three pairs of rollers mounted on a 
bar like the rollers of the Topf 8-muffle furnace (see the next section) and a 
stretcher as described above. 

7.3. The Coke-Fired Topf 8-Muffle Cremation Furnace 

This furnace was designed by Engineer Priifer probably towards the end of 
1941. Its original concept is described in a Topf cost estimate, dated 16 November 
1942 (Document 230): 477 


Quotation for one Topf 8-muffle cremation furnace 

# 

Description 


4 

Supply and construction of a Topf 8-muffle incineration fur- 


nace 

including: 

For the outer brick coat 
approx.. 9,000 bricks (normal size) 
approx.. 14 m 3 sand, construction type 
approx.. 3,000 kg of building lime 
approx.. 500 kg of cement 

(These materials must be made available to our builders free 
of charge). 

The fireclay materials, viz.: 

1,600 wedge-type fireclay bricks, Seger Cone 33/34 

3,000 normal fireclay bricks, Seger Cone 33/34 

1,500 normal fireclay bricks, Seger Cone 32 

3,000 kg refractory mortar MI 

35 fireclay grate bricks, special shape 

35 fireclay plates, special shape 

2,000 kg Monolite caulking mass. 

The cast- and wrought-iron fittings, such as: 

Hearths for wood firing consisting of their cast-iron inclined 
grate, cast-iron flat grates, loading shaft covers of corrugated 


477 Topf, Kostenanschlag iiber einen Topf-Achtmuffel-Eindscherungs-Ofen dated 16 November 1942. 
RGVA, 502-1-313, pp. 72-74. 
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metal with reinforcing bars, and the wrought-iron supporting 
bars for the grates, 


2 

Cast-iron flue-gas-channel damper running in its air-tight 
guide, including rollers, cables and counterweights 


8 

Wrought-iron muffle-blocking dampers with chains and sus¬ 
pension bars (these dampers will be lined with Monolite), 


10,00 

0 

16 

kg of diatomaceous-earth insulating mass, 


Cast-iron chain rollers and the necessary cast-iron bearings 
with wrought-iron shafts, 


2 

Wrought-iron stokers, consisting of scraper and stoking rods, 
The necessary cables, chain and cable rollers as well as coun¬ 
terweights, 


1 

Supporting bars for fixation of cable and chain rollers, 


4 

Wrought-iron ash boxes with reinforcing bars and 2 handles 
each, 


20 

Cast-iron closures for the air channels, 


8 

Cast-iron ash-removal doors, fireclay lined, with frame and 
coil handles, 


2 

Coffin-introduction devices, each consisting of a wrought-iron 
stretcher, and rollers with their fixation bars for each muffle. 
Delegation of builder (s) for construction of the furnace, in- 
eluding daily rates, social security contributions and travel ex¬ 
penses. 



Price of the furnace RM 

Kennziffer weight 3,600 kg. 

The price is quoted fob Erfurt Station. 

For the duration of the construction, our builder must be sup¬ 
plied with a sufficient number of helpers at no cost to us. On 
arrival [of the parts] on site, the foundations must have been 
made ready by the client. If supervision of the furnace founda¬ 
tion by our builders is desired, we would delegate the latter at 
daily rates at your expense. 

12,972.- 


In the Topf bill of lading ( Versandanzeige ) of 8 September 1942, there is a list of 
parts for two 8-muffle furnaces (Document 231). The document is translated be¬ 
low, with the exception of the first two columns which contain the name of the 
company and the order number: 478 


478 Topf, Versandanzeige for Zentralbauleitung dated 8 September 1942. RGVA, 502-1-313, pp. 143f. 
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Number 
of cases 

Packing 

Type 

# 

Object 

weight in kg 

net 

gross 



2 

Complete 8-muffle incineration furnaces 






consisting of: 



16 

loose 

16 

Cast-iron fire doors 280/350 mm 

736 

736 

24 

a 

24 

Cast-iron air-channel closures 108/126 






mm, Model 311a 

180 

180 

16 

a 

16 

Cast-iron air-channel closures 

232 

232 

4 


4 

Cast-iron smoke-channel dampers (800 mm 






high, 700 mm wide) consisting of: 



4 

a 

4 

guides 

280 

280 

4 

a 

4 

Cast-iron dampers 

342 

342 

4 

a 

4 

Damper rods 

8 

8 

1 

pack 

8 

Cable rollers, fig. 2 

13 

13 

17 

loose 

17 

Cast-iron chain rollers, 210 mm segment 






diameter, bore 035 mm 

90 

90 

16 

a 

16 

Muffle-blocking dampers 

736 

736 

4 

a 

4 

Introduction stretchers 

204 

204 

15 

a 

15 

Cable roller with support 

60 

60 

2 

a 

2 

Cast-iron covers, Model 8973for closing 






of gasifier-loading shaft 

23 

23 

8 

a 

8 

Closures for gasifiers 

252 

252 

4 

a 

4 

Angle bars 60/60/6, each 2,300 mm long 

44 

44 

4 

a 

4 

Ash receptacle, metal plate 

24 

24 

4 

A 

a 

a 

4 

Stokers 

22 

22 

4 



Subtotal 


3,246 

4 

a 

4 

Stoking rods 

13 

13 

8 

a 

8 

Gas piping 2, ” each 1,250 mm long 

44 

44 

8 

a 

8 

Angle irons 80/80/10, each 1,250 mm long 

100 

100 

105 

a 

105 

Cast-iron bars for horizontal grate, each 






600 mm long, model 15377 

525 

525 

235 

a 

235 

Cast-iron bars for inclined grate, each 






940 mm long, model 8735 

1,504 

1,504 

16 

a 

16 

Cable rollers diam. 152/190 mm figure 6 

114 

114 

16 

a 

16 

Angle bars 70/25 mm, each 1,200 mm long 

272 

272 

1 metal drum 

260 

Angle supports 20/20 each 150 mm ex- 






tended length 

131 

133 

8 

loose 

8 

Angle bars 60/60 mm, each 1,200 mm long 

256 

256 

8 

<< 

8 

U-bars NP 10, each 2,600 mm long 

636 

636 

1 

box 

16 

Angle bars 60/60/8, each 150 mm long 

16 

343 



265 

Square holders 10/10 mm, each 260 mm 






extended length 

47 


64 


64 

Lag bolts 3/4 ” x 250 mm with nuts 

39 




16 

Grommet thimbles, for cable 8 mm 

0.5 




16 

Dto., clamps 

2 




65 

Grommet thimbles, for cable 10 mm 

3 
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65 

Dto., clamps 

10 




32 

Angle bars 100/50/8 mm, each 180 mm 






long 

35 




16 

Shafts, 40 mm 0, each 510 mm long 

80 




32 

Rollers 60 mm 0, each 50 mm long 

34 




32 

Blank spacers 43 

2 




32 

collars 42 with screws 

7.5 




64 

Lag bolts 16 mm 0, each 170 mm with nuts 

22 




5 

Star-type 3-way switches for 3 hp motor 

20 


20 

bags 


Monolite 

1,000 

1,000 

60 

loose 

60 

Fireclay bricks for grate, 140/250/650 mn 




40 

a 

40 

Fireclay bricks for grate 120/250/850 mm. 


4,000 

4,000 






12,186 


The final invoice, drawn up by Topf on 5 April 1943 (Document 232) lists the 
parts actually supplied to the Central Construction Office: 479 


Item 

Number 

Amount 

[Invoice] concerning supply and services for erection of 2 
Topf large-size incineration furnaces having 8 muffles 
each, viz.: 

a. Supplv 

of normal, shaped and wedge-type fireclay bricks, fire-re¬ 
sistant mortar and fire-resistant Monolite packing mass, 
additional anchoring bars for damper-suspension and gas¬ 
ifier-loading shafts, of cast- and wrought-iron fittings for 
wood-fired hearths, muffle- blocking dampers with rollers, 
cables and hand cranks, stokers, ash boxes, ash-removal 
doors, air channel-closures with their frames, introduction 
device, 

b. Delegation of our builder for construction of furnace 

As per our letter of 8 December 1941 and our letter of 9 
December 1941 for 1 furnace 

for 2 furnaces 

Expenses for freight for our shipment of 29 March 1943 
Reference: letter with order from Reichsfuhrer SS dated 4 
December 194111/7/3 Wi/Fl. 

Payment from Amtskasse Waffen-SS Posen on 5 May 1942 
RM 27,600.-. 

13,800.- 

27,600.- 

32.30 

27,632.30 


This list is completed by Topf s final invoice no. 322, of 12 July 1944, but back¬ 
dated 23 March 1943 (Document 233) as far as the additional equipment ordered 
by the Central Construction Office: 480 


479 Topf, Schlussrechnung Nr. 380 for Zentralbauleitung dated 5 April 1943. RGVA, 502-1-314, pp. 29- 
29a. 

480 Topf, Schluss-Rechnung Nr. 322 for Zentralbauleitung dated 23 March 1943. RGVA, 502-1-327, p. 
22 . 
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Item 

Amount 

We supplied on 25 January and on 19 March 1943 

4 cast-iron doors with cast-iron frame, coil handles for fireclay lin¬ 
ing 

360 

7,500 kg of rock wool instead of5,000 insulating bricks and 

1,200 kg of rock wool 

1,218 

4 gasifier grates made of square bars 40/40 each 1,200 mm long 

1,680 

As per our cost estimate of 2 September and letter of 22 September 
1942 concerning your order of 15 September 1942 

Your payment of 2 February 1944 

RM 3,258.-. 

3,258 


As mentioned in Chapter 6, there were actually eight cast-iron closures. 

The above documents, the drawings of the Birkenau Crematorium IV (and 
hence, of Crematorium V, its mirror image) 1678, 2036 and 2036(p) (Documents 
234-236) - which show the foundations and the vertical section of the 8-muffle 
furnace - the photos of the crematorium ruins taken by the Poles in 1945, as well 
as an inspection on-site allow us to re-establish the design of this furnace with 
satisfactory precision. 

Its overall dimensions can be deduced from the list of anchoring bars etc. drawn 
up by Topf on 4 September 1942 (Document 237) for the 8-muffle furnace: 


Dimensions of the Auschwitz 8-muffle furnace: 

height 2,450 mm 

length 4,430 mm 

width 2,545 mm 

Length of upper level 2,990 mm 

Length of upper brickwork (position of muffle door) 720 mm 

Gasifier: 

height 2,060 mm 

length 3,225 mm 

width 2,290 mm 


The furnace, including the gasifier, thus measured 4.43 m x [(2.545 x 2) + 2.290 
=] 7.38 m. 

Judging from the dimensions of the steel bars still shown at Crematorium V, 
these overall dimensions are basically reliable. 

The description which follows is based on the documents mentioned in this 
section, on the Polish photos of 1945, and on visual observation of the ruins of 
Crematorium V. For greater clarity, the description is illustrated by three draw¬ 
ings prepared by ourselves (Documents 238-240). The numbers in parentheses 
which appear in the description refer to these documents. 

The Topf coke-fired 8-muffle furnace was made up of eight single-muffle fur¬ 
naces as per Topf drawing D58173 (Document 163) arranged in two groups of 
four furnaces; each group consisted of two pairs of furnaces opposing each other 
in such a way that they shared their rear walls and the central walls of the muffles 
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(Document 238) in a manner already used in the Plaszow crematorium (cf. Doc¬ 
ument 175). The two furnace groups were connected to four gasifiers coupled in 
the same way (Document 238, Generator 1-4) and thus formed a single 8-muffle 
furnace, also called “Grofiraum-Einascherungsofen” literally “large-scale incin¬ 
eration furnace.” 

The furnace was contained in a solid brick structure by means of anchor and 
retaining bars still clearly visible on the Polish photos of 1945 depicting the ruins 
of Crematorium V (Photos 222-225) and still visible half a century later (Photos 
228-230). 

The muffles (no. 1) had doors (no. 2) weighing 46 kg and running vertically 
in a frame set into the frontal brickwork (no. 3) above each pair of muffles. The 
doors were operated by means of pulleys attached to the roof beams, cables and 
counterweights. 

In the outside wall of each of the four outer muffles, in their rear portion, was 
an outlet for the spent gases (no. 4) leading into a vertical duct (no. 5) in such a 
way as to form two parallel pairs of ducts - one for each group of four muffles. 
Each was housed in a brickwork structure (no. 6) located on either side of the 
furnace. 

The two pairs of ducts fed each separately into two horizontal ducts (no. 5a) 
which merged into a single one (no. 7) with its damper operated by means of a 
pulley with its cable and counterweight. Each damper measured 0.8 m x 0.7 m 
and weighed 85.5 kilograms. 

The two ducts ran horizontally in opposite directions below the floor of the 
furnace hall and ended in a chimney, having a square cross-section of 0.8 m x 0.8 
m and a height of 16.87 m (photo 233). The flue ducts did not have inspection 
manholes. The chimneys had no draft enhancers. 

The interior wall of each pair of muffles had connecting openings (no. 8), 
probably three in number as in the double- and triple-muffle furnaces. The rear 
walls of the muffles were totally closed by refractory brickwork. The floors of 
the muffles consisted of a fireclay grate (no. 9), probably made up of five fireclay 
bars as in the single-muffle furnace. In this respect, the information supplied by 
the bill of lading of 8 September 1942 is unclear, because this document speaks 
of 60 bars 140 mm x 250 mm x 650 mm and 40 bars 120 mm x 250 mm x 850 
mm for a total of 16 muffles, but dividing the total number of bars by the total 
number of muffles does not result in an integer (100^16 = 6.25). It is thus likely 
that this supply item included spare bars. The width of the grate, and hence that 
of the muffle, must have been 700 mm as in the double-muffle furnace, which 
had bars of the same length. If the width had been 850 mm, then the 650 mm bars 
would have been too short. The difference in length can perhaps be explained by 
assuming that the 650 mm bars probably rested on protruding specially shaped 
bricks at the edge of the ash chamber, whereas the 850 mm bars extended into the 
muffle wall by 75 mm on either side. 

Below the grate was the post-combustion chamber (ash chamber; no. 10) 
closed at the front end by the ash-removal door (no. 11). This type of door, 280 
mm x 350 mm, was the same as used for the gasifier hearths, therefore, in the bill 
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of lading of 8 September 1942, these ash-chamber doors are labeled “ Feuertii - 
ren Combustion air was fed to the individual furnaces and to the gasifiers 
through 20 air channels having an equal number of raisable closures, twelve 
standard closures (108 mm x 126 mm, weight 7.5 kg) and eight larger ones (14.5 
kg) like those mistakenly installed in the side walls of the poorly reconstructed 
double-muffle furnaces of today’s Crematorium I (cf. Photos 87 and 96). These 
closures were arranged as follows: 

- one, standard type, next to the ash-chamber door as shown on Photos 226f. (= 

8 closures); 

- one, large type, next to the muffle door as on the Topf Mauthausen furnace (= 

8 closures); 

- four, standard type, next to the gasifier hearth grate (= 4 closures). 

The use of air channels to the muffles larger than those on the two- and triple- 
muffle furnaces was probably meant to at least partly compensate for the absence 
of blowers. 

On the outer part of the post-combustion chamber was a horizontal air channel 
running parallel to it and linked to it by means of transverse openings. This chan¬ 
nel let out at the front of the furnace, next to the ash-removal door, and was closed 
by a standard type raisable cast-iron closure already mentioned. The channel con¬ 
stituted the air feed for the post-combustion chamber. 

On the inner sidewall of the post-combustion chamber of the four inner muf¬ 
fles one or two openings were located (no. 12) which were connected to the gas¬ 
ifiers, as in the Gusen furnace (Photos 16, 27). 

The furnace was equipped with two pairs of gasifiers (no. 13) located in op¬ 
posite directions between the two groups of four muffles. Each pair fed the two 
muffles next to it. 

As far as their lateral position and their connections to the muffles are con¬ 
cerned, the gasifiers were structurally similar to those of the Gusen furnace (Photo 
1): the pair of furnaces on the left shows like the two furnaces and the gasifier on 
the right of the Gusen furnace, and the pair of muffles and the gasifier on the right 
like the two muffles and the gasifier on the left at Gusen, the common feature 
being that the gasifiers were housed one beside the other in a single brick struc¬ 
ture. To visualize it, I have prepared a photo composition (Document 241), real¬ 
ized on the basis of the Gusen furnace, which reflects rather well the concept of 
the 8-muffle furnace and shows clearly to what extent this furnace was inspired 
by the furnace at Gusen. 

As opposed to this, the gasifiers were probably similar to those of the Topf 
furnace at Mauthausen (Photos 75, 77f.) with a sloping plane, on which were 
placed the seals of the gasifier-loading shafts. Furthermore, the four gasifiers of 
an 8-muffle furnace possessed a rather light-weight (11.5 kg) “cast-iron lid Model 
8973 for closing the loading shaft of the gasifier,” whose function is not clear. 
The service pits (no. 14; Photos 222, 224, 232) - which allowed access to the 
loading closures (no. 15), the gasifier shafts (no. 16) and the hearths - were lo¬ 
cated in front of the gasifiers. 

The hearth frames were attached to the anchoring bars of the gasifiers by 
means of two rods still visible in the rubble of the furnace (Photo 230f.). The 
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steps shown on drawings 1678 and 2036 were substituted for by a ladder with 
wrought-iron rungs, visible on Photos 230 and 232. 

As I have explained in Chapter 6, the 8-muffle furnace for Mogilev had 
hearths with inclined grates for wood firing (without lids), which were ordered 
later by the Central Construction Office at Auschwitz. For the grates of the fur¬ 
naces shipped to Auschwitz, both level and inclined bars for coke firing were 
used. The available documents diverge as to the number and the length of these 
bars; it is certain, however, that the throughput capacity of the grates was 35 kg 
of coke per hour (see Document 264). 

The corpse-introduction system consisted of a stretcher for the corpses as de¬ 
scribed in the preceding section, clearly shown on Photo 222, and by two rollers 
of simplified design. These rollers consisted of a metal cylinder rotating around 
an inside axle which was attached to two vertical bars bolted onto an angled an¬ 
choring bar at the level of the fireclay grate of the muffle as shown in Photo 226. 

At the two extremities of the cylinder, guide disks were welded, 6 cm wide 
and 10 cm in diameter, supporting the lateral tubes of the corpse stretcher, and 
with the entire cylinder rotating around its own axle. Photo 226 shows further¬ 
more four steel servicing tools resting on the anchoring bar of the furnace, and on 
the ground, below them, several square bars that were part of the gasifier grates. 

Originally, 2,500 insulating bricks and 600 kg of rock wool had been foreseen 
for the insulation of one 8-muffle furnace, 481 but later, as can be seen on the final 
invoice no. 322 backdated to 23 April 1943 (Document 233), the 2,500 insulating 
bricks were substituted by 3,750 kg of rock wool; hence each one of the two 8- 
muffle furnaces was insulated by 4,350 kg of rock wool. 

The brickwork of one 8-muffle furnace was composed of: 

- 1,600 wedge-shaped refractory bricks ~ 5,300 kg 

- 4,500 normal refractory bricks ~ 15,800 kg 

- 3,000 kg of refractory mortar, 

for a total weight of about 24,100 kg. 

Assuming for the four gasifiers a total weight of the brickwork of 8,000 kg, the 
refractory brickwork of each muffle weighed some 2,000 kilograms. Judging by 
its flimsy structure, the 8-muffle furnace was the least-reliable of the furnaces 
built by the Topf Co. 

7.4. The Plans for Mass Cremations at Auschwitz Birkenau 

7.4.1. The Furnace Designed by Fritz Sander 

In Chapter 3 of this part I presented the uncommented translation of a patent 
application by Fritz Sander dated 4 November 1942 concerning a “Continually 
operating corpse-combustion furnace for large-scale operation.” I will now dis¬ 
cuss the significance and the scope of such a device in the light of another docu¬ 
ment. 

On 14 September 1942, the Topf engineer Fritz Sander wrote a letter to the 
brothers Topf, owners of the firm in which he worked, explaining to them the 


481 Letter from Zentralbauleitung to Topf dated 15 September 1942. RGVA, 502-1-312, p. 22. 
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“new design” of a furnace he had invented. Of this letter, only the first page and 
some excerpts of other pages have been published: 482 

“The great demandfor cremation furnaces for concentration camps which has 
lately manifested itself especially in the case of Auschwitz and which has, accord¬ 
ing to the report by Herr Prufer, led to a further order for 7 triple-muffle fur¬ 
naces } [483] has prompted me to look into the question of whether the concept of 
muffle furnaces used so far at the places mentioned is indeed the most suitable 
one. 

In my opinion, in a muffle, the cremation does not proceed quickly enough to 
ensure the elimination of a great number of corpses at a desirably high rate. As a 
makeshift solution, one has tried to use a series of furnaces or muffles and by 
loading them with more corpses, but this does not solve the basic problem, i.e. the 
drawbacks of the muffle system. These drawbacks of the muffle furnace, which 
cannot be solved even by assembling more muffle furnaces (triple- or 8-muffle 
furnaces) and loading more corpses into an individual muffle, are in my judgment 
the following: 

1) Discontinuous operation. 

Each muffle, at regular intervals, must be loaded, cleaned, then loaded again 
and cleaned again, and this goes on for the [whole] duration of the operation of 
the furnace. Each time [a cremation is undertaken] it is necessary to open the 
introduction door at the front, and the corpses must be loaded into the muffle 
through this front door. While this goes on, cold air flows into the furnaces, cool¬ 
ing the muffle, which not only reduces its service life, but also causes heat losses 
which have to be made up by additional fuel. 

2) Problems o f introduction. 

It is in any case hard and repulsive work [to introduce] the corpses lengthwise 
[-] 

[...] as far as I am concerned, for the needs of a concentration camp , I con¬ 
sider the ideal solution to be a furnace with continuous loading and [likewise 
continuous] operation [...], that is to say that the corpses would be loaded at the 
top - without interference with the cremation process - at certain intervals; dur¬ 
ing their passage through the furnace they would catch fire, burn, be completely 
consumed, incinerated, and finally end up in the ash chamber under the post¬ 
combustion grate. 

I realize very well that this kind of furnace must be considered a mere device 
of destruction and that one has to cast aside all considerations ofpiety, separation 
of the ashes, or any sentimental factor. But all this is already with us in the case 
of multi-muffle furnaces. In the concentration camps, we have special conditions 
due to the war which force [us] to adopt such a procedure. [...] 

In view of the considerations set out above, one must presume that the author¬ 
ities in charge will also approach other furnace manufacturers for the supply of 


482 On the website www.TopfundSoehne.de. Cf. Document 242. 

483 We can see from K. Priifer’s note of 8 September 1942 (cf. Chapter 8.2) that besides the five triple- 
muffle furnaces of Birkenau Crematorium II, the SS-WVHA had ordered another three 8-muffle fur¬ 
naces, but still, the number of muffles was insufficent. Actually, for Crematorium III, another five 
triple-muffle furnaces were ordered, and another two for the crematorium at Gross-Rosen, so twelve 
in total. 
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cremation furnaces functioning quickly and well. These [firms], too, will look for 
the best design offurnaces for the applications mentioned. [...] For this reason, I 
believe it to be urgent to apply for a patent for my proposal in order to protect 
our priority. ” 

This patent application concerning a “cremation furnace for corpses in continuous 
operation for mass application” was drawn up by Sander on 26 October 1942, 
and then revised by him on 4 November 1942. The patent application of 4 No¬ 
vember 1942 confirms Sander’s ideas as described in the letter of 14 September 
1942: 

“In the collection camps of the occupied eastern territories, due to the war 
and its consequences, with their unavoidably high mortality, the burial of the 
large numbers of dead detainees cannot be implemented for lack of space and 
manpower, on the one hand, and because of the danger to the immediate and more 
distant neighborhood presented by the interment of corpses with infectious dis¬ 
eases of various kinds. There is hence the need to eliminate rapidly, safely and in 
a hygienically acceptable manner the large number of corpses arising perma¬ 
nently. ” 

Sander explained that this task could not be accomplished in accordance with 
the legal dispositions applicable within the Reich territory but imposed the need 
to bum such corpses jointly and concurrently, with the flames and combustion 
products striking the corpses directly throughout the entire process; thus, one 
could not speak of a proper cremation but rather of a combustion of the corpses. 
He continued: 

“In order to implement this combustion - and, actually, simply because of the 
reasons set out above - some such camps have already installed a number of 
multi-muffle furnaces which, of course, have to be loaded and operated periodi¬ 
cally. Still, these furnaces are not yet satisfactory, because cremation does not yet 
take place quickly enough to eliminate in the shortest possible time the large num¬ 
ber of corpses arising permanently. ” 

Sander’s design was nothing but an adaptation of Topfs refuse incinerator, 
which was practically copied from Kori’s “Ofen mit doppelten Verbrennungs- 
kammern ” (Furnace with two combustion chambers). 484 The idea of a vertical 
cylindrical combustion chamber, on the other hand, was taken from the patent of 
Adolf Marsch, which I discussed in Chapter 10 of Section I (Documents 96 & 
96a). 

The reference to the “multi-muffle furnaces” is clearly to Topfs own double-, 
triple- and quadruple-muffle furnaces already built at Auschwitz, Buchenwald 
and Mogilev. The reference to high mortality in the “collection camps of the oc¬ 
cupied eastern territories” and of the “corpses with infectious diseases of various 
kinds” concerns the concentration camps, Auschwitz in particular, where the 
mortality was extremely high because of the typhus epidemic ravaging the camp 
at that time. 

What is most significant in the patent application and the letter mentioned 
above is that the very reason of the new design was the fact that Topfs chief 


484 Cf. Chapter 11 and Document 225a&b. 
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engineer rated the mass cremation in multi-muffle furnaces - of which Topf was 
the only manufacturer - to be rather unsatisfactory. 

7.4.2. Crematorium VI 

In early 1943, Topf elaborated two mass-cremation devices for Auschwitz- 
Birkenau. A letter written by the head of the Auschwitz Central Construction Of¬ 
fice, SS-Sturmbannfuhrer Bischoff, to the camp commander, SS-Obersturm- 
bannfuhrer Hoss, dated 12 February 1943, explains the idea of “Crematorium 
VI” in the following way (Document 243) : 485 

“With reference to the discussion of the undersigned with engineer Prilfer of 
Topf & Sohne Co. on 29 January 1943, the project of a sixth crematorium (an 
open combustion chamber 48.75 by 3.76 m) was considered. The Central Con¬ 
struction Office had therefore requested Topf & Sohne Co. to prepare a sketch of 
this open combustion chamber, which is attached. 

If the construction of this sixth crematorium were to be undertaken, it is re¬ 
quested to forward the respective application to Office Group C via Office Group 
D. 

In case of a possible realization of this installation, more manpower than pres¬ 
ently employed must be provided by the command. For this, one would require: 
150 detainee bricklayers 
200 detainee helpers 

The realization of the building project depends on the availability of the man¬ 
power mentioned above. ” 

The sketch of the device has not been preserved. In my opinion, the design of 
Crematorium VI was based on F. Siemens’s field furnace described in Chapter 
10 of Section I. In the Siemens drawing (Document 93) the width of the installa¬ 
tion (section C-D) was about 3.90 m, the length about 5.50 m; the thickness of 
the walls, section a-b, was about 35-40 cm, the internal dimensions about 3 m x 
4.80 m. The “open combustion chamber” of the Crematorium VI project meas¬ 
ured 48.75 m x 3.76 m, which corresponds to a Siemens field furnace of the same 
width but 10 times longer, i.e. of the following dimensions: 

- width: 3 m (clear width) + 2 x 0.38 m (outside walls) = 3.76 m. 

- length: 10 m x 4.80 m (clear space) + 2 x 0.375 m (outside walls) = 48.75 
meters. 

The use of bricks for this furnace was an option, but engineer Prufer could have 
simplified matters by placing the corpses directly on the grates constituting the 
top part of the hearth. Separating the individual hearths as in the Siemens furnace, 
Crematorium VI would have had 60 hearths with a usable surface of 144 square 
meters, sufficient for the concurrent cremation of some 150 corpses. 


485 Letter from Zentralbauleitung to the camp commander dated 12 February 1943. APMO, BW 30/34, 
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7.4.3. The Annular Incineration Furnace 

Topf s letter to the Central Construction Office of 5 February 1943 ends as 
follows: 486 

“ You will receive the cost estimate for the large ring incineration furnace on 
Tuesday of next week at the latest. In case a purchase is planned, we kindly ask 
for an order to be placed soonest to enable us to order the cast-iron and wrought- 
iron parts right away or start with their fabrication [ourselves]. ” 

A ring furnace ( Ringofen ) is usually used for the sintering of bricks, laid out as 
shown in Document 244. It consists of a ring-shaped sintering channel ( Brenn- 
kanal ), some 2 to 4.5 m wide, 2.5 m high and 60 to 120 m long, into which the 
material to be sintered is placed. Heating is effected by means of hearths with 
grates, until the material becomes incandescent. The spent gases leave the sinter¬ 
ing channel through flue ducts below, flow into a collection channel and then on 
into a smoke duct, which takes them into the chimney. 

Some 12 to 20 openings are arranged in the side walls of the furnace for the 
loading and removal of the material to be sintered. The sintering channel is di¬ 
vided into an equal number of chambers linked to one another. The actual sinter¬ 
ing takes place in two or three chambers, whereas in the others there is a progres¬ 
sive preheating in one direction and a gradual cooling in the other. 487 

Because of the structure and the technical characteristics of such a device 
which, among other things, operated intermittently, and also because such a de¬ 
vice had never been manufactured by Topf, we may exclude that the “ring incin¬ 
eration furnace” suggested by Topf was of this type. The designation would rather 
refer to the “cremation furnace for corpses in continuous operation for mass ap¬ 
plication” devised by Fritz Sander with its cylindrical combustion chamber. 

7.4.4. The Furnace of the Quotation Dated 1st April 1943. 

Another design of a mass cremation device appears in a Topf quotation of 
which R. Schnabel presents only the last page (Document 245; Schnabel 1957, p. 
351): 


J.A. Topf & Sohne 

Quotation of 1 April 1943for Auschwitz 

reg. no. 

# 

Object 


1 

Cast-iron damper for smoke channel with rollers, metal cable and 
hand crank, 

The necessary stokers. 

Delegation of builders for construction of the furnace including trav¬ 
elling expenses, daily rates, and social security contributions. 

Price of furnace: RM25,148.— 

Weigh t for Kennziffer: 4,03 7 kg 

For the duration of the construction our builders must be supplied 
with a sufficient number of helpers at no cost to us. 


486 Letter from Topf to Zentralbauleitung at Auschwitz datd 5 February 1943. APMO, BW AuII 30/4/34, 
D-Z-Bau/2544/2 (illegible page number). 

487 Hutte 1938, vol. IV, pp. 739f. 
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All construction materials such as bricks, sand, lime and cement must 
be provided at the site in time; these materials must likewise be sup¬ 
plied at no cost to us. 

They concern: 

about 19,000 bricks 
about 20 m 3 of sand 
about 800 kg of cement 
about 6,000 kg of lime. 

Our price is given FOB railway freight car at station 

By order. J.A. Topf & Sohne 
signed: Sander, Erdmann. 

It is not known where the original of this document resides. When comparing it 
to the known Topf estimates, we see that it is the last page of an estimate: there 
is no letterhead of the firm, no addressee, no description of the device, and the 
data which do appear are those normally shown at the end of the estimates. It is 
certain, in any case, that the furnace described in this estimate was a real crema¬ 
tion furnace, even if of a special type. The presence of a flue-duct damper 
(Rauchkanalschieber ) leaves no room for doubt in this respect. 

A comparison of this device with the constituents of the 8-muffle Mogilev 
furnace shows that it was an even bigger furnace: 



8-muffle furnace 

Furnace of estimate of 1st April 1943 

Bricks 

9,000 

19,000 

Sand 

14 m 3 

20 m 3 

Lime 

3,000 kg 

6,000 kg 

Cement 

500 kg 

800 kg 

Metal 

3,600 kg 

4,037 kg 

Price 

12,972 RM 

25,148 RM 


The comparison shows that the number of bricks for the outer facing of the fur¬ 
nace in question was twice as large as that of the 8-muffle furnace, and one may 
thus suppose that the outer surface also was roughly twice the size. 

The enormous price difference between the two devices, even if the weight of 
the metal is not very different, can probably be explained by a most relevant dif¬ 
ference in weight for the refractory and the insulating material and would hence 
confirm the gigantic dimensions of this furnace. These dimensions agree much 
better with a special furnace such as the one invented by Fritz Sander which, 
incidentally, also had only one smoke duct. 

The devices described in this section were never built, probably because con¬ 
ditions had changed. In January of 1943 the Birkenau crematoria were still being 
erected; by the end of March, Crematoria II and IV were in operation, with Crem¬ 
atorium V joining them in early April. 

The quotation of 1 st April 1943 certainly responded to a request by the Central 
Construction Office made a few weeks earlier when the sanitary situation in the 
camp was disastrous because of a resurgence of the typhus epidemic which had 
struck the previous year. Between 2 March and 1st April of 1943, a total of 7,300 
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detainee deaths were recorded in the Sterbebiicher . 488 From April onwards, mor¬ 
tality went down considerably, and that is probably the reason why the Central 
Construction Office abandoned these projects. 


8. The Duration of the Cremation Process in the Topf 
Furnaces at Auschwitz-Birkenau 

8.1. The Documents 

In this chapter we will consider the controversial question of the cremation 
capacity of the Topf furnaces from the point of view of the duration of the pro¬ 
cess. There are four documents on this topic, which, however, yield rather diverg¬ 
ing data. 

In the Topf letter sent to the New Construction Office of KL Mauthausen on 
1 November 1940, with an attachment of a cost estimate concerning “one coke- 
fired Topf cremation furnace, with blower” as well one concerning a “Topf draft¬ 
enhancing device” (Document 194), it is said: 489 

“Our Herr Prilfer had already informed you that in the furnace previously 
proposed [on 31 October 1941] two corpses per hour can be incinerated. ” 

As we are dealing here with the Auschwitz-type double-muffle furnace, Prufer’s 
statement refers to the cremation of one corpse in one muffle in one hour. This 
corresponds to a theoretical cremation capacity of 48 corpses in 24 hours. 

A few months later, on 9 July 1941, the SS New Construction Office at KL 
Mauthausen sent Topf the following request: 490 

“This office asks to be informed about the number of cremations which may 
be carried out in one furnace per day without danger to the equipment (coke- 
firing). Furthermore, we ask you for the supply of 2 service instructions for the 
furnaces. ” 

Topf replied on 14 July by the following letter (Document 247) : 491 
“Re: Your letter of 9 July 1941. Cremation furnace. 

In pursuance of our [sic] letter mentioned above we are sending you the re¬ 
quested instructions in triplicate and ask you to exhibit one at a visible spot close 
to the furnace hall. The other two may be placed in your files. 

In the Topf coke-fired double-muffle cremation furnace, 30-36 corpses can be 
cremated in about 10 hours. This number may be cremated daily without undue 
strain on the furnace. It is not harmful either to carry out cremations day and 
night, one after the other, if operations require this. It is a fact that the refractory 
lasts longer if a uniform temperature is constantly maintained in the furnace. 


488 Staatliches Museum... 1995, vol. I, p. 236. 

489 Letter from Topf to SS-Neubauleitung at Mauthausen dated 1st November 1941. BAK, NS 4/Ma 54. 
Cf. Document 246. 

490 Letter from Topf to SS-Neubauleitung at Mauthausen dated 9 July 1941. BAK, NS4/Ma 54. 

491 Letter from Topf to SS-Neubauleitung at Mauthausen dated 14 July 1941. SW, LK 4651. 
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We hope to have been useful to you in the best way in this matter and salute 

you 

Heil Hitler 

By proc. J.A. Topf & Sohne 
Sander, Erdmann. ” 

On the basis of what is said in this letter, the duration of one cremation in one 
muffle would have been some 33-40 minutes, and the theoretical capacity of the 
furnace would therefore have been 72-86 corpses per 24 hours. 

The third document is the following letter, dated 28 June 1943 and sent by the 
head of the Auschwitz Central Construction Office {SS-Sturmbannfuhrer Bis- 
choff) to the head of Amtsgruppe C of WVHA {SS-Brigadefuhrer Kammler; Doc¬ 
ument 248, 248a): 492 

“Re: Completion of Crematorium III 
Reference: none 
Attachments: none 

To: SS-Wirtschafts-Verwaltungs-Hauptamt, Amtsgruppenchef C 

SS-Brigadefuhrer und Generalmajor 

Dr. -Ing. Kammler 

Berlin - Lichterfelde - West 

Unter den Eichen 126- 135 

I [hereby] inform you of the completion of Crematorium III on 26 June 1943. 
Therefore all crematoria ordered have now been completed. 

Performance of the crematoria presently existing over an operating period of 
24 hours: 

1. ) old Crematorium I 3 furnaces with 2 muffles 340 persons 

2. ) new Crematorium at KGLII 5 furnaces with 3 muffles 1,440 persons 

3. ) new Crematorium III 5 furnaces with 3 muffles 1,440 persons 

4. ) new Crematorium IV furnace with 8 muffles 768 persons 

5. ) new Crematorium V furnace with 8 muffles 768 persons 

for a total of4,756persons in an operating period of 24 hours. 

The Head of Central Construction Office 
der Waffen-SS und Polizei 
Auschwitz. 

SS-Sturmbannfuhrer. ” 

Thus, on the basis of this document, the duration of one cremation was 25 minutes 
in the double-muffle furnace and 15 minutes in the furnaces with three or eight 
muffles. 

The fourth document is an internal memo (translated below) written by Engi¬ 
neer Prufer, dated 8 September 1942: 493 


492 RGVA, 502-1-314, p. 14a. 

493 K. Priifer’s memo of 8 September 1942. EMS/Erfurter Malzerei- und Speicherbau, 241, II 80 Tech. 
Abteilung D IV. Published on: http://veritas3.holocaust-history.org/auschwitz/topf/. Cf. Document 
249. 
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‘TOPF 

To: J. A. TOFF UND SOHNE Erfurt, 8 September 1942 

Department DIV 

Our reference: D IV/Prf/hes 

Re: Reichsfuhrer SS, Berlin-Lichterfelde-West. 

Object: Crematorium-Auschwitz. 

Confidential! Secret! 

8 September 1942: Obersturmfuhrer Krone called and informed us that he has 
to report to Brigadefiihrer Kammer [Kammler] and that he has to give an account 
of his visit to the Auschwitz crematorium, from which he came back yesterday. He 
has not been told anything about the Auschwitz installation and would therefore 
like to know exactly how many muffles are presently in operation and how many 
muffle furnaces we are presently building for forthcoming delivery. 

I explained to him that 3 furnaces with 2 muffles are now in operation with a 
[cremation] capacity of 250 [corpses] per day. Furthermore, 5 furnaces with 3 
muffles are now under construction for a [cremation] capacity of800 [corpses]. 

Today and over the next few days the 2 furnaces with 8 muffles will be shipped, 
taken from the Mogilev [job], with a [cremation] capacity of800 [corpses] each. 
Herr K. declared that this number of muffles was still insufficient; we are to supply 
yet more furnaces as soon as possible. It is therefore advisable for me to go to 
Berlin on Thursday morning to discuss with Herr Krone any further orders. I am 
to bring with me documents concerning Auschwitz so that these urgent calls would 
stop once andfor all. 

I have announced [my] visit for Thursday. ” 

If we follow this document, the duration of a cremation in the double-muffle fur¬ 
nace was 34-35 minutes, in the triple-muffle furnace 27 minutes and in the 8- 
muffle furnace 14-15 minutes. The corresponding cremation capacities of each 
type of furnace were about 83, 160, and 800 corpses per 24 hours, respectively. 

As far as the double-muffle furnace is concerned, the four above documents 
hence speak of a theoretical capacity of 48, 72-86, 83, and 114 corpses in 24 
hours, respectively. It is obvious that at best only one of these numbers can be 
correct. 

The first document stems from the copious correspondence between Topf and 
KL Mauthausen, held at the Bundesarchiv at Koblenz; the second one was origi¬ 
nally part of this correspondence, but it is no longer there, having been transferred 
to the Weimar Staatsarchiv. It is unclear how the document arrived at the Weimar 
Staatsarchiv , which is all the more strange, as it is not Topf s own filed copy but 
the original of the letter directed to Mauthausen, as we can see from the in stamp 
it bears. 

The photocopy sent to this author (Document 247) shows, on the left, several 
vertical lines whose ink has faded; on the lower left hand comer we have, attached 
to the sheet, a slip of paper with the hand-written entry “in 1943, up to 300 corpses 
were burned in such a [im gleichen ] furnace in 10 hours.” The author of this hand¬ 
written remark is unknown; the remark must, in any case, be considered worthless 
from a technical point of view and false from a historical point of view. Actually, 


C. Mattogno, F. Deana, The Cremation Furnaces of Auschwitz 


295 


the incineration of 300 corpses in 10 hours in a double-muffle furnace is equiva¬ 
lent to a time of 4 (four) minutes for each cremation, which is technically impos¬ 
sible. On the other hand, the “such a furnace,” i.e. the double-muffle furnace, 
Auschwitz type, had not yet been installed at Mauthausen in 1943. The authen¬ 
ticity of the typed letter is not in doubt, but the hand-written note was certainly 
added to it after the war. 

The third document, which comes from the Moscow archives, presents serious 
problems of form and content which will be treated in Chapter 9.6. 

The fourth document was discovered by Jean-Claude Pressac in 1995 during 
a search of the archives of the firm EMS / Erfurter Malzerei- und Speicherbau , 
successor to Topf & Sohne at Erfurt. After Pressac’s death, part of the documen¬ 
tation on this company which he had collected, including the documents from the 
above archives, were donated, as he had wished, to Thuringisches Hauptarchiv 
at Weimar, where it is now held. 

In our effort to judge the factuality of the data given in these four documents 
and to ascertain the average duration of a cremation in the Topf furnaces at 
Auschwitz-Birkenau, we shall use three objective criteria, all based on practical 
conditions: the results of the experimental cremations with coke carried out by R. 
Kessler on 5 January 1927, a fragment of the list of cremations in the Gusen 
crematorium, and the numerous fragments of such lists concerning the cremato¬ 
rium at the Westerbork camp (Netherlands). 

A further important experimental criterion is provided by the experiments 
with the combustion of animal carcasses and offal from slaughterhouses run on 
Kori furnaces. The technical assessments carried out by the Soviets and the Poles 
on the Majdanek (August 1944), Sachsenhausen (June 1945) and Stutthof fur¬ 
naces (May 1945) have yielded still more useful indications. 

The lists of cremations in the crematorium of the Terezin Ghetto - which was 
equipped with four oil-heated Ignis-Huttenbau furnaces, undoubtedly the most 
efficient of all the furnaces built during the Second World War - provide us, fi¬ 
nally, with an essential benchmark allowing us to set the lower limit of the cre¬ 
mation time achievable in plants operated in German concentration camps and 
ghettos in the 1940s (see Chapter 11.4.). 

8.2. Richard Kessler’s Cremation Experiments 

As we have explained in Chapter 6 of Section I, the duration of the cremation 
process involving one corpse depends essentially on the constitution and the 
chemical composition of the body, but - to a not-irrelevant extent - also on the 
furnace system and the operational procedure of the cremation. 

Since the Auschwitz-Birkenau furnaces had a coke-fired gasifier, the experi¬ 
ments carried out by the engineer Richard Kessler in the Dessau crematorium on 
5 January 1927 can be used as a yardstick, if we want to follow the cremation 
process that went on in the furnaces of Auschwitz-Birkenau (cf. Chapter 4 of 
Section I). 

However, if we want to stay in line with actual conditions, we must look at 
the design differences between the Gebruder Beck furnace used by R. Kessler 
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and the Topf double-muffle furnace, Auschwitz type, the furnace which resem¬ 
bled most closely the furnaces for civilian use. 

The Beck furnace had a refractory mass of at least 12,000-13,000 kg, which 
allowed for a considerable amount of heat to be stored in the walls and which 
reduced the temperature fluctuations during the cremation. The Topf furnace had 
a refractory mass of some 10,000 kg, i.e. 5,000 kg per muffle and gasifier, hence 
they stored less heat, which in turn led to more pronounced temperature fluctua¬ 
tions. 

The Beck furnace possessed an efficient preheating system for the combustion 
air on account of its recuperator; this heat input enhanced the mixing process of 
the combustion air with the fuel gases coming from the gasifier and hence the 
gasification of the corpses by reducing excess air and increasing the combustion 
temperature. The recuperator, furthermore, allowed the post-combustion of the 
heavier hydrocarbons which had left the combustion chamber uncombusted and 
which thus returned part of their heat to the furnace. 

The Topf furnace had no recuperator and no preheating system and thus 
worked with an air-feed system which had already been tried out in the 1930s and 
had been found unsatisfactory from the point of view of heat economy. (The air 
entered the muffle through four openings set into its vault and was fed to the 
muffles by means of a blower which did not allow controlling the air-feed to in¬ 
dividual muffles; cf. Schlapfer 1938, p. 155). 

The Beck furnace, moreover, possessed a smoke-combustion device which 
reduced the heat loss through the uncombusted gases and thus prevented a corre¬ 
sponding reduction of the muffle temperature at a point in the process at which 
the Topf furnace (having no smoke-combustion system) experienced a more pro¬ 
nounced temperature drop in the muffle (and thus a pronounced formation of 
smoke). 

Both furnaces worked by the principle of direct combustion, allowing, as they 
did, the combustion products of the gasifier to enter the muffle. 

We will now consider the results of Kessler’s cremation experiments, which 
I have summarized in Documents 25Of. 

On average, the initial temperature of the cremations is around 800°C (column 
2); the maximum temperature during the combustion of the coffin is around 
1,000°C (column 3), the temperature at the start of the combustion of the corpses 
is around 780°C (column 5), and the maximum temperature during the combus¬ 
tion of the corpses is around 900°C (column 7). As far as the durations are con¬ 
cerned, the average time taken for the temperature to reach its maximum once the 
coffin had taken fire was 12 minutes, the average time for the evaporation of the 
corpse water was 27 minutes, and, finally, the average time taken for the com¬ 
bustion of the corpses to reach the highest temperature was 28 minutes, whereas 
the average duration of the entire process up to the second peak temperature was 
55 minutes. 

Here we must underline the fact that the above time taken for the coffin and 
for the corpse to be consumed, respectively, is merely measured up to the point 
where the highest temperature is reached. In both cases the combustion obviously 
continues, albeit at a lower rate, even after the peak temperature has been reached 
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(Document 251). This is why, in the tables, we have taken 55 minutes to be the 
average duration of the entire combustion process, whereas in Kessler’s experi¬ 
ments it was taken to be 86 minutes. Hence, even after the most active combustion 
phase of the corpses, the combustion process continues for another 31 minutes. 

These considerations are important because the Topf cremation furnaces at 
Auschwitz-Birkenau, or more precisely their method of operation, was different 
from Kessler’s: on account of both professional ethics and legal requirements in 
keeping with those discussed in Chapter 8 of Section I, Kessler no doubt waited 
for the ashes to stop burning before moving it into the ash chamber: as opposed 
to this, the operating guidelines for the Topf furnaces at Auschwitz-Birkenau al¬ 
lowed for the introduction of a fresh corpse as soon as the remains of the former 
corpse had fallen through the muffle grate. Thus, the duration of a cremation in 
the Topf furnaces ended once the remains of the corpse had fallen through the 
grate bars into the post-combustion chamber, where they would go on burning 
for another 20 minutes, as indicated by the operating instructions. 

In both furnaces, however, combustion of the corpses took place primarily 
within the muffles. 

When we look at the diagram summarizing Kessler’s experiments (Document 
251), we see that at the very moment when the combustion temperature of the 
corpses reached its maximum, i.e. after 55 minutes, the corpses themselves were 
still in the muffle, as is borne out by the fact that the muffle temperature continues 
to rise as high as 900°C. Therefore, the duration of the combustion process in the 
muffle up to the point where the remains of the corpse fall through the grate bars 
into the ash chamber is necessarily longer than the 55 minutes. 

When comparing Kessler’s cremations and those carried out in the double- 
muffle Topf furnace at Auschwitz, we must take two more relevant points into 
consideration: 

First of all, cremations in the Beck furnace were done with coffins, whereas 
at Auschwitz the corpses entered the muffle unboxed. 494 The coffin has a negative 
(i.e. lengthening) effect on the duration of the cremation, because, for several 
minutes until it breaks up under the heat, it acts as a heat shield for the corpse, 
thus delaying the evaporation of the corpse water. Yet after the coffin has broken 
up, it has a positive effect and speeds up the evaporation process of the corpse 
water, because the burning wood increases muffle temperature. Finally, part of 
the heat contributed by the combustion of the coffin accumulates in the muffle 
walls and is released again when the thermal conditions in the muffle allow this. 
This contribution, though, becomes ever less significant as the refractory mass of 
the muffle increases. 

Secondly, the Beck furnace possessed all measurement devices needed for a 
continuous observation of the cremation process at any moment of the cremation, 
and the cremations were carried out under the eye of an expert engineer and were 
thus performed in the best possible manner. 

From the first, negative, effect we may draw the following conclusion: if the 
high point of the combustion of the coffin was reached after 12 minutes we may 


494 At the beginning of WWII, the use of coffins was provided for. Cf. Chapter 12. 
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assume that the evaporation of the corpse water began after some 5-6 minutes, 
which means that the cremation of a corpse without a coffin would take about 50 
minutes up to the maximum of the main combustion phase. 

In Kessler’s cremation experiments, the minimum duration of the cremation 
process up to the high point of the main combustion phase - 40 minutes - was 
registered for the last two cremations; the average duration and the temperatures 
reached in the individual phases were as follows: 

> from the moment of introduction (at 805°C) up to the highest temperature 
(1015°C) reached during the combustion of the coffin: about 14 minutes; 

> from the introduction until the end of the desiccation of the corpse (810°C): 
30 minutes; 

> from the end of the desiccation up to the highest temperature reached during 
the combustion of the corpse (955°C): 40 minutes. 

As the combustion of the coffin reached its highest point after 14 minutes, we 
may assume that vaporization of the corpse water begins after six to seven 
minutes, which brings us to a minimum duration of the main combustion phase 
under optimum conditions of 32 to 33 minutes. 

In modern furnaces, the main combustion phase lasts about 30-40 minutes. 495 
On this point, the engineer L.G.A. Leonard of the French company Tabo, manu¬ 
facturer of cremation furnaces, gave an account of his experiments at the meeting 
of the Cremation Society of Great Britain in 1975, saying (Jones 1975, p. 83): 

“After about half an hour, whether the furnace has got up to a temperature of 
1,100° C or whether it is 900° C, there is a rapid fall away, and I think the inves¬ 
tigations should be concerned with the last twenty minutes or so of the cremation 
cycle. At that time you have in the cremator a very very small quantity of body 
material in the shape of chest and lung material, roughly the size of a rugby foot¬ 
ball, about twenty minutes from the end of the cremation, and this is the thing 
which is most difficult to remove. ” 

A diagram summarizing the phases of the cremation process in a modem crema¬ 
torium takes the main combustion to last 34-38 minutes (cf. Document 252). 

However, actual experiments show longer durations. In the 1990s, Michael 
Bohnert et al. observed fifteen cremations carried out in a modem Etagenofen 
(multiple-hearth incinerator) as part of a study in forensic medicine (Bohnert et 
al. 1998). The gas-fired furnace had a cremation chamber with a post-combustion 
chamber underneath. The latter had a rotatable grate. The ash chamber was lo¬ 
cated further below. 

The corpses concerned were those of seven men and eight women, between 
68 and 100 years of age. The cremation process was observed through a viewing 
port 13 cm x 11 cm set into the muffle. The phenomena occurring during com¬ 
bustion were recorded at intervals of 10 minutes. The average duration of a cre¬ 
mation in the muffle (main combustion) was about one hour, 496 after which the 


495 I.e. the time from the introduction of the corpse into the muffle up to the end of the main combustion 
phase. 

496 Bohnert et al. 1998, p. 12. From Table 1 shown on this page we obtain an average duration of 66 
minutes. The average temperature in the muffle was about 750°C. 
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remains were moved into the post-combustion chamber, where they burned out 
over another hour. 

After 30 minutes, the skull and the trunk were still recognizable: the thorax 
was open, and the internal organs could be seen (cf. Document 253). After 40 
minutes, the ribs had lost their soft tissue, and the base of the skull was visible 
(cf. Document 254). After 50 minutes, combustion was still intensive, and the 
appearance of the corpse was as follows (ibid, p. 16): 

“The facial bones had mostly disintegrated. The base of the skull was visible. 
The upper parts of the spinal column tended to extend. The vertebrae were cal¬ 
cined and the disks between the vertebrae were missing. The shape was main¬ 
tained primarily by the remains of the strongly deformed neck muscles. The inter¬ 
nal organs, meanwhile, showed a considerable shrinkage. In most cases, only the 
liver was still recognizable, even though it had been reduced to a sponge-like 
structure. The soft tissue of the basin which had been protected for a long time 
had now been consumed by the fire, and the iliacus presented only sparse remains 
of carbonized soft tissue adhering to the bone. The arms had been completely 
destroyed. The upper thighs had been reduced to calcined bone stumps. ” 

The cremation in the muffle went on for another 15 minutes on average. 

In conclusion it may be said that, as a reference point, the duration of the main 
combustion phase is about 50 minutes. 

8.3. The List of Cremations in the Gusen Crematorium 

Among the small number of documents concerning the Gusen crematorium to 
have been preserved, there is a record drawn up by SS-Unterscharfuhrer Wassner, 
head of the Gusen crematorium, which lists the number of detainees cremated, 
and the corresponding consumption of coke for the period of 26 September 
through 12 November 1941. 497 The list is split up into four columns. The first 
column shows the time; next to it we have the number of cartloads of coke sup¬ 
plied. The second column gives the date of the cremation, the third the number of 
corpses cremated, and the fourth the total number of cartloads of coke (1 cartload 
= 60kg). The coke figures in the first column are listed cumulatively, so that the 
last figure in the first column is the same as the figure in the fourth column. 

The document poses some problems, though: 

1) Does the date column really indicate the days on which the cremations were 
carried out? At three points (entries for 31 October, 7 November, and 8 Novem¬ 
ber) the cremations run into the early hours of the following day, hence rather 
than speaking of cremation days, we should rather speak of cremation runs or 
series. Each run comprises the number of corpses shown in the record and may 
extend into the following day. 

2) Does the number of coke cartloads registered in the first column correspond 
to the coke loaded into the generators at the hour indicated? This possibility must 
be discounted for the following reason: 1 m 3 of loose coke has a weight of 380 to 
530 kilograms (Hiitte 1931, vol. I, p. 718). Let us assume the maximum value of 
530 kilograms. 


497 Cf. Document 255; ODMM, Archiv, B 12/31. 
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The two gasifiers at Gusen had a flat grate of 50 cm x 50 cm, like the Ausch¬ 
witz double-muffle furnace. The loading port of the gasifier stood at a level of 80 
cm above the grate. The effective volume of one gasifier was thus 0.5 m x 0.5 m 
x 0.8 m = about 0.2 m 3 , which means that each gasifier could load (530x0.2=) 
106 kg, i.e. 212 kg for both gasifiers. Now, in the above record, the first figure in 
the first column is, in several cases, between 11 and 16, or 660 to 960 kg, but in 
order to take in (960-^2=) 480 kg of coke, each gasifier would have had to have 
an effective volume of about 1 m 3 ; hence the number of cartloads of coke does 
not refer to the coke loaded into the gasifiers for the hour indicated. 

3) Does the number of coke cartloads shown in the first column refer to the 
coke consumed up to the hour indicated? This hypothesis must be excluded as 
well, because, for 11 November, at 8:00 PM, 23 cartloads of coke are mentioned 
(=1,380 kg). The following entry, at 9:20 PM, speaks of 32 cartloads (=1,920 kg). 
Hence within the 80 minutes between the two entries (1,920-1,380=) 540 kg (or 
405 kg per hour) would have been consumed, a technically impossible amount. 

The same reasoning also applies to other runs, e.g. for 6 November we have 
600 kg of coke between 10:25 and 14:45 hours, i.e. over 4 hours and 20 minutes, 
or 138 kg/hr, for 7 November (420 kg of coke between 3:30 and 5:00 AM, i.e. 
over 90 minutes = 280 kg/hr), for 12 November (420 kg of coke between 15:20 
and 18:15 hours, i.e. over 175 minutes equal to 144 kg/hr) etc. 

4) Do the times shown in the first column refer to the beginning (first figure) 
and to the end (last figure) of the cremations carried out on that day? This question 
is closely related to the preceding one. If the first figure really referred to the 
beginning of the cremations, the figure for the number of cartloads shown next to 
it would concern the amount loaded into the gasifiers, which cannot be the case. 

Moreover, this hypothesis would lead to technical impossibilities, as we can 
gather from the explanatory table (Document 256). In this table, column 1 indi¬ 
cates the date of the various cremation runs, column 2 the total consumption of 
coke, column 3 the total number of cremations, column 4 the average coke con¬ 
sumption for each cremation, column 5 the total time for each run (based on the 
first column of the list of cremations), column 6 the average duration of each 
cremation (provided the first and last figures of the list refer to the beginning and 
the end of the cremations), and column 7 gives the hearth throughput rate under 
the same conditions. 

We see immediately that the duration of the cremations (column 6) in certain 
cases would be 13, 12 or even 8 minutes, but if we follow Kessler’s experiments, 
these times would not even be sufficient for the complete evaporation of the 
corpse water. 

Next, the average duration of discontinuous cremations (26 September - 15 
December) - 17 minutes - would be less than the duration of cremations run con¬ 
tinuously (31 October - 12 November) - 23 minutes - whereas the contrary 
should be the case. 

Finally, for this hypothesis the coke consumption for each hearth would be 
163 kg/hr for the cremations between 26 September and 15 October (column 7) 
and 80 kg/hr for those between 31 October and 12 November. 
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According to the Colombo engineering handbook, the throughput of a hearth 
grate under natural draft is about 90-120 kg of coal per hour per square meter 
(Colombo 1926, p. 398). For the Topf furnaces, the maximum figure applies, as 
we can gather from the “ Aktenvermerk ” of 17 March 1943, 498 which gives the 
grate throughput for the triple- and 8-muffle furnaces: 35 kg of coke per hour. 

As the surface area of the hearth grates for the triple muffle furnaces was 0.3 
m 2 (cf. Chapter 7.2.), the unit throughput on 1 m 2 was (35-H).3=) 116.7 kg or about 
120 kg per hour. 

As far as forced draft is concerned, the following data are found in Colombo’s 
engineering handbook (Colombo, p. 366; in the third column the data for the 
Gusen furnace is shown): 


Draft 

Throughput 

Gusen furnace (one hearth) 

[mm water column] 

[kg/(hr><m 2 )] 

Throughput [kg/hr] 

10-20 

120-150 

30.0-37.5 

20-30 

150-180 

37.5 -45.0 


That is to say: 


10 

120 

30.0 

20 

150 

37.5 

30 

180 

45.0 


According to Heepke, the cremation furnaces operated with a maximum draft of 
30 mm of water (Heepke 1905b, p. 71). The three draft enhancers initially in¬ 
stalled at Crematorium II of Birkenau operated with a draft of 30 mm of water 
column for a flow rate of 40,000 m 3 /hr of flue gas and a 380 V motor of 15 hp 
each (see invoice quoted on p. 268). 

The forced-draft device for the Gusen furnace was a standard device, also in¬ 
stalled at the Auschwitz crematorium, with a throughput of 4,000 m 3 /hr and a 3 
hp engine. The working pressure is not known, but could not have been more than 
30 mm of water column in any case. 

Looking at the summary (Document 256), it is obvious that a daily average 
throughput of 163 kg/hr of coke on each grate - even a lower one of 79 kg/hr - 
would have been technically impossible, because even at maximum draft the 
Gusen furnaces could only have handled 45 kg/hr of coke each. 

The only conclusion we can draw from the above considerations is that the 
individual entries for the coke supply refer neither to the coke loaded into the 
gasifiers nor to the amount consumed up to the time mentioned in the lists, but to 
the coke brought from time to time to the gasifiers from the coke storage area of 
the crematorium so that the attendants would always have a sufficient amount of 
coke available. 

As in any change of shifts, the attendant took over the unloaded coke and was 
responsible for its use, indicating the time and the number of cartloads when the 
unloading ended, not when it began. The furnace, though, would be operated as 
soon as the first load had arrived. Hence the indication “time” on the document 


498 APMO, BW 30/7/34, p. 54; cf. Chapter 10.8. and Document 264. 
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in question does not by itself refer to the beginning of the cremation but to the 
end of the delivery of the first series of cartloads. 

This, again, means that the times recorded in the first column of the list cor¬ 
respond neither to the beginning nor to the end of the cremations, which therefore 
began before the first hour entered and ended later than the last. 

As far as the average coke consumption is concerned, it is likely that a certain 
amount of coke was left over after the end of a cremation cycle and was used for 
the beginning of the following series of cremations, but it is just as likely that this 
amount was always more or less the same (an amount necessary, as it were, for 
restarting the furnace) in such a way that, overall, what remained at the end of the 
day was used for the start-up of the furnace for a new cycle of cremations. 

Here, however, we run into the fundamental problem: how can we determine 
the hours of start-up and of shut-down? 

To solve this problem, one can use the duration of the combustion of coke in 
the gasifier hearths. First, though, we must determine the total time over which 
the 677 cremations were carried out. If we assume that they began at 7:00 AM on 
31 October and ended at 11:00 PM on 12 November (i.e. 12 2 /3 days), we have a 
total time of 304 hours or 18,240 minutes. The time needed for the combustion 
of 20,700 kg of coke actually consumed obviously depends on the throughput 
rate of the gasifier grates; as the time taken for the consumption of the coke is 
inversely proportional to the throughput rate of the grate, with the shortest time 
corresponding to the highest throughput rate. 

We have seen that the highest throughput rate for the two hearths obtainable 
with a forced draft of 30 mm of water column was about (2^45=) 90 kg/hr of 
coke overall and we thus find: 

- total combustion time of the coke: 20,700 kg 90 kg/hr = 230 hours or 
13,800 minutes 

- average daily activity of the furnace: 230 hrs ^ 12.67 days ~ 18 h/day 

- average time of coke combustion for each corpse (30.6 kg/corpse ^ 45 kg/hr) 
x 60 min/h ~ 41 minutes 

- average daily shut-down time of the furnace: ~ 6 hours 

- heat loss from the furnace during shut-down: - 200,000 kcal 499 

- time spent daily on reheating the furnace to operating temperature (with an 
efficiency of r| ~ 0.54): 500 


200,000 kcal • 60 min/hr 
90 kg/hr -6,470 kcal/kg • 0.54 


40 minutes; 


[109] 


- daily coke consumption for preheating the furnace to operating temperature: 
90 kg/hr x (40 min 60 min/hr) = 60 kg of coke; 

- total preheating time of the furnace: 40 min/day x 12.67 days -510 minutes; 

- total amount of coke used for reheating the furnace: 60 kg/day x 12.67 days 
- 760 kg; 

- average duration of the cremation of a corpse: (13,800 min - 510 min) ^ 677 
corpses x 2 muffles - 40 minutes/corpse 


499 Calculated on the basis of a heat loss of 41,709 kcal during the operation; cf. Chapter 10.2. 

500 The calculation is explained in Chapter 10.3. 
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- daily operating time of the fumace:about 18 hours, of which about 17 hr 20 
min for cremations and about 40 min for preheating 

- average coke consumption for each cremation: ~ 30.6 kg, of which (20,700 
kg - 760 kg) 677 ~ 29.5 kg for the corpse and 1.1 kg for preheating the 
furnace. 

These data represent minimum theoretical values; if, in fact, a grate throughput 
rate halfway between the maximum (90 kg/hr) and the minimum (20,700 kg ^ 
304 hrs = 68 kg/hr) is assumed, i.e. ca. 80 kg/hr, we obtain the equivalent of an 
average daily operating time of the furnace of about 20 hours, and the average 
duration of a cremation would be 45 minutes, while the average amount of coke 
for preheating the furnace would drop to 0.8 kg for each cremation. 

As the heat balance as calculated in Chapter 10 will be based on minimum 
theoretical values corresponding to an average daily operating time of 18 hours, 
the amount of coke would go down negligibly for an operating time of 20 hours 
per day: (1.1 - 0.8 =) 0.3 kg per cremation, i.e. by about (0.3-^30.6=) about 1 
percent. 

According to the Topf operating instructions for the double- and triple-muffle 
furnaces, the post-combustion of the corpse residues took about 20 minutes; add¬ 
ing to this the time needed for the main combustion - 40 minutes - one obtains 
for the total duration of the cremation process a time of 60 minutes, which repre¬ 
sents the limit called “thermal barrier” by Dr. Jones, i.e. the minimum duration 
which cannot be pushed any lower (cf. Section I, Chapter 6). 

This duration is valid for the Gusen furnace and, as I shall explain in Subchap¬ 
ter 8.5., cannot be applied directly to the inferior Auschwitz double-muffle fur¬ 
nace, to which the Topf letter of 14 July 1941 refers explicitly. 

8.4. The List of Cremations at the Westerbork Crematorium 

The crematorium of the Westerbork camp in Holland was equipped with a 
coke-fired Kori furnace. The “operating instructions for cremations” which exist 
in the camp documentation refer to the oil-fired Kori furnace (cf. Document 286) 
and make sense only if the furnace worked initially with this fuel. 

The furnace was, without doubt, a mobile oil-fired furnace that was later con¬ 
verted into a coke-fired furnace by the addition of a gasifier, probably as shown 
on the Kori drawing J. Nr. 9239 of 15 February 1944. 501 The crematorium went 
into operation on 15 March 1943 at a time when the mortality was still very low 
but rising sharply. In 1943, the number of deaths rose to 593 from 108 in the 
second half of 1942 and then went down drastically: to 50 in 1944 and 4 in 
1945. 502 A number of documents concerning this crematorium have survived. The 
most important ones are: 

> a large fragment of the “Crematorium Betriebsbuch ” indicating the names of 
the persons deceased between 23 June 1943 and 31 March 1944, with dates 


501 H. Kori, drawing J.Nr. 9239 “Anbau einer Kohlenfeuerung am olbeheizten Krematoriumsofen” dated 
15 February 1944. ODMM, Archiv, N 17, Nr. 6. 

502 Rapport over de sterfte in hetKamp Westerbork in het tijdvak van 15 Juli 1942 tot 12 April 1945 [Re¬ 
port on the mortality at camp Westerbork over the period from 15 July 1942 through 12 April 1945]. 
ROD, C[64] 514, p. 1 
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of birth and death and consecutive entry numbers (277 to 510) corresponding 
to the number on the urn used; 503 

> numerous cremation lists giving the number of corpses cremated, the duration 
of each cremation, and the total coke consumption (cf. Documents 257f.). 
There is also a “name list of Jewish persons who died in the concentration camps 
of Westerbork and Buchenwald and were buried in Dutch cemeteries,” drawn up 
by the Dutch Red Cross, giving an alphabetical list of the Jews who died at 
Westerbork, complete with their dates of birth, of death and of cremation, as well 
as the um number. 504 

As the cremations were carried out in the order of the entries, these documents 
allow us to personalize the cremation lists by linking each number with the cor¬ 
responding name list. For the first three months the lists have many gaps. Hence 
we can only identify the day of a cremation and the number of cremations carried 
out. The day with the highest activity of 17 cremations was 14 May 1943. The 
first list we have covers 27 April 1943, followed by the list for 10 May after a 
gap of four operating days. 505 

The lists of individual cremations are listed in the Appendix, although without 
the names. I have not considered the small number of lists for 1943 in which there 
are only five cremations or fewer (with one exception to be explained later) and 
those for 1944, a year with very few cremations. The list shows: 

- the number of cremations 

- the consecutive entry numbers 

- the sex of the deceased 

- the age of the deceased 

- the date of birth of the deceased 

- the date of death of the deceased 

- the beginning and the end of the cremation 

- the duration of the cremation. 

In order to allow the proper interpretation of the data presented, we must give 
some further explanations. 

Cremations were not carried out every day, but only when a sufficient number 
of corpses had been collected in the morgue. This was done to save fuel. 

In the Westerbork camp, there was a very high infant mortality, with peaks of 
25% in May and June of 1943 and even 40% in August. 506 It concerned for the 
most part babies who were a few months and at times only a few days old and 
who were normally incinerated by placing two small corpses into the muffle, or 
at times one infant and an adult corpse. 

A few small corpses were introduced between two consecutive cremations of 
adults in such a way that their cremation overlapped the final phase of the pre¬ 
ceding corpse and the initial phase of the following corpse. 


503 ROD, C[64] 292. 

504 ROD, C[64] 314. 

505 Although there are 13 days between 27 Apr. & 10 May, the crematory operated only on four of these 
days. 

506 Rapport... op. cit. (note 502), p. 2. 
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In the cases of double cremations, entries concerning the corpse of the infant 
are marked with an x. In Document 258 this is the case for the seventh and the 
eighth cremation (a 90-year-old woman and a baby girl 2 months of age) and for 
the eleventh and twelfth cremation (a 46-year-old man cremated together with a 
child of 10 months). 

Even though the cremations generally followed strictly the consecutive order 
of the morgue registrations, there are some gross anomalies which lead us to be¬ 
lieve that the order was inverted in these cases. For example, the seventh crema¬ 
tion on 26 May 1943 lasting 25 minutes cannot possibly have referred to a man 
of 72, but obviously concerned the case of a child of two months listed as number 
nine. Similarly, the third and the fifth cremation on 4 June must be inverted, as it 
is difficult to see how the cremation of a 78-year-old woman should have taken 
35 minutes, whereas that of an 18-month-old child extended over one whole hour. 

A similar switch must also be assumed for the fourth and fifth cremations on 
11 June where the cremation of the corpse of a one-year-old child is said to have 
taken all of 55 minutes and that of an 81-year-old man only 35 minutes. 

Also, the first and third cremations on 18 October 1943 (duration 20 minutes), 
referring respectively to a man of 45 and a woman of 59, must obviously take the 
place of the second and fourth cremations of a child aged one month and another 
child aged 2 months. 

After these cases have been corrected accordingly, we can interpret the tables 
in the Appendix in a statistical manner. 

8.4.1. Adults Cremated Individually 

There are altogether 128 individually cremated adults. In the table below I 
have listed the number of corpses cremated in the order of the duration of the 
cremations. The average duration of one of these 128 cremations was 50 minutes: 


Duration [min] 

# of corpses 

Duration [min] 

# of corpses 

30 

6 

65 

3 

35 

5 

70 

2 

40 

19 

75 

2 

45 

24 

80 

3 

50 

21 

90 

2 

55 

15 

95 

1 

60 

25 

Total: 

128 


8.4.2. Children Cremated Individually 

As explained above, children’s corpses were, as a mle, cremated together with 
another child or an adult. There are only seven individual cremations of children, 
as listed in the table below, together with the respective ages of the children: 
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Duration [min] 

# of corpses 

Ages 

20 

2 

2 months 


1 

1 day 

30 

1 

5 months 

35 

2 

18 months 

12 months 

40 

2 

1 month 

2 months 

Total: 

7 



8.4.3. Infant Double Cremations 

The lists mention seven cremations of this type, four of which, however, are 
obviously abnormal. Let us first consider the regular cases: 


Duration [min] 

# of corpses 

Ages 

20 

2 

2 months 

30 

3 

1 day 

1 month 



5 months 

3 months 

40 

2 

3 years 

2 years 


The other four cases show an obviously abnormal behavior: 


Duration [min] 

# of corpses 

Ages 

45 

2 

8 months 

10 months 

50 

2 

2 months 

1 day 

70 

2 

17 months 

4 years 

75 

2 

8 months 

14 months 


When comparing these entries with those in the table above, one can see that these 
cremations should have taken 20 or 30 minutes. Nothing justifies such long du¬ 
rations, unless we assume errors in the entries of the dates of birth or that each 
pair of corpses consisted of one adult and one child. The latter hypothesis seems 
to be the most reasonable explanation, which we will therefore adopt in this case. 

8.4.4. Mixed Double Cremations 

There are 56 corpses to be considered here, or 28 pairs. The average age of 
the adult was 70 years, that of the children about 1 year. 
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Duration [min] 

# of corpses 

# of cremations 

Total min 

40 

2 

i 

40 

45 

16 

8 

360 

50 

8 

4 

200 

55 

4 

2 

110 

60 

14 

7 

420 

70 

4 

2 

140 

75 

4 

2 

150 

80 

2 

1 

80 

105 

2 

1 

105 

Totals: 

56 

28 

1605 

Average: 

1605 min + 28 = 57.32 min 


8.4.5. Staggered Cremations 

There are four instances of cremations in the course of which an additional 
corpse was introduced before the cremation of the preceding one had ended. We 
shall consider the cases one by one. 

a) 10 May 1943 


Cremation order 

Time 

# of corpses 

Age 

Second 

09:15-10:10 

i 

65 years 

Third 

09:50- 10:30 

i 

27 months 

Fourth 

10:10-11:00 

i 

69 years 


The corpse of a child 27 months old was introduced into the furnace 35 minutes 
after the introduction of the corpse of a 65 year-old man; the cremation lasted 40 
minutes and overlapped the cremation of the latter corpse for the first 20 minutes; 
for the remaining 20 minutes it overlapped the cremation of the corpse of a 69 
year-old woman, introduced at 10:10 AM. 

b) 26 May 1943 


Cremation order 

Time 

# of corpses 

Age 

Seventh 

13:15-13:40 

i 

2 months 

Eighth 

13:30-15:30 

i 

4 years 

Ninth 

13:30-15:30 

i 

72 years 


The cremation of the corpse of a child of 2 months took 25 minutes; 10 minutes 
before it ended, two corpses were introduced simultaneously into the furnace, the 
corpse of a woman aged 72 and that of a child of four. The cremation took two 
hours altogether. 

c) 1st September 1943 


Cremation order 

Time 

# of corpses 

Age 

Fourth 

10:40-11:35 

i 

50 years 

Fifth 

11:00-11:35 

i 

1 day 
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At 10:40 AM, the body of a 50-year-old woman was introduced into the furnace; 
20 minutes later, the corpse of a baby who had died at birth was added. Both 
cremations were over by 11:35, the cremation of the woman lasted 55 minutes, 
that of the baby 35 minutes. 

d) 22 June 1943 


Cremation order 

Time 

# of corpses 

Age 

Third 

10:20-11:20 

i 

81 years 

Fourth 

10:20-10:50 

i 

14 months 

Fifth 

10:55-11:35 

i 

84 years 


At 10:20 AM, the corpse of an 81-year-old woman was introduced into the fur¬ 
nace, together with the body of a girl aged 14 months; 35 minutes later another 
corpse was added, the cremation of which ended at 11:35 AM. Hence the bodies 
of two adults and one infant were cremated within 75 minutes. This would be an 
exceptional case for two reasons, both on account of the short overall duration of 
the cremation and because in the available documents no other case involving the 
concurrent or staggered cremation of two adults can be found. 

If we are not dealing with a mistake in the log entries, this would be a most 
unusual event; on both accounts, we may discard this case. 

The only case of a concurrent cremation of two adult corpses apparently took 
place on 1st July 1943, the day on which the eighth and ninth corpses were intro¬ 
duced into the furnace at the same time, i.e. 1:30 PM; according to the Be- 
triebsbuch of the crematorium, the cremation concerned a man of 73 and a young 
man of 20. However, in the cremation list for that day, the ninth corpse is marked 
with an x and was therefore the corpse of a child. This is borne out by the fact 
that the other two corpses marked in the same manner - the fifth and the eleventh 
- do concern the corpse of a one-year-old child and that of a child 20 months old. 

In the Westerbork crematorium, the end of the cremation corresponded to the 
moment when the corpse residues went into the ash compartment and the muffle 
was thus ready for a fresh corpse. As we have seen, the average duration of cre¬ 
mations involving individual adults was 50 minutes. This confirms basically the 
value derived from Kessler’s experiments, except for the fact that Kessler’s value 
referred to the average duration of the cremation process up to the maximum point 
of the main cremation; hence, the average value for the Westerbork cremations is 
a little lower. This difference may have been caused by various factors, such as 
the average type of corpse or the structure of the muffle grate. 

In the 600 cremations carried out in the crematorium of the Pere-Lachaise 
cemetery in Paris between 1889 and 1893 (cf. tables pp. 96f.) provide us with the 
following data: the cremation of a child 9 years old or less took some 39 minutes 
on average, cremations of children 10 and over and of adults took some 61 
minutes. 
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8.5. Conclusions 

From an analysis of the data given above, we may draw the following conclu¬ 
sions: 

1) The minimum duration of the main combustion of a corpse introduced without 
coffin into the muffle is approximately half an hour under optimum condi¬ 
tions, i.e. when the cremation chamber is constantly maintained at a tempera¬ 
ture of at least 850°C; at lower temperatures, the process takes longer. 

2) The minimum duration of the cremations carried out in the Gusen furnace over 
the period mentioned was 40 minutes on average with the furnace in thermal 
equilibrium 507 and in continuous operation. 

This duration is valid for the Gusen furnace. It cannot be applied directly 
to the Auschwitz double-muffle furnace, to which the Topf letter of 14 July 
1941 refers explicitly. In support of this, we may cite the following facts: 

> The Gusen furnace had a refractory grate of three transverse bars, placed 
about 30 cm from each other, as well as a longitudinal bar in the center; 
thus, the plane of the grate had eight openings some 30 cm x 25 cm in size, 
whereas the grate of the Auschwitz furnaces consisted of five transverse 
bars ( Schamotte-Roststeine ) placed 20 cm from each other (or even of bars 
with an opening of hardly 5 cm). This means that the grate of the Gusen 
furnace allowed larger corpse remnants to drop into the ash chamber. 
Hence the muffle emptied itself more rapidly, with the main combustion 
finishing not in the muffle but in the ash chamber below. 

> Although the Auschwitz crematorium possessed a forced-draft system of 
the same type as the Gusen furnace, the latter served only two muffles, 
whereas the Auschwitz device served six. Hence, when all the three fur¬ 
naces were in operation, each one was allotted only a third of the draft 
available for a single furnace. Therefore, under forced-draft conditions the 
Auschwitz furnaces could not reach the performance of the Gusen furnace. 
In the summer of 1942 this draft enhancer was even completely removed 
at Auschwitz when the chimney of the crematorium was rebuilt (cf. Chap¬ 
ter 6.1.). 

3) The duration of the cremations at Westerbork was 50 minutes, which is in 
rough agreement with Kessler’s experiments. 

4) On account of the greater amount of heat available in the Kori furnace at 
Westerbork with its grate 0.8 m x 0.6 m and a coke throughput rate of some 
58 kg/hr 508 - as compared to the grate of0.5m><0.5m and a coke throughput 
of some 30 kg/hr for the Auschwitz double-muffle furnaces - and also taking 
into consideration the Topf letter of 1st November 1940 mentioned above, one 
may assume an average duration of one hour for cremations of normal corpses 
in the Topf furnaces at Auschwitz-Birkenau. 

This duration - which includes the time needed for the introduction of a corpse 

into the muffle, some three minutes (cf. Chapter 9.3. below) and the time for 


507 Thermal equilibrium is the state of the furnace where the furnace brickwork no longer absorbs any 
additional heat to reach the operating temperature. 

508 H. Kori drawing J.Nr. 9239. 
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cleaning the muffle after the cremation 509 - was confirmed by two Topf engineers 
during their interrogation by the Soviet counter-espionage service (SMERSH). 
On 5 March 1946, the Soviet interrogator Schatanowski asked Prufer: 510 

“How many corpses could be cremated at Auschwitz in one crematorium in 
one hour? ” 

The Topf engineer replied: 

“In a crematorium of five furnaces or fifteen openings [muffles] fifteen 
corpses were cremated in one hour. ” 

This amounts to the cremation of one corpse in one muffle in one hour. The pre¬ 
vious day, the Topf engineer Karl Schultze, who was thoroughly familiar with 
the triple-muffle furnaces because he had designed their blowers, had stated: 511 

“In each of two crematoria there were five furnaces and three corpses were 
introduced from time to time into each furnace, i.e. there were three openings 
[muffles] in one furnace. In one hour, fifteen corpses could be burned in a crem¬ 
atorium with five furnaces. ” 

Hence, Schultze as well confirmed a cremation capacity of one corpse per muffle 
in one hour. 

We still have to explain why the Topf letter of 14 July 1941 speaks of a dura¬ 
tion of 33-40 minutes per cremation. 

The answer lies in the forced draft for the furnace obtained by means of the 
forced-draft device (* Saugzuganlage ). That the duration of a cremation can actu¬ 
ally be reduced in this manner is supported by experiments carried out in 1939 
with a Topf furnace, albeit a gas-heated model, in the Gera crematorium. The 
engineer Heinrich Stenger says in this respect (Stenger 1939, pp. 17f.): 

“In the course of one shift, up to 8 incinerations are carried out. If needed, the 
incineration times may be shortened by switching on a suction device, thus allow¬ 
ing more than 8 incinerations. It has yet to be ascertained, however, whether it is 
more advantageous to accept longer incineration times in order to maintain the 
service life of the furnace rather than reduce the service life by pushing its 
throughput by means a suction device. ” 

In coke-fired furnaces the effect of a forced draft was even greater. 512 

The data given in the Topf letter of 14 July 1941 were probably based on the 
practical experiments using the Gusen furnace, rather than the furnaces at Ausch¬ 
witz, and the maximum capacity of 30 corpses in 10 hours (or 40 minutes per 
cremation) can be considered to be the maximum capacity obtainable under 
forced-draft operation; the capacity of 36 corpses in 10 hours (or 33 minutes per 
cremation) may represent the theoretical limit of the installation, attainable only 
for a short period of time and under optimum conditions. 

Taking into account that the cremations of children under 9 in the Pere- 
Lachaise crematorium took 39 minutes on average, we may also be dealing with 
somewhat inflated figures as a sales pitch. 

As far as the Central Construction Office letter of 28 June 1943 is concerned 
(Document 248) and Priifer’s memo of 8 September 1942 (Document 249), we 


509 This procedure is mentioned by Fritz Sander in his letter of 14 September 1942; cf. Chapter 7.4.1. 

510 Interrogation of K. Prufer on 5 March 1946. FSBRS, N-19262, pp. 33f. 

511 Interrogation of K. Schultze on 4 March 1946. FSBRS, N-19262, p. 52. 

512 Cf. Section I, Chapter. 2.2.4. 
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see right away that the cremation capacity mentioned for individual cremations 
is technically impossible. When we look at Prufer’s memo of 8 September 1942, 
we must remember that at that time the furnaces with three and eight muffles had 
not yet been built at Auschwitz and that the figures stated for the cremation ca¬ 
pacities were not based on experience but rather on mere expectations. 

It is true that the first triple-muffle furnace had already been completed at KL 
Buchenwald on 23 August 1942, but between 23 August and 8 September the 
average mortality amounted to some 10 deaths per day. 513 Therefore the crema¬ 
tion capacity of (800^-5 furnaces^) 160 corpses per day in a triple-muffle furnace 
could in any case not be based on operational results achieved with the furnace 
but was simply an extrapolation. Furthermore, the memo in question presents in¬ 
explicable contradictions with other documents as well as with the facts. 

One such contradiction is the fact that the cremation capacities of the individ¬ 
ual plants listed in the memo are in extreme and random disagreement with those 
given in the third document mentioned above, i.e. the Central Construction Office 
letter of 28 June 1943. In the last document, as we have seen, the six muffles of 
Crematorium I are listed with a daily capacity of 340 corpses, the five triple¬ 
muffle furnaces at Crematoria II and III with 1,440 corpses, and the 8-muffle 
furnaces at Crematoria IV and V with 768 corpses per day. 

Prufer’s memo instead gives the six muffles of Crematorium I a daily capacity 
of 250 corpses (73.5% of the above figure), the five triple-muffle furnaces at 
Crematoria II and III one of 800 corpses (55.5%) and the eight muffles of Crem¬ 
atoria IV and V a capacity of likewise 800 corpses (104.1%). 

Prufer’s memo contains yet another, even more-mysterious contradiction: it 
attributes to the eight muffles of the future Crematoria IV and V the same capacity 
of 800 corpses per day as to the 15 muffles of the future Crematorium II. It fol¬ 
lows that the 8-muffle furnace would have had a cremation capacity almost twice 
that of the five triple-muffle furnaces: (800-^8=) 100 corpses per muffle and day 
against (800^15=) 53. This is completely out of line with reality, because by its 
very design the 8-muffle furnace had an even lower efficiency than the triple¬ 
muffle furnace (cf. Mattogno 2010, pp. 360-363 for a more details). 

We have yet to deal with the question whether and within what limits the Topf 
furnaces at Auschwitz-Birkenau allowed collective cremations (for example, of 
three corpses in one muffle within 45 minutes), in which case the capacities given 
in the letter would have a foundation in reality. This problem will be analyzed in 
the next chapter. 


513 At Buchenwald, 335 detainees died between 3 and 30 August, and 203 detainees between 31 August 
and 27 September; Internationales Lagerkomitee Buchenwald 1949, p. 85. 
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9. The Cremation Capacity of the Furnaces in the 
Crematoria at Auschwitz-Birkenau 

The duration of the cremation process is an important factor for judging the 
capacity of such installations, but it is not the only one. There are two more factors 
which matter in this case: the duration of the “duty cycle” of the furnace as well 
as its load. It is easy to see that the overall cremation capacity rises with the length 
of time the furnace operates over the span of a day and with the number of corpses 
loaded into each muffle. 

In this chapter we will deal primarily with these technical problems and de¬ 
termine the maximum theoretical capacity of the furnaces at Auschwitz-Birke¬ 
nau. Such an analysis would, however, be incomplete without a simultaneous 
treatment of the question regarding the normal cremation capacity of these fur¬ 
naces, which may be summarized by the following question: What was the ca¬ 
pacity for which the Birkenau furnaces were designed? 514 This is a historical 
question which concerns the genesis, the function, and the purpose of the Birke¬ 
nau crematoria. 

9.1. Continuous Operation of the Furnaces 

In line with all solid-fuel (and fixed-grate) combustion plants, the operation 
of coke-fired cremation furnaces depended on the capacity of the hearth grate 
which inevitably decreases with time (since last cleaning) because of the for¬ 
mation of slag. For this reason, the Topf instructions for the operation of double- 
and triple-muffle furnaces specify (cf. Documents 210 & 227): 

“Each night, the gasifier grate must be freed from the coke slag and the ash 
must be removed. ” 

Let us take a closer look at the problem. 

9.1.1. The Formation of Slag 

In a contemporary technical article on the subject of (boiler) grates, it is stated 
(Schulze-Manitius 1935, p. 89): 

“Any fuel, even washed coal, carries incombustible substances along into the 
hearth, which will liquefy if the temperature is high enough, flow through the fuel 
layers and solidify again underneath the grate under the effect of the cooling pro¬ 
voked by the combustion air. This slag must be removed because it obstructs the 
feed of combustion air. ” 

The formation of slag in gasifier hearths was an inevitable phenomenon, because 
the melting temperature of the slag, while varying between 1000 and 1500°C de¬ 
pending on the type of coal, was usually 1,100 to 1,200°C (ter Linden 1935, p. 
14), whereas the hearth temperature was around 1,500°C (H. Keller 1928, p. 3). 
The fossil coal from Upper Silesia used at Auschwitz had a melting temperature 
of 1,200 to 1,300°C (see Chapter 9.1.). 


514 This question does not arise for the history of Crematorium I at Auschwitz. 
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In order to gain an appreciation of the amount of slag forming on the grate, 
one may refer to Kessler’s experiments of 5 January 1927 which, for a load of 
436 kg of coke, yielded some 21 kg of (4.8 %) of “incombustible” material in the 
form of slag. 

If we apply this percentage to the Topf triple-muffle furnace, the same amount 
of slag would have been produced in each of the two gasifiers over an operation 
of 18 hours with normal corpses. 

9.1.2. Slag Removal 

The slag was removed from the grate’s surface by means of two tools: a poker, 
or straight rod, for breaking off the slag, and a scraper for pulling out the slag 
fragments (cf. Document 259 and Photos 366f.). This method of cleaning obvi¬ 
ously required that the grate was clear (and the gasifier hence not in operation), 
because the work was carried out from both above and below. 

The grates of the triple-muffle furnaces consisted of twelve square steel bars 
( Vierkanteisen ) measuring 40 mm x 40 mm x 630 mm, and of two transverse 
supporting bars ( Auflager-Eisen ) 40 mm x 40 mm x 740 millimeters. As the bars 
were imbedded in the brick walls of the gasifiers, the grate dimensions were 600 
mm x 500 mm. The steel bars were arranged in such a way as to form a central 
slot some 20 mm wide and ten lateral slots some 10 mm wide each (cf. Photos 
167, 174 and 177). Above the grate, the brickwork had a half-circular shape, the 
center of which was about 10 cm above the grate. 

The hearth doors ( Feuerturen ) were set at floor level; the grate was some 20 
cm above floor level. Once the fire on the hearth had gone out, the attendant 
opened the ash-chamber door, removed any embers with the scraper, broke off 
the layer of slag with the poker, possibly using a curved rod to free the slots from 
below, and scraped out the residues with the scraper. 

The down-time depended not only on the duration of the cleaning operation 
as such, but also on the time needed for cooling the furnace down and restarting 
it later. 

In the letter of 23 October 1941 written by Hans Kori to SS-Sturmbannfuhrer 
Lenzer at KGL Lublin, the production of hot water - heated by means of the ex¬ 
haust gas from the five-muffle furnace Kori had built for the crematorium - for 
50 showers in continuous operation was based on a daily operating time of 20 
hours. 515 As Kori in this case was aiming for maximum production, it is clear that 
he was taking a daily down-time of four hours for the furnaces into consideration, 
and this down-time could have no reason other than the cleaning of the grates. 
We may thus assume that the continuous operating period of the furnaces was 20 
hours per day under normal conditions. 

This obviously does not mean that the furnaces could not operate continuously 
for a longer span of time than 20 hours, but that 20 hours was a duration which 
ensured their optimum performance; beyond this value, the efficiency of the 
grates gradually diminished, and eventually operation stopped altogether. Greater 
amounts of slag would have caused considerable difficulties and longer down- 


515 APMM, sygn. VI-9a, vol. 1. 
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times for their removal. The best way of running the furnaces was therefore to 
operate them continuously but with a daily interval for cleaning the grates. 

9.2. Concurrent Cremation of Several Corpses 

For an assessment of the performance of the Topf furnaces, we must examine 
whether, and if so to what extent, it would have been possible to raise the crema¬ 
tion capacity by increasing the load by introducing two or more corpses at once 
into one muffle. 

In crematoria for civilian use this was prohibited by law; at the Westerbork 
crematorium it was done only in a limited number of cases by placing the corpse 
of a small child next to an adult corpse. At the Terezin crematorium with its four 
oil-fired furnaces (see Chapter 11.4.), the simultaneous presence of two corpses 
in one muffle was normal, but they were introduced in a staggered manner. Such 
a procedure required a furnace design totally different from that of the Topf fur¬ 
naces in concentration camps. The performance of the Terezin crematorium 
therefore cannot be used as a reference point for the problem we are considering 
here. This question will be discussed at greater length in Chapters 11.5f. 

9.2.1. Experiments with Animal-Carcass-Incineration Furnaces 

From a merely technical point of view, what comes closest to the concurrent 
combustion of several corpses in one muffle is the operation of furnaces for the 
destruction of animal carcasses. Although such a comparison may appear disre¬ 
spectful, 516 data collected with such furnaces provide reliable reference points for 
the cremation of corpses as well - from a pure technical point of view. 

Document 260 provides us with the operational results for eight carcass de¬ 
struction furnaces built by the Kori Co. as already described in Chapter 10 of 
Section I. On the basis of this document I have established the data given in Table 
4 below. 


Table 4: Features of Animal-Carcass-Incineration Furnaces 


Type 

Load 

Coal 

used 

Cremation 

Time 

kg Coal 

Time 

kg Load 

kg Load 

kg Load 

min 

la 

250 kg 

110 kg 

5 hr 

0.440 

72 sec 

0.83 

lb 

310 kg 

130 kg 

6 hr 

0.419 

70 sec 

0.86 

2a 

370 kg 

150 kg 

7 hr 

0.405 

68 sec 

0.88 

2b 

450 kg 

170 kg 

8 hr 

0.377 

64 sec 

0.94 

3a 

540 kg 

200 kg 

9.5 hr 

0.370 

63 sec 

0.95 

3b 

650 kg 

225 kg 

10.5 hr 

0.346 

58 sec 

1.03 

4a 

750 kg 

265 kg 

12 hr 

0.353 

58 sec 

1.04 

4b 

900 kg 

300 kg 

13.5 hr 

0.333 

54 sec 

1.11 


516 Although what happens in real life is at times even more disrespectful. For example, the city of 
Genoa has been authorized to send to the municipal refuse incineration station the residues of exhu¬ 
mations and of remains from mausolea at the Staglione Cemetery with the instruction that the “opera¬ 
tion of the plant must be carried out in keeping with the legal norms for the elimination of refuse.” 
Bollettino... 1992. Regulation no. 22, item f, of the Italian region of Liguria, decreed on 22 February 
1997, defines as solid urban refuse “refuse stemming from exhumations and remains from mausolea, 
as well as other refuse stemming from cemetery activity [...].” Regione Liguria 1998. 
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The preheating of the furnace up to thermal equilibrium (steady state) requires 
both time and fuel and may be calculated in the following way (for furnace Model 
la): 

- Mass of the brickwork: 950 kg 

- Hourly coke feed: 110^5 = 22 kg 

- Hearth efficiency (ace. to Heepke): 0.75 

- Lower heating value of hard coal: 7,500 kcal/kg 

- Coal required for heating the brickwork from 20°C to 800°C: 

950 kg • 0.21 kcal kg" 1 °C“ 1 • (800°C - 20°C) _ , r ,, _ 

7,500 kcal kg- 1 -0.75 ~ 28 kg 

- Hard coal consumption other than for preheating of furnace: 

(110 - 28) = 82, or (82-^250 =) 0.328 kg for 1 kg of organic substance. 

- Assuming that the first 28 kg coal were used to preheat the furnace with¬ 
out any cremations taking place, this results in a maximum preheating time 
of (28 kg 22 kg/hr) ~ 1.27 hr, yielding a minimum net cremation time of 
(5 - 1.27) some 3.73 hours, which in turn yields a maximum cremation 
speed of (250 kg ^ 3.73 hr ^ 60 min/hr) -1.12 kg/min. 

Applying this method to the other furnace models as well, we obtain the following 
data, where the last column gives the surface area of the combustion chamber: 


Table 5: Corrected Features of Animal-Carcass-Incineration Furnaces 


Type 

Load 

Coal 

used 

Cremation 

time 

kg Coal 

kg Load 

kg Load 

min 

Chamber 

Size 

la 

250 kg 

110 kg 

5 hr 

0.328 

1.12 

0.68 m 2 

lb 

310 kg 

130 kg 

6 hr 

0.325 

1.12 

0.90 m 2 

2a 

370 kg 

150 kg 

7 hr 

0.310 

1.15 

1.11 m 2 

2b 

450 kg 

170 kg 

8 hr 

0.295 

1.20 

1.38 m 2 

3a 

540 kg 

200 kg 

9.5 hr 

0.290 

1.22 

1.65 m 2 

3b 

650 kg 

225 kg 

10.5 hr 

0.275 

1.30 

1.97 m 2 

4a 

750 kg 

265 kg 

12 hr 

0.280 

1.31 

2.29 m 2 

4b 

900 kg 

300 kg 

13.5 hr 

0.268 

1.39 

2.67 m 2 


These data are useful as reference points for the subject of this section as well, 
because they deal with practical cases were several carcasses or parts thereof were 
incinerated in the same combustion chamber. 

Furnace Model 2b had a combustion chamber with a floor area of 1.38 m 2 , 
practically equal to that of one of Topf s triple-muffles (1.4 m 2 ); in this device, 
the cremation of several corpses of a total weight equal to the maximum load (450 
kg or 326 kg/m 2 ) proceeded at a rate of 1 kg in 50 sec. If we apply this rate to a 
corpse of 70 kg, we obtain (70 kg x 50 sec/kg ^ 60 sec/min) - 58 minutes, which 
is more or less the same time as for an individual cremation in the Topf furnace 
(60 minutes). 

In the furnace with the highest throughput, Model 4b, the cremation of a 
corpse of 70 kg would have required (70 kg x 43 sec/kg ^ 60 sec/min=) 50 
minutes. 
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We may thus conclude that raising the thermal design limits of the Topf fur¬ 
naces for an overloading of the muffles would not have led to any gain in produc¬ 
tivity. Quite to the contrary: the maximum cremation capacity of the Topf fur¬ 
naces resulted from the introduction of a single normal corpse into the muffle, in 
line with the design parameters. 

9.2.2. The Experience of the Westerbork and Gusen Crematoria 

The practical experience gathered for cremations carried out at Westerbork 
and Gusen fully bears out the above conclusion. 

As we have seen, cremations of two adult corpses together were never under¬ 
taken at the Westerbork crematorium, except in one rather dubious case, which 
carries no weight on account of its conditions. The only kind of double cremations 
at that location involved the concurrent incineration of one adult corpse grouped 
with the corpse of a small child, and it is clear that these cremations which go 
against of the ethics and esthetics of civil crematoria were motivated only by rea¬ 
sons of technical convenience. 

But then, if it had been technically convenient to cremate two or more adult 
corpses simultaneously, why did the attendants of the crematorium never proceed 
that way? The answer is contained in the fact that during occasional cremations 
of one small child together with one adult corpse it had been observed that the 
small corpses had a significant effect on the cremation process, extending its av¬ 
erage duration by 14% (from 50 to 57 minutes) beyond the average cremation 
time of single adult corpses. This effect shows in its tendency that two normal 
adult corpses loaded concurrently would basically have doubled the duration of 
the cremation. 

This is in agreement with the cremations carried out in the crematorium of the 
Pere-Lachaise cemetery mentioned above. In fact, the time needed for the crema¬ 
tion of children under 9 years of age was around 39 minutes, whereas it took some 
61 minutes to incinerate children or adolescents aged 10 or over - a rise of 56%. 
Thus, the concurrent cremation of several corpses in one muffle would have 
tended to lengthen the time needed in proportion to their weight. 

As far as the Gusen furnace is concerned, we possess, for the period of its 
continuous operation (30 October through 12 November 1941), the actual number 
of corpses cremated (677), the actual consumption of coal (20,700 kg) for these 
cremations, and the minimum duration of the cremations (221 hours and 30 
minutes, or 13,290 minutes). At that time, all the conditions favoring multiple 
cremations in one muffle existed at Gusen, viz.: 

> The furnace had been inactive between 16 and 25 October because of repair 
work, which meant that the corpses of detainees who had died in the meantime 
were piling up in the morgue and it was most urgent to dispose of them. 

> The furnace was restarted under the supervision of a specialist, the Topf tech¬ 
nician August Willing, who stayed at the crematorium until 9 November. 517 

The basic data set out above can refer only to two possible scenarios: 


517 Topf, Bescheinigung liber besondere Berechnung geleisteter Tagelohn-Arbeiten for Bauleitung der 
Waffen-SS undPolizei Gusen , 12 October - 9 November 1941. BAK, NS 4/Ma 54. 
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1. Either only single cremations were carried out or multiple cremations. In the 
first case, we would have 677 cremations in 13,290 minutes in two muffles, 
i.e., in rounded figures, 338 cremations in 13,290 minutes in one muffle, hence 
some 40 minutes for one cremation in one muffle. 

2. In the second case, assuming that two corpses were loaded jointly into each 
muffle in each case, 338 such double cremations would have taken place in 
the two muffles and lasted 13,290 minutes altogether, i.e. 169 double crema¬ 
tions in a single muffle over 13,290 minutes, the equivalent of a double cre¬ 
mation lasting 80 minutes in a single muffle. The same reasoning is valid for 
the coke consumption. 

Thus, if the above data refer to double cremations, the duration of the cremation 
of each such load would have required 80 minutes and the capacity of the furnace 
would not have been affected. 

9.2.3. Documents on Multiple Cremations 

On 4 February 1944, Hans Kori sent the following letter to the Waffen-SS and 
Police PoW camp at Lublin Majdanek: 518 

“Re: Crematorium 

In addition to our report of today’s date concerning the operation of the in¬ 
cineration furnaces at Konz.-Lager Lublin, we wish to inform you that, in the case 
of the operation of stationary crematoria, the fuel requirements can be reduced 
to a very low consumption, if the observation of the operation is carried out 
properly, because the load to be incinerated contributes to fuel savings on account 
of its good combustibility, if the temperature of the crematorium is around 700°C. 

For the fuel supply for a given heating period one may assume that for pre¬ 
heating the furnace 50 kg of coke are required, in addition to 25 kg of coke for 
each incineration. For 10 incinerations in one day, this leads to a total consump¬ 
tion of some 300 kg. It is of no importance whether coke is used exclusively or a 
mixture of coke and hard coal is used. In the latter case, one would operate with 
a mixture of 150 kg [of coal] and 150 kg [of coke]. An equal amount of300 kg for 
one day would also allow 20 incinerations to be handled easily, if one abandons 
individual introductions. ” 

The coke consumption stated for one cremation - 25 kg - confirms with satisfac¬ 
tory accuracy the consumption at Gusen. The fact that the fuel requirements were 
calculated for 10 cremations in each muffle (or a total of 50 cremations per day) 
means that the duration of one cremation was at least one hour (2 hours of pre¬ 
heating plus 10 hours of cremation = one operating day of 12 hours). 

The reference to abandoning “individual introductions” ( Einzeleinfuhrungen ) 
alludes to the simultaneous introduction of two corpses into one muffle, which 
would bring about fuel savings of 50%, i.e. ([300-50]-^20=) 12.5 kg of coke for 
each corpse. Yet the man responsible for this crematorium, SS-Hauptscharfuhrer 
Erich Mussfeldt, declared with respect to the new crematorium at Majdanek dur¬ 
ing the Cracow trial of the Auschwitz camp garrison: 519 


518 APMM, sygn. VI-9a, vol. 1, p. 27; cf. Document 261. 

519 APMO, ZO, sygn. D-pr-20/61a, p. 76: “Do jednej retorty wkladano tylko jedne zwloki, spalenie ich 
trwalo okolo 1 godzinyP 
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“Only one corpse was introduced into each muffle, its cremation lasted one 
hour. ” 

This duration, as we have seen, is confirmed by numerous sources and documents 
and is, therefore, reliable. 

Also, one cannot imagine that Hans Kori would have made a statement which 
was in direct disagreement with the performance of his own furnaces for the cre¬ 
mation of animal carcasses. 

To the above letter a report of the same date was attached on the subject of the 
crematoria. In it Kori explained the reasons for some problems encountered in the 
operation of the furnaces: 

“But if on opening the hearth doors, a bright flame juts forth from the slots 
of the smoke dampers, this is caused by the pressure of false air. It is merely nec¬ 
essary to fill the unnecessarily wide air gaps next to the damper plates in order to 
prevent both cold air from entering the furnace and the appearance of such 
flames. ” 

This inconvenience was due to the fact that it had not been technically possible 
to manufacture refractory dampers which could be hermetically closed - a gap of 
45 mm remained through which cold air entered into the smoke duct. Another 
problem concerned the temperature of the muffle: 

“If as was noted during the trial runs, the temperature in the forward portion 
of the incineration chamber, i.e. directly behind the introduction door, is not high 
enough for a rapid incineration of the material placed at this point, this, too, is 
caused primarily to the leakage offalse air [into the muffle]. ” 

According to Kori, this inconvenience would also disappear with the elimination 
of the gaps mentioned above. 520 

We should underline the fact that, if a temperature of 700°C in the front part 
of the muffle could not be maintained simply because false air entered the smoke 
duct, the introduction of two normal corpses into the muffle would have brought 
about an even greater temperature drop during the evaporation phase, with a sig¬ 
nificant degradation of the performance of the cremations. 

If it took one hour and 25 kg of coke to cremate a single corpse, an unchanged 
consumption in the case of two corpses would indicate that such a double-crema¬ 
tion would also have lasted only one hour, but this is in disagreement with the 
practical results discussed above. 

The hypothetical statement contained in the above letter is thus completely 
discredited by the facts. 

The document in question is the typewritten copy (“ odpis ”) of a (probably 
likewise) typewritten German copy ( “Abschrift” ) prepared at the request of the 
Polish-communist prosecutor Jan Grzybowski at an unknown point in time. Nei¬ 
ther the original nor even the German copy has been published, and one must 
therefore look at the Polish copy with great suspicion. 

There is also a Topf document on the subject of the concurrent introduction 
of several corpses into a muffle, the letter of Fritz Sander of 14 September 1942 
already mentioned (Chapter 7.4.1.): 


520 Letter from Hans Kori to Kommandantur of KL Lublin dated 4 Lebruary 1944. APMM, VI-9a, vol.l, 
pp. 25 f. 
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“As a makeshift solution, one has tried to use a series of furnaces or muffles 
and by loading them with more corpses, but this does not solve the basic problem, 
i.e. the drawbacks of the muffle system. These drawbacks of the muffle furnace, 
which cannot be solved even by assembling multiple-muffle furnaces (triple- or 8- 
muffle furnaces) and loading more corpses into the individual muffles, are in my 
judgment the following: ” 

Unfortunately, only parts of the letter are known, but it is certain that it contained 
a detailed critique of the muffle furnace system which actually begins on the first 
page by naming two deficiencies: discontinuous operation - which necessitated 
loading and cleaning of the muffle for each cremation (“Each muffle, at regular 
intervals, must be loaded, cleaned, then loaded again and cleaned again, and this 
goes on for the [whole] duration of the operation of the furnace”) which resulted 
in a cooling of the muffle with wear on the muffle walls and a higher fuel demand. 
Besides, there was the enormous problem of introducing several corpses into the 
muffle at the same time. In the case of three adult corpses, a concurrent introduc¬ 
tion into the muffle was an outright impossibility for lack of space (cf. Mattogno 
2010, pp. 285f., 378-381). 

Sander’s critique was followed, no doubt, by the description of other draw¬ 
backs. In any case, it is certain that, “if the cremation did not proceed quickly 
enough to ensure the elimination of a great number of corpses at a desirably high 
rate” even by “loading more corpses into the individual muffles,” such multiple 
cremations did not produce appreciable improvements with respect to the dura¬ 
tion of cremations. 

9.2.4. Thermal Inadequacy during Water Evaporation 

The essential condition for good cremation performance is that the muffle 
temperature never drops below 600°C, because below that temperature the 
corpses merely carbonize, but are no longer cremated. 

Let us look at the heat phenomena associated with a triple-muffle furnace in 
the normal case of the cremation of a single adult corpse in each muffle and in 
the hypothetical case of two corpses per muffle. 

Single Adult Corpse 

A body of 70 kg contains, on average, some 45.5 kg of water. Hence the en¬ 
ergy needed to heat, vaporize and superheat this water from 10°C to 600°C for 
three corpses is (cf. p. 119): 521 

3 • 45.5 kg • [633 kcal kg“ 1 +0.487 kcal kg lo C 1 (600 o C-100 o C)] ~ 119,600 kcal [111] 

The evaporation process, as determined experimentally, required about one 
half hour. The coke throughput rate for the triple-muffle furnace was 70 kg/hr 
(two hearths with a throughput rate of 35 kg/hr each), hence the theoretical heat 
available in half an hour was 6,470 kcal/kg x 35 kg = 226,450 kcal. 


521 On average 0.487 between 100°C and 600°C; see www.engineeringtoolbox.com/water-vapor- 
d 979.html 
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The heat actually available was much less, because much of the heat produced 
in the gasifiers was lost. In the evaporation phase, the most important heat losses 
were those by radiation and by conduction, which amounted to about 62,500 
kcal/hr at 800°C and which we may assume to be around 46,900 kcal/hr at 600°C, 
or 23,450 kcal in half an hour. This corresponds to (23,450/226,450 x 100 =) 
10.3%. The sensible heat of the exhaust gases at 600°C can be calculated to be 
31.3%. The unburnt gases contributed 4%, and the incombustibles on the hearth 
about 3.1 percent to the total loss. 

The efficiency of the furnace was therefore (100- [10.3 + 31.3 + 4 + 3.1] =) 
51.3%. Hence the effective yield of the coke was (6,470 x 0.513) ~ 3,320 kcal, 
and the available heat was (35 kg x 3,320 kcal/kg =) 116,200 kcal. To maintain 
the furnace at 600°C, a heat supply of (116,200 - 119,600 =) 3,400 kcal would 
therefore have had to be provided by the radiation from the muffle walls where it 
was readily available in this phase of the process. 

Two Adult Corpses 

Let us now examine the second case. All values go up by a factor of two with 
respect to the previous case. The water content of the corpses would be 273 kg, 
and the heat of vaporization at 600°C about 239,200 kilocalories. 

Available heat remained constant at 116,200 kcal in 30 minutes, hence the 
heat deficit is (116,200-239,200=) 123,000 kcal or 41,000 kcal per muffle. 
Would the radiation from the muffle walls have been enough to make up for this 
deficit? It is difficult to establish precisely the heat supply to the corpse from the 
radiating muffle, both for reasons of geometry and because of the progressive 
cooling of the muffle wall. 

The problem was treated in the 1930s in a specific article by Professor 
Schlapfer, one of the most eminent specialists in the field of cremation at the time, 
and the article provides us with a reliable estimate of the heat radiated from the 
muffle walls onto a corpse at various wall temperatures. Schlapfer gives a dia¬ 
gram, from which we can draw the data given in the first three rows of the fol¬ 
lowing table (Schlapfer 1938, p. 153; cf. Mattogno 2010, Document 47, p. 


727): 522 

Temperature of 

Heat radiated onto the corpse 

muffle walls 

(per Schlapfer) 

800 °C 

1,400 kcal/min 

700 °C 

930 kcal/min 

600 °C 

600 kcal/min 

500 °C 

360 kcal/min 


In the case of radiation towards a hypothetical load of two corpses in one muffle, 
the geometry obviously changes. Most importantly, the surface/volume ratio of 
such a load would be less favorable than for a single corpse, because the two 
corpses would cover each other partly. But even aside from this consideration, 


522 Radiation heat transfer is proportional to the fourth power of the temperature difference, cf. 
http: //www. engineeringtoolbox .com/ radiation-heat-trans fer-d_4 31. html. 
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the heat required to evaporate and superheat the water contained in two corpses, 
ca. 79,700 kcal, would become available only over a period of (79,700 kcal 600 
kcal/min =) some 130 minutes at a constant temperature of 600°C. However, the 
wall temperature of the muffle would not stay constant for such a long time but 
would drop rather significantly. Hence the thermal conditions would soon be¬ 
come very unfavorable, because, as we can see from Schlapfer’s diagram, the 
radiation heat flow drops rapidly with decreasing surface temperatures. At 500°C 
the heat transfer would be cut to a mere 60% of the value at 600°C. 

The engineer Hans Kori, speaking about a similar problem, noted (Kori 1924, 
p. 117): 

“If the internal wall of the cremation chamber has a surface area of about 4 
m 2 with a specific gravity of 2.1, a layer 5 cm in thickness weighs about 420 kg. 
Specific heat of refractory is about 0.2 [kcal kg -1 °C -1 ]; if this layer were to give 
up its heat in a sufficiently rapid and complete manner, with a temperature drop 
from 1000 to 800°C, its heat contribution would be only 200 x 0.2 x 420 = 16,800 
kilocalories. Actually, not even this is possible, because the wall does not release 
the stored heat as fast as the [surface] temperature drops. ” 

In the triple-muffle Topf furnace, the weight of the radiating brickwork of one 
muffle was about (0.15 m thick x5m 2 surface x 2,000 kg/m 3 density =) 1,500 
kg. In order to supply the heat lost by the evaporation of the water from two 
corpses, each muffle would have had to contribute 79,700 kcal, which would 
mean that the average wall temperature of the muffles would have had to drop by 
(79,700 kcal 0.2 kcal kg" °C 1 1,500 kg =) about 265°C. Hence, if the muffle 

temperature had been at the required 800°C during the introduction of the corpses, 
it would have dropped down to some 535°C during the evaporation phase, slow¬ 
ing the evaporation process drastically. 

Of course, the massive heat loss of the muffle walls during the evaporation of 
the corpse water would have had to be compensated for later on. In order to re¬ 
establish the thermal conditions for subsequent cremations, a period of reheating 
would therefore have been required. The heat supplied to each muffle in one mi- 
nute was: 

3,320 kcal/kg • 70 kg/hr kca i /min [112] 

Hence 79,700 kcal ^ 1,291 kcal/min ~ 62 minutes or one hour would have been 
needed to get the muffles back into thermal shape for the next load. 

I have simplified here the evaporation process which is more complex in re¬ 
ality, because other factors come into play, but these factors apply in the same 
way both to individual and to multiple cremations; therefore, the enormous dif¬ 
ference of the order of magnitude of the heat involved in each case remains valid 
as calculated and demonstrated. 

The Topf design of the triple- and 8-muffle furnaces was also inadequate for 
multiple cremations not only for the reasons of thermodynamics set out above. In 
addition, the introduction of two or three corpses into a muffle would have caused 


523 3,320 kcal/kg: effective heating value of coke; 70 kg/hr: coke consumption of the two gasifiers; 3: 
number of muffles. 
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an obstruction of the gasifier gas flow through the three openings which con¬ 
nected the lateral muffles to the central muffle in the triple-muffle furnace or 
those linking the inner to the outer muffles in the 8-muffle furnace. Corpses 
placed on the refractory grate of the central muffle in the triple-muffle furnace or 
on that of the lateral muffles of the 8-muffle furnace would have, moreover, 
plugged the slots between the grate bars and eventually kept the combustion gases 
from reaching the flue ducts. This would have led to a decrease in the draft of the 
chimney and that of the gasifier with a corresponding decrease in the heat supply 
to the muffle. 

Furthermore, the introduction of several corpses into a single muffle would 
have reduced the free muffle volume. As a result, the dwell time of the generator 
gas flowing through the muffle would have been reduced to the point where they 
would have partially burned in the smoke duct rather than in the muffle, resulting 
in a lower heat transfer to the corpse and the muffle walls, resulting in even lower 
temperatures during the evaporation phase, and potentially causing heat damage 
to the flue ducts. 

All this proves that the triple- and 8-muffle furnace were conceived for the 
cremation of single corpses in each muffle and that the introduction of two or 
more corpses into a muffle would inevitably have extended the duration of the 
cremation considerably more than by the simple factor contributed by the number 
of corpses introduced, i.e. considerably more than twice as long for two corpses. 

9.2.5. Thermal Overload during Main Combustion 

The concurrent cremation of several normal corpses in one muffle brings into 
focus another insurmountable thermal problem: the increased thermal load on the 
combustion chambers (muffle and ash chamber) during the main combustion 
phase of the corpses after their water had evaporated. 

The refractory walls of a combustion chamber may be damaged by the slag 
and molten ash, and the temperature must therefore be kept below the melting 
point of the slag and the ash, which, as we have seen, normally lies between 1100 
and 1200°C. If such a temperature is reached, encrustations and adhering particles 
will form on the grates and the walls as well as along the flue ducts. Such fouling 
will affect the geometry of the furnace and result in a lowered performance. 

The problem is of particular importance in the design of solid-fuel hearths for 
boilers. 524 The specific thermal loads used for the design of coal-fired combustion 
plants vary greatly, depending on the combustion system used, the type of fuel, 
and the type of combustion chamber. In practical design work, the thermal loads 
permitted for powdered-coal firing, over a very wide range of sizes, is between 
100,000 and 200,000 kcal m“ 3 hr -1 . Thermal loads of gas-fired installations are 
normally the following: 


524 Cf. in this respect ter Linden 1935, who gives a detailed calculation of the hearth walls and discusses 
various systems for cooling them. 
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For lean gases 150,000 kcal m~ 3 hr 

For methane 140,000 kcal m -3 hr 1 

170,000 kcal m -3 hr -1 
For rich gases 220,000 kcal m -3 hr -1 

300,000 kcal m -3 hr -1 

For steam generators with an average output of 2,500 kg hr 1 , one may use spe¬ 
cific thermal loads of 150,000 kcal m 3 hr -1 for the combustion chambers (all data 
from Fomasini 1960, pp. 225, 232f.). 

For urban-refuse incinerators “the volume of the combustion chamber, includ¬ 
ing the volume of a possible post-combustion chamber, must be such that the 
specific thermal load does not exceed a value of 630,000 kJ m“ 3 hr 1 (150,000 
kcal m“ 3 hr -1 ) in normal continuous operation” ( Manuale ... 1990, p. E740). We 
may hence base ourselves, for the triple-muffle furnace, on a maximum thermal 
load of 150,000 kcal m -3 hr -1 or 225,000 kcal hr” for the combustion chamber 
(muffle and ash chamber). 525 

Theoretically, for each one of the outer muffles, we have a heat supply of (23.5 
kg/hr x 6,470 kcal/kg) ~ 152,050 kcal/hr from the coke combustion plus 146,100 
kcal/hr from the combustion of the corpse, for a total of298,150 kcal/hr. Actually, 
however, part of the heat of the coke is lost with the unbumt materials (6.8% ~ 
9,900 kcal/hr), another loss is brought about by the heat lost through radiation 
and conduction (calculated to be ~ 22,500 kcal/hr for each of the two outer muf¬ 
fles), and finally part of the available heat is taken up by the evaporation of the 
corpse water (-46,300 kcal/hr). Adding the various other losses entering into the 
heat balance - some 28,000 kcal/hr - we see that the actual heat supplied does 
not exceed (298,150 - 9,900 - 22,500 - 46,300 - 28,000 =) 191,450 kcal/hr, or - 
127,600 kcal m -3 hr -1 . 

The effective heat produced by the corpse is (146,100 - 46,300 - 11,400 - 9,900 
=) 78,500 kcal, that produced by the coke is (191,450 - 78,500 =) 112,950 kcal. 

Even if we assume that the heat of the corpse is produced entirely during the 
last half-hour, the maximum heat generation would be ([78,500^2] + 
[112,950-^2]) - 213,500 kcal per hour and per combustion chamber, or 
(211,850^1.5) - 142,300 kcal m 3 hr -1 , which confirms that the maximum heat 
load was around 150,000 kcal m“ 3 hr l . 

On the basis of what has been stated above, we can see that the simultaneous 
cremation of two normal corpses in each one of the two lateral muffles would, in 
any case, have required twice as much fuel and considerably more than twice the 
time. If, ’ hypothetically speaking, the cremation of two corpses had taken place 
within only one hour, with a main combustion phase of one half-hour, then the 
maximum amount of heat so generated during the main combustion phase would 
have been (141,200x2 =) 282,400 kcal m -3 hr -1 , or nearly twice the permissible 
thermal load. This would have inevitably damaged the furnaces in the long run. 


525 The volume of the combustion chamber was ~ 1.5 m 3 . 
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9.3. Soviet and Polish Technical Investigations 

After the occupation of the concentration camps in Eastern Europe, the Sovi¬ 
ets set up a number of “Commissions of Inquiry,” which produced, i.a., technical 
reports on the crematoria furnaces at such locations. I will present the full trans¬ 
lation of the investigations concerning the furnaces at Majdanek and Sachsen- 
hausen. A detailed description of the furnaces will follow in Chapter 11.2.5/6. 
The report on Majdanek was written in August of 1944, the one on Sachsen- 
hausen in June of 1945, and the one on Stutthof in May of 1945. 

9.3.1. The Soviet Report on the Kori Cremation Furnaces at KL 
Lublin-Maj danek 

“ Productivity of the cremation furnaces. 

The cremation capacity of the cremation furnaces depends on: 

1) the temperature of the cremation chamber 

2) the time needed for loading 

3) the amount of corpses loaded 

4) the cremation time of a single load 

1. The temperature in the cremation chamber 

The cremation chamber, lined with standard refractorywas designed for 
a temperature of 1300-1400°C. On inspection, the blocks of the cremation fur¬ 
naces showed: in all cremation chambers, the standard brickwork presented no¬ 
ticeable fusion, and the standard bricks of the grate bars [of the hearth] showed 
intensive fusion of the ash and a change [527] of the silica. The cast-iron dampers 
of the horizontal [smoke] collection duct are deformed in their lower part on ac¬ 
count offusion. 

The fusion of the standard refractory of the cremation chambers and the 
changes in the silica demonstrate that the temperature of the cremation chamber 
was higher than 1500°C. The deformation and fusion of the cast-iron dampers 
demonstrate that the temperature of the off-gases was around 1200° C. 

2. The time needed to load the corpses into a chamber. 

Loading of corpses into the cremation chamber could be carried out from only 
one side of the block of cremation furnaces. At the moment of inspection of the 
block of cremation furnaces, some corpses with their limbs cut off and heavily 
damaged by fire were encountered on the loading side of the cremation chambers, 
which proves a preliminary piling up of corpses in the space in front of the fur¬ 
naces to speed up the loading [operation]. 

The iron stretchers in front of the furnaces were used only to load the corpses 
into the cremation chambers, which is confirmed by the presence of rails and roll¬ 
ers in front of each furnace. 

On account of the high temperature of the furnaces, loading of the corpses 
may have been carried out in the following manner: 


526 Dinasovo, literally: in accordance with DIN norms (DIN = Deutsches Institut fur Normung, German 
Institute for Standardization. It is a word coined by the Soviet experts on the basis of the abbreviation 
DIN. 

527 Pererogdenie modifikatsii, litterally “denaturation of the [silica] modification.” 
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a) the corpses were laid out on the iron stretcher placed on the rails and the 
rollers; 

b) the doors of the cremation chamber were opened; 

c) the corpses on the stretcher were pushed via the rollers toward the [grate] 
bars and then placed on the [grate] bars of the cremation chamber by means of a 
rod. 

All the operations for loading the furnaces outlined above, with a pile of 
‘ treated ,[528] corpses in front of each cremation chamber, could be executed within 
2 to 3 minutes. 

3. The quantity of corpses loaded into one cremation furnace. 

The presence, at the moment of the inspection, of a large amount of bone ash 
in the cremation chamber, in the space below the bars of the hearth and on the 
bars of the hearth [used] for heating the furnaces, as well as that of a pile of 
corpses with their limbs cut off and in front of the line of furnaces, demonstrates 
the simultaneous combustion of several corpses in each furnace. In practice, two 
complete corpses or four corpses with their limbs cut off could be loaded into each 
furnace. 

4. The time needed for the cremation of a single load of corpses 

In order to establish the time neededfor the complete cremation of the corpses, 
we will take as a base for calculation the cremation of one corpse in one furnace. 
We will assume: 

a) a human body contains 66% of water, 1.1% of carbohydrates, 27.3%o offat 
and protein, and 5.6% of ash; 

b) on a weight basis, assuming the weight of an emaciated corpse to be 50 kg 
[we have] 33 kg of water, 0.6 kg of carbohydrates, 13.65 kg offat and protein and 
2.8 kg of ash; 

c) the organic part, essentially fat and protein, is made up roughly by carbon 
and hydrogen in a ratio of 4:1, i.e. 80% carbon and 20%o hydrogen, leaving aside 
the oxygen content of the carbohydrates as well as the sulfur and nitrogen in the 
organic portions because of their insignificant weight. 

Therefore, a body contains 11.2 kg of carbon and 2.8 kg of hydrogen. 

In the course of the combustion of the corpse, 11.2 kg of carbon will produce 
41 kg of carbonic [acid] anhydride, 2.8 kg of hydrogen and 25 kg of water (vapor). 

For the combustion of 11.2 kg of carbon, a theoretical amount of 29.5 kg of 
oxygen is required, and for 2.8 kg of hydrogen 22.3 kg of oxygen. Hence, a total 
amount of 51.8 kg of oxygen is required. 

Assuming the combustion of the corpse to be carried out with an excess-air 
[ratio] = 1.3, a total of 67.4 kg of oxygen would be needed. 

Such an amount is associated with 225.9 kg of nitrogen in the air. 

The composition by weight of the combustion products generated during the 


cremation is as follows: 

water vapor 58.2 kg 

carbonic anhydride 41.6 kg 

oxygen 15.6 kg 

nitrogen 225.9kg 


528 I.e. with their limbs cut off. 
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or, in volumetric terms 

water vapor 72.4 m 3 

carbonic anhydride 21.2 m 3 

oxygen 10.9 m 3 

nitrogen 180.9m 3 

In total, the cremation of one corpse produces 285 m 3 of combustion products. 

Under normal conditions, we assume an exit temperature for the cremation 
products leaving the chimney of400°C. At that temperature, the volume of smoke 
from one corpse is about 685 m 3 . 

On the basis of the attached graph which shows the cremation time required 
in various cremation furnaces as a function of temperature, [we have] a cremation 
time for one corpse in a furnace with standard lining, with a temperature of the 
cremation chamber of 1400°C, of not more than 20 minutes. 

Assuming, for the smoke in the smoke channel - without a forced draft - a 
velocity of 3 m/sec and an operation of both furnaces at the same time, the cross- 
sectional area of the lower part of the smoke duct is 0.36 m 2 , which is in agreement 
with the cross-sectional area of the smoke duct of the cremation furnaces in¬ 
spected in the concentration camp of the city of Lublin, without taking into ac¬ 
count the two powerful ventilators present with a capacity of 168 m 3 per minute. 

The simultaneous operation of the two ventilators guaranteed a considerably 
more rapid progress of the cremation and allowed to maintain a temperature in 
the cremation chamber [not] lower than 1500° C at full load. 

Therefore, taking into account the attached graph for the determination of the 
cremation time, we conclude that the cremation of the corpses did not take longer 
than 10-12 minutes. 

Our calculation is also confirmed by the fact that with a [forced] suction of 
the fumes the furnace operated in an abnormal manner because of the absence of 
temperature differences, as we can see from a letter dated 8 January 1943 by the 
H. Kori Co. and addressed to Hauptamt CIII of the Reichsfiihrer SS and Chief of 
the German Police in connection with the crematorium of the concentration camp 
at the city of Lublin. In this letter, it is recommended to install large devices for 
the production of hot water in order to ensure proper control of the smoke tem¬ 
perature. 

On the basis of the above calculations, we see that: 

a) the temperature of the cremation chambers was maintained at 1500° C; 

b) cleaning of the lower container and loading the furnace with corpses did 
not take more than 3 minutes; 

c) four ‘treated ’ corpses including their cut off limbs could be loaded simul¬ 
taneously into one furnace; 

d) the time needed to cremate one load was less than 12 minutes. 

Hence, for an operation of the cremation furnaces over 24 hours, their crema¬ 
tion capacity in 24 hours was 

24 x 60 x 4 x 5 


15 


1,920 corpses. 


[113] 
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The president of the commission of experts 

Architectural Engineer Krauze 

Members: 

Engineer, major, instructor Teljaner, 

Engineer, major, instructor, 

candidate in technical science Grigor’ev. ” 529 

9.3.2. The Soviet Report on the Kori Cremation Furnaces at KL 
Sachsenhausen 

“ Capacity of the cremation furnaces. 

The cremation capacity of cremation furnaces depends: 

1. on the temperature of the cremation chamber, 

2. on the time needed for loading the furnace, 

3. on the number of corpses loaded into the furnace 

4. on the duration of the cremation of a single load. 

1. The temperature of the cremation chamber. 

The cremation chambers were lined with standard refractory bricks and were 
designedfor a temperature of1400-1450°C. Inspection of the block of the crema¬ 
tion furnaces in the crematorium showed that in all cremation chambers the 
standard [refractory] brickwork did not show considerable fusion and that the 
standard [refractory] bricks of the bar grate [of the hearth] showed minor fusion 
of the ash and a very small alteration of the silica. All this goes to show that the 
temperature in the furnaces of the stationary crematorium did not exceed 1200- 
1300°C. 

The furnaces of the mobile crematoria worked with forced draft. Inspection of 
these furnaces revealed that in all cremation chambers the standard [refractory] 
brickwork showed minor fusion and slag with a surface covering of inorganic 
salts, and that the standard [refractory] bricks of the [hearth] grate showed pro¬ 
found fusion of the ash and an alteration of the silica. 

All of this demonstrates that the temperature of the cremation chamber was 
not maintained below 1400°C. 

2. The time needed for loading one [cremation] chamber with the corpses. 

Loading of the corpses into the cremation chamber could be effected only from 
one side of the aligned row offurnaces, in the following sequence: 

a) the corpses were placed on an iron stretcher; 

b) the doors of the cremation chamber were opened and the gate was 
raisedf 530] 

c) the corpses on the stretchers were pushed via a series of rollers into the 
cremation chamber and were arranged on the standard bars by means of an iron 
rod; 

d) the gate was lowered and the doors were closed. 


529 GARF, 7021-107-9, pp. 245-249. The original text of the report is published in the book by J. Graf 
und C. Mattogno KL Majdanek. Eine historische und technische Studie. Castle Hill Publishers, Has¬ 
tings 1998, p. 286. 

530 The refractory closure of the muffle ( Schamotteabsperrplatte ); cf. Chapter 11. 
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The execution of all loading operations of the furnaces as described above did 
not require more than 5 minutes. 

3. The number of corpses loaded. 

Within 5 minutes it was possible to load 4-6 corpses into the cremation cham¬ 
ber of the furnace, depending on their sizes, according to the sketch attached: 

(6) Sketch showing the maximum 
(5) (4) manner of loading of a cremation 

(3) (2) (1) chamber 

4. The time needed for the cremation o f a single furnace load. 

In order to determine the time needed for the complete cremation of the 
corpses, we will base ourselves on the indicative graph for the determination of 
the cremation times in various cremation furnaces as a function of temperature, 
on file. 

From the graph, we can see that the cremation of a single load of corpses in 
the furnaces lined with standard [refractory] bricks, for a temperature of1200°C 
in the cremation chamber, was about one hour. At a temperature of1400°C it was 
half of that, i.e. about 30 minutes. 

C. Calculation of the cross-sectional area of the chimney ducts for the purpose 
of control. 

For the verification of the [cross-sectional area] of the smoke ducts for the off¬ 
gases of the combustion products we will assume: 

a) a human body contains 66% of water, 1.1% of carbohydrates, 27.3%) offat 
and protein and 5.6% of ash; 

b) on a weight basis, assuming the weight of an emaciated corpse to be 50 kg 
[we have] 33 kg of water, 0.6 kg of carbohydrates, 13.65 kg offat and protein and 
2.8 kg of ash; 

c) assuming that the organic part, essentially fat and protein, is made up 
roughly by carbon and hydrogen at a ratio of 4:1, i.e. 80% carbon and 20%o hy¬ 
drogen, leaving aside the oxygen content of the carbohydrates, as well as the sul¬ 
fur and nitrogen in the organic portions because of their insignificant weight. 

Therefore, a body contains 11.2 kg of carbon and 2.8 kg of hydrogen. 

In the course of the combustion of the corpse, 11.2 kg of carbon will produce 
41 kg of carbonic [acid] anhydride, 2.8 kg of hydrogen and 25 kg of water (vapor). 

For the combustion of 11.2 kg of carbon a theoretical amount of 29.5 kg of 
oxygen is required, and for 2.8 kg of hydrogen 22.3 kg of oxygen. Hence, a total 
amount of 51.8 kg of oxygen is required. 

Assuming the combustion of the corpse to be carried out with an excess-air 
[ratio] = 1.3, a total of 67.4 kg of oxygen would be needed. 

Such an amount is associated with 225.9 kg of nitrogen in the air. 

The composition by weight of the combustion products generated during the 


cremation is as follows: 

water vapor 58.2 kg 

carbonic anhydride 41.6 kg 

oxygen 16.6 kg 

nitrogen 225.9kg 

or, in volumetric terms 
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water vapor 72.4 m 3 

carbonic anhydride 21.2 m 3 

oxygen 10.9 m 3 

nitrogen 180.8 m 3 

In total, the cremation of one corpse produces 285 m 3 of combustion products. 

For one furnace, assuming a single load of 6 corpses, we have 285 x 6 = 
1,710 m 3 of combustion products. 

Furthermore, the cremation of 6 corpses requires 60 kg of coke - or, in the 
mobile furnaces, 42 kg of oil. 

During the combustion of coke, 790 m 3 of combustion products are formed, if 
we assume an excess-air [ratio] = 1.3. 

Thus, for one furnace: 

1,710 + 790 = 2,500 m 3 of combustion products, 

for two furnaces: 2,500 x 2 = 5,000 m 3 /hr. 

If we assume a combustion temperature at the entrance of the chimney ducts 
of 1000°C and a smoke flow rate of 3 m/sec, the lower cross-section of the chim¬ 
ney duct is 


5,000/273 + 1/273 * 1,000 
3,600 x 3 


23,000 
3,600 x 3 


[114] 


This corresponds to an effective cross-sectional area of half of a chimney duct 
- 2.0 m 2 - and ensures the simultaneous cremation of 12 corpses in one hour or 
24-25 corpses in 4 furnaces. 

If the stationary furnaces were in continuous operation, the crematorium 
could cremate 4 x 6 x 24 = 576 corpses per day. 

In continuous operation of the mobile furnaces [as well], one could thus cre¬ 
mate 


3 x 6 x 60 x 24 
30 


864 corpses per day. 


[115] 


The experts: Engineer, Major Teljaner 

Engineer, Major Grogor’ev. ” 531 


9.3.3. The Soviet Report on the Kori Cremation Furnaces at KL 
Stutthof 

The Soviet report on the Kori furnaces at KL Stutthof is part of a more exten¬ 
sive report on the general situation in this camp, dated 14 May 1945, from which 
we have selected the pertinent passages: 532 

“The internal volume of a cremation furnace is 0.5 x 0.5 x 3,2 = 0.96 m 3 . 
Considering the extreme state of meagerness of the corpses which caused one 
corpse to occupy, on average, a space of0.25 x 0.2 x 1.56 = 0.8 m 3 , the furnace 
could contain 0.96 + 0.8 = 12 corpses. Running it at full capacity, one could 
therefore lodge 12 corpses in the furnace, introduced lengthwise in two layers. 


531 GARF, 7021-104-3, pp. 26-31. 

532 “Minutes of the technical report on the SS concentration camp at Stutthof,” 14 May 1945. GARF, 
7021-106-216, pp. 5-6. 
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The design of the furnace allowed it to reach 900 - 1,000°C with coke firing, and 
at those temperatures the cremation process took 56-60 minutes. [...] 

In the concentration camp, there were three cremation furnaces. Starting from 
the assumption that, as stated, 12 corpses could be introduced at one time, that 
the cremation process lasted 50 minutes and that 10 minutes were needed to load 
the furnace, we find a total cremation capacity of 

24 

— x 12 x 3 = 864 corpses in 24 hours. [116] 

If the temperature is lower, i.e. 450-500°C, the cremation process naturally 
takes twice as long, or one hour and forty minutes, and we would thus have a 
capacity of 

24 

— x 12 x 3 = 432 corpses. ” [117] 

9.3.4. Discussion of the Soviet Reports on the Kori Furnaces 

The reports assume that the cremation capacity depended on four factors: 

1. the temperature of the cremation chamber; 

2. the time needed for loading the furnace; 

3. the number of corpses loaded into one cremation chamber; 

4. the duration of the cremation of one load of corpses. 

As these factors are mutually dependent, we must examine them together. 

The Soviet experts claim that the coke-fired furnaces at Majdanek normally 
operated at a temperature of 1,500°C; those at the Sachsenhausen crematorium at 

I, 200-1,300°C (for the 4 coke-fired furnaces) or at 1,400°C (for the 2 oil-fired 
furnaces). These statements are technically unsound. On this subject, the engineer 
Richard Kessler noted (Kessler 1930, p. 136): 

“Introduction temperatures of1,200-1,500°C, as they often appear in reports 
on the operation of crematoria (in the journal Die Flamme a temperature as high 
as 2,000°C was reported) are probably estimated values which, however, were 
never measured. At such temperatures, both the refractory and the bones would 
melt and adhere to each other. At the Dessau trials, the most suitable tempera¬ 
tures were found to be between 850 and 900° C. ” 

As far as the Majdanek furnaces are concerned, I have already noted that initially, 
in the front portion of the cremation chamber, it was not possible to maintain a 
temperature even as low as 700°C because of the entry of false air into the flue 
duct through a gap of 45 mm. A “normal” operation at a temperature of 1,500°C 
has no factual basis, nor technical possibility. Furthermore, the refractory wall of 
these furnaces showed completely negligible traces of melting (cf. Chapter 

II. 2.6.). Hence the statements of the Soviet experts have no foundation in reality. 
The Soviet experts have derived the duration of the cremations from a self- 

concocted “indicative diagram for the determination of the combustion time of 
corpses in various cremation furnaces as a function of temperature” (Document 
262), which has the “time in minutes” as its ordinate and as its abscissa the “tem¬ 
perature in °C.” This diagram starts at a muffle temperature of 800°C and goes 
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up to a temperature of 1,500°C. The relationship between temperature and dura¬ 
tion of cremation is as follows: 

1. (Klingenstiema furnace) 


800°C: 

120 

min. 

900°C: 

105 

min. 

1,000°C 

90 

min. 

1,100°C 

75 

min. 

1,200°C 

60 

min. 

1,300°C 

45 

min. 

1,400°C 

30 

min. 

1,500°C 

15 

min. 


3. (Schneider furnace) 


We do not know the sources from which these specifications were drawn, but it 
is certain that, for temperatures in excess of 1,000°C, these data are completely 
untrustworthy. 

The graph in question assigns to the Klingenstiema furnace a duration of 120 
minutes for a temperature of 800°C, as against 90 minutes at 1,000°C for the 
Siemens model and finally 50 minutes at 1,200°C for the Schneider furnace. As 
I have explained in Chapter 3 of Section I of this study, the three above devices 
all operated on the principle of an indirect cremation employing hot air: the re¬ 
generators or recuperators, after having been heated to 1,000°C, were fed atmos¬ 
pheric air which entered the muffle at the same temperature and then caused the 
combustion of the corpse. According to Architect Beutinger, the duration of a 
cremation was 90 minutes for the Siemens furnace at Gotha operating at 900°C, 
60-90 minutes for the Klingenstiema furnaces operating at 1,000°C, and 45-90 
minutes for the Schneider furnaces which reached 1,000°C as well (see table p. 
96). 

According to a report of the Stuttgart city building administration, covering 
48 cremations carried out between 20 July and 15 September 1909 in a Wilhelm 
Ruppmann furnace, the maximum temperature attained in the cremation chamber 
was 1,120°C (Nagel 1922, p. 37). 

In the cremation experiments carried out by the engineer Richard Kessler at 
the Dessau crematorium between 1 November 1926 and 12 January 1927 using a 
Beck furnace (an improved version of the Klingenstiema model), the highest tem¬ 
perature reached in the cremation chamber was 1,100°C, but this maximum was 
attained only for a few moments during the combustion of the coffin (cf. Docu¬ 
ment 48). 

In the analysis proffered in Chapters 5f. of Section I, I referred to various 
cremation diagrams for operation with coke, gas, and electricity which all show 
that the temperature of the muffle never reached a point above 1,100°C. 

In the three diagrams known to me describing the operation of the electrical 
Topf furnaces at Erfurt (Documents 142, 146 & 148) the highest temperature 
reached momentarily was around 1,120°C. 

It is thus a fact that, in the furnaces for civilian use referred to by the Soviet 
experts, cremation chamber temperatures higher than 1,100°C had not been es¬ 
tablished; effective temperatures of 1,500°C occurred only on the hearth grates 
(H. Keller 1929, p. 3). 
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It follows that the Soviet diagram, to the extent that it covers temperatures 
higher than 1,000°C, is based on an unacceptable extrapolation. This is confirmed 
by the experiments carried out in England in the 1970s which I discussed in Chap¬ 
ter 6 of Section I: in the graph illustrating the time-temperature relationship (Doc¬ 
ument 87), the temperature describes a wave-like curve: the minimum time - 61 
minutes - occurs at a temperature of 800°C; as the temperature rises up to 
1,000°C, the time increases as well: 65 minutes at 900°C, and 67 minutes at 
1,000°C. Then it starts decreasing again, reaching 65.5 minutes at 1,100°C. At 
higher temperatures, unreached by experiments, Dr. Jones surmises that the du¬ 
ration should diminish further and should go below the thermal barrier at some 
threshold temperature. If one wanted to reduce the cremation time in this manner 
for example to 20 or 15 minutes, it would be necessary to design a furnace oper¬ 
ating at around 2,000°C (see pp. 104f.). 

The Soviet experts made another illicit extrapolation with respect to the fur¬ 
nace load. As the cremation of several corpses simultaneously in the same cre¬ 
mation chamber was prohibited for civil cremations, no experimental data exist 
in this regard. Hence the Soviet diagram necessarily rests on data for individual 
cremations. The Soviet experts therefore illicitly assign data valid for individual 
cremations to loads of two to twelve corpses in one cremation chamber. Loading 
twelve corpses into one muffle is merely an arithmetical maneuver in order to 
artificially raise the throughput of the furnaces. In this way, the three Stutthof 
furnaces were attributed a performance identical to the 6 furnaces at Sachsen- 
hausen! 

However, in the preceding section we have seen that increasing the load in a 
cremation chamber inevitably leads to a longer duration of the incineration and 
that, for a furnace designed for individual cremations, this increase in time is such 
that no practical advantage can be gained from such a procedure. 

The coke consumption assumed by the Soviet experts - 60 kg for six emaci¬ 
ated corpses of 50 kg each - is mere conjecture without any technical basis. Let 
us recall the fact that in the Model lb Kori furnace, the incineration of 310 kg of 
organic substance - the equivalent of six corpses of some 51 kg each - necessi¬ 
tated, at steady-state conditions, a supply of some 130 kg of solid fuel, the equiv¬ 
alent of 140 kg of coke altogether, or 23 kg per corpse. 

On the subject of the loading of corpses at the Lublin crematorium, the Soviet 
experts are really allowing their imagination to run wild: the claim that, in front 
of the furnaces, they had found corpses without legs and without arms, “heavily 
damaged by fire” (mnogo obgorebshich ), does not prove that the limbs of these 
corpses were cut off before being loaded into the furnace, it rather demonstrates 
that the last cremations were not carried out to the end, and when the carbonized 
corpses were later pulled out, they no longer had any arms or legs simply because 
the limbs burned faster than the trunks. 

The Soviet experts’ assertions are technically unsound also with respect to the 
discharge gases and the cross-sectional area of the chimney at the Lublin crema¬ 
torium. 
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First of all the experts misread Kori’s letter of 8 January 1943. 533 The docu¬ 
ment merely states that the two forced-draft devices were necessary because of 
the cooling of the off-gas (caused by its passage through the two recuperator 
chambers where they transferred part of their heat to the water heating pipes). In 
the summer months this could have reduced the chimney draft to an excessive 
degree, something which should be quite obvious. 

The calculation of the cross-section of the two smoke ducts - the experts give 
only the result - is wrong, first of all because of the erroneous assumption that 
cremation proceeded with an excess-air ratio of 1.3. This is only half of what is 
actually needed. Furthermore, the result of the computation itself is wrong. As 
we can see from the Soviet experts’ report on the furnaces at the Sachsenhausen 
camp, the calculation of the chimney section carried out by the experts was based 
on the following formula (cf. page 41): 

[118] 

q = cross-sectional area of chimney 
V = volume of off-gas in Nm 3 per hr 

ot = V273 °C 1 

t = temperature of the off-gas in the chimney, °C 
v = velocity of the off-gas in the chimney in m/sec. 

Assuming a load of four corpses in each muffle, a duration of the cremation of 12 
minutes, a generation of 285 m 3 off-gas per corpse, an off-gas temperature in the 
chimney of 400°C, and a gas velocity of 3 m/sec as assumed by the Soviets (see 
p. 326), we obtain for the required cross-section of one chimney duct collecting 
the gasses of 2.5 muffles (there were two ducts for five muffles): 

g 285 Nm 3 /hr • 4 corpses/muffle • 2.5 muffles/duct (1 + a • 400°C) 60 min/hr 

3,600 sec/hr • 3 m/sec 12 min/corpse 

= 3.25 m 2 . [119] 

In other words, the calculated hourly generation of 35,100 m 3 of off-gas would 
have required a cross-sectional area of 3.25 m 2 for each of the two chimney ducts, 
or nine times the actual dimension (with the actual cross-section, the gas velocity 
would have had to amount to 27 m/sec, or 60 mph - a true storm!). But in their 
computation the Soviet experts did not even consider the gas stemming from the 
combustion of the coke - as if the corpses underwent a process of auto-combus¬ 
tion! 

In conclusion we may say that, as no cremation furnace actually operated at 
average temperatures higher than 1,000°C, and as any loading of several copses 
into one muffle would at least have multiplied the time taken in proportion to the 
number of corpses loaded, the diagram produced by the Soviet experts is without 
any technical foundation. 

In fact, the Kori furnaces at Sachsenhausen, Majdanek and Stutthof, if we as¬ 
sume an average operating temperature of 800°C and a duration of 50 minutes 


V (1 + at) 

^ 3,600 sec/hr • v 

with 


533 GARF, 7021-107-9, p. 250; document published in Graf/Mattogno 2012, p. 313. 
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for a single cremation (as in the Kori furnaces at Westerbork), had cremation 
capacities of 144, 115, and 58 corpses in 24 hours, respectively. 

This means that the Soviet experts, by using a technical sleight of hand, mul¬ 
tiplied the actual cremation capacities by a factor of five for Sachsenhausen, a 
factor of thirteen for Majdanek, and a factor of ten for Stutthof! What should be 
stressed here, though, is that not even the Soviet experts ventured so far as to 
attribute to the actual cremation temperature a duration of less than 60 minutes 
for the cremation process: even to the highest temperature, 1100°C, occurring 
only for a few moments, they assigned a substantial duration of 75 minutes. 

9.3.5. The Soviet and Polish Reports on the Topf Cremation 
Furnaces at Auschwitz-Birkenau 

In February of 1945, the Soviet commission of inquiry investigating Ausch¬ 
witz entrusted the engineers Dawidowski, Dolinskij, Lavruschin and Schuer with 
the task of giving an expert opinion on the subject of the cremation furnaces at 
that camp. The experts, however, limited themselves to furnishing the following 
very sparse data without any technical explanation: 534 

Crematorium I 

- 3-5 corpses were loaded simultaneously into each muffle; 

- cremation took 90 minutes; 

- the number of corpses cremated amounted to 300-350 per day. 

Crematoria II/III 

- 3-5 corpses were loaded together into each muffle; 

- the cremation of which took 20-30 minutes; 

- at full capacity, 6,000 corpses per day could be cremated in the 30 muffles of 
the two crematoria. 

Crematoria IV/V 

- 3 to 5 corpses were loaded into each muffle; 

- the cremation took 30-40 minutes; 

- at full capacity, 3,000 corpses per day could be cremated in the 16 furnaces of 
these crematoria. 

On 26 September 1946, the engineer Roman Dawidowski, an expert witness with 
the court conducting the Rudolf Hoss trial, drew up a long opinion on the crema¬ 
toria at Auschwitz-Birkenau. 535 Dawidowski was a mechanical engineer in the 
field of heat and combustion technology, but his opinion shows only a very rudi¬ 
mentary knowledge with respect to cremation furnaces. His documentation on the 
civilian crematoria in Germany consists of an excerpt of the “Law on Cremation” 
of 15 May 1934 (p. 13-16) and of three drawings of cremation furnaces of the 
Siemens type (p. 16) - similar to those published here (Document 21) - as well 


534 “Akt 14 February - 8 March 1945. City of Oswiecim.” GARF,7021-108-14, pp. 2-7. 

535 AGK, NTN, 93, pp. 1-57; subsequent page numbers from there. 
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as of the Didier (p. 17) and Gebruder Beck furnaces (p. 18), identical to those 
published here (Documents 59f.) and stemming from the same source. 

On the subject of the Auschwitz-Birkenau furnaces, Dawidowski merely reit¬ 
erated the statements made in the report of the Soviet experts mentioned above 
without any further explanation: 

Crematorium I 

“The cremation of a load in 4 muffles took about one half-hour, therefore, in 
continuous operation over 14 hours per day, the cremation capacity of Cremato¬ 
rium I in its original state [with two furnaces] was more than 200 corpses per 
day. [...] After this enlargement [i.e., after adding the third furnace], the cremation 
capacity of Crematorium I rose to some 350 corpses per day. ” (pp. 24f.) 

Crematoria II/III 

“On average, five corpses were loaded into each muffle at one time. Crema¬ 
tion of such a load took 25-30 minutes. The 30 muffles of the two Crematoria II 
and III could cremate 350 corpses per hour. In the expert’s opinion, for a contin¬ 
uous operation in two shifts of 12 hours per day and setting aside 3 hours of in¬ 
activity per day for the extraction of the slag from the gasifiers andfor other minor 
work, with the unavoidable interruptions of continuous operation, the average 
number of corpses actually cremated in the two crematoria in 24 hours was 5,000 
corpses. This figure agrees with the testimonies of the eye-witnesses Tauber and 
Jankowski. " (P. 47) 

Crematoria IV/V 

“In these crematoria, too, 3-5 corpses were loaded into each muffle. Crema¬ 
tion of such a load took about 30 minutes. In the expert’s opinion, the two Crem¬ 
atoria IV and V, at full capacity with 2 shifts of 12 hours, considering stoppages 
for the removal of slag from the gasifiers, unforeseen incidents, bottle-necks etc., 
could cremate 3,000 corpses per day on average. This figure is in agreement with 
the depositions of eye-witnesses. ” (p. 48) 

In order to attain such performances - if we follow the Soviet diagram discussed 
above - the furnaces at Crematorium I would have had to be operated at 1,000°C, 
those at Crematoria III and IV at more than 1,400°C, and those at Crematoria IV 
and V at more than 1,300°C. Yet only the first temperature mentioned is in any 
way acceptable. As I have already stated, Topf s operating instructions for the 
triple-muffle furnaces recommended not to exceed a temperature of 1,000°C in 
the muffles. Even Dawidowski himself, during the fourteenth session of the Hoss 
trial, declared explicitly that 536 

“the cremation process for corpses is very difficult, requiring a precise tem¬ 
perature of 1,000°C; if the temperature is higher, the ash does not remain loose 
but attaches itself to the slag [forming] a compact mass. If the temperature is less 
than 1,000°C, the muscles will not burn.... ” 

A duration of the cremation process of 25-30 minutes is without any technical 
foundation as well, while the simultaneous cremation of three to five corpses in 


536 


AGK, NTN, 111, p. 1572. 
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each muffle would at least have multiplied the duration of the process by a factor 
of 3 to 5. 

Just like the Soviet expert opinions, Dawidowski’s did not have a scientific 
character, but a political one, as it was to back up the wild exaggerations of the 
witnesses. The cremation capacities averred by the expert were not the result of 
an investigation, but of its afactual premise. 

Summarizing our findings, we see that the practical performance of the dou¬ 
ble-muffle Topf furnace at Gusen and of the Kori furnace at Westerbork, the prac¬ 
tical experience with the Kori furnaces for the destruction of animal remains, the 
thermal load on the muffles as well as, indirectly, the findings of the Soviet and 
Polish experts, concur to demonstrate that in the Topf furnaces at Auschwitz- 
Birkenau a good and efficient cremation (with respect to time and fuel consump¬ 
tion) of several corpses in one muffle was technically impossible and any crema¬ 
tion of several corpses in one muffle would not have boosted the cremation per¬ 
formance of the furnaces in any way. As a matter of fact, it most likely would 
have reduced the performance, in particular for more than two corpses per muffle. 

9.3.6. The Presence of Child Corpses 

For completeness’s sake we must also consider the possibility that there were 
children and lean adults among the corpses. The number of Jewish children and 
adolescents deported to Auschwitz has been estimated at about 216,300 (Kubica 
1999, p. 349) out of 1,095,000 deported (Piper 1993, p. 200), which amounts to 
19.75%, or about 1 in 5. The percentage, however, is calculated in relation to 
those presumed murdered - about 607,800 (Mattogno 2010, p. 535) - and corre¬ 
sponds to about every third deportee. The average weight of children up to the 
age of 16 is about 35 kg (Graf/Kues/Mattogno 2010, pp. 130-133), so the average 
weight of two adults and one child is [(70+70+35)-+$=] 58 kg. In the Westerbork 
crematorium the cremation of an adult corpse alone and that of an adult and a 
child corpse together lasted on average [(50+57)-+$=] 35 minutes. Considering, 
however, that an average cremation of an adult corpse lasted 60 minutes in the 
Topf furnaces (not 50) and that the age of the children ranged from one day to 16 
years (and not merely from one day to one year), it is evident that the average 
cremation at Auschwitz lasted well over 35 minutes. Reasoning by analogy with 
the furnaces for the destruction of animal carcasses, we can assume that the sim¬ 
ultaneous cremation of an average adult of 70 kg and an average child of 35 kg 
in one muffle lasted [(70+35) kg x (50 sec/kg ^ 60 sec/min) =] 87.5 minutes, and 
that the average duration of the cremation of the bodies of two adults and one 
child lasted (175 kg x ^min/kg ~) 146 minutes, or on average 48.6 minutes per 
body. This duration appears credible given the fact that, as mentioned above, in 
the Paris crematorium of Pere-Lachaise the average duration of the cremation of 
the bodies of children up to 9 years was about 39 minutes. Therefore, the presence 
of children among the cremated corpses would have enhanced the capacity of the 
cremation furnaces only marginally by some 20%, yet even that would not even 
get close to the capacities claimed in the letter by the Central Construction Office 
of 28 June 1943 and in Prufer’s memo of 8 September 1942. 
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9.4. Maximum Theoretical Cremation Capacity 

Our final task is to present the general conclusions concerning the perfor¬ 
mance of the Topf furnaces at Auschwitz-Birkenau. 

Assuming an average operating time of the furnaces of 20 hours per day and 
an average cremation time of 60 min per normal corpse, resulting in 20 crema¬ 
tions per day and muffle, the maximum cremation capacities of these devices 
were as follows: 


Table 6: Maximum Daily Cremation Capacity* 


Crematorium 

# of muffles 

# of cremations 

I 

6 

120 

II 

15 

300 

III 

15 

300 

IV 

8 

160 

V 

8 

160 


Total 

1,040 


* assuming lhr cremation time per corpse and 20hr/day operation 


9.5. Normal Cremation Capacity 

The cremation capacities as given in the preceding subchapter are purely the¬ 
oretical, as they do not take into account one crucial element: according to the 
Aktenvermerk of 17 March 1943 (cf. Document 264), which will be analyzed in 
Chapter 10, the normal activity of the crematoria was set at 12 hours per day, 
which took into account the inevitable wear of the equipment. The normal cre¬ 
mation capacities thus correspond to 60% of the above values, or: 


Table 7: Normal Daily Cremation Capacity* 


Crematorium 

# of muffles 

# of cremations 

I 

6 

72 

II 

15 

180 

III 

15 

180 

IV 

8 

96 

V 

8 

96 

I to V 

52 

624 

II to V 

46 

552 


* assuming lhr cremation time per corpse and 12hr/day operation 


The last row shows the total after deducting Crematorium I, which was replaced 
by the new Crematoria II to V. 537 

Was this an excessive capacity? To answer this question, we must go more 
deeply into the history and the function of the Birkenau crematoria. The “new 
crematorium” with its five triple-muffle furnaces (the future Crematorium II) was 


537 In this context we also ought to consider the concept of reserve furnaces; for example, at the new Lu¬ 
blin crematorium, the central furnace (one out of five) was specifically labelled “ Reserveofen .” Cf. 
Chapter 11.2.6. Assuming that every fifth furnace served as a reserve, this would further reduce the 
capacity to 552x0.8 = 442 corpses in 12 hours. 
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designed for a camp with 125,000 Soviet prisoners of war. Thus a detainee-to- 
muffle ratio of (125,000^15 =) 8,333 was assumed. The explanatory report 
( Erlauterungsbericht ) of 30 October 1941 set forth that each muffle was to take 
up two corpses, thus enabling the cremation of 60 corpses in one hour or two 
corpses in one muffle every 30 minutes (see p. 265). 

For a daily operating period of 12 hours, the daily cremation capacity would 
thus have been (60x12=) 720 corpses. Actually though, as we have noted in Chap¬ 
ter 7, the type of triple-muffle furnace that was eventually built did not correspond 
to the technical characteristics of the devices described in the Aktenvermerk. 
Hence the above capacity did not correspond to the later reality, all the more so 
as even the cremation of a single corpse in one muffle within 30 minutes (on 
average) would have been technically impossible. 

This remark, however, does not touch in any way the intentions of the Ausch¬ 
witz SS who, for a crematorium built without any criminal aim, counted on a 
normal cremation capacity of (720x30=) 21,600 deaths per month, or a mortality 
of (21,600^-125,000x100-) 17.3% of the total camp strength per month. This high 
level of mortality had occurred in October of 1941. 538 The above computation is 
presented only as a concrete point of reference. 

Obviously, as we shall see presently, the camp administration did not expect 
to see a loss as high as 21,600 detainees per month throughout the year; the camp 
command - in line with the initial estimates - merely wanted to be able to cope 
with emergency situations of a daily mortality of up to 720 detainees for short 
periods of time. 

The origins of the other three crematoria at Birkenau had two causes: the out¬ 
break of typhus and the plans for the enlargement of the camp (see Mattogno 
2008). The August of 1942 was the month during which the typhus epidemic took 
on horrifying proportions. This was also the month during which the decision was 
taken to build the other three crematoria. 

In the course of the month, a total of 8,354 detainees (6,829 men and 1,525 
women) died, 269 per day on average. 539 Over the first 19 days of the month of 
August, 4,113 deaths were registered in the men’s camp alone. Between 10 and 
19 August, 2,824 detainees would die, 282 per day on average, with high points 
of 390 deaths per day on the 18th, 324 on the 13th, and 301 on the 11th. 540 Con¬ 
sidering the fact that mortality was 49 per day in the women’s camp, it is not 
overly adventurous to say that in August of 1942 the daily death rate exceeded 
300 per day, with high points above 400 cases. 

This catastrophic scenario unfolded at a time when high-flying plans for the 
Birkenau camp were being mulled over. As early as June of 1942, the WVHA 
planned to raise the PoW camp strength to 150,000 detainees, 541 and in August 
this figures had reached 200,000 detainees. 542 Of course, the planned installation 


538 Between 7 and 31 October 1941, 2,128 detainees died; the average strength for that month was 
12,500 detainees, which yields a mortality rate of about 17%. 

539 PRO, HW 1/929 xc 11768. 

540 Starkebuch, analysis by Jan Sehn. AGK, NTN 92, pp. 82f. 

541 Radiomessage from Kammler to Bischoff dated 22 June 1942. GARF, 7021-108-32, p. 32. 

542 Letter by Bischoff to Kammler dated 27 August 1942. GARF, 7021-108-32, p. 41. 
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of appropriate hygienic and sanitary facilities as well as disinfestation plants 
would help to suppress another violent outbreak of such an epidemic, but how 
could one be sure? 

The decision to build more crematoria practically imposed itself, along with 
the choice of a sufficient number of muffles for the new installations, or in prac¬ 
tical terms their cremation capacity. It was influenced by the two facts mentioned 
above: the excessive mortality among the detainees, and the plans for an enlarge¬ 
ment of the Birkenau camp, which would have brought about an enormous in¬ 
crease in the camp strength. 

Available statistics allow us to say that in August 1942 the detainee mortality 
reached a level of 29.8% of the average camp strength in the men’s camp (some 
22,925 detainees), hitting highs of 37.9% of the average strength of 23,142 de¬ 
tainees between the 10th and the 19th of that month. 543 

If then - for the men’s camp alone with an average strength of 23,000 - there 
were 6,829 deaths equivalent to a temporary rate of 37.9% of the camp strength, 
what would or could happen with a camp strength of 150,000 or 200,000 detain¬ 
ees? 

At that level, the effective cremation capacity of 624 corpses per day (of 12 
operating hours) or some 19,000 in one month would have corresponded to a 
mortality of 12.5% for a camp strength of 150,000 and no more than 9.4% for a 
strength of 200,000 detainees; in other words only one third or one quarter, re¬ 
spectively, of the relative levels reached in August of 1942. 

These considerations help us in understanding the problems which affected 
the SS’s choice for a suitable capacity for the new crematoria. Fortunately, a Cen¬ 
tral Construction Office document of 10 July 1942 furnishes us with the criteria 
of that decision: On 15 June 1942 the Construction Office of the Stutthof camp 
sent to a request to the Central Construction Office at Auschwitz regarding infor¬ 
mation concerning the installation of a crematorium. On 10 July Bischoff an¬ 
swered with the following letter (63): 544 

“In the attachment, we are sending you the plans for a crematorium for 30,000 
detainees. The plant consists of 5 triple-muffle cremation furnaces. According to 
information supplied by Topf & Sohne Co. of Erfurt, a cremation takes about one 
half-hour. 

The basement has been raised because the ground-water level at the construc¬ 
tion site is high. Concerning technical installation, we refer you to Topf & Sohne 
Co. of Erfurt. ” 

The duration of half an hour for one cremation was nothing but an extrapolation 
on Topf s part, because at that moment no triple-muffle furnace had yet been 
built. What is important in this letter, however, is the ratio of muffles to detainees 
established by the Central Construction Office, viz. (30,000-^15=) one muffle for 
2,000 detainees. 

This clearly shows that the Central Construction Office did, in fact, not trust 
the data of the explanatory note of 30 October 1941 (which Topf had provided), 
because on the basis of such data, and assuming an operation of 12 hours per day, 


543 Starkebuch , analysis by Jan Sehn. AGK, NTN 92, pp.82-83. 

544 Letter from Bischoff to Bauleitung of Stutthof dated 10 July 1942. RGVA, 502-1-272, p. 168. 
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the crematorium would have been able to handle (720x30=) 21,600 corpses per 
month or [(21,600-^30,000)x 100] = 72% of the camp strength for which it was 
designed. 

In practical terms, the Central Construction Office approved an enormous re¬ 
duction of the new crematorium’s capacity when it set the effective cremation 
capacity to be sufficient no longer for 125,000 inmates, as stated in the explana¬ 
tory report, but rather for 30,000 inmates, or at (30,000-H25,000x 100=) 24%; i.e. 
in numerical terms, at (720x0.24-) 173 cremations per day. 

On the basis of the ratio of muffles to detainees set by the Central Construction 
Office, the 46 muffles of the four crematoria at Birkenau were sufficient for 
(46x2,000=) 92,000 detainees. This computation by the Central Construction Of¬ 
fice formed the basis for the later decision to build the other three crematoria and 
constituted the criterion for the choice of the number of muffles. 

The increase of the camp strength to a level of 200,000 detainees was mere 
conjecture and turned out to be increasingly illusory over the following months. 
The layout of the PoW camp of 15 August 1942 (Pressac 1989, p. 203), though 
based on a population of 200,000 detainees, showed only two crematoria (the 
future Crematoria II and III) or a ratio of muffles to detainees of (30^200,000=) 
1:6,666. The drawing of 22 September 1942 (ibid., p. 209), still showing merely 
the two crematoria just mentioned, was elaborated for a strength of only 140,000 
detainees or a ratio of (140,000^-30=) one muffle for 4,667 detainees. 

The final drawing of 6 October 1942, 545 including all four crematoria for an 
unchanged camp strength of 140,000 detainees, yielded a new ratio of 
(140,000^46=) 1 muffle for 3,043 detainees. Taking into account the slow pro¬ 
gress of the construction of the camp, the strength of 140,000 remained purely 
theoretical; 546 it was reached only as late as August 1944 under the enormous 
overload caused by the deported Hungarian Jews. 547 

Considering the fact that the projected strength for the Birkenau camp stood 
at 140,000 detainees and the normal strength of the Auschwitz camp amounted 
to 10,010 in November of 1942, 548 i.e. a total of 150,000 detainees, we may say, 
based on the Central Construction Office calculations, that the crematoria even¬ 
tually installed were most inadequate for the aimed-at increase of the camp 
strength, which would indeed have necessitated (150,000^2,000=) 75 muffles as 
compared to the 46 eventually built. 

The conclusion of the matters discussed above is that the Birkenau crematoria 
were conceived only on the basis of registered detainees, without any criminal 
intent, and were to allow for possible future emergency situations with consider¬ 
able peaks in mortality, in line with the experience gathered in August of 1942. 
They reflected an effective cremation capacity of only 50% of the theoretical one 
and an average operating time of 12 hours per day. 


545 VHA, OT 31(2)/8. 

546 It is known that Bauabschnitt III was never finished. 

547 According to information gathered by the Polish resistance movement, the camp strength of the 
Auschwitz-Birkenau camp was 135,168 detainees in August of 1944 (Czech 1989, p. 860). 

548 Normale Block-Belegstarke im K.L.Auschwitz. 3 November 1942. RGVA, 502-1-272, p.56. 
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Although the projected strength of the Birkenau camp was 140,000, the four 
crematoria - which were really designed for a strength of only 92,000 - were not 
used to the full for two reasons: first of all, the actual strength stood nearly always 
below this limit. 549 Secondly, the actual construction of the camp with all the 
projected sanitary, hygienic, and medical installations, led to a considerable drop 
in mortality. After the 1942 typhus epidemic, such a drop occurred as early as 
April of 1943, and over that year the mortality dropped steadily, reaching a low 
of 2.3% in October 1942 (Langbein 1965, vol. 1, pp. 100f.). 

9.6. Discussion of the Zentralbauleitung Letter of 28 June 
1943 

At the end of the preceding chapter we left in suspension the technical exam¬ 
ination of the cremation capacity as indicated in the Central Construction Office 
letter of 28 June 1943. Now, having ruled out - in terms of economy and duration 
- the efficient simultaneous cremation of multiple corpses in one muffle in the 
Auschwitz-Birkenau furnaces, we can state with certainty that such a capacity is 
technically impossible. 

This judgment is strengthened further by the fact that, as we shall see in Chap¬ 
ter 10, the minimum theoretical fuel requirement of a Topf triple-muffle or 8- 
muffle furnace for the type of corpse which demanded the lowest amount of fuel 
was 16 and 12 kg of coke per corpse, respectively. In view of the fact that the 
furnaces of Crematoria II and III of Birkenau could bum 8,400 kg of coke in 24 
hours and those of Crematoria IV and V 3,360 kg, if the Crematoria II and III did 
have a capacity of 1,440 corpses in 24 hours, coke consumption per corpse would 
have been a mere (8,400^1,440=) 5.83 kg; for Crematoria IV and V, a capacity 
of 768 corpses in 24 hours would have meant a specific consumption of only 
(3,600^-768=) 4.37 kg of coke, but such figures would be only about one third of 
the minimum theoretical requirements. 

The capacity indicated in the letter of 28 June 1943 is, therefore, technically 
impossible to attain. How can we explain this dilemma? 

Jean-Claude Pressac has shown correctly 550 that the cremation capacity given 
in the document, as far as Crematoria II-V are concerned, is closely linked arith¬ 
metically to the capacity mentioned in the previously mentioned explanatory re¬ 
port of 30 October 1941 (Document 211), i.e. 2 corpses in one half-hour in one 
muffle or 4 corpses per hour per muffle which corresponds precisely to 

4x15x 24 = 1,440 corpses in 24 hours in Crematoria II-III 

4x8x 24 = 768 corpses in 24 hours in Crematoria IV-V. 

However, there is no direct relationship between the five triple-muffle furnaces 
mentioned in that report and the furnaces that would eventually be installed in 
Crematoria II and III at Birkenau. In October of 1941, the triple-muffle Topf fur¬ 
nace was still on the drawing boards, and the only basic principle was that it 
would consist of three muffles which were linked in one way or another. The 


549 In 1943, the maximum camp strength was 88,251 detainees (1st December ). Ubersicht uber den 
Haftlingseinsatz im K.L. Auschwitz. Dezember 1943. APMO, D-AuI-3a/370, p. 438 e 448. 

550 Pressac 1989, p. 244. 
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reference which appears in the explanatory report of 30 October 1941 therefore 
concerned an elusive project in Kurt Priifer’s mind, different from what was later 
realized, in the same way as the project described in the “quotation for the deliv¬ 
ery of two triple-muffle cremation furnaces” of 12 February 1942 (Document 
228), in which the triple-muffle furnace still had a single gasifier situated behind 
the central muffle. 

The link between the cremation capacity of the triple-muffle furnaces in the 
explanatory report of 30 October 1941 and the letter of 28 June 1943 was thus 
purely formal. But what was the basis for such a link? The document in question 
allows us to formulate a plausible answer. The document, in fact, presents certain 
anomalies, the most important ones of which are the presence of an element 
which should not be there and the absence of one which should. 

The letter of 28 June 1943 refers to the “completion of Crematorium III.” A 
report about the completion of a construction site (or building) was an official 
document sent to the WVHA in compliance with a specific order by Kammler of 
6 April 1943. 551 What was required in this case was the notification of the com¬ 
pletion of a construction project and a report about the respective hand-over ne¬ 
gotiation ( Ubergabeverhandlung ). 

For this reason, the “list of construction projects already handed over to the 
camp administration,” 552 drawn up by Bischoff in accordance with Kammler’s 
directives, contains, i.a., the registration number of the letter by which the hand¬ 
over negotiation for the four Birkenau crematoria had been reported to the camp 
command of the Auschwitz camp, and the order and registration number of the 
letter of notification to the head of Office Group C at the WVHA. 

Now, even though the report about the hand-over negotiation of Crematorium 
III was drawn up on 24 June 194 3 553 and passed on to the Kommandantur prob¬ 
ably on the same day 554 and even though the garrison administration had taken 
over Crematorium III officially on 25 June, 555 the letter of 28 June does not ad¬ 
dress this state of the matter at all, and that is what should be there but is not. 

The notification of completion was a purely formal act simply conveying the 
fact that a construction project had been finished, but it never gives any technical 
details of the project, which means that the indication of a cremation capacity in 
the letter of 28 June 1943 makes no sense, bureaucratically speaking, and this is 
the element which should not be there. 

What is even odder is the fact that this notification of completion is only about 
Crematorium III, but the letter mentions the cremation capacity of all crematoria. 
One would have to surmise that Bischoff must have been requested explicitly to 
supply such information to Kammler. But in that case, bureaucratic practice 
would have required that he reply by a specific letter mentioning, in the line Bezug 


551 Letter from Kammler “to all building inspectorates and building sections” (an samtliche Bauin- 
spektionen undBaugruppen) dated 6 April 1943. WAPL, Zentralbauleitung, 54, p. 68. 

552 APMO, 30/25, p.14. 

553 RGVA, 502-2-54, p. 84. 

554 Bischoff s letter of transmittal erroneously has the date of 23 June 1943. RGVA, 502-2-54, p. 21. 

555 APMO, 30/25, p.14. 
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(reference) the registration number and the date of Kammler’s letter. Instead, the 
letter of 28 June 1943 merely states Bezug: ohne (reference: none). 

The letter shows two more anomalies. First of all, the use of the word Perso- 
nen (persons) as the cremation units. This term is somewhat odd, as one would 
rather expect the term “corpses” (Leichen) or at least “detainees” ( Haftlinge ). 
Furthermore, in the letter in question, the cremation capacity is given for a con¬ 
tinuous operation of 24 hours per day, but - as we have explained in Chapter 
9.1.- this was not feasible with coke-fired furnaces. It is not by accident that the 
file memo of 17 March 1943 has a “daily operation” of 12 hours. 

It is highly unlikely that Bischoff, in a formal official document, would have 
made so many gross mistakes. 

Another strange thing worth noting is that the letter in question is a unique 
document, unrelated to others: no other document exists which mentions or in 
any way refers to cremation capacities. The matter is even more mysterious, as it 
is an official document addressed to the Head of Office Group C of the WVHA , 
SS-Brigadefuhrer und Generalmajor der Waffen-SS Kammler. Office C/III han¬ 
dled technical matters and encompassed four main departments, among which we 
have one for civil engineering (C/III/1) and one for mechanical and electrical en¬ 
gineering (C/III/3) which also included a subsection for heating and ventilation 
(C/III/3a). 556 

Since the cremation capacity mentioned in this letter was technically impos¬ 
sible, how can we believe that the engineers of Office C/III, in the face of such 
obviously erroneous statements, would not have asked Bischoff for more infor¬ 
mation? Bischoff would have had to answer, and a correspondence would have 
ensued of which there is, however, not the slightest trace. 

The most obvious conclusion we may draw from the remarks made above is 
that the author of this letter was completely unfamiliar with the technical question 
of the capacity of the cremation furnaces, and not very familiar with the bureau¬ 
cratic practices valid here either, something which certainly does not apply to 
Bischoff and makes us rather think of someone from another branch of the Central 
Construction Office 557 and with a still-limited knowledge of the procedures fol¬ 
lowed in this office, possibly SS-Sturmmann Nestripke whose initials appear in 
the registration number of the document. 

The author of the letter, being inexperienced, left out the mandatory report 
about the hand-over negotiation and added to the notification of completion, on 
his own initiative, the unrequested reference to a capacity of the crematoria, based 
on the explanatory report of 30 October 1941, because he might have thought that 
for bureaucratic reasons - as Pressac has pointed out - the furnace capacities had 
to correspond to the 1941 explanatory report. 558 We would then not be dealing 


556 RGVA, 502-1-4, p. 28. 

557 In January of 1943, the Zentralbauleitung at Auschwitz comprised 14 departments (Sachgebiete) and 
was divided into 5 Bauleitungen. Cf. C. Mattogno 2005. 

558 However, the cremation capacity attributed to Crematorium I had no relationship either with the 
above document or with reality and it is very difficult to say where the figure came from. 
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with an intentional “exaggeration” aimed at a mystification of unattainable per¬ 
formances (as Pressac believed) but with a simple case of incompetence within 
bureaucratic procedures. 

How far this might be true is demonstrated by Bischoff s letter to the Con¬ 
struction Office of the Stutthof camp of 10 July 1942, which we have discussed 
above. It is obvious that Bischoff could not reasonably have recommended an 
installation with an actual capacity of 1,440 corpses in 24 hours for a mere 30,000 
detainees, because this would have corresponded to a capacity of (1,440x30=) 
43,200 corpses per month, i.e. 13,200 more than the number of detainees con¬ 
cerned. 

Hence, Bischoff would have been fully aware of the erroneous character of 
the cremation capacity given in the letter of 28 June 1943, which is yet another 
confirmation of the utter strangeness of this document. 

We have yet to look at one more point: was the letter of 28 June 1943 ever 
sent to the WVHA1 As we have already pointed out, this would have undoubtedly 
led to an exchange of letters, of which there is neither a trace in the Central Con¬ 
struction Office archives nor in the records of the Pohl trial (Pohl was the head of 
the WVHA). 

The fact that the letter bears no signature could mean that Bischoff, noticing 
the double error it contained, refused to sign it and had it retyped in a corrected 
version mentioning the hand-over negotiation and omitting the capacity of the 
furnaces. There are instances of documents thrown out and retyped correctly with 
the registration number unchanged, for example the file memo of 13 September 
1943, of which we have one version full of mistakes corrected by hand 559 and a 
retyped and corrected version signed by Kirschnek and Bischoff. 560 The fact that 
no copy of the corrected version exists in the Moscow Central Construction Of¬ 
fice archives may of course have been caused by the selection of the documents 
as practiced by the Soviets. 

9.7. The Auschwitz-Birkenau Crematoria in the General 
Operation of the Camp 

In the preceding section we investigated the question of the design and con¬ 
struction of the Birkenau crematoria. To round out our treatment, we have yet to 
look into the importance which the camp administration attributed to them. 

The documents tell us not only that the Auschwitz-Birkenau crematoria never 
played a major role in the history of the camp, but that they did not even enjoy 
the same degree of attention which the Central Construction Office devoted to a 
much more prosaic combustion plant: the district heating plant ( Fernheizwerk ), 
BW 161. We will limit ourselves to a few significant aspects. 

On 27 June 1942, Friedrich Boos, the contractor for this installation, informed 
the Central Construction Office that the firm Walther & Co. Dampfkesselwerk at 
Cologne, which he had contacted, required the following data for an offer con¬ 
cerning the steam boilers it manufactured: 

559 APMO, BW 30/25, pp. 11-12. 

560 RGVA, 502-1-26, pp.144-146. 
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1) type of fuel 

2) moisture content of the fuel 

3) ash content of the fuel 

4) volatiles in the fuel 

5) granularity of the fuel 

6) melting point of the slag from the fuel 

7) softening point of the slag 

8) analysis of the feed water. 

The project required 45-50 tons of coal daily! 561 

As the district heating plant was to use hard coal from Upper Silesia, the Cen¬ 
tral Construction Office forwarded the questions to the Mining and Metallurgical 
Association of Upper Silesia, 562 and received the following information: 



Nut-coal, Type III / IV 

Ground coal 

Size 

10/20 mm, 20/30 mm 

0-10 mm 

Humidity 

8-12% 

10-14% 

ash 

7-10% 

10-15% 

volatiles 

35 - 40% 

33 -38%. 


Ash melting point: in general 1,200-1,300°C. 563 


To assess the suitability of various types of coal, specific combustion experiments 
were carried out. 564 For the district heating plant, 4 “Holland” type boilers were 
to be installed with a heating-surface area of 150 m 2 and a total consumption of 
hard coal of about 400-500 kg/h, depending on size, 565 but probably only three 
boilers were eventually installed, because on 13 October 1944 the Central Con¬ 
struction Office ordered from Friedrich Boos “3 pcs. suction and fly-ash-removal 
devices” for 3 “Holland boilers” with a heating surface of 150 m 2 at a price of 
21,909.50 RM each. 566 

The chimney to which these devices were to be connected had a height of 22.2 
m and three ducts 0.70 by 0.70 m each. 567 

Boos’s proposal for the suction enhancers took into account all pertaining 
physical data. For the Saugzuganlage Type H13 serving a boiler of 150m 2 heating 
surface, the proposal specified: 

- gas volume: 13,500 m 3 /hr 

- volumetric flow rate of the gases: 3.75 m 3 /hr 

- gas temperature: 310°C 


561 Letter from F. Boos to Zentralbauleitung dated 27 June 1942. RGVA, 502-1-138, pp. 513-513a. 

562 Letter from Zentralbauleitung “an den Oberschlesischen Berg- und Huttenmdnnischen Verein ” with 
its seat at Kattowitz, dated 14 July 1942. RGVA, 502-1-138, p. 508. 

563 Letter from Oberschlesisches Steinkohlen-Syndikat G.m.b.H. to Zentralbauleitung dated 20 July 
1942. 

564 Letter from F. Boos “an die Vereinigten Kesselwerke Aktiengesellschaft Diisseldorf’ dated 24 May 
1943 on the subject of “fuel trial at the home for the handicapped at Beuthen on 5 and 6 May 1943” 
“Brennstoffversuch im Krilppelheim in Beuthen am 5. und 6.5.43 .” RGVA, 502-1-138, pp. 126-126a 

565 Lieferungsumfang without a date but originating from the first half of 1943. RGVA, 502-1-138, pp. 
119-121. 

566 Letter from F. Boos to Zentralbauleitung dated 27 October 1944. RGVA, 502-1-138, p.5. 

567 Zentralbauleitung , Kosten-Berechnung uber den Neubau eines Schornsteines (cost estimate for the 
new construction of a chimney) for BW 161. 1943. RGVA, 502-1-139, p. 7. 
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- density of the gas: 0.62 kg/m 3 

- static pressure at blower exit: 40 mm water column 

- margin of 10% as requested: 4 mm water column 

- margin for flow resistance: 55 mm water column 

- difference in static pressure: 99 mm water column 

- power requirement for blower: 10 hp 

- speed of blower: 1,435 rpm. 568 

In the documentation concerning the Birkenau crematoria there is no instance of 
comparable diligence. 


10. Heat Balance of the Topf Furnaces at Auschwitz- 
Birkenau 

10.1. Remarks on the Method Used 

In Chapter 8.3 we analyzed the list of cremations carried out in the cremato¬ 
rium at the Gusen concentration camp, which possessed a coal-fired Topf double- 
muffle furnace. Among other things, this list contains the consumption of coke 
for each cycle of cremations. This allows us to calculate the average coke con¬ 
sumption for each corpse. As these consumptions represent data obtained under 
actual conditions of operation, they constitute a valuable point of departure for 
the calculation of the overall heat balance of the Topf furnaces at Auschwitz- 
Birkenau. 

These data will be used to arrive at reliable results, to the greatest extent pos¬ 
sible, by means of the method employed by engineer Heepke as described in 
Chapter 7 of Section I, but with the considerable advantage - in the case of the 
Gusen furnaces - that we know in advance what the actual result of the heat bal¬ 
ance should be. Without this knowledge, such a heat balance might be in agree¬ 
ment with furnaces for civilian use, but not for those erected in the concentration 
camps, whose main feature was their greater economy as compared to the civilian 
furnaces, both in terms of price and consumption. 

The Topf furnace at Gusen was similar in design to the Topf double-muffle 
furnace at Auschwitz, although it showed an operational difference which had a 
certain bearing on the heat balance: in the Gusen furnace, on account of a different 
structure of the muffle grate and the availability of a draft enhancer which brought 
about a higher heat availability, the average duration of a cremation was around 
40 minutes; thus, the average temperature of this furnace was higher than that of 
the Auschwitz-Birkenau furnaces for which we have calculated an average dura¬ 
tion of 60 minutes for the cremation of one normal corpse. 

The operating temperature of the Auschwitz furnaces being 800°C, as im¬ 
posed by the applicable operating instructions and in line with civilian furnaces, 
we may assume an average temperature of 850°C for the Gusen furnace. Since 
we have no operational data about the off-gas temperature of the Auschwitz- 


568 Letter from F. Boos to Zentralbauleitung dated 24 May 1943. RGVA, 502-1-138, pp. 218-218a. 
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Birkenau furnaces, we must use the highest values encountered in civilian fur¬ 
naces, because the furnaces in the concentration camps had no recuperator and 
would thus necessarily have a higher off-gas temperature than civilian furnaces. 

Operational data for the Berlin Gerichtsstrafie crematorium tell us that it op¬ 
erated with an off-gas temperature of 700°C at the flue-gas damper, for an excess- 
air ratio three times the volume of the theoretical combustion air (Tilly 1926b, p. 
190). The four gas-fired Volckmann-Ludwig furnaces, built in 1932 by the H.R. 
Heinicke Co. at the Hamburg-Ohlsdorf crematorium, functioned with an average 
temperature of 800-900°C; the flue-gas temperature, measured directly behind 
the damper, was normally at 600°C lower (Manskopf 1933, p. 775). These fur¬ 
naces did not have a recuperator, which means that the flue-gas discharge was 
comparable to the Topf furnaces at Auschwitz-Birkenau. 

Consistent with these documents, one may also assign to the Topf furnaces an 
off-gas temperature some 100°C lower than that of the furnace itself, hence 
750°C for the Gusen furnace and 700°C for the furnaces at Auschwitz-Birke- 

569 

nau. 

For comparison, we also present two other series of coke consumption figures, 
obtained in actual operational, viz. those for the Kori furnace at Westerbork 
(Chapter 8.4) and the Kori furnaces for slaughterhouses already analyzed in 
Chapter 9.2.1. 

10.2. Technical Data 

Following German contemporary literature, we will subsequently use the ab¬ 
breviations used in the pertinent literature for the following physical properties: 

Vsch = Verlust durch Schornstein , chimney losses (sensible heat of the flue gases; 
see Eq. 65, p. 115) 

V a = Verlust durch Asche , ash losses (incombustibles of the hearth; see Eq. 75, 

p. 116) 

V un = Verlust Unverbranntes , losses due to unbumt gases (see Eq. 74, p. 116) 

R g = Rachgasgewicht , weight of discharge gases (see Eq. 69, p. 116) 
r| = Wirkungsgrad , efficiency 

qH u = Wirkungsgrad, unterer Heizwert , lower heating value as a function of ef¬ 
ficiency (see Eq. 82, p. 117) 

Vis = Verlust durch Leitung/Strahlung , loss through conduction and radiation 
(see Eq. 80, p. 117) 


569 The irreversible damage to the chimney of Crematorium I and to the flue ducts of Crematorium II (cf. 
Chapter 6) confirm the high flue gas temperatures. The replacement of the refractory lining of the 
chimney’s inner walls was carried out when the temprature of the smoke exceeded 500°C (Colombo 
1926, p. 400). The new chimney for Crematorium I was lined with bricks having a Seger value of 
26/28, which withstood temperatures up to 1,200-1,300°C (RGVA, 502-1-318, p. 1). 
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10.2.1. Basic Data on Coke 

a. The chemical composition of the coke most-likely used was: 570 

C 78.84% 

H 0.51% 

O 1.00% 

S 0.91% 

water 8.21% 

Ash 10.53% 

100 . 00 % 

b. Theoretical combustion air (see Eq. 3, p. 23): 

8.93 x 0.7884 + 26.79 (0.0051 - 0.01/8) + 3.35 x 0.0091 = 7.17 m 3 /kg [120] 

c. Theoretical smoke volume (dry, see Eq. 7, p. 23): 

8.93 x 0.7884 + 21.17 (0.0051 - 0.01/8) + 3.35 x 0.0091 = 7.15 m 3 /kg [121] 

d. CO 2 content (see Eq. 21, p. 29): 

0.7884 x 1.867 = 1.472 m 3 /kg; 1.472x100+7.17 = 20.50% [122] 

e. Lower heating value (see Eq. 1, p. 22): 

8,100 x 0.7884 + 28,700 (0.0051 - 0.01/8) + 2,210 x 0.0091 - 600 x 0.0821 
S 6,470 kcal/kg. [123] 


10.2.2. Basic Furnace Data 

1. Auschwitz Double-Muffle Furnace 


Dimensions 


- surface area: 

32 m 2 

- surface area of gasifiers: 

7 m 2 

- surface area of furnace body: 

25 m 2 

- weight of refractory brickwork: 

10,000 kg 

- average brickwork composition: 




thickness [cm] 

X (800°) 

refractory bricks: 

15 

0.73 

thermal insulation: 

7 

0.13 

ordinary bricks: 

20 

0.45 

total: 

42 

— 


with X = thermal conductivity [kcal m 1 °C 1 hr *] 


- average smoke temperature: 700°C 

- load:2 corpses 

- average duration of a cremation: 60 min 

- heat loss by radiation and conduction: 


570 According to the chemical analysis given by Heepke; cf. Section I, Chapter 7. 
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Doors 

Dimensions [m] 

Surface area 
[m 2 l 

2 vaulted muffle doors ( Einfuhrungsturen ) 

2 hearth doors ( Feuertilren ) 

2 ash-chamber doors 
( Ascheentnahmeturen) 

0.60 x 0.60 
0.28 x 0.35 

0.28 x 0.35 

0.64 

0.20 

0.20 

2 gasifier closures 
( Generatorfullschachtverschlusse ) 

6 combustion-air-channel closures 

0.27 x 0.34 

0.18 

(Liftkanalverschlusse) , four in furnace 
body, two in gasifier 

0.108 x 0.126 

0.08 

total surface area 


1.30 

Muffle doors 



thickness 

0.10 


packing mass thickness ( Stampfmasse ) 
packing mass surface area 

0.08 

~ 0.32 m 2 

surface area of solid metal 


- 0.32 m 2 

surface area of frames (solid metal) 


~ 0.23 m 2 

total surface area of solid metal 


~ 0.55 m 2 


Muffle-Door Losses 

Following eq. 54 (p. 113) and using a thermal conductivity of 40 kcal m _1 °C“ 
1 hr -1 for the 0.02 m of cast iron, we calculate the thermal transmittance K for the 
muffle doors: 

K = T 008 1 002 + ! « 2.6 kcal nr 2 °C 1 hr 1 [124] 

Other-Door Losses (hearths, ash chambers and gasifiers) 

- total thickness: 0.080 m 

- thickness of packing mass: 0.065 m 

- thickness of cast iron: 0.150 m 

- total surface area: 0.580 m 2 

K = T-M657ME7T = 2.7 kcal °C-‘hr 1 [125] 

7 + 0.73 + 40 + 7 


Brickwork Losses 



1 0.15 

7 + 0.73 


J_ 

0.07 0.20 1 

0.13 + 0.45 + 7 


0.68 kcal m 2 °C 1 hr 1 


[126] 
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Losses by Conduction and Radiation (Vi s ) 

i) Furnace body: 

a) Muffle doors: 

Vis (tamping mass) = 0.32 m 2 • 2.6 kcal m” 2 °C 1 hr" • (800°C - 20°C) 

= 649 kcal/hr 

Vis (solid metal) - 0.55 m 2 • 40 kcal nr 2 °C“ 1 hr 1 • (800°C - 20°C) 

= 17,160 kcal/hr 

b) Ash-chamber doors: 

Vis = 0.20 m 2 • 2.7 kcal m” 2 °C' 1 hr 1 • (800°C - 20°C) = 421 kcal/hr 

c) Combustion-air-channel closures: 

Vis = 4 • (0.108 m • 0.126 m) • 40 kcal m” 2 °C 1 hr 1 • (800°C - 20°C) 

= 1,698 kcal/hr 

d) Brickwork (surface area of furnace body minus aggregate door surface a) 
to c)): 

Vis = (25 -1.1) m 2 • 0.68 kcal nr 2 °C~ l hr 1 • (800°C - 20°C) 

= 12,677 kcal/hr 

ii) Gasifiers: 

a) Doors (hearths and gasifiers): 

Vis = 0.38 m 2 • 2.7 kcal m” 2 °C“ 1 hr 1 • (1000°C - 20°C) = 1,005 kcal/hr 

b) Combustion-air-channel closures: 

Vi s = 2 • (0.108 m • 0.126 m) • 40 kcal nr 2 °Cr l hr 1 • (1000°C - 20°C) 

= 1,066 kcal/hr 

c) Brickwork (surface area of gasifiers minus doors a) & b)): 

Vis = (7 - 0.39) m 2 • 0.68 kcal nr 2 °C“ 1 hr 1 • (1000°C - 20°C) 

= 4,405 kcal/hr 

iii) Total losses: 

649+17,160+421+1,698+12,677+1,005+1,066+4,405 ~ 39,000 kcal/hr [127] 

2. Gusen Double-Muffle Furnace 

- surface area: 28 m 2 

- surface area of gasifiers: 16 m 2 

- surface area of furnace body: 12 m 2 

Losses by Conduction and Radiation (Vis) 

i) Furnace body: 

a) Muffle doors: 

Vis (caulking mass) = 0.32 m 2 • 2.6 kcal m” 2 °C“ hr” 1 • (850°C - 20°C) 

= 690 kcal/hr 

Vis (solid metal) = 0.55 m 2 • 40 kcal m” 2 °C“ 1 hr • (850°C - 20°C) 

= 18,260 kcal/hr 

b) Ash-chamber doors: 

Vis = 0.20 m 2 • 2.7 kcal m” 2 °C” 1 hr” 1 • (850°C - 20°C) - 448 kcal/hr 

c) Combustion-air-channel closures: 

Vis = 0.054 m 2 • 40 kcal m” 2 °C” 1 hr” 1 • (850°C - 20°C) = 1,793 kcal/hr 
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d) Brickwork: 

Vis = (12-1.1) m 2 • 0.68 kcal nr 2 °C“ 1 hr 1 • (850°C-20°C) = 6,152 kcal/hr 

ii) Gasifiers: 

a) Doors (of hearths and gasifiers): 

Vis = 0.38 m 2 • 2.7 kcal nr 2 °C“ 1 hr 1 • (1,150°C - 20°C) = 1,159 kcal/hr 

b) Combustion-air-channel closures. 

Vis = 0.027 m 2 • 40 kcal m“ 2 °C“ 1 hr 1 • (1,150°C - 20°C) = 1,220 kcal/hr 

c) Brickwork: 

Vis = (16-0.4) m 2 • 0.68 kcal nr 2 °C- 1 hr” 1 • (1,150°C-20°C) = 11,987 kcal/hr 

iii) Total losses: 

690+18,260+448+1,793+6,152+1,159+1,220+11,987 ~ 41,709 kcal/hr [128] 
3. Auschwitz Triple-Muffle Furnace 


Dimensions 

- surface area: 43 m 2 

- surface area of gasifiers: 10 m 2 

- surface area of furnace body: 33 m 2 

- weight of refractory brickwork: 10,400 kg 


- average brickwork composition: 



thickness [cm] 

X (800°) 

refractory bricks: 

15 

0.73 

thermal insulation: 

7 

0.13 

ordinary bricks: 

20 

0.45 

total: 

42 



with X = thermal conductivity [kcal m 1 °C 1 hr l ] 


- average off-gas temperature: 700°C 

- load: 3 corpses 

- average duration of cremation: 60 min 

- heat loss by radiation and conduction: 


Doors 

Dimensions [m] 

Surface area [m 2 ] 

3 muffle doors (Einfiihrungstiiren) 

0.65 x 0.65 

1.13 

2 hearth doors ( Feuertiiren ) 

0.28 x 0.35 

0.20 

3 ash-chamber doors 

0.28 x 0.35 

0.30 

( Ascheentnahmetiiren) 

2 gasifier-feed-shaft closures 

0.27 x 0.34 

0.18 

(Generatorful Is chacht-vers chlus se) 

8 combustion-air-channel closures 

0.108 x 0.126 

0.11 

(Luftkanalverschliisse) 

total surface area 


1.92 
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Muffle Doors 



thickness 

0.10 


packing mass thickness 

0 08 


(Stampfmasse) 

\J • U O 


caulking mass surface area 


~ 0.565 

surface area of solid metal 


~ 0.565 

surface area of frames 


~ 0.460 

total surface area of solid metal 


~ 1.025 


Door and Brickwork Losses 

Due to identity in their features, these coefficients are the same as for the 
Auschwitz Topf double-muffle furnaces (see there). 

Losses by Conduction and Radiation (V/ s ) 

i) Furnace body: 

a) Muffle doors: 

Vis (packing mass) = 0.565 m 2 • 2.6 kcal m “ 2 °C _1 hr -1 • (800°C - 20°C) 

= 1,146 kcal/hr 

Vis (solid metal) = 1.025 m 2 • 40 kcal m “ 2 °C “ 1 hr 1 • (800°C - 20°C) 

= 31,980 kcal/hr 

b) Ash-chamber doors: 

Vis = 0.30 m 2 • 2.7 kcal nr 2 °C " 1 hr 1 • (800°C - 20°C) - 631 kcal/hr 

c) Combustion-air-channel closures: 

Vis = 0.08 • 40 kcal m “ 2 °C “ 1 hr 1 • (800°C - 20°C) = 2,496 kcal/hr 

d) Brickwork: 

Vis = (33 - 2.1) m 2 • 0.68 kcal nr 2 °C “ 1 hr 1 • (800°C - 20°C) 

= 16,389 kcal/hr 

ii) Gasifiers: 

a) Doors (hearths and gasifiers): 

Vis = 0.38 m 2 • 2.7 kcal nr 2 °C " 1 hr 1 • (1000°C - 20°C) = 1,005 kcal/hr 

b) Combustion-air-channel closures: 

Vis = 0.03 • 40 kcal nr 2 °C “ 1 hr 1 • (1000°C - 20°C) - 1,176 kcal/hr 

c) Brickwork, identical with double-muffle furnace: 

Vis = (10 - 0.4) m 2 • 0.68 kcal m “ 2 °C “ 1 hr 1 • (1000°C - 20°C) 

= 6,397 kcal/hr 

iii) Total losses: 

1,146+31,980+631+2,496+16,389+1,005+1,176+6,397 

~ 61,220 kcal/hr [129] 


Heat loss from the central muffle: 
i) Furnace body: 

a) Muffle door: one door, of three total, hence a third of the total value: 

, rvn i x 1,146 kcal/hr + 31,980 kcal/hr 11 r . A ^ - 171 

Vis (muffle door) =- 3 -= 11,042 kcal/hr 
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b) Ash chamber doors: one of three total, hence a third as well: 

Vis (ash door) = 631 kcal/hr _ 210 kcal/hr 

c) Combustion air channel closures: two out of a total of eight: 

i i x 2,496kcal/hr • 2 

v is (air channel lidsj 8 ~ 624 kcal/hr 

d) Brickwork: roughly 8 m 2 out of a total of 30.9m 2 : 

Vis (brickwork) =-~ 4243 kcal/hr 

iii) Total losses: 

(11,042 + 210 + 624 + 4,243) kcal/hr ~ 16,120 kcal/hr [130] 

Heat loss from both lateral muffles: 

61,220 kcal/hr - 16,120 kcal/hr ~ 45,100 kcal/hr [131] 

10.2.3. Basic Data on Corpses 


1. Normal Corpse 

Weight: 70 kg; chemical composition : 571 


Compound 

Weight 

Proteins 

Fats 

c 

13.2846 kg 

6.6402 kg 

6.6444 kg 

H 

1.8060 kg 

0.8694 kg 

0.9366 kg 

0 

3.8178 kg 

2.9988 kg 

0.8190 kg 

s 

0.1512 kg 

0.1512 kg 

0.0000 kg 

N 

water 

ash 

1.9404 kg 
45.5000 kg 
3.5000 kg 

1.9404 kg 

0.0000 kg 

Total: 

70.0000 kg 

12.6000 kg 

8.4000 kg 


Using the pertinent equation as indicated, we obtain the following values: 


Quantity 

Value 

Equation 

theoretical combustion air: 

155 m 3 

3, p. 23 

theoretical dry-smoke volume: 

149 m 3 

7, p. 23 

theoretical moist-smoke volume: 

226 m 3 

11, p. 24 

water vapor: 

77 m 3 

9, p. 24 

upper heating value: 

146,100 kcal 

105, p. 121 


2. Lean Corpse 

The influence of the combustibility of a corpse on the amount of fuel required for 
a cremation (as well as on its duration) has been demonstrated repeatedly. An 
important observation was made by the engineer Hans Keller, who said : 572 


571 Cf. Section I, Chapter 1, § 2. 

572 cf. Section I, Chapter 5. 
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“Corpses which burn easily will generate up to 16, even 17% of carbonic an¬ 
hydride; for corpses which burn with difficulty, this values goes down to a level 
of 4 percent. ” 

Experimental data collected in Germany in the 1930s show that 65% of all 
corpses burn normally, 25% poorly and 10% bum with difficulty (Jakobskotter 
1941, p. 587). Speaking of the electric furnace at Biel in Switzerland, H. Keller 
says in this connection (H. Keller 1935c, p. 3): 

“The great majority by far [of the corpses] will burn within two hours for an 
initial temperature of 700°C. Cases for which the cremation is complete within 
an hour and a half are very rare. A little more common are cases in which the 
corpse does not burn easily and cremation requires up to five hours. ” 

The bodies of detainees who died in the concentration camps, in Auschwitz- 
Birkenau in particular, belonged to the category of corpses which burned poorly 
or with difficulty, because the highest mortality struck detainees whose body had 
been weakened by hunger or deprivation. Extreme cases of this nature were de¬ 
scribed as “Muselmanner ” [Moslems] in the camp jargon. For our purposes, we 
will assume a corpse of this type, with a weight loss of 30 kg - from 70 down to 
40 573 - and a proportional loss of its proteins of 50% (3.5 kg) and 60% of its body 
fat ( 1.8 kg), as compared to a normal corpse, which means that it would have the 
following composition: 

Chemical composition: 


Water: 

31.2 kg 

Proteins: 

3.5 kg 

Fat: 

1.8 kg 

Incombustibles (Ash): 

3.5 kg 

Total: 

40.0 kg 


The combustible portions of the corpse are (3.5 + 1.8 =) 5.3 kg and have the 
following chemical composition: 

C = 3.5 • 0.527 + 1.8 • 0.7910 = 3.27 kg 

H = 3.5 • 0.069 + 1.8 • 0.1115 = 0.44 kg 

O = 3.5 • 0.238 + 1.8 • 0.0975 = 1.01 kg 

N = 3.5 -0.154= 0.54 kg 

S = 3.5-0.012= _ 0.04 kg 

Total 5.30 kg 

The upper heating value of the combustible substances amounts to (see the caloric 
values for fat and protein in Eq. 16, p. 28): 

u.h.v. = 3.5 kg • 5,422 kcal/kg +1.8 kg • 9,257 kcal/kg ~ 35,600 kcal [132] 

The theoretical volume of combustion air is (see Eq. 3, p. 23): 

8.93 • 3.27 + 26.77 • (0.44 - 1.01/8) + 3.35 • 0.04 - 38 m 3 [133] 


573 A weight-loss of 35-40% is normally fatal (McPhee/Papadakis/Tierney 2008, p. 1085). Here, we are 
looking at a lethal weight-loss as high as 42.8%. 
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3. Average Corpse 

For the sake of completeness, we will also consider an intermediate case be¬ 
tween the two extremes of a normal and an emaciated corpse, i.e. a corpse with a 
loss of 25% of its proteins and 30% of its fats as compared to a normal corpse 
and which would thus have following composition: 


Water: 

39.6 kg 

Proteins: 

7.3 kg 

Fat: 

4.6 kg 

Incombustibles (Ash): 

3.5 kg 

Total: 

55.0 kg 


This amounts to a loss of 15 kg or half the weight loss assigned to an emaciated 
body. 

The combustible substances of such a body amount to 11.9 kg, with the fol¬ 
lowing chemical composition: 


C = 

= 7.3 ■ 

• 0.527 

+ 

4.6 • 

0.7910 = 

7.49 

kg 

H = 

= 7.3 

■ 0.069 

+ 

4.6 

■ 0.1115 = 

1.01 

kg 

0 = 

= 7.3 

■ 0.238 

+ 

4.6 

■ 0.0975 = 

2.19 

kg 

N = 

= 7.3 

•0.154 

— 



1.12 

kg 

S = 

= 7.3 ■ 

0.012 

— 



0.09 

kg 


Total 11.90 kg 

The upper heating value is: 

u.h.v. = 7.3 • 5,422 + 4.6 • 9,257 ~ 82,200 kcal 
The theoretical amount of combustion air is (Eq. 3, p. 23): 

8.93 • 7.49 + 26.77 (1.01 - 2.19/8) + 3.35 • 0.09 ~ 87 m 3 

10.3. Heat Balance of Double-Muffle Furnace at Gusen 

A total of 677 corpses were burned at the Gusen crematorium with an average 
specific consumption of 30.6 kg of coke per corpse. I summarize the results of 
these operations in the following table for the 13 pertinent cremation series: 


[134] 

[135] 
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Table 8: Coke Consumption of the Gusen Crematory 


Cremation 

series 

START OF 

SERIES 

Total coke 

consumption 

CORPSES 

KG COKE 

PER CORPSE 

1 

31/10/1941 

2,100 kg 

63 

33.3 kg 

2 

01/11/1941 

1,260 kg 

38 

33.1 kg 

3 

02/11/1941 

1,260 kg 

42 

30.0 kg 

4 

03/11/1941 

1,140 kg 

42 

27.1kg 

5 

04/11/1941 

1,380 kg 

49 

28.1 kg 

6 

05/11/1941 

1,320 kg 

45 

29.3 kg 

7 

06/11/1941 

2,040 kg 

57 

35.7 kg 

8 

07/11/1941 

2,700 kg 

94 

28.7 kg 

9 

08/11/1941 

2,100 kg 

72 

29.1 kg 

10 

09/11/1941 

1,140 kg 

34 

33.5 kg 

11 

10/11/1941 

840 kg 

30 

28.0 kg 

12 

11/11/1941 

1,920 kg 

58 

33.1 kg 

13 

12/11/1941 

1,500 kg 

53 

28.3 kg 

Total 

— 

20,700 kg 

677 

30.6 kg 


Subsequently the heat balance is calculated for the three types of corpses men¬ 
tioned before. I use the following abbreviation for the respective quantitates: 

- W = Wdrme , heat. 

W 2 = heat of vaporization of the corpse water and its heating up to flue gas 
temperature (750°C; see Eq. 94, p. 119 574 ). 

W 2 a = heat required for heating up to flue gas temperature the water vapor 
formed by combustion of the hydrogen contained in the dry substance of the 
body. Equation as before, but here a factor 9 is applied because water (18 
g/mol) has nine times the mass of the hydrogen contained in it (2 g/mol). 

W 3 = heat used for heating of ash to operating temperature (850°C; see Eq. 
50, p. 112). 

W 7 = upper heating value of the corpse, explained in each instance below. 
Physical units are given only for the first case for brevity’s sake. 

Two Lean Corpses: 

W 2 : 2 • 31.2 kg • [633 kcal kg 1 + 0.50 kcal kg 1 °C 1 • (750°C - 100°C)] = 

59,779 kcal 

W 2a : 2 • 0.44 kg • 9 ■ 0.50 kcal kg -1 °C 1 ■ (750°C - 100°C) = 2,574 kcal 

W 3 : 2 ■ 0.2 kcal kg 1 °CT 1 • 3.5 kg- (850°C - 20°C) = 1,162 kcal 

W 7 (see Eq. 132, p. 354): 71,200 kcal 


574 The average heat capacity of steam between 100°C and 750°C is roughly 0.50 kcal kg 1 °C l , see 
www. engineeringtoolbox. com/water-vapor-d_979 .html 
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Two Average Corpses: 


W 2 : 2 ■ 39.6 ■ [633 + 0.5 ■ (750 - 100)] = 

75,874 kcal 

W 2a : 2 • 1.01 • 9 • 0.5 • (750 - 100 ) = 

5,909 kcal 

W 3 : 2 - 0.2 -3.5 -(850 - 20 ) = 

1,162 kcal 

W 7 (see Eq. 134, p. 355): 

164,400 kcal 

Two Normal Corpses: 

W 2 : 2 ■ 45.5 ■ [633 + 0.5 ■ (750 - 100)] = 

87,178 kcal 

W 2a : 2 • 1.806 • 9 • 0.5 • (750 - 100) = 

10,565 kcal 

W 3 : 2-0.2-3.5-(850-20) = 

1,162 kcal 

W 7 (see Eq. 105, p. 121): 

292,200 kcal 


Heat Losses from the Furnace: 

I have here used the abbreviations and equations as indicated at the beginning 
of Chapter 10.2. 

( 70 04 v 1 r\r) 

0.23 ^ o.536 13.7 + Q - QQ48 * ( 9 * °- 51 + 8 - 21 )) * (750-20) • ^ 

~ 39.4% 


V a = 49.5 


2,8 • 8,100 

61 • 6,470 


2.8% 



0.01 • 78.84 


0.536 


13.7 + 0.5 + 0.3 
100 


10.1 kg 



10.1 (3,050-0.5 + 2,580-0,4) 
6,470 


4% 


This results in an efficiency of: 

r| = 100 — (39.4 + 2.8 + 4) = 53.8% 
and thus a coke efficiency of: 

r|H u = 6,470 • 0.538 ~ 3,480 kcal/kg 


Heat Balance for an Average Corpse 

As the average consumption of the furnace is known (30.6 kg per corpse, or 
61.2 kg for two of them), we will develop the heat balance as an equation in which 
the unknown stands for the heat needed to heat the combustion air for the corpse 
and to compensate for the other heat losses not treated by Heepke which, so far, 
we had not taken into account because they have no effect on the heat balance as 
such, but only on the volume of the combustion air and hence on that of the off¬ 
gas: 

30.6 kg • 2 • 3,480 kcal/kg ~ 213,000 kcal 


[136] 
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x + W 2 + W 2a + W 3 + Vis - W 7 = 213,000 kcal [137] 

x + 75,874 + 5,909 + 1,162 + 27,806 575 - 164,400 = 213,000 kcal 
x = 266,649 kcal 


And hence, vice versa, the heat balance for one average corpse is as follows: 

X + W2 + W2a + W 3 + Vis - W7 _ 

2 • r|H u 


266,649 + 75,874 + 5,909 + 1,162 + 27,806- 164,400 

2-3,480 


30.6 kg of coke 


[138] 


10.4. Heat Balance of Double-Muffle Furnace at Auschwitz 


10.4.1. Heat Losses for the Corpses 
Two Lean Corpses 

W 2 : 2 • 31.2 ■ [633 + 0.49 ■ (700 - 100)] = 
W 2a : 2 • 0.44 • 9 • 0.49 • (700 - 100) = 

W 3 : 2-0.2-3.5-(800-20) = 

W T. 


57,845 kcal 
2,328 kcal 
1,092 kcal 
71,200 kcal 


Two Average Corpses 

W 2 : 2 • 39.6 ■ [633 + 0.49 ■ (700 - 100)] = 
W 2a : 2 ■ 1.01 ■ 9 • 0.49 • (700 - 100) = 

W 3 : 2-0.2-3.5-(800-20) = 

W r. 


73,418 kcal 
5,345 kcal 
1,092 kcal 
164,400 kcal 


Two Normal Corpses 

W 2 : 2 • 45.5 ■ [633 + 0.49 ■ (700 - 100)] = 
W 2a : 2 • 1.806 ■ 9 • 0.49 • (700 - 100) = 
W 3 : 2 -0.2 -3.5 -(800 -20) = 

W 7 : 


84,357 kcal 
9,557 kcal 
1,092 kcal 
292,200 kcal 


10.4.2. Heat Losses from the Furnace 


Vsch = (o.32 • 0 536^3 7 + 0-0048 • (9 • 0.51+ 8.21)) • (700 - 20)] 
» 36.7% 


100 

6,470 


V a = 49.5 


2.8 • 8,100 

56 ■ 6,470 


Vun = 4% 


575 The total heat loss by radiation and conduction over 40 minutes is: 41,709 kcal/hr x 
(40min^60min/hr) = 27,806 kcal; see Eq. 128. p. 351. 
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r| = 100 -(36.7 + 3.1+ 4) = 56.2% 
rjH u - 0.562 • 6,470 ~ 3,640 kcal/kg. 


Heat Balance for an Average Corpse 

For the double-muffle furnace at Auschwitz, the heat loss associated with the 
combustion air of the corpses is lower than that for the Gusen furnace, because 
for Auschwitz we have assumed a somewhat lower exhaust gas temperature of 
700°C, thus resulting in an energy requirement of: 576 


266,649-0.328 (700-20) t 

0.329-(750-20) ~ 247 > 630 kcal 


[139] 


This corresponds to the heat needed for some 1,123 m 3 of air to be brought to a 
temperature of 700°C. The coke required for the cremation of an average corpse 
is therefore: 


X + W2 + W2a + W 3 + Vis ~ W 7 

2-rjHu 


247,630 + 73,418 + 5,345 + 1,092 + 39,OOP 577 

2•3,640 


164,400 



27.8 kg 


[140] 


Heat Balance for Lean and Normal Corpses 

Before we proceed to lean and normal corpses, some further remarks on the 
Gusen cremation statistics are due. 

In Table 8 I list the cremations in the Gusen crematory with their respective 
coke consumption. Listing the same data sorted by increasing average coke con¬ 
sumption per corpses yields the following table: 


Table 9: Ranked Gusen Coke Consumption for Cremations 


coke/corpse [kg] 

no. of corpses 

coke/corpse [kg] 

no. of corpses 

27.1 

42 

30.0 

42 

28.0 

30 

33.1 

38 

28.1 

49 

33.1 

58 

28.3 

53 

33.3 

63 

28.7 

94 

33.5 

34 

29.1 

72 

35.7 

57 

29.3 

45 




The differences in consumption are too large to be attributable simply to the fur¬ 
nace itself. They are no doubt due to differences in the types of corpses cremated. 
This is confirmed by the observation that the amount of coke used per corpse is 
not inversely correlated to the number of cremations, as one would expect. For 
example, on 3 Nov. 578 we have 42 cremations with an average consumption of 


576 The factors 0.328/0.329 are a minute correction for the changed heat capacity of the exhaust gases at 
the lower temperature per Recknagel-Sprenge, p. 47. 

577 See Eq. 127, p. 350, assuming a cremation took an hour, see Chapter 8.5. 

578 For reasons of convenience, I use the date corresponding to the beginning of the series. 
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27.1 kg of coke per corpse, yet on the next day we have, for a total of 49 crema¬ 
tions (7 more than the days before), an increase to 28.1 kilograms. The following 
day, the average consumption for 45 cremations rises still further to 29.3 kg and 
hits a maximum value of 35.7 kg on 6 Nov. for 57 corpses. On 10 Nov. we have 
33.5 kg/corpse for 34 corpses, yet the following day (11 Nov.) the average coke 
consumption sinks to 28 kg, although the number of cremations has also gone 
down to 30. The next day (Nov. 12) sees a drastic increase in coke consumption 
per corpse to 33.1 kg in spite of an almost doubling of the number of cremations 
from 30 to 58. 

These differences in the specific consumption cannot be attributed to the han¬ 
dling of the furnace either, because up to 9 November the cremations were carried 
out under the supervision of Topf Technician August Willing. 579 Thus, a higher 
or lower consumption depends essentially on the type of corpse predominantly 
cremated. 

The average coke consumption as a function of the type of corpse cremated 
can be split into two main groups: 

Between 27.1 and 30.0 kg: 427 corpses, or 63% 

Between 33.1 and 35.7 kg: 250 corpses or 37%. 

It is easy to see that one may attribute to the first group primarily the corpses of 
an average to normal type, while those of an average to lean type would fall into 
the second category. 

On a weighted-average basis, the former group has an average consumption 
of 28.6 kg per corpse, the latter one of 33.8 kilograms. The consumption of coke 
for the average corpse thus becomes [(33.8 + 28.6): 2=] 31.2 kg, essentially the 
same figure as the average specific consumption of 30.6 kilograms. 

On the basis of these data, one can calculate the heat balance for each one of 
these groups to a fair degree of approximation: 


Heat Balance of the First Group (Normal Corpses) 

28.6 kg • 2 • 3,480 kcal/kg ~ 199,100 kcal 
x + W 2 + W 2a + W 3 + Vis - W 7 = 199,100 kcal 
Using the data as listed on p. 357 we obtain: 

x + 87,178 + 10,565 + 1,162 + 27,806 - 292,200 = 199,100 kcal 


x = 364,589 kcal 

This results in an energy requirement of: 

364,589 • 0.328 • (700 - 20) „„ 0 _ t , 

-0.329 -(750 -20)- = 338 ’ 600 kcal 


[141] 


[142] 


[143] 


and by using the values for the Auschwitz furnace (p. 358) thus a coke require¬ 
ment of: 


579 Topf, “Bescheinigung iiber besondere Berechnung geleisteter Tagelohn-Arbeiten for Bauleitung der 
Waffen-SS und Polizei Gusen,“ 12 October - 9 November 1941. BAK, NS 4/Ma 54. 
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338,600 + 84,357 + 9,557 + 1,092 + 39,000 

2-3,640 


292,200 



24.8 kg. 


[144] 


Heat Balance of the Second Group (Lean Corpses) 

33.8 kg • 2 • 3,480 kcal/kg ~ 235,200 kcal 
x + 59,779 + 2,574 + 1,162 + 27,806 - 71,200 = 235,200 


x = 215,079 


215,079-0.328-(700-20) 
0.329-(750-20) 


199,740 kcal 


and thus a coke requirement of: 


199,740 + 57,845 + 2,328 + 1,092 + 39,000 

2•3,640 


71,200 



31.4 kg. 


[145] 

[146] 

[147] 


[148] 


As the two groups comprise average-to-normal and lean-to-average corpses re¬ 
spectively, coke consumption for one normal corpse is somewhat less than 24.8 
kg and that of a lean corpse somewhat higher than 31.4 kilograms. 

In the Kori furnaces for the destruction of animal remains, lowest consump¬ 
tion was 0.268 kg of hard coal for 1 kg of organic substance, thus the minimum 
coke consumption for a normal corpse should be: 


70 kg • 0.268 kg coal/kg • 7,500 kcal/kg hard coal 

6,470 kcal/kg coke 


21.7 kg 


[149] 


We may therefore assume the average value of about [(24.8 + 21.7) 2 =] 23.3 

kg of coke for one normal corpse. Consumption of coke for the cremation of one 
lean corpse is thus [27.8 + (27.8 - 23.3) =] 32.3 kg, because the value for an 
average corpse is 27.8 kg and that of a normal corpse is 23.3 kilograms per corpse. 
Based on these values, the heat balance is as follows: 


Heat balance for a normal corpse: 

The energy stemming from the fuel is: 

23.3 kg • 2 • 3,640 kcal/kg ~ 169,600 kcal [150] 

The total energy requirement x is hence: 

x + 84,357 + 9,557 + 1,092 + 39,000 - 292,200 = 169,600 kcal [151] 

x ~ 327,800 kcal 

Heat balance for a lean corpse: 

Again, the energy stemming from the coal is: 

32.3 kg • 2 • 3,640 kcal/kg ~ 235,150 kcal 
and hence the total energy requirement x: 


[ 152 ] 
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x + 57,845 + 2,328 + 1,092 + 39,000 - 71,200 = 235,150 kcal [153] 

x ~ 206,100 kcal 

Summarizing, then, we have the following coke consumptions for the Auschwitz 
type Topf double-muffle furnace: 


Table 10: Coke Consumption of the Auschwitz Double-Muffle Furnaces 


Type of corpse 

coke/corpse 

Normal 

23.3 kg 

Average 

27.8 kg 

Lean 

32.3 kg 


10.5. Remarks on the Heat Balance 

If the heat loss covered by the unknown “x” were entirely assignable to the 
combustion air, the following values would be valid for the three cases under 
consideration: 


Table 11: Combustion-Air Requirement for the Cremation of Various 
Types of Corpses 


Corpse 

X 

[kcal] 

Total Air 580 

Theoretical 
Air Volume 581 

Excess-Air 

Factor 

Normal 

327,800 

1,970 Nm 3 

644 Nm 3 

3.06 

Average 

247,630 

1,708 Nm 3 

572 Nm 3 

2.99 

Lean 

206,100 

1,627 Nm 3 

540 Nm 3 

3.01 


As we can see, the excess-air ratio would be the same as for civilian crematoria, 
which appears too high; actually, there are heat losses not taken into account by 
Heepke in his calculation which we will now assess here, together with the com¬ 
bustion air: 

1. heat loss due to incombustibles of the corpse; 

2. heat loss due to heating of the dry matter of the corpse up to muffle tempera¬ 
ture; 

3. heat loss due to heating of coke up to its ignition temperature; 

4. heat loss due to the heat absorbed in the muffle by the corpse introduction 
device. 

These heat losses may be calculated with sufficient accuracy in the following 
manner: 


580 Equation used for normal corpses, e.g.: [327,800 kcal/0.328kcal o C _1 m“ 3 (700°C - 20°C)] + 23.3 kg • 
2[corpses! • 1. 5[ Excess-Air Coefficient, see p. Ill] -7.17 Nm 3 /kg ~ 1,970 m 3 . 

581 Total theoretical air volume = volume needed for the corpse + volume needed for the fuel (coke); for 
corpse: Eq. 3, p. 23, with corpse data from Chapter 10.2.3, resulting in: 155 Nm 3 (normal), 87 Nm 3 
(average) and 38 Nm 3 (lean) (see Chapter 10.2.3). 

For coke: Eq. 120, p. 348 (A tv = 7.17 Nm 3 /kg), with coke consumption following Table 10, resulting 
in: 167 Nm 3 (normal), 199 Nm 3 (average) and 232 Nm 3 (lean). 

Hence for two muffles/corpses in the double-muffle furnace: normal: 2 (155+167) Nm 3 = 644 Nm 3 ; 
average: 2 (87+199) Nm 3 = 572 Nm 3 ; lean: 2 (38+232) = 540 Nm 3 
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1. The heat loss through incombustibles of the corpse may be taken to be of the 
same order of magnitude as those of the coke (7% of the upper heating value 
of the corpse), 582 which gives us (Gusen furnace; see Chapter 10.3): 

normal: 292,200 kcal • 0.07 ~ 20,450 kcal [154] 

average: 164,400 kcal • 0.07 ~ 11,500 kcal 
lean: 71,200 kcal • 0.07 ~ 5,000 kcal 

2. H. Keller based his calculations on a value of the specific heat of 1 kcal kg' 
°C“ 1 , as applies to water (H. Keller 1929, p. 3), which appears to be too high, 
however (see H. Keller’s own remark to that effect quoted on p. 107 and 
marked with “[sic]”). Assuming a specific heat of 0.8, we get for the various 
types of corpse’s combustible dry matter (see Chapter 10.2.3.3): 

normal: 2 • 21.0 kg • 0.8 kcal kg” 1 °C“ 1 • (850°C - 20°C)~ 27,900 kcal [155] 
average: 2 • 11.9 kg • 0.8 kcal kg” 1 °C" 1 • (850°C - 20°C)~ 15,800 kcal 
lean: 2 • 5.3 kg • 0.8 kcal kg” 1 °CT 1 • (850°C - 20°C) ~ 7,000 kcal 

3. As the heating value of coke is not something obtained by precise calorimetric 
measurements, but the result of a theoretical calculation, the coke will absorb, 
up to the ignition temperature, 583 a certain amount of heat 584 which, in our 
case, is: 

normal: 2 • 25.6 kg • 0.24 kcal kg” 1 °C“ 1 • (700-20)°C ~ 8,400 kcal [156] 
average: 2 • 30.6 kg • 0.24 kcal kg" 1 °C“ 1 • (700-20)°C ~ 10,000 kcal 
lean: 2 • 35.5 kg • 0.24 kcal kg” 1 °C“ 1 • (700-20)°C ~ 11,600 kcal 

4. In the Gusen furnace, as in those at Birkenau, the corpse was introduced by 
means of a metal stretcher as described in Chapter 7, which weighed about 50 
kilograms. As the device went into the muffle for the equivalent of 75% of its 
weight and stayed there for several minutes, we may assume, taking into ac¬ 
count the low thickness of the metal parts, that this portion heated up to about 
300°C, 585 hence this heat loss, independent of the kind of corpse, is: 

2 • 0.7 * (50 kg) • 0.11 kcal kg” 1 °C“ 1 • (300°C - 20°C) ~ 2,300 kcal [157] 


582 “The experiments done by Debette show that the heat loss due to incomplete combustion is around 
2% when the smoke is perfectly clear, but may reach 10% when the smoke is black and dense.” Bor- 
doni 1918, p.39. 

583 The ignition temperature of coal is around 700°C. 

584 “We must remember that on introduction the coal is cold and must be heated to ignition temperature 
by withdrawing heat from the hearth; if all of the coal is added at once, the heat so withdrawn may 
even perturb the combustion of the coal already burning.” Cantagalli 1940, p. 111. As an internet 
search reveals, the heat capacity of coke varies with the type of coal, the degree of coking, and signi¬ 
ficantly with the temperature. The value used here (0.24 kcal kg -1 °C _1 ) is an average. The Gusen 
coke consumption for normal and lean corpses was taken from Table 10 mulitplied by a factor 1.1 
resulting from the average coke consumption in the Gusen furnaces (30.6 kg/corpse) being 10% hi¬ 
gher than that calculated for the Auschwitz furnaces (27.8 kg). 

585 Heat radiation to the underside of the stretcher, a surface area of some 0.5 m 2 resting on the grate bars 
of the muffle, was the equivalent of about 650 kcal/min or 1,300 kcal within 2 minutes, which would 
have resulted in heating the stretcher to about 300°C. For the heat capacity of iron see www.engineer- 
ingtoolbox.com/specific-heat-metals-d_152.html. 
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Assuming a duration of an hour for the cremation, the total value of these heat 
losses is therefore roughly: 

normal: 20,450 + 27,900 + 8,400 + 2,300 ~ 59,000 kcal/hr [158] 

average: 11,500 + 15,800 + 10,000 + 2,300 ~ 39,600 kcal/hr 

lean: 5,000 + 7,000 + 11,600 + 2,300 ~ 25,900 kcal/hr 

In percent of the unknown value x in the heat balance of the Gusen furnace (Eqs. 
142, 137, 146) this is: 

normal: 59,000 - 364,589 = 16.18% [159] 

average: 39,600 ^ 266,649 = 14.85% 
lean: 25,900 - 215,079 = 12.04% 

As the above figures are approximations, we assume rounded figures when cal¬ 
culating the heat loss due to the combustion air: 

normal: 364,600 - 59,000 = 305,600 kcal/hr [160] 

average: 266,600 - 40,000 = 226,600 kcal/hr 
lean: 215,100 - 26,000 = 189,100 kcal/hr 

This amount of heat is needed to heat the following amount of air from 20 to 
750°C: 

normal: 305,600 kcal - 0.329 kcaEC^nr 3 • 730°C = 1,272.4 Nm 3 [161] 
average: 226,600 kcal 0.329 kcal°C 'm 3 • 730°C = 943.5 Nm 3 
lean: 189,100 kcal - 0.329 kcaEC^nr 3 • 730°C = 787.4 Nm 3 

In the Topf double-muffle furnace at Auschwitz the heat needed to raise this vol¬ 
ume of air to 700°C amounts to: 

normal: 1272.4 Nm 3 • 0.328 kcakC^Nnr 3 • 680°C ~ 283,800 kcal [162] 
average: 943.5 Nm 3 • 0.328 kcal°C _1 Nm" 3 • 680°C ~ 210,400 kcal 
lean: 787.4 Nm 3 • 0.328 kcaEC'Nm 3 • 680°C ~ 175,600 kcal 

Expressed in percent of the x values listed in Table 11: 

normal: 283,800/327,800-86.6% [163] 

average: 210,400/247,630 - 85.0% 
lean: 175,600/206,100 - 85.2% 

We may therefore conclude that the total volume of combustion air for the Topf 
double-muffle furnace at Auschwitz was: 

normal: 1272.4 Nm 3 + 2 • 23.3 kg • 7.17 Nm 3 /kg • 1.5 [586] - 1,774 Nm 3 [164] 
average: 943.5 Nm 3 + 2 • 27.8 kg • 7.17 Nm 3 /kg *1.5 = 1,541 Nm 3 

lean: 787.4 Nm 3 + 2 • 32.3 kg • 7.17 Nm 3 /kg *1.5 = 1,482 Nm 3 

The excess-air ratio was therefore: 587 


586 Excess-Air Coefficient, see p. 11E 

587 For the theoretical combustion volume per average corpse of 87 m 3 see p. 355. 
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_1,542 m 3 _ 

2[corpses] • 87 m 3 /corpse + 2[corpses] • 27.8 kg • 7.17 Nm 3 /kg 


2.7 


The initial table must therefore be corrected as follows: 


[165] 


Table 12: Corrected Total Combustion Air Need for Various Corpses 


Type of Corpse 

Total Air 

Theoretical 
Air Volume 

Excess-Air 

Factor 

Normal 

1,774 m 3 

644 m 3 

2.75 

Average 

1,541 m 3 

572 m 3 

2.69 

Lean 

1,482 m 3 

540 m 3 

2.74 


10.6. Heat Balance for the Topf Triple-Muffle Furnace 

The triple-muffle furnace consists of a furnace with two muffles to which a 
central muffle has been added. The two outer muffles operate as in a double- 
muffle furnace but discharge their off-gases into the central muffle. As the fur¬ 
nace operates with a rather high excess-air ratio, the off-gas contains a certain 
amount of oxygen which could be used for the combustion of the corpse in the 
central muffle, thus bringing about a certain saving in coke consumption. The 
following table gives the volume of air which passed on into the central muffle 
from the outer ones (available air): 


Table 13: as Table 12, plus Available Uncombusted Air for Central Muffle 


Type of Corpse 

Total 

Air 

Theoretical 
Air Volume 

Excess-Air 

Ratio 

Available 

Air 

Normal 

1,774 m 3 

644 m 3 

2.75 

1,130 m 3 

Average 

1,541 m 3 

572 m 3 

2.69 

969 m 3 

Lean 

1,482 m 3 

540 m 3 

2.74 

942 m 3 


In the case of a normal corpse, for example, 1,130 Nm 3 of uncombusted air enters 
the central muffle, whereas the combustion air of the corpse and the coke for each 
of the outer muffles amounts to only (1,774^2 =) 887 Nm 3 of air. 

However, the amount of coke consumed by the two outer muffles could not 
be less than in the double-muffle furnace; rather, it has to be slightly more, as 
they have greater heat losses by radiation and conduction (see Eq. 127, p. 350, 
compared to Eq. 131, p. 353). For example, the cremation of a normal corpse in 
the outer muffles requires this much coke: 


23.3 kg + 


45,100 kcal/hr - 39,000 kcal/hr 
2-3,640 kcal/kg 


24.1 kg 


[166] 


Furthermore, in the central muffle, there are various other sources of air: 

- Air which enters the muffle during the introduction of the body. 

- False air entering through the cracks around the doors and closures. 

- Air coming from the blower ( Druckluftgeblase ) which could not be individ¬ 
ually controlled and thus fed air simultaneously into all three muffles. 

On the other hand, a possible overheating of the central muffle does not affect the 
overall heat balance in a significant manner, because, while the central muffle 
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heats up essentially by radiation, the two outer muffles heat up mainly by con¬ 
duction. Thus, even if the central muffle had been 200°C hotter than the lateral 
muffles (1000°C instead of 800°C), the heat loss through conduction (Vi) would 
be minor: 



X • F • AT 
d 


[167] 


With the heat conductivity of refractory brick X = 0.73 (see Chapter 10.2.2.1), 
the internal contact surface F = (2 • 2m • 0.3 m =) 588 2 m 2 , the thickness of that 
material d = 0.25 m, and the assumed temperature difference AT of 200°C, we 
obtain: 

0.73 kcal nr 1 °C~ l hr 1 -2m 2 - 200°C , , ^ „ 

-ET 7 -~ 1,170 kcal/hr 

to the outer muffles while, at the same time, leading to a drastic drop in furnace 
efficiency due to the high temperature of the exhaust gases 589 and a correspond¬ 
ingly drastic increase in coke consumption. 

Other factors also have a negative effect on the heat balance: 

- As will be explained in the following section, the dwell time of the off-gases 
in the muffle is insufficient for a complete combustion of the unbumt gases, 
which means that the gases generated by the gasification of the corpse either 
bums in the flue ducts or leaves the chimney unbumt in the form of smoke. 

- Furnace management was effected by means of a single flue-gas damper for 
the three muffles. The combustion of the corpses thus cannot not be con¬ 
trolled individually for each muffle, and thus leads to an increase in the un¬ 
bumt gases. 

From the above it can clearly be seen that the combustion air is not proportional 
to what is available in the double-muffle furnace. Hence one cannot calculate a 
heat balance along the same lines. However, knowing, as we do, that consumption 
of coke for three corpses could not be less than what can be observed for the two 
outer muffles, we are able to calculate a minimum theoretical limit for the con¬ 
sumption. 

We know that the heat loss of heat by radiation and conduction of the triple-muf¬ 
fle furnace is 61,220 kcal/hr and that of the central muffle is 16,120 kcal/hr [Eqs. 
129 & 130, p. 352]. Theoretically, the triple-muffle furnace behaves like a dou¬ 
ble-muffle furnace with the central muffle inserted, hence resulting in an addi¬ 
tional heat loss of 16,120 kcal/hr. The triple-muffle furnace’s theoretical mini¬ 
mum consumption of coke is therefore equal to that of the double-muffle furnace 
plus that of the central muffle. We therefore add to the double-muffle furnace’s 
coke consumption that caused by the heat loss of the triple-muffle furnace, and 
apply this to three instead of just two corpses: 


588 2 muffle walls, 2 m long, 0.3 m high from the muffle grate to the beginning of the vaulted muffle 
ceiling. 

589 For a smoke temperature of 900°C, the efficiency would be around 45%. 
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Normal Corpse 


(23.3 + 


16,120 kcal/hr \ 
2-3,640 kcal/kg ) 


* 2 /3 ~ 17 kg per corpse. 


Average Corpse 


G7.8 + 


16,120 kcal/hr \ 
2-3,640 kcal/kg ) 


• 2 A ~ 20 kg per corpse. 


[168] 


[169] 


Lean Corpse 


^32.3 + 


16,120 

2-3,640 kcal/kg 


) 


• 2 A ~ 23 kg per corpse. 


[170] 


The amount of coke for lean corpses corresponds well to the maximum hourly 
coke throughput rate of the two gasifiers, split up for the three muffles: 


2-35 kg/hr 
3 lean corpses 


23.3 kg per hour and corpse 


[171] 


As previously explained, the above calculation of the coke consumption is the 
theoretical minimum. In practice, if the hourly coke consumption was 70 kg, and 
if the cremation lasted one hour on average, 23.3 kg of coke was also the real 
consumption for the cremation of a normal corpse. In this case the excess heat 
(since by hypothesis the furnace was in thermal equilibrium and did not absorb 
additional heat) was lost in the fireplace and through the chimney. 

In practice only the cremation of a normal corpse lasted one hour, though. We 
know from experience that the cremation of lean corpses lasted longer, as much 
as 1.5 hours or more. As a result, the actual coke consumption during the crema¬ 
tion of lean corpses was closer to (1.5 hr • 23.3 kg ~) 35 kg or even higher in the 
triple-muffle furnaces. 

We clearly have reached here the limits of our extrapolations, but we may 
assume that additional heat losses due to excess air in the central muffle are minor 
compared to the contribution of the two lateral muffles. 

Hence, for simplicity’s sake I abstain from listing any concrete contribution 
to the excess air by the central muffle in the following table, and indicate only 
that it would be greater than zero. We thus obtain for the triple-muffle furnace the 
following minimum excess-air ratios: 


Table 14: Combustion-Air Availability in Auschwitz Triple- 
Muffle Furnace 


Type of 
Corpse 

Air lateral 
Muffle 

Theoretical 

Air 

Central 
Muffle Air 

Excess- 
Air Ratio 

Normal 

1,774 m 3 

810 m 3 

> 0 m 3 

>2.19 

Average 

1,541 m 3 

671 m 3 

> 0 m 3 

>2.30 

Lean 

1,482 m 3 

588 m 3 

> 0 m 3 

>2.52 


In the letter Kurt Prufer wrote on 15 November 1942 to the owners of the Topf 
firm, Ludwig and Emst-Wolfgang Topf, he stated that the triple-muffle furnaces 
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designed by him, which had been set up in the Buchenwald crematorium, had 
shown a performance one third higher than what he had expected. 590 The cause 
of this decrease in coke consumption can only be what we have set out above. As 
Prufer had based himself on a grate throughput rate of 70 kg of coke per hour for 
the two gasifiers under natural draft, a reduction of one third corresponds to 46.6 
kg of coke per hour, or 15.5 kg of coke for each muffle. In view of the fact that a 
cremation lasted one hour as well, this consumption also refers to one cremation 
in one muffle and is thus close to what we have calculated for a normal corpse. 

10.7. Heat Balance for the Topf 8-Muffle Furnace 

The 8-muffle furnace consisted of 4 pairs of independent muffles, but the two 
muffles of each pair were connected. Because in this case, too, the combustion 
products of the first muffle passed on through the second one, what I said above 
for the triple-muffle furnace applies here as well: the off-gas from the first muffle 
contained an amount of oxygen theoretically high enough for the combustion of 
the corpse in the second muffle, as shown in the table below: 


Table 15: Combustion-Air Data for Auschwitz 8-Muffle Furnace 


Type of corpse 

Total air* 

Theoretical air* 

Available air 

normal 

average 

lean 

887 m 3 - 322 m 3 = 565 m 3 

771m 3 - 286 m 3 = 485 m 3 

741m 3 - 270 m 3 = 471m 3 


* Half of values of Table 12, p. 365 


In this case as well, a possible overheating of the second muffle could not affect, 
in a relevant manner, the overall heat balance, because the coke consumption 
could not be less than for the first muffle. We will therefore assume also for this 
furnace a minimum theoretical consumption corresponding to half of that for the 
double-muffle furnace: 

Normal corpse: 23.5/2 = 11.75 kg rounded to 12 kg 

Average corpse: 28.0/2 = 14.00 kg 

Lean corpse: 32.5/2 = 16.25 kg rounded to 16 kg 


Table 16: General summary of the coke consumption 


Type of corpse 

Double-muffle 

Triple-muffle 

8-muffle 

normal 

23.3 kg 

>17 kg 

>12 kg 

average 

27.8 kg 

>20 kg 

>14 kg 

lean 

32.3 kg 

>24 kg 

>16 kg 


10.8. Observations Concerning the Consumption of the Triple- 
Muffle and 8-Muffle Furnaces 

The Aktenvermerk (file memo) of 17 March 1943, written by the civilian em¬ 
ployee Jahrling and established “according to data supplied by Topf & Sohne” 591 

590 APMO, BW 30/46, p. 18. 

591 APMO, BW 30/7/34, p. 54. Cf. Document 264. 


















C. Mattogno, F. Deana, The Cremation Furnaces of Auschwitz 


369 


contains an estimate of the coke consumption of the four Birkenau crematoria. 
This document requires some explanations. 

The heading “10 Feuerungen = 350 kg/stdlF (10 hearths = 350 kg/hr) means 
that the 5 triple-muffle furnaces located in each of the Crematoria II and III had 
a total of 10 gasifier hearths, 2 per furnace, each with a grate throughput rate of 
35 kg/hr of coke, just as the 8-muffle furnaces of Crematoria IV and V had 4 
hearths each, each one with a throughput of 35 kg of coke per hour. 

The reduction of coke consumption by 1/3 “bei Dauerbetrieb ” (in continuous 
operation) is based on the fact that, in this case, consumption was considerably 
lower than what was needed in discontinuous use. 

The letter by Topf giving the data mentioned by Jahrling has been lost, but it 
is improbable that it contained a calculation similar to the one presented by the 
Central Construction Office employee. The computation, although basically cor¬ 
rect, is, in fact, somewhat misleading, as it refers to the grate throughput rather 
than to the number of corpses cremated, which would have been more pertinent 
and more useful in practice, as was the case in the diagram giving coke consump¬ 
tions as a function of the number of cremations in civil crematoria which was 
presented in Section I (cf. Document 90). 

In line with such a diagram, applicable only to a few civilian furnaces, Topf 
would surely have referred to a reduction of coke consumption with an increasing 
number of corpses cremated and an increasing frequency of cremations, as was 
shown in actual operation for the Gusen furnaces. 

Between 26 September and 15 October 1941, over a total span of 20 days, 193 
corpses were cremated in the Gusen furnaces on 10 days of operation. On aver¬ 
age, cremations took place every other day, with 19 corpses cremated during each 
cycle and a consumption of 47.5 kg of coke per corpse. 

Between 26 and 30 October, over a span of 5 days, 129 corpses were cremated 
in the Gusen furnaces. Cremations took place each day, with 26 corpses being 
cremated daily on average, leading to a coke consumption of 37.2 kg per corpse. 

Between 31 October and 12 November, a span of 13 days, 677 corpses were 
cremated in the Gusen furnaces. Cremations took place each day, for an average 
number of 52 corpses cremated daily and a consumption of 30.6 kg of coke per 
corpse. 

Thus, moving from a discontinuous operation (cremations every other day) 
and relatively few cremations (19 per day) 592 to a continuous operation (daily 
cremations) with many cremations (52 per day), specific coke consumption 
dropped from 47.5 to 30.6 kg, i.e. [(30.6-^47.5) • 100 =] 64.42%, for a saving in 
coke of a little more than one third. 593 In practice, if the cremation of 20 corpses 
required (20 * 47.5 =) 950 kg of coke in the first case, only (950 * 0.6442 =) 612 
kg - or (30.6 * 20 =) 612 kg - were needed in the third case. The difference of 
950 - 612 = 338 kg was taken up by the heat required for firing up the furnace. 


592 The reader should remember that the furnace had two muffles and 19 cremations per day thus corre¬ 
sponded to about 10 loads per muffle. 

593 For an intermediate case of daily, but not very numerous cremations, coke saving would have been 
about 1/6. 
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In the same way, in the file memo of 17 March 1943, the reduction in coke 
consumption of one third in 12 hours of operation - from 4,200 to 2,800 kg - can 
only mean that the difference of 1,400 kg was used for heating the 5 furnaces, 594 
and the remainder of 2,800 kg concerned the cremations themselves. This does 
not mean, however, that the normal grate throughput rate would drop by one third 
in continuous operation. 

We must remember that the gasifiers could not be controlled like a gas burner, 
which can easily be turned on and off in line with the cremation demand at hand. 
The coke on the grates burned continuously for the whole duration of the crema¬ 
tions. This can be seen very clearly in Document 47, in which the line “D” shows 
the hearth draft, curve “C” the chimney draft and the figures for “G” indicate the 
degree and duration of the opening of the combustion air inlets of the gasifier. 

After the preheating phase, when the furnace has reached its operating tem¬ 
perature, the curve of the hearth draft, logically, follows the curve of the chimney 
draft; the one maintaining itself, with minor fluctuations, around 10 mm of water 
column, the other, in a similar manner, around 5 mm. In line with the brief periods 
during which the gasifier door is open, the chimney draft then touches a level of 
15 mm, that of the hearth, 10 mm of water column. In the long span of time in 
between, when this door stays shut, the chimney normally has a draft of 10 and 
the hearth of 5 mm water column. This demonstrates that the normal combustion 
rate of the hearth is about 33.3 kg of coke 595 per hour all through the cremation, 
without major differences between preheating and cremating periods. 

As I explained in Chapter 8.3, the normal grate throughput rate of 120 kg h" 1 
m“ 2 could be increased by increasing the draft by means of a draft enhancer, but 
it could not be lowered to a significant degree. It follows that, although the triple- 
muffle and the 8-muffle furnaces theoretically had an average coke requirement 
of [(16+19+22)-+$ =] 19 and [(12+14+16)-+$ =] 14 kg of coke per hour respec¬ 
tively, actual consumption in continuous operation was as follows: 


Table 17: Actual Coke Consumption of Triple- 

and 8-Muffle Furnace 


Grate throughput 

COKE PER HOUR, 


RATE OF HEARTHS 

muffle & Corpse 

Triple-muffle furnace 

70 kg/hr 

23.3 kg 

8-muffle furnace 

140 kg/hr 

17.5 kg 


If, for greater coke economy, one had wanted to slow down the combustion on 
the hearths, it would have been necessary to reduce the chimney draft, but that 
would have affected the cremation as well and lengthened it, which would, in 
turn, have led to an increase in the consumption of coke per cremation in propor¬ 
tion to the increasing duration of the cremation. 


594 By this, we mean preheating all of the furnace brickwork to a steady state. 

595 This is obtained by dividing the coke consumption (457 kg) by the total operating time of the furnace 
(13 hours and 42 minutes). 
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10.9. A Comparison with the Westerbork and the Kori 
Slaughterhouse Furnaces 

Thanks to its design, the Westerbork Kori furnace showed a better perfor¬ 
mance than the Topf furnaces. As there were many corpses of children among the 
corpses cremated, it is not possible to deduce with certainty the amount of coke 
needed for each corpse. If we base ourselves on the cremations listed in Chapter 
8.4. for which the coke consumption is documented, we find a total weight of 
3,170 kg of coke for 163 cremated corpses, 43 of them children who can be con¬ 
sidered the equivalent in weight of 6 adult corpses. 

The minimum consumption is shown for 7 June 1943, 150 kg of coke for 13 
corpses, among them two babies of 2 and 10 months respectively. Such a low 
value can only be explained by assuming the use of a light-weight coffin of raw 
boards, such as the one shown in Photo 362. 

This does not affect the heat balance of the Topf furnaces, however, as the 
latter is based on the effective consumptions of the Topf furnace at Gusen. 

On the other hand, the Kori furnaces for slaughterhouses agree rather well 
with the data on the Gusen Topf furnace and with those for the double-muffle 
furnace at Auschwitz, not only as far as consumption is concerned, but also with 
respect to duration of the cremations, as we can gather from the table below in 
which the results for different models of Kori furnaces refer to an equivalent 
corpse of about 70 kilograms (see Chapter 9.2.1.): 


Table 18: Kori slaughterhouse-furnace performance data for an 
average 70 kg corpse 


Furnace type 

Coal consumption 

Duration of cremation 

la 

~ 23.0 kg 

~ 63 min 

lb 

« 22.7 kg 

~ 62 min 

2a 

~ 21.7 kg 

~ 60 min 

2b 

~ 20.6 kg 

~ 58 min 

3a 

« 20.3 kg 

~ 57 min 

3b 

~ 19.2 kg 

~ 54 min 

4a 

~ 19.6 kg 

~ 52 min 

4b 

« 18.8 kg 

~ 50 min 


The consumption figures refer to hard coal which has a higher heating value than 
coke (7,500 kcal/kg on average). For coke, they would have to be increased by 3- 
3.7 kg in each case. Thus, the equivalent consumption of coke would become 
about 26.7 kg for a Type la model, or 21.8 kg for a Type 4b furnace. 

10.10. Some Thermal Aspects of the Triple-Muffle Furnace 

In Chapter 2 the fact was mentioned that the first electrically heated Topf fur¬ 
nace set up in the Erfurt crematorium immediately presented a problem in that 
smoke formed during the cremations. An investigation of this phenomenon re¬ 
sulted in the following assessment (Weiss 1934, pp. 454f.): 
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“The smoke was not due to the fact that the carbon particles could not burn 
completely because of a lack of oxygen. The muffle had been designed to the low¬ 
est possible dimensions for avoiding waste of heat during preheating, and the 
carbon particles therefore had to burn in the flue ducts. On account of the very 
strong enhanced draft of 12-24 mm of water column, the flue gas velocity was 
high, and the dwell time of the particles in the flue ducts was thus too short. 

This residence time was insufficient to allow the particles to burn out com¬ 
pletely; instead, immediately on entering the flue ducts they cooled down far 
enough to stop combustion. This strong cooling of the fumes was favored further 
by other factors. First of all, because of the high velocity in the narrow tubes of 
the preheater, the combustion air was insufficiently preheated, which meant that, 
from the very beginning, high flame temperatures could not be assuredfor such a 
high excess air ratio. 

Secondly, because of the strong draft, the furnace drew in large amounts of 
false air through the cracks around the closures and on account of other defects 
of caulking which causedfurther cooling of the fumes. Thirdly, during the decom¬ 
position of the body, large amounts of water vapor were generated which ab¬ 
sorbed from the fumes the necessary heat of vaporization and cooled them still 
more. Thus, the oil vapors generated at the same time could no longer burn. Meas¬ 
urement of the discharge gas temperatures proved conclusively that the flames, at 
best, were extinguished even before entering the flue duct. ” 

This phenomenon had already been observed by the engineer H. Keller who 
had noted, in connection with the Ruppmann gasifier at the Biel crematorium (H. 
Keller 1928, pp. 27f.): 

“ When combustible gases are generated by these processes, such as light or 
heavy hydrocarbons as they are called in the language of chemical engineering, 
they are immediately sucked up by the chimney and, for the most part, can no 
longer burn in the cremation chamber or the post-combustion chamber, but in¬ 
stead move on into the recuperator. If this part is hot enough, [the hydrocarbons] 
will ignite, and combustion will take place here. 

The lighter hydrocarbons will certainly finish their combustion in the post¬ 
combustion chamber, but for the heavier ones, present in larger quantities, at 
times even the recuperator is insufficient, and they will escape from the chimney 
into the atmosphere in the form of smoke. ” 

To make matters clearer, we have to take a closer look at the thermal phenom¬ 
ena encountered here. 

The intensity in space of a combustion, expressed as kcal per m 3 and h, is 
essentially a function of the amount of fuel burnt per hour, and the maximum 
intensity is controlled by the rate of combustion which can be defined as the vol¬ 
umetric velocity of the spread of the flame per unit area; therefore, the combus¬ 
tion time must always be equal to or less than the residence time of the fuel in the 
cremation chamber. If this condition is not fulfilled, the flame will move out of 
the cremation chamber, provided, of course, that conditions for a combustion can 
be found there (Salvi, p. 217). 
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Thus, if the flow rate of a combustible gas mixture in a combustion chamber 
is higher than its ignition rate, the mixture will not ignite in the cremation cham¬ 
ber but will ignite outside of it, if conditions there are favorable or it will leave 
the installation unbumt if conditions are unfavorable. 

In order to prevent any such emission into the atmosphere, modem cremation 
equipment has a post-combustion chamber for the fumes. 596 

As an example, we may look at incinerators for urban waste. The operating 
temperature for such furnaces must be between 900 and 1000°C, with an optimum 
value around 950°C. The slag and the ash have softening points between 1050 
and 110°C; if such a temperature is reached and maintained for a sufficiently long 
time, deposits and incmstations will form on the grates, on the walls of the cre¬ 
mation chamber and along the flue ducts affecting the geometry of the installation 
and lowering its combustion performance. 

The combustion products must remain in the post-combustion chamber for at 
least two seconds; the latter must be equipped with an auxiliary combustion de¬ 
vice with automatic control in order to ensure that a minimum temperature of 
950°C is maintained (Colombo, p. E740f.). 

During the decomposition of a corpse in the combustion chamber, combus¬ 
tible gases such as carbon monoxide or light and heavy hydrocarbons will form, 
in addition to volatile carbon particles. The maximum ignition rate of most hy¬ 
drocarbons in air under atmospheric conditions varies between 25 and 100 
cm/sec, or, volumetrically, between 0.25 and 1 m 3 /sec (Enciclopedia della Sci- 
enza... 1963, vol. III. pp. 365f.). In normal practice, however, higher values will 
be used. This is true not only for incinerators, but also for crematoria. For the 
most recent, electrically heated cremation furnaces built by the Brown Boveri AG 
Co., a dwell time of 1.3 to 2.3 seconds in the post-combustion channels is applied, 
with preheating to 800°C (see Section I, Chapter 11). For the Therm-Tec Models 
SQC 300 and 400 furnaces (Sherwood, Oregon, USA), this dwell time is 1.5 sec¬ 
onds (see Document 109a). 597 

Hence, for the minimum dwell time of the gases generated during the decom¬ 
position of the body, we may assume 1.3 seconds. 

The experiments carried out by the engineer H. Keller on the electrically 
heated furnace at Biel are an excellent example to illustrate this problem of heat 
engineering. 

During the cremation of a corpse weighing 110 kg on 26 September 1940, a 
maximum generation rate of 3,570 m 3 of gas per hour at a temperature of 380°C 
was observed 50 minutes after introduction of the corpse into the furnace (cf. 
Document 54). This rate corresponds to: 

273°C 

3,570 m 3 /hr • 3g^c + 27TC = 1?492 Nm3/hr [172] 

At 800°C this corresponds to a volumetric rate in the muffle of: 


596 Even the refuse-incineration furnace installed at the cemetery of Frankfurt/Main in Germany at the 
end of the 1930s had a post-combustion chamber for the fumes, located above the combustion cham¬ 
ber. Heinemann 1940, pp. 189f. 

597 http://thermtec.com/sites/default/files/pdf-library/SQC-400 SPECS.pdf; .../SQC-300 SPECS_0.pdf 
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ROO°P 4- ?77°P 

1,492 Nm 3 /hr - 273°C = 5 ’ 864 mVhr 


[173] 


or 


5,864 m 3 /hr 
3,600 sec/h 


= 1.63 m 3 /sec. 


[174] 


The cremation chamber of the furnace in question, including the space below the 
grate, had a volume of some 2.5 m 3 , hence the average residence time of the fumes 
in the cremation chamber was 2.5^1.63 = 1.53 seconds. 

If we apply the same reasoning to the Topf double-muffle furnace, we obtain, 
for one muffle with one normal corpse and a cremation time of 60 minutes, 
1,774-^2 = 887 Nm 3 of dry fumes, which at 800°C becomes 

oon°r + 

887 Nm 3 /hr • 273°C = 3 ’ 486 mVhr [175] 


or on average 

3,486 m 3 /hr 
3,600 sec/hr 


= 0.97 m 3 /sec. 


This yields an average dwell time of: 
1 4 m 3 

-■-— 1 44 seconds 

0.97 m 3 /sec 1 ^ 


[176] 


[177] 


This is the average time for the passage of the combustible gases through the 
cremation chamber. 598 This issue points out a serious flaw in the design of the 
Topf triple-muffle furnace. 

We have seen in the preceding section that Engineer Priifer, when designing 
the triple-muffle furnace, did not realize the advantage in heat consumption 
brought about by the passage of the fumes from the two lateral muffles into the 
central one; but the fact that he gave to this muffle exactly the same dimensions 
as he had used for the outer muffles shows, moreover, that he had not noticed a 
serious drawback of his design, directly related to the advantage it had: 

The gas volume which passed through the central muffle was more than twice 
that going through one muffle of the double-muffle furnace. As we have seen, the 
dwell time for such a muffle already touched the limit of the combustion time of 
these gases; therefore, if one wanted to maintain in the central muffle a dwell time 
equal to that applying to the double-muffle furnace, it would have been necessary 
to at least double the volume of the central muffle. 

Priifer, however, had not realized that such a bottleneck existed. If he had 
wanted to obtain a complete combustion of all the gases in the central muffle, he 
would have had to reduce the main combustion rate of the corpse in that muffle 
by half. Taking the calculated minimum total air flowing through the central muf¬ 
fle during the cremation of a lean and a normal corpses (see Table 14, p. 367), 
these 1,482 m 3 and 1,774 m 3 Nm 3 /hr of dry fumes, respectively, became at 800°C: 


598 The varying intensity of smoke generation during a cremation could be compensated by a possible 
staggering of cremations. 
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800°P + 

Normal: 1,744 Nm 3 /hr-- = 6 ? 855 rn 3 /hr 

800°P + 211°C 

Lean: 1,482 Nm 3 /hr- 21TC - = 5,825 m 3 /hr 


This is equivalent to: 

XT t 6,855 m 3 /hr 1 ^ ,, 

Normal: 3,600 sec/hr =L90m /s 

5,825 m 3 /hr ,, 

Lean: 3,600 sec/hr = 1 ' 62 m /s 

This led to an average residence time in the central muffle of: 

1 5 m 3 

Normal: ; Q — = 0.79 seconds 
1.9 m 3 /sec 


Lean: 


1.5 m 3 


1.62 m 3 /sec 


= 0.93 seconds 


[178] 


[179] 


[180] 


This means that the heavier hydrocarbons which formed during the decomposi¬ 
tion of the corpse located in the central muffle did not have enough time to burn 
out completely and left the muffle unburnt. If the temperature in the flue duct was 
lower than the ignition temperature of these gases, smoke would be generated. 
But if the temperature was high enough, the off-gas could burn out in the duct, 
potentially damaging it, as in fact happened at the end of March 1943. 


10.11. On Claims of Flaming Chimneys 

The question of flaming chimneys which some witnesses claim to have ob¬ 
served is directly linked to the matters dealt with in the preceding section: could 
the combustion of unbumt gases move from the flue ducts to the atmosphere and 
thus give rise to the appearance of flaming chimneys? Let us first look at this 
question in connection with Crematoria II and III. 

A calculation based on the actual conditions in these crematoria shows that 
the phenomenon could not occur, even under the most favorable conditions, i.e. 
in the case of three normal corpses in the pair of furnaces having the shortest flue 
duct, without taking the volume of the cremation chamber into account. The third 
and fourth furnaces of these crematoria had flue ducts of a cross-sectional area of 
0.42 m 2 (0.6 m x 0.7 m) and a respective length of some 6.5 and 10.5 m. Both 
opened into the duct of the central forced draft device, which had a length of 2 m 
and a cross-section of 0.8 m x 1.2 m, which itself opened into the central duct of 
the chimney. The latter was 15.46 m high and had a section of 0.8 m x 1.2 meters. 

Hence, the average section of the shortest duct is: 


6.5 m • 0.42 m 2 + 


17.5 m • 0.96 m 2 


24 m 


= 0.46 m 2 


[181] 


In this calculation, we have divided by two the cross-sectional area of the duct 
common to the forced-draft device and the chimney duct, because the gas volume 
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doubled on account of the gas coming from the fourth furnace; we have also given 
the chimney an approximate height of 15.5 meters, so that the overall length of 
the flue duct plus the chimney duct is 24 meters. 

Three normal corpses and the necessary amount of coke will generate 1,774 
Nm 3 of dry fumes and 231 Nm 3 of water vapor, 599 for a total of 2,005 Nm 3 of 
moist gas, which, at 700°C had a volume of about: 

700°C + 273°C 

2,005 Nm 3 • 2730 c = 7 ’ 146 [182] 


If that gas is discharged over a time span of one hour, the average gas velocity 
thus becomes: 


7,146 m 3 /hr 
0.46 m 2 • 3,600 sec/hr 


4.3 m/sec 


[183] 


Hence the dwell time of the gas within the discharge ducts is: 


24 m 
4.3 m/sec 


= 5.5 seconds 


[184] 


This time is more than sufficient for the combustion of any unbumt gases, all the 
more so as we have not considered the volume of the three cremation chambers 
of the furnace. 

In order to verify experimentally the validity of this calculation, the author has 
carried out a number of experiments involving the combustion of animal fats in a 
field furnace which gave rise to the phenomenon of a flaming chimney. 

The field furnace had two grates, the lower one for wood (the hearth), and the 
upper one for the fat. 

Photo 368 shows the result of an experiment carried out on 21 October 1994. 

On the upper grate of the field furnace, the author placed an aluminum tray 
(33 cm x 25 cm x 5 cm) containing 400 grams of lard (pork fat). Then he lit the 
wood piled up on the lower grate, partly blocking the door of the combustion 
chamber with a block of tuff. 

After melting, the lard started to boil, and the vapors caught fire immediately. 
The flames were visible a few centimeters above the surface of boiling fat, with 
the latter remaining clearly visible. In the most intensive phase of combustion, 
the flames shot out of the chimney to a height of one and a half meters from its 
outlet and more than two meters above the tray with the boiling fat. Combustion 
took about 5 minutes. 

The explanation of the phenomenon is as follows: the volumetric velocity of 
the gases which developed from the decomposition of the fat was higher than 
their combustion velocity, i.e. their residence time in the combustion chamber 
was lower than the time needed for their complete combustion, which then took 
place outside the combustion chamber and even outside of the chimney. 

In order to verify this explanation, the author then carried out two more com¬ 
bustion experiment with animal fat: 


599 Cf. § 6. For a simplification of the calculations, we assume the dry fumes to be the equivalent of the 
combustion air. 
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1. Combustion Chamber with a Short Chimney (10 January 1995). 

The experiment was carried out in a field furnace of tuff blocks with two 
grates, the lower one for wood as fuel, the upper one for the fat. The combustion 
chamber measured about 0.05 m 3 , and possessed a chimney 0.54 m high with a 
cross-sectional area of 0.27 m x 0.27 m, set at a level of 10 cm above the upper 
grate. The author placed an aluminum tray (17 cm x 22 cm) containing 200 grams 
of lard on this grate. He then loaded the lower grate with wood and lit it. After a 
few minutes, the boiling fat caught fire and tall flames shot out of the chimney up 
to a level of 70 cm from its base (Photo 369). Combustion of the fat took 3 
minutes and was most intensive for about 2 minutes and 45 seconds. 

2. Combustion Chamber with a Long Chimney (10 January 1995). 

The author then removed one layer of tuff blocks from the chimney and placed 
there an ordinary stove pipe of a length of 2.10 m and a cross-section of 40 cm x 
20 cm, thus obtaining a total volume of some 0.2 m 3 for the combustion chamber. 
He then placed on the upper grate an aluminum tray identical to the one used in 
the preceding experiment, but containing 300 grams of lard. He then loaded the 
hearth grate with wood and lit it, whereupon the fat again caught fire rapidly, but 
this time without any flames or isolated flame jets shooting out of the chimney 
(Photo 370). Combustion of the fat took 3 minutes and 45 seconds, including 3 
minutes and 30 seconds of intensive combustion. 

3. Conclusions 

The two experiments were carried out under similar conditions, except, of 
course, for the presence of the stove pipe in the second case. In spite of the fact 
that in this latter experiment more fat was used, no flames appeared above the 
chimney, because the gases which developed during the decomposition of the fat 
had at their disposal a combustion chamber four times as large and were thus able 
to bum out completely within the chimney. 

As we are dealing here with physico-chemical phenomena, the results are ap¬ 
plicable mutatis mutandis to the Birkenau crematoria. 

4. Crematoria II and III 

Volume of shortest flue duct (including chimney duct): 

0.46 m 2 • 24 m = 11.04 m 3 ~ 11 m 3 [185] 

Combustion chamber: 

1.5 m 3 • 3 = 4.5 m 3 [186] 

Total volume: 


(11 m 3 + 4.5 m 3 ) = 15.5 m 3 


[187] 
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a) For the First Experiment: 

During the first experiment we had 0.2 kg of fat in a total combustion volume 
of 0.05 m 3 burning within 3 minutes, which amounts to 4 kg of fat burning within 
an hour in this volume, and to 80 kg of fat per hour and m 3 . 

Hence, the appearance of flames out of the chimneys of Crematoria II & III 
would have required at least the combustion of 

80 kg/hr/m 3 • 15.5 m 3 = some 1,240 kg of fat per hour [188] 

b) For the second experiment: 

During the second experiment we had 0.3 kg of fat in a total combustion vol¬ 
ume of 0.2 m 3 burning within 4 minutes, which amounts to 4.5 kg of fat burning 
within an hour in this volume, and to 22.5 kg of fat per hour and m 3 . 

In this case, no appearance of any flames out of the chimneys of Crematoria 
II & III would have occurred in case of the combustion of 

22.5 kg/hr/m 3 • 15.5 ~ 350 kg of fat per hour. [189] 

Hence, when burning some 350 kg of fat per hour in the three muffles of the 
furnace mentioned, no flames would have formed above the chimney. 

We are speaking here of pure fat , which means that from the cremation of 
three corpses in one hour in the three muffles of the furnace mentioned, it would 
not have been possible to cause the appearance of flames above the chimney. 
Actually, the fat content of a body of 70 kg is about 25 kg, and 350 kg would thus 
have corresponded to the fat content of 42 corpses, or 14 per muffle and hour. 

We are not taking into account here the protein content of the corpses, because 
proteins have a considerably lower combustion rate than the fats. 

5. Crematoria IV and V 

Crematoria IV and V had two chimneys each. Each chimney was linked to a 
group of four muffles. The total volume available to the combustion gases (com¬ 
bustion chamber, flue duct, chimney duct) was about 18 m 3 . In line with the pre¬ 
ceding calculation, we would have: 

a) For the First Experiment: 

80 kg of fat per 1 m 3 of the combustion chamber in one hour means for Crematoria 
IV & V: 

80 kg/hr/m 3 • 18 m 3 = 1,440 kg of fat per hour for four muffles [190] 

Appearance of flames would be possible if some 1,440 kg of fat or more were 
burned in one hour. 

b) For the second experiment: 

22.5 kg of fat per 1 m 3 of the combustion chamber in one hour means for 
Crematoria IV & V: 


22.5 kg/hr/m 3 • 18 = 405 kg of fat per hour for four muffles 


[191] 
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Flames would therefore not even have appeared above the chimney, if over 100 
kg of pure fat were burned in each of the four muffles in one hour, corresponding 
to the fat content of 12 corpses per muffle and hour. 

6. Final Remarks 

The above calculations are based on a time of one hour, but it is obvious that 
the combustion of all of the fat contained in the corpses would have taken much 
less time than one hour. We must however take into account that the combustion 
of the corpse fat did not take place continuously, unlike the combustion in the 
above experiments; outer and inner fat would liquefy, gasify and bum in line with 
the processes of vaporization and combustion, therefore the combustion of all of 
the fat contained in a corpse required less than 1 hour, but at least 30 minutes. 

This does not affect the results, however, as for Crematoria II and III the upper 
limit for visible flames above the chimney would still be 175 kg of fat in 30 
minutes, as opposed to 25 kg actually burned; for Crematoria IV and V, the fig¬ 
ures would be 202.5 kg of fat in 30 minutes against some 34 kg actually available. 

What we have tried to show here does not mean that flames visible above the 
chimneys were altogether impossible, but that this was impossible in direct rela¬ 
tion to a cremation, i.e. as a function of corpses being cremated. It was, on the 
other hand, possible in an indirect relation with the cremation, namely in connec¬ 
tion with the coke on the furnace grates. 

It is known that the incomplete combustion of carbonaceous fuel will generate 
carbon particles which will adhere to the walls of the chimney ducts in the form 
of soot. Under favorable conditions (a sufficiently thick layer of soot and a tem¬ 
perature high enough), the soot will ignite and lead to the phenomenon of a flam¬ 
ing chimney. 

Before World War Two, when wood and coal were used almost exclusively 
for domestic heating, this phenomenon was so widespread that on occasion it was 
caused intentionally to be studied from a scientific point of view. Experiments of 
this kind were, for example, carried out in a chimney duct of a nearly abandoned 
four-story building in Berlin in early 1933 (Kristen 1933, pp. 83-85). The tem¬ 
perature diagram for this experiment (Document 265) shows that 95 minutes after 
the ignition of the soot on the ground floor, at a level of 1 m above the chimney 
base, the temperature in the chimney duct reached 1060°C. 

This is not really surprising, because soot is essentially carbon which has an 
ignition temperature of 700°C. 

Obviously, the phenomenon would not be continuous, but occur only on oc¬ 
casion when, after a certain time, the soot layer has once again become thick 
enough. 
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11. The Cremation Furnaces Built by Other German 
Companies: Kori, Ignis-Htittenbau and Didier 

11.1. Historical Remarks Concerning the H. Kori Co. of Berlin 

Topf s most active competitor in the field of cremation furnaces for the Ger¬ 
man concentration camps was the Hans Kori Co. located in Berlin. The historical 
review of Kori’s cremation furnaces presented below, besides being of a certain 
value as far as the technical history of this technology is concerned, is also a use¬ 
ful means for assessing the technical status of the Topf furnaces. 

Founded in 1887, the Kori Co. specialized in the design and construction of 
furnaces for the disposal of animal residue ( Tierleichen-Verbrennungsofen ). The 
first such device was built in 1892 at the Nuremberg municipal slaughterhouse. 

By 1901, the company had become so well known that the medical association 
of the Prussian province of Brandenburg, headed by Dr. Weyl, turned to Kori for 
solving the sanitary problems which had arisen in connection of an outbreak of 
the plague in that province (cf. p. 143). 

In 1905, Kori could already boast of having built 55 furnaces for the disposal 
of animal carcasses, a figure which would rise to 160 over the nine years to come 
(Kori 1924, p. 115). 

I have described the main models of this type of equipment manufactured by 
Kori at that time in Chapter 10 of Section I (cf. Documents 98-100). Later on, the 
firm branched out into the field of combustion plants for all types of refuse. In 
1927, Kori sold some 3,500 such units (Documents 266-268). 

Although Hans Kori had made an important contribution to the cremation of 
human corpses in Germany when he managed to get the Prussian Ministry of the 
Interior to change the law on cremations of 14 September 1911 by the decree of 
24 October 1924 (cf. pp. 59f.), his own company went into the market segment 
of cremation furnaces rather late, at a time when the German market was solidly 
dominated by four companies: Richard Schneider/Didier of Stettin, Gebruder 
Beck of Offenbach, J.A. Topf & Sohne of Erfurt, and the Wilhelm Ruppmann 
company of Stuttgart. While the former two were in clear decline, Topf experi¬ 
enced a steep rise in sales. 

Kori managed to break into the market, albeit with some difficulty, and in¬ 
stalled five furnaces during its first five years of activity: two furnaces at the 
crematorium of Hagen in Westphalia in 1926, one at the Weissenfels cremato¬ 
rium in 1927 and two furnaces at the crematorium of Schwerin in 1930. 600 In the 
early 1930s, Topf was the leader in the field, while Kori came in last, after Ge¬ 
bruder Beck, Schneider-Didier and Ruppmann (Hellwig 1931a, p. 370). 


600 Verband... 1928, p. 82; Einascherungsofen System “Kori” im Krematorium der Stadt Hagen/Westf 
(document 269); Einascherungsofen System “Kori ” im Krematorium der Hauptstadt Schwerin 
(document 270), company brochures from the 1930s, APMM, sygn. VI-9a, vol. 1. 
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11.2. The Coke-Fired Kori Cremation Furnaces for the 
Concentration Camps 

The H. Kori Co. came into its own after the outbreak of the Second World 
War when the SS decided to set up crematoria in the concentration camps. The 
firm succeeded in placing its products at many locations, such as Bergen-Belsen, 
Blechhammer, Dachau, Dora-Mittelbau, Ebensee, Flossenburg, Gross-Rosen, 
Lublin-Majdanek, Mauthausen, Natzweiler-Struthof, Neuengamme, Ravens- 
briick, Sachsenhausen, Stutthof, Trzebinia, Vught, and Westerbork. 

11.2.1. The Furnace at the Mauthausen Crematorium 

The coke-fired Kori furnace at KL Mauthausen, which went into operation on 
4 May 1940 (Photo 247), is probably the first furnace designed by Kori for con¬ 
centration camps. 

The furnace is set on a brick platform with its right side placed against the 
wall of the furnace hall (Photo 236). The front part has the typical double-leaf 
muffle closure. 

The muffle had a grate consisting of three transverse bars and one longitudinal 
bar in the center, like the grate of the Topf furnace at Dachau (Photo 239); on the 
inner left sidewall are three rectangular apertures connected to a channel for the 
combustion air feed. In the front part of the furnace, this channel bent downward 
by 90°, then again by 90°, and let out below the left edge of the muffle door, 
where it had a butterfly valve (Photos 236f.). A similar valve was also located 
below the right edge of the muffle door (Photo 236), but the muffle wall on the 
right had no openings (Photo 242). This air inlet was probably used to supply 
combustion air to the flue duct for the post-combustion of the unbumt gases. 

The ash chamber (Photo 243) was located below the grate and had its door in 
the front part of the furnace (Photo 236). The gasifier was located in the rear 
portion of the furnace. The door of the gasifier’s loading shaft and the hearth door 
below it are on the left side of the furnace (Photo 245). 

The hearth grate consisted of 14 bars and 2 transverse supporting bars. The 
loading shaft of the gasifier has an oblique grate of bars at its end, suitable for 
wood use (Photo 246). No service devices are located in the rear wall of the fur¬ 
nace. 

The gas discharge system consisted of an opening in the vault of the muffle, 
toward the front, and of a horizontal flue duct, which could be closed by a metal 
damper (Photo 238). 

The corpse-introduction device consisted of a stretcher, guide rollers and the 
necessary support and blocking frame. We shall come back to this point when we 
describe the cremation furnaces at Dachau. 

Similar furnaces were set up in the crematoria at KL Flossenburg (Photo 335) 
and KL Ebensee (Photo 336). 
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11.2.2. The “ Reform-Einascherungsofen ” 

The next model of the Kori furnaces was an improved version, as it is also 
expressed in its designation ( Reform-Einascherungsofen ). 

A Kori letter of 18 May 1943, addressed to Office CIII of the WVHA contains 
the following description as part of an offer for this type of furnace (Document 
271): 601 

“Re: Cremation furnaces 

In pursuance of the conversation we had with you concerning the supply of a 
cremation device of a simplified nature, we propose our coal-fired Reform ’ cre¬ 
mation furnaces which so far have shown very good results in actual operation. 
For the project in question, we propose two cremation furnaces, but we suggest 
ascertaining, in a further discussion, whether these two furnaces will be sufficient 
for the task. It is also necessary to clarify the positioning of these furnaces, be¬ 
cause the manufacture of the fittings and of the anchoring structure depends on 
this question. 

If at all possible, these furnaces must be placed into a closed building and 
connected to a chimney which may exist at the site. If such a building has already 
been identified, we beg you to send us a drawing to allow us to propose to you a 
suitable positioning. From the enclosed drawing, you can gather the space needed 
for the furnaces with their control station and stoking station. 

Drawing J.Nr. 8998 shows the placement of two furnaces, whereas drawing 
J. Nr. 9080 shows the Lublin arrangement with five cremation furnaces and two 
built-in recuperators. 

Concerning the purchase prices for two crematoria [furnaces], we offer the 
following: 

1) 2 Reform ’ cremation furnaces of latest design with vaulted coffin chamber 
and horizontal floor of the ash chamber, including all fittings, doors for introduc¬ 
tion, operation and cleaning, air valves, accessories for the main furnace, post¬ 
combustion grate, complete anchoring structure consisting of strong, angled and 
U-shaped iron bars connected to the anchoring rods, all building materials and 
normal and specially shaped refractory bricks offirst quality, bricks for the front 
and rear walls, mortar and cement for brickwork as well as the complete instal¬ 
lation by one of our technicians for combustion devices, including all necessary 
helpers, each for 4,500 Reichsmarks. 

If the secondfurnace is installed together with the first, the price of the second 
furnace would be reduced to 4,050 Reichsmarks. 

This amount, however, does not include loading and shipment costs free on 
site, nor the travelling cost and expenses for our technician and the daily allow¬ 
ance. We will invoice these expenses separately in a particular list. 

Our offer likewise excludes secondary construction work on site, such as 
earthwork, construction of the building for the furnaces as well as the flue ducts 
to the chimney and the chimney itself. 

For the introduction of the corpses into the combustion chamber we offer fur¬ 
thermore: 


601 Letter from H. Kori dated 18 May 1943 to Engineer Waller, at Amt C III of SS-WVHA. KfSD, 660/41. 
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1) 2 cremation carts, concave, with rollers and handles, each at 

RM160.- RM 320.- 

2) stands with rollers for placement of the introduction cart, 

each at RM 75.- _ RM 150.- 

RM 470.- 

We guarantee the efficiency of the cremation furnaces supplied, as well as 
their stability and the supply of the best materials and first-rate labor. 

The shipment of the cast-iron fitting and the anchoring parts, as well as the 
specially shaped refractory bricks, can take place at short notice, provided Wehr- 
macht freight papers are placed at our disposal. 

For the shipment of the metal parts of the furnaces we need 1,460 kg per fur¬ 
nace, i.e. 2,920 kg for two furnaces. We enclose the forms for the iron require¬ 
ments for these parts. 

Awaiting your further decisions we salute you 

Heil Hitler! 

Enclosures: 3 drawings - J.Nr.8998, J.Nr.9122, J.Nr. 9080 - 

Forms for iron requirements. ” 

The Reform-Einascherungsofen was essentially characterized by a positioning of 
the gasifier on the side of the furnace, a secondary hearth next to it, and an upward 
flue gas discharge through the muffle vault. Kori adapted this type to the require¬ 
ments at the various crematoria, and supplied single furnaces or assembled two, 
four, or five furnaces in a single brick structure. 

The three drawings attached to the above letter are preserved in the Belgrade 
archives of the State commission for crimes of the occupiers and their collabora¬ 
tors. Our request for the supply of photocopies received no reply. The drawings 
which we show here (Documents 272f. & 277) are photocopies of photos supplied 
by the above Commission to the Soviets for use at the Nuremberg trial. 602 

Drawing J.Nr. 8988 (Document 272) is a layout for the crematorium of the 
New Construction Office at KL Neuengamme, with two furnaces connected to 
the chimney via a common flue. 

Drawing J.Nr. 9122 is the design, on the basis of which the furnaces in the 
new crematorium at Dachau were built (“ BarackeX\ Photo 248). These furnaces 
were structurally the same as those in the Sachsenhausen crematorium - of which 
there exist some drawings prepared by the Soviets at a later date - but differed 
from the latter in the design of the flue gas discharge system. The Soviet drawings 
and a visit to the site allow us to describe with sufficient accuracy the structure 
and operation of the Reform-Einascherungsofen in the various crematoria. The 
numbers given subsequently in rounded parentheses preceded by the letters “wo.” 
refer to the numbers contained in Documents 274-276. 

11.2.3. The Furnaces in the Dachau Crematorium 

The four furnaces are arranged as shown on drawing J.Nr. 9122 (Document 
273 and Photo 249). The two central furnaces have a common wall, but their 
muffles are not directly interconnected. This pair of furnaces is identical to the 


602 


GARF, 7445-2-125, pp. 89-91. 
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one installed at the Stutthof crematorium, from which it differs in secondary as¬ 
pects which we will discuss later. In its front portion, the furnace is designed like 
the Mauthausen furnace and similar to the one installed at the Sachsenhausen 
camp. 

It presents the typical double-leaf introduction door ( Einfuhrungstur ) with the 
characteristic round openings for viewing and combustion-air feed (65 mm in 
diameter; Photos 250f.; see no. 1 in the drawing of the Sachsenhausen furnace. 
Documents 274f.; all subsequent numbers refer to these documents). Below it is 
the ash-chamber door ( Ascheentnahmetilr; no. 4) with the rosette-shaped com¬ 
bustion-air inlets ( Luftrosetten; no. 5; Photo 251). These rosettes close the two 
combustion-air channels {Luftkanale; no. 6) set into both side walls of the muffle, 
to which the three rectangular apertures (Photos 253f.; no. 7) connect. 

The muffle itself (Einascherungs hammer; no. 8) is 2.20 m long, 0.65 m high 
and 0.80 m wide. The muffle grate ( Schamotterost ; Photo 268; no. 9) consists of 
24 transverse refractory T-bars with a semicircular section, coupled in such a way 
as to form a flat grate on top and the vault of the ash chamber below, as we can 
see in Photos 313f. 

The gasifier ( Generator; no. 11) is located in the rear portion of the furnace. 
The gasifier loading door with its two leaves ( Generatorfullschachtverschluss; 
Photo 261; no. 13) and the ash-chamber door below ( Feuertiir; no. 14; Photo 262) 
with its air-inlet rosette are positioned on one side wall of the furnace (Photo 257). 
This rosette ( Luftrosette; n. 15) closes the combustion-air-feed channel ( Luft- 
hanal; no. 16) which lets out above the hearth grate {Luftoffnung; no. 17). 

The grate of the main hearth (Hauptfeuerung) consists of eleven double bars 
(Photos 263f.) and measures some 80 by 40 cm ( Planrost; no. 12). The grate 
throughput rate is around 38 kg of coke per hour. 

Next to the gasifier is an auxiliary hearth equipped sporting the ash chamber 
door with an air inlet rosette at the bottom and a single-leaf loading door on top 
(Photo 260; nos. 18f.) connected to the post-combustion chamber (ash chamber) 
via a suitable opening {no. 20). We will discuss the connection system of the 
gasifier and auxiliary hearth to the muffle and post-combustion chamber in the 
section devoted to the furnaces at Stutthof. 

The gases coming from the gasifier enter the muffle and the ash chamber from 
the rear portion of the furnace (Photo 268), strike the corpse from above and be¬ 
low, and enter the vertical smoke duct, which is located above the forward portion 
of the muffle ( Rauchhanal; n. 21). The gas-discharge system is shown very 
clearly in the vertical section of the furnace in drawing J.Nr. 9122 (Document 
273, “Schnitt c-d”, upper right): the muffle vault, in its front part, has an opening 
for the gas discharge leading into a smoke duct, which runs above the muffle 
within the brickwork of that part of the furnace (Photo 257) and then drops down, 
first vertically then at an angle, past the gasifier within the rear brickwork of the 
furnace. It finally runs below the floor of the furnace hall and continues horizon¬ 
tally toward the chimney. At the rear of the furnace is a manhole for cleaning the 
smoke conduit (Photo 259). Below its door, underneath the floor, is the flue-gas 
damper {Rauchhanalschieber) which moves vertically by means of a metal cable 
(Drahtseil) and rollers (Rollen) mounted on the upper portion of the brickwork 
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(Photo 259). The flue-gas channels ( Rauchkanal) set below the floor of Furnaces 
1-2 and 3-4 converge as two conduits which lead, respectively, to the right and 
left chimney channels, each one of the latter having an internal cross-section of 
0.60 m x 0.60 m. 

The corpse-introduction system consists of introduction stretchers ( Tragbah- 
ren\ Photos 249 & 253f.; no. 28) like those used for the Topf and Kori furnaces 
at Mauthausen, which moves on two rollers (Rollen\ Photos 252 & 267; no. 30) 
set on a metal stand whose horizontal elements are welded to the frame of the 
muffle door (Photo 250) with the vertical ones set into the floor (Photo 251). The 
corpse would be placed on the cart, the side bars of which with their rollers al¬ 
lowed its easy introduction into the muffle. 

The particularity of the Kori system was an ingenious system for blocking the 
corpse in the muffle. This device consisted of a refractory blocking plate 
(Schamotteabsperrplatte) running vertically, like a guillotine, along two guide 
rails set into the furnace brickwork behind the muffle door (no. 3). In the lower 
part, this vane has an opening with a metal frame in the shape of the vertical 
section of the stretcher with a convex upper edge (Photo 266). 

The vane normally sat in a wrought-iron housing located above the front part 
of the muffle; it was moved by a metal cable and two pulleys with counterweights 
('Gegengewicht ; Photos 255f.). The metal cable ended in a crank. When the vane 
was not utilized, it sat in its metal frame, and the crank was held back by means 
of a hook set into the wall near the muffle door (Photo 265); when it had to be 
used, after the corpse had been introduced into the muffle, the cable was un¬ 
hooked and the vane (up in Photos 253 and 267) was lowered down to the muffle 
floor (Photos 265f.). The function of the vane was to retain the corpse in the muf¬ 
fle when the cart was withdrawn. 

11.2.4. The Furnaces at the Stutthof Crematorium 

The Stutthof crematorium was destroyed, probably by the SS prior to the ar¬ 
rival of the Soviets. The chimney collapsed completely, but the cremation fur¬ 
naces remained almost untouched. Photo 270 shows the two coke-fired furnaces 
as found by the Soviets at their occupation of the camp. At present, the furnaces 
are located in a building set up after the war (Photo 271). The furnaces are struc¬ 
turally identical to the middle pair of furnaces at the Dachau crematorium, differ¬ 
ing from the latter merely by the absence of blocking vanes for the corpse and by 
a different arrangement of the two pairs of rosette valves of the air inlet (next to 
the muffle doors, instead of being located next to the ash-chamber doors). The 
refractory brickwork of the muffle shows serious signs of wear (Photos 272 and 
274). 

For these furnaces we were able to take photos of the connection system be¬ 
tween the two hearths and the muffles and ash chambers. Photo 276 shows the 
two hearths of the furnace on the right, the main hearth to the right with the single¬ 
leaf door of the ash chamber below, and the double-leaf door of the muffle above. 
The secondary hearth is on the left, with its ash-chamber door below and the 
hearth door above. Photo 277 shows the remains of the hearth grate. 
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Photo 278 shows the upper portion of the gasifier chamber, which is con¬ 
nected to the ash chamber (lower chamber) and to the muffle (upper chamber). 
The two chambers are set apart from the refractory grate of the muffle, which 
appears near the center of the photo, to the left. The upper part of the gasifier 
chamber ends at the level of the refractory grate of the muffle. Photo 279 shows 
the muffle as seen from the gasifier chamber outlet. In the upper foreground, in 
front of the introduction door, one can see the opening of the vertical conduit for 
the discharge gases. On the right-hand side wall two of the rectangular inlets of 
the combustion-air feed are visible. 

The two auxiliary hearths, one for each furnace, are connected to the respec¬ 
tive ash chambers. Photo 280 shows the hearth of the furnace on the left; the upper 
door is missing. On the inside one can see a broken grate bar, held by a supporting 
bar. In Photo 281, showing the end of the grate bar in the foreground, one can see 
the opposite wall of the post-combustion chamber (ash chamber), where we can 
just perceive, in the lower portion on the right, a part of the ash chamber floor. 
Photo 282 shows the post-combustion chamber seen from the right side of the 
hearth opening. The white section appearing in the left-hand comer of the photo 
is the dislodged extremity of the grate bar. 

The grate of the auxiliary hearth is positioned at the floor level of the post¬ 
combustion chamber. It supplied extra heat to the muffle from below through the 
refractory bars of the muffle grate and also served as a post-combustion grate for 
those parts of the corpse which had dropped down from the muffle through the 
bars mentioned. Photo 283 shows the inside of the (destroyed) auxiliary hearth of 
the furnace on the right. In the foreground, one can see the opposite wall of the 
post-combustion chamber with a section of the vault formed by the refractory 
grate bars. The post-combustion chamber stretches to the right and left of the 
hearth. Its right-hand portion, seen in Photo 284, is the final portion and is con¬ 
nected to the gasifier chamber. 

The outlet of the opening of the auxiliary hearth appears clearly in Photo 273, 
which shows the ash/post-combustion chamber of the left-hand furnace. The 
opening is located at the far end of the floor of the chamber, with the end of the 
hearth grate bar sticking out at an angle (Photos 280-282). On the left, in the 
background, one notices the gasifier chamber with the vault formed above by the 
refractory grate bars of the muffle grate. Photo 275 shows the ash/post-combus¬ 
tion chamber of the right-hand furnace. 

11.2.5. The Furnaces of the Crematorium at Sachsenhausen 

The four furnaces of the Sachsenhausen crematorium (Document 274) were 
built along the same lines as the Dachau furnaces, but - as we have mentioned 
above - were equipped with a different layout for the discharge gas. They were 
grouped together as a single unit 12.46 m long and 2.66 m high (Document 274. 
A & B). Document 275 shows the horizontal and vertical sections of Furnaces 1 
to 3. The gas-discharge system, schematically illustrated in Document 275 (top) 
and 275a, consisted of a vertical flue channel (no. 21) with a right-angle bend 
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above the muffle (no. 22) which connected it to another horizontal channel per¬ 
pendicular to it (no. 24) and running within the brickwork above the unit (no. 25). 

Furnaces 1 through 3 were equipped with a refractory damper set just ahead 
of the outlet of this channel (nos. 20a, b, c ); the damper of Furnace 4 was instead 
placed in the transverse channel, ahead of Furnace 3 (no. 20d). This channel was 
split in two by a central wall (nos. 24a & b)\ the conduit on the left discharged 
the fumes coming from Furnaces 1 and 2, the conduit on the right those of Fur¬ 
naces 3 and 4. Both channels, via a right-angle bend, fed into two ducts (nos. 26a 
& b ), which each ended up in one of the two chimney ducts (nos. 28a & b) of the 
chimney (no. 29). Only the foundations of these furnaces are left (Photo 337). 

11.2.6. The Furnaces of the New Crematorium at Lublin-Majdanek 

The crematorium at KL Lublin-Majdanek were set on fire by the SS before 
they left the camp, but the furnaces and the chimney remained intact. The present 
crematorium building (Photo 285) is a post-war reconstruction. 603 Photo 286 
shows the furnaces, open to the sky, as they stood at the time of the camp’s oc¬ 
cupation by the Red Army. 

The five furnaces of the Lublin-Majdanek crematorium (Photo 287) were as¬ 
sembled into a single brick structure, in conformity with the original drawing 
J.Nr. 9080 (Document 277), so as to constitute a single cremation plant with five 
furnaces. A Kori letter of 23 October 1941, addressed to SS-Sturmbannfuhrer 
Lenzer, describes the unit as follows: 604 

“Our drawing, sheet 2 (J.Nr. 9079), shows the solution of the space issue for 
a total of 5 cremation furnaces, with furnace number 5, in the center, having been 
conceived as a reserve furnace. Thus, for normal operation, only furnaces 1-4 
have been conceived, and these [furnaces] have a common recuperator placed 
between the two furnaces for utilizing the combustion gases. Each group, consti¬ 
tuted by two furnaces with a recuperator, therefore occupies a floor space of 4.80 
by 3.00 meters. The introduction doors are in the front portion and below [them] 
there is the access door for the removal of the ashes. At the other side, i.e. in the 
rear portion of the furnace, we have the hearths, operation of which is effected 
together from the service or stoking post. 

At this point, the floor is 0.40 m lower than the floor of the hall, with stone 
steps placed on the right and left sides of the furnaces. These steps at once also 
compensate for the difference in height. Above the furnaces is the common flue 
duct, provided with a by-pass for each one of the 2 [lateral] cremation furnaces, 
allowing to feed the gases either directly into the ch imney or through the recuper¬ 
ator in order to make use of the discharge gases. The chimney for one group of 
furnaces will be built with an open passage 60 by 60 cm and a height of 8-10 
meters. 

In order to be independent of atmospheric conditions which affect the draft of 
the chimney, a forced-draft device in suction will be installed ahead of the chim¬ 
ney. It will likewise have a by-pass for the off-gas to enable an operation with 


603 On the crematoria at KL Lublin-Majdanek cf.: Graf/Mattogno 2012, pp. 95-116. 

604 Letter from Kori Co. to SS-Sturmbannfuhrer Lenzer dated 23 October 1941. APMM, sygn. VI-9a, 
vol. 1. 



388 


C. Mattogno. F. Deana, The Cremation Furnaces of Auschwitz 


natural draft as well, if conditions are normal The flue-gas duct itself which con¬ 
nects the furnaces to the chimney is located below the floor of the hall, as shown 
by the dotted lines, and can be controlled by means of a flue-gas damper. ” 

The structure of the plant is illustrated by several technical drawings prepared in 
August of 1944 by the Polish-Soviet expert commission which investigated it af¬ 
ter the occupation of the camp (Documents 278-283, individual portions being 
indicated, as before, by ’V?o...”). 

The five-muffle cremation plant of KL Lublin-Majdanek consisted of two 
pairs of muffles, one pair on each side, (Document 279, B, Ofen 1-4 and 2-3 ) plus 
one central furnace ( Ofen 5). Between the two pairs of the lateral muffles were 
two recuperators ( Heizkammer ). Photos 288-294 show, successively, the muffles 
and the recuperators, starting from the left-most muffle (number 1). 

The design of the individual furnaces shows some modifications with respect 
to those at Dachau and Sachsenhausen. In the front part, we have the typical dou¬ 
ble-leaf introduction door ( Einfuhrungstiir ), 0.55 m x 0.65 m in size, with the 
usual round openings for inspection and air feed (Photo 290; no. 1 ). 

This door leads into a cremation chamber 0.77 m wide and 0.67 m high (Pho¬ 
tos 295-301; no. 2), whose floor is made up by a refractory grate ( Schamotterost) 
consisting of nine pairs of standard transverse bars (photo 296; no. 3). The effec¬ 
tive volume of the muffle is 2.17 cubic meters. The ash chamber ( Aschenraum) 
is located below the refractory grate (Photos 313f.; no. 4) with a post-combustion 
grate (Ausgluhrost) in its front part (photos 303f.; no. 5). At the front, the ash 
chamber is closed by two doors (Photo 288): the upper one ( Ascheentnahmetur 
7), located immediately below the muffle door (Photo 303; no. 6 ), permitted rak¬ 
ing, by means of a special tool, the corpse residues which had fallen through the 
interstices of the refractory grate onto the post-combustion grate, where they 
would bum out completely; the lower one ( Ascheentnahmetur 2), located below 
the former (Photo 304; no. 7), was used to remove the ashes of the corpse itself. 
This door had a rosette vane for feeding air to the post-combustion grate. On the 
sides of the upper door were two rosette vanes ( Luftrosetten\ Photo 294; no. 8) 
which closed off the two channels feeding combustion air to the muffle 
( Lufteintritt; no. 9). These channels (Luftkandle) ran horizontally through the fur¬ 
nace brickwork, then turned upward at a right angle (no. 10), bending once again 
into the horizontal at the level of the muffle, and now ran parallel to it (no. 77), 
feeding air to the muffle through four openings, 8 cm x 8 cm, two on each side 
(Photos 297-301; no. 12). 

The gasifier (Generator, no. 13) was located in the rear portion of the furnace; 
the hearth (Feuerung) consisted of a flat grate (Planrost; no. 14) 0.68 m x 0.63 
m or 0.43 m 2 . The coke throughput rate under natural draft was around 50 kg/hr 
of coke. The double-leaf loading door of the gasifier (Generatorfullschacht- 
verschluss\ Photo 305; no. 15) was located in the rear part of the furnace, as was 
the single-leaf door of the hearth (Feuertiir; Photo 305; no. 16). The gasifier¬ 
loading door closed a vaulted opening located in the rear part of the furnace ahead 
of the refractory grate, as can be seen from Photos 313f. The grate is also visible 
from the side of the muffle door (Photos 295 and 301). 
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The loading shaft of the gasifier had a flame arrestor at its upper end, located 
just below the start of the refractory grate (clearly visible on Photo 313). Beyond 
the flame arrestor the shaft opened up to the vaulted plane of the gasifier neck 
linking the gasifier to the muffle in such a way that the combustion products leav¬ 
ing the neck could strike the refractory grate - and the corpse resting upon it - 
both from above and below. 

The refractory lining of the furnace had a thickness of 12 cm ( Schamottemau- 
erwerk ; no. 17). The gas-discharge system was similar to that of the furnaces at 
KL Sachsenhausen except that the muffle, via a vertical conduit (Photo 302; no. 
18 ), was linked directly to the horizontal flue duct ( Rauchkanal ; no. 19) in the 
brickwork of the unit (no. 20). The latter duct had two manholes for cleaning at 
either end ( Reinigungsturen ; Photos 309f.; no. 21). This duct contained six re¬ 
fractory dampers ( Rauchkanalschieber ; nos. 22a-f ), 0.60 m* 0.45 m in size. 

Dampers a and b controlled the flue gas flow from Furnaces 1 and 2, respec¬ 
tively. Dampers c and d belonged to Furnace 5, the central furnace, and allowed 
the discharge of the flue gas to the right or to the left of both sections. Dampers e 
and/controlled the flow from Furnaces 3 and 4. The dampers were actuated by 
counterweights moved by metal cables and pulleys suspended from the ceiling 
beams. The counterweights ran in two metal rings mounted on the brickwork next 
to the rosette vanes for the air, as shown in Photo 289. 

Between furnaces 1-2 and 3-4 two recuperators were located ( Heizkammer ; 
no. 23) consisting of two chambers. Each of the chambers contained a heating 
coil for the production of hot water ( Heizschlange ; no. 24). The coils had an outer 
area of 15 m 2 and were linked to two horizontal tubes installed outside of the 
chambers, in the rear part of the furnace, through eight vertical tubes of a lower 
diameter (Photos 305-308; no. 25). Below the second tube was an inspection door 
(no. 26). The two tubes were connected to two boilers located above the recuper¬ 
ator chambers in a manner shown in drawing J.Nr. 9080 (Schnitt c-f upper right). 
Such a heat-recovery system for producing hot water had been used by Kori for 
several decades. 605 

Document 284 shows the design of such a unit for a single recuperator cham¬ 
ber. When all four furnaces were in operation, they could make use of a heating 
surface of 30 m 2 , with an hourly capacity of 300,000 kilocalories. This was suf¬ 
ficient for 50 shower heads and could accommodate, over an operating period of 
20 hours per day, some 5,000 to 6,000 persons in six shifts per hour for an effec¬ 
tive showering time of five minutes. 604 

The discharge gases from Furnace 1 & 2 (or 5) and 3 & 4 (or 5) passed through 
the recuperator downward (Document 284, 284a), heating the coil and thus pro¬ 
ducing hot water, and then flowed into two underground flue ducts (Rauchkanale ; 
no. 27) with a cross-section of 0.70 m x 0.75 m, which led to two draft enhancers 
in suction (Saugzuganlagen; no. 28). These devices consisted of a vertical branch 
(no. 29) and an angled branch (no. 29a) with a horizontal damper permitting to 


605 Cf. Document 266, illustration at the bottom left, which is a “ Verbrennungsanlage mit anges- 

chlossener Warmwasserbereitung ” - incineration device with connected warm-water generation. Cf. 
also Kori drawing J.Nr. 7181 “Warmwasserbereitung zum Verbrenmmgs-Ofen fur die Charite Berlin” 
of April 1932. APMM, sygn. VI-9a, vol. 1. 
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shut off the device; they had a blower ( Geblase ; no. 30) with its motor {no. 31). 
The two blowers were each linked to one of the two chimney ducts (Ziige; no. 32) 
into which the chimney was split (, Schornstein ; no. 33). Document 283 shows the 
flue-gas course for the gases from Furnaces 3 & 4. 

The corpse-introduction system consisted of the introduction stretcher with 
rollers and their support (photo 288), but had no corpse blocking plate. 

An explanatory sign in five languages, now shown in the former furnace hall 
of the crematorium (Photo 317), states: 

“The crematorium was built in the autumn of1943. It was heated by coke. The 

bodies were cremated at a temperature of 700°C. The daily yield was about 1000 

bodies. ” 

This alleged capacity exceeds the actual capacity by a factor of seven. 

Contrary to what was asserted by the experts of the Soviet investigative com¬ 
mission, the brickwork of the muffles shows only minor traces of melting of the 
refractory parts (Photos 297-301); they appear, moreover, only in the vault of the 
gasifiers. The negligible character of these traces becomes obvious when com¬ 
pared with the obvious appearance of fusion in the gasifier walls of the double¬ 
muffle furnace at Gusen (cf. Photo 5), which had been exposed to temperatures 
of 1200-1300°C. 

Another two Reform-Einascherungsofen were set up in the crematorium of 
KL Ravensbruck (Photo 338). 

11.3. The Oil-Fired Kori Cremation Furnaces for the 
Concentration Camps 

The structure and the operation of the mobile oil-fired Kori cremation fur¬ 
naces are well described in a reconstruction on the part of the Cracow “Technical 
Institute for Heat and Fuel” of the Cracow Mining Academy concerning the fur¬ 
nace at Trzebinia 606 (Photos 330f.), an Auschwitz subcamp. In all probability, the 
original Kori documents (Document 285) 607 were used for this purpose. 

Furnaces of this type were set up at Stutthof (Photos 328f.), Lublin-Majdanek 
(Photos 318-327), Gross-Rosen (Photos 332-334), Blechhammer (another 
Auschwitz subcamp; Photo 331a), Bergen-Belsen (Photo 339), Dora-Mittelbau 
(Photo 340), Natzweiler-Struthof (Photo 341), Neuengamme (two furnaces; 
Photo 342), Sachsenhausen (two furnaces; Photo 343) and at Vught in Holland 
(Photo 344). 

The subsequently given numbers in round parentheses preceded by “ho.” refer 
to Document 285a. 

The furnace was shaped like a muffle, and on the sides lined with wrought- 
iron plates (Photo 318; no. 10). At the front, we have the typical double-leaf door 
{no. 5) with the ash chamber door below {no. 6) and the two rosette-type air vanes 
{no. 7) next to it for the air-feed to the muffle as in the coke-fired models (Photo 


606 “Aussenlager Trzebinia” was located near the Trzebionka hamlet, and therefore it is at times referred 
to by that name. 

607 Obozowe krematorium w Trzebionce (crematorium of the Trzebionka camp). APMO, no. Neg. 6671. 
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319). The two air channels set inside in the side walls of the muffle were con¬ 
nected to the muffle by three square openings (photo 320; no. 2 608 ). The muffle 
(Photo 320; no. 1), above the grate, was 1.95 m long, 0.60 m high, and 0.70 m 
wide. 

In the rear portion of the muffle was the jet of the main burner (Photo 320; no. 
21). The muffle grate consisted of twenty refractory bars arranged in two rows 
and connected in the center (Photo 322; no. 3). Below the grate was the post¬ 
combustion chamber (ash chamber; no. 4) which had the jet of the secondary 
burner at its far end (Photo 323; no. 22). Above the furnace, on the left side, we 
have the blower (no. 14; only the support rack left in Photos 325, 327) with its 
electric motor (no. 75), which fed combustion air to the two burners located at 
the far end of the furnace (Photo 327; no. 19: main burner; no. 20: secondary 
burner) via a system of pipes (no. 17). 

Next to the blower, on the right side of the furnace, was the oil tank (no. 16), 
clearly seen on the Stutthof furnace (Photo 329), from which the fuel was fed to 
the burners through smaller pipes (no. 18). On the lower right-hand side of the 
furnace was an inspection port for the secondary burner (n. 8) and above it, a 
rosette vane for combustion air feed to the post-combustion chamber (Photo 326; 
no. 7). The off-gases left the muffle through an opening located in its vault (no. 
77), in the forward portion of the furnace (Photo 321), and through a short flue 
duct of wrought iron which rose above the furnace as a small square wrought- 
iron chimney duct (Photos 324-326) which in turn had a conical wrought-iron 
shroud bolted onto it (Photos 330f.; no. 12) - not present on other furnaces. The 
shroud was surmounted by the chimney proper, a wrought-iron tube (no. 13) as 
on the Gross-Rosen furnace (Photo 332). The introduction system consisted of a 
stand (no. 24) with rollers (no. 25), as for the coke-fired furnaces. 

The cremation furnace installed at AX Gross-Rosen (Photo 332), which started 
operating as early as June of 1941, 609 differed from the other types by the absence 
of a refractory grate of the muffle, instead of which it had a stretcher in the form 
of a concave metal grate. The stretcher moved along a metal guide on either side 
by means of four rollers, likewise made of metal (Photos 333f.), in such a way as 
to be able to move up to the door of the muffle where the corpse would be intro¬ 
duced. 

During the cremation process, the stretcher remained inside the muffle. At 
present, the furnace is shown without its refractory lining, which was removed at 
an unknown point in time (Photo 334). 

Document 285 (labeled by me in Document 285a) also shows a schematic 
drawing of a burner (no. 25), manufactured by the Kubitz Co. in Berlin. It con¬ 
sisted of: a jet injecting the combustible mixture (oil sprayed by compressed air; 
no. 26), the combustion-air ducting with its damper (Luftklappe; no. 27), a control 
lever (Regulierhebel; no. 28), the oil-feed tubing (no. 29) and its control valve 
(Regulierventil; no. 30). 


608 In the Polish drawing only two openings are shown. 

609 Letter from the head of administration of the Gross-Rosen camp to Reichsfuhrer -SS - Inspekteur der 
Konz.-Lager-Verwaltung-Oranienburg, dated 24 June 1941 on: “ash urns.” APMGS, sygn. 2593/DP. 
Cf. Chapter 12. 
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According to professor Dawidowski, the main burner had a feed rate - de¬ 
pending on the control setting - of 4, 6, 9.5, and 13 kg of oil per hour. The sec¬ 
ondary burner operated at 1.5, 2.5, and 3.8 kg/hr of oil. Dawidowski’s statement, 
however, that the furnace operated at a temperature of 1,500 to 1,800°C is abso¬ 
lutely unfounded. 610 

Document 286 contains the operating instructions for this type of furnace: 611 

“Operating instructions for the incineration. 

Lighting the burners: 

A. If the furnace is still warm and the control setting of the burners has not 
been changed from the previous utilization, no change is necessary, if the fuel is 
similar. 

Lighting is carried out in the following order: 

1. ) Turn on ventilator 

2. ) Close damper for burner air 

3. ) Open on-off valve for oil 

4. ) Introduce burning wick 

5. ) Open air damper 

As soon as lighting has taken place, close air damper slowly until flame no 
longer spurts but burns in a stable manner without generation of smoke. If lighting 
does not take place right away, turn control valve to the left about one quarter 
turn with the vertical control lever, then, when burner lights up, turn it slowly to 
the right again. When the furnace has warmed, try feeding more air by opening 
the air damper. After 5 minutes, open the air rosette on the furnace by about 3 
centimeters. 

B. If the furnace is cold, or if the control setting of the burners has been 
changed, control of the burners must be done as follows: 

1. ) Raise cross stroke by about one half 

2. ) Turn on blower 

3. ) Close air feed to burner 

4. ) Set control lever to an upright position 

5. ) Open upper control valve by about 2 turns, lower control valve by about 
one and one-half turns 

6. ) Introduce burning wick 

7. ) Open oil on-off valve 

8. ) Close air damper completely. 

If lighting does not take place immediately, open control valve a little more. A 
few minutes after lighting, close it until flame burns well. If flame smokes, raise 
cross stroke a little toward ‘closed’position. Once the burner has been in opera¬ 
tion for a few minutes, the control lever must be turned all the way to the right. If 
the flame burns well, link control lever to control valve. 

If needed, control once more by raising if smoke forms in case of large-scale 
production [cremation]. If flame goes off and on again intermittently (sputtering), 
there is too much air. In that case, close air damper until flame burns steadily. 


610 AGK, NTN, 145, p. 8, report by Jan Sehn about the Trzebionka camp dated 8 August 1945. This re¬ 
port contains the drawing Obozowe krematorium w Trzebionce and various photographs of the ruins 
of the cremation furnace. 

611 “Betriebsvorschrift fur die Einascherung.” ROD, C[64]392. 
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When the furnace has warmed up, the air vane may be opened. After 5 minutes, 
open air rosette vane of furnace air by about 3 centimeters. ” 

11.4. The Oil-Fired Cremation Furnaces Built by Ignis- 
Hiittenbau A.G. at the Terezin Crematorium 

In the course of 1942, at Terezin, then called Theresienstadt, a crematorium 
was built for the local ghetto. On 10 October 1941, during a meeting on the sub¬ 
ject of establishing the ghetto, the governing proposal had already been defined 
in the following terms: 612 

“The Jews must not, in any case, be buried, but it is instead necessary to carry 
out a local cremation within the ghetto on the smallest scale possible, not acces¬ 
sible to the public. ” 

On the construction of the crematorium, a detailed cost estimate exists which was 
made on 2 April 1942 by the firm Ignis-Huttenbau A.G. of Teplitz-Schonau, now 
Teplice in the Czech Republic, most parts of which at the time belonged to the 
German protectorate of Bohemia and Moravia. 

I will translate here merely the part which concerns the cremation devices: 613 

“On the basis of the order attached, as well as on drawing no. 10986, we offer 
you a gas or oil-fired cremation furnace as follows: 

Our supply includes: 

a) the supply of all bricks and insulating materials for a weight of18,000 kil¬ 
ograms; 

b) the supply of the complete anchoring system of the furnace made of steel, 
as well as the cast-iron doors, the door panels [614] and various parts of the fur¬ 
nace, with the iron damper and its handling device, as well as the supply of an 
introduction cart, with its rail, a hand-winch including the cable for the handling 
of the furnace door, for a weight of about 3,000 kilograms; 

c) the supply of a blower for the combustion air with an output of about 8 m 3 
per minute, 400 mm water column, including a motor of about 2 hp, as well as the 
supply of an exhaust device for removing the flue gases with an output of 60 m 3 
per minute, including the supply of the ducting and smaller tubing^ 615 ^ for the fur¬ 
nace, as well as the fittings for the air control valves for a weight of about 950 
kilograms: 

d) the oil or gas burners with their controls, for a weight of about 50 kilo¬ 
grams; 

e) the instrument panel about 800 by 800 mm in size, including temperature 
indicator, switch, and two thermocouples, as well as dynamometer, for a weight 
of about 60 kilograms; 

f) the complete construction of the furnace as well as the mounting of the metal 
parts by our technicians. 


612 “Notizen aus der Besprechung am 10.10.41 iiber die Losung der Judenfragef German text in Kryl 
1983, p. 41. 

613 Letter and cost estimate from Ignis-Huttenbau A.G. of Teplitz-Schonau dated 2 April 1942 “An die 
Zentralstelle fiir jiidische Auswanderer, z.Hd. des Kommandos der Waffen-SS in Theresienstadt ” con¬ 
cerning “Errichtung eines Krematoriums in Theresienstadt A PT, A 7-856. 

614 I.e. the doors of the muffle itself. 

615 Read “ Leitungen ” instead of a meaningless “ Leistungen ” in the German original. 
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On the basis of the above conditions, the price of a complete oil-firedfurnace, 
complete with oil tank 600 mm in diameter and 900 mm high and its preheater, 
electrical heating cartridge and fittings, excluding shipment, excluding loading, 
with assistants supplied, without wood supply for drying the furnace, with start¬ 
up and schooling of operators, amounts to 15,200 Reichsmarks. 

The price of the furnace does not include the flue-gas conduit up to the chim¬ 
ney, nor lighting and water for the construction, but includes the supply of all 
scaffolding. 

The weight needed for the supply [of metal] for the gas-fired furnace is 4,600 
kg of iron materials. 

For the consumption of gas, we attach sheet 1741. 

The consumption of gas thus depends essentially on the number of corpses. 

Delivery. 

Delivery time for the oil-fired furnace is presently - for a case of maximum 
urgency - about 8-10 weeks after receipt of the iron. 

Guarantee. 

As shown on sheet 1741, consumption of oil or gas depends on the number of 
cremations. In the case of continuous operation, day and night, the furnace can 
carry out 15-20 cremations in 24 hours, and for the number of cremations men¬ 
tioned, oil or gas consumption is minimal and thus insignificant. 

In the case of an uninterrupted operation and with 250 cremations per year, 
oil consumption is about 5 kg per cremation, if cremations are carried out every 
10 days. 

Normal duration of a cremation is 1-1.5 hours, preheating time of the furnace 
from a cold state is around 3 hours, from a warm state around 1 hour. 

The furnace in this specific case has been chosen to have the simplest possible 
structure, and no effort has been made to present a particularly beautiful con¬ 
struction or cladding. It does, however, fulfill completely all conditions regarding 
its construction or its appearance. ” 

On account of a rapid increase in the mortality registered at the Theresienstadt 
ghetto - from 256 deaths in April of 1942 to 2,327 in May and 3,941 in June 
(Terezinska Iniziativa 1995, vol. I, p. 33) - the crematorium was eventually 
equipped with four furnaces of the type described in the cost estimate. 

The furnaces, each one 1.60 m high (front), 1.90 m wide and 3.40 m long, 
were set up in the four comers of the furnace hall and formed two pairs of mirror 
images as shown in Photos 345, 345a. 

In the front portion of the furnaces was the muffle door with its two leaves 
(100 cm x 90 cm) which was at the level of the pavement to allow manipulation 
of the low cart for the introduction of the coffin (Photo 346). Behind this door 
was a refractory closure ( Turplatte ) which ran vertically along two guide bars set 
into the furnace brickwork and which allowed closing the mouth of the muffle 
completely (Photos 346 and 359). The muffle was 100 cm high, 90 cm wide and 
2.60 m long. 

The rear portion of the furnaces (Photo 348) was sunk into a shaft with its 
floor at a lower level, reached by a series of five steps. It contained, counting from 
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above: the oil burner, the inlet for the removal of the cremation residues, the door 
of the post-combustion chamber, and the door of the ash compartment. 

Two metal tubes came together in the burner, one for the fuel (smaller sec¬ 
tion), and the other for the combustion air (larger section). Each pair of furnaces 
had an oil tank set on a metal stand attached to the upper portion of the right-hand 
wall of the crematorium, as shown in Photo 345. From each tank, a tube went 
down along the wall and then branched out into two tubes: one continued along 
the wall and went to the furnace nearest the wall, the other ran horizontally 
through the furnace hall up to the opposite wall and fed the furnace located there. 
Both tubes, before reaching their respective burner, passed through an oil pre¬ 
heater located on a stand between the furnace and the wall (Photo 349). 

The combustion air tube passed below the floor and went to a blower set into 
the service pit along the wall flanking the furnace (cf. Photos 356 and 358). Re- 
emerging from the pavement, this tube ran vertically along the rear wall of the 
furnace, then turned at a right angle and ran horizontally along the upper part of 
the furnace, made another right-angled turn and ran down vertically. From both 
vertical portions which ran along the two edges of the furnace, eight parallel pipes 
of smaller diameter left towards the outside and one towards the inside (cf. Photo 
348). 

The sixteen outer tubes, each with a valve for control of the air-flow, bent at 
a right angle and ran along the sidewall of the furnace (Photo 347). Each tube 
went through the brickwork of the furnace, at a certain distance from the others, 
and was connected to a jet in the muffle. The two inner tubes went through the 
brickwork at the rear of the furnace and emerged from the rear wall of the furnace 
as two lateral jets located between the burner and the door for the removal of the 
cremation residues. This air-feed system was copied from the Volckmann-Lud- 
wig furnace, as was the elliptical vault of the muffle (cf. Photo 352) and the muf¬ 
fle floor which was not a grate but a solid-refractory plate (Photo 353). 

In the front part of the furnace, this floor came up to the introduction door; at 
the rear, on the other hand, it ended in front of the door for the removal of the 
combustion ash in a kind of deep step, and the resulting space constituted the 
post-combustion chamber. The floor of this chamber, in turn, ended in something 
like a step, ahead of the rear wall of the furnace, thus creating the space of the ash 
chamber itself. The ash chamber held a movable sheet-metal box (Photos 351 and 
355). 

The corpse-introduction device consisted of a metal cart running on rails 
(Photo 361). The muffle door was moved by a hand winch with metal cable, 
counterweight and pulley (Photo 360). The corpses were burned in a lightweight 
coffin of rough wooden boards (Photos 361a, 362). 

The crematorium had two chimneys whose smoke ducts were placed, one in 
front of the other, along the side walls of the furnace hall. They were enclosed in 
two brick structures jutting out in the manner shown in Photo 345a. Each chimney 
had its forced-draft device consisting of a blower in suction with an output of 60 
m 3 of smoke per minute, set up at its base. The device positioned at the base of 
the chimney on the left (adjacent to the main door of the crematorium) served the 
first pair of furnaces (the pair situated near the main entrance), while the device 
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at the base of the chimney on the right was connected to the second pair (the one 
near the rear door of the crematorium). 

According to the supplier, if the furnace was operated properly, each furnace 
would have permitted 15 to 20 cremations in 24 hours. However, the crematorium 
personnel had devised an operating procedure which, while being illegal, allowed 
reaching a maximum performance with a minimum of fuel consumption. This 
practice was made possible by the unusual length of the muffle and ran as follows: 

After preheating, the first corpse would be introduced into the furnace. The 
coffin was placed in the front part of the muffle where it was struck by the com¬ 
bustion air coming from the eight air-jets located there and burned rapidly. At 
that time, drying of the corpse began. When, after something like 30 to 35 
minutes, the desiccation process had reached an advanced stage or had come to 
an end, the desiccated and dismembered corpse would be pulled into the rear por¬ 
tion of the furnace close to the burner by means of a 4-m-long rake (clearly show¬ 
ing in Photo 349) introduced from the opening at the far end of the furnace, and 
the main combustion phase took place in that area of the furnace. 

Here, the corpse was directly exposed to the adjustable flame of the burner 
and to the combustion air coming from the ten air jets located there. When the 
main combustion was complete, the corpse residues were raked, through the ash- 
removal door of the post-combustion chamber, into the ash chamber where they 
cooled down. 

Operating in this manner continuously, there were two corpses in the furnace 
at any time, one in the drying phase, and the other in the combustion phase. Hence 
the duration of the cremation generally coincided with the time taken by the des¬ 
iccation of a corpse. 

From the point of view of heat management, the heat generated by the com¬ 
bustion of the corpse in the rear part of the muffle was partly used for the desic¬ 
cation of the corpse in the forward section, with the combustion of the coffin 
contributing its heat to a considerable degree. This reduced fuel consumption 
even further. 

The operating results of the Terezin furnace demonstrate the great efficiency 
of such a procedure. In Appendix 1.2 I present a statistical analysis of a part of 
the list of cremations for this crematorium. This analysis is based on a sample of 
717 cremations carried out between 3 October and 15 November 1943 on 41 op¬ 
erating days. In addition to the table showing the summary of my results (Table 
1, App. 2), I also present 11 tables with all original documents (cf. Documents 
289f.), except for the names of the persons cremated for whom I only mention 
the sex. For reasons of space, the tables refer only to days on which at least 24 
cremations were carried out. Document 289 shows the manner in which the lists 
of cremations in the Terezin crematorium were kept. 

The minimum average duration of cremations on any single day was about 32 
minutes in Furnace no. Ill (9 November 1943, with 23 cremations) and 31 
minutes in Furnace no. IV (on 10 October 1943, with 17 cremations). The average 
duration of a cremation was about 36 minutes for both furnaces. 616 


616 I have left out the data concerning Furnace II because only 22 cremations took place there. 
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For the 682 cremations where the duration is indicated, 617 a total of 491, or 
some 72%, took 35 minutes or less, 148 cases, or about 22%, took between 35+ 
and 45 minutes, 42 lasted between 45+ and 60 minutes, and one cremation took 
longer than 60 minutes, as shown in the following table: 618 


Table 19: Duration of Cremations at the Terezin Crematorium 


Duration 

[min] 

MALES 

LEMALES 

Duration 

[min] 

MALES 

FEMALES 

15 

i 

0 

45 

26 

16 

25 

3 

5 

50 

12 

26 

30 

59 

114 

55 

1 

0 

35 

146 

163 

60 

2 

1 

40 

57 

49 

70 

1 

0 


Total 

308 

374 


The average duration of a cremation of a female corpse was around 35 minutes, 
that of a male corpse 36% minutes. Each furnace, hence, was in a position to 
cremate normally 40 corpses in 24 hours, with highs of around 45 to 46 corpses. 

In order to save fuel, cremations were carried out in a single furnace which, 
in this manner, would always stay warm. After a certain number of cremations, 
another furnace would be used, and so on, in a cycle of operations. 

Crematorium personnel normally worked two shifts, one from 6 AM to 1 PM, 
the other from 1 PM to 8 PM (cf. Document 290). 

Over the 41 days of activity analyzed here, Furnace no. II was used twice (22 
cremations), Furnace no. Ill 17 times (298 cremations), Furnace no. IV 22 times 
(397 cremations). Overall, there were nine series with up to ten cremations, 16 
series involving between 11 and 20 cremations, 16 series of more than 20 crema¬ 
tions, up to a maximum of 27. 

11.5. The Didier Cremation Furnaces for Concentration Camps 

The Berlin company Didier-Werke AG likewise built cremation furnaces for 
the concentration camps. A letter from this company addressed to a certain 
Boriwoje Palitsch in Belgrade on 25 August 1943 contains the following offer 
(Document 287): 619 

“Re: Cremation unit for SS at Belgrade. 

With reference to the visit of your esteemed son and to the meeting our section 
manager Storl had with him, we take note of the fact that the SS unit at Belgrade 
intends to build a cremation plant for a rather large concentration camp and that 
you have been requested to design and build the plant, together with an architect 
stationed there. 

As you have no experience with furnace construction, you would like to obtain 
the necessary drawings. 


617 At times, the documents give only the hour of the beginning of the last cremation but not that of its 
completion. 

618 Two cremations, on 7 October 1943, had an exceptionally long duration (one and a quarter hours and 
three and a quarter hours) because of a failure in the electric power supply. 

619 Letter from Didier-Werke AG to Boriwoje Palitsch dated 25 August 1943. Document URSS-64. 
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We declare to be ready to execute the drawing of the furnace with its anchor¬ 
ing system and the drawings of the fittings limited to this particular case exclu¬ 
sively. 

The corresponding costs would be 600 RM, 

payable one half with the confirmation of the order and one half on notifica¬ 
tion that the drawings have been completed. 

In the design of the furnace, we have paid particular attention to the fact that 
the inner structure can be built with normal refractory bricks, avoiding the use of 
bricks of special shape, in order to enable a rapid erection of the unit. The metal 
parts will be designed with this point in mind as well. 

For the introduction of the corpses into the furnace, we propose a simple fork 
made of tubing, running on two rollers. 

The furnaces will each have a cremation chamber only 600 mm wide and 450 
mm high, because coffins are not intended to be used. 

For the transportation of the corpses from the holding location to the furnaces 
we recommend using a transfer cart and will provide you with a sketch also giving 
the dimensions for this device. 

The chimney necessary for the operation of the furnaces must have an open 
cross-sectional area 500 by 500 mm and must be built to a height of 14-16 meters. 
If, for special reasons, such a chimney cannot be built, it will be necessary to 
install a draft enhancer in suction between the furnace and the chimney. 

As the furnaces operate at elevated temperatures, the wall of the combustion 
chamber must not be too thin in order to avoid too great a heat loss by radiation. 
For this reason, the furnaces must have an outside width of about 2,000 millime¬ 
ters. For the same reason, we have suitably altered the building project which has 
been supplied to us and send you a sketch no. 0913, on which we have indicated 
the minimum dimensions needed. 

In order to enable you to draw up a preliminary estimate as soon as possible, 
please note that the requirements for one furnace are: 

- 1,100 kg of vault bricks, Seger Cone no. 33 

- 5,500 kg of normal bricks 

- 1,000 kg of fireclay mortar 

- 5,000 kg of ordinary bricks for the outer brickwork of the furnace 

- 100 kg of lime 

- 3.6 m 3 of sand 

- 2 m 3 of argillaceous earth 

For the steel parts: 

- 500 kg for the fittings 

- 60 kg for the anchor bars 

- 85 kg for the framework of the muffle door with counterweights and pulleys 
for the cable 

- 40 kg for the framework of the flue-duct dampers with counterweights and 
pulleys for the cable 

- 25 kg for the 2 air inlets 

- 200 kg each for the hearth doors, slag-removal and ash-removal doors [620] 

- 25 kg for the tools 


620 This weight is too high by comparison and obviously in error. 
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— 10 kg for the 2 ash boxes 

-160 kg for the cast-iron bars of the grate 

- 60 kg for the supporting bars of the grate. 

One must add the same quantities for the second furnace and the building 
material for the flue duct and the chimney. The flue duct as well as the lower part 
of the chimney up to a height of 3-4 m must be lined with refractory bricks. For 
this purpose, however, a lower grade may be used. 

The hearth of the furnaces will be designed in such a way that besides coke, 
coal or wood may be used as well. 

Respectfully yours 

Didier- Werke A.G.” 

Drawing no. 0913 (Document 288), 621 prepared by Didier-Werke on 23 August 
1943, shows two cremation furnaces 2,000 mm x 2,000 mm x 2,800 (length) mm 
with introduction doors running vertically and manipulated by means of a metal 
cable and two pulleys, suspended from the ceiling, and balanced by a counter¬ 
weight next to the furnace. The furnaces are connected to a chimney with an in¬ 
ternal open cross-sectional area of 500 mm x 500 mm and a height of 16 meters. 

11.6. Comparison of the Designs by Kori, Ignis-Huttenbau, 
Didier, and Topf 

The coke-fired Kori furnaces are more massive than the multi-muffle Topf 
furnaces. A single Kori furnace has, in fact, a volume more or less the same as a 
double-muffle Topf furnace. One must assume that the refractory brickwork of 
the furnace was heavier as well. A comparison with the Didier furnace - with its 
refractory brickwork of 7,600 kg - shows in any case that the Topf furnaces with 
two (three) and four muffles had a very light-weight refractory brickwork: some 
10,000 kg for the double-muffle furnace and some 12,000 kg for the four-muffle 
furnace. This led to a greater heat loss by radiation and a shorter service life of 
these Topf furnaces. 

The Kori furnaces, furthermore, had a much more advantageous arrangement 
of the gasifier and the flue duct as far as heat economy is concerned, but the Topf 
furnaces with three of eight muffles had a lower fuel consumption. 

Another very positive feature of the multi-muffle Topf furnaces was their de¬ 
cidedly more competitive price: While a single Kori furnace, without extras, 
would cost 4,500 RM in 1943, a triple-muffle Topf furnace, without extras, sold 
for 6,378 RM in 1941, or 2,126 RM per muffle; an eight-muffle furnace, in 1941, 
was priced at only 13,800 RM, including the introduction device, or barely 1,725 
RM for one muffle. 

Kori had offered to reduce the price from 4,500 to 4,050 RM for the second 
furnace if two furnaces were built side by side, thus having a common central 
wall, like the two central furnaces at the Dachau crematorium or the two furnaces 
at Stutthof. An even larger price reduction was offered if several furnaces were 
grouped in a single brick structure, like the furnace with four muffles at KL Sach- 
senhausen or the five-muffle furnace at Lublin-Majdanek. But it seems that they 


621 


GARF, 7445-2-125, p. 92. 
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never went so far as to design a furnace with several interlinked muffles such as 
the Topf furnaces with two, three or eight muffles. 

In my opinion, Kori felt that their design was more profitable, even though 
the Topf multi-muffle furnaces were not protected by any patents. Actually, their 
designer, Engineer Kurt Prufer, had simply taken over and adapted an idea which 
had been around since the end of the preceding century with respect to collective 
crematoria (cf. Section I, Chapter 10). 

The Ignis-Htittenbau furnaces set up at the Terezin crematorium cannot be 
compared directly to the Topf furnaces, because of their different design and on 
account of the fuel used. As we have explained above, these furnaces were much 
more like civilian furnaces, especially in the case of the Volckmann-Ludwig 
types, than like furnaces designed for concentration camps. For that reason, the 
operating performances of these furnaces are unique. Cremations such as those 
performed normally at the Terezin crematorium could not have been reproduced 
in any of the furnaces built by Topf, Kori or Didier. 

Even though the operating instructions for the double- and triple-muffle Topf 
furnaces allowed for the simultaneous presence of two corpses in one furnace, 
they were in separate chambers and in different stages of cremation: One corpse 
was in the final phase of post-combustion in the ash chamber, while the other, 
located in the muffle, was in the early stages of the drying phase. For that reason, 
the time for which the two cremations overlapped was actually the period of post¬ 
combustion (some 20 minutes), and the average duration of the cremation process 
was therefore the time needed to reach the high-point of the main combustion in 
the muffle (about 1 hour). 

As against this, the management of the Ignis-Htittenbau furnaces allowed the 
simultaneous presence of two corpses in the same chamber (muffle), the first one 
in the combustion phase and the second one in the desiccation phase. Hence the 
time for which the two overlapped was the total time needed for the combustion 
and the post-combustion, and the actual cremation time thus corresponded to the 
duration of the desiccation. 

It is obvious that such a mode of operation was impossible in Topf furnaces, 
because the muffle was too short to allow placing two corpses, one behind the 
other, and because the grate operated vertically: the muffle was free for the intro¬ 
duction of a fresh corpse only when the remains of the previous corpse had 
dropped into the ash chamber through the openings in the grate, which occurred 
only after the high point of the main combustion. The floor of the Ignis-Htittenbau 
furnaces, thanks to its unusual length, operated in a horizontal fashion instead. 

To carry out such a procedure in a furnace with a grate operating vertically it 
would have been necessary to use a device such as the one designed by Martin 
Klettner. Here, the muffle no longer is a cremation chamber, but a drying cham¬ 
ber, whereas the post-combustion chamber becomes the combustion chamber as 
such. The muffle grate consists of two supporting bars for the coffin, set some 40 
cm apart, and 65 and 50 cm from the start of the inclined plane on either side. 

The inventor proposes that the corpse, once the coffin has burned, will first of 
all dry out and fall apart in the muffle in such a manner that its combustible parts, 
still having an appreciable mass, fall into the combustion chamber where they 
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will then bum actively. If, at that point, another corpse is introduced into the muf¬ 
fle, the furnace will contain two corpses concurrently, one in the drying phase 
and one in the combustion phase, exactly as in the crematorium at Terezin, and 
that explains the extremely short duration of cremations undertaken in the Martin 
Klettner furnace (cf. Document 137). 

The results of the operation of the Terezin crematorium indirectly confirm our 
conclusions concerning the cremation of several corpses in one muffle (cf. Chap¬ 
ter 9.2.), because they demonstrate that the simultaneous cremation of two 
corpses in one furnace (with a staggered way of introduction), while being possi¬ 
ble, required a design and a heating system different from what was used for the 
Topf furnaces, in which such an operation would not have been technically fea¬ 
sible. 


12. The Topf Furnaces and Legislation on Cremations in 
Greater Germany at the Outset of World War II 

When, in Greater Germany, the first concentration camps were set up, the SS 
did not even have the slightest notion of the high level of mortality which would 
strike these camps in later years and, for that reason, they never worried about 
cremating, within the camps, the corpses of any detainees who died there. Initially 
they simply let civilian crematoria take care of these matters, and only when, 
against all expectations, mortality began to get out of hand, they decided to build 
crematoria within the camps themselves. 

Originally, the Buchenwald camp used the state crematorium at Weimar for 
this purpose. 622 Between 5 September 1938 and 3 May 1940, the corpses of de¬ 
tainees who had died at the Mauthausen camp were sent to the municipal crema¬ 
torium at Steyr. 623 At least until December of 1941, the Wewelsburg camp relied 
on the Bielefeld crematorium (cf. Document 86), while the PoW/labor camp at 
Gross-Rosen used the Liegnitz municipal crematorium. 624 Even the Auschwitz 
camp, in its early days, sent its deceased to the civilian crematorium of Gleiwitz 
(today Gliwice; Piper 1994, p. 158). 

When the first crematoria began to be set up in concentration camps later on, 
they were subject to strict regulations, perfectly complying with current legisla¬ 
tion applying to civil crematoria. In this respect, Himmler’s “Decree concerning 
the execution of cremations in the Sachsenhausen concentration camp,” promul¬ 
gated on 28 February 1940, is of particular importance, hence I will present the 
translation of the entire text: 625 

“Copy. 


622 NO-4353. Letter from Bauleitung of KL Buchenwald to SS-Gruppenfuhrer Eicke dated 18 June 1938. 

623 OD MM, Archiv, 7, 4. 

624 Czuj/Kempisty 1977, pp. 106-119. During that time, the corpses of 3,591 detainees from that camp 
were incinerated at the Liegnitz crematorium (p. 113). The article is based on the Einascherungslisten 
(incineration lists) of this crematorium. 

625 “Erlass iiber die Durchfiihrung von Einascherungen im Krematorium des Konzentrationslagers Sach¬ 
senhausen.” BAK, NS 3/425. 
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The Reichsfuhrer SS and 

Head of the German police 

Berlin, 28 February 1940 
IV- 509/40g 

Decree concerning the execution of incinerations in the Sachsenhausen con¬ 

centration camp. 

I. General principles 

(1) The detainees deceased in the camp will, in principle, be incinerated in the 
local [i.e. in the camp] crematorium. 

Only in exceptional cases and with the approval of the Head of the Security 
Police and the Security Service may the corpse be handed over to relatives for 
burial. 

At times (e.g. in times of war) when the handing over of corpses to relatives 
for the purpose of transfer to the country of origin is prohibited, all deceased 
detainees will be incinerated in the camp crematorium. 

II. Official certi ficate by the camp physician, autopsy, release by public pros¬ 

ecutor. 

(1) After each case of death, the camp physician must establish an official 
certificate on the cause of death. 

(2) In cases of violent death (e.g. an accident causing immediate death or 
death after a longer period of illness, suicide, death by shooting during an escape) 
the camp physician, together with another SS physician, must carry out an autopsy 
of the corpse and establish, in the usual manner, a detailed report on the results 
of the autopsy. 

(3) An SS-Fiihrer, appointed by the camp commander, must be present at the 
autopsy and countersign the report. The SS-Fiihrer appointed to participate in the 
autopsy must be appointed in advance, for a considerable period and for all cases 
which may occur. 

(4) Furthermore, in cases of violent death, the competent public prosecutor 
must be informed immediately. The camp commander may issue the incineration 
order (IV,4) only after the receipt of the release notice from the public prosecutor. 

III. Notification of relatives. 

(1) In all cases of death, the camp commander must immediately notify the 
relatives of the deceased detainee by telegraph, if the address of the relatives is 
known at the camp. 

(2) If the address is not known, the camp will get in touch as quickly as possible 
with the (directing) office of the State Police which ordered the internment of the 
deceased. The (directing) offices of the State Police are charged to forward the 
notification without delay. 

(3) If (e.g. during the war) it is not possible to hand the corpse as such over to 
the relatives, they must be informed in the notification that the deceased will be 
incinerated. At the same time, they must be informed - unless particular reasons 
forbid this - that, at their request - to be expressed telegraphically within 24 
hours - they will be given the possibility, up to a certain point in time, to view the 
detainee in the camp one last time. 
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(4) The permissible time span given to the relatives for a possible last visit of 
the deceased must be set in such a way that the relatives have enough time to 
travel to the camp. As a rule, the time span must not exceed 3 days. 

IV. Operating rules for the crematorium at the Sachsenhausen camp. 

1. Responsible head. 

(1) The camp commander is responsible for the management of the cremato¬ 
rium and for the execution of the incineration in accordance with the rules. 

(2) He must designate a crematorium head immediately responsible and sub¬ 
ordinated to him. The latter may receive orders only from the camp commander. 
If the orders of the camp commander violate the dispositions of this decree, he 
must so inform the camp commander. 

If necessary, a decision from the Inspector of the Concentration Camps must 
be requested. 

For fundamental questions, the decision of the Head of the Security Police and 
the Security Service must be requested. 

2. Keeping of the list 

(1) The camp commander must maintain a special death register of the de¬ 
ceased detainees to be incinerated. In this list, each deceased detainee must be 
assigned a consecutive registration number. Furthermore, the list must mention 
his [family] name and first name, ID number, place and date of birth, last resi¬ 
dence, profession, brief mention of reasons of internment, date and cause of death. 

(2) This registration number must appear on the other documents (official 
medical certificate, autopsy report, incineration order of camp commander). 

3. Corpse handling 

(1) The corpses must be taken to the morgue of the crematorium and be ar¬ 
ranged there in such a way as to be able to be possibly viewed there by the rela¬ 
tives. 

(2) The corpses must be lodged in wooden coffins. The coffins must not have 
any incombustible metallic decorations, handles etc., and must be of a size and a 
kind so as not to provoke difficulties for the subsequent incineration. No pitch may 
be used for filling out any joints. 

(3) At the head of the coffin must be attached a metal tag with the embossed 
or imprinted number of the death register (cf. 2). 

(4) Any objects of value still present (e.g. rings) must be removed from the 
corpse and handed over to the relatives together with other things left [by the dead 
person], against receipt. 

(5) Special legal dispositions apply for the treatment of detainees who may 
have died of an infectious disease. Any measures necessary in such cases (e.g. the 
prohibition of opening the coffin andpossibly the prohibition of visits by relatives) 
must be decided by the camp physician. 

4. Incineration 

(1) The incineration may take place only after [issuance of] the order of the 
camp commander. The camp commander may give this order only after an official 
medical death certificate and/or possibly an autopsy report have been issued and 
after the relatives have viewed the deceased or after the permissible time span for 
such a visit has elapsed, as the case may be. 
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(2) The camp commander must give the incineration order in writing, and this 
order, together with the official medical death certificate or autopsy report, and 
with the release notice by the public prosecutor in the case of violent death, and 
possibly with the police dispositions on the part of the camp physician (which may 
exclude the visit by the relatives) must be transmitted to the head of the cremato¬ 
rium. 

(3) The head of the crematorium may undertake the incineration only after 
these documents have been received. 

(4) The incineration must take place not later than 24 hours after the incin¬ 
eration order has been issued. If this time limit cannot be maintained, the head of 
the crematorium must request an extension and give the reason for the delay. 

(5) In one incineration chamber only one corpse may be incinerated at one 
time. 

(6) Before the introduction of the corpse, the incineration furnace must be 
heated until the walls of the [cremation] chamber are glowing, so that the incin¬ 
eration process may take place without further or supplemental heating. Only in 
exceptional cases may additional heat be provided during the incineration pro¬ 
cess. 

(7) During the incineration process, care must be taken so that, if at all possi¬ 
ble, no smoke escapes from the chimney. 

(8) The observation of the incineration itself is not permitted either to the rel¬ 
atives or to any third persons, but only to the employees of the crematorium. In 
special cases, the camp commander may personally issue permission to individual 
persons to view the process, if such permission is requiredfor special reasons. 

(9) After the end of an incineration, the incineration chamber must be thor¬ 
oughly cleaned. 

5. Treatmen t of the ashes 

(1) After the incineration, the ashes must be removedfrom the furnace, cooled, 
freed by means of magnets from any metallic parts and then collected together 
with the identification tag in a strong and durable container, air and water tight, 
and then closed. The ashes of each corpse must be collected in a separate ash 
container. The lid of the container must be made of durable material as well. A 
durable metal tag attached to the container must contain the following data: 

1) Incineration sequence number agreeing with the incineration register (cf. 
no. 6) and with the numerical tag [placed at the head of the coffin], 

2) Last name and first name 

3) Date and place of birth 

4) Date of death 

5) Day of cremation. 

(2) The containers are to be in conformity with DIN standard 3198 Ash cap¬ 
sules for urns ’ set by the German Institute for Standardization in Berlin. 

6. Register of incinerations 

(1) For the incinerations performed, a register must be kept by the personnel 
containing the same data as the corresponding list of deaths concerning the 
corpses taken to the crematorium kept by the command in accordance with item 
2.). Here, however, mention must also be made of the day of the incineration and 
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of the administration of the cemetery to which the ashes have been sent. The reg¬ 
ister must be closed at the end of each calendar year and must be checked against 
the book kept by the administration . [626] This counter-check and the agreement 
must be certified in the closing note. 

7. Interment of the ashes. 

(1) The ashes, if at all possible, must not be interred in the camp cemetery or 
in the municipal cemetery of Sachs enhausen, but shall - if no particular reasons 
speak against it in the case in question - in principle be sent to the place of resi¬ 
dence of the relatives to allow them [i.e. the ashes] to be interred in the local 
cemetery. 

(2) Before shipping the ashes of a prominent detainee, the decision of the Head 
of the Security Police and the Security Service must be awaited. 

(3) In case the interment of the urns in the local cemetery of the relatives pre¬ 
sents any difficulties, the relatives must be requested to indicate the cemetery to 
which the ash container is to be sent. 

(4) The ashes must not remain in the possession of the relatives, even tempo¬ 
rarily. Therefore, they or their appointees must not be given custody of the con¬ 
tainer, not even for interment at some other location. The ashes must rather be 
sent to the administration of the cemetery where interment is to take place. 

(5) If no relatives of the deceased exist, it should be verified if the interment of 
the ashes in the cemetery of the last place of residence does not present any diffi¬ 
culty. If interment is possible there, the ashes are to be sent to the administration 
of that cemetery. 

In all cases where the shipment to the administration of the cemetery at the 
last place of residence is not advisable, the ashes must be transferred to one of 
the cemeteries of Greater Berlin after notification to the municipal administration 
of the Reich capital Berlin. In doing so, care must be taken to the effect that the 
urns are distributed evenly throughout all cemeteries concerned in the Greater 
Berlin area. 

(6) Shipment of the ashes is to be made, in principle, at the expenses of the 
relatives. 

(7) If the relatives are not in a position to bear such expenses, it is necessary 
to request reimbursement of the costs by the competent local aid association. In¬ 
cineration fees must not be debited to the relatives. 

8. Final report. 

(1) After the execution of the incineration and sh ipmen t of the ashes, the head 
of the crematorium must transmit to the camp commander a final report. 

(2) The official medical certificates, the reports on the autopsy, the release 
notice from the public prosecutor and similar documents sent together with the 
incineration order must remain in the crematorium office. 

V. Exceptions 

(1) In individual cases, the Reichsfiihrer-SS and Head of the German Police 
may order deviations from the above dispositions. 


626 The word Verwaltung (administration) is struck out and replaced by the handwritten entry Polit. Ab- 
teilung (Political Department). 
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VI. Control 

(1) Once a year ordinary scheduled inspection and once a year an unan¬ 
nounced inspection of the crematorium service must take place. The performance 
of these inspections is under the authority of the Inspector of Concentration 
Camps then in charge. A report on the individual inspections and their results 
must be presented to the Reichsfuhrer-SS. A copy of this report must be sent to 
the Head of the Security Police and the Security Service. 

Signed: Himmler 

[Office stamp] 

Authenticated: [signed] Schmidt, chancellery employee 

Certified copy: [illegible signature] SS-Untersturmfuhrer. ” 

There is reason to believe that, at least within Greater Germany, such regulations 
remained in force up to the end of the war. 

On 17 October 1942, SS-Obersturmbannfuhrer Liebehenschel, head of Office 
Group D at the WVHA ,sent to all commanders of concentration camps a circular 
entitled “Advice to relatives of detainees deceased in concentration camps” in 
which he stated with reference to Himmler’s above-mentioned decree: 627 

“Several camp commanders have requested to prohibit viewing of the corpses 
by relatives during the summer months for hygienic reasons. After consultations 
with the RSHA, you are informed that a change in the RFSS-decree is not possible 
at the moment. ” 

Fritz Sander’s patent application of 26 October 1942 tells us that the “Law on 
cremations” of 15 May 1934 and the “Operating regulations for cremation equip¬ 
ment” of 5 November 1935 as well as the “Decree concerning the application of 
the law on cremations” of 10 August 1938 were still in force in the Reich at that 
moment. On 13 March 1942, these laws were extended to the Reichsgau Sude- 
tenland (Roland 1940, p. 62). 

The official form concerning the transfer of the body to the head of the crem¬ 
atorium of a concentration camp also refers to the “Law on cremations” of 15 
May 1934. In line with the rules regarding civilian incinerations, the regulations 
concerning the transfer stipulate that “the incineration of the corpse must be car¬ 
ried out within 24 hours.” At Stutthof concentration camp this practice has been 
confirmed up to December of 1944 (cf. Document 292). This type of form was 
also in use at Auschwitz. 628 

The head of the crematorium had to keep a register in which were recorded 
the number of the funeral service, the last and first name of the deceased, the file 
number, the type of the detainee, his date of birth, his origin (town and county), 
the date of death, the number of the death certificate of the public registrar’s office 
in charge of the place where the death had occurred - at the detainee hospital or 
elsewhere - the cause of death, the cremation date, the cemetery to which the urn 
was sent for burial, and any possible criminal record of the deceased: 629 

“The corpse will be incinerated in the state crematorium. There are no objec¬ 
tions to a shipment of the urn provided that a certificate of the administration of 


627 NO-1510. 

628 Reproduced in Blumental 1946, vol. I, pp. 106f.; cf. Document 293. 

629 AMS, I-VD-1; cf. Document 295. 
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the local cemetery is issued to the effect that a regular interment will be carried 
out. Such a certificate is to be sent as soon as possible to the crematorium of 
Stutthof concentration camp near Danzig. The urn will be shippedfree of charge. 
The death certificate is attached. You may request an official death certificate 
from the registrar \s office of Stutthof concentration camp near Danzig. The per¬ 
sonal belongings will be shipped presently. 

The camp commander” 

Shipment of urns is also documented for the Mauthausen camp, at least until 
March of 1942 (Document 296). At the Buchenwald Museum, a number of urns 
of various shapes are still preserved in a showcase (Photos 364f.). Urns of a sim¬ 
pler type are also kept in a pavilion of the Mauthausen Museum (Photo 363). 

The use of urns for the ashes of incinerated detainees was mandatory as early 
as 1941. On 24 June, the head of the administration of the Gross-Rosen camp sent 
to the Inspectorate of the Concentration Camps, which had its seat at Oranienburg 
north of Berlin, a request for “1,000 pcs. ash urns” to “preserve in an orderly 
fashion the corpse ash resulting” from the incinerations. 630 

In the reply, dated 27 June, the Inspectorate of the Concentration Camps ad¬ 
vised that the purchase of ash urns was centralized with the company “Grosskopf, 
Ludwig & Co. of Ilmenau in Thuringia,” to which the Gross-Rosen administra¬ 
tion was to address their request for urns (as per DIN standard 3198). 631 The letter 
asking for shipment of “1000 pcs. ash urns” was sent by this office on 11 July 
1941. 632 

Initially, the Sachsenhausen legal requirements were applied also at Ausch¬ 
witz. One of the first letters Topf sent to the New Construction Office opened 
with the following words (Document 297): 

'For the start-up of the crematorium, you furthermore require ash urns, an 
imprinting device for the urn lids, and fireclay markers. ” 

For the immediate needs of the crematorium, Topf offered the supply of 500 ash 
urns DIN standard, of black sheet metal with a sheet metal lid of the same color 
for the price of RM 675; 500 fireclay markers numbered 1 to 500, priced RM 65, 
and an imprinting device at 150 Reichsmarks. 633 

The numbered fireclay markers identified the ashes of the incinerated corpse. 
This manner of operation indicates a procedure in accordance with the applicable 
legal norms. The creation of a room for the urns ( Urnenraum ) within Cremato¬ 
rium I is already mentioned in the New Construction Office letter of 21 January 
1941 ; 634 it was implemented by partitioning off a section of the morgue. 635 


630 Letter from head of administration of the Gross-Rosen camp to Reichsfuhrer -SS - Inspekteur der 
Konz.-Lager -Oranienburg dated 24 June 1941. APMGR, sygn. 2593/DP. 

631 Letter from Leiter der Verwaltung der Inspektion K.L. at Verwaltung des Konz.-Lagers Gross-Rosen 
dated 27 June 1941. APMGR, sygn. 2594/DP. The price was RM 95 for 100 pieces, with a 2% dis¬ 
count for payment within 30 days. 

632 Letter from Leiter der Verwaltung des Konz.-Lagers Gross-Rosen to Grosskopf, Ludwig u. Co. II- 
menau/Th. dated 11 July 1941. APMGR, sygn. 2595/DP. 

633 RGVA, 502-1-327, pp. 226-227. 

634 RGVA, 502-1-327, pp. 185-185a. 

635 Topf drawing D 57999 of 30.11.1940 (RGVA, 502-1-312, p.134) and Zentralbauleitung drawing 
no.1241 of 10 April 1942 (RGVA, 502-1-146, p. 21). The room for the urns ( Urnen ) appears on this 
drawing for the first time. Cf. Documents 204 and 206. 
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On 29 April, the Political Department of the camp, which had authority over 
the crematorium, sent the following request to the New Construction Office (Doc¬ 
ument 298): 636 

“In line with the dispositions of the Inspector of Concentration Camps, ap¬ 
proved by RSHA, the ashes of the deceased detainees must be held in one of the 
buildings [of the camp]. For that reason, the camp commander has ordered that 
a room in the attic of the infirmary building be usedfor that purpose. In order for 
the urns to be collected in that room in an orderly fashion, appropriate shelves 
must be provided together with some other minor modifications. A specialist is 
requested for the inspection of the room andfor the necessary preparations. ” 
Jean-Claude Pressac shows the photo of an urn from the Auschwitz crematorium 
which contains the ashes of Karl Witalski who died on 28 March 1941 and was 
cremated on 2 April (Pressac 1989, p. 133). These data are imprinted on the lid 
of the urn, which is of the same type as those shown in Photo 7 of Document PS 
2430, which depicts an um depository without indication of its location (7MT, 
vol. XXX, p. 429). For Auschwitz, the use of urns is documented until November 
of 1941. From the few documents to have survived, we can gather that the Polit¬ 
ical Department of the camp requested from the carpentry workshop of the New 
Construction Office the fabrication of hundreds of “cases” and “boxes” for 
urns. 637 The latest known request, dated 27 November 1941, refers to 50 “urn- 
shipment boxes” 638 (Documents 299f.). 

The cases or boxes for the urns were used as packing cases for the shipment 
of urns to the cemetery of the place of residence of the relatives or to some other 
cemetery, in keeping with Section 4, Paragraph 7 of Himmler’s decree of 28 Feb¬ 
ruary 1940, after telegraphic notification by the camp commander of the death of 
the detainees, as per Section 3, Sub-Section 1 of this decree. 639 

In some cases, shipment of urns was prohibited by the SS authorities for rea¬ 
sons of public order. 

On 28 May 1941, the Befehlshaber der Sicherheitspolizei und des SD in the 
Government General informed the camp commander at Auschwitz that he had 
submitted to the RSHA , on 21 April, a proposal concerning the “shipment of ash 
urns of deceased persons.” The proposal contained, i.a., the following proce¬ 
dure: 640 

“Shipment of urns to the Government General will no longer be effected; in¬ 
stead, the relatives will be informed immediately that an interment of the urns has 
taken place at the urn cemetery. ” 

This measure was intended to prevent the urns from being turned into objects of 
anti-German propaganda, as the head of Office Group D of the WVHA makes 


636 RGVA, 502-1-314, p. 1. 

637 Up to 27 November 1941: 575. 

638 SS-Neubauleitung, Arbeitskarte. Auftrag Nr. 1009 of 27.11.1941 and Werkstattenauftrag Nr. 212. 
Beleg-Nr. 1009 of 27.11.1941. RGVA, 502-2-1, pp. 34-34a & 31-3la. The work was carried put be¬ 
tween 28 November and 13 December. For the other orders, cf.: RGVA, 502-2-1, pp. 28, 29, 41, 45- 
48. 

639 Cf. telegram of 19 January 1942 announcing the death of detainee Aleksander Glodek, deceased two 
days earlier, in: Staatliches Museum Auschwitz 1995, vol. 1, p. 132 of Appendix of documents. 

640 AGK, NTN, 94, p. 166. 
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clear in a circular to the commanders of all concentration camps dated 12 Sep¬ 
tember 1942. In this letter, which concerns the “Shipment of ums of detainees 
who died in the concentration camps,” SS-Obersturmbannfuhrer Liebehenschel 
noted that urns with the ashes of Czechs or Jews sent back to the Protectorate of 
Bohemia and Moravia had provided centerpieces for demonstrations, proces¬ 
sions, etc. For that reason, he prohibited, with immediate effect, the shipment of 
such ums to the Protectorate, adding: 641 

“The urns will be preserved in the concentration camps. In case of doubt con¬ 
cerning the preservation of the urns, oral instructions are to be requested from 
this office. ” 

Aside from the system of completely direct incineration which, in actual opera¬ 
tion, was also frequently practiced in civil crematoria, we can say that the Topf 
furnaces for concentration camps were designed and built in accordance with the 
ethical and legal norms applicable at the time. In fact, in the cost estimates for the 
double- and triple-muffle furnaces, carts or devices for the introduction of coffins 
into the muffle were specifically mentioned, which means that cremation with a 
coffin was provided for. 642 

This is confirmed by the operating instmctions of these furnaces (Documents 
210 and 227), which specified the start-up of the blower immediately after the 
introduction of the corpse into the muffle and maintaining it for some 20 minutes. 
This practice is completely consistent with corpses introduced into the muffle in 
coffins, because the rapid and intensive combustion of the coffin required large 
amounts of air, 643 whereas it is wasteful for a cremation without a coffin, because 
feeding large amounts of air into the muffle during the vaporization phase of the 
corpse water - a period during which a considerable amount of heat was drained 
from the furnace - would only have impeded the cremation process. 

The coffins used were probably similar to those used in the Terezin cremato¬ 
rium (cf. Photo 362). 

We may also deduce from Topf s operating instructions that the double- and 
triple-muffle furnaces were designed to cremate a single corpse at a time and to 
ensured, if the instructions were correctly applied, a separation of the ashes of the 
corpses cremated. 

We must, therefore, accept as a fact that, with regards to the design of their 
furnaces, the Topf company and Engineer Prufer in particular took into account 
the usual requirements of reverence and respect. 


641 NO-1510. 

642 Even the metal stretcher of simplified design which succeeded these devices was called Sar- 
geinfuhrtrage , stretcher for coffin introduction. 

643 For this reason the first electric furnace built by Topf at Erfurt was equipped with a blower having a 
capacity of 1,000 m 3 /hr for a pressure of 200 mm of water column. Jakobskotter 1941, p. 580. 
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Appendices 


1. Tables 

1) List of Cremations at the Westerbork Crematorium 

Date format: dd/mm/yyyy 


Table I: 27 April 1943 


# 

No. 

Sex 

Age 

Date of Birth 

Date of Death 

Start 

End 

Duration 

1 

119 

F 

60 

16/05/1883 

23/04/1943 

09:30 

10:10 

40 min 

2 

120 

F 

87 

14/03/1856 

23/04/1943 

10:10 

10:50 

40 min 

3 

121 

M 

65 

22/05/1878 

23/04/1943 

10:50 

11:50 

60 min 

4 

122 

M 

59 

24/07/1884 

23/04/1943 

11:50 

12:50 

60 min 

5 

123 

M 

56 

27/03/1887 

24/04/1943 

12:50 

14:10 

80 min 

6 

124 

M 

9 

17/04/1934 

26/04/1943 

14:10 

15:00 

50 min 

7 

125 

F 

93 

02/10/1850 

24/04/1943 

15:00 

15:40 

40 min 

8 

126 

F 

65 

22/01/1878 

24/04/1943 

15:40 

16:20 

40 min 

9 

127 

F 

70 

03/04/1873 

25/04/1943 

16:20 

17:00 

40 min 

10 

128 

F 

80 

26/06/1863 

25/04/1943 

17:00 

17:50 

50 min 

11 

129 

F 

5 m 

14/11/1942 

22/04/1943 

17:50 

18:20 

30 min 


Table II: 10 May 1943 


# 

No. 

Sex 

Age 

Date of Birth 

Date of Death 

Start 

End 

Duration 

1 

162 

F 

92 

17/08/1851 

7/05/1943 

08:30 

09:15 

45 min 

2 

163 

M 

65 

22/02/1878 

7/05/1943 

09:15 

10:10 

55 min 

3 

164 

M 

3 

21/10/1940 

8/05/1943 

09:50 

10:30 

40 min 

4 

165 

F 

69 

02/11/1874 

8/05/1943 

10:10 

11:00 

50 min 

5 

166 

M 

86 

18/02/1857 

9/05/1943 

11:00 

12:15 

75 min 

6 

167 

M 

8 m 

11/09/1942 

8/05/1943 

12:15 

13:00 

45 min 

7 

168 

M 

10 m 

26/07/1942 

8/05/1943 

12:15 

13:00 

45 min 

8 

169 

M 

80 

16/10/1863 

9/05/1943 

13:15 

14:15 

60 min 


Table III: 26 May 1943 


# 

No. 

Sex 

Age 

Date of Birth 

Date of Death 

Start 

End 

Duration 

1 

211 

F 

78 

17/11/1865 

21/05/1943 

08:20 

09:00 

40 min 

2 

212 

M 

62 

13/09/1881 

21/05/1943 

09:00 

09:50 

50 min 

3 

213 

F 

72 

10/09/1871 

24/05/1943 

09:50 

10:35 

45 min 

4 

214 

F 

89 

26/03/1854 

24/05/1943 

10:35 

11:30 

55 min 

5 

215 

M 

73 

7/06/1870 

24/05/1943 

11:30 

12:20 

50 min 

6 

216 

F 

74 

12/04/1869 

24/05/1943 

12:20 

13:10 

50 min 

7 

217 

F 

72 

2/02/1871 

24/05/1943 

13:15 

13:40 

25 min 

8 

218 

F 

4 

26/01/1939 

26/05/1943 

13:30 

15:30 

120 min 

9 

219 

M 

2 m 

19/03/1943 

26/05/1943 

13:30 

15:30 

120 min 












































































































































































































412 


C. Mattogno. F. Deana, The Cremation Furnaces of Auschwitz 


Table IV: 4 June 1943 


# 

No. 

Sex 

Age 

Date of Birth 

Date of Death 

Start 

End 

Duration 

1 

230 

M 

58 

19/02/1885 

31/05/1943 

08:30 

09:15 

45 min 

2 

231 

M 

80 

23/09/1863 

31/05/1943 

09:15 

10:10 

55 min 

3 

232 

F 

78 

15/06/1865 

01/06/1943 

10:10 

10:45 

35 min 

4 

233 

F 

54 

30/03/1889 

01/06/1943 

10:45 

11:30 

45 min 

5 

234 

F 

18 m 

02/12/1941 

01/06/1943 

11:30 

12:30 

60 min 

6 

235 

F 

60 

16/05/1883 

02/06/1943 

12:30 

13:30 

60 min 


Table V: 7 June 1943 


# 

No. 

Sex 

Age 

Date of Birth 

Date of Death 

Start 

End 

Duration 

1 

236 

F 

55 

25/07/1888 

01/06/1943 

08:20 

09:10 

50 min 

2 

237 

F 

59 

05/06/1884 

01/06/1943 

09:10 

10:00 

50 min 

3 

238 

M 

62 

29/03/1881 

02/06/1943 

10:00 

10:45 

45 min 

4 

239 

F 

83 

30/05/1860 

03/06/1943 

10:45 

11:30 

45 min 

5 

240 

M 

75 

01/04/1868 

04/06/1943 

11:30 

12:10 

40 min 

6 

241 

F 

49 

06/09/1894 

06/06/1943 

12:10 

12:50 

40 min 

7 

242 

F 

90 

08/01/1853 

06/06/1943 

12:50 

13:35 

45 min 

8 

243 

F 

2 m 

30/04/1943 

05/06/1943 

12:50 

13:35 

45 min 

9 

244 

M 

63 

01/05/1880 

06/06/1943 

13:35 

14:35 

60 min 

10 

245 

F 

77 

29/12/1866 

06/06/1943 

14:35 

15:25 

50 min 

11 

246 

M 

46 

12/09/1897 

06/06/1943 

15:25 

16:25 

60 min 

12 

247 

M 

10 m 

29/08/1942 

07/06/1943 

15:25 

16:25 

60 min 

13 

248 

F 

89 

10/12/1854 

06/06/1943 

16:25 

17:00 

35 min 


Table VI: 11 June 1943 


# 

No. 

Sex 

Age 

Date of Birth 

Date of Death 

Start 

End 

Duration 

1 

249 

F 

66 

20/01/1877 

7/06/1943 

08:30 

09:20 

50 min 

2 

250 

F 

50 

16/03/1893 

9/06/1943 

09:20 

10:15 

55 min 

3 

251 

F 

32 m 

8/10/1940 

8/06/1943 

09:20 

10:15 

55 min 

4 

252 

F 

1 

19/06/1942 

9/06/1943 

10:15 

11:10 

55 min 

5 

253 

M 

81 

17/09/1862 

11/06/1943 

11:10 

11:45 

35 min 

6 

254 

F 

86 

31/08/1857 

11/06/1943 

11:45 

13:00 

75 min 


Table VII: 15 June 1943 


# 

No. 

Sex 

Age 

Date of Birth 

Date of Death 

Start 

End 

Duration 

1 

255 

F 

76 

7/07/1867 

12/06/1943 

8:20 

8:55 

35 min 

2 

256 

F 

67 

30/11/1876 

11/06/1943 

8:55 

9:40 

45 min 

3 

257 

F 

15 m 

30/03/1942 

12/06/1943 

8:55 

9:40 

45 min 

4 

258 

F 

77 

18/02/1866 

12/06/1943 

9:40 

10:40 

60 min 

5 

259 

F 

76 

11/07/1867 

13/06/1943 

10:40 

11:25 

45 min 

6 

260 

F 

19 m 

12/11/1941 

12/06/1943 

10:40 

11:25 

45 min 

7 

261 

M 

75 

27/09/1868 

14/06/1943 

11:25 

13:10 

105 min 

8 

262 

M 

11m 

24/07/1942 

14/06/1943 

11:30 

13:10 

100 min 
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Table VIII: 18 June 1943 


# 

No. 

Sex 

Age 

Date of Birth 

Date of Death 

Start 

End 

Duration 

1 

268 

F 

75 

23/12/1868 

17/06/1943 

08:30 

09:20 

50 min 

2 

264 

F 

72 

25/03/1871 

16/06/1943 

09:20 

10:05 

45 min 

3 

265 

M 

58 

24/03/1885 

17/06/1943 

10:05 

10:55 

50 min 

4 

266 

F 

64 

24/04/1879 

17/06/1943 

10:55 

12:00 

65 min 

5 

267 

M 

84 

27/06/1859 

18/06/1943 

12:00 

12:50 

50 min 

6 

269 

M 

17 m 

11/01/1942 

17/06/1943 

12:50 

14:00 

70 min 

7 

270 

M 

4 

9/07/1939 

16/06/1943 

12:50 

14:00 

70 min 


Table IX: 22 June 1943 


# 

No. 

Sex 

Age 

Date of Birth 

Date of Death 

Start 

End 

Duration 

1 

271 

M 

60 

19/10/1883 

21/06/1943 

08:30 

09:20 

50 min 

2 

272 

M 

71 

24/12/1872 

20/06/1943 

09:20 

10:20 

60 min 

3 

273 

F 

81 

18/03/1862 

18/06/1943 

10:20 

11:20 

60 min 

4 

274 

F 

14 m 

1/04/1942 

19/06/1943 

10:20 

10:50 

30 min 

5 

275 

M 

84 

28/06/1859 

21/06/1943 

10:55 

11:35 

40 min 

6 

276 

M 

83 

13/11/1860 

20/06/1943 

11:35 

13:10 

95 min 


Table X: 25 June 1943 


# 

No. 

Sex 

Age 

Date of Birth 

Date of Death 

Start 

End 

Duration 

1 

277 

M 

88 

10/02/1855 

23/06/1943 

08:30 

09:25 

55 min 

2 

278 

F 

80 

14/03/1863 

23/06/1943 

09:25 

10:30 

65 min 

3 

279 

F 

82 

5/04/1861 

23/06/1843 

10:30 

11:30 

60 min 

4 

280 

F 

4 d 

19/06/1943 

23/06/1943 

10:30 

11:30 

60 min 

5 

281 

M 

70 

27/01/1873 

23/06/1943 

11:30 

12:45 

75 min 

6 

282 

M 

4 m 

20/02/1943 

25/06/1943 

11:30 

12:45 

75 min 

7 

283 

F 

8 m 

25/10/1942 

24/06/1943 

12:45 

14:00 

75 min 

8 

284 

M 

14 m 

21/04/1942 

25/06/1943 

12:45 

14:00 

75 min 


Table XI: 28 June 1943 


# 

No. 

Sex 

Age 

Date of Birth 

Date of Death 

Start 

End 

Duration 

1 

285 

M 

63 

7/01/1880 

25/06/1943 

08:30 

09:15 

45 min 

2 

286 

M 

62 

23/05/1881 

26/06/1943 

09:15 

10:15 

60 min 

3 

287 

F 

80 

28/01/1863 

26/06/1943 

10:15 

11:10 

55 min 

4 

288 

F 

74 

18/05/1869 

26/06/1943 

11:10 

12:10 

60 min 

5 

289 

M 

1 m 

6/05/1943 

26/06/1943 

11:10 

12:10 

60 min 

6 

290 

M 

67 

21/05/1876 

27/06/1943 

12:10 

13:10 

60 min 

7 

291 

F 

19 m 

24/11/1941 

27/06/1943 

12:10 

13:10 

60 min 

8 

292 

F 

72 

10/07/1871 

26/06/1943 

13:10 

14:00 

50 min 

9 

293 

F 

15 m 

7/03/1942 

28/06/1943 

13:10 

14:00 

50 min 

10 

294 

F 

85 

28/04/1858 

27/06/1943 

14:00 

15:00 

60 min 

11 

295 

F 

18 m 

21/12/1941 

27/06/1943 

14:00 

15:00 

60 min 
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Table XII: 1 July 1943 


# 

No. 

Sex 

Age 

Date of Birth 

Date of Death 

Start 

End 

Duration 

1 

296 

F 

84 

19/01/1859 

28/06/1943 

08:30 

09:05 

35 min 

2 

297 

M 

70 

20/12/1873 

29/06/1943 

09:05 

10:00 

55 min 

3 

298 

F 

53 

12/03/1890 

28/06/1943 

10:00 

10:55 

55 min 

4 

299 

M 

57 

30/11/1886 

29/06/1943 

10:55 

11:45 

50 min 

5 

300 

M 

1 

2/06/1942 

30/06/1943 

10:55 

11:45 

50 min 

6 

301 

F 

65 

4/12/1878 

29/06/1943 

11:45 

12:45 

60 min 

7 

302 

F 

52 

15/08/1891 

30/06/1943 

12:45 

13:30 

45 min 

8 

303 

M 

73 

23/03/1870 

30/06/1943 

13:30 

14:25 

55 min 

9 

304 

M 

20 

9/02/1923 

30/06/1943 

13:30 

14:25 

55 min 

10 

305 

M 

89 

24/09/1854 

30/06/1943 

14:25 

15:10 

45 min 

11 

306 

F 

20 m 

4/10/1940 

30/06/1943 

14:25 

15:10 

45 min 

12 

307 

F 

61 

25/09/1882 

1/07/1943 

15:10 

16:00 

50 min 


Table XIII: 7 July 1943 


# 

No. 

Sex 

Age 

Date of Birth 

Date of Death 

Start 

End 

Duration 

1 

308 

M 

43 

9/07/1900 

5/07/1943 

08:15 

09:15 

60 min 

2 

309 

M 

46 

24/03/1897 

5/07/1943 

09:15 

10:15 

60 min 

3 

310 

M 

82 

26/09/1861 

2/07/1943 

10:15 

11:10 

55 min 

4 

311 

F 

79 

26/01/1864 

1/07/1943 

11:10 

12:00 

50 min 

5 

312 

M 

37 

28/11/1906 

1/07/1943 

12:00 

12:45 

45 min 

6 

313 

F 

10 m 

17/09/1942 

1/07/1943 

12:00 

12:45 

45 min 

7 

314 

M 

75 

23/01/1868 

6/07/1943 

12:45 

13:30 

45 min 

8 

315 

F 

45 

1/10/1898 

6/07/1943 

13:30 

14:15 

45 min 

9 

316 

F 

1 d 

6/07/1943 

6/07/1943 

13:30 

14:15 

45 min 

10 

317 

M 

56 

3/12/1887 

6/07/1943 

14:15 

16:45 

150 min 

11 

318 

M 

2 m 

12/05/1943 

6/07/1943 

15:10 

16:45 

95 min 


Table XIV: 12 July 1943 


# 

No. 

Sex 

Age 

Date of Birth 

Date of Death 

Start 

End 

Duration 

1 

319 

F 

66 

12/10/1877 

7/07/1943 

08:15 

09:00 

45 min 

2 

320 

F 

82 

6/12/1861 

7/07/1943 

09:00 

09:40 

40 min 

3 

321 

F 

80 

17/01/1863 

8/07/1943 

09:40 

10:30 

50 min 

4 

322 

M 

53 

5/06/1890 

7/07/1943 

10:30 

11:15 

45 min 

5 

323 

F 

65 

5/07/1878 

8/07/1943 

11:15 

11:55 

40 min 

6 

324 

M 

61 

26/07/1882 

10/07/1943 

11:55 

12:50 

55 min 

7 

325 

F 

8 m 

15/11/1942 

11/07/1943 

11:55 

12:50 

55 min 

8 

326 

M 

82 

31/03/1861 

9/07/1943 

12:50 

13:35 

45 min 

9 

327 

F 

80 

28/10/1863 

9/07/1943 

13:35 

14:30 

55 min 


Table XV: 16 July 1943 


# 

No. 

Sex 

Age 

Date of Birth 

Date of Death 

Start 

End 

Duration 

1 

328 

M 

69 

29/06/1874 

12/07/1943 

10:30 

11:30 

60 min 

2 

329 

M 

91 

29/10/1852 

13/07/1943 

11:30 

12:30 

60 min 

3 

330 

M 

10 d 

5/07/1943 

15/07/1943 

11:30 

12:30 

60 min 

4 

331 

M 

80 

10/05/1863 

16/07/1943 

12:30 

13:30 

60 min 

5 

332 

M 

15 m 

24/04/1942 

14/07/1943 

12:30 

13:30 

60 min 

6 

333 

F 

61 

14/05/1882 

16/07/1943 

13:30 

14:50 

80 min 

7 

334 

M 

18 m 

30/01/1942 

16/07/1943 

13:30 

14:50 

80 min 

8 

335 

M 

90 

3/11/1853 

16/07/1943 

15:00 

16:20 

80 min 
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Table XVI: 22 July 1943 


# 

No. 

Sex 

Age 

Date of Birth 

Date of Death 

Start 

End 

Duration 

1 

336 

F 

27 

7/07/1916 

21/07/1943 

08:15 

09:15 

60 min 

2 

337 

M 

78 

5/05/1865 

21/07/1943 

09:15 

10:00 

45 min 

3 

338 

M 

63 

17/04/1880 

18/07/1943 

10:00 

10:45 

45 min 

4 

339 

M 

14 m 

27/05/1942 

21/07/1943 

10:00 

10:45 

45 min 

5 

340 

M 

83 

17/11/1860 

19/07/1943 

10:45 

11:25 

40 min 

6 

341 

F 

3 m 

21/04/1943 

18/07/1943 

10:45 

11:25 

40 min 

7 

342 

M 

44 

1/08/1899 

20/07/1943 

11:25 

12:20 

55 min 

8 

343 

F 

70 

13/10/1873 

19/07/1943 

12:20 

13:00 

40 min 

9 

344 

F 

87 

7/11/1856 

19/07/1943 

13:00 

14:00 

60 min 

10 

345 

M 

70 

6/08/1873 

22/07/1943 

14:30 

16:00 

90 min 


Table XVII: 28 July 1943 


# 

No. 

Sex 

Age 

Date of Birth 

Date of Death 

Start 

End 

Duration 

1 

346 

F 

81 

12/08/1862 

23/07/1943 

08:30 

09:05 

35 min 

2 

347 

M 

78 

10/03/1865 

25/07/1943 

09:05 

10:05 

60 min 

3 

348 

M 

67 

5/08/1876 

25/07/1943 

10:05 

11:10 

65 min 

4 

349 

M 

46 

12/06/1897 

25/07/1943 

11:10 

12:30 

80 min 

5 

350 

F 

74 

25/03/1869 

25/07/1943 

12:30 

13:15 

45 min 

6 

351 

M 

66 

26/02/1877 

28/07/1943 

13:15 

14:45 

90 min 


Table XVIII: 2 August 1943 


# 

No. 

Sex 

Age 

Date of Birth 

Date of Death 

Start 

End 

Duration 

1 

352 

M 

70 

29/01/1873 

29/07/1943 

09:30 

10:30 

60 min 

2 

353 

F 

67 

13/12/1876 

30/07/1943 

10:30 

11:15 

45 min 

3 

354 

F 

86 

11/04/1857 

1/08/1943 

11:15 

12:00 

45 min 

4 

355 

F 

81 

27/08/1862 

1/08/1943 

12:00 

12:45 

45 min 

5 

356 

F 

71 

20/07/1872 

2/08/1943 

12:45 

13:55 

70 min 


Table XIX: 9 August 1943 


# 

No. 

Sex 

Age 

Date of Birth 

Date of Death 

Start 

End 

Duration 

1 

358 

M 

22 

26/05/1921 

7/08/1943 

03:05 

04:00 

55 min 

2 

359 

M 

5 m 

5/03/1943 

6/08/1943 

04:00 

04:30 

30 min 

3 

360 

M 

3 m 

21/05/1943 

7/08/1943 

04:00 

04:30 

30 min 

4 

361 

M 

1 m 

16/07/1943 

6/08/1943 

04:00 

04:30 

30 min 

5 

362 

F 

1 m 

11/07/1943 

6/08/1943 

04:50 

/ 

/ 


Table XX: 16 August 1943 


# 

No. 

Sex 

Age 

Date of Birth 

Date of Death 

Start 

End 

Duration 

1 

363 

F 

78 

15/01/1865 

13/08/1943 

09:00 

09:55 

55 min 

2 

364 

M 

75 

3/10/1868 

14/08/1943 

09:55 

10:45 

50 min 

3 

365 

F 

34 m 

30/10/1940 

12/08/1943 

09:55 

10:45 

50 min 

4 

366 

M 

26 

11/03/1917 

15/08/1943 

10:45 

11:35 

50 min 

5 

367 

M 

61 

15/05/1882 

15/08/1943 

11:35 

12:15 

40 min 

6 

368 

M 

84 

16/05/1859 

14/08/1943 

12:20 

13:30 

70 min 

7 

369 

M 

2 

23/08/1941 

16/08/1943 

12:20 

13:30 

70 min 
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Table XXI: 20 August 1943 


# 

No. 

Sex 

Age 

Date of Birth 

Date of Death 

Start 

End 

Duration 

1 

370 

F 

59 

24/09/1884 

19/08/1943 

10:00 

11:00 

60 min 

2 

371 

M 

53 

31/12/1890 

18/08/1943 

11:00 

11:40 

40 min 

3 

372 

M 

3 

19/08/1940 

17/08/1943 

11:40 

12:20 

40 min 

4 

373 

M 

2 

31/08/1941 

18/08/1943 

11:40 

12:20 

40 min 


Table XXII: 23 August 1943 


# 

No. 

Sex 

Age 

Date of Birth 

Date of Death 

Start 

End 

Duration 

1 

374 

M 

71 

14/02/1872 

21/08/1943 

14:15 

15:05 

50 min 

2 

375 

M 

68 

7/07/1875 

22/08/1943 

15:05 

16:00 

55 min 

3 

376 

M 

2 m 

26/06/1943 

21/08/1943 

16:00 

16:20 

20 min 

4 

377 

? 

1 d 

21/08/1943 

21/08/1943 

16:00 

16:20 

20 min 

5 

378 

F 

66 

7/02/1877 

23/08/1943 

16:20 

16:55 

35 min 


Table XXIII: 1 September 1943 


# 

No. 

Sex 

Age 

Date of Birth 

Date of Death 

Start 

End 

Duration 

1 

382 

F 

78 

3/04/1865 

30/08/1943 

08:30 

09:10 

40 min 

2 

383 

M 

16 

2/08/1927 

31/08/1943 

09:10 

09:50 

40 min 

3 

384 

M 

16 

14/06/1927 

31/08/1943 

09:50 

10:35 

45 min 

4 

385 

F 

50 

22/06/1893 

28/08/1943 

10:40 

11:35 

55 min 

5 

386 

F 

1 d 

31/08/1943 

31/08/1943 

11:00 

11:35 

35 min 

6 

387 

F 

42 

20/07/1901 

30/08/1943 

11:35 

12:15 

40 min 

7 

388 

M 

82 

27/11/1861 

31/08/1943 

12:20 

13:20 

60 min 

8 

389 

F 

71 

25/06/1872 

31/08/1943 

13:20 

14:00 

40 min 

9 

390 

M 

79 

25/12/1864 

31/08/1943 

14:05 

15:05 

60 min 


Table XXIV: 13 September 1943 


# 

No. 

Sex 

Age 

Date of Birth 

Date of Death 

Start 

End 

Duration 

1 

394 

F 

54 

30/06/1889 

9/09/1943 

08:30 

09:20 

50 min 

2 

395 

M 

58 

6/11/1885 

8/09/1943 

09:20 

10:05 

45 min 

3 

396 

M 

54 

1/07/1889 

10/09/1943 

10:10 

11:00 

50 min 

4 

397 

F 

63 

29/07/1880 

13/09/1943 

11:00 

11:40 

40 min 

5 

398 

M 

2 m 

6/07/1943 

12/09/1943 

11:40 

12:30 

50 min 

6 

399 

? 

1 d 

10/09/1943 

10/09/1943 

11:40 

12:30 

50 min 


Table XXV: 4 October 1943 


# 

No. 

Sex 

Age 

Date of Birth 

Date of Death 

Start 

End 

Duration 

1 

409 

M 

86 

21/06/1857 

29/09/1943 

09:00 

09:30 

30 min 

2 

410 

M 

31 

19/02/1912 

1/10/1943 

09:30 

10:30 

60 min 

3 

411 

M 

70 

20/01/1873 

2/10/1943 

10:30 

11:20 

50 min 

4 

412 

M 

77 

6/12/1866 

4/10/1943 

11:20 

12:20 

60 min 


Table XXVI: 13 October 1943 


# 

No. 

Sex 

Age 

Date of Birth 

Date of Death 

Start 

End 

Duration 

1 

416 

F 

35 

23/12/1908 

9/10/1943 

08:30 

09:00 

30 min 

2 

417 

M 

58 

10/04/1885 

10/10/1943 

09:00 

10:10 

70 min 

3 

418 

F 

66 

7/03/1877 

9/10/1943 

10:10 

10:40 

30 min 

4 

419 

M 

65 

12/09/1878 

13/10/1943 

10:40 

11:50 

70 min 

5 

420 

M 

2 m 

26/08/1943 

13/10/1943 

10:45 

11:50 

65 min 
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Table XXVII: 18 October 1943 


# 

No. 

Sex 

Age 

Date of Birth 

Date of Death 

Start 

End 

Duration 

1 

421 

M 

45 

26/02/1898 

17/10/1943 

03:00 

03:20 

20 min 

2 

422 

F 

13 m 

7/09/1942 

17/10/1943 

03:20 

04:00 

40 min 

3 

423 

F 

59 

10/10/1884 

18/10/1943 

04:00 

04:20 

20 min 

4 

424 

F 

2 m 

26/08/1943 

14/10/1943 

04:20 

05:00 

40 min 


Table XXVIII: 22 October 1943 


# 

No. 

Sex 

Age 

Date of Birth 

Date of Death 

Start 

End 

Duration 

1 

425 

F 

88 

27/4/1855 

19/10/1943 

08:30 

09:00 

30 min 

2 

426 

M 

69 

22/1/1874 

19/10/1943 

09:00 

10:00 

60 min 

3 

427 

M 

43 

23/2/1900 

19/10/1943 

10:00 

11:00 

60 min 

4 

428 

F 

73 

6/6/1870 

20/10/1943 

11:00 

11:45 

45 min 

5 

429 

M 

62 

28/2/1881 

20/10/1943 

11:45 

12:30 

45 min 

6 

430 

M 

72 

9/4/1871 

21/10/1943 

12:30 

13:00 

30 min 

7 

431 

M 

84 

2/5/1859 

22/10/1943 

13:00 

/ 

/ 


Table XXIX: 3 November 1943 


# 

No. 

Sex 

Age 

Date of Birth 

Date of Death 

Start 

End 

Duration 

1 

437 

M 

58 

18/02/1885 

31/10/1943 

08:35 

09:15 

40 min 

2 

438 

M 

77 

20/05/1866 

29/10/1943 

09:15 

10:15 

60 min 

3 

439 

M 

62 

10/07/1881 

2/11/1943 

10:15 

10:50 

45 min 

4 

440 

F 

79 

27/12/1864 

31/10/1943 

10:50 

11:35 

45 min 

5 

441 

F 

78 

27/07/1865 

1/11/1943 

11:35 

12:05 

30 min 

6 

442 

F 

76 

1/06/1867 

2/11/1943 

12:05 

13:00 

55 min 

7 

443 

F 

25 

24/04/1918 

1/11/1943 

13:00 

14:00 

60 min 


2) List of Cremations at the Terezin Crematorium 

A) Summary Data 


Table I: Summary of Cremations 


Date 

dd/mm/yyyy 

Furnace no. 

# 

St 

M 

2X 

F 

Average Duration 
[min] 

Coffin numbers 

3/10/1943 

IV 

22 

10 

12 

34 

19527-19548 

4/10/1943 

IV 

24 

12 

12 

35 

19549-19572 

5/10/1943 

IV 

24 

12 

12 

35 

19573-19596 

6/10/1943 

IV 

24 

12 

12 

35 

19597-19620 

7/10/1943 

IV 

10 

5 

5 

61 

19621-19630 

8/10/1943 

IV 

20 

10 

10 

35 

19631-19650 

10/10/1943 

IV 

17 

6 

11 

31 

19651-19667 

11/10/1943 

IV 

25 

9 

16 

32 

19668-19692 

12/10/1943 

IV 

25 

11 

14 

32 

19693-19717 

13/10/1943 

IV 

24 

15 

9 

33 

19718-19741 

14/10/1943 

IV 

7 

4 

3 

50 

19742-19748 

15/10/1943 

IV 

6 

3 

3 

38 

19749-19754 

16/10/1943 

IV 

14 

6 

8 

36 

19755-19768 

17/10/1943 

IV 

24 

12 

12 

34 

19769-19792 

18/10/1943 

IV 

24 

10 

14 

35 

19793-19816 

19/10/1943 

IV 

24 

10 

14 

35 

19817-19840 

20/10/1943 

IV 

24 

10 

14 

34 

19841-19864 
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Date 

dd/mm/yyyy 

Furnace no. 

# 

Sc 

M 

F 

Average Duration 
[min] 

Coffin numbers 

21/10/1943 

IV 

10 

6 

4 

37 

19865-19874 

22/10/1943 

IV 

16 

8 

8 

40 

19875-19890 

23/10/1943 

IV 

10 

4 

6 

36 

19891-19900 

24/10/1943 

IV 

17 

7 

10 

42 

19901-19929 

24/10/1943 

II 

14 

6 

8 

42 

19907-19931 

25/10/1943 

II 

8 

6 

2 

45 

19932-19939 

25/10/1943 

III 

11 

3 

8 

37 

19940-19950 

26/10/1943 

III 

18 

6 

12 

43 

19951-19968 

27/10/1943 

III 

20 

6 

14 

39 

19969-19988 

28/10/1943 

III 

12 

6 

6 

35 

19989-20000 

29/10/1943 

III 

18 

9 

9 

39 

20001-20018 

31/10/1943 

III 

6 

3 

3 

42 

20019-20023 

1/11/1943 

III 

16 

6 

10 

37 

20024-20039 

2/11/1943 

III 

17 

4 

13 

37 

20040-20056 

3/11/1943 

III 

7 

1 

6 

35 

20057-20063 

4/11/1943 

III 

17 

9 

8 

36 

20064-20080 

5/11/1943 

III 

17 

12 

5 

38 

20081-20097 

6/11/1943 

III 

23 

14 

9 

34 

20098-20120 

8/11/1943 

III 

22 

11 

11 

33 

20121-20142 

9/11/1943 

III 

23 

10 

13 

32 

20143-20165 

10/11/1943 

III 

22 

11 

11 

33 

20166-20187 

12/11/1943 

III 

10 

3 

7 

41 

20188-20197 

13/11/1943 

III 

18 

12 

6 

39 

20198-20215 

15/11/1943 

III 

27 

12 

15 

35 

20216-20242 

Total 

717 

332 

385 




B) List of Cremations at the Crematorium at Terezin 

Containing at least 24 consecutive cremations. 


Table II: 4 October 1943 - Furnace no. IV 


# 

Start (time) 

End (time) 

Duration [min] 

Sex 

Coffin number 

1 

06:00 

06:50 

50 

F 

19549 

2 

06:50 

07:30 

40 

M 

19550 

3 

07:30 

08:05 

35 

M 

19551 

4 

08:05 

08:40 

35 

F 

19552 

5 

08:40 

09:15 

35 

M 

19553 

6 

09:15 

09:50 

35 

F 

19554 

7 

09:50 

10:25 

35 

F 

19555 

8 

10:25 

11:00 

35 

F 

19556 

9 

11:00 

11:35 

35 

M 

19557 

10 

11:35 

12:05 

30 

F 

19558 

11 

12:05 

12:35 

30 

M 

19559 

12 

12:35 

13:00 

25 

F 

19560 

13 

13:00 

13:35 

35 

F 

19561 

14 

13:35 

14:10 

35 

M 

19562 

15 

14:10 

14:45 

35 

F 

19563 

16 

14:45 

15:20 

35 

M 

19564 

17 

15:20 

15:55 

35 

M 

19565 
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# 

Start (time) 

End (time) 

Duration [min] 

Sex 

Coffin number 

18 

15:55 

16:30 

35 

M 

19566 

19 

16:30 

17:05 

35 

F 

19567 

20 

17:05 

17:40 

35 

M 

19568 

21 

17:40 

18:15 

35 

M 

19569 

22 

18:15 

18:50 

35 

F 

19570 

23 

18:50 

19:25 

35 

M 

19571 

24 

19:25 

/ 

/ 

F 

19572 


Average Duration 

~35 min 




Table III: 5 October 1943 - Furnace no. IV 


# 

Start (time) 

End (time) 

Duration [min] 

Sex 

Coffin number 

1 

06:00 

06:50 

50 

F 

19573 

2 

06:50 

07:30 

40 

F 

19574 

3 

07:30 

08:05 

35 

M 

19575 

4 

08:05 

08:35 

30 

F 

19576 

5 

08:35 

09:10 

35 

M 

19577 

6 

09:10 

09:40 

30 

F 

19578 

7 

09:40 

10:15 

35 

M 

19579 

8 

10:15 

10:45 

30 

F 

19580 

9 

10:45 

11:15 

30 

M 

19581 

10 

11:15 

11:45 

30 

F 

19582 

11 

11:45 

12:15 

30 

M 

19583 

12 

12:15 

13:00 

45 

F 

19584 

13 

13:00 

13:35 

35 

F 

19585 

14 

13:35 

14:10 

35 

M 

19586 

15 

14:10 

14:45 

35 

F 

19587 

16 

14:45 

15:20 

35 

M 

19588 

17 

15:20 

15:55 

35 

M 

19589 

18 

15:55 

16:30 

35 

M 

19590 

19 

16:30 

17:05 

35 

F 

19591 

20 

17:05 

17:40 

35 

M 

19592 

21 

17:40 

18:15 

35 

F 

19593 

22 

18:15 

18:50 

35 

M 

19594 

23 

18:50 

19:25 

35 

M 

19595 

24 

19:25 

/ 

/ 

F 

19596 


Average Duration 

~35 min 




Table IV: 6 October 1943 - Furnace no. IV 


# 

Start (time) 

End (time) 

Duration [min] 

Sex 

Coffin number 

1 

06:30 

07:05 

35 

F 

19597 

2 

07:05 

07:45 

40 

M 

19598 

3 

07:45 

08:15 

30 

F 

19599 

4 

08:15 

08:45 

30 

F 

19600 

5 

08:45 

09:15 

30 

F 

10601 

6 

09:15 

09:40 

25 

F 

19602 

7 

09:40 

10:10 

30 

F 

19603 

8 

10:10 

10:35 

25 

F 

19604 

9 

10:35 

11:20 

45 

M 

19605 

10 

11:20 

11:45 

25 

F 

19606 

11 

11:45 

12:15 

30 

F 

19607 
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# 

Start (time) 

End (time) 

Duration [min] 

Sex 

Coffin number 

12 

12:15 

12:50 

35 

M 

19608 

13 

12:50 

13:30 

40 

F 

19609 

14 

13:30 

14:10 

40 

M 

19610 

15 

14:10 

14:45 

35 

F 

19611 

16 

14:45 

15:20 

35 

F 

19612 

17 

15:20 

15:55 

35 

M 

19613 

18 

15:55 

16:30 

35 

F 

19614 

19 

16:30 

17:05 

35 

M 

19615 

20 

17:05 

17:40 

35 

F 

19616 

21 

17:40 

18:15 

35 

M 

19617 

22 

18:15 

18:50 

35 

M 

19618 

23 

18:50 

19:25 

35 

M 

19619 

24 

19:25 

/ 

/ 

M 

19620 


Average Duration 

~34 min 




Table V: 11 October 1943 - Furnace no. IV 


# 

Start (time) 

End (time) 

Duration [min] 

Sex 

Coffin number 

1 

06:00 

06:30 

30 

F 

19668 

2 

06:30 

07:00 

30 

F 

19669 

3 

07:00 

07:30 

30 

F 

19670 

4 

07:30 

08:05 

35 

M 

19671 

5 

08:05 

08:40 

35 

F 

19672 

6 

08:40 

09:15 

35 

M 

19674 

7 

09:15 

09:50 

35 

F 

19675 

8 

09:50 

10:25 

35 

M 

19675 

9 

10:25 

11:00 

35 

F 

19676 

10 

11:00 

11:35 

35 

M 

19677 

11 

11:35 

12:10 

35 

F 

19678 

12 

12:10 

12:45 

35 

F 

19679 

13 

12:45 

13:00 

15 

M 

19680 

14 

13:00 

13:35 

35 

F 

19681 

15 

13:35 

14:10 

35 

F 

19682 

16 

14:10 

14:45 

35 

F 

19683 

17 

14:45 

15:20 

35 

M 

19684 

18 

15:20 

15:55 

35 

F 

19685 

19 

15:55 

16:30 

35 

M 

19686 

20 

16:30 

17:00 

30 

F 

19687 

21 

17:00 

17:30 

30 

M 

19688 

22 

17:30 

18:00 

30 

F 

19689 

23 

18:00 

18:30 

30 

F 

19690 

24 

18:30 

19:00 

30 

F 

19691 

25 

19:00 

19:30 

30 

M 

19692 


Average Duration 

~32 min 




Table VI: 12 October 1943 - Furnace no. IV 


# 

Start (time) 

End (time) 

Duration [min] 

Sex 

Coffin number 

1 

06:00 

06:30 

30 

F 

19693 

2 

06:30 

07:00 

30 

F 

19694 

3 

07:00 

07:30 

30 

F 

19695 

4 

07:30 

08:00 

30 

M 

19696 
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# 

Start (time) 

End (time) 

Duration [min] 

Sex 

Coffin number 

5 

08:00 

08:30 

30 

M 

19697 

6 

08:30 

09:00 

30 

F 

19698 

7 

09:00 

09:30 

30 

F 

19699 

8 

09:30 

10:00 

30 

M 

19700 

9 

10:00 

10:30 

30 

F 

19701 

10 

10:30 

11:00 

30 

M 

19702 

11 

11:00 

11:55 

55 

M 

19703 

12 

11:55 

12:30 

35 

F 

19704 

13 

12:30 

13:00 

30 

M 

19705 

14 

13:00 

13:35 

35 

F 

19706 

15 

13:35 

14:10 

35 

F 

19707 

16 

14:10 

14:40 

30 

F 

19708 

17 

14:40 

15:15 

35 

M 

19709 

18 

15:15 

15:45 

30 

F 

19710 

19 

15:45 

16:20 

35 

M 

19711 

20 

16:20 

16:50 

30 

F 

19712 

21 

16:50 

17:25 

35 

M 

19713 

22 

17:25 

17:55 

30 

F 

19714 

23 

17:55 

18:30 

35 

M 

19715 

24 

18:30 

19:00 

30 

F 

19716 

25 

19:00 

/ 

/ 

M 

19717 


Average Duration 

-32 min 




Table VII: 13 October 1943 - Furnace no. IV 


# 

Start (time) 

End (time) 

Duration [min] 

Sex 

Coffin number 

1 

06:00 

06:30 

30 

F 

19718 

2 

06:30 

07:05 

35 

M 

19719 

3 

07:05 

07:35 

30 

F 

19720 

4 

07:35 

08:10 

35 

M 

19721 

5 

08:10 

08:40 

30 

F 

19722 

6 

08:40 

09:15 

35 

M 

19723 

7 

09:15 

09:45 

30 

F 

19724 

8 

09:45 

10:20 

35 

M 

19725 

9 

10:20 

10:50 

30 

F 

19726 

10 

10:50 

11:25 

35 

M 

19727 

11 

11:25 

12:00 

35 

M 

19728 

12 

12:00 

12:40 

40 

M 

19729 

13 

13:00 

13:35 

35 

M 

19730 

14 

13:35 

14:10 

35 

F 

19731 

15 

14:10 

14:40 

30 

M 

19732 

16 

14:40 

15:10 

30 

M 

19733 

17 

15:10 

15:40 

30 

M 

19734 

18 

15:40 

16:15 

35 

F 

19735 

19 

16:15 

16:50 

35 

M 

19736 

20 

16:50 

17:20 

30 

M 

19737 

21 

17:20 

17:50 

30 

M 

19738 

22 

17:50 

18:25 

35 

M 

19739 

23 

18:25 

19:00 

35 

F 

19740 

24 

19:00 

/ 

/ 

F 

19741 


Average Duration 

-33 min 
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Table VIII: 17 October 1943 - Furnace no. IV 


# 

Start (time) 

End (time) 

Duration [min] 

Sex 

Coffin number 

1 

06:15 

06:45 

30 

F 

19769 

2 

06:45 

07:20 

35 

M 

19770 

3 

07:20 

08:00 

40 

M 

19771 

4 

08:00 

08:30 

30 

F 

19772 

5 

08:30 

09:00 

30 

M 

19773 

6 

09:00 

09:30 

30 

F 

19774 

7 

09:30 

10:00 

30 

F 

19775 

8 

10:00 

10:40 

40 

M 

19776 

9 

10:40 

11:10 

30 

F 

19777 

10 

11:10 

11:40 

30 

M 

19778 

11 

11:40 

12:10 

30 

F 

19779 

12 

12:10 

12:45 

35 

M 

19780 

13 

12:45 

13:20 

35 

F 

19781 

14 

13:20 

13:55 

35 

F 

19782 

15 

13:55 

14:30 

35 

F 

19783 

16 

14:30 

15:05 

35 

M 

19784 

17 

15:05 

15:40 

35 

F 

19785 

18 

15:40 

16:15 

35 

M 

19786 

19 

16:15 

16:50 

35 

F 

19787 

20 

16:50 

17:25 

35 

M 

19788 

21 

17:25 

18:00 

35 

M 

19789 

22 

18:00 

18:35 

35 

F 

19790 

23 

18:35 

19:10 

35 

M 

19791 

24 

19:10 

/ 

/ 

M 

19792 


Average Duration 

~34 min 




Table IX: 18 October 1943 - Furnace no. IV 


# 

Start (time) 

End (time) 

Duration [min] 

Sex 

Coffin number 

1 

06:00 

06:50 

50 

F 

19793 

2 

06:50 

07:30 

40 

F 

19794 

3 

07:30 

08:05 

35 

M 

19795 

4 

08:05 

08:40 

35 

F 

19796 

5 

08:40 

09:15 

35 

M 

19797 

6 

09:15 

09:50 

35 

F 

19798 

7 

09:50 

10:25 

35 

F 

19799 

8 

10:25 

11:00 

35 

F 

19800 

9 

11:00 

11:30 

30 

F 

19801 

10 

11:30 

12:00 

30 

M 

19802 

11 

12:00 

12:30 

30 

F 

19803 

12 

12:30 

13:00 

30 

M 

19804 

13 

13:00 

13:35 

35 

F 

19805 

14 

13:35 

14:10 

35 

M 

19806 

15 

14:10 

14:45 

35 

F 

19807 

16 

14:45 

15:20 

35 

M 

19808 

17 

15:20 

15:55 

35 

F 

19809 

18 

15:55 

16:30 

35 

M 

19810 

19 

16:30 

17:05 

35 

F 

19811 

20 

17:05 

17:40 

35 

M 

19812 

21 

17:40 

18:15 

35 

F 

19813 
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# 

Start (time) 

End (time) 

Duration [min] 

Sex 

Coffin number 

22 

18:15 

18:50 

35 

M 

19814 

23 

18:50 

19:25 

35 

F 

19815 

24 

19:25 

/ 

/ 

M 

19816 


Average Duration 

~35 min 




Table X: 19 October 1943 - Furnace no. IV 


# 

Start (time) 

End (time) 

Duration [min] 

Sex 

Coffin number 

1 

06:00 

06:45 

45 

M 

19817 

2 

06:45 

07:20 

35 

M 

19818 

3 

07:20 

07:50 

30 

M 

19819 

4 

07:50 

08:25 

35 

F 

19820 

5 

08:25 

09:00 

35 

M 

19821 

6 

09:00 

09:30 

30 

F 

19822 

7 

09:30 

10:05 

35 

M 

19823 

8 

10:05 

10:35 

30 

F 

19824 

9 

10:35 

11:10 

35 

M 

19825 

10 

11:10 

11:45 

35 

F 

19826 

11 

11:45 

12:20 

35 

F 

19827 

12 

12:20 

13:00 

40 

M 

19828 

13 

13:00 

13:25 

35 

M 

19829 

14 

13:35 

14:10 

35 

F 

19830 

15 

14:10 

14:45 

35 

F 

19831 

16 

14:45 

15:20 

35 

F 

19832 

17 

15:20 

15:55 

35 

M 

19833 

18 

15:55 

16:30 

35 

F 

19834 

19 

16:30 

17:05 

35 

F 

19835 

20 

17:05 

17:40 

35 

F 

19836 

21 

17:40 

18:15 

35 

M 

19837 

22 

18:15 

18:50 

35 

F 

19838 

23 

18:50 

19:25 

35 

F 

19839 

24 

19:25 

/ 

/ 

F 

19840 


Average Duration 

~35 min 




Table XI: 20 October 1943 - Furnace no. IV 


# 

Start (time) 

End (time) 

Duration [min] 

Sex 

Coffin number 

1 

06:00 

06:35 

35 

F 

19841 

2 

06:35 

07:10 

35 

F 

19842 

3 

07:10 

07:45 

35 

F 

19843 

4 

07:45 

08:20 

35 

M 

19844 

5 

08:20 

08:55 

35 

F 

19845 

6 

08:55 

09:30 

35 

M 

19846 

7 

09:30 

10:00 

30 

F 

19847 

8 

10:00 

10:35 

35 

F 

19848 

9 

10:35 

11:20 

35 

M 

19849 

10 

11:20 

12:00 

40 

M 

19850 

11 

12:00 

12:35 

35 

M 

19851 

12 

12:35 

13:00 

25 

F 

19852 

13 

13:00 

13:35 

35 

F 

19853 

14 

13:35 

14:10 

35 

F 

19854 

15 

14:10 

14:45 

35 

M 

19855 
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# 

Start (time) 

End (time) 

Duration [min] 

Sex 

Coffin number 

16 

14:45 

15:20 

35 

F 

19856 

17 

15:20 

15:55 

35 

F 

19857 

18 

15:55 

16:30 

35 

M 

19858 

19 

16:30 

17:05 

35 

F 

19859 

20 

17:05 

17:40 

35 

F 

19860 

21 

17:40 

18:15 

35 

M 

19861 

22 

18:15 

18:50 

35 

F 

19862 

23 

18:50 

19:25 

35 

M 

19863 

24 

19:25 

/ 

/ 

M 

19864 


Average Duration 

~34 min 




Table XII: 15 November 1943 - Furnace no. Ill 


# 

Start (time) 

End (time) 

Duration [min] 

Sex 

Coffin number 

1 

04:30 

05:10 

40 

F 

20216 

2 

05:10 

05:40 

30 

F 

20217 

3 

05:40 

06:15 

35 

F 

20218 

4 

06:15 

06:45 

30 

M 

20219 

5 

06:45 

07:15 

30 

F 

20220 

6 

07:15 

07:45 

30 

F 

20221 

7 

07:45 

08:15 

30 

F 

20222 

8 

08:15 

08:45 

30 

M 

20223 

9 

08:45 

09:15 

30 

M 

20224 

10 

09:15 

09:45 

30 

F 

20225 

11 

09:45 

10:15 

30 

M 

20226 

12 

10:15 

10:45 

30 

F 

20227 

13 

10:45 

11:15 

30 

M 

20228 

14 

11:15 

11:40 

25 

M 

20229 

15 

11:40 

12:10 

30 

F 

20230 

16 

12:10 

12:35 

25 

M 

20231 

17 

12:35 

(13:10) 

35 

F 

20232 

18 

12:30 

13:10 

40 

M 

20233 

19 

13:10 

13:50 

40 

F 

20234 

20 

13:50 

14:30 

40 

M 

20235 

21 

14:30 

15:10 

40 

F 

20236 

22 

15:10 

15:50 

40 

M 

20237 

23 

15:50 

16:30 

40 

F 

20238 

24 

16:30 

17:10 

40 

M 

20239 

25 

17:10 

17:50 

40 

F 

20240 

26 

17:50 

18:30 

40 

M 

20241 

27 

18:30 

/ 

/ 

F 

20242 


Average Duration 

~35 min 
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3) Summary of the Topf Company’s Activities at Auschwitz- 
Birkenau 

The Topf Company’s area of activities was not strictly limited to crematoria, as outlined in 
Section II of this study. It extended into two other important areas: ventilation systems and 
disinfestations with hot air. The table below lists almost all deliveries ever made, and projects 
carried out, by Topf at the Auschwitz-Birkenau camp. These activities yielded a turnover of 
more than 240,000 Reichsmarks to this Erfurt firm. Where data are unknown, the respective 
cell was left blank. Date format is dd/mm/yyyy. 


Invoice 

Date 

Order No. 

Amount 

RM 

Date of Cost 
Estimate 

Object 

Building* 

27/08/1940 


10,679 

17/4/1940 

Furnace no. 1 

KI 


40 D 945 

146 

9/10/1940 

(A) 

-11 muffle-grate bars - 200 
kg of compressed Monolite 

KI 


40 D 1090 

7,753 

13/11/1940 

furnace no. 2 

KI 

7/01/1941 

41 D 38 

300 



KI 

15/01/1941 

41 D73 

444 


sending a technician 

KI 


41 D 112 

180 


2 gasifier doors 

KI 


41 D 291 

300 



KI 

05/08/1941 

41 D 719 




KI 

16/12/1941 

41 D 1980 

7,518.10 

25/9/1941 

Furnace no. 3 

KI 


41 D 2434/2 

71 


repair work - 27/11 to 
4/12/1941; 18 to 26/12/1941 

KI 

06/06/1942 


251.50 


installation work 

KI 

12/11/1942 

42 D 1447 

355.62 


sending a technician 

KII 

20/11/1942 

41 D 2435 

1045.50 


sending a technician for the 
foundation of KIV 

KIV 

27/01/1943 

41 D 2249 

51,237 

4/11/1941 

5 triple-muffle furnaces 

KII 

22/02/1943 

42 D 243 

7,820 


ventilation system 

KII 

22/02/1943 

42 D 243/1 

921.60 


Messing - installation of 
forced-draft blowers 

KII 

22/02/1943 

42 D 1454 

112 


Koch - installation work 
from 18 to 21/1/1943 


23/03/1943 

42 D 1422/3 

3,258 


- 4 ash chamber doors - 
8,700 kg of rock wool - 4 
gasifier grates 

KIV & V 

23/03/1943 

43 D 145/1 

908 


Demag-Elektrozug (provi¬ 
sional freight elevator) 

KII 

28/04/1943 

42 D 1454 

1,128 


installation work 1 - 
28/4/1943 


05/04/1943 

41 D 2435 

27,632.30 


2 eight-muffle furnaces 

KIV & V 

24/05/1943 


522 


three-phase engine 


27/05/1943 

42 D 1454/1 

53,702 

30/9/1942 

5 triple-muffle furnaces 

Kill 

27/05/1943 

42 D 1520 

7,820 


ventilation system 

Kill 

27/05/1943 

41 D 2249 & 

42 D 243 

916 


Messing 


27/05/1943 


40.60 


steel types (Stahltypen) 


27/05/1943 

41 D 314/15 

1,884 


ventilation system 

KI 

11/06/1943 

43 D 219 

1,070 


Warm-air-supply duct 
( Warmluftzufuhrung ) 

KII 

16/06/1943 


1,348 


extension ( Erweiterung ) 

KII & III 
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16/06/1943 


842 


work in the crematorium 


30/06/1943 

42 D 243/1 

1,583 


Messing - installation work 

1 through 30/4/1943 


30/06/1943 


1,255 


sending a technician 


15/07/1943 


968 


housing for blowers 

KII & III 

23/08/1943 

43 D 150 

5,791 

5/2/1943 

waste incinerator ( Mull- Ver- 
brennungsofen ) 

Kill 

23/08/1943 


365 


installation & travel ex¬ 
penses 

Kill 

19/10/1943 

43 D 204/1 

39,192 

5/2/1943 

disinfestation facility 
( Entwesungsanlage ) 

2** 

23/10/1943 


1,503.50 


installation work 


28/10/1943 


365 


installation work 


23/12/1943 

43 D 775 

2,524 


ventilation system 

KIV & V 

16/03/1944 


46 


6 rod thermometers 


25/03/1944 

43 D 145/3 

18,760 


2 electric freight elevators 

BW 14 


242,755.72 




* K = crematorium. ** Z = Zentralsauna 


4) Patents (and Patent Applications) by J.A. Topf & Sohne 

Patents on cremation furnaces are in italics.^ 44 


Ref. No. 

Country 

Pat. No. 

Object 

/ 

Germany 

324252 

Sargeeinfuhrvorrichtung fur Verbrennungsofen mit heb- 
und senkbarem Fahrgestell fur den Sargtrdger 

/ 

Germany 

493042 

Vorrichtung zum Nachverbrennen der Ruckstande in 
Leichenverbrennungsofen 

28/2 

Germany 

494136 

Ausfahrbarer Schlackenrost fur mit Unterwind betrie- 
bene Feuerungen 

34/2 

Germany 

561643 

Feuerbestattungsofen mit drehbaren Rosten 

31/12 

Germany 

576135 

Diisenplattenrost 

32/9 

Germany 

587149 

Verfahren u. Ofen zur Zuruckgewinnung von Blei und 
Kupferdraht aus Kabeln 

37/2 

Germany 

592658 

Saugduse 

35/1 

Germany 

608462 

Wendeschraube f. mech. Wendeapparate 

29/5 

Germany 

612193 

Verfahren z. gliechzeitigen Weichen und Ankeimen von 
Malz 

32/3 

Germany 

621449 

Luft- Zu- u. -Abfuhrungs-Vorrichtung an drehbaren Tro- 
ckentrommel m. Geschlossenem Aussenmantel 

34/1 

Germany 

633197 

Kegelformige Absperrvorrichtung 

38/1 

Germany 

638582 

Einascherungsofen 

35/2 

Germany 

651506 

Beluftungs-Einrichtung fur staubformige oder staubhal- 
tige Massengiiter 

36/2 

Germany 

659405 

Beschickungseinrichtung fur Einascherungsofen 

38/4 

Germany 

695325 

Mehrhorden-Malzdarre 

38/4 

Germany 

718946 

Mehrhorden-Malzdarre 

41/11 

Germany 

721513 

Gutbehalterauslauf fur Saugforderanlagen in Speichern 
mit Mehreren Gutbehaltern 


644 Thuringische Verwaltungsstelle - Kreisstelle Erfurt, Erfurt, Hindenburgstrasse. Patente der Firma 
J.A. Topf & Sohne, Erfurt, 20 November 1945. SE, 5/411 A 172. The list was completed with the re¬ 
sults of our research. 
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Ref. No. 

Country 

Pat. No. 

Object 

41/7 

Germany 

724940 

Verfahren und Vorrichtung zur selbsttatigen Beluftung 
von Getreideweichen mit mehreren Weichge- fassen 

41/4 

Germany 

724941 

Vorrichtung zur selbsttatigen Regelung der Arbeitsvor- 
gange von Kasten-Keimtrommeln 

41/8 

Germany 

728405 

Kuppelvorrichtung fur Kasten-Keimtrommeln 

41/6 

Germany 

728529 

Vorrichtung zum selbstandigen Regeln des Bewegungs- 
vorganges von Malzwendern, insbesondere von Keim- 
kasten 

41/12 

Germany 

733328 

Vorrichtung zum Pres sen und Impragnieren von Malz- 
keimen oder anderen landwirtschaftlichen Abfallstoffen 

/ 

Germania 

patent appl. 

Kontinuierlich arbeitender Leichen- Verbrennungsofen 
fur Massenbetrieb 

/ 

Germania 

patent appl. 

Luftgekiihlte Rostplatten fur Vorschubroste 

42/5 

Germania 

756205 

Ruckmelde- oder Sicherheitsschalter 

/ 

Germania 

861731 

Verfahren und Vorrichtung zur Verbrennung von Lei¬ 
chen, Kadavern und Teilen davon 

25/6 

USA 

1596977 

Kastentrommel 

30/17 

France 

710023 

Keimkasten mit fahrbarem Wender 

25/8 

Switzerland 

65465 

Kastentrommel 

41/18 

Switzerland 

216678 

Mehrhorden-Malzdarre 


5) Patent Applications by Department “DE” of J.A. Topf & 
Sohne 

Date format: dd/mm/yyyy . 645 


Ref. No. 

Protocol No. 

Object 

Request Date 

D 39/1 

T 52 739 V/24 f 

Mechanischer Stufenrost m. Wasserlaufkuhlung 

25/08/1939 

D 39/2 

T 52 961 V/24 f 

Rotbelag zu mechaniscehn Stufenrosten 

21/10/1939 

D 39/3 

T 53 166 V/24 d 

Einascherungsofen mit Doppelmuffel 

06/12/1939 

D 41/4 

T 56 022 V/24 f 

Mechanischer Vorschubrost mit gekrummten 
Rostplattentragern 

05/08/1941 

D 41/5 

T 56 340/V 24 f 

Mechanischer Zonen-Vorschub-Rost 

15/10/1941 

D 42/3 

T 58 240/V 24 d 

Kontinuerlich arbeitender Leichen- Verbrennungs¬ 
ofen fur Massenbetrieb 

05/11/1942 

D 42/4 

T 58 282/V24 f 

Luftgekuhlte Rostplatten fur mechanische Vor¬ 
schubroste 

16/11/1942 

D 42/6 

T 58 411 /V82 a 

Querstromtrockner fur kornige Brennstoffe u. 
ande- re Schuttgliter mit vor- u. nachgeschalteten- 
Mahlgang 

17/12/1942 

D 42/7 

T 58 449 ffl/30 c 

Muhle fur Brennstoffe u. andere Schtittguter 

17/12/1942 

D 43/1 

T 58 825 V/24 i 

Schornstein und Entltiftungsaufsatz 

10/3/1943 

D 44/1 

/ 

Verfahren zur mechanischen Langs- und Quer- 
schtirung des Brennstoffbettes bei mechanischen- 
Schiirrosten 

10/3/1944 


• Description of patents sent to the patent office of the German Reich: 

- Hochleistungsofen mit Aschendrehrost D.R.P. angem ., 1934. 

- Elektrisch betriebener Topf-Einascherungsofen D.R.P. angem., 1935. 


645 J.A. Topf & Sohne, Erfurt, Z. Zeitlaufende Patentanmeldungen “D ”, 20 November 1945. Source: 
www. top funds o ehne. de/media de/ 
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2. Glossary 


Abfall- Vernichtungs-Ofen 

Abgase 

Abgaskanale 

Abgasventilator 

Absperrschieber 

Absperrventil 

Achtmuffel-Einascherungsofen 

Anker 

Armaturen 

Asche-Urne, Ascheurne 

Ascheabkuhlkammer 

Ascheausbrennkammer 

Aschebehdlter 

Aschedrehrost 

Ascheentnahmerost 

Ascheentnahmetur 

Aschekapsel 

Aschekasten 

Aschenaufnahmebehdlter 

Aschenraum 

Aschenschrdge 

Aschentransportvorrichtung 

Auflager-Eisen 

Ausbrennraum 

Ausgluhrost 

ausseres Ziegelmauerwerk 

Befestigungs-Eisen 

Beharrungszustand 

Beheizung 

Beladung 

Belastung 

Beschickungseinrichtung 

Beschriftungs-Apparat 

Betriebsvorschrift 

Brenner 

Brenner einstellung 

Brennkammer 

Brennstoff 

Brennstofflager 

Brennstoffverbrauch 

Brikett 

D.R.P. (Deutsches Reichspatentamt) 

waste incinerator 
exhaust/smoke/flue gas 
exhaust/flue gas channels 
exhaust fan 
closing slider/damper 
closing valve 

eight-muffle cremation furnace 
anchor irons/rods, drawing rods 
fittings, displays 
ash urn 

ash-cooling chamber 

ash post-combustion chamber 

ash container 

tiltable ash grate 

ash-removal grate 

ash-removal door 

ash capsule, urn 

ash container 

ash container 

ash chamber 

ash slope 

ash-transport device 

supporting iron bars (transverse) 

chamber to complete combustion 

post-combustion grate 

external brick masonry 

holding iron bar 

steady state 

heating 

loading 

load, strain 

loading device 

labeling device 

operating instruction 

burner 

burner adjustment 
cremation chamber 
fuel 

fuel storage 
fuel consumption 
briquette 

patent office of the German Reich 


Dauerbetrieb continuous operation 

DIN (Deutsche Industrie-Norm; Deut- German industrial standard; since 1975: German In 
sches Institut fur Normung) stitute for Standardization 


direkte Eindscherung 

Doppelmuffel Eindscherungsofen 
Drahtseil 

direct cremation 

double-muffle cremation furnace 
wire cable 
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drehbare Asche-Sammelplatte 

Drehklappe 

Drehrost 

Drehrostplatte 

Drehscheibe 

Dreimuffel-Eindscherungsofen 

Druckluftleitung 

Dunsthaube 

Einascherung 

Einascherungsanlage 

Eindscherungskammer 

Eindscherungsofen 

Eindscherungsraum 

Eindscherungsverfahren 

Einfuhrrollen 

Einfiihrtrage 

Einfuhrtur 

Einfuhrungsschieber 

Einfuhrungstur 

Einfilhrungswanne 

Einmuffel-Einascherungsofen 

Entaschung 

Entwesungsofen 

Essengas 

Essenkanal 

Etageofen 

Exhaustor 

fahrbarer Ofen 

Fahrgestell 

Falschluft 

Feldofen 

feuerbestandig 

Feuerbestattung 

Feuerbestattungsofen 

Feuerbestattungsanlage 

Feuerbriicke 

feuerfest 

Feuertiir 

Feuerung 

Flachbettofen 

Flugaschefreie- Verbrennungsgase 
Flugasche 

Flugaschen-Entstaubungsanlage 

Formstein 

Frischluftventilator 

Fuchs 

Fuchseinsteigeschachtverschluss 

Fiihrungsrollen 

Fiillschachtverschluss 

Gasabzug 

gasbeheizt 

Gaserzeuger 

Gasfeuerung 

Gaskanal 


tiltable ash-collection grate 
rotary vane 
tiltable grate 
tiltable grate panel 
rotatable platform 
triple-muffle cremation furnace 
compressed-air conduits 
fume (extractor) hood 
cremation 
cremation facility 
cremation chamber 
cremation furnace 
cremation room/hall 
cremation method 
introduction rollers 
introduction stretcher 
introduction door 
introduction 
introduction door 
introduction tub 

single-muffle cremation furnace 

ash removal 

disinfestation furnace 

flue gas 

flue channel 

multi-story furnace 

exhauster, extraction fan 

mobile furnace 

chassis 

unwanted air 

field furnace 

fire-resistant 

cremation 

cremation furnace 

cremation facility 

flame arrestor 

fire-proof 

fire door/hearth door 
firing/firebox 
flatbed furnace 

combustion gases free of fly ash 
fly ash 

fly-ash-removal device 
cinder block 
fresh-air fan 
flue 

lid of flue access shaft 
guide rollers 
closure of loading shaft 
gas/smoke/exhaust duct 
gas-fired 

gas generator/gasifier 
gas-fired system 
gas channel 
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Gaskoks 

Geblase 

Gegengewicht 

Generator 

Generatorfullschacht 

Generatorfullschachtverschluss 

Generatorfulltur 

Generatorgase 

Generatorhals 

Generatorschacht 

geruchlos 

Gewolbe 

Gleis zur Beschickung der Ofen 
Gleis zur Kokszufuhr 
Gleittiir 

halbindirekte Einascherung 

Halbwolber 

Handwinde 

Hauptbrenner 

Hauptbrennraum 

Hauptfeuerung 

Hauptkanalschieber 

Hauptverbrennung 

Heisslufteinascherungsofen 

Heizflache 

Heizgase 

Heizkammer 

Heizschlange 

Heizspirale 

Heizspule 

Heizung 

Heizversuch 

Hochheizung 

Holzfeuerung 

Hilttenkoks 

indirekte Einascherung 

Isolierabsperrschieber 

Isoliermortel 

Isolierstein 

Isolierung 

Kamineinband 

Kaminfeuer 

Keilstein 

Kieselgurmortel 

Kieselgurstein 

Klemme 

Kohlenbeschickungsvorrichtung 

Kohlensauregehalt 

Kohlentransportwagen 

Koks 

koksbeheizt 

Koksfeuerung 

Koksofen 

Kratze 


gas coke 

fan, blower 

counter weight 

generator/gasifier 

generator-/gasifier-loading shaft 

closure of generator-/gasifier-loading shaft 

door of generator-/gasifier-loading shaft 

generator gas, producer gas 

generator/gasifier neck 

generator/gasifier shaft 

odorless 

vault 

rails for loading the furnaces 
rails for coke delivery 
sliding door 
semi-indirect cremation 
semi-wedge bricks 
hand crank 
main burner 

main combustion chamber 
main hearth 

main-channel/duct/flue damper 
main combustion 
hot air cremation furnace 
heating surface 
heating gases 

heating chamber, of recuperator 
heating coil 

heating coil, heating element 

heating coil 

heating 

heating experiment 
heating/firing up 
wood-fired system 
foundry coke 
indirect cremation 
insulating damper 
insulation mortar 
insulation brick 
insulation 
chimney framing 
chimney fire 
wedge brick 

diatomaceous-earth mortar 
diatomaceous-earth stone 
clamp 

coal-loading device 
CO 2 content 
coal transportation cart 
coke 

coke-fired 
coke-fired system 
coke furnace 
scraper 
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Kremation 

Kremationsofen 

Krematorium 

Laufrolle 

Laufschiene 

Leicheneinascherungsofen 

Leicheneinfuhrungs-Vorrichtung 

Leichenhalle 

Leichenkeller 

Leichenraum 

Leichentrage 

Leichenverbrennung 

Leichenverbrennungsofen 

Leistung 

Lockfeuer 

Luftabschlussklappe 

Luftabschlussschieber 

Luftaustrittdusen 

Luftdiisen 

Lufteintritt 

Lufterhitzer 

Lufterhitzrohr 

Luftgas 

Luftkammer 

Luftkanal 

Luftkanalverschluss 

Luftklappe 

Luftrosette 

Luftschieber 

Luftuberschuss 

Luftverteiler 

Luftzufuhrung 

Luftzutritt 

Mauerwerksmantel 

mm WS (Wassersdule) 

Monolit 

Motor-Raum 

Muffel 

Muffelabsperrschieber 

Muffelgewolbe 

Mullverbrennungsofen 

Mullverbrennungsraum 

Nachbrennkammer 

Nachbrennraum 

Nachgluhraum 

Nachverbrennungskandle 

Nachverbrennung 

Nachverbrennungsrost 

Nebenbrenner 

Normalstein 

Normalverbrennung 

Notkrematorium 

Oberluft 

Ofenanlage 


cremation 
cremation furnace 
crematorium 
guide roller/wheel 
guide rail 

corpse-cremation furnace 

corpse-introduction device 

corpse hall, morgue, mortuary 

corpse basement, underground morgue 

corpse room, morgue 

corpse stretcher 

corpse cremation 

corpse-cremation furnace 

power, performance 

pilot flame 

air shutter 

airclosing slider/damper 

air-exhaust nozzle 

air nozzle 

air-feed opening 

air heater 

air-heating pipe 

air gas 

air chamber 

air channel 

closure for air channel 

air shutter 

air rosette 

air damper 

air excess 

air manifold 

air supply 

air access (hole) 

outer brickwork 

mm water column (pressure) 

Monolite 
engine room 
muffle 

sliding muffle closure 
muffle vault 
waste incinerator 
waste incinerator room 
post-combustion chamber 
post-combustion chamber 
post-combustion chamber 
post-combustion channels 
post-combustion 
post-combustion grate 
auxiliary burner 
standard brick 
standard combustion 
makeshift crematorium 
upper air supply 
furnace facility 
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Ofengruppe 

Ofenmantel 

Ofenschieber 

offene Verbrennungskammer 

offene Verbrennungsstatte 

olbeheizt 

Olbrenner 

Olfeuerung 

Olvorwarmer 

Patentanmeldung 

Patentanspruch 

Patenterteilung 

Patentschrift 

Pfanne 

Planrost 

Planroststabe 

primdre Luft 

Probeeinascherung 

Prunktiir 

Rauchabzug 

Rauchgasabzug 

Rauchgasausnutzung 

Rauchgase 

Rauchgasnachbrennkammer 

Rauchgasventilator 

Rauchkanal 

Rauchkanalschieber 

Rauchkanalschieb errahmen 

rauchlos 

Rauchverbrennung 

Reform-Einascherungsofen 

Regenerator 

Regulierhebel 

Regulierventil 

Reichspatentamt 

Reinigungstiir 

Rekuperation 

Rekuperator 

Reserveofen 

Ring-Einascherungsofen 

Ring-Ofen 

Rohrgabel 

Rohrleitung 

Rollenbock 

Rost-Auflager 

Rostauflagerbalken 

Ruckstande 

Rundeisenanker 

Sarg 

Sargbriickenstein 

Sargeinfuhrtrage 

Sargeinfuhrungsvorrichtung 

Sargeeinfuhrungswagen 

Saugzug-Anlage 


furnace group 
furnace 

furnace damper 
open combustion chamber 
open cremation site 
oil-/naphtha-fired 
oil/naphtha burner 
oil/naphtha firing 
oil/naphtha pre-heating 
patent application 
patent claim 
patent issuance 
patent specification 
pan 

flat grate 
flat-grate bars 
primary air supply 
cremation experiment 
decorative door 
smoke duct 
smoke-gas duct 

exploitation of smoke gas (heat) 

smoke/exhaust/discharge gases 

smoke-gas post-combustion chamber 

smoke-gas fan 

smoke duct/flue 

smoke-duct damper 

frame of flue damper 

smokeless 

smoke combustion 

improved cremation furnace 

regenerator 

control lever 

control valve 

Reich’s Patent Office 

cleaning door 

recuperation 

recuperator 

back-up furnace 

ring cremation furnace 

ring furnace 

tube yoke 

piping 

roller block/pulley support 
grate support 
beam for grate support 
remnants, remains 
round iron anchors 
coffin 

coffin-support stone 
coffin-introduction stretcher 
coffin-introduction device 
coffin-introduction cart 
forced-draft device 
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Saugzug- Gebldse 

Schacht 

Schamotte 

Schamotteabsperrplatte 

Schamotteausmauerung 

Schamottefutter 

schamottegefuttert 

Schamottemarken 

Schamottemauerwerk 

Schamottemortel 

Schamotterost 

Schamotteroststeine 

Schau-Offnung 

Schauloch 

Schauluke 

Schieberplatte 

Schlacke 

Schlackenwolle 

Schlangensystem 

Schornstein 

Schornsteinmantel 

Schornsteinrohr 

Schrdgrost 

Schragroststabe 

Schiirgerdte 

Schiirstange 

Schwadenabsaugung 

Seilkausche 

Seilrolle 

Seitenluft 

sekundare Luft 

SK (Segerkegel) 

Sohle 

Spannschraube 

Spiralenrekuperator 

Stampfmasse 

Steigeisen 

Stundenleistung 

T-Eisen 

termisches Gleichgewicht 
Tierleichen- Verbrennungsofen 
Trage 

Trockenheizung 

Trocknung 

Tilrplatte 

U-Eisen 

Umfuhrungsrauchkanal 
Umleitung der Kohlenoxydgase 
Urne 

Urnenkasten 

Urnenkisten 

Urnenraum 

Ventilator 

Verankerung 


forced-draft blower 
shaft 

refractory clay, fireclay 
refractory damper 
refractory lining 
refractory lining 
lined with refractory clay 
refractory tags 
refractory masonry 
refractory mortar 
refractory grate 
refractory grate bars 
inspection opening 
inspection hole 
inspection port 
damper plate 
slag, cinder 
slag wool 
coil system 
chimney, smokestack 
outer chimney masonry 
chimney pipe 
slanted/sloping grate 
slanted/sloping grate bars 
poker 
poking bar 
fume extraction 
rope thimble 
cable pulley 
lateral air (supply) 
secondary air 
Seger cone 
bottom, floor 
clamping/tension screw 
coil recuperator 
caulking/packing mass/mix 
climbing/step iron 
hourly performance 
T-iron 

thermal equilibrium 
animal-carcass-incineration furnace 
stretcher 
heat drying 

drying out, desiccation 
(refractory) door plate 
U-iron 

flue/smoke duct 
diversion of CO gases 
um 

urn case 
urn box 
urn room 
ventilator, fan 
anchoring, bracing 
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Verankerungs-Eisen 

Verbrennung 

Verbrennungsgase 

Verbrennungsgegenstand 

Verbrennungsraum 

Versandkasten 

Verschiebwagen 

Vierkanteisen 

Vierkantstdbe 

Vorheizung 

Vorwarmer 

Warmebelastung 

Warmebilanz 

Warmespeicher 

Wasserbehalter 

Wassergas 

Windleitung 

Winkeleisen 

Wirkungsgrad 

Wolbstein 

Zentner 

Zug 

Zugmesser 

Zugstarke 

Zugverstdrkungs-Anlage 


anchoring/bracing (iron) bar 

combustion 

combustion gases 

combustion object 

combustion chamber 

shipping box 

relocation cart 

square iron 

rectangular bars 

preheating 

preheater 

thermal load/stress 

heat/thermal balance 

heat accumulator/reservoir 

water container 

water gas 

blast pipe 

angle iron 

efficiency (rate/factor) 
arch brick 
50 kg 

chimney duct or draft 
draft gauge 

draft strength/intensity 
Draft-improvement device 
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3. Symbols 


Not included are chemical (element) symbols. 


a 


y 

11 

x 

o 

A 

B 

BTU 


Cp 


Cpm 

F 

G 

Ho 

hp 

H u 

Hua 

i 


K 

L 


m 

q 

PS 

R 

Rg 

Rv 

U 

V 
Va 
Vis 

V sch 
Vun 

w 

ws 

z 


heat transfer coefficient (Wdrmeilbergangszahl , in kcal m 2 °C 1 h 1 )) 

1/ op-1 
/273 V 

specific density 

efficiency factor ( Wirkungsgrad) 

thermal conductivity ( Warmeleitzahl ; in kcal m 1 °C~ 1 h' 1 ) 
radiation ratio ( Austrahlungsverhaltnis) 
ashes ( Aschen ) 
fuel ( Brennstoff) 

British Thermal Unit (1 BTU = 0.252 Kcal) 
specific heat ( speziflsche Warme) 
average specific heat ( mittlere speziflsche Warme) 
surface, area ( Flache ) 
weight ( Gewicht) 

u.h.v., upper heating value (oberer Heizwert) 
horsepower 

l.h.v., lower heating value ( unterer Heizwert) 

lower heating value of ashes ( Unterer Heizwert Asche) 

heat, enthalpy (thermal contents) 

thermal transmittance ( Warmedurchgangszahl) 

air ( Luft) 

Excess-air ratio ( Luftverhaltnis) 

cross-sectional area of chimney ( Querschnitt ) 

horse power (. Pferdestarke) 

smoke gas ( Rauchgase) 

weight of smoke gas ( Rauchgase Gewicht) 

heat loss via smoke gas ( Rauchgase Verlust) 

uncombusted ( Unverbranntes) 

heat loss ( Verlust) 

heat loss via ashes and slag {Verlust Asche) 

heat loss via masonry by conduction and radiation {VerlustLeitung-Strahlung) 

heat loss via chimney {Verlust Schornstein) 

heat loss via uncombusted gas {Verlust unverbrannt) 

heat {Warme) / water {Wasser) 

water column {Wassersaule ): 1 mm WS = 1 kg/m 2 

time {Zeit) 
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4. Abbreviations of Archive Names 


AGK 


AKfSD 

AMS 

APMGR 

APMM 

APMO 

BAK 

DPA 

GARF 

IMT 

KfSD 

ODMM 

PRO 

PI 

ROD 

SB 

SE 

SW 

RGVA 


VHA 

WAPL 


Archiwum Glownej Komisji Badania Zbrodni Przeciwko 
Narodowi Polskiemu Instytutu Pamieci Narodowej (Archive of 
the Central Commission for the Investigation of Crimes against 
the Polish People, National Memorial) Warsaw 
Archiv des Kuratoriums fur Suhnemal KZ Dachau (Archive of 
the Foundation for Atonement at KZ Dachau) 

Archiwum Muzeum Stutthof (Archive of the Museum at Stut- 
thof) 

Archiwum Panstwowego Muzeum Gross-Rosen (Archive of 
National Museum of Gross-Rosen), Walbzrych 
Archiwum Panstwowego Muzeum na Majdanku (Archive of 
National Museum at Majdanek) 

Archiwum Panstwowego Muzeum w Oswiecimiu (Archive of 
National Museum at Auschwitz) 

Bundesarchiv Koblenz 
Deutsches Patentamt, Berlin 

Gosudarstvenni Archiv Rossiskoi Federatsii (National Archive 
of the Russian Federation), Moscow 

Trial of the Major War Criminals before the International Mili¬ 
tary Tribunal, published in Nuremberg 1947 
Kuratorium fur Suhnemal KZ Dachau 
Offentliches Denkmal und Museum Mauthausen 
Public Record Office, London 

Pamatnik Terezin (Terezin/Theresienstadt Monument) 

Rijksinstituut voor Oorlogsdocumentatie (National Institute for 

War Documentation), Amsterdam 

Sennefriedhof Bielefeld 

Stadtarchiv Erfurt 

Staatsarchiv Weimar 

Tsentr Chranenjia Istoriko-dokumental’nich Kollektsii (Center 
of Preservation of the Historico-Documentary Collection), 
Moscow 

Vojensky Historicky Archiv (Archive of Military History), Pra¬ 
gue 

Wojewodzkie Archiwum Panstwowe w Lublinie (National Pro¬ 
vincial Archive, Lublin) 
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machung uber die Erteilung des Patents: 8. Dezember 1938. Leichenverbrennungsofen. 
Patentiert im Deutschen Reiche vom 23. Juni 1936 ab. 

Kaiserliches Patentamt. Patentschrift Nr. 218581. Klasse 24d. Ausgegeben den 8. Februar 
1910. Max J. Kergel in Beuthen, O.-S. Leichenverbrennungsofen mit Rekuperator. Paten¬ 
tiert im Deutschen Reiche vom 4. Oktober 1908 ab. 

Kaiserliches Patentamt. Patentschrift Nr. 244887. Klasse 24d. Ausgegeben den 20. Marz 
1912. Lawson Henry Giddings in Pasadena, Calif. Elektrischer Leichenverbrennungs¬ 
ofen. Patentiert im Deutschen Reiche vom 11. April 1911 ab. 

Kaiserliches Patentamt. Patentschrift Nr. 257576. Klasse 24d. Ausgegeben den 13. Marz 
1913a. Gebr. Korting Aktiengesellschaft in Linden b. Hannover. Leichenverbrennungs¬ 
ofen mit Olfeuerung. Patentiert im Deutschen Reiche vom 30. Juni 1911 ab. 

Kaiserliches Patentamt. Patentschrift Nr. 258066. Klasse 24d. Ausgegeben den 28. Marz 
1913b. Friedrich Siemens in Berlin. Leicheneinascherungsofen mit Regeneratoren und 
einem Gaserzeuger. Patentiert im Deutschen Reiche vom 18. August 1911 ab. 

Kaiserliches Patentamt. Patentschrift Nr. 263725. Klasse 24d. Ausgegeben den 6. September 
1913c. Bunzlauer Werke Lengerdorff & Comp, in Bunzlau i. Schles. Verfahren und Vor- 
richtung zur Eindscherung von Leichen mit Verbrennungsgasen und Lufterhitzer mit ei- 
ner Wdrmequelle. Patentiert im Deutschen Reiche vom 6. Juli 1911 ab. 

Kaiserliches Patentamt. Patentschrift Nr. 279830. Klasse 24d. Ausgegeben den 29. Oktober 

1914. Wilhelm Buess in Hannover. Leichenverbrennungsofen mit 01- oder Gasfeuerung 
mit einem unter dem schrag abfallenden Verbrennungsraum liegenden Aschenaufnahme- 
behalter. Patentiert im Deutschen Reiche vom 22. August 1913 ab. 

Kaiserliches Patentamt. Patentschrift Nr. 284163. Klasse 24d. Ausgegeben den 12. Marz 

1915. Wilhelm Sauerland in Dresden. Einascherungsofen mit an der einen Stirnseite mit 
dem Verbrennungsraum verbundenem Gaserzeuger und einem Regenerator. Patentiert im 
Deutschen Reiche vom 19. Dezember 1912 ab. 

Topf, J.A., & Sohne, Erfurt. Patentanmeldung. 26.10.1942a. “Kontinuierlich arbeitender Lei¬ 
chen-Verbrennungsofen fur Massenbetrieb.” 

Topf, J.A., & Sohne, Erfurt. Patentanmeldung. 16.11.1942b. “Luftgekuhlte Rostplatten fur 
mechanische Vorschubroste.” 

5.2.1.8. Mass Cremations (Epidemics and Battle Fields) 

“Aus der nichtdeutschen Bewegung. Pardubitz,” in: Blatter fur wahlfreie Feuerbestattung 
und verwandte Gebiete, Vienna, XXVIII Jg., Nr. 4, 1915. 

“Aus der nichtdeutschen Bewegung. Zsolna,” in: Blatter fur wahlfreie Feuerbestattung und 
verwandte Gebiete , Vienna, XXVIII Jg., Nr. 2. 

Barrier, M., Salomon, G., “La cremation des cadavres sur les champs de bataille,” in: Revue 
d’hygiene et de police sanitaire , no. 37, 1915, pp. 545-588. 
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Beugless, John D., “Cremation as a Safeguard against Epidemics,” in: Public Health Papers 
and Reports, 10, 1884, pp. 140-144. 

Bundesrepublik Deutschland. Deutsches Patentamt. Patentschrift Nr. 861731. Klasse 24d. 
Gruppe 1. Ausgegeben am 5. Januar 1953. Martin Klettner, Recklinghausen, ist als Erfin- 
der genannt worden. J.A. Topf & Sohne, Wiesbaden. Verfahren und Vorrichtung zur Ver- 
brennung von Leichen, Kadavern und Teilen davon. Patentiert im Gebiet der Bundesre¬ 
publik Deutschland vom 24. Juni 1950 ab. 

Coletti, Francesco, “L’incenerimento dei cadaveri sul campo di battaglia,” con una “Nota di 
G. Polli,” in: Annali di chimica applicata alia medicina cioe alia farmacia, alia tossicolo- 
gia, alTigiene, alia fisiologia, alia patologia e alia terapeutica. Serie 3, vol. 51, fascicolo 
3, settembre 1870, pp. 160-167. 

Creteur, M., “La pratique de la cremation des cadavres sur les champs de bataille de Sedan en 
1871,” in: Revue d’hygiene et de police sanitaire , no. 37, 1915, pp. 558-563. 

Deutsches Reich. Reichpatentamt. Patentschrift Nr. 331628. Klasse 24d. Gruppe 1. Ausgege¬ 
ben am 11. Januar 1921. Adolf Marsch in Gera, Reuss. Schachtofen zur gleichzeitigen 
Einascherung einer grosser Anzahl von Menschenleichen oder Tierkadavern. Patentiert 
im Deutschen Reiche vom 30. September 1915 ab. 

Dechambre, A., “La cremation des morts sur les champs de bataille,” in: Gazette hebdomada- 
ire de medecine et de chirurgie, serie 2, vol. 7, 29 juillet 1870a, pp. 465f. 

Dechambre, A., “Encore la cremation des morts,” in: Gazette hebdomadaire de medecine et 
de chirurgie , serie 2, vol. 7, ler septembre 1870b, pp. 545f. 

Duroux, Charles, Essai sur l ’assainissement des champs de bataille. These pour le doctorat 
en medecine. Typographic A.Viollet, Paris 1878. 

“Einfuhrung der Feuerbestattung in Mexico,” in: Blatter fur wahlfreie Feuerbestattung und 
verwandte Gebiete , Vienna, XXI. Jg., Nr. 1, 1908, p. 10. 

“Eingabe vom 20. Februar 1902 wegen Verbrennung von Pestleichen.” An den Deutschen 
Reichstag, Addendum II. 

“Feuerbestattung auf dem Schlachtfelde,” in: Blatter fur wahlfreie Feuerbestattung und ver¬ 
wandte Gebiete , Vienna, XXVII. Jg., Nr. 12, 1914. 

“Feuerbestattung im Kriege,” in: Blatter fur wahlfreie Feuerbestattung und verwandte Ge¬ 
biete, , Vienna, XXVII. Jg., Nr. 12, 1914. 

Frohlich, H., “Zur Gesundheitspflege auf den Schlachtfeldern,” in: Deutsche Militararztliche 
Zeitschrift , Nr. 1-4, Januar-April 1872, pp. 39-116. 

Grober, “Zur Feuerbestattung im Kriege,” in: Deutsche medizinische Wochenschrift, 24 Sep¬ 
tember 1914, p. 1781. 

Lanyi, “Ueber die Verbrennung der Leichen am Schlachtfelde,” in: Allgemeine Militararztli- 
che Zeitung , 12 April 1874, pp. 91-95. 

Marmier, Fernand, Utilite de la cremation des cadavres a la suite des grandes batailles et 
epidemies. These pour le doctorat en medecine. A. Parent, Imprimeur de la Faculte de 
medecine, Paris 1876. 

Marsch, Adolf, “Masseneinascherung von Kriegerleichen im Felde als Schutz gegen Seu- 
chengefahr und spater fuhlbar werdende Verkehrshindernisse,” in: Phoenix. Blatter fur 
wahlfreie Feuerbestattung und verwandte Gebiete , Vienna, XXX. Jg., Nr. 2, 1917, pp. 
35ff. 

Pein, Theodore, Essai sur Thygiene des camps de bataille. Paris, Librairie JB. Bailliere et 
Fils, 1873. 

Roth, Wilhelm, “Desinfektionsarbeiten auf Schlachtfeldern,” in: Roth, Lex, Handbuch der 
Militargesundheitspflege, 1872, pp. 548-558. 

Schultz-Schultzenstein, “Luftverpestung im Felde und deren Verhiitung,” in: Allgemeine Mi- 
litdrarztliche Zeitung, Nr. 46, 1870, pp. 364-367. 

Topf, J.A., & Sohne, Erfurt. Patentanmeldung. 26.10.1942a. “Kontinuierlich arbeitender Lei¬ 
chen-Verbrennungsofen fur Massenbetrieb.” 
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5.2.1.9. Waste and Carcass Incinerators 

Bollettino Ufficiale della Regione Liguria , parte II, no. 15 of 8 April 1992. 

Heepke, Wilhelm, Die Kadaververnichtungsanlagen. Verlag von Carl Marhold, Halle a. S. 
1905a. 

Heinemann, Ferdinand, “Ein neuer Verbrennungsofen fur Friedhofsabraum,” in: Gesund- 
heits-Ingenieur, 63. Jg., Heft 16, 1940, pp. 189f. 

Kori, Hans, GmbH., Berlin, Verbrennungsofen fur Abfalle aller Art (leaflet from the 1930s). 

Regione Liguria. Dipartimento ambiente e territorio. Servizio Gestione ciclorifiuti. Genoa, 29 
December 1998. 

Topf, J.A., & Sohne, Erfurt, Topf Abfall-Vernichtungs-Ofen (leaflet of 1940). 

5.2.1.10. Company Brochures 

BBC Brown Boveri Elektro-Kremationsofen. 

Equipements de cremation Tabo. 

Ferbeck & Vincent, Fours de cremation Modulaires, type C 411. 

Heinicke Feuerungs- und Schornsteinbau, H.R. Heinicke Einascherungsofen , undated com¬ 
mercial brochure. 

Industrial Equipment & Engineering Co. Ener-Tek II Cremator. 

Kr emotions ofen, System Ruppmann Typ 070/3. 

Topf, J.A., & Sohne, Erfurt, Ofen fur Kremat or ien System Topf (leaflet of 1926). 

Topf, J.A., & Sohne, Erfurt, Topf Abfall-Vernichtungs-Ofen (leaflet of 1940). 

5.2.1.11. Manuals, Dictionaries and Encyclopedias 

Bordoni, Ugo, Tecnologia del calore. Collana Trattato generale teorico pratico dell \arte 
delVingegnere civile, industriale ed architetto. Casa Editrice dottor Francesco Vallardi, 
Milan 1918. 

Brockhaus der Naturwissenschaften und der Technik. F.A. Brockhaus, Wiesbaden 1958. 

Cantagalli, Alberto, Nozioni teorico-pratiche per i conduttori di caldaie e generatori di va¬ 
por e. G. Lavagnolo Editore, Turin 1940. 

Colombo, G., Manuale dell’ingegnere civile e industriale , Hoepli, Milan 1916 and 1926. 

Enciclopedia Curcio di Scienza e Tecnica. Armando Curcio Editore, Rome 1973. 

Enciclopedia della Scienza e della Tecnica. Mondadori, Milan 1963. 

Enciclopedia Italiana, Rome 1949. 

Forest Products Laboratory (ed.), Wood Handbook: Wood as an Engineering Material , U.S. 
Department of Agriculture, Madison, WI, 2010; 
www. fpl. fs. fed.us/documnts/fplgtr/fplgtr 190/chapter_04.pdf. 

Fomasini, Giulio, Generatori di vapore. Briano Editore, Genoa 1960. 

Giua, Michele, Clara Giua-Lollini, Dizionario di chimica generale e industriale. Unione Ti- 
pografico-Editrice Torinese, Turin 1948. 

Grofie Brockhaus, Der , 1930. 

u Hiitte” des Ingenieurs Taschenbuch. Verlag von Wilhelm Ernst und Sohn, Berlin, vol I: 
1931; vol. IV: 1938. 

Manuale delVingegnere Nuovo Colombo. Hoepli, Milan 1990. 

McPhee, S., M. Papadakis, L. Tierney, Current Medical Diagnosis and Treatment , vol. 47, 
McGraw-Hill Professional, New York 2008 

Meyers Grosses Konversations-Lexicon, 6th ed., 1905. 

Meyers Handbuch iiber die Technik. Bibliographisches Institut, Mannheim 1964. 

Meyers Lexikon , 7th ed., 1926. 

Pierini, Ferdinando, La conduzione dei generatori di vapore. A.N.C.C., Rome 1977. 

Recknagel-Sprenger, Taschenbuch fur Heizung, Luftung und Klimatechnik. R. Oldenbourg, 
Munich 1959. 

Salvi, Giuliano, La combustione. Teoria e applicazioni. Tamburini Editore, Milan 1972. 
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5.2.2. Topf & Sohne, Erfurt 

5.2.2.1. General Company Information 

Boegl, Deutschland Stcidtebau. Erfurt. Bearbeitet im Auftrage des Magistrats Erfurt. “Dari” 
Deutscher Architektur- und Industrie-Verlag, Berlin-Halensee 1922. 

Deutsches Reichs-Adressbuch fur Industrie, Gewerbe Handel. Buch II: Adressen-Verzeich- 
nis. Ausgabe 1940. Druck: Buch- und Tiefdruck Gesellschaft m.b.h., Berlin. 

Die Grossunternehmen im Deutschen Reich. Band 7: Handbuch der Ges. m.b.H. mit einem 
Kapital ab RM 500 000 einschl. der Korn.-Ges., Off. Handels-Ges. und Einzelfirmen der 
gleichen Grossenordnung. 1941. Verlag Hoppenstedt & Co., Berlin C 2. 

Einwohnerbuch der Stadt Erfurt 1931/32. Bearbeitet und herausgegeben von Gebr. Richters 
Verlagsanstalt, Erfurt, unter Mitarbeit der Behorde und Gemeinden. 

Assmann, Aleida, Frank Hiddemann, Eckhard Schwarzenberger (eds.), Firma Topf & Sohne 
- Hersteller der Ofen fur Auschwitz. Ein Fabrikgelande als Erinnerungsort?, Campus 
Verlag, Frankfurt-New York, 2002. 

Gutsche, Willibald (ed.), Geschichte der Stadt Erfurt. Hermann Bohlaus Nachfolger, Weimar 
1986. 

5.2.2.2. The Topf Cremation Furnaces 

“Elektrisch betriebener Topf-Einascherungsofen. D.R.P. angem.,” in: Zentralblatt fur Feuer¬ 
bestattung , 7. Jg., Nr. 6, 1935, pp. 88-90. 

Etzbach, Hugo, Der technische Vorgang bei einer Feuerbestattung. Druck Johannes Friese, 
Cologne 1935. 

Jakobskotter, Rudolf, “Die Entwicklung der elektrischen Einascherung bis zu dem neuen 
elektrisch beheizten Heisslufteinascherungsofen in Erfurt,” in: Gesundheits-Ingenieur, 

64. Jg., Nr. 43, 1941,579-587. 

Reichenwallner, Balduin, Tod und Bestattung. Katakomben-Verlag/ Balduin Reichenwallner, 
Munich 1926. 

Stenger, Heinrich, “Ergebnisse mit einem gasbeheizten Einascherungsofen neuer Bauart,” in: 
Gesundheits-Ingenieur , 62. Jg., Nr. 2, 1939, pp. 17f. 

Topf, J.A., & Sohne, Erfurt, Ofen fur Krematorien System Topf{ leaflet of 1926). 

Weiss, Konrad, “Der erste deutsche elektrisch beheizte Einascherungsofen im Krematorium 
Erfurt,” in: Gesundheits-Ingenieur , 57. Jg., Nr. 37, 15 September 1934, pp. 453-457. 

Weiss, Konrad, “Die Entwicklung des elektrisch beheizten Einascherungsofen im Kremato¬ 
rium Erfurt,” in: Gesundheits-Ingenieur , 60. Jg., Nr. 11, 1937, pp. 159-162. 

5.2.2.3. Crematoria with Topf Furnaces 

“Das Hanauer Krematorium,” in: Zentralblatt fur Feuerbestattung, 2. Jg., Nr. 4, 1930, p. 62. 

“Das Krematorium zu Hirschberg in Preussisch-Schlesien,” in: Phoenix. Blatter fur wahlfreie 
Feuerbestattung und verwandte Gebiete, Vienna, XXVIII. Jg., Nr. 10, 1915, pp. 296-298. 

“Deutschlands neueste Feuerehrungshalle in Lauscha,” in: Zentralblatt fur Feuerbestattung, 

1. Jg., Nr. 1, 1935, p. 10. 

“Die Hirschberger Feuerhalle,” in: Phoenix. Blatter fur wahlfreie Feuerbestattung und ver¬ 
wandte Gebiete, Vienna, XXIX. Jg., Nr. 4, 1916, pp. 97-104. 

“Koln erhalt ein Krematorium,” in: Zentralblatt fur Feuerbestattung, 7. Jg., Nr. 2, 1935, p. 

27. 

“Krematorium Forst (Lausitz),” in: Zentralblatt fur Feuerbestattung, 2. Jg., Nr. 4, 1930, p. 

60. 

5.2.2.4. Topf Patents and Patent Applications 

See the general patent listing above and Appendix 1.4. 
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5.2.3. Holocaust History 

Blumental, Nachman, Dokumenty i materiafy. Wydawnictwa Centralnej Zydowskiej Komisji 
Historycznej w Polsce, Lodz 1946, 2 volumes. 

Czech, Danuta, Kalendarium der Ereignisse im Konzentrationslager Auschwitz-Birkenau 
1939-1945. Rowohlt Verlag, Reinbek bei Hamburg 1989. 

Czuj, Tadeusz, Kempisty, Czeslaw, “Spopielanie zwlok wieznow obozu Gross-Rosen w 
komunalnym krematorium Legnity w latach 1940-1943,” in: Biuletyn Glownej Komisji 
Badania Zbrodni Hitlerowskich w Polsce , XXVII, 1977. 

Dlugoborski, Waclaw, Franciszek Piper (eds.), Auschwitz 1940-1945. Studien zur Geschichte 
des Konzentrations- und Vernichtungslagers Auschwitz, Verlag des Staatlichen Muse¬ 
ums Auschwitz-Birkenau. Oswi^cim, 1999. 

Gauss Ernst (ed.), Grundlagen zur Zeitgeschichte. Ein Handbuch iiber strittige Fragen des 
20. Jahrhunderts. Grabert-Verlag, Tubingen 1994. 

Gauss, Ernst (ed.), Dissecting the Holocaust. The Growing Critique of “Truth ” and 
“Memory , ” Theses & Dissertations Press, Capshaw, AL, 2000. 

Graf, Jurgen, Thomas Kues, Carlo Mattogno, Sobibor. Holocaust Propaganda and Reality. 
The Barnes Review, Washington, D.C., 2010. 

Graf, Jurgen, Carlo Mattogno, Concentration Camp Majdanek. 3rd edition, The Barnes Re¬ 
view, Washington, D.C., 2012. 

Gutman, Yisrael, Michael Berenbaum (eds.), Anatomy of the Auschwitz Death Camp. Indiana 
University Press, Bloomington and Indianapolis 1994. 

Internationales Lagerkomitee Buchenwald (ed.), Konzentrationslager Buchenwald. Bericht 
des internationalen Lagerkomitees Buchenwald. Thuringer Volksverlag, Weimar, unda¬ 
ted (but 1949). 

Kogon, Eugen, Der SS-Staat. Das System der deutschen Konzentrationslager. Verlag Karl 
Alber, Munich 1946. 

Kommunistischen Partei Deutschlands (ed.), Das war Buchenwald! Ein Tatsachenbericht. 
Verlag fur Wissenschaft und Literatur, Leipzig, undated. 

Kryl, Miroslaw, “Deportacja wiezniow terezinskiego getta do obozu koncentracyjnego na 
Majdanku w 1942 roku,” in: Zeszyty Majdanka , vol. XI, 1983. 

Kubica, Helena, “Kinder und Jugendliche im KL Auschwitz,” in: Dlugoborski/Piper 1999, 
vol. II. 

Langbein, Hermann, Der Auschwitz-Prozess. Eine Dokumentation. Europa Verlag, Vienna, 
Frankfurt, Zurich 1965, 2 volumes. 

Leuchter, Fred A., An Engineering Report on the Alleged Execution Gas Chambers at Ausch¬ 
witz, Birkenau and Majdanek, Poland , Fred A. Leuchter, Associates, Boston, MA, April 
1988. 

Lukaszkiewicz, Zdzislaw, “Oboz koncentracyjny i zaglady Majdanek,” in: Biuletyn Glownej 
Komisji Badania Zbrodni Niemieckich w Polsce , 1948. 

Mattogno, Carlo, Special Treatement at Auschwitz. Origin and Meaning of a Term , Theses & 
Dissertations Press, Chicago 2004. 

Mattogno, Carlo, The Central Construction Office of the Waffen-SS and Police Auschwitz. 
Theses & Dissertations Press, Chicago 2005. 

Mattogno, Carlo, Genesi e funzioni del campo di Birkenau , 2008, 
http ://vho. org / aaargh/ fran/livres 8/CMGeneralplanOst.pdf 

Mattogno, Carlo, Le camere a gas di Auschwitz. Studio storico-tecnico sugli “indizi crimi- 
nali ” di Jean-Claude Pressac e sulla “convergenza di prove ” di Robert Jan van Pelt. 
Effepi, Genoa 2009. 

Mattogno, Carlo, Auschwitz: The Case for Sanity , The Barnes Review, Washington, DC, 
2010; 2nd ed.: The Real Case for Auschwitz, Castle Hill Publishers, Uckfield 2015. 

Mattogno, Carlo, “Auschwitz: The End of a Legend,” in: G. Rudolf (ed.), Auschwitz: Plain 
Facts—A Response to Jean-Claude Pressac , 2nd ed., The Bames Review, Washington, 
D.C., 2011, pp. 117-190. 
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Nyiszli, Miklos, Im Jenseits der Menschlichkeit. Ein Gerichtsmediziner in Auschwitz. Dietz 
Verlag, Berlin 1992. 

Piper, Franciszek, “Das Nebenlager Blechhammer,” in: Hefte von Auschwitz , Wydawnicstwo 
Panstwowego Muzeum w Oswiecimiu, 10, 1967. 

Piper, Franciszek, Die Zahl der Opfer von Auschwitz. Verlag des Staatlichen Museums in 
Oswi^cim, 1993. 

Piper, Franciszek, “Gas Chambers and Crematoria,” in: Gutman/Berenbaum 1994. 

Pressac, Jean-Claude, The Struthof Album: Study of the Gassing at Natzweiler-Struthof of 86 
Jews Whose Bodies Were to Constitute a Collection of Skeletons. The Beate Klarsfeld 
Foundation. New York 1985. 

Pressac, Jean-Claude, Auschwitz: Technique and Operation of the Gas Chambers. The Beate 
Klarsfeld Foundation. New York 1989. 

Pressac, Jean-Claude, Les crematoires d Auschwitz. La machinerie du meurtre de masse. 
CNRS Editions, Paris 1993. 

Pressac, Jean-Claude, Le macchine dello sterminio. Auschwitz 1941-1945. Feltrinelli, Milan 
1994. 


Rudolf, Germar (ed.), Dissecting the Holocaust. The Growing Critique of “Truth ” and 
“Memory , ” 2nd ed., Theses & Dissertations Press, Chicago 2003. 

Schnabel, Raimund, Macht ohne Moral. Eine Dokumentation Tiber die SS. Roderberg-Verlag, 
Frankfurt/Main 1957. 

Staatliches Museum Auschwitz (ed.), Sterbebiicher von Auschwitz. K.G. Saur. Munich 1995, 
3 volumes. 

Terezinska Iniziativa (ed.), Terezinska Pametnl Kniha, Terezinska Iniciativa Melantrich, 
1995. 


van Pelt, Robert Jan, The Case for Auschwitz. Evidence from the Irving Trial , Indiana Uni¬ 
versity Press. Bloomington and Indianapolis, 2002. 


C. Mattogno, F. Deana, The Cremation Furnaces of Auschwitz 


467 


6. Indices 
6.1. Names 

This index contains only names of individuals of importance in the context if 
the present study which appear in the main text, not in footnotes. In SMALL CAPS: 
designers, manufacturers and patent holders of crematoria and cremation sys¬ 
tems; in italics', executives and employees of the company J.A. Topf & Sohne, 
Erfurt. 


— A — 

Asea Brown Boveri: 152 

— B — 

Basse, Wilhelm: 186 
Beck, Gebruder: 38, 49, 51, 
61, 73f., 94, 98f., 100f., 
132f., 161, 163,295-297, 
331,335,380 
Bertani, Agostino: 44 
Beutinger, Emil: 39-42, 331 
Bischoff, Karl, SS- 
Hauptsturmfuhrer. 218, 
221-232, 235-243,289, 

293, 339, 342-344 
Bode, military doctor: 140 
Boos, Friedrich, Comp.: 

344f. 

Bourry: 52 

Brown Boveri & Cie: 71, 

9 If., 101f.,373 
Briick, August, Kapo : 237f. 
Brunetti, Lodovico: 45 
Buess, Wilhelm: 57 
Bunzlauer Werke 
Lengersdorff & Co.: 56 

— C — 

Cadet, A.: 46 
Castiglioni, Pietro: 44 
Coletti, Francesco: 44 
Collmener S chamotte werke 
GmbH, Comp.: 213, 218 
Conley: 53 

Creteur, Fouis, chemist: 139- 
141 

— D — 

D’Arrest, military doctor: 

140 


Davies: 52 

Dawidowski, Roman, Polish 
expert: 334-336, 392 
Deana, Franco, engineer: 11 
Dejaco, Walter, SS- 
Untersturmfuhrer : 228, 232 
Didier (Stettin): 61, 74, 86, 
161f., 335, 380, see also 
Schneider-Didier and 
Stettiner 

SCHAMOTTEFABRIK 

Didier Werke: 198,397, 
399f. 

Dolinskij, Soviet expert: 334 
Dorovius, E., engineer: 49 
Dowson & Mason: 104 
Du Jardin, G.: 44 

— E — 

Eicke, Theodor, SS- 
Gruppenfuhrer : 208 
Eirenschmalz, Franz, SS- 
Standartenfuhrer. 227 
Emch&co.: 87, 90, 100 
Ener-Tek: 153 
Engle sanitary & 

CREMATION CO. DES 

moines: 52 

Erdmann, Paul. 291, 293 
Ertl, Fritz, SS- 
Untersturmfuhrer 233 

— F — 

Feist, Georg: 145, 149 
Ferbeck & Vincent: 153 
Fichet: 46, 51, 96f. 

Fichtl, engineer: 106 
Fleck, Dr. H.: 28, 48 
Frey gang, Paul: 97 
Frohlich, H.: 140 


— G — 

Gebruder Beck: see Beck, 
Gebruder; see also 
Klingenstierna-Beck 
Giddings, Fawson Henry: 
58 

Gorini, Paolo: 45-48, 149 
Grabner, Maximilian, SS- 
Untersturmfuhrer : 220, 228 
Graf, Jurgen: 12 
Granata, Russell: 12 
Grigor’ev, Soviet expert: 327 
Grimm, Jakob: 44 
Grosskopf, Fudwig & Co.: 
407 

Guzzi, Palamede: 47 

— H — 

Hartmann & Braun, Comp.: 
85 

Heepke, Wilhelm, engineer: 
26f., 40f., 49, 74, 111, 119- 
122,301,315, 346,357, 

362 

Heinicke,H.R.: 74, 78, 81f., 
151, 167, 347 
Heller, Fudwig: 166 
Hellwig, Friedrich, engineer: 

79f., 90, 106 
Henzi, R.: 87f. 

Himmler, Heinrich: 15, 236, 
401,406, 408 

Holik (Holick), Martin 233, 
245, 247 

Hoss, Rudolf, SS- 
Obersturmbannfuhrer. 238, 
289, 334f. 
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Muhling, Paul: 61 
Mulka, Robert, SS- 
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— N — 
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Rey: 47, 145 
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61, 74, 132f., 162 
Swiszczowski, Stefan: 221, 
224 
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— W — 
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Hochst a.M.: 133, 171 
Hof: 134 
Hull: 103f. 
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Moscow-Donskoji: 137, 

171f. 

Miihlhausen: 134 
Munich: 132, 167 

— N — 

Naumburg: 134 
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Troy, NY: 136 
Tuttlingen: 133, 152 

— U — 

Uford: 137 
Ulm: 132 


— V — 

Vienna: 134 

— W — 

Washington: 46, 136 
Washington, D.C.: 44 
Waterville: 136 
Weimar: 132, 173,208, 401 
Weissenfels a.S.: 133, 380 
Wetzlar: 134 

Wiesbaden: 132, 168 , 178 
Wilhelmshaven: 133, 172 
Working: 137 

— Z — 

Zittau: 132 

Zurich: 87-89, 100, 105, 152 
Zwickau: 132 

















HOLOCAUST HANDBOOKS 


T his ambitious, growing series addresses various angles of the “Holocaust” of the WWII era. 
Most of them are based on decades of research from archives all over the world. They are heav¬ 
ily footnoted and referenced. In contrast to most other works on this issue, the tomes of this 
series approach its topic with profound academic scrutiny and a critical attitude. Any Holocaust 
researcher ignoring this series will remain oblivious to some of the most important research in the 
field. These books are designed to both convince the common reader as well as academics. The fol¬ 
lowing books have appeared so far and are available from The Barnes Review and CODOH/Castle 
Hill Publishers: 


SECTION ONE: 

General Overviews of the Holocaust 

The First Holocaust Jewish Fundraising Cam¬ 

paigns With Holocaust Claims During and Af¬ 
ter World War One . By Don Heddesheimer. This 

compact but substantive 
study documents propagan¬ 
da spread prior to, during 
and after the FIRST World 
War that claimed East Euro¬ 
pean Jewry was on the brink 
of annihilation. The magic 
number of suffering and 
dying Jews was 6 million 
back then as well. The book 
details how these Jewish 
fundraising operations in 
America raised vast sums in the name of feed¬ 
ing suffering Polish and Russian Jews but actu¬ 
ally funneled much of the money to Zionist and 
Communist groups. Second edition, 142 pages, 
b&w illustrations, bibliography, index. (#6) 

Lectures on the Holocaust. Controversial Issues 

Cross Examined . By Germar Rudolf. Between 

1992 and 2005 German 
scholar Germar Rudolf lec¬ 
tured to various audiences 
about the Holocaust in the 
light of new findings. Ru¬ 
dolf’s sometimes astounding 
facts and arguments fell on 
fertile soil among his listen¬ 
ers, as they were presented 
in a very sensitive and schol¬ 
arly way. This book is the 
literary version of Rudolf’s 
lectures, enriched with the most recent findings 
of historiography. Rudolf introduces the most 
important arguments for his findings, and his 
audience reacts with supportive, skeptical and 
also hostile questions. We believe this book is 
the best introduction into this taboo topic. Sec¬ 
ond edition, 500 pages, b&w illustrations, bibli¬ 
ography, index. (#15) 

Breaking the Spellj The Holocaust Myth & 

Reality. By Nicholas Kollerstrom. In 1941, 
British Intelligence analysts cracked the Ger¬ 
man “Enigma” code. Hence, in 1942 and 1943, 
encrypted radio communications between Ger¬ 
man concentration camps and the Berlin head¬ 
quarters were decrypted. The intercepted data 
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Pictured above are all of the scientific studies that comprise the se¬ 
ries Holocaust Handbooks published thus far. More volumes and 
new editions are constantly in the works. 


refutes, the orthodox “Holo¬ 
caust” narrative. It reveals 
that the Germans were des¬ 
perate to reduce the death 
rate in their labor camps, 
which was caused by cata¬ 
strophic typhus epidemics. 

Dr. Kollerstrom, a science 
historian, has taken these 
intercepts and a wide array 
of mostly unchallenged cor¬ 
roborating evidence to show that “witness state¬ 
ments” supporting the human gas chamber nar¬ 
rative clearly clash with the available scientific 
data. Kollerstrom concludes that the history of 
the Nazi “Holocaust” has been written by the 
victors with ulterior motives. It is distorted, ex¬ 
aggerated and largely wrong. With a foreword 
by Prof. Dr. James Fetzer. 256 pages, b&w il¬ 
lustrations, bibliography, index. (#31) 

Debating the Holocaust. A New Look at Both 


HOLOCAUST HANOIOOK SCRUS VOLUME II 

■r Nicholas Koliorsirom 

BREAKING 

THE 

SPELL 


THE HOLOCAUST: 
MYTH A REALITY 



debate about the Holocaust. But ignoring it does 
not make this controversy go away, Ibaditional 
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Holocaust narrative with revision¬ 
ist challenges and then analyzes the 
mainstream’s responses to them. He 
reveals the weaknesses of both sides, 
while declaring revisionism the win¬ 
ner of the current state of the debate. 
2nd, revised and expanded edition, ca. 
300 pages, b&w illustrations, biblio¬ 
graphy, index. (Summer 20155 #32) 

The Hoax of the Twentieth Century ; 

The Case against the Presumed Ex¬ 

termination of European Jewry. By 

Arthur R. Butz. The first writer to 
analyze the entire Holocaust complex 
in a precise scientific manner. This 
book exhibits the overwhelming force 
of arguments accumulated by the 
mid-1970s. It continues to be a major 
historical reference work, frequently 
cited by prominent personalities. This 
edition has numerous supplements 
with new information gathered over 
the last 35 years. Fourth edition, 524 
pages, b&w illustrations, bibliography, 
index. (#7) 

Dissecting the Holocaust The Grow¬ 

ing Critique of ‘Truth’ and ‘Memory, 

Edited by Germar Rudolf. Dissecting 
the Holocaust applies state-of-the-art 
scientific technique and classic meth¬ 
ods of detection to investigate the al¬ 
leged murder of millions of Jews by 
Germans during World War II. In 
22 contributions—each of some 30 
pages—the 17 authors dissect gener¬ 
ally accepted paradigms of the “Holo¬ 
caust.” It reads as exciting as a crime 
novel : so many lies, forgeries and de¬ 
ceptions by politicians, historians and 
scientists are proven. This is the intel¬ 
lectual adventure of the 21st century. 
Be part of it! Second revised edition. 
616 pages, b&w illustrations, bibliog¬ 
raphy, index. (#l) 

The Dissolution of Eastern European 

Jewry. By Walter N. Sanning. Six Mil¬ 
lion Jews died in the Holocaust. San¬ 
ning did not take that number at face 
value, but thoroughly explored Euro¬ 
pean population developments and 
shifts mainly caused by emigration as 
well as deportations and evacuations 
conducted by both Nazis and the So¬ 
viets, among other things. The book 
is based mainly on Jewish, Zionist 
and mainstream sources. It concludes 
that a sizeable share of the Jews found 
missing during local censuses after the 
Second World War, which were so far 
counted as “Holocaust victims,” had 
either emigrated (mainly to Israel or 
the U.S.) or had been deported by Sta¬ 
lin to Siberian labor camps. 2nd, cor¬ 
rected edition, foreword by A.R. Butz, 
epilogue by Germar Rudolf contain¬ 
ing important updates; ca. 220 pages, 
b&w illustrations, bibliography (#29). 


Air Photo Evidence • World War Two 

Photos of Alleged Mass Murder Sites 

Analyzed. By John C. Ball. During 
World War Two both German and 
Allied reconnaissance aircraft took 
countless air photos of places of tacti¬ 
cal and strategic interest in Europe. 
These photos are prime evidence for 
the investigation of the Holocaust. 
Air photos of locations like Auschwitz, 
Majdanek, Treblinka, Babi Yar etc. 
permit an insight into what did or did 
not happen there. John Ball has un¬ 
earthed many pertinent photos and 
has thoroughly analyzed them. This 
book is full of air photo reproductions 
and schematic drawings explaining 
them. According to the author, these 
images refute many of the atrocity 
claims made by witnesses in connec¬ 
tion with events in the German sphere 
of influence. 3rd revised and expanded 
edition. Edited by Germar Rudolf; 
with a contribution by Carlo Mattog- 
no. 168 pages, 8.5”xll”, b&w illustra¬ 
tions, bibliography, index (#27). 

The Leuchter Reports’ Critical Edi¬ 

tion . By Fred Leuchter, Robert Fauris- 
son and Germar Rudolf. Between 1988 
and 1991, U.S. expert on execution 
technologies Fred Leuchter wrote four 
detailed reports addressing whether 
the Third Reich operated homicidal 
gas chambers. The first report on 
Auschwitz and Majdanek became 
world famous. Based on chemical 
analyses and various technical argu¬ 
ments, Leuchter concluded that the 
locations investigated “could not have 
then been, or now be, utilized or seri¬ 
ously considered to function as execu¬ 
tion gas chambers.” 3rd edition, 242 
pages, b&w illustrations. (#16) 

The Giant with Feet of Clay • Raul Hil- 

berg and His Standard Work on the 

“Holocaust.” By Jurgen Graf. Raul Hil- 
berg’s major work The Destruction of 
European Jewry is an orthodox stan¬ 
dard work on the Holocaust. But what 
evidence does Hilberg provide to back 
his thesis that there was a German 
plan to exterminate Jews, carried out 
mainly in gas chambers? Jurgen Graf 
applies the methods of critical analy¬ 
sis to Hilberg’s evidence and examines 
the results in light of modern histori¬ 
ography. The results of Graf’s critical 
analysis are devastating for Hilberg. 
2nd, corrected edition, 139 pages, b&w 
illustrations, bibliography, index. (#3) 
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tion was not some kind of wild flight, 
but rather a lawfully determined and 
regulated matter. Weckert’s booklet 
elucidates the emigration process in 
law and policy. She shows that Ger¬ 
man and Jewish authorities worked 
closely together. Jews interested in 
emigrating received detailed advice 
and offers of help from both sides. 72 
pages, index. (#12) (cover shows new 
reprint edition in preparation) 

Inside the Gas Chambers • The Exter¬ 

mination of Mainstream Holocaust 
Historiography. By Carlo Mattogno. 
Neither increased media propaganda 
or political pressure nor judicial perse¬ 
cution can stifle revisionism. Hence, in 
early 2011, the Holocaust Orthodoxy 
published a 400 pp. book (in German) 
claiming to refute “revisionist propa¬ 
ganda,” trying again to prove “once 
and for all” that there were homicidal 
gas chambers at the camps of Dachau, 
Natzweiler, Sachsenhausen, Mau¬ 
thausen, Ravensbriick, Neuengamme, 
Stutthof... you name them. Mattogno 
shows with his detailed analysis of 
this work of propaganda that main¬ 
stream Holocaust hagiography is beat¬ 
ing around the bush rather than ad¬ 
dressing revisionist research results. 
He exposes their myths, distortions 
and lies. 268 pages, b&w illustrations, 
bibliography. (#25) 

SECTION TWO: 

Books on Specific Camps 

Treblinkaj Extermination Camp or 

Transit Camp? By Carlo Mattogno and 
Jurgen Graf. It is alleged that at Treb¬ 
linka in East Poland between 700,000 
and 3,000,000 persons were murdered 
in 1942 and 1943. The weapons used 
were said to have been stationary and/ 
or mobile gas chambers, fast-acting or 
slow-acting poison gas, unslaked lime, 
superheated steam, electricity, diesel 
exhaust fumes etc. Holocaust histori¬ 
ans alleged that bodies were piled as 
high as multi-storied buildings and 
burned without a trace, using little 
or no fuel at all. Graf and Mattogno 
have now analyzed the origins, logic 
and technical feasibility of the official 
version of Treblinka. On the basis of 
numerous documents they reveal Tre- 
blinka’s true identity as a mere transit 
camp. 365 pages, b&w illustrations, 
bibliography, index. (#8) 

Belzec in Propaganda. Testimonies. 

Archeological Research and History. 

By Carlo Mattogno. Witnesses report 
that between 600,000 and 3 million 
Jews were murdered in the Belzec 
camp, located in Poland. Various 
murder weapons are claimed to have 


been used: diesel gas; unslaked lime 
in trains; high voltage; vacuum cham¬ 
bers; etc. The corpses were incinerated 
on huge pyres without leaving a trace. 
For those who know the stories about 
Treblinka this sounds familiar. Thus 
the author has restricted this study to 
the aspects which are new compared 
to Treblinka. In contrast to Treblinka, 
forensic drillings and excavations 
were performed at Belzec, the results 
of which are critically reviewed. 138 
pages, b&w illustrations, bibliography, 
index. (#9) 

Sobibor • Holocaust Propaganda and 

Reality. By Jurgen Graf, Thomas Kues 
and Carlo Mattogno. Between 25,000 
and 2 million Jews are said to have 
been killed in gas chambers in the 
Sobibor camp in Poland. The corpses 
were allegedly buried in mass graves 
and later incinerated on pyres. This 
book investigates these claims and 
shows that they are based on the se¬ 
lective use of contradictory eyewitness 
testimony. Archeological surveys of the 
camp in 2000-2001 are analyzed, with 
fatal results for the extermination 
camp hypothesis. The book also docu¬ 
ments the general National Socialist 
policy toward Jews, which never in¬ 
cluded a genocidal “final solution.” 434 
pages, b&w illustrations, bibliography, 
index. (#19) 

The “Extermination Camps” of “Aktion 

Reinhardt ”, By Jurgen Graf, Thomas 
Kues and Carlo Mattogno. In late 
2011, several members of the exter- 
minationist Holocaust Controversies 
blog published a study which claims 
to refute three of our authors’ mono¬ 
graphs on the camps Belzec, Sobibor 
and Treblinka (see previous three 
entries). This tome is their point-by- 
point response, which makes “mince¬ 
meat” out of the bloggers’ attempt at 
refutation. It requires familiarity with 
the above-mentioned books and consti¬ 
tutes a comprehensive update and ex¬ 
pansion of their themes. 2nd edition, 
two volumes, total of 1396 pages, illus¬ 
trations, bibliography. (#28) 

Chelmno: A Camp in History & Propa¬ 

ganda. By Carlo Mattogno. The world’s 
premier holocaust scholar focuses his 
microscope on the death camp located 
in Poland. It was at Chelmno that 
huge masses of prisoners—as many as 
1.3 million—were allegedly rounded 
up and killed. His book challenges 
the conventional wisdom of what 
went on inside Chelmno. Eyewitness 
statements, forensics reports, coro¬ 
ners’ reports, excavations, crematoria, 
building plans, U.S. reports, German 
documents, evacuation efforts, mobile 
gas vans for homicidal purposes—all 
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are discussed. 191 pages, indexed, il¬ 
lustrated, bibliography. (#23) 

The Gas Vansj A Critical Investiga¬ 

tion. (A perfect companion to the 
Chelmno book.) By Santiago Alvarez 
and Pierre Marais. It is alleged that 
the Nazis used mobile gas chambers 
to exterminate 700,000 people. Up 
until 2011, no thor¬ 
ough monograph 
had appeared on 
the topic. Santiago 
Alvarez has rem¬ 
edied the situation. 

Are witness state¬ 
ments reliable? Are 
documents genu¬ 
ine? Where are the 
murder weapons? 

Could they have 
operated as claimed? Where are the 
corpses? Alvarez has scrutinized all 
known wartime documents, photos 
and witness statements on this topic, 
and has examined the claims made by 
the mainstream. 390 pages, b&w il¬ 
lustrations, bibliography, index. (#26) 

Concentration Camp Majdanek. A 

Historical and Technical Study. By 

Carlo Mattogno and Jurgen Graf. 
Little research had been directed to¬ 
ward Concentration Camp Majdanek 
in central Poland, even though it 
is claimed that up to a million Jews 
were murdered there. The only infor¬ 
mation available is discredited Polish 
Communist propaganda. This glaring 
research gap has finally been filled. 
After exhaustive research of primary 
sources, Mattogno and Graf created 
a monumental study which expertly 
dissects and repudiates the myth of 
homicidal gas chambers at Majdanek. 
They also critically investigated the 
legend of mass executions of Jews in 
tank trenches (“Operation Harvest 
Festival”) and prove them ground¬ 
less. The authors’ investigations lead 
to unambiguous conclusions about 
the camp which are radically differ¬ 
ent from the official theses. Again 
they have produced a standard and 
methodical investigative work, which 
authentic historiography cannot ig¬ 
nore. Third edition, 350 pages, b&w 
illustrations, bibliography, index. (#5) 

Concentration Camp Stutthof and Its 

Function in National Socialist Jewish 

Policy. By Carlo Mattogno and Jurgen 
Graf. The Stutthof camp in Prussia 
has never before been scientifically 
investigated by traditional historians, 
who claim nonetheless that Stutthof 
served as a ‘makeshift’ extermination 
camp in 1944. Based mainly on archi¬ 
val resources, this study thoroughly 
debunks this view and shows that 



Stutthof was in fact a center for the 
organization of German forced labor 
toward the end of World War II. Third 
edition, 171 pages, b&w illustrations, 
bibliography, index. (#4) 

SECTION THREE: 

Auschwitz Studies 

The Real Case of Auschwitzj Robert 

van Pelt’s Evidence from the Irving 

Trial Critically Reviewed. By Carlo 
Mattogno. Prof. Robert van Pelt is 
considered one of the best mainstream 
experts on Auschwitz and has been 
called upon several times in holocaust 
court cases. His work is cited by many 
to prove the holocaust happened as 
mainstream scholars insist. This book 
is a scholarly response to Prof, van 
Pelt—and Jean-Claude Pressac. It 
shows that their studies are heavily 
flawed. This is a book of prime politi¬ 
cal and scholarly importance to those 
looking for the truth about Auschwitz. 
2nd edition, 758 pages, b&w illustra¬ 
tions, glossary, bibliography, index. 
(# 22 ) 

Auschwitz ' Plain Facts—A Response 

to Jean-Claude Pressac. Edited by 
Germar Rudolf. French pharmacist 
Jean-Claude Pressac tried to refute 
recent findings with their own techni¬ 
cal methods. For this he was praised 
by the mainstream, and they pro¬ 
claimed victory over the “revisionists.” 
In Auschwitz: Plain Facts, Pressac’s 
works and claims are debunked. 197 
pages, b&w illustrations, bibliogra¬ 
phy, index. (#14) 

The Rudolf Report. Expert Report 

on Chemical and Technical Aspects 

of the j Gas Chambers' of Auschwitz. 

By Germar Rudolf and Dr. Wolfgang 
Lambrecht. In 1988, execution expert 
Fred Leuchter investigated the gas 
chambers of Auschwitz and Majdanek 
and concluded that they could not 
have worked as claimed. Ever since, 
Leuchter’s work has been attacked. 
In 1993, Germar Rudolf published 
a thorough forensic study about the 
“gas chambers” of Auschwitz. His re¬ 
port irons out the deficiencies of “The 
Leuchter Report.” Second edition, 457 
pages, b&w illustrations, bibliogra¬ 
phy, index. (#2) 

Auschwitz Lies'• Legends. Lies and 

Prejudices on the Holocaust By 
Carlo Mattogno and Germar Rudolf, 
The fallacious research and alleged 
ss refntation ?5 of Revisionist scholars by 
French biochemist G» Wellers, Pol" 


Richard Green, Profs 0 Zimmerman, 
Mo Shermer and A. Grobman, as well 
as researchers Keren, McCarthy and 
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Mazal, are exposed for what they are: 
blatant and easily exposed political 
lies created to ostracize dissident his¬ 
torians. In this book, facts beat propa¬ 
ganda once again. Second edition, 398 
pages, b&w illustrations, index. (#18) 

Auschwitzj The Central Construction 

Office. By Carlo Mattogno. Based upon 
mostly unpublished German wartime 
documents, this study describes the 
history, organization, tasks and pro¬ 
cedures of the Central Construction 
Office of the Waffen-SS and Auschwitz 
Police. Despite a huge public inter¬ 
est in the camp, next to nothing was 
really known about this office, which 
was responsible for the planning and 
construction of the Auschwitz camp 
complex, including the crematories 
which are said to have contained the 
“gas chambers.” 182 pages, b&w illus¬ 
trations, glossary. (#13) 

Garrison and Headquarters Orders 

of the Auschwitz Camp. By C. Mat¬ 
togno. A large number of all the orders 
ever issued by the various command¬ 
ers of the infamous Auschwitz camp 
have been preserved. They reveal 
the true nature of the camp with all 
its daily events. There is not a trace 
in these orders pointing at anything 
sinister going on in this camp. Quite 
to the contrary, many orders are in 
clear and insurmountable contradic¬ 
tion to claims that prisoners were 
mass murdered. This is a selection 
of the most pertinent of these orders 
together with comments putting them 
into their proper historical context. 
(Scheduled for early 20165 #34) 

Special Treatment in Auschwitz * Ori¬ 

gin and Meaning of a Term. By Carlo 
Mattogno. When appearing in Ger¬ 
man wartime documents, terms like 
“special treatment,” “special action,” 
and others have been interpreted as 
code words for mass murder. But that 
is not always true. This study focuses 
on documents about Auschwitz, show¬ 
ing that, while “special” had many 
different meanings, not a single one 
meant “execution.” Hence the practice 
of deciphering an alleged “code lan¬ 
guage” by assigning homicidal mean¬ 
ing to harmless documents — a key 
component of mainstream historiogra¬ 
phy - is untenable. 151 pages, b&w il¬ 
lustrations, bibliography, index. (#10) 

Health Care at Auschwitz. By Carlo 
Mattogno. In extension of the above 
study on Special Treatment in Ausch¬ 
witz, this study proves the extent to 
which the German authorities at 
Auschwitz tried to provide appropri¬ 
ate health care for the inmates. This 
is frequently described as special mea¬ 


sures to improve the inmates’ health 
and thus ability to work in Germany’s 
armaments industry. This, after all, 
was the only thing the Auschwitz au¬ 
thorities were really interested in due 
to orders from the highest levels of the 
German government. (Scheduled for 
early 20165 #33) 

The Bunkers of Auschwitz- Black Pro¬ 

paganda vs. History. By Carlo Mat¬ 
togno. The bunkers at Auschwitz are 
claimed to have been the first homicid¬ 
al gas chambers at Auschwitz specifi¬ 
cally equipped for this purpose. With 
the help of original German wartime 
files as well as revealing air photos 
taken by Allied reconnaissance air¬ 
craft in 1944, this study shows that 
these homicidal “bunkers” never ex¬ 
isted, how the rumors about them 
evolved as black propaganda created 
by resistance groups in the camp, and 
how this propaganda was transformed 
into a false reality. 264 pages, illustra¬ 
tions, bibliography, index. (#ll) 

Auschwitz • The First Gassing — Ru¬ 

mor and Reality. By Carlo Mattogno. 
The first gassing in Auschwitz is 
claimed to have occurred on Sept. 3, 
1941, in a basement room. The ac¬ 
counts reporting it are the archetypes 
for all later gassing accounts. This 
study analyzes all available sources 
about this alleged event. It shows that 
these sources contradict each other in 
location, date, preparations, victims 
etc, rendering it impossible to extract 
a consistent story. Original wartime 
documents inflict a final blow to this 
legend and prove without a shadow 
of a doubt that this legendary event 
never happened. Second edition, 168 
pages, b&w illust., bibliography, in¬ 
dex. (#20) 

Auschwitz • Crematorium I and the Al¬ 

le ged Homicidal Gassings. By Carlo 
Mattogno. The morgue of Cremato¬ 
rium I in Auschwitz is said to be the 
first homicidal gas chamber there. 
This study investigates all statements 
by witnesses and analyzes hundreds 
of wartime documents to accurately 
write a history of that building. Mat¬ 
togno proves that its morgue was nev¬ 
er a homicidal gas chamber, nor could 
it have worked as such. 138 pages, 
b&w illustrations, bibliography, index. 
(# 21 ) 

Auschwitz • Open Air Incinerations. 

By Carlo Mattogno. Hundreds of thou¬ 
sands of corpses of murder victims 
are claimed to have been incinerated 
in deep ditches in the Auschwitz con¬ 
centration camp. This book examines 
the many testimonies regarding these 
incinerations and establishes whether 
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these claims were even possible. Using aerial 
photographs, physical evidence and wartime 
documents, the author shows that these claims 
are fiction. A must read. 132 pages, b&w illus¬ 
trations, bibliography, index. (#17) 

The Cremation Furnaces of Auschwitz. By Car¬ 
lo Mattogno & Franco Deana. An exhaustive 
technical study of the history and technology 
of cremation in general and of the cremation 
furnaces of Auschwitz in particular. On a sound 
and thoroughly documented base of technical 
literature, extant wartime documents and ma¬ 
terial traces, Mattogno and Deana can establish 
the true nature and capacity of the Auschwitz 
cremation furnaces. They show that these de¬ 
vices were cheaper versions than what was 
usually produced, and that their capacity to cre¬ 
mate corpses was lower than normal, too. Hence 
this study reveals that the Auschwitz cremation 
furnaces were not monstrous super ovens but 
rather inferior make-shift devices. 3 vols., 1192 
pp., b&w and color illustrations, bibliography, 
index, glossary. (#24) 
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SECTION FOUR 

Witness Critique 

Holocaust High Priest•' Elie 

Wiesel. Night, the Memory 

Cult, and the Rise of Revi¬ 

sionism. By Warren B. Rout- 
ledge. The first unauthorized 
biography of Wiesel exposes 
both his personal deceits and 
the whole myth of “the six 
million.” It shows how Zion¬ 
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ist control has allowed Wiesel and his fellow 
extremists to force leaders of many nations, the 
U.N. and even popes to genuflect before Wiesel 
as symbolic acts of subordination to World Jew¬ 
ry, while at the same time forcing school chil¬ 
dren to submit to Holocaust brainwashing. 468 
pages, b&w illust., bibliography, index. (#30) 

Auschwitzj Confessions and Testimonies. By 

Jurgen Graf. The traditional narrative of what 
transpired at the infamous Auschwitz camp 
during WWII rests almost exclusively on wit¬ 
ness testimony from former inmates as well as 
erstwhile camp officials. This study critically 
scrutinizes the 40 most important of these wit¬ 
ness statements by checking them for internal 
coherence, and by comparing them with one 
another as well as with other evidence such 
as wartime documents, air photos, forensic re¬ 
search results, and material traces. The result 
is devastating for the traditional narrative. 
(Scheduled for summer 20165 #36) 

Commandant of Auschwitz « Rudolf Hoss. His 

Torture and His Forced Confessions. By Rudolf 
Hoss & Carlo Mattogno. When Rudolf Hoss was 
in charge at Auschwitz, the mass extermination 
of Jews in gas chambers is said to have been 
launched and carried out. He confessed this in 
numerous postwar depositions. Hence Hoss’s 
testimony is the most convincing of all. But 
what traditional sources usually do not reveal 
is that Hoss was severely tortured to coerce him 
to “confess,” and that his various statements 
are not only contradictory but also full of his¬ 
torically and physically impossible, even absurd 
claims. This study expertly analyzes Hoss’s 
various confessions and lays them all open for 
everyone to see the ugly truth. (Scheduled for 
summer 2016- #35) 

An Auschwitz Doctor's Eyewitness Account: The 

Tall Tales of Dr. Mengele’s Assistant Analyzed. 

By Miklos Nyiszli & Carlo Mattogno. Nyiszli, a 
Hungarian Jew who studied medicine in Ger¬ 
many before the war, ended up at Auschwitz 
in 1944 as Dr. Mengele’s assistant. After the 
war he wrote an account of what he claimed to 
have experienced. To this day some traditional 
historians take his accounts seriously, while 
others accept that it is a grotesque collection 
of lies and exaggerations. This study analyzes 
Nyiszli’s novel and skillfully separates truth 
from fabulous fabrication. (Scheduled for spring 
20165 #37) 


Further Projects 

Further studies we propose to publish would 
scrutinize eyewitness accounts from, e,g . 9 Fil¬ 
lip Muller, Rudolf Vrba, Henryk Tauber, Yankiel 
Wiernik, Richard Glazar. Scholars interested in 
taking on any of these or other witnesses, please 
get in touch using the contact form at www. 
codohoCom/contact°us 
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Below please find some of the books published or distributed by Castle Hill Publishers in the United 
Kingdom. For our current and complete range of products visit our web store at shop.codoh.com. 


Wilhelm Staglich, Auschwitz: A Judge Looks at the Evidence 

Auschwitz is the epicenter of the Holocaust, where more people are said to have been 
murdered than anywhere else. At this detention camp the industrialized Nazi mass murder 
is said to have reached its demonic pinnacle. This narrative is based on a wide range of 
evidence, the most important of which was presented during two trials: the International 
Military Tribunal of 1945/46, and the German Auschwitz Trial of 1963-1965 in Frankfurt. 

The late Wilhelm Staglich, until the mid-1970s a German judge, has so far been the only 
legal expert to critically analyze this evidence. His research reveals the incredibly scan¬ 
dalous way in which the Allied victors and later the German judicial authorities bent and 
broke the law in order to come to politically foregone conclusions. Staglich also exposes 
the shockingly superficial way in which historians are dealing with the many incongrui¬ 
ties and discrepancies of the historical record. Second, corrected and slightly revised edition with a new preface 
and epilogue. 



422 pp., 6“x9“, pb, ill. 


P. Angel, J. Tiffany: Fountain of Fairytales: A Scholarly Romp Through the Old Testament 

Some say the Old Testament is a collection of valuable parables with no basis in histori¬ 
cal fact, while others have made a living of trying to prove that it is an accurate history 
of early man. Fountain of Fairytales takes us on a whirlwind tour of the Old Testament, 
telling us which stories are pure balderdash and which may have some basis in real ar¬ 
cheology and authentic history. And also which tales seem to have been borrowed from 
other primary cultural sources including the Egyptians. If you want proof the entire Bible 
is a faithful transcription of the word of God - straight from mouth to Jewish scribe’s 
pen - read no further, for this book is more of a light-hearted yet scholarly tour of the 
Old Testament, not a dense religio-historical treatise. If you’re ready for a tour of the Old 
Testament like none other, get a copy of Fountain of Fairytales. 

178 pp. pb, 5.5”x8.5” 



Abdallah Melaouhi, Rudolf Hess. His Betrayal and Murder 

In May 1941, Rudolf Hess, Hitler’s right-hand man, flew to England to make peace. His 
plane crashed, and he was made a prisoner of the Allies and kept in solitary confinement 
nearly the rest of his life. What truths about the war did Hess possess that were of such 
danger? The author worked as a male nurse caring for Rudolf Hess from 1982 until his 
death in 1987 at the Allied Prison in Berlin. Minutes after the murder he was called to 
the prison. Ask by the author what had happened, an unknown U.S. soldier replied: “The 
pig is finished; you won’t have to work a night shift any longer.” What he experienced 
there, minutely described in this book, proves beyond doubt that Mr. Hess was strangled 
to death by his Anglo-Saxon captors. 

300 pp. pb, 6”x9”, ill. 



Curtis B. Dali, FDR: My Exploited Father-in-Law 

The author was FDR’s son-in-law and spent much time in the White House. He had an 
insider’s view of who came to see FDR and Eleanor and how often. Dali also was a Wall 
Street banker and knew the tricks and tactics the financial predators use to deceive the 
public. The book is loaded with personal anecdotes of the people Dali met during his life. 
This included such notables as Franklin and Eleanor Roosevelt, Bernard Baruch, Henry 
Morgenthau Jr., Harry Dexter White, the Warburgs, Rothschilds, and more. Dali views the 
stock market crash of October 1929 as “the calculated shearing of the public triggered by 
the sudden shortage of call money in the New York money market.” He views the Federal 
Reserve and their globalist cheerleaders as being against the interests of Americans. They 
plan and execute the wars that line their pockets and ravage the world. Dali portrays FDR 
as a man who began his career as an optimistic ladder-climber and ended up as one of the 
most manipulated presidents in U.S. history. Reprint with a foreword by Willis A. Carto. 

298 pp., 5.5“x8.5“, pb 



For prices and availability see www.shop.codoh.com or write to: CHP, PO Box 243, Uckfield, TN22 9AW, UK 
















Herbert L. Brown, The Devil's Handiwork. A Victim's View of “Allied” War Crimes 

An amazing compilation of war crimes committed by the “good guys” against the “bad 
guys.” Many of the events covered in this book are to this day censored or twisted in 
mainstream history books. Chapters cover: Death camps in the Civil War; concentra¬ 
tion camps in the Boer War; The Dresden Massacre - the worst war crime in history; 
the Ukrainian terror famine; the gruesome harvest in Eastern Europe; the myth of the 
6 million; Operation Keelhaul; the Nuremberg Trials; the Katyn Forest Massacre; the 
Stuttgart Atrocity; bastardizing the Germans after WWII; the use of the atom bomb; Cuba 
betrayed; the Invasion of Lebanon; the policy of de-Nazification; the Malmedy Trial; the 
Dachau Trial; the Vinnytsia genocide; crimes during the occupation of Germany; FDR’s 
Great Sedition Trial; the Morgenthau Plan; the propaganda of the Writers War Board; 
myths of civilian bombings; the Lend-Lease fiasco; truth about Auschwitz; Pearl Harbor; 
the Soviet genocide across Europe; much more. 

275 pp., 5.5 “x 8.5“, pb 

Ralph Grandinetti, Final Solution. Germany's Madagascar Resettlement Plan 

Everyone “knows” the Germans had a “final solution” for their so-called “Jewish Prob¬ 
lem.” But Adolf Hitler’s final solution did not involve homicidal gas chambers and blaz¬ 
ing crematory ovens. Instead, Hitler’s final solution offered Jewish leaders the island of 
Madagascar, back then a French colony. In a meeting with Vichy French Prime Minister 
Pierre Laval, Laval agreed to turn Madagascar into a new Jewish homeland where, ul¬ 
timately, all of Europe’s 4,000,000 Jews might be settled. This new Madagascar was to 
be governed by a joint German-French board with representation granted to any govern¬ 
ment cooperating. What a paradise Madagascar could have become, but instead Zionists 
insisted on occupying the “Holy Land,” where they knew strife and conflict awaited them. 

What was the Madagascar Plan, and why did it fail? Which world leaders supported it - 
and which did not? Why was the plan eventually abandoned? 

108 pp., 5.5 “x 8.5“, pb 

John Tiffany, A Short History of the Balfour Declaration 

Few have heard of the Balfour Declaration, the history of which is known primarily to 
students of global affairs. What general knowledge there is surrounding its origins is 
usually limited to dry accounts in diplomatic histories. But here is a case where truth is 
stranger than fiction. The issuance of the Balfour Declaration set the stage for American 
entry into World War I and thereby laid the groundwork for World War II and the many 
consequential global convulsions that followed. And, ultimately, of course, it’s the foun¬ 
dation of the tension in the Middle East today that points toward further war and destruc¬ 
tion. Here is the secret history of the Balfour Declaration, laid out in no uncertain terms 
and devoid of euphemism and political correctness. Those who have any serious desire 
to understand the sources of world conflict need this precise and candid analysis - the 
facts - about the behind-the-scenes machinations that brought the Balfour Declaration 
into being - and why. 

118 pp., 5.5 “x 8.5“, pb 

Germar Rudolf: Resistance is Obligatory! 

In 2005 Rudolf, a peaceful dissident and publisher of revisionist literature, was kidnapped 
by the U.S. government and deported to Germany. There the local lackey regime staged 
a show trial against him for his historical writings. Rudolf was not permitted to defend 
his historical opinions, as the German penal law prohibits this. Yet he defended himself 
anyway: 7 days long Rudolf held a speech in the court room, during which he proved sys¬ 
tematically that only the revisionists are scholarly in their attitude, whereas the Holocaust 
orthodoxy is merely pseudo-scientific. He then explained in detail why it is everyone’s 
obligation to resist, without violence, a government which throws peaceful dissident into 
dungeons. When Rudolf tried to publish his public defence speech as a book from his 
prison cell, the public prosecutor initiated a new criminal investigation against him. After 
his probation time ended in 2011, he dared publish this speech anyway... 

376 pp., 6“x9“, pb, colour ill. 
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502-1-313, pp. 167-170. 361 

Document 214: “Bill of lading” by J.A. Topf & Sohne to the Central 
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Topf triple-muffle furnaces” for Crematorium II at Birkenau. Source: 
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Source: RGVA, 502-2-26, pp. 215-215a.369 
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Document 233: “Final invoicee” no. 322 by Topf of 12 July 1944 back-dated 
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Document 246: Letter from J.A. Topf & Sohne to the SS New Construction 
Office of the Mauthausen Concentration Camp of 1 November 1940 
regarding a cost estimate for a Topf coke-fired double-muffle 
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1927 at the Dessau crematorium (coke-fired).412 

Document 252: Summary of the cremation process in a modern cremation 
furnace. Source: Douglas J. Davies, Lewis H. Mates (eds.), 

Encyclopedia of Cremation, Ashgate, London, 2005, p. 133.413 

Document 253: Condition of a corpse after thirty minuts of cremation. 

Source: Michael Bohnert, Thomas Rost, Stefan Poliak, “The degree of 
destruction of human bodies in relation to the duration of the fire,” in: 
Forensic Science International, 95, 1998, p. 15.414 


















C. Mattogno, The Crematory Furnaces of Auschwitz: Part 2 


27 


page 

Document 254: as above, after forty minutes. Color reproductions of these 
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I. Civilian Cremation Furnaces 


Fig. 1 Liiu^boliuiU uuuJu W — W 




Fi g. 2 ScliuiU duivh dc;i V crbre mmngsr ana 


Document 1: W. Ruppmann coke-fired cremation furnace at Biel (1911). 

Fig. 1: vertical section W-W; Fig. 2: horizontal section W-W. Source: FT. Kel¬ 
ler, Mitteilungen iiber Versuche am Ofen des Krematoriums in Biel. Bieler 
Feuerbestattungs-Genossenschaft in Biel (Schweiz). Jahres-Bericht 1927/28. 

Biel, 1928, p. 21. 
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Fig, S Querschnitt nach V—V 



Fig. 4 Schnitt durcb do n Nachglulir&um 

Document 2: W. Ruppmann coke-fired cremation furnace at Biel (1911). Fig. 3: 
vertical section V-V; Fig. 4: section along the post-combustion chamber. Source: as 

Doc. 1, p. 22. 
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Document 3: Standard dimensions of the cremation chamber and the coffin. 
Source: W. Heepke, Die Leichenverbrennungs-Anstalten (Die Krematorien). Ver- 

lag von Carl Marhold. Halle a.S., 1905, p. 59. 
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Document 4: A 1799 project for a French crematorium. Source: B. Reber, Un cre- 
matoire du temps de la Revolution fran^aise, in: Societe de cremation de Geneve. 
Bulletin VIII. Geneva, Imprimerie Centrale, 1908, p. 29. 



Document 5: A 1799 project for a French crematorium. Source: as Doc. 4. 
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Document 6: POLLI gas-fired cremation furnace. Source: Wegmann-Ercolani, 
Ueber Leichenverbrennung als rationellste Bestattungsart. Casar Schmidt, Zurich, 

1874, illustration outside of text. 



Document 7: Fig. 4: POLLI-Clericetti gas-fired cremation furnace in a fancy urn 
shape. Source: M. De Cristoforis, Etude pratique sur la cremation. Imprimerie 

Treves Freres, Milan, 1890, p. 68. 
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Document 8: Figs. 8 & 9: Cadet cremation furnace. Source: as Doc. 7, p. 77. 



Document 9: Fig. 10: Muller-Fichet coke-fired cremation furnace. Source: as 

Doc. 7, p. 79. 
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Document 10a & b: Figs. 11 & 12: Lagenardiere cremation furnace. Source: as 

Doc. 7, p. 80. 






Fitfr H. 


Document 11a through c: 
Gorini direct-combustion cre¬ 
mation furnace. Fig. 13: verti¬ 
cal section; Fig. 14: horizontal 
section; Fig. 15: chimney 
damper. Source: as Doc. 7, pp. 
83f 
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Document 12: GORINI direct-combustion cremation furnace, inaugurated on 15 
December 1887 at the crematorium of the Pere-Lachaise cemetery in Paris. 
Source: “La cremation des morts et Tedifice crematoire du Pere-Lachaise , \ in: La 
Science Illustree, vol. I, annee 1888, premier semestre, p. 13. 
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Document 13: VENINI coke-fired cremation furnace. Source: G. Pini, La cremation 
en Italie et a l’etranger de 1774 jusqu’a nos jours. Ulrich Hoepli Editeur Libraire, 

Milan, 1885, illustration outside of text. 
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Document 14: Rey direct-combustion cremation fiur- 
nace. Source: as Doc. 7, p. 100. 



Document 15, 15a (below): KUBORN-JACQUES mobile 
cremation furnace. Source: as Doc. 13, p. 140. 
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_ r»c '■* _ 

Document 16: Guzzi coke-fired cremation furnace. Source: as Doc. 7, p. 


104. 



Document 1 7: Spasciani-Mesmer coke-fired cremation 
furnace. Longitudinal section. Source: as Doc. 7, p. 106. 































































































































































C. Mattogno, The Crematory Furnaces of Auschwitz: Part 2 


41 



Document 17a: Spasciani-Mesmer coke-fired cremation furnace. Vertical section. 

Source: as Doc. 7, p. 107. 
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Document 17b: Spasciani-Mesmer coke-fired cremation furnace. Fig. 1: section 
C-D; Fig. 2: section A-B; Fig. 3: section E-F; Fig. 4: section J-L. Source: E. Beu- 
tinger, Handbuch der Feuerbestattung. Carl Scholtze Verlag, Leipzig, 1911, p. 102. 
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Document 18: Toisul-Fradet coke-fired cremation furnace. Fig. 89: vertical sec¬ 
tion; Fig. 90: longitudinal section a-b; Fig. 91: horizontal section. Source: as Doc. 

17b, p. 101. 
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AITAHKIL CHEMAKK RE UK I.A VttJJt l)K fctRIH 


Document 19: Toisul-Fradet coke-fired cremation furnace. Source: Prefecture du 
Departement de la Seine. Direction des Affaires Municipales. Note sur la cremation 

a Paris au l er novembre 1893, drawing outside text. 
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Document 20: Siemens experimental coke-fired cremation furnace. Source: F. Ku- 
chenmeister, Die Feuerbestattung. Verlag von Ferdinand Enke, Stuttgart, 1875, il¬ 
lustration outside text. 
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Document 21: Siemens coke-fired cremation furnace at the Gotha crematorium 

(1878). Source: as Doc. 17b, p. 104. 










































































































































46 


C. Mattogno, The Crematory Furnaces of Auschwitz: Part 2 


rf ih * | V*H PL4II ft . 




GrtS PRCPDUGtfl 



!i4L I Lri c tr-:* t u mlp sfr rxm i i 


^ffliQN A I 



£1 [MENS' APPaAAl?U 5 ■' i NGLl^H HITCH* f 


Document 22: Siemens coke-fired cremation furnace at the Gotha crematorium 
(1878). Source: William Eassie, Cremation of the Dead. London, 1875, drawing 

outside text. 
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Document 23: Vertical section of the Gotha crematorium showing the funeral hall 
and the cremation furnace. Source: William Eassie, Cremation of the Dead. Lon- 

don, 1875, drawing outside text. 
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Document 24: Klingenstierna coke-fired cremation furnace, original model 

Source: as Doc. 7, p. 114. 
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Document 25: Gebruder BECK-DOROVIUS coke-fired cremation furnace. Source: 
K. Weigt, Almanach der Feuerbestattung. self-published, Hannover, 1909, p. 46. 
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Abb. 95—98. Der Einascherungsofen System Klingenstierna-Beck. 



Abb. 95. Langenschnitt durch den Ufen. Abb. 96, Querschniit 



Abb.97, Grundrifi in der Hiihe derFeuerung At)b - 93 Grundrili in der H5he des Ver- 

brennimgsraumcs. 


Document 26: Klingenstierna-Beck coke-fired cremation furnace. Fig. 95: longitu¬ 
dinal section; Fig. 96: vertical section; Fig. 97: horizontal section at the height of 
the hearth; Fig. 98: horizontal section at the heigh t of the cremation chamber. 

Source: as Doc. 17b, p. 108. 
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Document 27: R. SCHNEIDER coke-fired cremation furnace. Source: F. Schuma- 
cher, Die Feuerbestattung. J. M. Gebhardt’s Verlag, Leipzig, 1939, p. 23. 
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Document 28: W. Ruppmann coke-fired cremation furnace. Fig. 100: longitudinal 
section; Fig. 101: horizontal section at the height of the cremation chamber. 

Source: as Doc. 17b, p. 114. 
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Abb, 102, Querschmtt. 



Abb* 103* GftmdriB durch den NachpUthraiim 


Document 28a: W. Ruppmann coke-fired cremation furnace. Fig. 102: vertical sec¬ 
tion; Fig. 103: horizontal section along the post combustion chamber. Source: as 

Doc. 17b, p. 115. 
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Document 29: Knos coke-fired cremation furnace. Longitudinal section. Source: 

as Doc. 17b, p. 118. 
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Abb* 105, Crundrifi A—B durcti den EmSscherungsraunu 



Abb. J06. Grundrifi C —D. 


Document 29a: Knos coke-fired cremation furnace. Fig. 105: horizontal section A- 
B along the cremation chamber; Fig. 106: horizontal section C-D. 
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Document 30: Fichet cremation furnace, inaugurated on 19 January 1891 at the 
crematorium of the Pere-Lachaise cemetery in Paris. Source: as Doc. 19, drawing 

outside text. 
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Abb. 107. Grundrift in der H&he des Eintscherungsraumes. 


'Z77Z& 



ys/// 

- 


, a itOttaasapsa gg 





A l>b. IPS. L angensdh n itt des Leuc htjjasof ens T o isuj und FradeL 


Document 31: Toisul-Fradet gas-fired cremation furnace. Fig. 107: horizontal 
section at the height of the cremation chamber; Fig. 108: longitudinal section. 

Source: as Doc. 17b, p. 123. 
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Document 32: Rothenbach & Co. naphtha-fired cremation furnace (Swiss patent 
no. 86533). Fig. 1: longitudinal section; Fig. 2: vertical section. Source: Georgius, 
“Neuere Leichenverbrennungstechnik, “ in: Gesundheits-Ingenieur, 46. Jg., 1923, 

Heft 5, p. 56. 
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Schnitr A-B 


o 



Fie. 2. 


Document 33: PROMETHEUS experimental electric 
cremation furnace. Source: Phoenix. Blatter fhr wahl- 
freie Feuerbestattung und verwandte Gebiete, Vienna, 

1910, Nr. 10, p. 399. 
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Abb, 7, Quemfcnltt in Abb. 0. 


Document 34: CONLEY electric cremation furnace (U.S. patent no. 988862, 1911). 

Source: as Doc. 32, p. 57. 
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Document 35: “Cremation furnace with a regenerator and a gas generator con¬ 
nected at the front to the combustion chamber. ” Patent W. Sauerland, no. 284163, 
of 12 March 1915. Fig. 1: longitudinal section; Fig. 2: vertical section; Fig. 3: 

horizontal section. 
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Document 36: “Cremation furnace for corpses with regenerator and gas gene¬ 
rator” (Leicheneinascherungsofen mit Regenerator en und einem Gaserzeuger). 
Patent F. Siemens, no. 258066, of 18 August 1911. Fig. 1: longitudinal section; 
Fig. 2: vertical section along the cremation chamber; Fig. 3: vertical section 

along the hearth. 
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Document 37: “Cremation furnace for corpses with regen¬ 
erator recuperator ” (Leichenverbrennungsofen mit Reku- 
perator). Patent M.J. Kergel, no. 218581, of 4 October 
1908. Fig. 1: longitudinal section; Fig. 2: horizontal section 
A-A along the cremation chamber. 
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Fig- 3 
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Document 3 7a: as above. Fig. 3: vertical section B-B. 
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Tig 
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Document 38: Procedure and device for the cremation of corpses with 
combustion gases and heated air with a heat source ” (Verfahren und Vor- 
richtung zur Einascherung von Leichen mit Verbrennungsgasen und erhiz- 
ter Luft mit einer Warmequelle). Patent of B UNZLA UER Werke LengerS- 
DORFF & COMP., no. 263725, of 6 September 1913. Fig. 1: vertical section. 
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Document 38a: as above. Fig. 2: longitudinal section. 
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Document 38b & c: as above. Fig. 3: horizontal section. Fig. 4: vertical section /-/ 
along the gasifier; Fig. 5: vertical section //-// along the combustion-air channel 

and the smoke flue. 
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Document 39: “Naphtha-fired Cremation furnace for corpses ” (Leichen- 
verbrennungsofen mit Olfeuerung). Patent Gebruder Korting Aktienge- 
SELLSCHAFT in Linden, no. 257576, of 30 June 1911. 
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Document 40: “Naphtha- or gas-fired cremation furnace for corpses with an ash 
receptacle beneath the slanted cremation chamber ” (Leichenverbrennungsofen mit 
Ol- oder Gasfeuerung mit einem unter dem schrag abfallenden Verbrennungsraum 
liegenden Aschenaufnahmebehalter). Patent W. BUESS, no. 279830, of 22 August 

1913. Fig. 1: longitudinal section. 
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Document 40a: as above. Fig. 2: vertical section; Fig. 3: crucible with burner. 
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Document 41: “Electric cremation furnace for corpses ” (Elektrischer Leichen- 
verbrennungsofen). Patent L.H.GlDDlNGS, no. 244887, of 11 April 1911. 
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Abb. 1 


■\bh. 4 
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Document 42: Gebruder Beck coke- or gas-fired cremation furnace at the Dessau 
crematorium: thermotechnical improvement to closures by engineer R. Kessler 
(1926). Source: R. Kessler, ‘Rationelle Warmewirtschaft in den Krematorien nach 
Massgabe der Versuche im Dessauer Krematorium, ” in: Die Warmewirtschaft, 
1927, no. 8, p. 136; original air flap; Fig. 2: improved air flap; Fig. 3: original in¬ 
troduction damper; Fig. 4: improved damper; Fig. 5 (see Doc. 43, top left): origi- 
nal damper of the smoke conduit; Fig. 6 (Doc. 43, top right): improved damper. 
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Document 43: as above. Operational furnace instruments. Fig. 7: control levers of 
the shutters and doors; Fig. 10: thermotechnical devices for controling the com- 

bustion. Source: as Doc. 42, p. 137. 
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Document 44: as above. Fig. 8: rear parts of the gas burners; Fig. 9: Gauges for 
CO and CO 2 , and for draft and gas pressure. Source: as Doc. 42, p. 138. 
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Document 45: as above. Fig. 11: control lever; Fig. 12: Instruments ’ Position; Fig. 
13: electric switch board of the air compressor. Source: as Doc. 42, p. 139. 
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Document 46: as above. A: longitudinal section; B: rear view; C: location of the 

sensors. Source: as Doc. 42, no. 9,p. 149. 

A Vertical section 

B Rear side 
C Horizontal section 

1 Gas burner 

2 Feeding door of the gasifier 

3 Adjustable air vent of the gasifier 

4 Adjustable air vent of the hearth 
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5 Hearth door (ash chamber) 

6 Water basin 

7 Hearth grate 

8 Gasifier 

9 Muffle 

10 Muff e grate 

11 Inclined plane ofpost-combustion chamber 

12f Lateral upper left-hand channel connecting the post-combustion chamber to 
the recuperator (12: inlet; 13: outlet) 

14 Recuperator 

15 Discharge channel for the smoke combustion and smoke valve 

16 Discharge channel for normal combustion and normal valve 

1 7 Flue duct 

18 Chimney 

19 Ash-chamber door (to take out the ashes of the corpse) 

20 Adjustable air vent for normal combustion 

21 Adjustable air vent for combustion of smoke 
a Measuring point for muffle temperature (°C) 

b Measuring point of discharge gas temperature (°C) during normal combus¬ 
tion and of primary air temperature (°C) during combustion of smoke in lat¬ 
eral upper right-hand channel 

c Measuring point of primary air temperature (°C) during normal combustion 
and of discharge-gas temperature (°C) during combustion of smoke in lateral 
upper left-hand channel 

d Measuring point of temperature of gasifier air 
e Measuring point of temperature of discharge gas (°C) in flue duct 
f Measuring point of draft in normal combustion 
g Measuring point of draft in combustion of smoke 
h Measuring point of draft in hearth 
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Koka-Hkliversudi am 5- Januar 1927 Im Knemn Cerium 
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Document 47: as above. Cremation experiment with coke, conducted on 5 January 
1927 by Engineer R. Kessler. Diagram of furnace condition. Source: as Doc. 42, 

no. 9, p. 154. 

The horizontal gives the duration of the various phases of the preheating (Vorhei- 
zung) of the furnace and of the subsequent eight cremations, for each one of which is 
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shown the combustion of smoke (Rauchverbrennung) and the normal combustion, or 
more precisely the time for the switch-over of the furnace for the combustion of 
smoke and for the normal combustion. We will return to this question later. 

The vertical axis shows the measured property (from bottom to top): 

0-20 Pressure difference in mm water column (= 0.1 mbar) 

1-9 Zentner (= 50 kg) of coke loaded into gasifier 

All of the above figures refer to the vertical cross section of the corresponding 
openings and dampers 

A Consumption of coke between 7:18 a.m. and 9 p.m. with 0.42 Zentner of in¬ 

combustibles: 8.72 Zentner (= 436 kg) 

B Draft in the flue duct during normal combustion, in mm water column (meas¬ 
ured between the furnace and the damper at f and at g) 

C Draft in the flue duct during combustion of smoke, in mm water column, 
(measured between the furnace and the damper at f and at g) 

D Draft of the hearth, in mm water column (measured at h) 

E Indication of type of smoke (hell: light, dunkel: dark, schwarz: black) 

F Opening of air vent for air feed to hearth, mm 
G Opening of air vent for air feed to gasifier, mm 

H Opening of smoke damper in flue duct during normal combustion, mm 

I Opening of the corresponding smoke damper during same combustion, mm 

K Opening of smoke damper during combustion of smoke, mm 

L Opening of corresponding air vent of primary air during same combustion, 
mm 

M Opening of ash-chamber door (hearth), in mm 
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Document 48: as Doc. 47. Temperature diagram. Source: as Doc. 42, no. 9,p. 155. 

The horizontal axis gives the duration of the various phases of the preheating of the furnace 

and of the subsequent eigth cremations, as in the previous diagram. The vertical axis shows 

the temperatures: 

A Temperature of the muffle (°C) measured in the center of the vault of the muffle of the 
furnace (measured at a) 

B Temperature of the discharge gas (°C) in normal mode, in the lateral upper right-hand 
channel (measured at b) 

C Temperature of primary air (°C) during smoke combustion mode, in the same channel 
as in B 

D Temperature of primary air (°C) during normal mode in lateral upper left-hand channel 
(measured at c) 
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E Temperature of discharge gas (°C) during smoke combustion mode, in the same channel 
as in D 

F Temperature of gasifier air (°C) at outlet of gasifier (measured at d) 

G Temperature of discharge gas (°C) in flue duct (measured at e) 

H Room temperature (°C) on groundfloor 
I Room temperature (°C) in basement 
K Outside temperature (°C). 

Above the temperature diagram, we have indicated the CO2 + O2 content, the CO2 content 
and partly the CO content at various times of the preheating and cremation phases. 
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Document 49: as above. Cremation experiment with briquet, conducted on 12 Jan¬ 
uary 1927 by engineer R. Kessler. Diagram of furnace condition. Source: as Doc. 

42, no. 9, p. 156. 
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Document 50: as Doc. 49. Temperature diagram. Source: as Doc. 42, no. 9, p. 157. 
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Document 51: as above. Cremation experiment with gas, conducted on 1 Novem¬ 
ber 1926 by engineer R. Kessler. Diagram of furnace condition. Source: as Doc. 

42, no. 9, p. 150. 










































































































































































































































































84 


C. Mattogno, The Crematory Furnaces of Auschwitz: Part 2 




Document 52: as Doc. 51. Temperature diagram. Source: as Doc. 42, no. 9, p. 151. 
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Document 53: Cremation furnace of the crematorium at Biel as used by engineer 
FT. Keller for his cremation experiments in 1927. Fig. 1: longitudinal section A-B; 
Fig. 2: vertical section C-D; Fig. 3: horizontal section E-F; Fig. 4: horizontal sec¬ 
tion G-H. Source: H. Keller, “Versuche an einem Feuerbestattungsofen, ” special 
reprint from the journal Archiv fur Warmewirtschaft und Dampfkesselwesen, 

1929, no. 6, p. 1. 
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Document 54: Diagram of cremation experiments conducted by Engineer H. Keller 
in the electric BROWN, BOVERI & Co. furnace at the Biel crematorium on 2 October 
1940. Hourly smoke volume expelled by the exhaust fan during the cremation; first 
data set. Source: H. Keller, “Ursache der Rauchbildung bei der Kremation, ” in: 
Bieler Feuerbestattungs-Genossenschaft in Biel, Jahresbericht pro 1944. Biel, 

1945, illustration outside text. 
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Document 55: as Doc. 54, second data set. 
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Document 56: as above, experiments of 25 January 1943. Hourly smoke volume 
expelled by the exhaust fan during the cremation. Source: as Doc. 54. 
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Document 57: as above, experiments of 2 and 6 January 1943. Smoke-gas analysis 

during the cremation. Source: as Doc. 54. 
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Document 58: as above, experiments of January 1943. Temperature diagram. 

Source: as Doc. 54. 
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Alb_ B-tnA- Kaki of* ra mil \tt ki-trk*i|* raler, 

* TrlK^'l^rhbcrinun'H. fc IZoLl^ triii^i, i - ll-rtuj-Cj-i-!';r r P ^ Plfcc.: Sa±i hjnJJp, 
" L*TtLiH_lli, rf— ixir STDi t-Isrn-'*mn>i In-jjj. | ?. 1/ ^ i itr+fcHlicWMi 


Document 59: perfected Beck coke-fired cremation furnace (early 1930s). Fig. 1: 
longitudinal section; Fig. 2: vertical section; Fig. 3: horizontal section at the 
height of the cremation-chamber grate. Source: W. Heepke, ‘Die neuzeitlichen 
Leicheneinascherungsofen mit Koksfeuerung, deren Wdrmebilanz und Brennstoff- 
verbrauch, ” in: Feuemngstechnik, XXL Jg., 15 August 1933, no. 9, p. 124. 
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Abb, 4. Didler-Kokso^n. 


Document 60: perfected Didier coke-fired cremation furnace (early 1930s). Fig. 1: 
longitudinal section; Fig. 2: vertical section; Fig. 3: horizontal section at the 
height of the cremation-chamber grate. Source: as Doc. 59, p. 125. 
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Zu 4i rf 506627 

VH2H GrA 


Abb, i 



Document 61: Procedure and device for cremation ” (Verfahren und Vorrichtung 
zur Einascherung). Patent FT. VOLCKMANN and L. Ludwig, no. 506627, of 30 Octo¬ 
ber 1928. Fig. 1: longitudinal section along the cremation chamber; Fig. 2: hori- 

zontal section along the cremation chamber. 
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Document 62: Volckmann-Ludwig gas-fired cremation furnaces at the Hamburg 
crematorium (prototype). Source: R. Kessler, 'Der neue Einascherungsofen Sys- 
tem Volckmann-Ludwig, ” in: Zentralblatt fur Feuerbestattung, 1931, no. 3, p. 34. 
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Document 63: VOLCKMANN-LUDWIG gas-fired cremation furnaces: design of 
combustion air intake. Source: Stort, ‘Der menschliche Korper als Heizstoff ” in: 
Die Umschau in Wissenschaft und Technik, 1931, no. 26, p. 513. 
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Document 64: as above (standard model). Fig. 1: longitudinal section; Fig. 2: ver- 

tical section. Source: as Doc. 27, p. 24. 
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Document 65: as above. Longitudinal section. Source: H. Manskopf, “Gas als 
Brennstoff fur Einascherungsofen, ” in: Das Gas- und Wasserfach, 1933, no. 42, p. 

773. 
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Document 66: as above, device at the Stuttgart crematorium (1931). Fig. 1: longi¬ 
tudinal section g-h; Fig. 2: vertical section c-d; Fig. 3: horizontal section a-b; Fig. 

4: vertical section e-f. Source: H. Wolfer, ‘Der neue ‘Volckmann-Ludwig ’- 
Einascherungsofen im Stuttgarter Krematorium, ” in: Gesundheits-Ingenieur, 1932, 

no. 13, p. 151. 
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Document 67: “Corpse cremation furnace ” (Leichenverbrennungsofen). Patent W. 
RUPP MANN, no. 669645, of 23 June 1936. Fig. 1: vertical section (cremation cham¬ 
ber and combustion air intake system); Fig. 2: longitudinal section (cremation 

chamber and construction system of the grate). 
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MONAT5BULLETJN No. 3_K1V. 1931 



1- !. i-ihnLlE durch £■□ TC rimtl l l i l llfi. 


Document 68: E. Emch & Co. gas-fired cremation furnace at the Zurich cremato¬ 
rium (1932). Vertical and longitudinal sections (cremation chamber and recupera¬ 
tor). Source: R. Henzi, ‘Die Zurcher Einascherungsofen mit Gasfeuerung, ” in: 
Schweiz. Verein von Gas- und Wasserfachmannern, Zurich, March 1934, no. 3, p. 

64. 
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Document 69: E. Emch & Co. gas-fired cremation furnace at the Zurich cremato¬ 
rium (1935). Vertical and longitudinal sections (cremation chamber and recupera¬ 
tor). Source: P. Schlapfer, “Betrachtungen Tiber den Betrieb von Einascherungs- 
ofen, ” in: Schweiz. Verein von Gas- und Wasserfachmannern, Zurich, July 1938, 

no. 7, p. 150. 
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Fkf- 10. 
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wLhrtpd # Kr*miLtdBfu„ 

Document 70 & 71: Fig. 9: Diagram of 5 cremations conducted on 30 November 
1932 in Furnace II at the Zurich crematorium. “ Variation of CO 2 content, muffle 
temperature and combustion-gas temperature in the flue of Furnaces II during 5 
cremations. ” Fig. 10: Diagram of 8 cremations conducted on 27 February1936 in 
Furnace III at the Zurich crematorium. “ Variation of CO 2 content, muffle tempera¬ 
ture and combustion-gas temperature in the flue of Furnces III during 8 crema- 

tions. ” Source: as Doc. 69, p. 156. 
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Document 72: Fig. 11: “Flue-gas losses in kcal/minute and in % of the amount of 
heat concurrently added by combustion as a function of the CO 2 contents of the 

combustion gas”. Source: as Doc. 69, p. 156. 
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Document 73: Thermal balance of Furnaces II and III at the Zurich crematorium. 
“Variation of the caloric needs per cremation as a function of the number of cre- 

motions per day ” Source: as Doc. 69, p. 157. 
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AElK 13. Hiklriufafr Gr-p. 


Document 74: E. Emch & Co. electric cremation furnace (1930). Vertical section. 
Source: F. Hellwig, “Vom Bau und Betrieb der Krematorien, ” in: Gesundheits- 

Ingenieur, 1931, no. 25, p. 397. 
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AMi, 1. UutralhuftL JuTtl« lI k OfeMiinlH^c 
A. Qfaii 


Document 75: Fig. A: vertical section of the old W. Ruppmann coke-fired crema¬ 
tion furnace at Biel; Fig. B: vertical section of the BROWN, BOVERI & Co experi¬ 
mental electric cremation furnace. Source: FT. Keller, ‘Der elektrische Einasche- 
rungsofen im Krematorium Biel, ” in: Bieler Feuerbestattungs-Genossenschaft in 

Biel, Jahresbericht pro 1933. Biel, 1934, p. 5. 
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Document 76: A (bottom): horizontal section of the old W. Ruppmann coke-fired 
cremation furnace at Biel; B (top): horizontal section of the BROWN, BOVERI & Co 
experimental electric cremation furnace. Source: as Doc. 75. 
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Abb, K — Schtm*tl*ch* Oaratilfang tin** • l*ktri(eh*a Kramatlonsottna mil augah&rlgtfi 

ftekupcralor, Frljchluft- und RauchgaiYtntflaior. 

1 *= FtlicMuflvanltlator. 5 za. Schtmatitchcr Quftrtchnltt dutch dan Krtmatlontofcn. 

2 Abgaivintilaior. 3 = Varbrannungakammaiv 

3 SplraltAtakuperator. b — Atth+naafttmalfaum* 

4 T3 AnicMu** an da* Kumlo L c = Nachv*rbr*nnungakJiftii4. 

Document 77: BROWN, BOVERI & Co electric cremation furnace (standard model). 

“Schematic representation of an electric cremation furnace with related recupera¬ 
tor, fresh air and flue gas fan. ” G. Keller, ‘Die Elektrizitat im Dienste der Feuerbe- 
stattung, ” Aktiengesellschaft Brown, Boveri & Cie, Baden (Switzerland); special re- 

print o/Brown Boveri Mitteilungen, no. 6/7, 1942, p. 3. 
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Document 78: Temperature diagram of 3 cremations in a coke-fired cremation 

furnace. Source: as Doc. 59, no. 8, p. 110. 
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Fig. 4. TetnperAL(irdia£fsmni£ h 2bJ27, October 1933 r 

Documents 79 & 80: Top: temperature diagram of 5 cremations conducted on 26 
October 1933 in furnace III (E. Emch & Co.) at the Zurich crematorium. Bottom: 
temperature diagram of 7 cremations conducted on 27 October 1933. Source: as 

Doc. 68, p. 66. 
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Documents 81 & 82: Fig. 6: Temperature diagram of 5 cremations conducted on 
23 October 1931 in the Volckmann-Ludwig gas-fired cremation furnace at the 
Stuttgart crematorium. Fig. 7: Temperature diagram of 5 cremations conducted on 
30 October 1931 in the same furnace. Source: as Doc. 66, no. 14, p. 163. 
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Document 83: Temperature diagram of a cremation conducted on 24 April 1934 in 
the BROWN, Boveri & Co. electric cremation furnace at the Biel crematorium. 

Source: as Doc. 75, p. 13. 































































































C. Mattogno, The Crematory Furnaces of Auschwitz: Part 2 


111 



H Errm.1« » |* J|Jn|l tHJ 


Document 84: Temperature diagram of 2 cremations conducted on 19 April 1934 

in the same furnace as above. Source: ibid., p. 14 



Document 85: Fig. 2 (left): Temperature diagram of a metallic coil recuperator; 
Fig. 3 (right): Temperature diagram of 4 cremations conducted in 1942 in the 
BROWN, Boveri & Co. eletric cremation furnace at the St. Gallen crematorium. 

Source: as Doc. 77, p. 4. 
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Document 86-la: List of cremations at the Bielefeld crematorium (5-23 December 

1941). Source: Sennefriedhof Bielefeld. 





















































































C. Mattogno, The Crematory Furnaces of Auschwitz: Part 2 


113 


r« 


14 *1 






ti{ Er 




,*?' J - 


ht 

h: i'|i 3 *ki 

ftjbllL| 

iii 

hi tlQr 

14J -T 'i|if^ti:iil 


hr *1 Arnr ir 


'■; S=*i^ 









li 





12 




;i'W 















#W. 


.£j£L 1 _atX 


£JUc 












l£d . tf,.W:< *. iljtj0' 


y_fi_££)tlk 



i 4 


fa&LJtl/. * rt. *v 

iW& 



T^-T J 


F"¥f- 


! Ml 


f 


.i££rtL 


ryr 


a a? 



Document 86-lb: continued. 
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Document 86-2a: continued. 
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Document 86-2b: continued. 
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Document 86-3a: continued. 
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Document 87: Duration of a cremation as a function of the temperature in a mod¬ 
ern gas-fired cremation furnace. Source: E. W. Jones, “Factors which affect the 
process of cremation. ” Extract from the Cremation Society of Great Britain’s An- 

nual Cremation Conference Report, 1975, p. 88. 
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various points of heating it up. Source: as Doc. 69, p. 154. 
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Document 89: Fig. 7: Behavior of wall temperature in a well-insulated muffle at 
various points of heating it up. Source: as Doc. 69, p. 155. 
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tions. Source: P. Schlapfer, “Ueber den Bau und den Betrieb von Kremations- 
ofen. ” Special reprint from the Jahresbericht des Verbandes Schweizer. Feuerbe- 

stattungsvereine, Zurich, 1937, p. 36. 



Abb. 3* DMrf^vbnIUI]fber tm i>r>*F ]« 

a oboe; h untere Grtcise dti tflCi^lichen BrtnnitifH>rerbFaii£hH. 


Document 90a: Monthly average coke consumption per corpse as a function of the 
number of cremations per month, (a) and (b) give the maximum and minimum fuel 

consumption, respectively. Source: ibid. 
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J gju gaQg XXL. Heft kf 


iin.'epte* JJje DeuitiLlithtn Lekcbein'inaBcherungstjten mil 


koksltnerung 

~ - - 1 -. 


Unit 


12 


ijhcrlifgendfln Seit# der Ofenwaud in emem aullen abge* 
ich]-osfet*en Gdbaiue emt elektriscbe Bime ait, deren in den 
Ofeti geworfene Rich ter rahlen dumb eine forge-bante Linux- 
vrrstarkt warden. 

A Ik^g blieDend sei noch auf da* Bv^>hllchtuTl£s^e•tl6 :; tt;J , yon 
^aiion hingewie&en. Dassdb« ist nut einer dauemd und un- 
tniiftlbw der Warmestrahlung des {Metis auspesetzLeii feuer- 
Ee'.Tt-n Reheibe vpnseben. wobei nieht nur die betreffende 
Scheibenoberflfiehe, jsondcm auch die deni Ofeninnem zuge- 
^andten Scheibenkanten vollstindig oder doch mil nur gp- 
rin^is UnterbrecbuDgen der WarmestrabJuiig unterliegen. 
Jbidurch bo]] eine ungleiehmaJiige Erwarmung der iicheibe 
und das d&mil verbundene Auftreten van Warro-espannungeit. 
i 11 iH^jcmdere an den Rindern tlur Scheibe ventiieden werden, 
])ie Befewtigung der -Sclieibe an der dem Ofemnnem iiipe- 
v/^ndten Seite eriolgt ata-tt durck die eonst iiblictaen Leieten ■— 
hviu Abb- b aeigt — mittels achmaler, dem Ke-bmen vor- 


! iipringender Elachen. die aich nyr aui Jdeine Teile der un- 

■ mitteibar tje^trahlten ScheibenobE-rfliLcbe geudfsennalien 

■ punktftirTnig aaiJegeii. I>ic ScheLben kbnjiem such durdi die 
RahmenJIache selbst gehahen warden, iii-dem diese ubUt 
einem spitzen Winkel zur unmitHdbar bestraiiiteu ^cheiben- 
oberflache gesteilt werden und so die dem Offninnem zugC’ 
w&ndien Scheibenkanten lediglich beriihren, aber ntcht uber- 
decken [Abb. 6). Dels Muhonsche Beobaohiungshirtsltir \*z- 
steht a us zwei halhatheruiamiJL GI usp]atten und nus eiuer 
zwi^ben diesen mit Absland ange-Ordneten gef&rbten Gifts- 
platte. Leiztere i&t aus mehrcren Gtasstreifen zusammen’ 
geselzt, wobei die «neinflnderstoGenden Straiten ban ien schief- 
winklig abgfesdhragt isind. Dutch eine solehe rnterteiJyug 
wird die Obeidlaehertspanjiung verringf-rt. GJeichzeUig Tcer- 

■ den et^'a auitretende Veraeminpen in der Schtitj*' huk- 

gegfichen, ohne dad sic)] dabei in der Sebeibe NjKilte iiiJden 
kdlmen. [^49] 


Die neu^eitlidien LeidieneinSsdieniiigsbfen mit Koksfeuening, 
deren Wlrmebilanz und Breunstoffverbraudi. 

’Son Wilbelm Heepke, Mittveida. 

Mil Hchs Abbplduu^on. 

]nhak9ftugabc: Enl^eklung der F«imb«Ht*min£. .BiaherigSft icnenras^echiiHicbes thrift rum, Diiekte imrt mdirckle KinjUcnenm c; 
El^MrajL-OM*! und Reliupera-Lciten- SiehwirnpVmten fur die li^ereelinuBt. fitark^ T c m pcm tu rsc h^arLkmi pun. Im- Kokftrticn mit Re bu pert lor. 

WArmrobedarfffliiftugeK, WAmeiemiint, Warme^erJuaie. BrwiwKjffattfwmd. J)ic LrhebunpEpsbtkhr fur eim- Emfecberunr. 

{S-ibluCi von Soite 111.) 

Einen Gberblick bber das Iueinandergreiien der vemchie- - in patentierte Dreieck^querachnitte c L und e s beaeiitenswert. 
Lienen V r erbrenrnings.prozeswgibtdaj: AVarmwiiapramm Abb. £. ebenao auch die Yergrbfrerung der RaueiLgatkanaiquer- 
H.ieF*sen Z&hienwerte in der spateren Eni-wieklurig ihre Erkla- ■ schnitte ^ au/ Ko^ten der Luftkanalquerechnitte c.. bei dem 
rung fjnden, Die versduedenen ’VVanuebetrage F'. die sich . Didier-Ofen Abb. 4. X>iew iVTaUnahtnen gehen daraiif hmam. 
durtii den EinajtcbeuingsprozeB ergeben, sind in Abb. * als . die Kartaiquerechnitu- den Dunsbftuiimengen und be^onders 
l^rozetitverhaltmaisf ties 

Brennsioftnntieffektes —' —' = '■ = -' — “ ■ 

verre«hnet und durcii 
die storichpunktierten 
Linien martiert. Eiir 
den ersten KatuFerbran- 
nunpsprtn#il kommen 
die WairoeTeHuste mit 
v oiler Linienaignatux in 
Frage. 

Sieht man von dem 
:iJien Ga-thaer Ofen ab. 

der zudem z^ientr mit 
i-HShmisoher Brauukobie 
geieuert wmide, no 
komiEt ala neuzeitliche 
Hauart nur der Koks- 
ofen mit kekupera- 
inr in Betraeht; letz- 
terei- int ana Sebamotte- 
'tfcinen aufgebaut. Uie 
ersten Beck - Dfen der 
9<ier Jahre TFarert nach 
dem Klinpenst-iema-Sy- 
■item mit guBeisemerj 
Lu f trekuperatoTTbhren 
ii usgeriistet. Beiaerkent.- 

u-ert ist hietfiir, da(i in 

tier Eieenhiittenindu- 
.■^trie lur Zeit Vtirder 
»-ine Neiguug zur Yer- 
'vendung v<m Metal !■ 
rtShrenrekuperatomi 
vorliegt. In der neut’ 

■^len Recksebe-n Bauart 
Abb. 3 int die Zerlegung 
der bLsbadgen ibecht- 
yekr-Rekuperatorkanale 



-TWJt — 


Abb. 2. WftTnwrilajr ajTTm <!«■ Koluniaiu. 


mtwv 


Document 91: Article by engineer Wilhelm Heepke, ‘Die neuzeitlichen Leichen- 
einascherungsofen mit Koksfeuerung, deren Warmebilanz und Brennstoffver- 
brauch”, in: Feuemngstechnik, XXL Jg., 15 August 1933, no. 8, pp. 123-128. 
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r cuertmgateobni ii 


Jabrg&ng XXI h Heft b 


den anfallenden groiien RauehgafinifinppTi zwecks Vemic^tung 
dts. Raucht* penauer anzu paasen. Dlarth den Recknchen 
J>eiCckiir(fkuptTator warden Lufterhitzungen bin flfHr nnd 
niehr erzielt. Als wtitere Neumipp wt die Anbrtngung nockr- 
father KanulmunduDgen fur die Ijeichenverhrennungsjfuft in 
deni Decke n jitAeol be der S-argmuffel anzusehen. | 

Der Beck-Ofen hat den V'urzug, daJJ die Feuergase von 
v[)rn naeh hintru gezogen werden. Beim uffnen de* Ifaupt- 
sc hie hers zur Einfiihrung des Sargun kOnnan also ktiine Ga.se 


— 30% brenn^ 
zusommen aus 12% Fett... ]5° r , Ei- 



Uoi nun iu teller R-eehnung zu Lornmn, muraen von 
Seine an kungen der W&rmemengen und Temperatui^n abge- 
Hr'hpiL, our beptiminte Normal-* Maximal- oder JtmimaJvertt, 
WLr air paaaend arnchei lien, zuprunde pelegt werden. 

Das Gewicht der Leith t einer er wash sen en Person k&nn 
704 100 kg bet ragen. Hiervon riltfallpn 55% auf den Warner- 
gehalt und somii 33% auf die Trockenpub^tani. von der 5% 
Vnverbrcnn bares (Aschej aind. Die 35—5 
bare fcubstanz setzt dch 

weiJJstoffen und 3 % Fonsugen 

ehemisstben Stoffen oder aus 
r^L. f 1 "0 tj n 

und 17% X Danach 
man bat Voraussetzung tine* 
mlttleren Leichenpewichres 
von 0,5 f 70 — 1001 = 85 tc 
alt brenn bares Leicberipewiclj; 
0,3 ■ 85 = 25.5 kg, wekhes be- 
ftelit aua: 


10 v 
1 .0 * 

ernali 


0,12 

5.15 

5.03 


85 = ](t.S5 kp Fett 
35 >= 12,7.=. kit Eiweit 
85 = 2.55 ke Suaiauper 


i h 5,5u %- 


oder: 

t ■= 0.5E ■ 25.5 -■ 
A ~ 5.57 ■ 25.5 = 
e ■= 0.2a - 25.5 = 
f = Ml - Si.5 = 
t, = -0.17 ■ 25,5 —■ 


lS,2fie kp c 
1.785 kc H 
5,855 lip 0 
U.255kp 8 
i,33tjta x 


405? 





25,505 up 

Pur tine deranipr brenn- 
bare Maati:. die m ihrer £u- 
KacmneiiM'tzunp einem fester 
BreruutioJf gleicbkomm:. in- 
20 5 

HtthT eineLuftiibers.t}ju!izaid tr, — --- ■ .TvachprakTisehenMt^- 

LU t 20.. : ; 

sungt-n kann 00 s — 13° 0 uverden, somitm ^ —-■ = J 

J v 

^ur vgllktunmenen Verbrennung dieaer Leatandtede in einv 

wirkiiche ^"trbreiuiuiip i 6iuftiiQenge nbtlp von ■ 


L = m 


2.67r — & fi — s — o 


= 1,5 


2,07 


0,30 

3 3.250 - 5 


1.7S5 - 0,255 - 5,BGS 


0.30 


Bwk-Kciks-olea um DfftbecItfdTiKwj'rtjr^tti • 

<■ - EiDMwbrnuifmniiillfL. b — ]£*ju*reFrMDb, j- - hetn.[Kril:J 3 r. f, ^ JuucjifuLedi 
Ii ■- LHfUluu>, 4 — ^ KuiiTtrbn'aiuLDfmML. 


■It, 


in den Heizr&uin austreten. Iat die Asehr auf die iinter den: 
Sarpmst liepende schiefe Ebene gefadeii uua noen mit etniper. 
brenubaren Teiien dyrchsetzl. so vird sit aui den ^athver- 
brennungsro^t f gtzopen. wo nit- in deb restio? vfTbrertnt, 
Hiemaeli viird daeser Rost pekippt, LnfolpedesHiarL dii- A*che 
in den daninwtr befindlichen Asebenbchidter <1 falit. iJer 
Didier-Ofen ist aim- fur grO&ere Krematorien und fur Dituer- 
betrieb vorpesclaenL' Ft h were Ofenbauart. Fur Ansiaiten mit 
nur werdgen Einasoiiprut)pen in der Woent wird der Oftn tn 
seitaem 1 nterbau durch FortlataeD von ein oder zwti Rt’ 
kuperaUirzupen niedriper pehaluin. woducch da--? Anheizen 
sdineller ver sich geht. Man hat hti dtn Diditr-Ofen feroer 
die Mbglichkeii. die aus der Muffel a abz.itheudei] F'Etuerpate 
vor Eintritt in don Rekuperator t noon mit durc-h die Hei?,- 
7.yge der Muffel ieiten zu konnen und Ffh jlji Brenii:--;t.tiff fur uat 
A ufh eizen der M ufft I a fur d ie Einastherung der ua ehsten Lei ehe 
zu lipfiren. Dureit die Trennunp von Generaior l und Muffel e 
istdieFeuerfulirung fiir das Ajvft aruteii der Muffel sy ge-h&lten, 
daiQ Abgat* au& der Feuerunjji wabrtnd der Einaecheruug selbsi 
in den Eina^herungsmutn rucht gelaupen kotmen. 


— 22ft.3fi['ii — ^ 22fHn ; von O' 7 nnd TGC mm. 

Die TemperaLur ( in der Sarpmuffel aoll erlabrungsprrual. 
ync auf Grund vcm penauen ^"eraueben nieht unt^r ■■- 8 Cki 
tinken und rucht tiber lOOC 1 ^ steigen, danu; einr niupiiooft 
vyUkanniiiene Verbrennung und vQllig au&pec]uh.te weilk- 
Asche gewonner. wird. Be: ( > lOW* wiirde zwar die ^ er- 
brpnnung rase her vor sith geher, h dapegen wurtien aoe: die 
FLutchen schvra-re. onu hart werde-n. E* aol- daher f ~ JM)0" 
atipeny-mmen werden- 

Die Luft w-ird im Rttkuperator von der Anfangs- oder 
Raumtemperatur ^ = 10 : auf = 350 r vopgewannt. E.? 
^rind dai>ei t = 3b0*' vorauapetzt. da die EntzUndungsteni- 
jiersLu:- de-^ S^irphoUe^ iwi 325 —350 liegt ial dsnn fur 
die Lufi noe-ii eine Tiarmemeuge vorzu^hen von: 

Wj ^ 0.31 - L - U - l t .i = 0.31 ■ 23(i f9W - 3501 
= 37 510 = ^ 3fl(KK) kcal 

Lie in der Leiche enthalt-EJ-ne flflpros,. assemienge von 
5 = U.fbi ■ 85 = 55.25 kp ist ebenfallt- ant ! — EKHi c iu 
bringer.. divs beifit in Sat.td.ampf von lOt'' ni verw^nuein und 


W 


auf 


£00 L zu uWrhitztn. Mit tiner Erzeugunps 
warm:- i = k+o kyal/kg tiei 1 attl und tj, — =TjC 2 t lEtr- 
hiTzungswarme ergihi sieh eui fiir diese M'aHsr'Tverd&mpfung 
erforderlicker Warmeaufwand von: 




g-\i T - tw = 55.25 [640 r ti^SfUOO - 10 )] 
= 53963 = ^ 60000 kea]. 


Document 91: continued 
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nJatlTgu.m; i-i-yn, V iJWj.ftt, JJ*e JUL-Uic^utuiili I^WntUeiflaeCUerungl-OieiJ mil )\vf,s,ltui'l UUg UkU . 


J -n_r 


Du; UnverbreruiWT, die 5% Knochec tod 0,06 ■ SC 
=.- 4,25 kg Gewiebt, wird wBbjend det EijiBi^heirun^&prTD' 
r.e^cs bfi 0,£ apes. W&rme eine Warmemenge: 

W, = 0,2 ■ 4,25 ($00 — 10) =. 740.5 = « 800 keai 

l.inden, die mit- Herausnahme der Afcbe ays dcm Sammel- 
bc halter a)s Verluat- zu buchen tut. 

Das Schamottefuttcr des Oberb&ues des Oiens mit Muifel, 
Ku*t, Kanaltn und Afl^htsacnEHeirauti] kann mit ^Sn^an- 
^’ngmiDtn tvcrden. besi tit also bei I 800kg m 5 apez, Gewicht ein 
[ I ewich t G , =. 3 ■ 1800 = 5400 kg. 

] >ie Tt-mperatur dieses Scha- 
motteipauerw-erkes betrapt nach 
> E eb veraj-uchen tftwa 0 ^ feCKJ". 

>l> d&B bei tfiner sjiei. WarmE- 
von 0,21 Jin- die Erwarmung 
diese* Ofenoberteilea von 10 D 
auJ 80O a auizubringen find; 

W t = (,) 

= 0.21 ■ 5400 ■ (800 - 10) 

=- 895S60 = 900000 ke&l, 

Der untere Gferneit mjt dem 
Tteku pe-ratcr umf-aBt ^ 4 m s 
Schamottemauerwerk. bat also 
ein Gewicht von (j , — 4 - 1800 
:= 7200kg. 1'nter Vcjraussetzting 
UTipunntig niedriger V(frba!tni3se 
treten die iieizpaw mit T 1 = BOO 6 
in den Rekuperavjr und ver’ 

J E-ssBti ihn dunch den Fuchr 
mit T f ~ 200 r . Hiermit sind 
gegeben: 

die mitOere HanehgHfitemjieTa- 
tur iu: 

m r L -r T r 600 - 200 
- 2 — 2 
= 400", 

die mitt^ere Lufttemperatur ru ; 


| Mit ^ 300 c sind damn fur die Aawarmung des R< - 

! k u{k rator?. erforderlicL: 

I c f ’G : -& m = 0,21 ’7200'300 ^ 453600^ 454000 keaJ, 

; die lurErh Chung der Lufttemperatur von J0 ; a;i: 350" dtenpn. 

Da nun die Ofentemperatur iiber der Enliiuidutigsiem- 
■ peratur des Sargmaterialer liegt, so werdcn bci Einfubren 
des Satges die-wr wie auch danach die Ddehe unter Ein- 
virkung der heiflen Luft bzw. deren S&uer^Tyffc^ al^b^kl ?ur 
Ycrbrcnnung kommen. 





-JJOff■ 


U=-~ 


to -f ti 10 -r 350 


= JS0 E . 


Mit t —■ 1 \ SerifimotUiKteiji 
der Rekupera tor- 
wan de, aJso 
= 0.06s m Starke; 
a = ^Varmuleitjah) der 
Scb AttlOtlyoteinE, 

= 0.60bei400-i- 5fXi c : 



£ 


Abh. 4. Didt#r-liolKEoftir- 


a. = WMTOeuberg&ngstAljJ fur rauiie liVandoberfliiebe, I 
= $,0 bei r 5 m/e Ge-nThwindipkeit (nach J urge a,' j 

wird die Warinedurchga.njC'jjjahJ der Rekuperaiorwandc: i 


A' = 


1 


J 


1 

9 


0.005 

ox 


= —^ ^ 3.33 kcft]:iu = °Ch. 


Der Einkjffiherunp^sarg hat em 
Gewiein van G, = 40 kg und kbniii^' 
bei I\- - 3000 keal'kg dea Holies 
eine Warmemenge • G-— StKiO ■ 40 
= (20 OOP keal emwiekeln. Djwe 
game ^"jj-menteog#' dart jedwh nieht 
aD Gewinn eing^scitit warden. Dutch 
den Anjjtrich. das Sargfultmaterial. 
die Leichetibekleidunf U. dgl. wird 
Efiekt urn 33^. herabpedruoki. sa 
aaB ais ^Varmegewinn durcii die Srtrg- 
verhrennung nur verbieEtien: 

W ( — 1 2000(1 - 0.33 ■ ) 20000 = KC*44Hi 
= ^ 80000 keal. 

Da die brennban- Substaoz der Leichr avf deneelben or- 
gam^ohen BcatandteiJen bestebt wie ein fester Brenn?toff. 
Jadt sick die t*fi der Vcrbrenming der Leiche entwnckeltt' 
Wannemenge naeh der iibhehen Verbandsfonnei bestim- 
men ztr 

M\ = 8100 r r -r- 29000 (f, - y) - 2SOOJ - 000 ■ q 

b ■■ 




Damit erhalt man dif beiden Oberflachentemperaturen 
der Rekuperatorsieiric zv ; 


r 5,86G\ 

!= B]0f»- 13.20 - 29000 1.7B5 - -V-l 


vr = 7 m - (T^ - in l - = 40ti - (4(k0 - 1801 

•X 


:, T - 

9 


5,865) 
b > 

- 2500 - 0.255 - 600-55,23 - 105 402 keal. 


lV " -■■ A - (7, - Li — - 180 - ;400 

a 

und die mittlere Steintemperatnr: 


'! Ti 

_ 1.001 = 262 : 


^ = 


_ ,r 


3J8 -i- 262 


^ 290'. 


Da a = <x r = = 9.0 gefetr.t iat. pp muli aueb sein ; 

- t m m - iso 




= 290 


Reckne! man mi; detn Fettbe-standt^iE der Leiche und 
ikmciit [len Heizwert des Fetter mil 80fH>kra].'kp und den 
der Eiweib- unts ubrigen Stoffe mil I500keal'kg an. ko er- 
haJr malt: 

W7 = SHKKi - ]0.2 — 1500 (12.75 — 2,55; = 104 550 ke&J. 

^tan k&nr. aber aucb zur Ermittiung ven Wk bewjihrK L Er- 
fahru ngswe-rt*- eon tienschen Verbrenmjngsdfen beramiehen. 
In derartigen guttn 0-ien redmet man mit- einem KobJt'- ■odcr 
KokBVETbrerueb von 0.350 -r 0,37s kg mui Vej-brenneaa von 
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r ewtrLiJigr'lecJiHHi 


JiUirgang AAJ., he]t If 


1 kg F]ej«:h in 1 Minute. Slit = 0.5 und =; 7000kca] kg j und dcr mit^ltren St*t. WhTJW der KaLid",EiU'f: 
fiir Kokf wird: [ ~ 0.3 i(t-i: 0,000046;?V — ^,.1 = 0.31* — .OOucS M 200 — lOj 

K' = ci.5 ■ “(.oft ■ o.s&o- -■- ]tn ia:» kc*l. -■■■. CJ.a^T. 

~ i 


zu: 


iU 




F zF'iD" 
r a u 

]C30%- 


lU, 


- ri.n^i: .;^ji> - ioj. h.o 

(I47U 


Man kann mithLtl endpullig Rt-tzen: 

|f\ ■= HtfOUO fceal. j 

F’iir die Yerbrennung ciner BS-kg-Leiehe i*i muh vor- ! 

Rteheudem Erfah runpswert tine Yerbremmngfdaue:' von : 

SflMmuten — l E-tundc und IbaMinuten notig Die* ist (dm- j Ddei: mit deni LuiiuUTsthnti ?n, ■■■■ L.' ini Generator, 

Zeit.. dir aueh in den neuzekljeheii Lek'iiencinascheruiigrikifetj ! dem Raue:jpa3qeiYii.-tjt. 

Torausaupelzen iri. 

Fur pirn- erste Einjiseherung mi[ Hochju’izen dr L R kill sen 


CHcns el-hall man nun inch r fojpctide Y"k rmei liltltiz: 
Auizuwendende Warmemenpen: 

fiir Frwammnc der EinfL^rheni ncRl llm , , , 1[' L 

fur lfajiWM-vfihtainjifunF.ir z 

fur Eiecnpr^arttiunp der Auciio . , „ 
tiif Er'earmiing tits ohereji (Heistej le? 
fur Er*i*mmm£ dos wnirrm OtaiiLeile* 


ji .... i p^ji s; ] 4 F: * 47l> 
*■' s J4HH' ' LoOO 


1R..VT kg, 


■ = 

■ =■- 

' «1“ 


1' i = 3 432MJOkrid 

ErzeugeuHc Wamirnitn.ten: 

diiTah VsrbrennuiLp d. tiPTfe? W , - fttX'frt ■ krni 
ciurch VerlircrUKiuf d. Ijpiche 1‘A = ] nj-fnU' 

[l , - U' f = Ihi.wdkcHi ifc.'iuue kcal 

i&jjm licql fiir einp «rsw Esnancberunp eui _ 

W+jjnti^btMiAr: vor.T' j — 1267 POd L;eal 

A is Rrenn&toff kornmi Kokn ah Gas- oder Hiiuenkok.^ 
in Frage. Fur naehetehende Berpehuunp ivjrti cin Zcehenkokf- 
zuprunde geiept, dessei; ohcniisetu' Analyse ergebcn hat; 

C = 7fc.S4;H= 0.5J : 0=1.0; s = ti.91. \T= S.Sl ; .4 = llJ.53%. 

Dafiir fiuddl ^icb (ier untere thryrfltij;ci)e Beizwerl zu: 

E u = UlC - 39(J j/f - iiW 


drin Auss-frahlunppvnrjiitLinLH c> -— u.]Jj. der Sarnie dtr 

ShnofikrAi ; und dem 

| Wirkunp^rad deh Ownera- 
j tor> r; = tier Ft-uer- 

j wnipenUiir t.u: 

HM - »> 


fid iH Hi 
MfK' 
tarn ICWJO 
4ih4U(h^ 


T=r.t 


- ] 0 — fi.Sti 


Jt,' r 

G470JJ 

S TH.S7 - 0,^4 ' 
= 1516 = ^ ldOO" 

und riamil riite}i Abb. a mil 
den penaueren spe?.. War- 
mat. von r = 0,2-N- bci 
T= 15fKi r und r. r ^ ii/2^ 
i>ei T y = £00 ' zu : 

Ty - Oy 


%«* - 


1(0 


r.f 
. (,'.2 :i."j 


- ] oo 


= fi[ . Tii.,^4 — 2SP i0.5! - 


1.00 


i - - 0.3] - 0 - fc.21 


= 6471.1B = - 6470 keal'kp. 

Zur J-iejitimniunp des Nutseffektes bzTi. Wirkunpuprtde^ C 
sind dit XVarmeverlupte det Oftfjs; zu eriafj^eo. die sich auR 
dem ScntirriRltdnverjust. den Veriustcn durch Lcitunf und 
^ era t) Luiig, duptli unvollk otnmen e- Vr'rbrcnjiunp nnd durch 


F>00’U.2S2 

(> d e r pchliediich naeb 

Siepert zu; 



If +DB #00 t/lmI' tits ZOOP- 

A 66- i;- TtVarmt vun 

] kp i’t- m = ]0 fl a, 

l>.cn 1 j _. J 1 * ncc l, hL4fci a nil Eiicn 1814 i 


7 r -l fl , 200 - 10 
1^. _ *.-C _ 0.T0-j-— 


p= ] o 


■ o ■ 


I>pr erlus-t dureh unverbmnnvr fia?e iuDvci]l)i£>ni- 


. L ‘-‘ . , , y-1 . t -I—. I 1/1; L 1 t J J UdL L'JU LL UJM f| J,4 uini iifl.’. .. 

HfrdrucIcRtaiide (A«nej zuRanimpn^izen. Fur oje* Er- j Verbrennunp:- enTRicbt nurc>, den Oehni; cier Abtase 

nuttlunp werden ZaWenwpm- wnuizi dje durch ; ft) . Vnverbranpt^m aH und OH, und int ienimmi zu: 

nuti Eriahrunpen nait obiperr. lirentiRiorf peiuntien n-urOcn 


- 

Hr. 


Teilweiwt muti tiaxurlicl: tur dieRt- I>flr$.iekuti£ au: Jlitieiwertc I _ 

zupekonmaen wtrden. Gelunderi wurder.: die J’nebstemjicra- ; — 

tujrFf= 200 r . die Haumieimperatur beirn Anheizeu ^ = 10" 
und uacii InlH^riebsetzen K. = 2c, die Ana.iyHin^crte de^ ; 
UeitpanHS (Fauebpaseiii CO. = )■>. t'.= 7,3. CG — U-A. H. 

— u.4. CH 4 — 0.3 und N = 70.."i Vti 1.- ^ ( ,. die■ Koksusehen■• . 
menq-e einer ersien Heizunp J' — 12 kp mix Analysenwenen . 

C t = 47.S. = u. ]. S r = 1,6 umi TnverbrennljcheH ^io.5^.. : 

a]ao Unverbranute? unti hocIl Brenribarer in tier A^chf ! 

T,= - E, - S 9 ) = 47,* - 0.1 - 1.0 49.(1%. 

Der Heiz^ert von C' E war naeh der ^'erbrennunpunter- 
suebunp til der Bert h tl ot ■■ Mail 1 e n schen Bom 6e 11 U9 . 

= 3fi50 kcal -kp. 

Hiermil eriiatt man ak SclioniRteiiiTerJusiL 

:o.3£--~r fT -[).004&(9A - IHe tT r ~ U- ■ ^ \ ° der: 

. - t.U. , JJ 

r 7ft P4 UHi 

= ift-32 , A -0.iK)4&, f 9-l'.53 - ft.d 11; - 10)— ■ 

L O.lkM.i j 1j . ,1U 


B r l 30SO ‘ CO - i.WiHjI L0.7 .'30or: ■ 0..7 - - 0.4 1 


IL 


04 fO 




1 ,mfC? 


ocer anppnan( L r; naej 

7(i - (00 — Hj! 


Frau.fR zu: 


7(i. f(J,.7 - 0.4! _ . 

1- _— 7 - t -- 

13 - 0.;i - 0.4 


CtL t- 00 - ti, 

j r>cr. Verluet durch Herdruckstiinde ;Anche.f^chlaekej 
i erhult man mil obipuii i^npaljen und mit eim j r vorlimfipen An- 
j narinie ErennF.ioHverbrauciieR (nacb dlidabrurigen) von 

; l) = ->.3(H3kc ZU : 

12 


^ - 1 ‘ ■ ~nr = w - 


6470 


_ A'-E^- L00 _ ] 2.3Or>0 ■ H'O _ ^ ^ 
a ~ R- //, — aw .'o47d ' l " 


lO.-KO'li. 


Ckd e r mit dem Volumen dcr trnekcneii \’t , ] , i>renmincRpa?e; 
0.0] . c U.OL ' 76.k4 

10,7 m - 'kp _ 




o. !36 «k-i:<LT.“. 

HMk 


6..-*36. 


I>er Veflusl durch IVfl r m l- Lei l le np und - M m h ] UII g 
deR Oi'enn. mufi viclkiek aif KeJtflied ill dit- BiinnjneL'hlluTIg 

einpeueizi wenitT.. Hier fcabt er such iedoeii mil Hilfe tier 
War ftiedure iipanqfEl eidi unj: erlufwCJi ■ 

Der panze 1 rei Rteisentic OH'cninaoerk i tu ?. iicsRi rzt eine 
| Aufienflieht von J = Oo ir.-. I>ie mitti+n- d'em^Tatur tier 

i n . , , .... *- *p. - ^ hl _ 

i Innenwanue kann nut v m -^=—-——- 7 ;- ■ 
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Jfrhrg&ng XA.1, HfiftS HeepLe, Die nouieitiichen LfieheneiiiAscJjemrgsofea nut KokaGuenuig u*w. 


werden, Fiir die Wimn-durch^nn^EAhl gilt mit 
a : = 7 (lnoen'w&ndj nach Abb. 0; 


ir - 


i 


j 


i 

a.. 


0,12 

OAO 


0,010 

O.flO 


0,38 

0,45 


J 


^ 0,76 kcai,m z *Ch. 


Fiir die zveite Einaccherung nintl also aufr.uhringenT 
W SI = (9SSG0 A 40G2001 - 1572SG ^ 347 750 

und; 

34 j i>50 


f 


fi ^ a 

B " = ViL 


' 4S50" ' 


1.31 

*■ 

in St-underi Anheizzeit Ei’niistiKet'LiTigsofpns 

Erreichen des GencrmorbehMrrunpszusuiiidc* ist der 
\lArmeverlu*t durcb den Ofemriauerklotz: 

ip .h^ ^ v.;e■ fltus&n - ;uj -3 = iwtsg kcai 

i*|er: 

WV JOO _ I06 75K - JdO 

~b h h ~ Joe - "' 6470 = 

ftechnet man hierzu Tinch 30% fur die rechnerisch nieht f 
y.u eti^s&snden f S-ber immer hin bedeuteuden WarmeverJuBte 


Da sich mit jeder uciteran Betriebaitundt der Wirmeuer- 
fust durch die Absorption dep Chfentnauerwerkpp verringert* 
und war so weit, bis sohUeEiiich ein ge^iaser Bella mings- 
zustand eingrtreten im. no kann man fiir ueiterc aruvehlie6eTj.de 
Bftriebfcstunden auf Grund von Erfahrungen und Messutipen 
den IVozprtL hau diese? Wirmeverlustes ^leichmillig hcrab 
aetzen bis zu J der untersten Bebarrunj^grtriae von ^ 15%. 

ZaMentsfcl 1. 





S' ■ 55tf 

iw 


I 

Abb- 6- Bwt inunung tLer Wonnijdui'cbfaiigflzah I i\ 

chinch FalschJuft und Csdichti^keiten im Mauerwcrk. in 
Klappen und Sckiebcrn so , wird: 

Sb — D3 - 5,60 s= 7.28%. 

Allt vomohenden ProsentTcene der Wknucveriuste be- 
ziehen Bioh auf da# Prozemverhaltnis: von Zf.. 

Mit dem GroBtfteirte der erautteiten Proz^ntwitze nird 
danrt der Gesanitnutzeffekt fsielk' auob Abb. £): 

i00-{3Li-r£LA$J B ASSft)*= 100 -(1), 14-4,35 -2.46 A 7,28) 
= 100 — 25.15 - 74.65 = - v 75% 
und der Wirkungagnid r 

ij = 0.75. 

also der wirkliebt' Heizwert de* Koksee- 

i = 0,75 - 6470 = 4850 kcahkg. 

Fiir elne erste Einascherung ist mil bin der Brennstofb 

au.fvrand - 

D Wt 1267 BOO „ , 

V-ff, 4850 F ‘ 

Fur Ofen Bchwerer Bauart erhohen sich C und G* und 
damit IF 4 und W t derail. daC £, auf 3{K;-400bg und %vbr 

SLfJg-t. 

Fiir eine zweite aii(;chlJeliende Finascherunp aind aui^ 
7-ubringei] einmal dit L Warmenaengen tUr die Verbrermimps^ 
J uftvcirwBjmung, asserverduiistung und Ascbenabsorp- 

ticuiftwamae mit: 

-r — W 3 = ^000 A GO 000 - 800 = OS 800 teal, 
riann 30%, iiir Deckung der Warmeveriurte des Ofene, lier- 
vorg^rufen durob Absorption. Eeitunp. Ftrahlung. Falsvb- 
luft, k'varpeiufuhning. Klappen und Schit-bor up^-,, aIro; 
M0(W\- W h )= 0.ao (SOOOOtt- 454000)= 40&£OC» bed. 
Dureli die Sarg- und Lpichenverbrennuitg utrdpn: 




Kcik*iFtHsh«'idi i> ks TUi 


1 

Aniw 

IEl 

Ealutn 

Morti- 

heilFDUIul 

1. 

■L 3. 4. S ! t. 

1 

U4B>rr£lLbftb 



Eln ■ ichfnn| 



Arnawdt 

G»- 

1W>‘ 2?o: 

334-314 von ivci 
Leitheij an e»ncm 
Tape 

t uraiia LmaUiptij 
Bevriebr 
Abvarme fiir 




Kupel lenhaiiu ng 

BwlinAVil 

CTaa. 

3»^S5 : 

S? 5£ : CO CO 50 

J>*biar]>fitricb. 



1 




Chemnitz 

Gras- 

£30 ; 

i 

Sh i » j 40-40 - 

Dauertifitrieb, 
b viivjsreuche 



■ 


Haa 

}h k t- 

P«"*U 

Hutten- 

3fl5 ■ 

i W Eusaourtven : 35 

Heaven uche 





K s 6i 1 a r. 

trfurt 

Gap- 

IB2.,1 

SjA112.5;]]0-5O:25 

b’icbl iagli«5 in 





Ekn neb ■ 

HatW 

Button- 

175^200 

je 60 

■— 

H MJiovfr 

Hutton- 

«twa jr 100 ur. Dutoru^duiitt 

l' pjtog&imSJSsger 





fi^l n^b- 

Hirachberg 

Hiiiten- 

IW 11W ■ CO ' coco.CO 

Sftu pzu fan Lagc, 

?f*4nz 

Gh- 

270 Hoti CO COSO.— 

Modemi- 





■ 

jmerwT 

Ofl?CL 1 

untw 
broth a- 



400 ;2H j ! 100 J l«3- 

Alwr 

Batrioh 




• : 

Ofer IJ 

^lMnchnsn 


3W-2I0; 

S? . 52 62:52 — 



UtilMf 

Gas- 

if 135 

im Durcboclinit L 

\ Lir DicnsLap; und 
Ere l 1 app in Bfltneb- 


Fijr ansebtiefiende dritt-e bie fiinfte Ei n a- 1 ^: fierung 
komoit man etwa mil dem Mittei z^iechen 30 und !5%, also 
mtt 22% aus, so daC tuan erbfilt: 

W III = Q“2{W i - R\ i^fJG-r H-*)- ().S5-Jll’ h ^ If,) 
= 0,22 ^ 1354MO - &6&H0 - 157 250 = 230430 heal 

und: 

TFjj, 230430 


Bui = 


4850 


49,4 — ^.-i0 kg. 


10 


W„ =■ etHKK) A 1050M — 185000kcal 


^■r&eugt, von welcher TAarmemeitge mil den Abgaften 

durcb den Scbomstein aJs Vcrbfil eutweicben. 

Somit et^hen zm Verfugung: 

0i8S (TF, A TF?) — 0,^5 ■ 185000 = 157350keal. 


Von der funften ode r eechaten Einascbentng an trird 
der Behsjmngszuetand des Ofena in seiner VerluPtu-tnue- 
abgabe annibernd erreicht sein. so d&U man von jetzt an un- 
bedtakli&h mit- dem unteren Urenz-wert von 15% recbtien 
darf. Somit gelten dann fiir erne tveitere «te Einaseherung: 

tr* = 0,15 ■ 1354 000 -r 8SSOO - 157 250= 144 650 ke&L 
und: 

B - ,r - 

B - ~ 7, TW. = ^850" = 30 Le ' 

A lie diese Rechnungserge bniese. deckrn sicl] put mit ]»cuk- 
tischen Erfahrungen. In vieien Krematorien ^ird mit einem 
tAglicben oder jahrliehen DurcbselinittA’nert je naeb der In- 
anspruchnahme der Ansta]ten gerechnet. bo tindet mail fiir 

| eine crate Einiechcrung einsehlielllich Anheizen: 

| B 175^275 kg fiir einen nnrm&len mittieren Ofen, 

I = 3CK)-h 4&0 kg fiir einen achwereu Ofen mit Dauerbetrieb. 

] =■ 75-~Ki kg fiir cine weitjgejsjtschbeflends Emaaehenmg 
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i ZB 


r eutfruugsifccaiuJL 


Ojudrgang JJta, Heit f 


Wegen der Verrpehnuzigtn dea BremitofiVerbrauthea 
iiber eine Jaagtre Betriebneit bin Rertejm der Krtfmatorien- 
Terwalturigtn Auden each Eur wenig fwt* Werte fiir d?n 
Kokaverbrauch fiir die $iszebeQ aui'diiiMiderEolgjeiiden Fin- 
afrcherungpn. Diwe Werte liAeen rich daim nur dureh Heii- 
versuche gc^innen, In vorttebender Zahlenteie! 1 ifit eine 
diesbezugliche bewihraritte I'bersicht gegelien. Die Hoch- 
hejEzeit iflt mit ^ £r-3 St-underL, die EiofiecherijJigEEeit mit 
» J li t St-undeo voraufiauscfien. Van der Angahe der Ofeu- 
s^steme ist abrichtlieh Abstund gencumEra, 

Die groDte ZaM der Eixi&scheruiiges im KoksGiHi hat rich 
im Jahre 1930 im Berlin-Wilnierwdorfer Krematorium mit 
Jjg 4 pirebec, abo bei SS Jab^ochecL und 6 wtaherttliwhen 
*“ 37SB 

Artieitetagen im Durchechnitt taglich nu = «12 1 hler- 

fiir wurden 35 kg fiir jede Eia iidifcnim g verrechnet. 

Fiir die zu erNbende Gebiihr fiir eine Leicheneiiikseberuiig 
kann n&tiirlich nicbt imr ein mittlerer Kokaverbrauch heran- 
geaogeu werden H eondem es mitegen atith alle anderen Un- 
koeten die* KrenUitonuwbetiH^bts proventuale BerttfiWthti 1 
gang fin dec und d&nn ants der Jabreabilanz, der Preis fur ein* 
Fj n ju^ Vi ft niTug festgelegt warden. Zieht man sum Bei&pie! 


CfbemiiitAfcr VerMJtnisse berbei, bo bommt man eh folgender 

Anfftelhmg: * 

Itn Jabre J980 rind im Uhemitzer knmatoriiuD 17S3 
Leicb*n einge-aachert und dafiir l££ t Koki vtrbrauebt war¬ 
den. So mit tntfsllt- auJ eine BujUsjaherung ein KoksvEr- 
branch von 12S Cm:m> : ];^3= 73kg| Damit erhilt man fd- 
gende Verrechming: t 


73 ke KoIcb beL 100 kg zu 3 RM. 

Anfubr fin 100 kp hl 0.36 KM. , . 

Ansundeholi. 

AjuEseabfuhr. 

6 HoLMT-Dahiiat under jr 1.30 Ril. . 

(4 Hmmt x 48 U'ochcustunden X ■'>2 d-aJuwe.ochen 
** lOlXMli'Arbeitwtiijndsn; 10000: 1753 6 Irleiaer- 

ichiurtun^tn j* Ekntachorunp ] 

Voa 7.E0RH- 2 g% fiir Ywmu-lw img ubf. . r r . . 

DevnpD 15% fiir OEenabnutmog. 

Aw;k»nk>f4t]. 

HamiMuuiDbinutiiinr.. - 

4 TfAgennUmden je J KU.. . . . 


Divcm 30% fiir Vsri^tiingzlfiWUjD. 

So Mitt T!h 1 Vf. hmd] n ri tiJigTi h 1 'lT f LLT UDC IRjji&BehfanUlg 


3.30 RJL 
f.2T „ 

0.10 .. 
T.S-0 h 


180 „ 
11." OKU. 
1.75 „ 
],«5 

4.00 „ 

.. 

23.1 OKU. 

6-B0 ., 
30.—KM. 
[]78] 


Umsdiau* 


Cbel d*E }Uioh(D rtncblidncr HdiftUt fttr Uf 

Da* poTwnjc Missbrti Que iw«k* Hmi«llun|a umes 

vSl l Ijt konetanton jm beuw von prefer Bflfeutonjp, uiid 

ttfir namentlmh fiir dir 1 HuvrilcertcAohan Daawerkc. dwtifi atifer 
STj.mLgn.T-i IftTipaa. Waatwipes und GeneraiOfp« *tKh noclr. SatrUrp**. 
Eflmer Abfatlgwc der OlralftP-etriinL. Butan. iPropao iMnr. sur Ver- 
fiipinp Ecohsn. Die Hwi na rhung dia&er in Dme ZuBKam^dMi.rui^ 
(k;. versohdedaDen Obh fiir die Abp*be an Stadto b»t_an dir MfcG- 
toctmik btaber uabekunM^ AnJ&rdcn mp en gwtoltt. Frubor bat man 
hj.im Mwcben v<snv* hied weir Gut nur wenip *uf die Einbaieunp pe- 
niuer ManpmverhAHiniaHe peachlOI. wetl IDao sicb iibar die B^deur-iinc 
eiLner konaLanLon Gaabeeohaff^nheit. nieht im klaren nr. Haute wnC 
man dapt^eb iiberall in d.#r GaaLaduFtria, wic wiebrig die Tjnveruder- 
li nhlc F.it d «4 Heiawertaa, d# apesifiacheai tjneinch.'M kind der aoc im 
Bivnnetpeiieolildlan dot StwltirtweBi int. In Amerika WtT*pt der U*it’ 
wort det Stad^iw in der Rope! 44St»—*030 kaalitn*. und rwar in 
den GaapeeoUacbahtAEi die fen.h m.ltm y oinee beattnimten Heii.weu we. 
meist vd-d finer ntatbcbun KornttMation ^ r orpeschnotxm.- 

Dit '’■mriniHir~hfftiin hubm tut Aoibildunp odor rar Awv:h*(fum 
suverliasiger MeH- und XontroUperttf botrOehtliehe Mittol aui- 
pawendrt. ao dab man hauta tibepsE aeibettitipe |Calarteaet« r Heii- 
wmrtropier, DicbUptChirviber ubd andere &':■ eiiTolipsriio banutzt. Die 
Oonsohdated Cm Eltctnc Light A Power Co., die de Stadt BaJti- 
mdre Und dertn 'Cttig*bung mit Gu verajj^fi,, venlaili i. B. an uturi 
Abnebmer ein Gu. du ana Kokereiftaa. 0ljwffnwri«kaa und >e>]bat- 
erroijjrtem Ifarburwrton W m t J ju besteiht. Die auswena bo- 
Eopoiwi bedden Giw warden haufip in KhwimkAOHlen Idenpvn und 
mn weehseindem Heiawert pebefert, tmtadum ifft ee dam tia»rweirk 
pelungem. durcb tuTisprecIiJtnden £\»«t3 von Wawerpaa. du- meiy 
oder wfttiiper aiark karbunert mm, dauamd ein gleichmAhic iu- 
eanmteripwwwtas Mischpw in d« Tiohn'ieti iu ap Sen. Dm Hritwerr 
des at-pepebeioen Casw betraat im MnnatadurehKhniti *4fl0kc»hni J , 
wobei die Schwankunpan fiir jede RlnzelBble^unp it& Mittal nu 95} be;*l 
luite-r odcr 180 to*L ubor diakm Wert Eiepan. Dss spoefinebt! Gewicbt 
dm Mieebpiws Kbvukt amuiobBn Q,*S und 0.C3 i«uf Luft *- 1 be- 
z^gen). 

Eur Briiolunp diowr plei 4 hmiiJ].lpan OfisbeBchafiantwit w. deri uu 
Gaawcrk die 3 Einidpw gfnAMUicAl 1 ituMsao und mil Qjlb sab]- 
reither Stunt rollparate auf ihren Ucii^tn Mncl ihr apeaifiiohHi Gcwieht 
untereuc-h;., obenso da* Miedhpat vor dem Emtfitt in den Auapleich ■ 
bebaltot so*ie da* Stajrftga* vor dem EintrHl iu da* Kohitwit. Im 
Oripinaiauinaii wiedorp^pe-bene MelietreLEec zetpan d>r beiiwankunpen 
im Haizwan und km apmtfiKhen Grivri'tht d«- EimeJpaae acns-if die 
vOliip pleichmadlpe B««bafEennati dnw S-udhguM. Zur Auafubrunp 
dor Mae-Fuingen warden Tepiin rierende Th om a t.TLaJoranatar sowie 
^ a d i rcx-D'idilffitbieibtr venrthdti, deran AnDeiperi durth hiiiiipe 
VerjEJejchamaes-unpau. mit Siandardinatnimentan von ■KC'rgffclti.g aus- 
pebiJdetan Lcuien avalamatiHrii bpptrflllun werden. 

Dfrs Koksofcnpaii ward von emem StahJwerk in d*r Umptbunp 
□uroh «ne ]3 Metien lange RoIhr'lflitiJhp dem k!iaewirili xujceEiihrt. Die 
Gwliaierunpan aehwani-:en rwiwheu ItOOCi und 23000 m’fo, dar 
Eeirwcrt. dr* GaanS rwpftchnt 42"0 und £720 kirAI/m 1 und das Fpe- 
anfie rhe Gawicht nriBchen 0,37 und 0,45. Daa K-okjseifenp*s wird auf 
dem Ga*worh von Schwefal«a*aaretQff bafiwrt- und hierauf mit dec 
anderen Gasan pamiflchL. Da* Pt&ffuwAagftfl wind ebenao dilrtb ■erne 
3 M«ii«iL ianpe RobH^itunp von eirter bantchbarlraa Olrafiinene be- 
mgan, und. cwnr id einer -Mange v£>n 225 Ci— 3400 m*/h i aein Sftirwart 


; batrbpt 13 35A™ 13800 k»)/m* und «dna Dicbte 0,&5—1.0- Auoh 

! j| «w Gu wird *uJ dam Gaawsrk vftn G*hwafeJwamBrBt*'fl perrktupt, 

! ahr # dm andiron G-ajud zupeaetxt wmL Dir fugeme Waae^srpaa- 
j mlrp dm Werkae moO unaunde •ein, do Tapwttad&rf von durcb, 

• achnrtt.lich ftSOCHXl m' im SttauaJOJ undl von 1.3 MiU- m 1 im Wmwr 
: Tail, im KotfaHn aber aunb valkUndig iu dadum, und tw*j- 

j niuB di»« Gaa doirbtvi ds* pbn er riUurt ea Anfardamopen ent- 
i apncboDr Zu diaaem Zveck *mrl SO dreiteilipe M,’rttegu.Eiah«t«i, 

: Bauart- Lowr, vorhand«X die eine auereicbaEida Keearvc bilden, 

1 aaliul wane die Linfrrung von Kokeni- oder RaKknariapae- auabki^n 
j noUt*. Der Hsizwcrt di^ TFaaaerpa&ee lAbt *ieh durob VerAndam d*r 
! einpwprilaiwn Olmenpe in weiXau Greuiao repeJn.. deagtai-tbaa da* 

! ipetifucht Gewiftbi- dnreb peeipnetr Ematellnne dor Penoden bei 
j der r.MHMUf img . Die ianipe V«mittbOA|l dor 3 Geer cHdlgt JA 
! cinnra- F e ] d ■’Waacber, in dem eupiaich dae Vapbtbalin sue dem Gaw 
jmmwiichffl wird r Eowit m 4 jrroLiftn (J- H. \\ o I f t a 

Cb.Het. Enffl;- *8, l»3l, S. 5&1.J S. [213] 

F«Mrf4*U Maapen ala AiUbrlth^ HepanMl- O ai AvtopmatertaL 
Cm Mhw beanaplrucbte JenMurfaMr Aualdeidunpon vw FenemmgMj 
und Of an Linger* Erjt bindurch betriebefibig tu hihoi, ist mat m 
neuew Thsii a»hr und mebr nu Verwendunp vc® Btampfma^K 
uberpegangWi. waiche in' vijraCh^aaBOen ZuMjmmsn^Uunperj 
TOirChrani der Art der Beanepruebnnp aikpebo-f-ai warden. Grund- 
Biubeh untareclrteideT man zwiagboft Bnpeoannten ScbuTiLbeTTupen 
einerBerte und dan Flick- und Autfdgmaaaeo andrerteit*. Wibrand 
cjatare — wie der 7taB» acbon mpt — nnb S*buti. dea- "iii* 

at* fTbe-nufi; in ^*rhJUtniiitmgJ3ip dunner ESchretot aulpet rsHpen wenlen. 
Tiimnn malt mil dan FlickmMail^! maist Reparaturen an voixeiug 
abpenutitan SwUen aw NBiwrveHti v&t. Der Vo™il bn der V'tr. 
wendunp von SetautenMncb- »tyj FTickmamen liegt vomahrslicb m 
ihrer bd l p eHn Anwendung. da mio bad an to od pnoftr* Mangan 
dbam UnterialK im Verglaicii eu oinar Baparntur mit SleunmautiaJ 
benitigl, wetebee ivockr Exreiobin^ aicer growrtlMac inbind*- 
featiplcait imnaar'in prOferem UmiUM eraeurt warden muC- Man bat 
entrtnckdt, w*]cbe in ihnrr F*uorJeflLigkaK und ebemiachen 
AViders MmdaffiAig kait d<gn Sl«m£gatsria] der Ausklcirduug erheblieb 
□beriepen Bind, wobrd die Geoamtkneutrn cm or Ropiarar-ur tro-U b&hetvm 
a^oluwn Pfaii eicli arhabiiah aueclriger mc-Utn. Eine- fiir grn*nntc 
Ew^ka bnftcirtiderE peeipne-te Maaae wud unt«r dem EandakHaaneM i 
..Pvki- 1 > *uJ dim Markt Ee±w*ehk- Alt SchuTaubemig aul neuem 
Mauerwerk angrrrtrtdi, bewirkt dk** >Ja#aa erne wewntlujtic Vcr- 
i Ang aning d8r DabeiiBclauiH- do*. MauortvarkB. Aufler inrer liofiet! 
TeuarbeetAndjgfceil zaidanet eich ISnti-MflBfc aucb durcb gvcEte 
WidarstandBfiSupVeflt gageo chamisoben. Angtili von fwhiacken und 
Flug*t*ub dsr FeuarpiuKi att$- Dir ADwendunp crfclfTt in der Weise. 
d*3 man -dw pulvesfOr mig in tr-ocke'BJEan Zuatand *nze]iei*rt* Maas* 
mit- Wimr in ein&ru duunRueoigen Bmi anriihn. welchen man mit 
Hilfe ciMr BLirew auf d*Ji fouariiWi* Mauarw*r]: auit-rup n '-. Der 
Verbrsucb die*er Hue* lai oebr ipenML, da fur atnen fjuadrataietor 
Mauerwerkflliichc nu r at wa 6 kp banbtipt werden ■ Bsi emam 
vcd nur 0,27 RM- pro kp sxehen die H«wu in sehr pimAtigem V’er- 
hAJtnis, rur ~Vari top eru nj: der Batriebahaltbarkeil tl® 1 Maucrwarka. 
TVapen der ebaniachen L'nampfindJjcbkmi d*r Pyro-M«*r wird ain 
hknail vorBahanei: Meucrwcrk vor behiackenkomiaitinen bewabrt 


Vsrtnob durdi L- Gorge* £ 5 hnc F EaUe a. d. &S«b, 
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Bembmmg 

^ur XurdiiiiEjmig be* 3eweebefteittimg%efci;e£*). 

10, ^n^uit 1938. 

Siitf ©viinb 8c? § 10 be* 0&c]'e|?§ fiber bie genet' 
bcikitiun^tiDMi 13. BltiE 1934 (JReichggefejjDL 13.369) 
K'irb tocmbnct: 

g 1 

Qk to or fjnfrafcjrclra be$ ©cfcjjes auf gormMatt 
e e ntv gen et b e ft a i i i l ng 3t>e re i u£ at gcgebei i e, t ige n ba ti M g 
iinteifdTjriebciit (srffdrimgj bmdj bet mif gcutv- 
tc fiatEung gericfjtek BSiBe bcfimbet ill/ blei&t, and; 
menu jic uidd cigenf;dnb(g gej'tfjde&en ifl, lriiffam. 

§2 

(1) -Die $o[ijeifrebi>rbc be§ Gind[djevung?i>de? M 
fiber aQe bon if;r genefjinigkEi gcuetbcjlatlungeti, 
gegctenenfalf? fur jcbc fribftdubtge tillage gejonbert, 
Cm Berjeidjm^ pi fu[)i'C 31 / in bal untev fortlaufenben 
Bit miner n einiutragen finb: 

l r 3n- u nb Bov name bci> Bcrftod'encn, 

2. ©eburtviag unb ©dmrtlort, 

3. XobeSlag mifc Sterbeort 

4. letter iEGoIjnort, 

5. ®tanb cbcr Beritf, 

G. ^Pnftifion, 

7* Xcbe?mjQC^r, 

8. Xag unb ©hmbe bei {dnafdjciung, 

9. SfuafieflungStag tmb Bummer ber 
die n efjm igungsu v f u nbe, 

10. Beije£ung3ovi ter £l[d;enTe|le, 

11. Stnbemngen bel BeifeJunglorkS bet 
ttfdpnreftg (§ 10 £ibj\ 2). 

(2) £a? Btr^eidjriiS if* nrit ben ber ©encDmiguitg 
jugrunbe lEegenben Befdjeinigungrn unb Batbirrijen 
30 fwr^vc nac$ ber fetfien im Berjcidjui* erfolgten 
Ginhagung aiLfjufretoa^tcn* 

§3 

(l) £>ic naj; § 3 Slbf. 2 Br. 2 be3 ©efe^el toor^ 
gcfdjdfbenc amtldvjlfufteBefdieinigimg ifl buret ten 
fur ten Slerbeovt ober fur ben0rf ber^inaftfifrung 
ju[tdnbigen $Onl& ober ©ctuftESatjt trad? annegenbem 
® SUlufitr auSjufMcn. 

I (’2) <DEe o ber fie n Panbea&rfjtorfccn ffinnen, foineit 
m>lig, pii Bo module bet foidienfcfyau unb pa Shi?* 
fteKung bet Befcbeinigung aud> anbctc StrjEc frtnad}’ 
tigeri, tie bie aintedvjtfic^e *prufuug af; ftrfiov 
©ejirf^ ober ©cticbtlarjt teflanbcEi obet an cinem 
€onbetfef;rgang mil Grfolg teilgenouunen ^obet)/ 
buvtfv ben bic fiii bit geti^jtlirfie i?cEcbfnfif>au erforber* 
lichen Senutuiife betmiEttU iuctben y ubet bie bcteit^ 
i?ot 3nfvafntefen be^ OefejeS mtt' ©afjvnrijniung 
fciefev Bettirf>n;ngcn betraut n?aren. 

*) nij^t bov Sa»b Cjftrrrtlcfi, 


H 

Bei Ceid'ntj bit au^ betn ?tuManb juc Gindfdjevung 
eingefieferhi'erben, entfAcibct bie ^joli^eibd^orbe beg 
Gindfd)tnuEgrOtte?/ 1 >& bev %nm$ ben Beftimmungcn 
bes 3>dernacicnakn ^blonimenl fiber Petdf;cn6tf6i- 
btrung au-3gt]lcUre Scicfienpafi fiii ben Bai^toeil bet 
'Xobeeurfacbe auirciefit. (xEina finb 

butrfi Bopinrjitte fcev amisdijtNcfifn ?eEtf;fuft^au gt^ 
mdj; § 3 *(['j. 2 5lr. 2 be? ©efebe? ,^i fldveiu 

§5 

Die (tuj genet befmttuug get [delete ^>iUen?be(iin- 
bung fann luibtmifen inerben, iTet ^Sibetluf mu& 
ehnuatibfrei nadigeunejen u^tbeu/ cif$ einmanbjici 
nad;gtiniefen gifi bev BSibettuf iti’3bef&nbere bamt, 
ipenn tt in finer bit gotinen bes § 4 5irtt. 1 bli 3 

be? GcfeM erfldil ifl. „ 

§6 

gilt Me geucrbtfinftungianlaejc tnup cine ?eit§fn* 
f;al(c t>orfjanben [etn^ tn bet bie Of idle n tor bet Gin- 
afcfietimg untergebradd tnerben fwnnen. Sfu^etbnu 
uiuji tin 3taum fuv tie Botnaf>me bet Oeidjcn- 
bffnungen $ut Betfugung fltben, ber bie |ur biqtn 
^it'ctf evforbeiUtfien Gintitbfungcn 3 it ent^aUen f;at, 

7 

^Die geuetbcflaUuug?anrage unb be re n BetrEeb 
unfevEiegen bet?Cuffi(bt ber^poliatibe^brbe belOite?, 
in bttn bie ?EnIage fid^ befinbet* ^Det BeUirb xegclt 
fttj nai$ eiuet toon bev t>ber[len S?anbe^bc^brbe 
genefjmigenben BelrEtb^oibnnng/ in ter avu§ bie Qk‘ 
bu^ren fef^u[c|en finb. 

§8 

0 et fur ben Befrieb ber geueibeftattung;anlage 
toeiontiuortlitbe teller ijl toon bet bieSfuffi^ifu^ten- 
ben^ppltjeibe^torbe tiu3brurfli(5 ju nebmeu. 

§9 

■®ie ^indf^evung bntf erft erfnlgen ; n?ennbie frfjtif b 
fitbe Stne^migung ber ^oli^eibebotbe be^ Gindf^e^ 
iung?L>ite? (§3 be; (kfe^el) bem fur ben Betdeb 
ber geueibcilatfungjautage toctantmodfi^en belter 
tootgelegE nxnbcn ifl, ©ic Eindf 4 etung ifl inneifjcdb 
bveiuiaf 24 0hitiben nadj etfolgter fMfTjeiEicber @e- 
nefftnigung tootjuneljTnen. ^ann bie grifl nif^t etn- 
ge^afteti tocrbtn/ fo f;at bet fut ben Belvieb bet 
geuerbeftaftunghaulage berauftrottfidje Geiter untet 
?(ngabe be3 0runbe3 betBctjbgetung bei berfpelijei- 
bdjbtbe eine Berfntigerung ber §ri|l ju beantvagen. 

§10 

(t) ^Tei fiir bie geuevbeflodung^anfQge toe tariff 
looi’tlicbe BetriebMeifet ^al bie dindft^erung fottte 
bie Bei[e§ung nter Berfenbung bet ffft^eniefie un' 
bcrjugli^ bet juflanbigen ^ofijeibebbibe mtijuleifeit. 
i^ietbei finb an^ugeben; 3 w Borname be§ <Sin^ 

geqd;evtcu/ Bummer unb ?fu£jMung3tag bet fjofi 1 
jeifidjen ®enfbmiguug?urfimbe/ S^^punfl ber (Sin* 


Document 92: “Ordinance for the implementation of the Cremation Act” of 10 Au 
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Sir, — Sag bet ?tn 

dfffontng foiuie $cit mb Ori bn ^SeEickiing ben 
Stjdienreflf, im gufir i^rti Skiff nbmig Slnfijiift, 
tin ter tec foe rcjtc vevfanfo imfon finb. Sr l- 
Sjcrfemb boil 2[jdimrrftfu barf erfi rtfofgcn, loculi 
fom ©eivicbMeitn: tint ^ffdfciitigLiitg for 
VciU-mIiuml) lifor bir (Dnicfoiii^Lnt.ii ju IL" 111 '23ci 
tpifiegt. 

(?) Suit foe Slfdicnwfte jieetfi 'Heifrfomg mid) 
cinem anforen Oi'ir t-fr|\t ei t-1 uu'rfo'ji, fo foii foe 
Bvictf)uf$oericaIricci^ ofor foe 'poli.jcifoEuirfo' ticTf* 
Oitc* for 'liolijeibfborte be§ Gmjfdjernngsinie? bit 
crfolgte ®f tilling cinjujc*(ud> cine Slcrfcrtfoing 
frctcEte bcigefe^ Slftfienreftf ifi bet Sjo[f;eifo i bbi:fo 
fo? frEnafcfyfnmgjortcl mitjuteilm. 

(:t) Sic ^Uiskinbigiing for ?lfd)entcfte cm bic Sim 
gebbrigen uter forcri ^cmifivagte, aud) jmed? ?9*i* 
fejjimij fm cinem onforcM Or If, Efe t 1 o rfc j f l 1 1 dS fov 
?tu*nal)me im § 9 ?Ib|\ 3 fo3 Okjeke^ nEdjt .^il[j f| e^. 

{ 4 ) Si e 3?ufjc[riit fitr bie SIfd>enre ft e betiogt 
20 %Ant t iDCnn f lit: foe Gvbbefiattuirg am glridvn 
Ottc cine Ntiljefrifi oon 203 a!)ren ofov mc&r oar* 
ge[efon i]l; in nHtti ubrtgcn {jillfm if! bit 9SufofrEjt 
far Hfditnufte minbeften* auf fort all fXuljefrifl bei 
GTbbefrattungeu am glcidfen Dvte Purgefefotifn it- 
Hinn jk bemeffen, !Radi 'Matif for Ei^cfrift finb 
foe alsbann ltodj mfjanfonen imb ate fofdie ctfcmi- 
baven Sfftyiucjfr imfc ifjrc ©tfjdUnifff in foncr Gie- 
rncinfrfiaftjgra&ftclfe' fom Gtbbofon ciujumlrifoiL 

§11 

(i) Ufor foe in for ^euerfoflaftmig^aiilage bar- 
genormmtcn Ginafcbertmgfn ill ein 33crje[rfmi3 midi 
foigefaSk™ buffer (Gin djdjerungfimjfi dint*) 
fu^ten. Sa3 Skijeidjni* ift am Gnbe fefo* ftalenfor* 
faljr* af^ufdjliefjcn unb mit fom ocm for *po[i.jd* 
fo^orfo gtfuffden Uti'jeufjnu (§ 2) abjiiflimwcrn 

(?) Sa3 £indfcf)ertmg^eT|ei(^E* mil: ten ifon ^ 
Qtunfo (Eegeufcen (Webinigung^urEimfon ift 30 Aa^tf 
naefi for let ten im Ski^icfmij erffogkn (5Eniragnmj 
a i e f juberoa fj ven , 

512 

(l) Sie |lnb in ten Sdrgcn otec Sinfab- 

fargenein^irficrn/ in fonen [ie^urgeucifoftattm^ 
anlagf gfEangen. Sic £drgc muficn au^ tunnem 
5 oI, 5 afor Sinfblcrfi foftf^n unt frei bon 
btfc^lidgjcn ]dm ipetb baij ^ur ?fbtti^hmg for Bugen 
tiEAt mmtiifot meifon. Unlerlagc fftr bk Ccic^c 
fomic aU gttlfmaffe ffti; etmaige fti]7fn finb Sage- 1 
ofor ^nfoljpdtie, 5fojmt?de ofor ^orjmufl ju be- | 
mifon. Sic ?iu^Efcitnng fo^ £jrge? foluie foe ! 
fkibungttr^cicfjefann in fotutliebEn^Bcifeerfafge^ ! 
bod) finfc jiu Befeftignng for Slu^flfibung detail- j 
fliftc «n& lum £djlicfcn for ^feifomg s3afcn | 

ofor £\tn mijii(d]>j, bngegen cinfac^e mnfpotmtne ! 
Snbpfe gejlatfcL 

(-) Set ^icb^niinijler tc^ 3imccn fann jiir JEjer- 
Nfuttg bon Sdrgcn fonus al^ Kntedagc fiir tie 

9kifti^clttbl. 1E3CS3 I 


H*bt: I2,?lugu(r 1!)38 1001 

tkidie imb al^ ^juE[nui]f e f ” 1 tie Sifftn an £ec[ 1 c for 
im 2 lbf. i genaiinteti 01of[e am^ anfote Sfofjc jii 
(a[iei[. 

JS!3 

2^t jt'fov iiiridj'cfjennigc'faiitmcc barf jemeEfig nnv 
fine Cviifo eingedicfavJ merfon. Stn ten Sdvgnt ifi 
t'oi for (^Enfoitigung \i\ fon 5>ftEH'etimmijjofcn tin 
biu di bie Ofmfoftt nidiJ: ^eifiorbarM Sdjiib an pi 
fo'Engen, onf mridjem foe ^nmmcV/ untei ter foe 
tiinEiagnng in fovi Gmafcfteiung^oerjeirfjTii^ crfolgt 
ift/ ioude ber Diame for B£kcrfoftntliLiig?anIage font' 
lid) ffotKm cingdddagen jeiit mu&. Sic ^[fd)cnvffee 
jefor Pcit^c (inb mit fom ?Lummeni]djitb in cinem 
hjEberftanfofdfogct^ tancif]a[ten^ fuft- uitb U)af]fr j 
bidden ^c^dimt? ju fammeln, ta^ butd) cine amtEicf> 
fofrclfte 'Ijerfon bcrjc^liefon ifi. Set Serfcl brs 
?Scfjii[ini|teJ ifi mit cinem feftfifonfon y tauer^afren 
©d)i[t$um|eJjfti, fov^ infontfi^ctgepvmjterSt^aiit 
foigente 2 Engafon 31 c entail ten foil: 

1. foe mit tem (rLndidjernngjbcqcidjEiLj unfc fom 
^mnmcL'nfrfiilb iri for d]d)e iiforeinftimmenbe 
G i nd f rf)C ni ng ?imm me \ f 

2 . J 11 ' lL ufrBo t net me f oioie 01an b te?^5c i ftovfo ne n f 

3. Ort y ^uig nnb feinet (Setur^ 

4. Orty Sag unb 3al;j; feine£ Sote? 1 ; 

5. Ort imb Sag bet £ind|djcrung r 

f 14 

( 1 ) Sk burrfj tic atnt?dr^Hi(^e fridjcnfdjau eni- 
freljcrrfoti fiajlcn [in& naif) fon IPtinfoflfd^cn ter 
©ebu^renoifommg fur amtfo ofor gen^lMr^ditfje 
Scrriditungen ju bcrecbnctL Huferbem finb fric not- 
toenbigen ^cifcfoftcn jii ciftaitcn. Sic entficfonfon 
Soften faflcrt fom SeilattLtng^pfiidjtigcn ^ur ?aft. 

(?) £omcit fur h&l poIi^iUc^c ©enc^migitng^ 
t'crfafnen (tyebubrrn erboben tuetben, [odeu fie ten 
®dvag tjon trei Mridflmarf ni^t fi5etfreigen r 

§1^ 

( 1 ) Sicjc S>erorfomttg trite mit fom ouf tie SBer* 
fiinfoing fafgcLifon Sage hi ft raft. 

(?) ©Ici^dtEg trefen au^cr ftraft: 

tic Betovbmiug jur Sur^fftfjrung fo? 
b L'fta 11 uu g^gc f c \s e? m a m 26.3u n i 1934 (3i c iefi? ■ 
gek^frl. I £, 519), 

tic ?t'erartnting uber foe ^inforimg for S5cr ; 
or bitting jiiv SurE^jufjL'ung btl ^jeiEerfceflafo 
tung^gefefo^ t?om 16. Dftober 1936 (SNeitfi^ 
gcfc^bi. I 0. 834) unb 

tic ^lrcite s 4jeioi:fomng liter bic Knforung for 
^croifoumg ]iir Surd)fuelling fo^ geuer> 
tefmttunglgf]e|c^ torn 13. Oftobcr 1937 
(9ieifb£ge[cff&i. I 0. 1132). 

Unfitly fou 10. Sfugnft 1938. 

Ser ^etc^^mtniftct beB 3 n M e r K 

Dr. 0turfart 

m 


Document 92: continued 





130 


C. Mattogno, The Crematory Furnaces of Auschwitz: Part 2 



Document 92: Reproduction of a cremation register. Annex to the “ Ordinancefor 
the implementation of the Cremation Act. ” Source: ibid., p. 1003. 





I l -c D 



Document 93: Field cremation furnace, system Friedrich Siemens. Source: as 

Doc. 20, illustration outside text. 
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Document 94: Feist apparatus for mass cremations. Source: as Doc. 7, p. 126. 


S9 


Ti % [■ r Ti l (. ■ill. S. 





Document 95: Adolf Marsch shaft cremation furnace for mass cremations; verti¬ 
cal setion. Source: “Masseneinascherung von Kriegerleichen im Felde als Schutz 
gegen Seuchengefahr und spater fuhlhar werdende Verkehrhindernisse, ” Phoenix. 
Blatter fiiir wahlfreie Feuerbestattung und verwandte Gebiete, Vienna, XXX. Jg., 

1917, Nr. 2, columns 39f 
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XI MIT, ^t|QETifr_ 5t. 2. 42 



ffirun&Ti.^ Cm C^mljnLiiEi Iilc ^Ifl'lci'.nisbct niuiivg ire n 2 eeSijti. 

Document 95a: as above, horizontal section. Source: ibid., columns 41 f 
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Document 96: “Shaft furnace for the simultaneous cremation of a larger number of 
human corpses or animal carcasses ” (Schachtofen zur gleichzeitigen Einascherung 
einer grosseren Anzahl von Menschenleichen oder Tierkadavern). Patent Adolf 
Marsch, no. 331628, of 30 September 1915. Fig. 1: vertical section; Fig. 4: a load 

of 9 cadavers; Fig. 5: loading grate. 
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Document 96a: as above. Fig. 2: horizontal section along the line A-B of Fig. 1; 
_ Fig 3: horizontal section along the line C-D of Fig. 1. _ 

- Figure 1 (Doc. 96) is an axial section of the furnace. 

- Figure 2 (Doc. 96a) is a section of the base along line A-B, in figure 1. 

- Figure 3 (Doc. 96a) is a section of the base along line C-D, in figure 1. 

- Figure 4 (Doc. 96) represents a pile of corpses constituted by three layers oj 
three corpses each placed one on top of the other. 

- Figure 5 (Doc. 96) shows the wooden grate on which the pile of corpses is ar¬ 
ranged and on which it is introduced into the furnace. 
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Abb. 7 


Document 97: Feist furnace for mass cremations (standard model). Source: W. 
Heepke, “Die Kadaver-Vernichtungsanlagen, ” Verlag von Carl Marhold, Halle 

a.S., 1905, p. 46. 



Document 98: H. KORI cremation furnace for incinerating animal carcasses and 

slaughterhouse refuse. Source: as Doc. 97, p. 39. 
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Document 99: FT. KORI cremation furnace for incinerating animal carcasses and 
slaughterhouse refuse at Liegnitz. Source: as Doc. 97, p. 41. 



Alfa hm 


Document 100: H. KORI cremation furnace for incinerating animal carcasses and 
slaughterhouse refuse for combined operation (connected to the flue of a boiler 

system). Source: as Doc. 97, p. 44. 
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2 Ei^hihfwmaMC^ifltwr 

3. TliflrmoeKin JOnl 

4 L mIIjuMj- it^-inan 
R 0r*n nk ;i iPirf | Wi: I! i:h 
h. g^hpjTMjtl^ sund Italic-rung 
J Dior nibrcmn^r 

8 gpgfiaLjftodl 


& T uf lOfhMM 

tQ N.K^vfJlM^hinirtg 

11 NBChbren^kiimriisr 

12 Qua- CJS&Tflnnflf 

13 iRea! 

14 EfitBS^gngj 

16 HnychRJwug 



H.R.HEINICKE 


Document 101: H.R. Heinicke cremation gas-firedfurnace system VOLCKMANN- 
Ludwig. Longitudinal section. Source: Heinicke Feuerungs- und Schornsteinbau, 
H.R. Heinicke Einascherungsofen, undated commercial brochure. 

1: Extraction hood; 2: Introduction door; 3: Thermocouple; 4: Exit air vents; 5: 
Combustion chamber (muffle); 6: Refractories and insulation; 7: Gas or naphtha 
burner; 8: Inspection hole; 9: Muffle damper; 10: Closure of post-combustion 
chamber; 11: Post-combustion chamber; 12: Gas or naphtha burner; 13: Grate; 

14: Ash removal; 15: Smoke discharge. 
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Document 102: Asea Brown Boveri electric cremation furnace, operating princi¬ 
ple. Documents 102-104b were kindly provided by that company. 

1: Oven; 2: Oven door; 3: Cremation chamber; 4: Ash plate and post-combustion channels; 5: Obser¬ 
vation of temperature and of draft; 6: Ash removal; 7: Blower for primary air; 8: Blower for secondary 
air; 9: Blower for air on ash plate; 10: Cupola: deaeration; 11: Door control; 12: Introduction trolley; 
13: Discharge gas channel; 14: Observation of discharge gas; 15: Chimney damper; 16: Chimney- 
damper-raising device; 17: Damping chamber; 18: Chain curtain; 19: Electricity-control board; 20: 
Ash-preparation cabinet; 21: Injector blower; 22: Control valve; 23: Injector tube; 24: Electrostatic 

dedusting device; 25: Closure; 26: Inspection valve; 27: Chimney 
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Document 103: Asea BrownBOVERT electric cremation furnace, model RK1-S. 
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Document 103a: Doc. 103 enlarged, left-hand half. 
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Document 103b: Doc. 103 enlarged, right-hand half. 
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Document 104a: Cremation hall equipped with two Asea BrownBoveri electric 

cremation furnaces. 
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CONCEPTION 
MONO BLOC 




SE5 AVANTAGES : 

■ I .* -ini* -nd MitHnnwii -inni-Ji*- rt*-ii rctrp ■ iikm 
■ !+ ri^Un- KPf h* ■) m»tm h^iii p.jiM rwiH 

4'tHpPr L W Win^Ai CHH, p| 

ueifurn-iw ifci Jirr.Ei rt i M'n iiM rl sfa ilh>I 

mi [umplc«nwTl conli^iMi i* vfTilm null 
! ii Jiin’i II fTDr<i«qli ! > \i\jt i-P'llpi !asr" nr IIId miii 
h-I tnn frmm H 44 CpnifrjD|qBii mi rf'jincinfnrt 

+ CMIv±df*culluft r*!r*i*l1#rE W iLrf *«■ 

:9 J1 ETBU—A#t1 MidrighBl. ■ I'M'lriVP Id l(U«%iJ IhiD'P 
> ..I, r-fop-j la <±-Tf# Ml h-r-iLJi >u*i sar- i* 

iH-BHbH Ik mWfOfl Hi 'Ck AH #n fW*. &* E*P 1 . 
#v W4. i|i-ivtw-T-ni M £.T*ii.tf 4 r.:.rvi i>ii_n 
ifimhi* Ik £»”r «iitjr Muf muQHit vp I 
i j'rfiP lI « !■ -i rriki'njmiiMii 





Document 105: Ferbeck-VinCENT gas-fired cremation furnace, model C411. 
Source: Fours de cremation. Modulaires, type C 411. Undated promotional bro¬ 
chure kindly provided by that company. 

1: Introduction door; 2: Manual emergency control; 3: Preheating burner; 4: Air- 
feed tubes; 5: Manhole; 6: Post-combustion burner; 7: Secondary hearth; 8: Mo- 
bile grate; 9: Built-in spray; 10: Urn; 11: Air-heating circuit; 12: Control panel 
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LA CONCEPTION DU FOUR TABO 


Lossatvre roetallique, 

renforcee du four est realises 6 partir de profiles 
Ggalement utilises pour la distribution de I’oir pnmaire, 
jecondofre et tertioire. 

La structure refracted re el isolante, 

du four est conslrtu&e de 3 parties essentieUes r 

- lo Sombre de cr 4 rrKjtion 

- les chambres de melange 

- lo chambre de posl-combustion 

De la chambre de cr^moHon, 


Les equipements eleetriques, 

rrtecaniques et thermiques sont regraupis de facon 
rationneFfe et focilement acccssibles du o5ti service. 

L’utilisatton de brtileurs, 

indusineb permet de deplacer les ventilateun dons un 
local opprapde. 

La conception, 

du four TABO perrret indifferemment son assemblage 
sur place ou en usine. 


les gaz issus de l autocombustion sont, selon un 
proc4d£ exclusif, intimement melanges a lair 
SKondoire dons la double poroi du four pour 
permettre un processus pyrotilique canftrdl4 par la 
sonde d oityg^rw, Pair tertiaire et !e bruleur dans la 
chambre de post-combustion, 

L’ufilisafion de refractalres denses, 

contenant de 45 % 6 64 % d'dumine, de mateniaux 
bolants modemes, et de I'^changeur de chaleur 
introduit par TABO, assurent une cremation parfaite 
dans des conditions economiques d'exploitotion. 



1. Parte d'infrod notion 
/. Voirte de [q cbambre 
de comburtion 

emmiigciiinnage de lo cbdeur 


3. Air vacondcj-e 
0Air pdmaire (supeneur) 

5. Air primaine [inF6rieur| 

6. P<xte dte service 


7. Lucerne cTinipeclion 

8. T remit 

9. Grille mobile 
10. Cendrier 


11. Sole du four 

12 . Regislre 

13. Command* -goz 
ou Roul 


Document 106: T ABO gas-fired cremation furnace. Source: Equipements de crema¬ 
tion Tabo. Undated advertising brochure kindly provided by that company. 

1: Introduction door; 2: Vault of the combustion chamber, heat accumulation; 3: 
Secondary air; 4: Primary air (upper); 5: Primary air (lower); 6: Manhole; 7: In¬ 
spection window; 8: Funnel; 9: Mobile grate; 10: Ash container; 11: Oven floor; 

12: Register (smoke damper); 13: Gas or oil supply. 
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ter, An engineering report on the alleged execution gas chambers at Auschwitz, 
Birkenau and Majdanek Poland, Fred A. Leuchter, Associates, Boston, MA, April 5, 

1988, p 122. 
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Document 107a: as above, p. 123 



Document 108: Multi-storey furnace (Etagenofen, left) and flat-bed furnace 
(Flachbettofen, left) with market share in Germany (73.9% versus 26.1%o). Source: 
R. Sircar, “Untersuchung der Emissionen aus Einascherungsanlagen und der Ein- 
satzmoglichkeiten von Barrierenentladungen, ” PhD thesis, University of Martin- 

Luther, Halle-Wittenberg, 28 June 2002, p. 14. 
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Document 109: Ruppmann cremation furnace (without 
smoke filter). Source: G. Schetter, FT. Burk, “Das 
Krematorium Dresden. Ein Beispiel fur umweltgerech- 
te Einascherung unter betriebswirtschaftlichen Ge- 
sichtspunkten, “ Friedhofskultur, Jg. 96, October 2006, 

in PDF, p. 5. 
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Document 109a: Therm-Tech gas-fired cremation furnace at Tualatin, Oregon, 


USA. Source: http://thermtec.com/sites/default/files/pdf-library/SQC- 


400 SPECS.pdf 
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II. Topf, Civilian Activities 



Eje lAzunUcc Lie i 

Document 110: The founders of the company J.A. Topf & Sohne: J.A. Topf and 
his sons Julius and Ludwig. Source: Stadtarchiv Erfurt, 5/411 A-76. 
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!'■ .... nil lllMlllt|||tiiiii|iniii||i III III ..rllrill.....ill' IIIMII i 


J. A. Topf & Sochne 

hlASchiiiciiLibrili - ) l cucriLh^skdmisiiics Bju^csdkitt 

FcMcmiiHsii'diiL. Ijili j r<ik'i i111 :1 ■ l-i^iiie VVriuJiiifdJion 

ERFIJRT 

■X- 

D ie J'JiJiLit mink lim Jnhit; 1>>7S dnrett JUnji J. A. 

Tnni KL'uriimltfU tkr sick u l' t L its eorher lamre 
Adi mil tier Vci'bexscrutii; iiidiistridhT f'etEcniiik'Liii 
finsrt'liuml bebJit Inn Me, nndnEem er niif Grnrid seiner 
l a Linked iris. ISraut-Tei-FaUiitiimn zu tier Lkberzen- 
yniiy. tfdarude, thill (Ins nnmrisekiEtliein: Arbeiten tier 
ir: dkse? /UE aii££\vendetci \ Feucmni!ui ci jic Vur- 
JioM.’TLMii' der tbnnnls vorhainJenen Em rich [mitten cr- 
i\n Lie r belt inatdik. In $cinen Sblincn varett Hint i,H- 
!-.;Js] ti^c Lt:a ersiarnkn, so tlaJJ das Uebiel 

i. 1 . t FeaeTuiittSteclmik (Imcli iks 

Uliririik-eTs mil deni Tccliiiiker i;rfoly;rhoatlicikl 
m vrdciL kmnilt?. 



1 .Vi 1 l^liri'ijIinL^JnumpJ iiuf Krdiitd ICi l i S on ■I'rLi.'junpsfduJ il jil riiKni L^lcjlriiirhi it.rl 


nil' INI' Mil III IILIlEIII ll illlllnll IIUll' INlMllLlll III IllllilUII llllll!ll|P|ll r llldll 1 lll 1 IINIIklllJIII( 1 ll|L|IIHII[Ktllll 1 INII(llEllLlirill .Mill lllllHlIlll IIN|l||ini|rillJIN|IH||IEII|l!|lllEllln||El|EllLllllllllLllllllLliril llllll .11 illlllElli ll.lnrlll III I! M' lini:iM:;,-. 


hi di'ii bn i dci i H ; n i p i ji 1 1 1 (' 1 1 (i n y; i.s: i i ti r Lbm iVLLri 
iiiM.I AnsiiiJirnnk: zciCKCiiiftlkr IJani|>Ske**e1-Ai]L;iEeii 
snv.'k tl it: EiiiiricliELLii^ koinplcttcr Miilzcreien sind 
die (Lli'eil bclLaLitEellen t kind e in ciner Weisc z-,- 
pilcvt vortlui, dalt es. tier ] : ii;iia EeUinydi i>l. mJi 
iiiein iilit in Emails, smrtlci'n aLECb in alien iilnuien 
llrdtuikn eincji Nbmieii zil verselnifkii. 

['las Arbeils^ebiet der Abtcilniijt iiir J'hunnEkt'Nvd- 
A11 1 ;l i l nmtnfU den Eli Emi ri mu! the A until li l iny 
Liller idler tiiiKsiceliiiisdiei: [JeslamlSeile, die ;aif l-ic 
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innfkebcLiddL IlIiiELiiII ansnibdr. Es sintl tlks insbe- 
smukre; 


Document 111: Description of the Topf company’s activities. Source: Deutschlands 
Stadtebau: Erfurt, Bearbeitet im Auftrage des Magistrats von Stadtbaurat Boegl, 
Erfurt. ‘Dari”, Deutscher Architektur- undIndustrie-Verlag. Berlin-Halensee, 

1922. 
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ftfoersicht fiber die 

Lfd. 

Nr 
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d 

■£ e 

> it 
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Orensyslcm und Bautirma 


KraiTruing 

^ it 

C 
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1 

Gotha 

10. 12. 78 

2/ 

1) Friedrich Siemens, Dresden 

2 \ 

2) Richard Schneider, Dresden 

2 

Heidelberg 

22. 12. U1 

1 

lUiugenslierna (Gebr, Beck), Offenbach a. M* 

;j 

Hamburg 

11). 11. <J2 

2 

Richard Schneider, Dresden 

4 

Jena 

14* 2.08 

2 

Klingensllerna (Gebr, Beck), Offenbach a* M. 


Offenbach a. M. 

7,12. 09 

1 

Klingenstierna (Gebr,Beck), Offenbach a* M, 

0 

Mamdieim 

20. 2.01 

1 

Richard Schneider. Dresden 

7 

Eisenach 

20. 1,02 

1 

Richard Schneider, Dresden 

8 

Main/. 

3. 5.03 

2 

Klingenstierna (Gebr* Beck)* Offenbach a. M. 

1* 

Karlsruhe 

25. -J.04 

1 

Richard Schneider, Dresden 

HJ 

lldibromi 

2U. U. 05 

1 

Klingenslierua (Gebr, Beck), Offenbach a* M, 

n 

Ulm 

1. 1,00 

4 

1) Klingenstierna-BeckI n m 

2) Gebruder beck / Olfenbach a. M. 

12 

Chcmnil/, 

l.'i, 12. (Mi 

i 

1) Richard Schneider, Dresden 

2} Gebr. Beck, Olleubach a* M* 

i:j 

Bremen 

24. 2.07 

4 

1) Klingejisliorna-Bcck, Ollcnbach a, M* 

21 Alfred Schmidt, Bremen 

1t 

SUitlgarl 

li. 4.07 

i 

1) Klingcnslicrna-Bcck, Offenbach a, M, 

2) Wilhelm Ruppmann, SluUgarl 

1 5 

Coburg 

12.11.07 

2 

Gebr, Beck, Offenbach n, M, 

in 

R63neck 

It). 1(1. 08 

1 

Gebr, Beck, Offenbach a* M, 

17 

ZUtau 

1. 4.00 

1 

Rich. Schneider, Tech n*01'en ban biiro, Berlin 

18 

Baden-Baden 

25* 10. 00 

1 

Gebr* Beck, Offenbach a* M. 

10 

Zwickau 

1. 11,00 

2 

Gebr, Beck, Offenbach a. M, 

20 

ECU* 

u 

JJ 

1. 1.10 

3 

R, Schneider, SteUlner Chamotle-Fabrik 

21 

li). 5,10 

2 

Gebr, Beck, Offenbach a. M. 

22 

Dessau 

18. 5.10 

K 

1) Toisul & Fradet, Haris 

2) Gebr* Beck, Offenbach a* M, 

23 

Gera 

12, 0.10 

2 

Gebr, Beck, Offcjibach a* M. 

24 

Reutlingen 

1. 1.11 

1 

Wilhelm Ruppmann, Stuttgart 

25 

Dresden 

22. 5.11 

3 { 

2) R. Schneider, Stclliner GhamoLle-Fuhrik 

1) J* A* Topf & Soehne, Erfurt 

20 

Gdppingcn 

8. mil 

1 

Wilhelm Ruppmann, Stuttgart 

27 

Meiningen 

8,10.11 

1 

Gebr. Beck, Offenbach a, M. 

28 

Weimar 

14.12.11 

i 

1) R, Schneider, Stetliner (Ummotle-Fabrlk 

2} J, A. Topf & So eh tie, Erfurt 

2U 

Sonneberg i. Th. 

20 * mu 

1 

Gebr. Beck, Offenbach a. M, 

3t> 

Hagen k W, 

10, 0. 12 

2 { 

1) Oustodis, Dusseldorf 

2) Kori, Berlin 

:n 

Frankfurt a. M. 

12, 10*12 

2 

R Schneider, Sletliner ChamotLe-Fabrik 

:j2 

Berlin Geriehlsslr, 

28* 31. 12 

3 

R* Schneider, Stelliner Chuinoltc-Fabrik 


Document 112: The German crematoria as of 1927. Source: IV. Jahrbuch des Ver- 
bandes der Feuerbestattungs-Vereine Deutscher Sprache 1928. Herausgegeben zum 
22. Verhandstage am 4. bis 8. Juli in Bremen vom Verbandsvorstande. Konigsberg 

Pr„ 1928, pp. 82-87. 
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1362 

10 313 

uiientgelUicli 

12 

225 CKM1,— 

J 30 000 — 

1166 

15 844 

48,— 

13 

2 m ooo,— 

1) 10 000,— 

■1) 11 500,-- 

10)0 

12 482 

20,30 

u 

12 500,-' 

23 365- 

263 

5 132 

111, Kbtsso 55,— 

15 

17 0(XK— 

10 500,— 

125 

2 325 

23,00 

16 

114 500,— 

11 750,— 

323 

5 610 

80,— 

17 

100 000,— 

11 004,— 

80 

1 G14 

140,— bis 300,— 

18 

ux> ooo,™ 

20 500,— 

578 

5 301 

40,- 

16 

1 130 140,— 

30 000,— 

2048 

22 638 

57,- 

20 

47 000- 

20 500,— 

158 

1 940 

103,— 

21 

105 000,— 

1) 16 500,- 

2) 10 000,- 

t>24 

3 436 

57- 

22 

50 (KK>, 

20 000,— 

740 

0 883 

47,— 

23 

21 640,- 

10 027,— 

50 { 

440 

75,- 

24 

1 000 000,— 

\2)24))7fl,— 
/1)18 301),— 

2645 

23 184 

111, Klasst* 31,50 

25 

5-1 300,- 

10 000,— I 

44 

778 

50,— 

20 

31 000,— 


153 

1 733 

170,- cinschl.Sarg 
mid Ubcrfuhrujig 

27 

25 000,— 

1 1 
sfg 

r* 

271 

3 410 

II L K1.180,-einschJ, 
Sarg u> Oberfuhr. 

28 

33 700.— 

13 088,— 

178 

11)55 

84,- 

29 

140000,— 

7(1000,— 

| 12 000,— 

30 800,— 

237 

1 413 

75,— 

30 

elnfichkYcrsni' 

552 

3 003 

25 - bis 305,- 

31 


kuiigsnppu nil 

0120 





54 520 

40,- 

32 
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I.fil. 

Nr. 

Ort 

Tag 

ErOlTiimig 

■ 

c 

n 

XL = 

W 4j 

“ e 
^ Sf 

2 44 

Q ” 

H 

Z 

< 

33 

Munchen 

28. 1L 12 

2 

34 

Wiesbaden 

UK 12.12 

2 

35 

NOrnbcrg 

1.5. 5.13 

2 

36 

Berlm-Treplow 

23. 0. 13 

2 

37 

Tilsit 

0 . ». 13 

i ! 

38 

EAlingen 

1.10.13 

l 1 

39 

Greifswald 

2(K 10.13 

l j 

40 

GOrliU 

28.11.13 

t 

4t 

Freiburg i. Br. 

1ft. 4,14 

1 ! 

42 

Darmstadt 

10 .10. 44 

1 i 

43 

Danzig 

15.10.14 

2 ! 

44 

Augsburg 

25. 5.15 

1 f 

45 

Braunschweig 

1. 7,15 

2 | 

46 

Mirschbcrg i. Schl, 

22 . 8.1ft 

t 

47 

Krefeld 

4.10.15 

1 

48 

Malle a. d. S. 

23.12,1ft 

2 ’ 

411 

Kiel 

14. 2.16 

1 

50 

Friedberg i, Hessen 

15. 3.17 

1 

51 

Pforzheim 

2 . 8.17 

1 

52 

Plauen L V, 

1 . 2.18 

1 ! 

53 

Konigsberg i. Fr, 

5.12.18 

2 

54 

Konstanz 

15. 5.20 

i i 

55 

Rudolstadt Ip Tin 

15. 0.21 

i ! 

50 

B hi,- Wi 1 mersd orf 

11, 5.22 

2 

57 

Iimenau 

22 .10. 22 

i i 

53 

Mannover 

24. 2.23 

2 i 

59 

Erfu rt 

4, 4.23 

2 

60 

Suhl 

tl. 8.23 

1 

01 

Magdeburg 

22, 11,23 

2 ! 

02 

Grunberg 1, Schl. 

j 5. 1,24 

1 

03 

Dortmund 

24. 5.24 

2 

61 

Arnstadt i. Th. 

1, 10. 24 

1 

65 

Gubcn 

10.11.24 

1 

66 

Selb i. B. 

7. 2.25 

1 

07 

Bernburg 

17, 2.25 

1 

08 

Stettin 

17. 2.25 

2 { 

69 

Apolda 

10 . 4.25 

1 

70 

Wilhelmshavcn 

11 , 2.26 

1 

71 

Breslau 

12. 4.26 

1 

72 

Gass el 

21 . n* 20 

\ 1 

73 

ildelist a. M. 

1 . 0.20 

1 

74 

Megnitz 

8 . 7.20 

1 

75 

GieSen 

7. 8.26 

i 1 

76 

Brandenburg (II.) 

17.10.20 

1 

77 

Weiflenfels a. S. 

7. 2.27 

1 

78 

TuttUngen 

14. 8,27 

1 


Of'ensystein und Bauftnna 


R, Schneider, Techn.Ofcnbauburo,MOuchcn 
R. Schneider, Stettiner Ghamotte-Fabrlk 
Wilhelm Ruppmann, Stuttgart 
Gebr. Beck, OJfenbach a, M. 

R. Schneider, Stettiner Ghamotlc-Fubrik 
Wilhelm Ruppmann, Stutlgart 
Gebr, Beck, OJfcnbach a, M, 

R. Schneider, Stettiner Ghainotte-Fabrlk 
J, A, Topf A Soehne, Erfurt 
Gebr. Beck, Offenbach a, M* 

R. Schneider, Stettiner Chamoite-Fabrlk 
Wilhelm Rtippmnnn, Stuttgart 
R, Schneider, Sleltiner Ghaniotle-Fubrik 
.1, A, Topf A Soehne, Erfurt 
R. Schneider, Stettiner Chmnotte-Fabrlk 
.T. A, Topf A Soehne, Erfurt 
Gebr, Beck, Offenbach a, M. 

Gebr. Beck, Offenbach a* M. 

Wilhelm Ruppmann, Stuttgart 
R. Schneider, Stettiner ChamnUe-Fabrik 
Withelm Ruppmann, Stuttgart 
Gebr. Beck, Offenbach a* M. 

R. Schneider, Sleltiner Ghamottc-Fabnk 

R. Schneider, Sleltiner GhumoUe-Fubrlk 

■T. A. Topf A Soehne, Erfurt 

J, A. Topf & Soehne, Hrfurl 

J, A. Topf A Soehne, Erfurt 

J. A, Topf A Soehne, Erfurt 

♦I. A* Topr A Soehne, Erfurt 

J, A. Topf A Soehne, Erfurt 

J, A. Topf A Soehne, Erfurt 

J. A. Topf A Soehne, Erfurt 

J. A. Topr A Soehne, Erfurt 

J, A, Topr A Soehne, Erfurt 

J. A, Topf & Soehne, Erfurt 

1) R, Schneider,StettinerChamoUe-Fabrik 

2) desgb (verbesserte Konslruktion) 

.1. A. Topf A Soehne, Erfurt 
J. A, Topf A Soehne, Erfurt 
Gcbt\ Beck, Offenbach a. M. 

J. A, Topf A Soehne, Erfurt 
-I. A. Topf A Sod me, Erfurt 
J. A, Topf A Soehne, Erfurt 
J. A* Topf A Soehne, Erfurt 
J. A, Topf A Soenne, Erfurt 
Kory, Berlin 

Wilhelm Ruppmann, Stuttgart 
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— 

- 

Heine Flmikoslcn 




OebOliion filr tlic 


(Jps (iphtunlc$ J>*w 
tier ilnrcli tlca 

0Tr- 1 k0i n 1 i-irti not* 
uciullgen Uni' 

Kasim tic I 1 

Elnflsclio 
nn>g\*t ITet’ 
UI27 

LCin JlscliC' 
mngeu sril 
Er&ffrmng 

Einftscherung ncbsl 
Ausschmtickung mid 
HcJcucMimg tier 
Traiierhnlle sowle 

Lfd. 

Nr, 

him leu 



- 

OrgelspicL 




um 

8 228 

nnch 0 KJ. gestuR 

33 

35000 ,— 

20 rxx),— 


3 5U3 

133, — 

34 

230000,— 

20 000,— 

552 

| 4 8H0 

1(X),— 

35 

— 

— 

4020 

24 ir?o 

40,— 

30 

102 (HK»,— 

SIXX),— 

! 30 

582 

! 74,— bis 00,— 

37 

20 (MX),— 

12 SIX),— 

85 

804 

2(1,— 

38 

IN 500,— 

is ooo*— 

I 02 

1 085 

(X),— 

39 

120 OtK>,— 

8 SIX),— 

25K 

2 358 

35,— bis 95,— 

40 

1(10000,- 

— 

110 

1 315 

81,- 

41 

m ooo,- 

10 (XX),— 

1(XI 

1 025 

(10,- bssw. 71),— 

42 

150 000,- 

20 500,— 

(114 

3 320 


43 

— 

11 (XX),— 

74 

719 

53,75 

4 1 

201 SIX),— 

22 400,— 

1)23 

5 019 

20,50 

45 

125000 ,- 

111 3fKJ,— 

182 

1 629 

92,“ 

46 

70 2! 10,— 

11 500,— 

255 

1 395 

70,- 

47 

850 (XX),— 

17 0CK>,— 

080 

4 791 

45,- 

48 

88 000,— 

9 450,— 

210 

t 033 

70,- 

m 

50 (XX),— 

11 017,67 

50 

513 

lilnheun. 30,— 
Auswurlige 50,— 

50 

— 

15 (XX),— 

104 

1 201 

105,“ 

51 

078 rwx>,— 

o ha\— 

471) 

2731 

(10,— 

52 

l :joo (joo,— 

50 000,— 

400 

3059 

55,— bis 170,- 

53 

1 inflation 

Inflation 

58 

203 

48,- bis 58,- 

54 

cjcsgl. 

(lesgl. 

255 

1 125 

S3,— bis 87,— 

55 

uesgL 

desgf. 

3581 

17 420 

40,- 

50 

tksgl* 

(lesg). 

133 

(172 

50,- 

57 

dcsgL 

desgb 

027 

1 739 

4(1,— 

58 

desgL 

desgl* 

580 

2 075 

71,70 

59 

OCFSgl* 

desgl. 

no 

471 1 

►ia,— 

OO 

Ucsgl, 

tlesg). 

\m 

2 580 i 

7(1.— 

m 

desgl' 

desgL 

21 

87 

70,— bis 80,— 

62 

desgL 

dt;sgj. 

883 

887 

113,— bzw. (Hi,— 

6-3 

52 000,— 

— 

190 

029 

103,— 

04 

1 % ¥» 

12 (XX),— 

220 

491 ! 

60,- 

05 

i a - ) 500,— 

— 

102 

439 

80,— 

(Mi 

55 (XX),— 

14 (XX),— 

240 i 

n(X) 


07 

70000,— 

Sift. <1, Oien- 
baufirma 

:«)7 

701 

2 f , ■ 

36,- 

08 

— 


15;* 

321 

40,- 

60 

24 IKK),— 

14 850,— ; 

o;t 

101 

45,— 

70 

225 (XX),— 

12 500,— 

:i?7 

552 

r»t>,— 

71 

— 

14 (XX),— 

148 

215 

53,— 

72 

—- 

15000,— 

52 

49 

05— 1 

73 

44 Oil),— 

12 000- 

81 

121 

73, - 

74 

IK) (XX),— 

14 200, - 

70 

194 

50, — 

75 

■too 000,- 

10 (XX),— 

213 

25a 

02- 

70 

— 

— 

02 

02 

10,- ii, 21,50 

77 

150 000 — 

21 500,- 

10 

to 

■— 

78 
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Ltd. 

Nr 


ON 


70 

80 

HI 

82 

83 


Eisfeld 
Ludwigsburg 
Hildburghausen 
Freiberg L S. 
Qued! inburg 


lag 

der 

kroifrm n g 

. 

c 

* 

€ c 
oj: 

> il 

i-O 

■0 g 

ss 

H 

Ofensyslem und Baufirtna 

2D, 0- 27 

1 

J. A. Topf & Soelme, Erfurt 

22.10.27 

1 

Wilhelm Kuppmann, Stuttgart 

27,10,27 

1 

J, A. Topf it 'Sodmo, Erfurt 

! 2. 3,28 

1 

Gebr, Beck, Offenbach a, M, 

10. 3.28 

1 

J, A, Topf & Soehne, Erfurt 


Dureh naclUr&glichen Ofeneiubau wurden Frtcdhofskapellcn in Krema* 
torien umgeAvandell in Jena, Offenbach, Eisenach, ReuUtngen, Goppingen, 

Weimar, Sonneberg i. Th., Frankfurt a. M., Munchen, Wiesbaden, Pforzheim" 
Konstanz, JUmenau, Erfurt, Suhl, Magdeburg, GrOnberg, Arnstadt i. Th„ Bern*?- 
burg, Stettin, Apolda, Wilhelinshaven, Liegnitz, GieBcn, WeiOenfels, Eisfeldj 
Ludwigsburg und Qucdlinburg. 

Als Ileizmalerial verwenden die ineisten dculsdien Krematorien Koksy 
(Gas*, Kamnierofeu-, Zeclien-, Sehmelz-, HiHten*, (irob-, J)estillaUo»s-Koks£ 
Braunkohle und Koks vermischt fludet in Gotha Verwendung. Koks und HoU 
werden verfeuert in Gdppingcn, Eflllngen, Freiburg i. Hr, — Mit Gas werden 
Kmnatoriuinsdfen behest in Dessau, Dresden, Ludwigsburg und Freiberg k Sa, 


- 

■ -- 

■ 


.- 


Heim' iStuikoslcn 
des Gebilmles l,mv_ 
der tJurch dtin 
OfenrinUu n£H- 
wcmEigeii lm< 

Juiuk'll 




UeJHiJnctL fiJ 1.' din 


KoMen dei 
Ofeiumlugi? 

Khi&scUe' 

lutigSfiillVr 

KiiULsclu 1 ' 
ruiigeu -si 1 

Eh lilsc In.' rung [ic 11S-L 
Aussclmuickuiig mid 
Htdimelihuig der 
'1'i'uiiL'r( iiillti sow jr? 

Lfd 

: Kl\ 




Oigelspicl 


21 :icx),— 

47 000,— 

a-i ooo,— 

145 000,— 

:i<i ooo,— 

13 700,- 
18 OOO ,— 1 
i ‘dim,— j 
13 500,- 
13 510,- 

7 

7 

111 

- 

7 

7 

7 

- i 

73,- 

50,- 

50,— 

200,- 

70,- 

70 

80 

81 

K2 

83 



•15 752,— | 

589 138,- 




Die Zeitdauer der FhnascJienuig sohwankL zwischen 45 Minuteu bis zu 
3 Stundeju An Koks werdeii verbraucht l'/ fl bis Zcntner fur die Ein- 
Ascherung, an Gas 33 bis 2(50 cbm. Die gewaltigen Unterscliiede der Zahlcn 
Sind dadurch zu erklaren, daQ seitens der Krematorien zwischen der 1 lot'll- 
heizung dcs Ofens unci der Nachheizung des noch warmen Ofens bei den 
Zahleiiangaben ihclit un terse liieden wordeu 1st, 

Die Tubelle verdauken wir sum grolJten Telle deni VoLksIeuerbestaUungs- 
verein V. V. a* G. In Berlin, der den Nuelidruck giiUgsL gestattete. Fur die 
Ztvecke dus Jnhrbuchs wurcle dleTubelle vereinfacht und zeitgemflfl ergUtm, 
z. T, unler bemUsumg der SUUsLik der JJcutsclie Flam me". 
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Einascherungsbfen fur 
Krematorien 


System Topf 



Moderate Konstruktion 
Kontinuiertkher Betrieb, 

tonsian^r Temperaturhche gchaitenc VerbrennyngiMl 
und c'aher schndlste Einasiheruiig. VoNkorumen? Vur- 
krennung mFtHs hocr.erhiliicr stmospharischer 
LuFL. VoNslandijJ rauth- und gtruchlcs. 
rlygirniiih cinwandFreicr EJ?‘rieb- Qe- 
ringstir Erenn materia'aufwand. 

Einfachste Sedienung. 

Ajfj'pF’ 

j, J\, Topf & Sohne, Erfurt 

Maschinenfabrik ;i Feuertiiigstethnisehej Baugeschaft. 


i Jrr.*> j-.■».>*.■ j- i^r ^ jr jr.jrr g;^F~^rnr 


TOPF'sche 

Feuerbestattungs-Ofen 



entsprachen a 11 eri neuzeitlichen 
Anforcf^rungen beziiglich rauch-, 
geruth- u. gerauschlesem Selrieb 

Umbau baste hinder Anlagen 
nach neuesten EHahrungen, 
auch besoaders fur Gasbeheizung i' 


Ober 60 Ofen seit 1922 ausgefuhrt 

bzw, in Autlrng arhallen. damnach fail iSmt- 
Eichg niuerbiuKri Krsmai□ ri b-i ausgaatallat 


Wir Metem t«rn(fr lur die Einsegnunghallnn 

Luftheizungs - Anlagen 

[Agsnglrunp der RauchgaseJ 

* 

F 0 r d C r n 5'B 

kCiS I lj j 1 IpS lirif ynv^rbi n d li 1 h Va^5Ch *9*. Prr-|fiL‘* ynd 

M Hi ii I j liil iiJt I e.- fj rrc i:iniir^ n srw'h Ii-i^i nni n-ii^n 1 H 


J. A. TOPF & SOHNE, ERFURT 

Maschinenlabrik, feuerungstechni&ches Baugeschafl 


s 


Document 113: “Cremation 
furnaces for crematoria, System 
Topf ’’Advertisement of the first 
decade of the 20th century. Source: 

III. Jahrbuch des Verbandes der 
Feuerbestattungs-Vereine Deutscher 
Sprache. Druck von Carl Wull, 
Heilbronn a. N., 1913, p. 175. 


Document 114: “Topf cremation 
furnaces. ” Advertisement from the 
early 1930s. Source: R. Nagel, Die 
Vorziige der Feuerbestattung. self- 
published, Vienna, 1931, p. 27. 
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Ttipl'sch c 

Fejje rbe stattu n gsdf en 




UstAn ^hlrhn^lrH knlij.-n n#ch 
QTLWiiin Eriahignarp- iKh 
btsc * ltt% lh Gath-rt-iLuny 



Kc-t-c«p 






JHh'k - }t4l btfl 



J, A.TOPF & SftHNE, ERFURT 


HlltKKviAfc, * -1- 1 -*— 1 1— 




Jl PH* IrllJ. i, 

a IN life ihfli a-i tin nrLilah''. 
Ilf, ii tf |ii 1 1 aafc*IPi;* 



h^b-IV^ 



3 , 9 l. 3 o|}f&aoljne 

tf rfrirf tui 




Document 115: “Topf cremation fur¬ 
naces. ” Advertisement from the early 
1930s. Source: V. Jahrbuch des Verban- 
des der Feuerbestattungs-Vereine Deut- 
scher Sprache. Konigsberg Pr. 1930. 


Document 116: “Mechanical cremation 
furnaces for operation with electricity, 
gas and coke Advertisement from the 
mid-1930s. Source: 
www. topfundsoehne. de 
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l^remrtlaiisalciilKiu- " 
ss £5 U I-: (dll Hi; It a ft = 


I * W. 



QFen fur FeuerbestaUung 

gjvwmi- Pur lOti- v.-.j PJu- PS&iiT*u*njn; 


Df Erciat A&brand 

MAN NOVER■ UNP$N 







en 


i 

5irfl 


System RUPPJIMIM 


in liiiimi ii i pTnYTITilT"' 11 J'l l 


- 

inooMttuio! 1 


F. HatmeLstcr *> Frankfurt 43, IR. 

felEhu'Ehtd, HbPigiil-! m TlJ ElJE TEl 

SpEzialitcrtd- flidlic-Uriicn. 


m 


lit TIL J—1 k 


y.ci-v. 


Peaerbestaltungs-Ofen 

System nifPPNSHIt 


i»H]ih^i Ln-HUrlB KHMP*4f>^^ 

lWw| 

JnIM htarh, u-*4 
i = . ***** Bcirip'L 



t: 

& 


■ 


K h#MPK 


WiLlicim RuppmaiLQ' SluMjc-biS 


+>*■■■ 


SdiornlteinM GuQotlis 


i m i n 



ii u u a n v t * + + 

l MMM AH Afl M m IwmHMiBfl 


Einilidterungsoien 
Komplelte flnlagen 


Document 117: Advertisements by vari¬ 
ous companies active in the cremation 
sector at the beginning of the 20th cen¬ 
tury. Source: II. Jahrbuch des Verbandes 
der Feuerbestattungs-Vereine Deutscher 
Sprache. Vereinsbuchdruckerei, Pyr- 
mont 1912, p. 147. 


Document 118: “Cremation Furnaces 
System Ruppmann. ” Advertisement from 
the first decade of the 20th century. 
Source: as Doc. 113, p. 176. 
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Document 119: “The Cremation Furnace System Ruppmann. ” Advertising bro- 

chure published around 1918. 
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Document 119: continued. 
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TeuecikstattwiysofeM 


ii 


System Huppmamt- I 


No UOStO 

pafentiertc Konstruktion 

^ h ■ 

Kir Leuchcgiis, OI odd Koks 

n\'U\' p-ncjii-mc LlnJi^3im]ii|^vJ^rnrirLii lYjpdi 
/fidin-tt sidi <lmJi 

UPLJ-V^-II lin-|iiLStt>lTvH'f>riMidi t Vcrlt (] r^LI Ijp ikv 

3hrf»:np'-y^vnitiil i'.q;^+i ■ n. if^ruiN'^rn l^-.rrirli. 


System 2K uffumum 

iit p' mdi^i nh inn firtnUUGmn in iJflrii-Jn 
/| -,i X* i'pjj r-f. {i*-n. (lift, ItrPfnpftllttW*}, (.'Sr-tr k}*- 
j"' f \|J i.’ ■' I (S-itfl. \c/tTtf‘<frrl , ji. ^ij^JflrrJ'.i, 

i.iq.i'irri^f-^Hfi^', .V 4J r /| )ti'F fft/f/J/v; r/i m 1/t/^fTI, 
SittHji.i.-i, PI rr\h rt!\i.r. 


■Vl! i I (. K !■ I'. -»jl . 

llHlftclm 3tuppma*ut~ - Siutlquctr 

I'mrfiidi 5-i 


! ! 
I 


i 

I 


B 


i j— m m «tc 


II 


I 


I 


II 




I 


II 1 

ii ' 

i 

i 

■ 

i 

ii 

a ii 


I' nr 



ea 


lir-l^fo irii 


saint I idte 

mascliincllc Zw be bore 


Snrj;i L infdhrunfS-Wagfn mil I Ijintihi'Eriefi 
AutuiB«(j}Jre Snr|!^infllJiriih]; m\t clok- 

irifdmm An|n^J> 

"vi rgY h; rscnkusp rcinrirh I ililjh m, fl(Ji | ri* i h 
cufcr I rqii i Ii arti nn^'Lrit'l>t:j} 

Kinu|Yk(tC SBU^U^mla^Cn (j'criiu.sdiloscr 
Etalrif l>) 

Kn flti Jtimg^an [jigrn 

AnlngiMk j.ur Au^iiulmii^ dm Altwnrmi: 
Snui^JiHiUc Konirtfll uml pMclliipparatc 
Kainplrllf F ji I \q-ilrl £■ mid l)ivpo\j|j[)n«i r 
bti 1 1<] ^i! J [ir K rs-an n E in ic n 


A'i irn^r m riJh ifii rui 

Wilfwlm Jiiippmamt -- SUtUgarir 

[’oMlmh S4 


System Jhippttuum- ! 


I 




il 

1 1 

I 

.1 


i 

Jt 


Document 120: “Cremation Furnace 
System Ruppmann. ” Advertisement 
from the early 1930s. Source: as Doc. 

114, p. 28. 


Document 121: “Cremation Facilities 
System Ruppmann. ” Advertisement 
from the early 1930s. Source: as 
Doc.114, p. 29. 
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Document 122: “Cremation devices ” 
by Gebruder Beck and “Cremation 
Furnaces System Richard Schnei¬ 
der. ” Advertisement from the early 
20th century. Source: as Doc. 117, p. 

146. 


Document 123: “Cremation Devices ” 
by Gebruder Beck. Advertisement 
from the early 20th century. Source: as 
Doc. 113,p. 172. 
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Rich. Schneider 



Ectj wa.ri.cr 
Danm lit a 


Stettin G m - b fl 

ijiljagt ynLCr G ;'ith.n [leltii fl 

Feu e rb estattu n gs - 0 ef e n 

System Rich. Schneider. 

Es Lai diia das tacste, bewAhrica te, 
d&Liei verftfcltetste System der Wei:. 

SO AusfUl irur'iyH]] 
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der Luft, raach- unrL gtruChiys 
Ausscr dtil yoengetiann[e 11 Okii'A iiliL^en j.^furn wir 
d ie Sa rg-Ei nr Lch t un pa- Voj r i c2i tungen, 5u ■*■ i e cli e 
LeL den tne^slen K mv.a tram* n nfinnen Ve*-? cn Li un pe n, 
AwskUnfle, Projelo. i:n:1 K(jitenvujans^ liUjie 
sLelien iw ]J:en--iL L i;. 
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'll 

i 


Einascnerungsofen 

sowie 5 amt I idle 

Industrieofen 
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und elektrischer Feuerung 


y .... 




Document 124: “Cremation Furnaces 
System Richard Schneider. ” Adver¬ 
tisement from the early 20th century. 
Source: as Doc. 113, p. 173. 


Document 125: “Cremation furnaces 
as well as all industrial furnaces ” by 
Danubia A.G. Advertisement from the 
early 1930s. Source: as Doc. 114, p. 

30. 
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5 ING. JULIUS SCHMALZ 


IF 1 ' 

■f 

tj- 


ri 


TilOHNlSCHLS 3LJJiO UA ^OJLKTlL^NfO UNU AU^UHBUNfj: g 
IhJDUSTrf'EOFlLN..rA0Kii(5SChiOP\;.Tt Vf, tf. iSfl' : .NWAUffiLJNGEN ® 


OLMOTZ 6 1 


n 

p 


TEL L P H O N US. flSl ^ 


£ LEICHtNVERBRENNUNGSeiMRICHTUNGtN EIGENEN SYSTEMS 


fci 


5 

fi 

fi 

I 


t E s. T t fll'MA DL P 
EiCMl CHO^LO^AKEi 


BJSHtElCt OfEMffAUTIM IN FOLCLMCtN Qmri £ 

PRAG MAHR,0$TRAU f PAftDUGlFZ, EL flUDWEI5 r NYMBUftK § 
LN OLMUTZ EIN OF bFUH LEUCHTGASFEUERUNG | 

lartmUilfl-irfl-BLa.." ;.■!:< r.:a 


FEUERUNG 5 TECHMK 

SL’SfjAL-llAWNTKILNf.UMLLNC CES. M. I). IF 

WJKN, IXGRCIVI:, TORGASSL 2 

AbltJluiiR: . 

Spln>niMcin- und Induslricnfcnwiu 

ISiiu uni KlU'.'IA'rOJMtJMSOI-T.X (n™*n 

SdinL.d/.; fur KihLh-. (iai- Lind RolKjlfcucmrujn 
AuifclQhrtc Anl^Kd'- 
Echm.-Uudwcisj, M alir-OaLriiu. NjnihuA. Pardubhz, rrou u. a. ni. 


WILHELM WOLLMANN 

K LJ P F B a - 'J ;i N t-. I'"J - Ei P. 2 Ei U O IJ N G 

WIEN. X., VAN DER NULLGASSE NS. VS - TELETHON R-I2-5-41 


INGEN IEUK 

Franz Carl W. Gaau 

DUSSEUJORF-OHliK KASSEL 

TELliGK ,-A UK .: 1 NG EfJ 1 EUR G A A B 1 uOS SfiLDOK E-U BERK A 55 EL 


EiUtKO FDKThCHMSCtie FEUKEiUNGS-ANJ-ACIiN 

PROJKKTIKKUNG HALTAUSFUKH RUNG 
umi INBILTKIEBSETZUNG von 

KREMATORIIiN 



Eigeuc Entwdrfe fllr Bcisttrung^- und Ur’Hfni'H^Ll^il 
Ei|tncs OfcnsysteiU bssitr Konslruktion fur Roks-, 
Gas- Lind Gelfeuerilil(j, S<jwie mil naiUrlichein cdtr pent 
---Saugiug - 

EtiiJsclieiung nur in glidpender LplFl 
V enwcidLinu van Rauch und Gerucb 


Document 126: Cremation Furnaces 
System Julius Schmalz. Advertise¬ 
ments from the early 1930s. Source: 
as Doc. 114, p. 31. 


Document 127: Cremation Furnaces 
System Franz Carl W. Gaab. Adver¬ 
tisement from the early 20th century. 
Source: as Doc. 113, p. 174. 



Document 128: Photo of the Topf engineer 
Kurt Priferprobably dating to the 1930s. 
Source: www.topfundsoehne.de 
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Die Urne 


Zeitschrtft iur Fordcrung der Feuerticstatlung 
Monatliclies Insertions'Organ 

Vcraniw r ortlithiJ- Sehriftldtcr: Herrmann MHtScn 

fur den Anieigenteil: BrUflfi Thiem^ HeEGep, hmml 2Mi 





Nachrlchtenblatt des Fcucrb^sUttungsvtreins 

Mcfficn uni U mgcbimg 

mil srinm Ortsgruppen \tftinh6lila, CosiviR, Lumm atz&ch. 
VfoauD, flie&i und deren Umgebunff. Hing.fli'iigeTier Vertin 

' " rW .l J riiiiB-BiB-ri i i ■ j..i j.iju.11-1 t , ■ ■ ■ mmm m . + + * k 

GuiiiJfiMldlt: fiul SihriJtr, Mtifkn, Neugisse Mr. ll II 
r Kjfniprtchfr Amt MdGcTi Mr. ill? 


7-^* thrift til fiirdtn [clUKhtn Tti) find In I term. Pindciscii, 

Hfilltr, Mdurttrlllt 3, 1 U richltn. 

RcdjLllQnell* Fimmduna^n und TnttUtt bl. ipiUfltfm 26. jtdtn HoiUi* erbrlffl !nsrfittn jj ifHt- \ Feld (riS : 1 $ mm) 5 PM. 

Der Vereln 1st politlaeti utid kircttllch neutral 


Nr, 3 


Meifitn* Miirz 1931 


H.Jalirgang 


Em neues Einascheningsverfahrcn. 


Da i*Tr unscie Lescr von dem neuen Grliscl'ierii ng&ver fah ren licrtilj unfetriebtet haben, musseti wir 
?wir£t$ Klarwnp der Frilge auth dm Ge^crseilc i u Wnrle koitimen lessen. uhne zur Sache jteibsi 
Scellurjf zu n^hmeiL. Dies isi zunactist noth eine Angclugsnheit der I’adilcuU;. 3>ie Schrifll*itun>j. 


Im .Zentralblatt fiir Peuerbcslflltyng' - Jahrgang 1930 No. 5 
trschicn tin AuFsnEz des Elerrn Qherhaurai DipL-Fng. Volkmarcu 
Flamburg, fiber ^Eiri neues EEna.scheaijngs.verfalircn/ auf den 
im InEercss-e der PeueTbcslaltungs-^paclie nUFier eingegangen 
werrien muU. 

Zuntfchst, wyr ist tier Vcrfasscr f der den Njchleitigeweihleii 
a Is. der ideals neulrale Vcrfechler ciner neuzeil lichen EnEwick- 
lulig tier Feuerbestamings-Oicn ersclietnen inuQ, wenn ihin die 
inneren ZusanirncnFilfrtgc niehl bekannt find. Herr Oherbaurat 
DipGlng Volkmann ist dtenstlieh Dezernent frtr die Fctitrbc- 
sEattung in Hamburg imd mil Herrn Dipl.-lng, Ludwig Untef- 
n eh mgr eiiics Patentee Liber etn Einflschcrutigsverfahren- Beide 
versuchen das Paten! zn verwerien und zwar gegen eine Ver- 
gtftting, wie sic auf diesem Gebiete nklit fiblich'war (pro Jahr 
wurde tine Mindesllizem von 3(>0('l0 $J( vcrlangt).-- 

Der Fite] dcs Arlikels ist irretuhtend, derm ,F£jn neues 
Eina&chen.irtgsvcrfahrun" sleht nichr -7m Debatlc, wenn dcr 
Vc'rfasser niclit wtsenlEicFLe Punltte vcrschweiglr-DaB msn die 
Ernischerung mil mbgbchsE geringem LultEiberscluiG auslclirt, 
ist allgemein tiekanut und ergjtd sicb sebnn aus-dom Bestreben, 
den Gas^erbraueh niedrlg zu lialtcn and mit geringern ZLtg 
auszukcmimen. Die lire ist also durehaus nicht ncu und wenn 
man bisher auf Methoden^ wiensie in Hamburg angewendt! 
v. r Crden h verziditct bal h so gcschah dies wohl aus d^ni 
streben ber?,us 4 die Federbesiattung nieht auf die Siufe der 
Cadauervemichtung sinken zu laasen, soudem hicrhci niehl 
alieiu den BrennstoEf-Verhraucb, sondem vor allem Crrutde 
dcr Hygiene mid tier E > iciat zu hefdcksieNligcn. Dali Eebtcres 
in HaTubtirg niehl ansreiclicnd gessFiie(il 3 ergibt sieh sclion 
darans, dafl wall rend des Finest herungstfurganges ein (iai- 
rohr bis an die scbw r er verbrt’nnbaren KOrperteile Iterange- 
srhotjun ond letziere mit Dmcklnfr arigeblasen werden. gin 
weiterer Kom men I ar Itierzir isGwutr! iiherfLU-jsig 

Der Verfnsser nrmrnl das Veriliens! fiir s<ch in Ansprnch, 
tlaB seine LJntersudmr]ge]i den Nacdwcis erbracht bn (Ten, win 
de'r Vergleicbbarkeil der wirtscbaftlcdien Grunclsat/e filr Fin- 
JscfiEiningi- und andere OFen. Werm der Verfasser diese Uber- 
tragbarkeit (Itr f(lr die Wirtschafllirhlieil mabgehendeu {junrttp 
si3tze. iatsAChlfcIi [leransgelundcn hake, so wire das keirte 
tlberw^lligeiHlc Enldeckung Man mull aber sehr vorakrblig 
seln^wenn man KremaEoriumSbciriebe mit Industrie!len Feut- 
rLirrggn, Oder met Kadaver-VernictilungstnEeri vota SEandpujnfcte 
ddt" WirtschaEdichkoit in Vergleich setzt. Dcr VergleEch wird 
abOr E~atrz bed enklich im putildo LiThi lbnrsd i i Ltfl t al so vom rein 


ledintseten (i«rcbispunltie h rieun man kann sdbsEvsrsIftndMeli 
die Linilisclicruug ciner l.ciche mit dem Jielrmbe tines [ndu- 
strieofens. Fiiclit vcrglcichen, weiJ die Malerie zu grofic Ver- 
schiedenheiieu atilweisb 

Anf Seite fib Alssalz L weist der Verfagser rinranf hiri, dafi 
in denDfen der bekanniun Systcme die VerEeilung der Vcr- 
brennungslurt insolent mange Ilia ft ware, nils Akers germie dori 
Lnkniangel Fierrsche, wo SaoerstofF dringend bcnAlig! wlirde 
uud ati anderen Slellen zum Schaden der Warme-Okunomie 
eirt DberschuG daran fcatznsieLlen sei. Das Ihbrt tier VeMasser 
aut eine bei den FncJustric-GFen bezw. f 7 euernngen bcobaclnete 
Firselieinuug ntimiEcb die inangelhancUtirclimisdHing der Fener- 
gase mil dcr VcriueumingslLF[tzLiri]cJf. [Me Darsiellung derla^ 
iniiiarenStrArnungen - parallelesnetjeneinaiiderTLicGen von f ; cuer- 
gasen und Verhreunungsluk ist praktLsch ganz nhwegig. In 
ciuem Fin3sclterungsoCen tneien durch die ^ielcn Umlenkungen 
der StrdmungsrichLurtg ganz iiberwiegend ! mbit leu te SlrAmuri- 
gim atri, die eir geoiigenriefi On rchein an iJ ermine hen der Gase 
zur Folgt haben. 

Im Abkalz 2 gefii der Verfasscr nhher 'aui den Veibiennur-gs- 
vorgdng selbsl em ILr liehaupielj naeli Zeifallen des S-irgcs 
verscblecFitcre sich die LutlzufuFir ^ur Leiclie und damii deren 
Verbrennung,. deshalb, wcil von da ab dcr in dyr MutFel Fbr 
die LnEl verfiigbare Raum trngleieli grdtSer gewarden sei und 
mit foitsdireitendLT Finest her Ltog weiler wachse DiescrSatz 
zeugt von ganz veesch^ommencn teuerungsieelmisdien Kenm- 
nisstn. Es mhliie eine Explosion, also erne bJiizseheelle Ver- 
brennung statffinden, wenn man nieFil ini Siande sem sollle, 
das l.uftquiintum, welches dem SargvoJurricn cnlsprulk, gc- 
nEigeod sclmcJl zu erscizeu. Aubcrdcni hat ja der Sarg von 
vornherein auch Luliintiak: 

Am meislen zinfcchilvir ist der lolgende Sad: 

J>a alter von der durch die Mutfc! sFreichcndeu J.ntt 
imreiii verseFiwindcnd Uciner Teil mil dcr l.e-clie selbsl 
in Kerlilrrmig konuueii kann. mo mipti die chursisdie Ver- 
Eiindcrng dcs AutJdsLtrjgsr)rozesses notwcmlrgcrwcisc un- 
voilkornmcn vcrlauFcn und wir crhaKcn dj'i fjdd (Fed 
rauc^emkn Schomstems ’ 

Dies wttrde geuau suircKen, wenn man <Jlc Leiclie anf eine 
massive l^tle tegi und KuhlTnEt (olmc Pekupcrabou) ubeu 
dardber streichen ItJfll. Dann ergib! sicFi ruFurgcmaG ciu Sdiwel- 
lcn und Vein Verbrcnnen Das durtten also die FiriaFirnngen 
seiUj die man mit cinem rostlosen OFcn nFuie lick u pi era (ion 
mac hen mOSle- 


Document 129: (( A Novel Cremation Procedure”. Article by Kurt Prtifer. Source: 

Die Ume, 4. Jg., Nr. 3, March 1931, pp. 27-29. 
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SeiLe 2 » ____DtKURNU Nr. 


Hi was gnnz audtres ist cs, weiiri die Iciche in |ctlcm Ski¬ 
rl in in tier Einnscliorung allscitig von |-^ifrgapcn [iiuspLili 
wird, weil sie ant cinemRos! licgt,uiid wenu mi.ih dafiir 
sorgl. dflli diese t-cnergase cinen OhcrscliuG wm Lull habeii, 
dcr JTLir rcslloscn Verbrenimng der aus der Lciclic seilbst cnl- 
wickdten Kolileri’WasstcsIolfe auprcichl. Warnui sell man O^s 
der MnFicI znriickHklircnde LuJlquanluin nicht gcnaii rognlicreii 
kdnucu/ 

Es wird behauplcl, dall in Hamburg 350U Ei reseller ungcn 
vorgeno rumen worden sind mil ciricrn Gnsvcrbmuch von ins- 
gesaml nur [{>0 cbm Gas. Dies mutt zuitilclist bestriLkm werden. 


denn Tindi den Au&SagCu, die inir in Hamburg [lersbnlich 
dureh 2 den (Jfon bodionClide Eleizcr yfllfig unabliangig von 
eiiimider gegeben wordeu sind, werden im alJgemeinen ca 
7 dun Gas zngesolzl, vielleichi auch clwas nichr 
Um diese Erage zu prufen, mutt man sidi clwas chigoNcri¬ 
der mil tlcm Problem befasseu, ob cine uicnsclilicho Leiche 
so viol brcnnbarc Ikslamlloilc cnUtfEl, dad lici konlr rmicr- 
Iicficm Hclricbc des Ofcus nacli dem Anheizon mid Er- 
reichutig deg Ekharrui-pzrjslaiides koine Warniezufuhr von 
au6eti noiwendig ist. Nacfi utclireren modizinisclicu An lor on 
enllM dor menschlichc KOrper riuTChschuilllLcEiL 


Nr. 3 


DIE URNE 


Seite 2Q 


Wasse r 
Feb 

Eiweiflstoffo 
and. them Sioffe 
Asche 


12% 
ivy,, 
3.5% 

4.5% 

100 % 


65"/,)d. Ik. bei 70 kg Kdrpergowiclil 45 kg 


K,d kg 
lO.fikg 
^ kg 
■ 1.2 ^ 


Sa. m,l kg 

ns Idflt sich danacli teichl errechnen, d f aS aljoin der I’etlge- 
halt out cinem Heizwerl voji TfiOOi WE aiisreichcu innbit, 
mil das W.isscr zu verdum|ifciL nud die flbrigcn Teilc anf 
Entflanmuingsteiiipcralur zu erwifrmen, worm koine Aussifalt- 
tuiig nacti auben in Pragc kommi, Fs kann also in Krema- 
lorien, bei denon die Einflsclieningen Eaufond liinlereinandor 
erfolgen und bei guter [solierung dcr Ofenwdnde znr Hcrab- 
minderung der Warm eve rhrsle mil nnr ganzgoringcni OiSEnSnilz 
gc roc I in el werden. 

Das ist aber durchaos niehts neues, denn diese Erfahrnng 
ist sclion langc in Kromaloricri mil fcontiiuiierliehem Belricbc 
gemacfii word on. 

Wonn die Behaoj?tung dtr Einascberurgtfhre jeden Gais- 
lusatz zntreffen sollio, so mQllte die AbgapecmpeiaEuE 
RaumlemperaturscJn, was wohl ernsllich ein Ecnortingslechnikcr 
nicht bthauplqn wird, denn die itnvermeidlichn AbgaSverluste 
und die boim Elnfdhron des Sarges eLnstrOmende kalie Luft 
sind gewisse Passivposten irt der Warmdbilanz h die sieb nicld 
iimgclien lasso n. 

kb batfc Ubrigens Gc[cgen!ioit h don Hamburger Ofen uadi 
eingebollor Gonefimigung zu bosicfilrgeii und melireren Eiu- 
^scherungen beizuwobncri uhd knikpEe hieran noth folgende 
Bemerkungon. 

Im Emitschernngsratmic beFirtdel sioh tin kEtincr Ofcn h dor 
nach crhalloner Erklarnng den Versuchsofen darstelll d ferntr 
cin in Ban befindliofior Ofc^ dcr bis znr lialben MicEfcilibhc 
IcrtiggcslelM ist. Dor non im Bau bcfindliohe Glen wcielil in 
seiner Konslruklion erheblich von dem ersten ab h isl also 
obonlalls wiedtr oin Versuchsolcn, well damil meines Eracli- 
tens Bclriebsojiahrungcn noch nicht vorliegcn. 

Im GroGen nnd Ganzcrt bidet der Hamburger Ofen, ab- 
gesehen von dem Wogfall dcr Rokuperalion oicht viel ncues, 
son dem or ist rn seinen Dnzelhdlen vielfach von Konkur- 


renzdfen onHolinl. Weshalb sind die llerren VnJkmann und 
l.udwrg bei rignt im l^m iKzlin.Jlitlien Ofen von dcr in direr 
FHiicuCschriEl gt‘kciirizeiL.linok-n Bauart iK'itiLs wieder abge- 
konimen, derm ifavnn isl nicht mehr viel (ibng gehlfcbeu? 
Doch woiit our deshalE), woil der Versuch niclil resllos ge- 
gliickt isl, wie man erwarict hall Der erslo Ofen isl mil einem 
ongen E^osl vcrselien, wahrend bei dem zwoiien nodi nicht 
Ecrtigen OEcn slnN des Rosies cine SdimunMepl.ilEe vorgcstlicn 
isl, welch fdzterc uabezu das einzige isl, was von der palen* 
tierleu Einriditung noch tH>ibebalten ist, 

Der neuesle Ofen hal am Kopfende 4 Sltlck H«hdruck- 
bicnner, wie dies andere Systeme schon lange vorgesehen 
und an der Seile 2 senkredik zur Mnffel sleliende Brenner 
fsogenamite SpcrrhfciintJ^; fdzlere sind in der Schweiz be- 
rciis seil I0l« angoortlnel (sieho Patenlschrift von Ludwig 
Heller, Rati, Paten!nunmer Si (iftQ). Diese Einrichturrg ist also 
alios andere als neu! 

Aulfaltend ist, dafl bei dem lottfen Ofen die EinEdhning der 
Luft von oben nach unten angowendet isl, cine Anordmmg, 
die der Vcrfasser irt Spalle 4 seines Arlikefs ais iniGgliicklon 
Versuch oincr anderen Eirma venrrltilE. 

Diese vonerst veriprleilic nenordiugs aber angowondele An- 
ofdrtung H v&m MufTclgewdlfie etwas geneigl, sons! senkreefit 
zur Uiclic ImFl zuznliihreiP ist vun der pinna J. A. Topf & 
Sdline, ErFmt, liereils l>ei /ablreiclieu OEen augewendet, cbenso 
der f Ur den Hamburger Olcnangewendete Nachverbren nungsrost. 

Wcnn in Hamburg angcstrebl worden isl, cine rauchfreic 
Verbrennung zu erreiclien H so mufi dieser Versuch alsgeschei- 
tori angesehen werden, denn es konnte bei dor B^iehtigung 
ein zeiiweise selir slarke Rauchenlwiekiuug beobachtet 
warden, wie sic bei deu^bishor bew^hrlen Toprschen Ofen 
uicEil auftreten. 

Die Eintkscherung emer Leicbo nimmt in Hamburg dutch- 
schniltlich SO —90 Minuten in An^pruch, sodaG auch in dieser 
Hinsichl ein Forlschrill nicht zu vorzerchncn ist. 

Alles in Allcm muB ieh sagen, daG der Hamburger Ofen 
don Erwartungcu, die ieh nach don sensationellen VorOffent- 
lichungen gcslollt hallo, nicht entspricht, 

K.P. 


Document 129: continued. 
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Document 130: “Topf around the world” during the 1930s. Source: 

www. topfundsoehne. de 
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Document 131: Technical departments of the Topf company during the 1940s. 

Source: Stadtarchiv Erfurt, 5/411 A 174. 
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Document 132: General structure of the Topf company during the 1940s. Source: 
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Zailungsmt t o lb er e it s t si luiig/Bouitat sb 00b- 




acht ung/ L i qui di t at &b e ob ae ht mig 



14 

Dsvisenstelle 

E 

ajidakt en~ 



; 

tollo 

15 

Becltt atello [ 

E 

audakten- 


(ProzoBbeobachtUE-g uM VeivaltTiH,g) ' j 

s 

telle 

1 G 

Steuerstsllo 

. 1 

andakt&r:- 


(Finansarjt) 

£ 

telle 

17 

Ygral charmless tails 

l 

andaht tin- 


(SacJi- imd Forsonenversicherutts) 

E 

tells 

18 

Bapfriannisclia . Lebrlingsausbildung 




kachvriiclislsiikimg und Auslesc 



19 

AllEenoine Kegistratur 


iaadAktiin-- 



C 

■■ 

telle 

20 

Telefonstelle 




(B & suchz anna 1 da 3 1 3 H e ) 



El 

Schreibstellon 




(Schroibi^asnhiiiankr&fte s&rtlichsr Abtoilungen) 



22 

PostatiE^aHRstollo 



E 3 

Fapiar- imd DruclcsachexLla^brs telle 
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ORGANISATION 

DER 

ITNTERNEHMUNG 


KATALOG DER SONDERAKTEN 



L A. TOPF & SOHNE 

9 ?SCHiFT 0 LEITUNa 


4 

Katalog 
BlaH Kk......... 


Ordnungi- 

Nuirimer 


Gegaflsfind 



HAUPTVBRB IH)UKfl5TI BLS BEK &ESCIIAFT5LEITUUG 


Anzihl 
dsr Akten 


Bemerfcung 


fUr auftjusvkk pfl ic HI UNGEN 


(Planunggtulla dar Er&ougtuig/Korrespondsns- 
xmd Frotokollatallo sKntlichor Boschaf- 
fungsbahordan tmd Dienststellon/llaiclis- 
ans a i gar auarrartung) 


25 


2G 


27 

28 


STEELE.GEHSRALFLAU 

Kontingsntatslla 

fiir Roh- und Hilfsptoffa 

Hanpt^tarialst olla 
(Hauptn&t orialpiarnmg) 

Robi::atoriaZ, Halbfertigtalla und Beisogena 
Gagongtandc 

Haupt t o rain stall s ' 

( Kaupt t e rui npl aming/ Pa r t iguiig a -Quart alpl an ) 

Rcgiatoratello 

Unaoro dynamischon Ragistar: 

1*) Hauptrogietor Anfragun-Eingang 

(Inland) 

2, ) Hauptragistoj: Anfragon-Eingang 

(Analand) 

3, ) NabanrGgistor fur Anfr&ganabwick* 

lung dor 12 Tachnisahan Abtailungqn 

4*) Hauptrogister Auftragbestand 

5*) Nobonregister dar AuftragabTrick- 
lirng dbr 12 Tochn-ischon Abtoilungen 

6,} Hauptragister F&brikanliefcrung 

7*). Eauptroglotar tforcnausgang- 

3*) Nabonregiatar "daranriicklffiif 

9,) Kobonragiatar T ora rmi c ks endung on 

10*) Ilaupt register Mont agoabyrickiung dar 
■ 12 Techniachen Abtoilungen 

11+) Hauptra&ister H-Bostallungen 

12*) Hauptregister Ml-Bostellungen 


landaktoi>- 

stellg, 

farteistolJa 


I 
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ORGANISATION 

DER 

UNTERNEHMUNG 


KATALOG DER SONDERAKTEN W 

J. A. TOPF A SDHNE 

flEBOHiFTBLBITUNa 


Katalog ^ 
Blatfhk 


Ordnungs- 

Nummer 



G a g « n ; h n d 


Aniahi 
dar Akt&n 




Hauptragistor V-Bestelluivgon 


14*) Hauptregister ftachnmigseiiigaiig ■ 

15.) Haupt racist or RachnungssAisg-ing 

16*) Aufto Hungs register der Auftrag- 
werto (tfirtschaftsgruppen) 


17.) Aufteilungsregistor in Xrzeugungs- 

katalog (Anfraga- und Auftragbostand) 


13.) Provisionsrogistor 

19.) Register der OO-Auftrligo und Gut- 
sckri ften 


20. ) FinanEplan II (Voraussiehtliehe 

5ahl\mgs q ingange) 

21. ) Finansplan III (Voraussiektliclia 

Z ahl ung s y e r p f 1 i c htuugen ) 

£2*) Register Fabrikplanungon 

£3.) Register der Botriebseigenoii Bo w 
stellungen und Auftrago 

21*) Register dor Bosucher 

25. ) Rciscplanragister 

26. ) Register Sonderberichte (tJborgaben, 

Abr^hrion, Answer!ungen) 

£7*) Register Verbrauch ttirtschaftsStella 
23*) Register Vorbrauch Schreibstallen 
29*) Register mventar {iibbilien) 

30. ) Reg i s t or lohl o - md Ena rg i a v arbr auch 

Stollo Statistik * 

^oldewosen fEr HauptauascbtissOj Sendoraus- 
sebusse, ArboitsausschUase/tfirtschafts- 
und Pacbgruppen/Gauarboitsai'it/Arboitsont/ 
GaurrirtschaftskaLEcr/lnnero Statistic/ 

RUstungsobnann/ffehrkreisbaauftragter 


30 

31 


Grundstuckstolle 
(Yorv&ltttng dor Grundstiicka) 

Invontarstable 
(Verwaltung des Inventars) 
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ORGANISATION 

RED g—— 1 > i 

(INTERNEHMONO tCATALQG PER SO NDE RAKTEN 

i. A. TOPF & JOHNE 



Ordoungs- 

Nuiimtr 


11/32 


33 


34 

35 

36 

37 


flEBOH AFT 6 LEItUNQ 


Katifog 

BlaH Nr>.£. 


G e g e n i U n d 

Amahl 
dsr Aktsn 

B*in«rl<ur*g 





Fab rlknl anting 

(Yorfraltimg dor Ibrojoktiorungen 
dfls Dotriobaa) 


LET R IE BS /iBRSCHHinf S 


Handakton¬ 


cost onpriifst cllo/Eont enpl^st alle/Bo^cr- 
t Tings stel le \/ Invent ur st oil o/G-g^g inlt q s t on- 

priifst elle/flirtsdsaftlichiieitsstatistik 


atolio t 
Kcjrtoi- 
stollo 


Bo t r i ob s buch f uhnifig 
Stsllo Radm u n/;sprufusi^ 
Stella Nachkalktilation 
Allaoneino Lohnabreehnung 


Lago^bo-. 

atandkartci 


Axboltsbviclis t ollo/Sosialvors icho rungs - 
s.tcllq/Urlaubs- und Krankheltsverwaltun^/ 
PorsononkartGistolle (Lohnanpfanger) 


33 

39 

40 


HAUTTBUCHHALTUI jG; 

F inc^zbuehfiikr ung/E i 1 ana s t o 11 a 

Haufltkasaa < 

RE CHNUlf GS 6 TE LLE 


41 


HAUPTElNjCAgF 

Anfrage undT E'Gstollung(Lieforantoii) 


■IS 


■ BAUEINEAUP 

Anfrogo und BestelXrnig(LiQ£orantGa) 


43 

43 a 
43 b 
43 c 


• vuhsjjq 

Stoll o PahrwQson 

X 

Stallo Ver sandl age. r 
Oarage 


Xlandtkt rn- 
st silo 


Handakt on- 
stcllo 


Hand&kt ou¬ 
st oil e, 

Kartai- 
st^llo 

H&ndpJctqn- 

stolls, 

^artoistollo 


Handakton- 
stelle 
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ORGANISATION 

PER 

UNTERNEHMUNG 


KATALOG PER SOWDERAKTEW 

J. A. TOPF & SOHNE 

flISCHAFTS LEITUNQ 



Kata log t ^ 

'Salt tF. . 


Ordnungs- 

Nummer 

Oe gem h n d 

AriaJil 
dar Aktau 

Bemerkung 

11/44 

HAUPTVERB I NDUilG STL LLE 


Handdkt on- 


BSTRISBSBUHKUHG - RETRIES 

EE TRIE INDIRECTION 

Batriebsleitung/Retriebssekretariat/ 

IksldeTresen Rustlings kor.inando imd Velir-- 
tesirke/P&brik'Einssitzst elle/Betriebs- 
konfarenastello/$tells Bauaufsicht 
(Unban - Neubau) 


stalls 

Kartei- 

stelle 

45 

Stalls Betriebsainri chtunp; 


Handakton- 


Betriebs-Ingeniour/Reparaturstalia/ 

Sigene ifes chi nem::ontage/Uberwac Lung 
betriebseigenar Anlagen/ln31andhaltung/ 
lias chi non- und Tjerkaougkarteistelle 


stello 

46 

B o t r i e b a v e rwalt ung 


Halida 1 -.t a n- 


Yerbindungstelle dar AuslSndsreinsata-' 
v g rwalt un g/Ar bait skraft an for de rung/ 
Fabrikroinigung 


stelle, 

Cart ei- 
st alio 

47 

lehnrorkstatt 

Stello Lohrlingsmiebildung 

Fnck.-irb e i t e rn ac hvruc h s f i> rderun g/ 

Aal o rira&Bn&to on/tf ■ ;s chulnng 


Randnkten- 
stclle t 
Kartei-- 
stolle 

48 

Hanpt 1 arorv a rwal t ung 

Dispositiona-Xartoistelle 


Hi^ndahten- 

stolle 

48 a 
48 h 
48 c 
48 d 
43 e 

Hauptlagarstellan 

Zwisehenlagerstelle 

Baulagerstelle 

Hof- und Iransportstelle 

Brennstofflager 



49 

Botriebsinspektion 

’Varies tell an ( Pert igungsst alien) 

St oile Unfallveihiitung/stalla 

Leist-ungs s taigerung/QualitStsprUf img/ 

Abnaimo 


Hondakte li¬ 
st alio 

50 

Wohlagor und Kucho 


Handakt q n- 


Lagerfuhrer/Xuehenleit er/Zui □ chan- 
lagerstalia 


stalia, 
Kartei- 
stcLlo 
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ORGANISATION 

PER 

UNTEftNEHMUNG 


KATALOG PER SOHPERAKTEM 

J. A. TOPF & SOKNE 



Kslalog 
Blatt Nr. 


3 


Ordnungs- 

Nummer 


n/si 


^ arkpfortner 


G 


* g 


s n 5 U n d 


Anrah! 
cter Akten 


Bemerkung 


Har.dakten'* 
Kartolstolle 


52 


fferliaaji i tatsst&Xl Q 


Kendakt en- 


stGlie , 
Xartaiotelle 


S3 


54 


55 


5C 


ABBB iTSYORBaiC IT UIl£ 

Planmig3tcXlo dos Botriebes 
{Verbiiiduiigatolle das Generalplanes) 
Pla^ostjanstolla 


Stelle Loh:i 

Lohnvorkalkulcitioji (Akkord) 

Lo hngrupponv a nra11 ung 

Stalle Material 

Materialauszug und Bereitstellung/ 
Klein; material und GuStos tellmig 

Stella Tor^ia 

Fort iguugst e ruirdcontrolle 


Hsrnda 
ste H d, 
Dispositi~ ■ 
onskartai- 
stollc 


Sartei- 
st axle 


Xartci- 
stelle 


Eartci- 

stelle 


5? 


50 


Stella Konstruktion 

(Varbindungstallo dor Teclmi,schon 
Abtoilungen) 

ISinsellisten-iiiid Sttiokl is tonaufb-ora itung/ 
Seichiiungsbereitatallung 

Stella Vorrichtuiig 

(YorriohtimgS“KonstrULktion imd Rau:i- 
vorberoitimg) 


Xartoi- 

stello 


Kartei- 

stollo 


59 


59 «. 
59 h 

59 c 
59 c i 
S9 ( 


MON T A GEj-J i T~ I LIT:" G- 

Toch nische Stollo 

Montages te 11 enl sitting 
Turbinstelle 
Ansrust ung 
Inspoktion 
King ^.tzst olio 


Ikn&i 'Ate n- 
stellc j 
Eisposi- 
tionsc'r- 
teistcllo 
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ORGANISATION 

DER 

imtlRNEHMUNG 


KATALOG PER SONPERAKTEW 

J. A. TOPF & SOHNE 



Ordnungs- 

Nummer 


n/m 


Kalatag 9 
BlattNk 


Oe g 


Mont ag q ab t e i 1 unfl 


emtsnd 


Aniahl 
der Akten 


Qemerkung 


Handakter,- 


60 a 
CO b 


AbnahLiestslia 

Zusaaneiibau/llo nt a# e f a rt i g P ru fung 
flout agemat erialvarberoitung und 
fferka eu^inst an cilialt img 


stelle, 
Kartai- 
st elle 


G1 


63 


?. iont ageabto i lung 

Varrraltungs- und Abrechnungsst^lle 


TECffljlSC^ Y5R17ALTUNE 

(Zentralstelle dor Technischen 
G-eschaft £ loi tung/Verb indiing- 
stolle dor Technischen Abteilungen) 

Protokollstelle 

Hauptstall® leehaiscli .0 Organisation und 
Zoxitrale Ausriohtmig/Tochnisehe Uittel- 
lungstollo/stollG Rationalisiarung des 

Fabrikationsprogroiams/St ellc Speciali¬ 
st o rung und Akt ivinning dcs Sr fab-rungs - 
potentials dor l£ Technischen Abteilungon/ 
Stolls Unterliefeniagsprograim der gesain- 
ten Industrio/Katalog dor Becogenen Ge- 
genstande/l^atalog dor Halbfertigfabricate/ 
Stalls Eigonorzo-ugungskatalog/Etelle 
Tochnischer AuGenkott’bower’b/stolle Inner- 
betrieblicho YorsohlngnusTrertimg/Tach- 
nische Esichner Anlornung/spezialIsierung 
und ila chime hs fordo run-/ dor Tecfmiselion 
Abt oilungon/tfbor j mid innorbotri ebliche 
Tochnische Schulung/Tochn is olios Ausstol" 
lungswoson/Technisoils SchrifttumnusTrortung/ 
Ausffortimg Toctmisehor Vorordniingon 


H&ndaktea¬ 
st ills , 
Kart e i “ 
stello 


Handaxton- 
stalls, 
Kart oi“ 
st i.lle 


63 


Hormonstello 

ly pisIerung/lJormiung/^s rknorraonkat r.logs t o llo/ 
Zoichnung- und Stuck list onpriif stalls 


HandaktOn- 
GtG lie , 
Ktirtui-- 
stollo 


04 


Ent wi o k 1 un.;g s s t o 11 o 

Er fah rungs an sTfortun.gs atoll o dor Tochnisehen 

Abtoilungan/VorschlagauSTiertung/Noukoiistruk- 

tiouen 


Honda 1 -: t'jn- 
st ello T 
Kartoi™ 
st ■;lie 
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ORGANISATION _ 

UNTERNEHMUNG KATA LOG DER SON DERAKTEN 

I- A. TOPF & SOHNE 

QEftCH^FTSLBtTUNQ 



KataLog 

Blfllt Nr.. 10 . . 


OndnimgS' 

Mummer 


II/G5 




Versushstation 


Aruahl 
der Afcten 


Bamerkung 


JIaiidakt : 


GO 


Pro iastallc 

Vorkalkulationsprufstall© fiir Maschiiian- 
btu, Stahlbau und CauujittjrnohLTuiig/For- 
Lttlisiarungsstclle Fr&rjebogan, Angeb.ots- 
toxt und Gerahrloistur.gon/Praisbueh- 
sti^llo fur Eiguneraougu:^ mid Eazogens 
Gogenst&ndc 


at slle , 

Fart Gi- 

stall© 

Handakton- 

stellc, 

ICftxt e i- 

stollc 


G7 


Fotokopiat 


G8 


Ljahtpausatsilo 


69 


Zai chrumgaregi st ratur 


70 


71 


E LB mQS TELLE 

Frojaktiorung, AusfiOirung und Ent^icklung 
fiir die Tochnieohon Abteilungoa/^riifungs- 
uiid Kontrollstalla des eiganan Batriebs 

PATENTSTELLE 

Patonteur^olduiigs- und Bearboitungsstolle/ 
Pat o nt vo riTalt ung/L aufa ndo Pat ont priifung/ 
Einspruchstolls 


HandpAtaii- 

stelle j 
Kartaistello 

Handakt^i- 

stolle, 

Eartoistellc 

Handakton- 
stolle, 

Earto istelle 


flaJidakten- 
stelle, 
ICeirtei stalls 


Kandakt an- 
stella, 
Eaxtei- 
stolle 


72 


AU33BNSTELLEH 
Technischo Z^oigMiras 


Handakton- 

atelle 


73 


ATTSSENSTELL3 H 
Tochnischo Vortratimgen 


Eandaktcn- 

stslle 


74 


Tscfaiiischs Abtailung A 

( Get roidopf laga-Apparcitdhau) 

Voraiischlagung/Projaktieru-ig/ko: atruktion/. 
Ausfuhrung/Hontageplanung 


Ha::dakt jr -_i- 
sURl-, 

IvELTLi-i- 

St- life 
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ORGANISATION 

DER 

UNTERNEHMUNG 


KATALOG PER SONPERAKTEN 

J, A. TOPF 6t SDHNE 



Kate log 
Blatt Ni\ 


Ordnun^i" 

Numritr 

Geg en j h nd 

Anzahl 

d«r Aklen 

Bamerkung 

11/75 

Technischo Ab to Hung ]j 


Hor.dr.kt 0 11 - 

(Luftungs- und HGizuu.-jsbnu 

Bait s taubimgs flagon) 

V o rails chi agung/ Pro j ekt ie rung/ Eon str ukt ion/ 

Aus fUhrung/lio nt anung 


stellc, 
Kartoi- 
stollc 

7G 

Tochuiacho Abt oilim^ C 
(stahlbau) 

V or ans chiagung/pr o j o kti3rung/Eonat rukti on/ j 

Ausfidirung/ibntagGplaninig j 


Handnktou¬ 
st olio, 

X art i- 
st^llo 

77 

Tcehnischo Abidina# D T 

(itopfkGssel-Aiil&jon, Fcuorungsbaiij | 

Einrjaiasnmg) 

Vorangclilagung/ProjchtiGrnng/lConstruktion/ 

Aus fuhrur-g/lloiit ago pi anting | 


Hands let eu- 
stcllo, 
kartGi¬ 
st oil G 

78 

Tcchnischo Abteilun# D II 

(Feuorungsljou, Moch. T0PF--kost) 

Varans ehla^tafig,/Proj oh tier iC-i^/Eonstriakt ion/ 

Aus fuhrung/Uc nt ag 0 pi tuning 


Handaktan- 
stollo, 
aortal- 
stollt) 

70 

Tachnischc Abteilung D III 
(Schornsteinbau) 

Varans ckla.^ung/Projoktioruiig/koustrukt ion/ 

Aus fiihrung/j* loaatag epla^mig 


Eandaktcn- 
stolle, 
Kart&i- 
stello ' 

So 

Tochnischo Abtcilun.fr D IV 
(Ofsnbau) 

Verans chlagimg/Prcjoktiorung/Konstrukt ion/' 

Ausf ulir ung/Uon t ag 0 p 1 anting 


Honda,!: ton- 
stello, 
kortoi- 
stolle 

81 

Tachnische Abtoilmig E I 
(l^ilaoroibau) 

V q rans chlag ung/Pr 0 j 0 kti 0 rung/kons tr uhtIon/ 
Ausftlhrimg/Moutagorlanung 


Haiidahtan- 
stelle, 
Kartei- 
! Etdlo 
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ORGANISATION 

DEA 

UNTERNEHMUNG 


Crdnungj- 

Nuinmer 


il/03 


85 


84 


85 > 


KATALOG DER SONDERAKTEN w 

I. A. TOPF & SOHNE 


Kgtalog 
Blatt Nr,. 


T 


Gftq Srti ta 


n d 


Anzahl 
dar Alftfln 


Bemerfcuog 


Teclmischa Ibteil-.n- I! II 

(speieherbau) 


Handakte 

stelle, 

Kartell 


V e r ans c hiagung/pr o j a k tier nng/lo ns t rnktion/ 
A ue f uhr ung/faont ag e pi anun g 


stelle 


Teohnische Abteilun;; E III 

( Luft fdrderanlagan) 

Veranschl agung/Pro j o kt i ex nng/lo n a t r ukt ion/ 
An e f xi hrnng/Mo nt ag a pi anung 


Handakt en- 
stelle* 
Kart e i- 
stolle 


lechnisehe Abtsilnn,? E IV 

( Ko r nb e art e it nng s -Has chin en) 

Varanschla^ung/Projektierung/Eonstruktibn/ 
Ausfuhrung/Hontageplannng 

l echnische Abteilung F 

(liechanische Forderanlagan) 

Veranschl agung/Fro jektierung/lConatruktion/ 
An s fuh r ujig /rio nt ag e 


Handakton- 
stoils, 
Knrtei- 
stells 


Handakton- 
stelle , 
Kartsi- 
stolld 


36 


HAUPTSTELLE VSRlfAUF-- kOERgSPOKDSHS 

(VerMndungK stelle dar Zvrdlf Tech- 
nischen Abtailungen) 

Stelle Inland-Angabotkorreapondenz und 
Auf t r agamiahme/Ang eh ot aus 3 1 at t ung/ 
Inland-Ahgebot’' nnd Yerkani fberj cht/ Rc i so- 
bericht-V ertraltunq/lnland-Angabot- und 
Bflsuchtsiminstolle/Stelle Reforenzen- 
listen/ Kun da nano rk aimnng/JCunde nr e k 1 ama- 
t i 0 n/Konk u rron zb e ob acht ung/1 nl andmarlet - 
beobachtung 


Handakt tn- 
st eilo t 
Kartell 
stelle 

ftundon- 
kart ei“ 
stelle 
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ORGANISATION 

DER _ 

UNTERNSHMUNG KATALOG PER SONDERAKTEN 

J. A. TOPF « SOHNE 



QE 0 OHJ(FT 8 LE)tyN(i 


Katabg 
eiaH Nr. 


OnJnursgs- 

Nummer 


I I/D? 


Hauptstellu 


Gegenstand 


Sondarfartigung 


S7 a 
87 b 
87 c 
87 d 


Ajrbaitaplanimg 
FortigurtgaleituEg 
]Ioptroll© 

AbnahmQ 


80 a 


Sondarfartiflung L I 

(Fertisuttgameldxmgsu) 


Anzaht 
der Aklen 


Benerkung 


IlancialA a li¬ 
st ell o y 

stellu 


88 b 


Eoadarferti^iuig L II 
( Fertigmgsmaldungan) 


88 c 


Qonderferti^ung H 
(Ferti^vingsoialdtiiigen) 


39 


S q nd a Tpt o gr amnia 
(Flamingos vmd Ana fuhrungen 
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Absperr- 

schieber 

\ 


Schauluke 


r 


op 


n 


Isolie rung 


T T 


Fullschacht 


Generator 




L ! 

■ -T. 

p T 1 J 

is vy 

■ i 

— 

t — j —in 



L \ / H 



YTnnrjjrp 


4 




Rost 




n 

o 



i 



Einascherungs- 

kammer 


I 


Ai<A« ■ Jw*r* 

i Asche-Entnahme 


H 


UP* 


{ Rekuperation 


E 


Luft-Eintritt 

tu/r ittifn* i 



Rauchkanal 


Document 133: Topf coke-fired cremation furnace (early 1920s). Source: B. Rei- 
chenwallner, Todund Bestattung. Katakomben-Verlag/B. Reichenwallner, Munich, 

1926, p. 27. 

Isolierung: thermal insulation; Schauluke: inspection hole; Einascherungs- 
Kammer: cremation chamber; Absperrschieber: damper closing duct from gasifier 
to cremation chamber; Fullschacht: coke loading shaft; Generator: gas genera- 
tor/gasifier; Asche-Entnahme: ash-extraction door; Rost: gasifier grate; Rekupe- 
ration: recuperator; Luft-Eintritt: air access to the recuperator; Rauchkanal: smo¬ 
ke duct. 
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Document 134: “Furnaces for Crematoria System Topf”. Promotional brochure 

of1926. 
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D« "ruarbniiJUBrnirB £fitn -Tapi 4 ' UE du LtiIfii la-dr^iihTf'r L*l 

. fiiifut Dm Din ImucpU; un dan uor «d Ualirtiuf > 1 «t ICohJriui|dpH r dia 

tw filk l L r U -TU |T J-|-lUirf-rfj bJrt -£*-U illlUbtN — IT mm J-p-l- — 

I l-!r!i .■ I ■-rlih.r-, l^r . 1 .- V.■uvu«ffnj Oj-t ij. 4 W |..,l,.hrr« -> r rrl.r-“-■ I,.k,rr Lift J.r.-,: ■ lurrl* 

AWi 71 bki# Loll l^-nml mk rim kuEtiraEn* la trf Cfri 4 tthi Hk L*H 

Viruk hnd vw Hen Ki^diLihi^i vfJILoaacn jrlrrml. i*>da& alan Hh hci ir-drTvfcliFU- 

Hitnih Lkiid ii ai nhiw alawi|kinnhar j-ift, ■ rikhi- n*r ul dun "ft t±* rui MlHH Ivm*- 
fiidir «idn hn 4, rihiljl. 



I, M-i, rjhhtji.iikjiiuiii. 


n.i.H -1 dn mum ad uBrm Ti^ilaiBiiwik niid ibtr dia |^il b B_u|t ar-l I d#> 

11m riilii-Lri lu^a^k^h luL *n£#iilrli.#J. ■ i*!iXH Jl> ll/a<iUBllflhSuf 

wml tin M-r,+-U-«L -r*4 fW Jr r I>Wi|||N4m| ..k1II^L--Jb Ll hia 

Wf |HSTjJ- a iIihm hLat^il mm .i>arf> r ^1uh..llliiLii. tviaknaf** kmi^nW hi a a M Du 
Hi k-NM# ■ i j < Ki ii^Hft *m*r*4hih di-H r>f C-h — f- -+*- HR QJ** *ukl Ilf ■ 

kafc bvpalil ain-l. Lhi Kkarijardii Ui i tJ lkKl lift dr* -DCm ■--:h ln[« Z-ril para aarf "km ttV+itH 
■ltf!'i*h*fEi -rj nd ralipiii±-cnJ vrirfir Hmriilri„i. l«« ■ J. Akdndra irrhlvrl ml Midi dir 

HiKtilllE^liJKilan-i’ friHI WUhiTI-uI 

11m Km&m* I ,| P I il l. rlrh Q\tmL M#)f h^b. 4 ct> lw—IM+P TnfiWW* fUf H AH h ■ i ■•» JHfcflhhpl 

1*4 FMrta ir Wihc, dal da Ma a l r a alh. aa Fur* liltin' I'"- I L.-^.fpn ft'iH*id 

s>s-l J-Liifn-TfipTr iLrfiipirrf vvd. Dtcw Uiiurl |* palukiiilcl car tchi 'i-rc L i L i »ii , ■ 1 ■«! 

■ ii m rlfi KnHbildmf-Bi, ilw uul irttilp 1 da tr.l.-ra fi npuiiuii ■ kn-iP iiftilw Hadcv C.H 

.VaKJTi avrrka ua iu-wbwiJIhli f ■ iU Lrfpriu-y 



Document 134: continued. 
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Ik dpi (koi Jihnn Klim irr far ciz* puicr flcii UnKFrr ikldlr P i 
hi f AjiiUilui aa biHsiiA luihaitdeive c-der deigL Ki . kMi4. Dicst A:ra-ir^*£, Isti 

der in. den meisten Fallen aueh keine Versenkungsvomchtunjj notwcndig ist, gibt alien den S tad ten, 
die die Enrich lung tints btsonderen Krematoriums aus finanziellen Grunden immcr udeder zuriick- 
stellen rmiftten, nunmehr die Mbglichkeit, sich tine Einascherungsanlage mil verhaltnismiftig geri eigen 
Mi Etc In in schaffen, Nadi diesem Prinzip sind die Krematorien in- 

Erfurl (sieh* Abb. 1) 

Griinberg 
Guben 
M■’’■A -1 i M 




Sib I liirhp Akh J-34 



Abbddi«-i 7. 4#ri* <ifia 


M I mi 1 1j H J ■ i*4nHi Aw Avv»tflv-f dff Afc**t* Ubi*Hp*i ui| iht 1-r-d 

4t* iVhl kvtl TV< ■!"- S.^.nmrrnn r ,r^|.. M l ^rdjm 3* V.rilrikh. |fl 11 — 'A-' I 
lijrptr mil cincr gTVjEen AnaAl sugen ann ter Tasdfienv In derten WauJigaAe B*d Lutl septa'at ATbuliim, 
tin davor geschalleter Ventilator saugt Rriscbluft an und druckt dieselbe durch die Lufttaschen. Durdi 
die danebenliegtnden Taschen wtrdtn die ftauchgait geldtet, die Luft wErd auf diese WeEse erwarmt 
und kann in Rohrleitungen nach der Einsegnungshalle gefuhrt wcrden und dient gleichzeitig zur Hti- 
zung der Letzteren. Hierdurch wird tint besondere Ztutralhtizungsanlage uherfLussig, Abgeseken 
davon. dafi sicb dit An&chaffungskosten viel niedriger a!& diejenigtn tines besonderen Hciakcssels 
sttllcn, entstekcn durcb dtn ltleinen Ventilator so versthwindend geringe Betriebskosten, dab die 
Heizung fast kostenlos mbglEch ist. 


Document 134: continued. 
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Document 134: continued. 
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Document 134: continued. 
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OP 


Arnstadt, deu IQ. Fcbtunr 1925. 


Der Stadtdlrektor 
Arnstsdt b Th. 

Ahlrilunj (V r 

FirrtiU J. A. Tnpf S Snchncj Erfurt- 
Am 1. Oklcher 1924 i;t der van rier Firmn J. A. Topf ■& Soehne 
in Erfurt ai.isgcfuh.rle Emasdierung'Sn'Feii ubergebeu und in Betrieb 
fc no-rumen wardift. Bisheute haben 57 Ei nnjsdi^ru nn-ign s tatlpefund en. 
Die Einas-therungen fFnden tinregehnaflig slatt p desrmlb i*t jit Hwb- 
htizungsdauer und der KoksverWaudt fur die einielnen Verbrenn- 
ungen (debt git idi meSig. Als Heiz material Eindet Gaskoks Vcrmn- 
dunr. Die Hock heisu ng des Ofena erfotgt in 7—7'!, Stunden. 

Vom Anbcimn bis zur Hochglut und reHtlosen Verbrennuug iit 

fnlgcnder Koksverbraucb feFlgcslellt warden: 

Bei Ei nils die rung tinea Leidinnma 159 ■ 260 kg } ^r 14 ? 1 

., „ von 2 Leicbrn an eintm Tagt 231. 3H kg f | m 4 gill [ ( 

Die Einaadierungtn erfglgcn roufb- und geruehlos in eintm Zcitraum 
Vtln bis 1 L /. l Sturde (iir jttle Leidie. Der 113,0 m hoV, von der 
Firma J, A. Topf & Saehne erbaute Stbin-rrifLf i n jji h>t hi bin^(n T 
d Uuge 11 kei rterlei Veianli-ISzinff, D&sar-lhe [jilt von der VersenkungS- 
vorriehlung, die gleiehfalla voh der Firma Me rgestelll iil. 

In Vtrbindung mit dim Kanal fur die. Abfubmng der G»r vnm 
Einnsoherungsofen nach dem Sehornsttiu iat vun der F>. J. A, Topf 
A Soebne tine Luf tt rhilzt ranlagc fiir die Bebeiziing der Fricdhofi- 
kiptlif tingeb?mt warden. Die Luftttmperalur an den AuslrilLi- 
oEfrungen ir der Kapcllr; brtragt durdiachniltlieh S0 fl C. Bei Ein- 
iadierungen isl die ttnpelle nhne jeden Aufwand fiir Brrnnstoffe in 
kurzer Zeit erwirml. Das FrEedhofsant? 

per.: Einteriii-hrifl. 


Garten- und FrLedhof&amt 
der Siadi Erfurt. 


ErEurl, 25. Juni 1925. 


Firm* J. A. TopF A Suehne. Erfurt. 

Am 11. April 1923 wurde die -von der Firmn J. A.Topf ■& Soehne 
ausgeEiihrte E asth^lurgiantayr mit twri 0 Fen in Betrieb je - 
n-ommtr. Er dieur Zeit bia rum heuligen Tije jind jm ganren 
700 Ema*tbeningtr erfotgt. 

Nadi zweijhhriger Bcnutiung der Ofen aind Bctriebsstirunger 
birhng nldit aufgelreteh. 

Infoigc der bt&ondertr Bauart ItrOlen und ibier guten Unlirmng 
■?ind ichr gtringe Temperatu rachwankunje n iu verzeidmen. wu nuf 
die Hattbarkeit dea Manerrrerkcs von grefiem EinfluG iat, Scbanitn 
irgendwttcbrr Art aind bia [elzt ridit featgeitellt Worden. Die 
aulerardentlidi rinfaehr Bedicnung dtr Ofen verditnt hervnrgehmben 
±u werden. 

Leider aind die Verbrrnnung'sJiifen noeb nidit tajlidi in Benultung. 
fmfolgedeiitn iil die Menje an Verbrennungamattzielitn fur eine 
Leiebe nodi niebl ganzlidi featatebend. 

Nadi den pemaefiteJi Aufzeichnungen i^t bi^lnnp gnter Verwendung 
von Gaato-kg, ge-recbnet vom Anheiten bla sur Hodi jiut, reatloa Vtr- 
bretmunsf nnd Herauanahme der Aadier^ale. iinter Btrilckslchtijifu ng 
daB die Ofen nidil tiglitb ^eheizt werden. ala Verbraurb fcstgeatelit 3 

1. Bei Eineadierunger von I Ltidit an einem Tags 3'\ Zlr, Ge^kokp 

2, „ „ „ 2Leichen bintereinender 5 „ 

3 3 7i; 

4 19 

,► „ 5 „ „ 10"* „ 

5. „ r. „ 6 „ „ 10V, H 

7- - , , - - 7 „ 10 'f, h 

Die Einrielitung dea Tipfadnen S/atema rtstnttrt ea, daB die Ein- 
S.'ifl'iei'urEen v&llatSndEj ralldi- und gerudiloa erfalger, 

Die Hbdisldauer ciner EiniUfhe ru ng belra;jt 1 L J* Slunde. 

Dna sladtiaehe Garten- u. Friedbofanml 
gel.; Unteradhrifl. 


Der StadtdErektor 
der Landeehauptsladl fBauamt) 


Weimar, 30. Mai 1925, 


Firma J, A. T*pf 4 Snebne. F r rfurt. 

Auf Ibr Anaurben vom 22. d, Mli. trilrn wir [bntn mit, da0 der 
Von Ibnen Em bitaigeri KrematorLUm erbnute EinriacbeTTirga'ijfen aieb 
bis jetzt jut bewahrt. Die Einr rbennigtn Einden h um den BetrLeEi 
wirtachtftLLtber iu geatalten. nur Ditnataja und F'reitaja Hall. Die 
Hodtheizunjadauer belragl 2- -3Stunder,die Zeit finerEinaadherring 
1—1 "t Stunde, Zu den letiler 24 Einaacheru nyt n wurden im Durrb- 
Mtmitt jc 2,7 hi Gaakeka verbmucht {tinHchl. Hoidiheizunjf}, 

Beigeardneter, 

jftZ.: UnleMdi rift. 


Verwaltunj des 
G e rt raw den- F rled hole s. 


Hntle a.d-S., 7-Oktober !924. 


Firma J, A. Tnpf Et Soehne. Erfurt. 

Auf [hr Sehreiben vom 3. da. M.ls. Eiealitigen wir Jhnen gern h dafi 
die im Jahre 1915 v*n [hnen erbauter Einaailherungiofen biaher zu 
unaerer vollaten ZufriedenbeEl gearbeitel haber. Die Anlaje iat am 
15. 12. L91S in BelrEeb genummen und aind hif; htute in btiden OEen 
ruaammen 2670 Leitbeu emgeaadierl. Zur EraieEung eintr Tempt- 
r^tur von 1CNXI 1L03 Grad Cela, benEtigen vrir h-r.im vorher kalten 
Ofen ea. 3V- bi? 4 Ztr. Jdiiltenlioks, wabrerd tum Horhheiten dea 
im Brtrirh befindSLcben Ofenf nur L Ztr. dea gleichen ftrennatoffei 
henEtigl werden. DEe Ztitdauer der Einaaebezunjf rJditel aitb rub 
der KcirpergrEGe nirs Verjtorhenen und BtiebaEfenbeLl dea Sarge- 1 . 


ait hetragt bier *i' ( F>Es 1 , ! l Stunrle. 


get. : Dnteiuebrift. 


Stttdtlsche Betrlebtwerk*. ,, 

Heizudffa- u. MaieMnerrveaen. Hannover, 10. Oktah.r 1921. 

firma J. A. Tupf ■& Suehae, Erfurt. 

Auf thr Sebreiben vom 3. da. Mia, teilen wEr Jh-nen mit. HjiB der 
Betrieb aitb Er gjisercjn Krematurium htnii nEcbt an eniwidttll Fiat, 
um iilier die Verbrmnungscifen tin Zeujnia auillellen zU liunren, -wir, 
ea fiir Sie envunstbl Esl. Wir konner vorlauEij nur bealaligen. datl 
wir mit den gelielerlen Ofen zufrEedrn sird rind naidi den bEaber 
vorjenum m ent n 300 V erh ren nungon Item p wentnE I idhen Abnutzungt n 
feslgtsttllt habtn. [rEolje der schwa-dim und urgltEcbniaBigen Be- 
rutzung werden vorlauf [g fiir jade Vej-FirtnnMng noth 100Kilo Ze>dien- 
koka vezhraudit. Wir naffen, daB nadi Fertigalellung der gauzen 
Bauanlage die Benutzung der Ofen eine starkert werde n und damit 
awdn die Brennsluffmenge geiinger wird. 

JedenfaLLa aind wir mit dm Ofen ?□ tuFritdtn, daB. wir auf die 

adion wiederhuli an una geriefilelen AnEragen ate ta erupftblend Aua- 

Lnnft jeaebtn haben. rr , ... 

gez.; Dnteradi-rift. 


D*r StAdl^*mfl|nd«vcrrstand. 
Siadi hauamt. 


Imerau i. Tb., 2. August 1921- 


Firma J. A, Topf A Sorhaf, Erfurt, 

IffunsdigemUfi brstatigen wir Ibnen jern, dab wir mit der vnn 
Ibnen im jnhre 1922 erriehteten Oftnnrlage im EiitaEjen Krema- 
tarium tufrieden aind. Die Anl«gt bat aidi in bezug auf die Vor- 
scbrjflen der Lridienverbrennun^ und tiner sparaarntn Warmewirl- 
srbaft sehr gul b wabrl. Eire Gerydibelastigung dtr Anwohner ial 
bei aadigemiGer BedEeuung r!« Ofen? bis heule roch nieht einje- 
Erden. Truti teilweiaer sLarker [nanaprudnnahnie dea Ofena haben 
si-ch bEaber keine Mangel an der Anlnge gezeigt. 

gei-r Uuleraebrift. 

Wain ror F*u|>b.it«ltung «. V.., SljM M 0 k..h., i«J. 

Firma J. A. Tnpf fir Stitlme, Erfurt. <&■ 

Wir bealatigen jern h dab wir mit der von 1 hrer Firma in unierrm 
Crematorium aiKgefuhrten Anlage in It din i ache r HjjlBieht zufrieden 
sind. Der Ofen arbeitet gut und btdarf einea verbaElniamafiig ge- 
ringen Cukavtibraudiea. Die Arbeihaweiat der Sauipurahlage ist 
vkorzEglich urd mit differ verbundtn belali/t aieh audi der Scharn- 
atein btsnrder; Ejefnedigend. Die Aualuhruag der ganzen Etn- 
aadierungsnnlagr i?t in exakler Weiae erledigt warden. 

gez.: Dnteraebrifl. 

ZU HtiStttf. ScNI. Hir,chb,r f . 26. M.i 1921 

Firma J. A. Topf A 5&ehne h Erfurt. 

Auf [Kr Brhreiben vnm 19. d*. Mtv hwBljitigen wir Thnen, dab der 
un jahre 1911 geheFerte Ei nistberungsufr n j.ur Zufriedtnhf i t arbellet, 
Die BedienUng lit tieqUem Und emfaeh. Dif Kougtruktion hat 
sidi gut hew'iiFirt. BesiigLieb der Ausfiihrnng haben jitb bis jelzt 
keine Mangel gezeigt, 

An Kaks werdeu veibrauebl: 

Fiir die crate Einaatherung 5 Zentner 
zweile 3 

^ „ drill* „ | 

.. ., vierte „ — 

Die EinhsrhernngsdAuer brtragt ea- 3 V't Slunde. Fur die Hoch- 
Keizung sird 2—3 istnnden erforderlidn, Der Generatorsebieber wird 
bei ei-nmaliger H-orbhtizung gtachluMtu. Da abtr bei Dauerein- 
asdiernngen hei jeder weiteren EiiLaKbeiung Nadnsebuttungtn tr- 
fuJjen inusstn. mufl auth der Generatarerxdiieber gedffnet warden, 

gez.: DnteratJwifl. 


Document 134: continued. 
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Document 135: Topf gas-fired cremation furnace, Model 1934. Source: H. Etz- 
bach, Der technische Vorgang bei einer Feuerbestattung. Johannes Friese, Colog- 

ne, 1935, p. 4. 
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Document 136: “Gas-fired Cremation Furnace System J.A. Topf & SOHNE 
model. Source: F. Schumacher, Die Feuerbestattung. J.M. Gebhardt’s Verlag, 

Leipzig, 1929, p. 26. 
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Document 137: Letter from the municipal administration of Wiesbaden to the Topf 
company of 19 December 1949 regarding improvement work done by chief engi- 
neer Klettner. Document kindly submitted by J.M. Boisdefeu. 
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Jig di* Otari t. £,. 4 , 


t3< 


IsahtninfffBTMi o-lsd la Frill* 1 a T*rbinJing 4t d«n b* 

■ tP^rrEiJ rrn FritdhoTa SklMgpn bttlt. EldltEelj c nan_fl*fcml Ain^t- 

TiejitAt ■pr£uu 

■ - " » L ’ L . . 

r I 

Eltt-d i*Il ih; n piizi± te Edition it di J f ttlf f-^.Tr don.!; 

m, 1 « tJ , 

Jt p vita tfri-P ifCo-oE l£tSrnaz« ml l*r Stid tr ^ rvil ti_Tt gr^s V; d ..." 
Fillllfl 4 b*injn jtbftt] 1 »t 4 lnt P 

3 J, « tlltSL POP FbLIo-h HIfl j b«i '-nui ttilcn wIt IFXO Slt B dfeAO 
H*ttrun? a *n ¥eti *£fif«ur*a ¥*rb* n i c fc t frblfn, 4 ! a Ah- 
Id## vlrC au? Qrif-b >;J!i n c-jr#? Finn Pit b*bta Is ttbruk - 

■31 pave -TflJirAfl rlH-4 VtfT1&UJ1ft She Pei ghtunj OA-tb fn-rtl ft q dir 
iit-r vLn* Indtruaj trftka but. PI a nud^I’-tl p* -l^aro! ojffiUR, 
tiryf ^r^nw J rll * an u t* S , Ir^UW^lcha £rl jeduh johi pu 

-rJfl 'hi* In-u-ftfrhjibAzi :ilr.d. bsL iltj b n 1 0 b t In dec Batrlcfa 
IfflJ itft dl^vd» ufrti EOt-*Hdlf p ttll un-nfrr 

WnrlC rUr tlHi EnbrlkcllfKa n J c 1 t IB AH-iprutb 

^dsiube wini. Allt LitTtrtifl ai uni P»rttffVD#ia Jic-3 uot 4*. 
TpaIeetap TOrfivtbn. Gn-itn L*: * 1 un ^ b* tpbt n.1 is Id dle-Bta 
Pikllt In dfir Ingpr .5 turarV-l t. ?r LlvgL gin J*m tfrllttbrrtll4IL 
dtF 3 ^AdSvnrvpltiLpg Ip fidtiiidtS V 0 JT B in* ,pb&r night GSldtfU- 
tljc Idt # ftin uhj nSa lit dap d-fl-icbJirt nucJi Hlufat T-erbuoh* 
and PuBt ± 1 * Au Ctri£tUblh *a H 4 "h aleht *1 1 brl rtl Ic'b ba*llti< 

- # •' - J 

Pit Brprbtl tun £ dlaitv FroJi n-kta * lit t’fl'l uat* tin* rala Lam- 
HTPltll# lo|tli|tEi»if * drt *±r dnf Tiriliaat *ur iyrrealt- 
*T 4 i.^ltcr£ uAttrer aafr^iip ms4 sqi 13^1 Abl^iJrso^ 

nAHtrf Hrrni pit Jhb Firajtit rinn EgpfcwrrtnirinML -FPbp- 
acbPljfcl 1-5_^ An 1 dtp TpitOB ‘bApu.nr'Lft V^r 3 r> »11 dtp S'M'fiul— 
tat,-flLi-ju Offictd^t tuiinf flrvo Uni du4 Jar O^tiaat 
TprloriD ftbl. f ' • i 

" - 6 " 1 . 

itoB h '.i :h v rL n Jenbnn hmm rbal t tPr 1 S n T* Id T LiDl* -db 

ftOlUlktr ■ffCiitrf anlvt Lrltang 1011 StFTlL tn^*n1 -■■•“■ 

a»n.- ttnltenflt. 

-- *% . " I ^« B j, " Txr '-JL. 

a P 

Vl^iv Tsrp Cl 1 cin ton ( Pur ^tTtrllftr fltltL 4 

■it bMb dftr 0-01- od^r PaAlpaiLtf dlt BlDbbltsu 

\ . N 

_ ■ _i 


Document 138: Letter from the Topf company of 6 April 1948 to the city comman- 
dant’s office, First Lieutenant Proskurin, Stadtarchiv Erfurt, 5/411 A 100. 
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Document 139: Topf electric cremation furnace as installed at the Erfurt cremato¬ 
rium in 1933. Fig. 2: longitudinal section. Fig. 6: sketch of the combustion air 
channels. Source: K. Weiss, ‘Der erste deutsche elektrisch beheizte Einasche- 
rungsofen im Krematorium Erfurt, ” in: Gesundheits-Ingenieur, 57. Jg., Nr. 37, 

1934, pp. 453, 455. 
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TOPF-FEUERBESTATTUNGS-OFEN 1934 

_ i?nr Cim ..r.H r.mnl _ 

Document 140: First Topf electric- and gas-fired cremation furnace of1934. 

Source: Stadtarchiv Erfurt, 4/411 A 97. 
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Document 142: Temperature diagram for cremations conducted on 17 and 18 April 
1934 in the first Topf electric cremation furnace at the Erfurt crematorium. 

Source: as Doc. 139, p. 456. 

1: the temperature at the center of the muffle; 2: the temperature in the rear por¬ 
tion of the muffle; 3: the temperature of the inclined ash plane; 4: the temperature 
of the combustion air; 5: the temperature of the flue gases; 6: the power consump¬ 
tion. 
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Document 143: Second Topf electric cremation furnace at the Erfurt 
crematorium of 1936. Fig. 1: longitudinal section. Fig. 2: vertical section. 
Fig. 3: horizontal section c-d. Fig. 4: horizontal section e-f. Source: K. 
Weiss, ‘Die Entwicklung des elektrisch beheizten Einascherungsofens im 
Krematorium Erfurt, ” in: Gesundheits-Ingenieur, 60. Jg., Nr. 11, 1937, p. 

159. 
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Document 144: as above, longitudinal section. Source: R. Jakobskotter, “Die Ent- 
wicklung der elektrischen Einascherung bis zu dem neuen elektrisch beheizten 
Heissluft-Einascherungsofen in Erfurt, ” in: Gesundheits-Ingenieur, 64. Jg., Nr. 43, 

1941, p. 581. 
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Document 145: as above, vertical section. Source: as Doc. 144, p. 582. 
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Document 146: Temperature curves of two cremations conducted in the second 
Topf electric cremation furnace at the Erfurt crematorium (1936 or 1937). Source: 
as Doc. 143, p. 160. a: first cremation; c: second cremation. The other curves indi- 
cate the temperature of the combustion air and that of the spent gases. 



Document 147: Vertical section of the 
second (and third) Topf electric cre¬ 
mation furnace at the Erfurt cremato- 
rium. Source: as Doc. 144, p. 583. 
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ftttfangsofennsdrmt 
550° fOO* $+0* 



Bild 14. ZdtBcbor YerUtif, Zu* nnd tou l hintwln- 

Ander toJgandftit Blalachanmcan. 

Document 148: Diagrams of three cremations conducted in the third 
Topf electric cremation furnace at the Erfurt crematorium of1939. 

Source: as Doc. 144, p. 586. 

In the upper diagram, the vertical axis shows the draft in mm of wa¬ 
ter; the curves depict the course of the cremations. Letter a indicates 
the beginn ing of the cremation, b the end of the combustion of the cof¬ 
fin, and c the end of the combustion of the solid parts of the corpse. 
The temperatures shown at the top are those at the beginning of each 

cremation. 

The lower diagram refers to the temperature of the spent gases in the 

flue-gas channel. 
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Document 149: Topf electric cremation furnace. Standard model of the late 1930s. 

Source: as Doc. 144, p. 587. 

1. Prunktur; decorative muffle door; 2. Isolierabsperrschieber: insulating closing 
slider; 3. Muffelabsperrschieber; muffle’s closing damper; 4. Lufterhizter; air hea¬ 
ter; 5. Rauchkanal: smoke duct; 6. Einascherungskammer; cremation chamber; 7. 
Heizspulen; heating coils; 8. Lufteintritte: openings of combustion air channels; 9. 
Aschewagen: ash cart; 10. Luftverteiler: combustion air distributor; 11. 
Schauluke; inspection hole; 12. Luftverteiler; combustion air distributor; 13. 
Drehrost DRP: patented tiltable grate; 14. Schauluke; inspection hole; 15. 
Drehrost fur die Nachverbrennung; tiltable grate for post-combustion; 16. 

Ascheentnahmetur; ash-removal door. 
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DEUTSCHES f<E!CH 



AUSGEGEBEN 
AM 24. AUGUST 1920 


EICHSPATENTAMT 

TENTSCHRIFT 

M 324252 - 

KLASSE 24d 4^,, £ 


J. A, Topf & Sohne in Erfurt. 

SargemfuhrvorricMung fiir Verbrennungsdfen mit heb* und senktaarem FahrgestaH 

fur den SargtrSger, 

Pateritiert fui Deutsdieii Reicht vom 24, April C9I5 Mb. 


Die Erne dung beneht sfch auf Saxgdnfuiir- 
vorrichtungigu, be! deuen ein heb- nod senk- 
bares FahrgesteU for den rttr Einfuhmng in 
den Ofen dieuenden Sargtrager mr Verwendung I 
5 kommt. Sie bezweckt eine Erhohnng der 
Betiiebssicherheit derartiger Voirjcht ungeo . 
durch An wen dung moglichst einfacber mid ; 
sicher wlikender Antriebsmittel, die von einer 
einzigen Antriebswelle aus bewegt werden , 
110 kdnnen, Diese Mit tel sind im wesentlichen 
dadurch gekennzeichnet, daB ein entspreehend ■ 
dex Hin- und Riickfahrt des Sargtragers in 
entgegengesetzten Drehrichtnngen bewegtes 
Antriebsvorgelege einersdts mit einer auf die 
Fahrgestellhebe- und senkvonichtting onmittd- 
bat einwirkenden ZahntrjebsUnge, anderseits 
mit einer Zugvorrkhtung verbuoden ist, die 
einen rwischen zvcd Anschlagen des fahrbaren 
Sargtragers bin und her bewegten Mitnehmer 
*o besitzt, Diese Teile wirken in der Weise 
zuianunen, daB wahrend der toten Bewegung 
des Mitnehmers der Zugvorrichtung zwiscben 
den Anschlagen des Sargtrjigers die Triebstauge 
verschoben und dadurch die Hub- und Sent- 
vorricbtung betatigt ^"iid, jedoch beim Auf- 
treffen des Mitnehmers auf emeu der An- 
schlage and damj t bd begi nn coder Fahr- 
bewegnng des Sargtragers die Zahnstange in 
ihrer jeTveiligen Grenzstelfong bis lux Beendi- 
30 gang der Fahrbewegung in Ruhe bleibt. Ferner 
Sind auf der Vorgelegeachse dtirch den SargtrS- 
ger bewegte Zughebel zmu selbsttatlgen Offnen 


und SdoJieBen der Ofenschieber wahreud der 
Fahrbewegtmg augebracht. 

Die Zeichnung reigt in Umiissen ein Aus- 35 
fuhrungsbeispiel der Er&ndung in Fig. 1 in 
der Seitenansicht nnd in Fig. 2 und 3 in 
senkrechten Schnitten nach den Unien X-X 
und %-% T (Fig. I). 

Die Hub- und Seukvorrichtung fur das 40 
Fahigestdl besteht aus vier paarweisc untcr 
dem Fahrgleis R axigebrachten doppelarmigen 
Hebein K, deren feste Drehpunkte K l sich 
am Aufstelluugsgexust A befmden. Die kiirzeren 
Hebe! en den tragen das Gleis, uahrend die 45 
langeren durch Gelenke C mit der oberen 
Aehse dner RoUenfdhrung R l fur die Zahn- _ 
triebsLange verbunden sind. Die RoBenfuh- 
ruug R l ist in dnem Gerostrahnien senkrecht 
ver&chiebbar und tragt ein infotge der Hebei- $0 
verbinduag glelchin3.flig auf das Fahrgestell 
einuixkecdesGegoigev.-ichtL. Ihre Verschiebung 
und das dadurch mittels der Hebdubertragung 
bewirkte Heben^und Sen ken des Fahrges tells 
erfolgt durch cine Triebstange, die als Zahn- 55 
stange Q mit einer winkligen Verlingerung S 
ausgebildet ist. LeUteie wirkt als schiefe 
Ebene fhr die Rollenf[ihmug R l und veranlaOt 
daher beim Verschieben der Stange das Heben 
Oder Sen ken des Fahrgestells. Die Stange So 
gleltet auBerdem an beiden Enden in Grad- 
fubrungen R. Der Antrieb edolgt in water 
imten naher bofjchriebener Weise dutch die 
yon Hand oder mecbanisch hetriebene Vor- 


Document 150: Patent J. A. Topf & Sohne in Erfurt, no. 324252. “Device for the in¬ 
troduction of the coffin for cremation furnaces with support cart that can be raised 
and lowered. ” 24 April 1915. Source: Deutsches Patentamt. 
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Document 150: continued. 
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oder mehrere Hebei [W 4 V } aragebracht 
sind, die durch eine Zugvomchtung (Y r Y J J 
mit den Ofenschiebern in Yerbindung stehen 
und durch den Sargtrager (F) bzw, das 
5 Fahrgesteli bewegt vrerden, um wahreml 


des Sargeinfuhren* kurz vor Eintntt des 
Sargeg in den Gfen das schnelle Offnen 
und gleich naeh Wiederatistritt des Sarg:- 
tragers aus dem Gfen das schnelle SchlicGen 
der Schieber sclbsttatig zu bewkken. 10 


Hienu i Blau Zeithnungen. 

Document 150: continued. 
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Document 150: continued. 
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EUTSCHES REICH 



AUSGEGEBEN AH 
5. mAftZ 1930 


REICHSPATENTAMT 

ATENTSCHRIFT 

J& 493042 
KLASSE 24 d GRUPPE 1 

T36626 V t 24d 

Tag- dtr Bekamtmachung fiber die Erleitung des Patents: 13. Februar 1330 


1 A. Topf & Soehne in Erfurt 

Vorrictitung zum Nachverbrennen dcr RucksUnde in LeichenverfarennungsBfen 


Document 151: Patent J.A. Topf & Sohne in Erfurt, no. 493042. “Device for post¬ 
combustion of residues in corpse-cremation furnaces. ”13 February 1930. Source: 

Deutsches Patentamt. 





C. Mattogno, The Crematory Furnaces of Auschwitz: Part 2 


213 


493 042 

J. A. Topf & Soetine in Erfurt 

Vorrichtung zum Nachverbrennen der Riick$t£nd& in Leichenverbrennungsdfen 

Palentiert im Deufjchen Reiche vom 24. Mar* 1S29 al> 


Dtc Errindung beziehi sich auf cine Vor- j 
richtung zum Xachverb rcnnott dcr Riiekstande | 
in Lcichenverb] ennungsofen. hauptsachlich zu \ 
dem Zwcck, die mi: der Ltichcnasche sich : 
5 mischende Hotzasche in verbrenneo. Von be- - 
kanntcn Sacbverbrtninungsemrichtungcii unter- 
scheidei sich dcr Erltndungsgegensiand da- 
durch, daLi der am £nde der gencigten Sohle 
des Aschenfalls angcordnete, herausnehm- 
io bare Sammelbchalier fur die Verbrennungs- 
riiekstande mi: emem SEebboden verse hen 
und iiber der Murid ung einer regelbanen 
V c rb rc rt nung sluf trulcdt ung auf gestellt is t. 

Diese Anordnung be sin t den Vonug der 
15 Einfachheic, Des weiteren ist liber dem 
Sammelbehalter unterhalb der seitlichen Gas- 
abziige tin den Aschenfall des Qfcns 
gegen den Behaker absperreuder gasdurch' 
lassigcr Schieber angeordnet, woduich bei 
m unmittelbar aufemanderfolgenden Einasche- 
rungen die w r ahjendde$sen im Sarnmdbchal- 
ter noch der Nachverbrennung ausgesetzten 
Riiekstande von denen der natbsten Ein- 
ascherung getrennt gehahen werden konn.cn. 
»S Die Zeichnung zeigt schemauseb tin Aus- 
fiih rung she ispiel in Abb. l im Langssthnitt 
durch den Ofen. Abb. 2 ist eine Stimansicht 
der zur Nachverbrenmmg dienenden Vorrich¬ 
tung. 

30 Am Vorderende des Ofens ist unterhalb 
des Aschenfalls / ein Rehiker a eingebaut. 
der mit einem Sicbbodcn b und einer unter- 
halb dcsselbcn einmiindenden VerbreruumgS' 
Luftiuleitung t verseheu ist. Letztere ist durch 
35 Klappenrf o. dgl. regelbar. 

Die V erb re nnungs riiekstande werden kurz" 
vor Becndigung des Einascherungsvorganges 
in den Behai ter a eingeholt und unterliegen 


dor: einer Xachverbreiuiung. wobei die Ab- 
gase durch die stiilichcn Abzuge g des Ofens 
cntweichen. 

Damit in den Be halter a nicht zugleich 
die Riiekstande aus zwei aufeinanderfolgen- 
dtii Einaschcrungen gelangen konnen^ ist 
uber dem BchaUer c unterhalb der Abiiig^g ^ 
cine ausziehbare Absperrplauc c angebrachi T 
durch die dcr Behalter gegen den Aschery^ 
fall } abgeschlosscn werden kann. DiesS^ 
Platte ist gasdurchlassig, i. B. fein gelocht h 
in dcr eise. daii wold die Nachverbren- 50 
nungsg&sc abzichen^ aber keuive: Riicksiande 
aus dem Asehenfall f in den Behaker a ge- 
langen kdnnen. Infolgedessen kann mit einer 
weiteren Einascherung begonnen werden. be- 
vor die Xachverbrennung der Rucksiande aus 5 S 
der vorhergehenden Einascherung im B? 
halter a beendet ist. 


PatentaxspeScse: 


60 


t. Vorrichtung turn Xachvtrbrennen 
der Rudcstande in Leith cave rbrtnnungS' 
ofen, dadurch gdeennaeichnet, daft der 
am Ende der geneigten Sohle des 
Aschenfalls (/) angeordnete, herausnehm- ^5 
bare Sammelbehalter (a) mit einem Sieb- 
boden (6j versehen und iiber der Mun^ 
dung einer regelbaren Verbrennungslufy^ 
luldtung (Cj d) aufgestellt ist. ^ 

2 . Vorrichtung nach Anspruch i F da- 7 a 
durch gekennzcichnet. dab uber dem 
Sammelbehalier unterhalb der seitlichen 
Gasabztige { g) ein den AstbenfaU des 
Ofens gegen den Behalter absperrendcr 
gasdurchlassiger Schieber \e ? angeordnet 75 


1ST. 


Klersu 1 Blatt Zekhnuogen 


lULin CIOP' tUT |H SEP ntCJrtDitCktim 


Document 151: continued. 
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Zu tier Paicntschrifl 493042 
ftLMd Gr, 1 



AVtX Z. 



Document 151: continued. 
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DEUTSCHES REICH 




AUSGEGEBEN AH 
TtJMA 17. GKTOBER1932 

.V A 

A ■■ 

* / / REICHSPATENTAMT 

V>ATE NTS CH RIFT 

M 561643 

KLASSE 24 d GRUPPE 1 

Q 17 35 

Tag der Bekaimtmachung ubt'r die Erteilung des Patents: ip.September 1932 


umgeschrieben auf: 
j. A. Topf & S6hne, 
Erfurt. 17,5.1934. 

Fcucrbcstattungsofcn nut drekbareu Rosten 



Document 152: Patent Viktor Quehl in Gera, no. 561643, transferred to J.A. Topf 
& Sohne on 17 May 1934. “Cremation furnace with tiltable grates. ” Source: 

Deutsches Patentamt. 
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561643 


Viktor Quehl In Gera 

Feuerkestattungsofen mit drehbarcn Rosten 
Patcnticrt im Deutschen Reiche vom 15. April 1931 ab 


Bci den bishcrigen Feuerbestattungsofen 
smd die den Sarg und die einzuaschemden 
Leichenteile rragenden Oftnteile — der Muf- 
fcb und der Aschenrost — als feststehendt 
5 Qfenteile ausgefiihrt. 

Dies hat den Nachteil, daD die Leichenteile 
nach ihrer Einascherung mittels tines Kraii* 
gerates von diesen Qfenflachen henmterge- 
scharrt werdcn miissen- Ein derartiges Em- 
10 grtiftn in den Einascherungsvorgang ent- 
spricht nicht einer wiirdigen Form der Feuer- 
bestattung. Weiterhin wird beim Einbringen 
des Kratigerates m den Gfen durch das Off- 
nen von Tiiren tin bttrachtlicher Warmever- 
is lust durch die einstromende kalte Lull her- 
vorgeruftn. Auch treten leicbt Beschadigun- 
gen des gliihtndtn Mauerwcrkes dutch die 
tiseraen Kratigerate tin. 

Nath dtr Erfmdung wird die Anwendung 
» von Kxatr- und Schurgeraten dadurth vennie- 
den, daB der dtn Sarg trageude Muffeirost 
und der darugehorige Aschenrost von auGen 
schwenkbar um cine oder mehrere Achsen 
angeordnet sind, wobei die Roste in mehrere 
as einreln abschwenkbare Flachen mit beliebiger 
Achsenanordnung unterteilt sein, konnen. 

Es ist dadurcb die Moglichkeit gegeben, 
ohne Zu hilfenahmt von Krati - und Sch ur- 
gersten je nach Fortgang der Einascherung 


die vtrblcibcnden Einascherungsreste von 30 
auBen ohne Offnen des Ofens durch einfaches 
Abschwenken dtr Flachen ganr oder teilweise 
von dem Muffeirost und dem Aschenrost ru 
enrftmen. 

In dtr Zeichnung ist tin Auffiihrungsbeb 55 
spiel der Erfindung dargestellt. Es sind be- 
zeichnet mit m dtr um eine Achse a dreh* 
bare Muffeirost, mit b dtr in einzelne* fiir sich 
schwenkbart Flachen/ unterteiltt Aschenrost, 
wobei die Flachen / um die Eimelaehsen e 40 
geschwenkt wtrden konnen. 

Der Erffndungsgegtnstand kann in dnztb 
nen Teilen auch artders ausgebildet sein, so- 
lange das Wtsen der Erfindung, dit drehbare 
Ausbildung des Mufftl- und des Aschtnrostes* 45 
gewahrt bleibt. 

Pate ntan sPRtcBE: 

1, Feuerbestattungsoftn mit drehbaren jo 
Rosten, dadurth gekenmeiclmet, dafi der 
dtn Sarg und dit tinzuaschemden Teile 
tragtnde Muffeirost und der Aschenrost 
von auBtn schwenkbar angeordnet srnd. 

a. Feuerbtstattungsofen nach Anspruch 1, 55 
dadurch gektnoitichnet, da G der Muffd- 
rost und der Aschenrost in mehrere ein- 
itln abschwenkbare Flachen unterteilt sind. 


Hitrzu 1 Blatt Ztichnungen 


Document 152: continued. 
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Zu der Paten t&chr if t 561643 

Kl. 24d Gr.l 
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DEUTSCHES REICH 





AUSGEGEBEN AM 
19. NOVEMBER 1936 


fc'^pftJtisf’AT ENTAMT 

.PENTSCHRIFT 


Jfi 638582 

K LASSE 24 d GRUPPE 1 

B jdjjoo yfzjd 

Tag der Bekantitmachung iiber die Brteilvttg des Patents: Oktober 


WiUrtlm P 1 """ in Hamburg " 
Einlsch erungsofe n 


umgeschrieben auf; 
J.A. Topf & S6hne, 
Erfurt , 2 7*11,1937 - 


Patentiert itn Deutschen Reiche vom 9. September 1933 ab 


Gegenstand der vorliegenden Neuerung ist 
eine Einrichtung an Emaseherungsdfen T und 
es soil damn u.a. erreicht werden, daft durch 
cine besondere Zufiihrung der Verbrennungs- 
3 luft die Yerbrenmmg verbessert wild. 

Das Zufuhren der Luft bei Emaschenings 
b fen mit R ost oder geichlossener Grand - 
platte ist bekanntlich mit Mangeln verbtin- 
den, und zwar smd diese Mangel dutch die 
10 Feuerfuhrang im Einaschenjngsraum begtibi' 
del, die sich aus der konst rubtiven Gestal- 
mng der Platte oder des Rostes ergibt. Die 
Grundplatte hat infolge ihrer Geschlossen’ 
heit den Vorteil der Warmespeicherang. Sie 
15 hat aber dabei den groficn Nachtei 1, daB 
die Verbrennungsluft rticht zu den mittlercn 
Teilen des Verbrennungsgutcs gelangen harm, 
well der Zcrfall dcsselben nut auBcn statt- 
findet, wo der Sauerstoff 2 utritt bat. Da der 
ao Sarg mit scincn mmleren Teilen fest auf der 
Grundplatte aufliegt, ist dort die Verbrennung 
eine unvollkoaimrene bzw. verlangsamte. Die- 
sen Nachteil vermeidet der Rost. Hicrmit ist 
es moglich. die Luft auch iur Mitte des 
55 verb rennen den Barges zu leiten trnd damit 
die Einascherang zu beschleunigen. Aber 
auch hierbei zeigten sich Nachteile: 

1. W ed der Rost offen ist, iverden die Strd- 
mungsverhaltnisse der Heizgasc in dor Muffel 
3° nicht mehr behcrrscht T 

2 r wahrend der Einaschenjng der miulcren, 
schwercr verbrennenden Teile des Einaschc- 
rungsgutes stromt weiterhin durch die seit- 
liehen Ofmungcn des Rosies nm; 3 os Luft zu. 
35 die den Ofen abkuhlt, 


3. der Rost hat cine geringe \Virme- 
- spe icherf ah igkeit r 

Man hat indessen atich Ofen mit geschlos- 
sener Grundplatte gebaut* bei denen die Zu- 
fuhrtmg der Verbrennungsluft mittcls Diisen 40 
geschieht, die von der Seite wie von oben 
auf den Yerbrennungsgegenstand* gerichtet 
sind. 

Diese An der Luftiufuhrung ist schon er- 
heblich wirksamer, jedoch besicht auch hier 45 
der Nachteil, daft der Einascherungsgcgeri- 
siand zunachst nur oben und an den Seiten 
von der Verbrennungsluft umsptlli wird T die 
Luftiufiihrung an der Unterseite des Ein- 
ascherungsgegenstandes fehh dagegen. Ge- 50 
rade an dieser Stelle ist aber die Luftnifuh’ 
rung besonders wirksam, weil die dort ent- 
stehenden Flatnmcn urn den ganzen Einasehe^ 
ruiigsgcgenstand herumschlagen und diesen 
so in Flammen vollkommeu einhiiliea. 55 

Die Erfindung sieht daher vor* die Ver- 
brcnnungslgft durch in der Grundplatte an- 
gebrachte Dlisen zuzufiihren. Die Grundplatte 
ist desfaalb mit talfdrmigen Verticfungen aus- 
geruslet, so daft sie einc rostartige Oberflache 6a 
erhali. Jn die Verticfungen zwischen den 
Rosibalken miintlen die Lufiduscn 

Zueckmaftig wird die Boden platte a us ein' 
zclnen Steincn aufgebaut, die durch ihre 
Form und in ihrer Gesamthcit der Platte die 65 
rostarrige Cksialt geben. Zu-ecks Unterbrin- 
gung der Preftluftlcitungen versieht man die 
Steioe innen mit einer Aushohlung. Die Luft- 
zufiihrung ru den Diisen kann so ausgcbildct 
Scin, daft jede Diise cinzeln regclbar ist. Auch 70 


Document 153: Patent Wilhelm Basse in Hamburg, no. 638582, transferred to J.A. 
Topf & Sohne on 27 November 1937. Incineration furnace. ” Source: Deutsches 

Patent amt. 
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DEUTSCHES REICH 



AUSGEGEBEN AM 
4. MAI 1938 


HSPATENTAMT 

ENTSCHRI FT 

M 659405 
KLASSE 24 d GRUPPE 1 

T 47769 Vj24d 

Tag dcr Bekanntmachmxg iibcr die Ertcilung des Patents: p April 


* 


Hans Geerhardt in Erlurt 

ist als Erfinder benannt worden. 


* 


J. A.Topf & Sohne in Erfurt 

Beschicbungsetnrichtung fur Emascherungsofen 


Document 154: Patent J.A. Topf & Sohne in Erfurt, no. 659405. “Loading device 
for incineration furnaces. ” 7 April 1938. Source: Deutsches Patentamt. 
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059 405 

J- A.Topf & Sohne in Erfurt 

Besehickungseinrichturtg fur Einascherungsofen 
Patcmicrt im Di-mschen Reiclie voin jo. November 1936 ab 


t jegcnsiand der Erdndung ist einc Be- 
Mrhickungscmrichtuug fur Einaschcrungsofen 
mit am Sargcirtfuhrungsuagen befcsiigler Sarg' 
tragplauc, durch die alle Mangel, die rur Zcit 
5 vuvohl hinsichtlich der Yorbcrcming als auch 
dcr Ausfuhrung der Sargeinfilhiung bestchen. 

I *:-seiiigt werden sollen.^ Durch die Erfin- 
dtmg kolumen, in Fortfall; 

l . dai Auflegen von HolzJattcn oder Eisen- 
10 stabi'-n auf die Tragarme des Wagons, 

-r das Aussparen dcr Roststcinc fiir die 
Tragarmc des Wagens, 

3- das Emfemen dcr Sargfubc.vor dcr 
Einiuhrung des Sarges in den Ofen, 

4’ das Festhalten des Sarges (Ijeim Heraus- 
jtiehen der Tragplatte aus dem Ofen). durch 
duhimergclegte StempeL gleich \ndcher Art, 
mechanise 11 oder'vcfh Hand. J ' 

Dk Erdndung ist im wesentUchen dadurch 
*0 gekenuzdehnet. dab mi; dem Wagen cine 
SargtragpLatte verbunden ist. auf dcr dne 
zraie. verschiebbare Platte angeordnet ist, 
d ie bei Einfiihru ng des Sa rges das hiniere 
Sargende sti_iL2t und sowohJ ein erschtitte- 
*5 rungsf reies Absetzen de s Sa rges auf dem 
Kost als auch das freie Hcrausrlebcn der 
Tragplactc crmbglicht. 

Die Zeichnung icjgt ein Ausfuhnmgsbei- 
spiel in Abb. 1 in Ansicht, Abb, 2 ist cin 
30 Querschnitt durch die beiden Tragplatten. 
Abb. 3 bis 6 zdgen schematisch den Vorgang 
der Sargeinfiihrung und der Entfemung der 
Tragplatte aus dem Ofen. 

Mit eiuem von Hand bewegbaren Wagen a 
35 ist in bekatmter Wdse tine heb- und sertk 
tore langcrc SargtragplatEe b fest verbunden, 
<lie einc nveiie auf ihr vers chic bbarc kfir- 
?ere Platte t - lriigt, Das Vordcrcndc g dcr 


| HaupuragpTiUie b ist untcr Beibchaltung 
eincr ei>cnen Gberftiichc so gesialtet/ daL> 40 
es nicht unter der HilfspLatte c hindmxh 
j gezogen uerden kann. 

i Der Sarg ivird so auf die Flatten gtsielU. 

= daO der hintere Sargteil d auf die oberc 
j Platte c zu STchcn kommt, vvahrend dcr Vor- 4 $ 
i derteil e euvas iiber die Haupttragplanc b 
uberstcht (Abb. 3). In dicser Lagc wird dcr 
Sarg in den Ofen eingefahren (Abb. 4). Dar- 
auf wird die Pbtre b gesenkt, bis sic sich 
dichr iiber dem Ofei^rost / beBndet und der so 
Vorderteil des Sarges sich au£ den Rost 
stiitii (Abb. 5). Bei dem nun folgcnden Her- 
ausiiehen der Tragplatte b aus dem Ofeu 
bleibt die Lage der Hilfsplane c infotge dcs 
auf ihr ruhenden Gewichts dcs hintcren Sarg- 35 
! endes unverandert, bis sie durcb das vorderc 
j Ejtde g der Pbtte b nach vora gezogen und 
j dadurch aus dem Ofen roit berausgciiominen 
\ wird (Abb. 6). Da die Platte c nur dutrn ist. 
macht das hiatere Sargende beim Hen-or* fco 
richen der Platte nur cine gacu geringeSeik^ 
bcAiegung. Der Sarg wird also im ganzen 
ohne Erschuiterurtg auf den glatten Rost 
aufgesetzt. 

Patent a ssprucil : 65 

Beschickungscmnchtung fiir Einaschc- 
rungsbfen mit am Sargemfuhrungs^agen 
befestigter Sargtragplatte, dadurch ge- 
kennzeichuet, daB auf der Tragplatte (fr) 70 
^-erschiebbar einte kiirzere Platte (r) an* 
geordnet ist, die beim Einfahren und Ab- 
setzen des Sarges auf den Rost das bin- 
tere Sargende stiitzt und beim Zuruck- 
i ziehen dcr PJattc (b) durch deren vordcres 75 
Rude (f) mit hcrausgenommcti wird. 


Himu 1 Blatt Zcich iiun^cn 
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Abb. i 



Zu der Patentsdirift 659405 

Kl. 24 d Gr.l 
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Document 155: J.A. Topf & Sohne in Erfurt, patent application for “Continually 
operating corpse-combustion furnace for large-scale operation. ” 4 November 

1942. Source: Deutsches Patentamt. 
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Document 155: continued; schematic drawing of the furnace. 
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DEUTSCHES REICH 


AUSCECEBEN AM 
I9.MARZ 1930 


REICHSPATENTAMT 

PATENTSCHRIFT 

M 494136 

KIASSE 24 f GRUPPE 10 

T 35607 Vfaf 

Tag der Bekamitmackung iiber die Eritihtng des Patents: 6. M&rj iggo 


J. A. Topf & Soehtie in Erfurt 

Ausfehrbarar Schlackonrost fur mft tfuterwinti betrietone Feuerungen 



Document 156: Patent J.A. Topf & Sohne in Erfurt, no. 494136. “Retractable slag- 
grate for hearths with air feed from below. ” 6 March 1930. Source: Deutsches Pa¬ 
tent amt. 
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494136 

J. A* Topf & Soefine in Erfurt 

Ausfabrbarter Schlackenrost far mit Unterwind betriebeiie Feuerungen 

Patentiert im Deotscfa^n jFteJebe vam 22 * August 1928 ab 


For Unterwmdfeucrtmgen mit hoher Brenn- 
kiatnag ist es besonders vdchtig, dafi diese 
auch wahread des Atschlackens des Rostes 
erhalten bMbt, Dies ist aber nnr dann mfiglich, 
5 Wean der Verbrean on gsvorgan g auch wahrend 
des AbscMackens mcbt gest5rt ward, was eta- 
tritt ± wetm der Unterwind wShrend des Ab- 
scbJackens abgfcstellfc werden mufi. 

Gegenstaad der Erfindtmg ist ein aosfalir- 
to barer ScMackenrast, welcher dn sdmelles 
Abschkcken wSbiend des Betriebes gestattet, 
ohne dafl hierbei der Unterwiad abgestellt zu 
warden bnmdiG Zu dtesem Zwecfe ist am 
hinteren Ends des ausfahrbaren Schlacken- 
15 rostes cine AbschMIpIatte angeleakt Durctt 
das Ausfabren des Schlackencostes, wekhes von 
Hand Oder mechanise!! erfolgen kartn, witd am 
hinteren Rostende dn fcreiter SpaJt frelgelegt, 
dnrdi wdcbea hindorch die Rfickstfinde schjjeU 
u in den ttntedmlb des Schlacbeaplaarostes be- 
fmdhdien Sdfiactenschacht abstarzen kSnnen, 
wobei sie fiber die dabei sebrig stehende Ab- 
scMofiplatte abnrtsdieu, Diese AbsdbluBplatte 
vtrbinderthierbd dn unmit telbarts UberstrfJmen 
S5 won Luft arts dem Wlndraom Tmterhalb des 
Rostes durch den frejgdegten Spelt in dec 
Feuerraum bmena Ein Abstdlen des Windes | 
wahrend des Absddacksns ist also nicht er- 
forderlich, 

so Die Anordmmg ejner zweiten Ab&chluflplatte 
am vorderen Schlackenrostende ermSgltcht es, 
dm Windraum onterhalb des Scblackenrostes 
vom Hauptwindratun unterha]b des Bimn- 
rostes zn treonen* Bedde WmdrSuine kitanen 
35 also nnter verschiedenen Brack gesetzt warden* 
1st beispielsweise der Sddaekenrost aus iigend 
emem Grtmde m stark bedeekt, so kann man, 
um duen schneien* gatm Ansbrand ztx erzielen, 
den Luftdruck un ter halb des S chlackenr ostes 
40 verstarken, ohne gldcbzeitig dm Brack unter- 
halb des Bramnostes stdgem zn mfissen. Um- 
gekehrt Itinn man hei schwach bedecktem 
SdUacbenrost; bdsptdaweise nnmittdbar nach 
dem Abschlacken, den Winddrock rcntefbalb 
45 des Schkckenrostes yermindem oder ganz ab- 
stdlen, urn hkrdnrch. nnwiitschaftiidien Luft- 
flbersdmB zn vermeidem Es ergibt sdeh also 
durch die Anordmmg der beiden AbschlnB- 
platten eine sethr gfinstige Zonemeglnng der 


Lnftznfnhr getreunt ffir den Brennrost und 50 
Sfblackenrost. * 

Die Abbildtmg zelgt ein Ausffihmngsbeispiel 
der Erfindung^ Es bedentet r den Hauptrost 
und s den Scblackenr05 1 , an welcben hinten 
die AbschlnBpIatte a nnd vom die AbschluG- 55 
pUtte b angelenkt ist. Wild der Scblacken- 
rest s von Hand oder mechanistic dumb die 
Z gstange 2 in der Ffdbicht tmg nach links 
ansgefahren, sq kommen die Abschlufiplatten 
in die punktierte Lage a' und b\ In diesem So 
Falle stiirzt die dch vother anf dem Sdilacken- 
rost s befindl che Scblacke nach dem Schlacken- 
sdbaoht t ab, wobei sie fiber die AbschlnB- 
platte a abrutscht. Gleicbzdtig verhindert 
diese Abschlofiplatte » ein Uberstrfimen von ^5 
Wind aas dem Ranm h tmterhalb des Rostes r 
dordi d^n vom Schlackenrost freigelegten Spalt 
in den Fenerrattm f* 

Die am voideren Sdilnckenrostonde angdenkte 
Platte b trenni den Hauptwindranm h imter- 10 
balb des Brennrostes r von dem Windranm 
nnteifialb des Sdfiadnmrostes s, Bdde Wind- 
rfinme erbalten erne gesonderte Luftrafohr, 
wobei der Winddmck in jeder Zone nnabh5ngig 
TOnemander dnrch Drossdorgstne d bzw. c dn- 75 
gestellt werden kann. - 

Pate eta h sp nfic h e t 

r, Ausfahrbarer Sdilnckenrost ffir mit 
Unterwind betriebene Feaepmgen, dadmeh So 
gekennzdchnet, daB am hinteren Ende des 
Scblackenrostes erne fiber die gauze Rost- 
breite rdchende, skh imten anf cine Oner- 
wand des AsdienMles stfitzende AbscblxiB- 
platte (a) angelenkt ist F wd.die bd aus- 85 
gefahrenem Schladcenrost veihindert, dafl 
Loft au$ dem Wlndraum (A) dnrch die 
Dfinung ffir den Schlackenrost nmnittdbar 
in den Fenerranm tritt, 

2. Ausfahrbarer Schlaokenrost nach An- 90 
sprueh 1 mit getrsinten Wmdrtnmen unter 
dem Hanptrost and dem Scbl ac k en rost, 
dadnrch gekennzd chnet, dafi anch am vor- 
deren Ende des Scblackenrostes dne solche 
Abschhifiplatte (t) angelenkt ist, welche 95 
den besonderen Windraam tmterhalb des 
Scblackenrostes vom Hanptwindranm nn- 
teibalb des Hanptrostes abgrenzt. 


Hierro r Eiatt Zeichnimgen 
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Zu -der Paten tscbrift 494136 

KL24f Gr.10 





Document 156: continued. 


































































































236 


C. Mattogno, The Crematory Furnaces of Auschwitz: Part 2 


DEUTSCHES REICH 



REICHSPATENTAMT 

PATENTSCHRIFT 

M 576135 

KLASSE 24f GRUPPE 12 m 

T393<>4 Vfaf 

Tag dtf BekafOntmachung Other die Erteilung dee Patents: 30 . April jpjj 

J. A. Topf & Sohne in Erfurt 

Dugenplattenrpst 

Patentiert im Deatschen Rdcbe tou i 27* August 1931 ab 


Die ErfLndimg berieftt rich an! einett DQs«u- 
pkttamnt fur feirikfimigen Brcomtof, bd 
dem die in gegenlavfig bewegfeen Quondbec 
nd^ftlTiMd*!HMg»ndm PlnHwi rirh an Am 

5 Tordeien, der Bmmstototfubr zug^cekrten 
Endec anf schwingende Qoertrager trad an 
den anderen Endec. attf die in der n£chst* 
folgenden Retbe liegendm Flatten M&tnn 
Bd derartigea Rostra xnfissea die Flatten 
10 Im kallen Znstsnd mil eraem gewissen Spiel 
ndegt Ttt dcQ, dansli dc ddi bd der Et* 
winnnng dibehiiidert anaddmoi Icocnen nod 
Verftkntmungen im Betriebe vemnedeh wer- 
den* Andetersdxs ndtigt dk Yerwendung fein- 
15 komigen Brennstofifes daze, besonderc Battel 
vorruseheiXj die eineo DtndM 4es Brenn* 
stores zwiseben den emzelnen Flatten ver- 
hfitas, 

Gno 0 dor Erfmducg werden schalenfar- 
■* mlge Auff&ngMrper vorgesehav wdche die 
StdMugen seididi benadiharter Rosfcpktten 
nub tmten abdedem, rich am vorderen Etude 
anf die fur die zageardjieten Rottpbttai 
vorgcuknai Qoertrbger und am hinterm 
*S Eade^ ebtnao wie die Flatten, auf Cm. folgm* 
den Flatten stPtmih Dteie Auffangkarper 
werden' dnrdi eeftlkbe Zapfen mitgenommea, 
wdchae in Aossdmitte hi^dnngen, die dnrd) 
cadi unten vorepringende, dm QnertrSgtr 
39 umfafisende Lappen der Flatten gebddet wer- 

_dec. -----—---— 

Bei Rostra mit fiber die game RotfUmge 
draddanfenden Rostetaben ist es an ridh 
berdts voigescblagen wordetv miter den bn 
55 wesmtKcbea T-fonnig ausgeMldeten dgrab 


liebett Roat&tfiben AafbngBipcr derail an* 
xuordnen, dafi xwisdam Roststaben and Auf- 
fjwgidrpeni Sprite ran Durchtr t dser Vef* 

.bimntiDgzlnft^belassep—wnrdm, ‘wobd-d^- 

RostdmdM verhindert wild* Vton dteam 40 
beksnnten Auffangkdrpern wird in Anwen* 
dung anf DQsmplattenroste Gebtaucb gfr 
bei dace die Flatten in g^g enlS ufig 
bewegtea Qnermhen nebmemaiiderl egecd ail* 
geordnet abut 45 

|>k Erfindimg ist durch. die Zdctuumgen 
in sdiematiscber Wrist dargestdlt, mid rwar 
ist 

Abb* 1 emi Lfingssdhnitt durch den Rost; 

Abb, 2 rin Qoersdmitt nach linie A-B 40 
in Fig* tj . 

Abb. 3 rin in pfiftoem MaBstab gehalte- 
ner Qperschnitt dttrch die benachbarten yor- 
deren Enden rweier Dttsenpflatten Und einec 
der Sto&steQe. zugeordneten. Atrffangkdrper. £5 
Der Dlisenpdattenrost bedtrt Rdhen tou 
aufein&nderfalgenden Flatten a, b t c, die eicb 
mit den mch dcr Brmnstofaifthrang sn- 
gekdirten Enden auf inn Querwelkc d sdtwin* 
geode QaertiSgerf stuteeo, mit den ande- 
ren nasmf^nmgm Enden n aba skh auf 
die Rficben der nldmfdSgendea Fkttenneihe 
aullegen, Jede ehudne Plattenredhe ff, 6, c be> 
stdit ans doer yiriwlil .. van jieb * > 'T t ** n 9* Y di«r - 
liegatden Flatten^ a 1 *** Die etnftdaen 65 
-^ttftbmesor-eiod—ii--nicht--Ge^enrtand^ 1 ^^— 
Erfindapg bUdender -W^eke an gegmliofig 
bewegte Staqgen deiartig angesdmossen, daft 
be! emer Vorwfirtsbewegung der Plattenm* 
head a f c nsw* ik dazwfodien apgeordneten 7a 


Document 157: Patent J.A. Topf & Sohne in Erfurt, no. 576135. “Plate-grate with 
nozzles. ” 20. April 1933. Source: Deutsches Patentamt. 






























C. Mattogno, The Crematory Furnaces of Auschwitz: Part 2 


237 


576155 


PlattenrdlLtji b osff. erne RBdcwSrtfibewegimg 
ausffihroa, f jnnd umgekebrt 
Um den Flatten die Moglidikcit emer 
W^rniM nftd ffhr>r>ng ohne Gcftht von Verkkm- 
5 mung zu gebe% stud sk Im kalten Zustand 
in der ans Abb. 3 fur die Flatten 4*, 4 * er- 
$kfrt 3 ichen Wtise rait dhcm gewissen Spid.$ 
veriest. Um ernen dauemdan Breonstoifwer* 
lust durck den Spalts za verhfiten, sind miter 
10 der Stofifuge sdialenfonmge Auffangkbrper f 
von Ibformigem Qoerschnitt gefcgt, die $kh 
mit iKrer Unterseite am vorderen Ende a of 
die Quertrfger auflegen, auf denen audi die 
xugehnrigen Flatten aufruben, wahrend die 
15 hmtenen Enden, ebenso wfe die Rostplatten, 
auf dem Rfccken der folgenden Platteoreibe 
anfliegenL Die Anffangkorper bedtsm sefc- 
Xtdut Zap fen r, die in Aflsschnitte hinent- 
ragen, weldhe durck nach unten vorsprsn- 
■o geode Lappen i der Rostpbtteo gebildet skid, ] 
mit deoea dtese den Qnertrfiger tmafasten, wo 
durck ne mitgeDommeo werd m* 


PATENTAKSPRUCH : 

DfisenpUttecirost fQr feinl^nugen Brenn* *5 
stuff, bei dem die In gegenllufig beweg- 
ten Quenreihen nebenei nan derlkg<n den 
Flatten sick an den vorderen, der Brenc.* 
stoffrufuhr zugefcehrten Enden auf sdbwin- 
jpnde Qnettrager und an den anderen 30 
Enden a of die in der nackstfolgenden 
Reikelkgenden Flatten ^ttftxen, dadnrek go 
kennieichnet, daB schalenfbnnige Auffang- 
Icfirper (/J, die in an skh bekaimter 
Weise die StoBfugen (r) seiilich benack- 3 S 
barter Rostplatten Back unten abdeefcen, 
am vnrderen Ende sick a of die Qnertrl- 
gar (4) ffir dk wgeotfdnetea Platted 
am hinteren Ende ebenso wie d ese anf 
die lolgenden Flatten stfitzen, wobei sk 40 
durdi sdtlicke Zapfen (i) f welche in dttrch 
r>flrk unten wtspringende, den Qnerttfiger 
umfassende Lappen (Q gebEdete Auo 
sdmitte hineimagen, mitgenommen werden. 


Hlerzu i Blatt Zeichntuigen 
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fn f fft Pnl rfr 
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Abb& A-B. 

Abbs. 
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DEUTSCHES REICH 


Bibliotheek 
Bur. Ind. iigendom 
20 DEC. 1933 



ausgegeben am 

31. OKTOBER1933 


REICHSPATENTAMT 

PATENTSCHRIFT 


M 587149 

KLASSE 40 a GRUPPE 15m 

T 41416 Vlfoo* 

Tag der Bekannimachttng uber die Erieilung des Patents; j*, Oktober 1933 


J. A*Topf & Sohne in Erfurt 

Verfatmi imd Ofen rur Zuruckgewinmmg von Bid und Kupferdrabt Kabeh 

Patentiert ira Detrtschen Rcichc vom 29. September 193a ab 


In Betnebo, in wekhen alU' Kibct und 
Kabelreste an fallen and sich amammeln, 
msebt 1 cb neuerdihgs das Bestrcben gdtebd, 
diese Reste and ajten Kabel abznbmma^ am 
5 die Metdle zuriklczqgewinnea. 

Bisber warden m diesem Zweck oflfene 
Feneretellefl errichtct, uber wdebe dn Blech 
gdegt wank: Aof diesem warden die Kabel 
stuckwetse Aa%eschichtet and iafolge dcr Er- 
i« hitrtuig von an ten her runacjjst abgebrannt 
imd dann in fliksiges Bid and Knpferdrahl 
zeiiegt Das Bid. flofi in. **iwn daneb&i- 
stebenden Bldkessel, der nocb besonders be- 
heiit wurde. Durch die hierbd. frd; werden- 
den Bid damp fe warden die Bedkntujgsmasn- 
schaftai vidfaeh gestmdbdtlich schwer ge* 
schidigt Die gewonntnen Kupferdrahte 
waten tdtwdse noch stark mil Bldkratze be- 
baftet, atrch kam da s Bid uneawber in den 
>0 Bletfcesseh Der Gewinn an Metall war unge- 
uogenii 

Kach der Erfinduirg soil die Zuruekgewin- 
ming der Meta Ik d«rch tmmittelbates Afc- 
brennen der Kabel In dnem geschlosscnen 
as OfenohnebesondercFeacnmgerfbtg^Hier- 
zn wird der Ofen der nadbstehend besdiricbc- 
nen Bauart verwcndeC^ T 

Erne Aosfihnmgsfotui des Ofens fet in 
Fig* r im Langsschnitt trod in Fig* 3 im Hori- 
go fcontalsdmitt daigestetlt Fig, 2 zeigt e|ne Al> 
brcmiplatte im Querschnitt 
In den Ofen sind schrag liegende Abbtenn- 
platten a.erogebaut, anf weldrat die durch die 
Aufgabeolfnung i dngefiihrten Kabel dutch 


Abfallwachsdraht in Brand gesetzt werden* S 
Dad^rch werden gleidizeitig die Sdwmotte- 
wandtmgen t> and inch die Abbrtnnplattena 
selbst so wdt erwarmt, daS die Bestandteilc 
aia Papier und Jute verbrennea* Bel der Ver- 
biennung dicser Bestandteile wird so vie! 4 
V/anne entwfdcdt, dafl der Blefrnantel der 
Kabel schmdlit and der Kupferdmht frei wind* 
Das gescbmolzene Bid liuft von den gencigt 
angeordneteu Abbrennplatten d in due dahin- 
terlLegcnde Bletrume c t dertn Auslauf oarh 4 . 
sutfien bin ebenfalls schrag gdagert isL Unter 
dem Rimjenauslauf ist etn von den Abgasen 
beheizter an Ben angebautcr Bleikessel d an- 
geordtket (Fig* 3), m wckhem das flussige 
Bid gesamraek wird* Innerhafb des Ofens Ut ^ 
dne Abdeckplatte h fiber der Bldrmne r vor- 
gesehen, damit bdtn Herausziehen des Kop- 
ferdr hkfi nidit Schmutz in die Rinse ge™ 
laogt and dauernd freier Ablauf fur das Blei 
gewabrt bieibt 5: 

Die in der Mine veftieiten Oder* als flache 
Rinnen ansgeblldeten Abbreunplatten a haben 
sdtlkhe Abweiser q, wodurch das flledende 
Bid in' die Mitte ^der Brennbahn gefuhrt 
(Fig. 2) and somit das sdtliche Schamotte- ft 
rnatterwefk" 'm<ht _ bracbadigTwirdt " 

Der von Bid und Jute befrdte Kupferdraht 
wird .fiber die Abbrennplattenbahn a naeb 
unten auf dnen innerhafb des Ofens angeord- 
naten Abklopfrostg geEOgen, bier von dem 6- 
noch anhaftenden Bid und ebastigen Ruck- 
standen befreit und dann durcb die der Auf- 
gabeoffnnng gtgcrruberliegeijdcn Entnahme- 


Document 158: Patent J.A. Topf & Sohne in Erfurt, no. 587149. “Process and fur¬ 
nace for the recovery of lead and pieces of wires from cables. ” 12. October 1933. 

Source: Deutsches Patentamt. 
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offnung h mittels tines Schurhakens aus dem 
Ofen entfemtr 

In der Zwischenzeit werden frische KabeJ 
durefi die Aufgabet weiter zugelegt, so daU 
5 der Ofen dauemd auf Temperattir und soercit 
in Betrieb gebaken wird. Durch die Aufein- 
anderfolge der Teller, t und g und das Gegen- 
uberliegen der Offnungen i t h wird ein un- 
unterbrocheaer Betrieb sowie ein gutes and 
« geschutztes Bedienen des Ofens ermoglicht. 
r Die gebildeten Abgase steigen vort den Ab* 
brennplattesi a nach oben in einen seitwirts 
angeordnefen Kauai m, werden in diesem 
schrag' nach unteti gezogen,. gehen um cine 
i* Spe moaner n berum an ter die Bleirinnec, 
s trachea am den Bleikessd d tam, am das 
Blei flossig m halten and geUagea damn utiter 
den Aschensaek p earn Scbornstdii a. Durdt 
diesen Iaugen Weg werden die Abgase toU 
•o and wirmewirtsdbaitticb ausgenutzt 


a* 




pATEK TAKS PfcftCHE : 


i. Verhhiot zur Euekgewinnang von 
Bid and Kapferdxaht zm Kabdn, da- 

*— "~T f" " ' ' ^*—3—n—“ t 4 —Ti-w —■ -b.i 


durdi gdceimzdcfaiict, daB die orgamscHe 
Substuu dee Kabel in einem nicht beheiz- 


ten gesdilossenen Ofen abgebrannt and 
das ahgeschmolzene Bid and der eatbldte 
Kapferdraht ^etrennt a ns dens Ofen ent- 
femt werden* 


2. Ofen zux Ausftihrung des Verfahretis 
nach Anspruch I, dadurch gekennzdchnet, 
daB hinter einer Aufgabeoffnung (t) fur 
die Jtabef gencigt liegende Abbrermplatten as 
(a) angeordnet sind, aaf weichen die Kabel 
unmittelbar eotzundet werden and an 
welche hinteremander eine mit Oberdek- 
kung (A) versehene Bleisaromelnnne (c), 
die in einexi auBen befindlithen Blcikessel 40 
(d) raundet, und eine def Aafgabeoffnang 
(0 gegenuberi iegeude Entnahmeoffnung 
(A) fur den Kupferdraht anschliefien. 

3* Ofen nach Anspruch.2, dadarch ge- 
kennzeichnet, dafi die Abb ramplatten (a) 45 
tn der Mttte vertieft Oder als fladaeRicmen 
ansgebildet sind- 

4* Ofen nach Anspruch 2, dadurch ge- 
kerrareiebnet, M die Abbreiraplatten (a) 
mit seitlithen Abwt sent (g) zum Schutze 50 
des Maaerwerkes gegea korrodierende 
Wirkung des Bides verseben dad. 

Ofen nidi Anspracb 2, dadurch gt- 
kcniLzeichnet, dafi iwisdien BJe sammet- 
rinne (c) and Entnahmeoffnung (A) ein SS 
Abldopfrost (g) zur Rdnigtrug des Kup- 
WdMfcrtrihtrbaltr^des _ Ofetwr angeord-—- 
net 1st* 

& Verfahren zum Betriebe des Ofens 
nach Anspruch a, dadurch gekennzdchnet, 
daS der Bldkttsd (d) von den Abgasen 
des Ofens beheizt wird. 


Hierzu t Blatt Zadmanccu 


Document 158: continued. 
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i 1 « 1 t ■ O tl t 1 - 


W Jl ATOPF & SOHNE ERFURT 







Al 


it i 

J 


■ nilttgillH 




TmtiaHwH 


11 Jillr rvufnif 1#1 Mini 4+v Xd*t^*lA| iu frUlt** ?iTi«fal»l| 

■ rfin, Jv unb it? B.r**Mt*ffwrt* uni In rfiJunh 

*r.ajr**-T*pp- !■* 41 * IntnvliiMr dn Uittwli«t4 

Ti t( nhl *4441 1 fl ■ 1 Dhs*l l Lf i pl-all *B*h 41 * l-BKtfl i*t 1^ t*» 
HtfliUliM l»r; i. *ul b* ii *a t ■ Jtnta ■» 

MSit *1 ji# TirblifailtaiJli LratfP UHlfUufT, «u li* 

IbH 4i^ HklrllrH I# iTH^Uii (*nirt ¥lM, t*J *S* 
|Ui*NH| iUH gnm«| JMntitlM Ibtf H* iurth UlH 0- 

uiiiti {hiHitmiruihi ftflitiaiLiiti 1*4. #■*«! m 0 

CQiUU. *** V" rh nuurtl j f * iur&h fti-Hrllisn i4#r iluV- 

UlHi hj iIit mm\: ill Dk^aWftM - nit frti 

ni«£ULrl IrlfflU 


■*r 4 *q d 14*1*11 41 * 1**%* po« ®Ji fflr fa &n>f fciir nb trill m 

p^*i*p hM t aUl in b* rg*-l 1*111 - mt Ml n*Gbnfilnnk« f< 
rllhlm nir 4 l|l¥ l*r IUl HI i» tUi ili* fl*i 4 
tiilDii 4*r U I^w* 0 * 1 * 111 , Mil IU Mi 

iiiHn kfttra ilili Lit Dil*™* kii fMnruf M^ifUlrta ?#3 
br*ri su^iluft 4*r *Vj f*ii f ^ r* L ** i 

baf 4U0H>i J|4bil4nH 4*F lHWii|«lHTT«r Jw 4M 

Itrtt DtfM In Mrt'.rnjg 

Ml il* fcffi 4 nr iHlplitWi'IU > in UiS 

9*r«4ini *4*j*n fl m iblf «i™ m*r*t 

&*-r*h Mt ui iiiAira m,i Mi inh4li 

tutMl Kt%4^«4liiihiUnn1«B nm i*li*p ntnbiAlntM 

■M4I nr 41* fi 
ftllbi IHlpiti 


»*■ Inl^iltaUrpr * 4 * 41 * hill H auft^DMl *ii* t 
(Mltali ilninr mb iim Opf* * *Jh 
■■■iriMifli tm«l ktipUl tirln, Hur Hi* iv4 
pttlw *M In In 1 ™«m irttt. fit 
lfliut Amt bwlin tkiblUdt Itr l«w*t 

mMt- *■ - 1 * t. 

J 1 , - "■ " P Ifc . - ■ “ ■ '-J ’ - 

_P_ *- I * _ 


Document 159: Patent application J.A. Topf & Sohne in Erfurt of 16. November 
1942. “ Air-cooled grate plate for mechanical push grate. ” Source: Deutsches Pa¬ 
tent amt. 
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IS U7I 

lt>ll.4t I 


JaAinh I wl rli* FK^mar A*r Yflrti-mjniifi'lBft 

■ la# *1 l*mJlr ful# Ithlvii iir ii fl*^# - tuhnnlin 

*t#fa Uf |«t|IiTI«-(5pfl - hx* hi IHQlAlttbfb fflnthh 

mlti. h iihriM J* up Miff w**r i*r T«FiHimplift 
■trti hhiA-nu^in ijf auUiiUfim nuui a*« iHthimi 
i4|*nbi1 UKj 111 II -BiBli ill 

bHAiirtlfia Irt^ihrfit m 

91 Xml A4IUal 1l >47 phbilllffTii |92dEb| In hiBtnil^ 
lift! Whia kflhM, Ul fimtr la hlHliT fHh 

IIH ill IkMI UM4 ll filMlh KM rvr- 

ffhbn^ iii Unfa febrlli [%r 111* VlrtMteflUllU MiirtlliiHi 


Ii br I*lhwi| ulfl III, 1 pLhd- ta*r*annll,4 hfll lllfi 

liflpWlln Ttn^ibrMI HI iM *fc**»M*ftal 

filllhllrilt IP4 Wniitpu r»ll». Hlnrf ilM 

Ui iHyum lllll liitbdviibt 4a tif 

lidll rltdiiriHi Ibllt 4H. > IlfeP HhUn pir fcrtb 
bii^Liih ul 4 tlmi btalil pr mtiUiM- 

iu, j bill i# hum fam U* 

ItPiriAth tiur illilMfl InthlipTrihit 


Att _ 1 4* ■ t* c i I#di I u< «ui via 
*4«* m|tiKl/«i ttputu k 
ihiih » iiruntt lip jt <iqi 
t Ui Hm 4llflfclrt«l * 

414 Ml Hwl M# Ifftaaf f la 4 un 

hl4|. llfr 4ll ti* IpfhmPi 

fen* 4bl ifflhi■■ f (1*4,4) fer 

oi 4*7 lil#n T*il 41 # 

ii iHtUltbiMh 4 la 


dl 


hUlH Id feikt 
Ml h Mr 

or wit 


k 
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W J.A. 70 PF A SOHNE ERFURT 


TAG 





J 


J»rljn W H ijjj27^*5 

i>r fclhl B^d- I*V 4** 

ft iIj tiL *n d ■ n Liiitpl.4tt*nril L*ii * trill d 1* J*jfl lamb 41 m 
G/f*uogia 1 *nd 4*1 4*n fc**i4ll*J:in AM II Iftl ii«r*ift4 n I ftr+ll 
41* k Hi&«r Ail [uilki dir lailplkila 

iVi i^lat dir f \m*t\y+n j ■il«hi ill Tpftr-irri-»nr-*A*r - l Ib'irtTi 
dill 1 * Ahbll4ftll£Vn F u.pl 1 — ia 4«q Jiytrriii Vrllt. 

Pli Jj.nrdx.u .04 Ahtt Lj f"! dU ■ m 1 irfolp' IwiGhJlJlc In 4-tft 1 *j ft- 
*tff^iiirt Lulln, Hh hiTti r 4#? u I<b b>t|lklUik-J^fn 
d p-f l bfl 11 □ i. ■ ci U ■!.*£. I 1 jbj , 4l 4-lThij«r Iem tin rot? 4ll liletil 
fl'jrnl: dl* l4iv4l fc-UbHun niivlrtitll *1^4. l**b firluiu 
!■< iJpJ 41* lm|li“PhUifl Lc 4 hl utoNo till I 

Hr Fiitiuta 4<1 ]aft■ up 4-1 tn,#l<a« 4 iifUiill, TW *1 4i* 
inrit dlv u Hfivtt 4nJ# biHRilUhi 1 la* l»li \rvtrt. 

*4fer - H ill T«rf*iln1 Lit ^ durtih di-i ritl#****l4' 

’lid Tfln Iaifi frnndif w*r4*ft kian, ELfi Htfirltimir MfV 
Sij.pfl.nri.il ilrd It 1L #am n di| Lu'liuic liul«ii « i-uipriuhl vi#*, 
yJll dUin&e 4«*»-*bni.fja-T*FPlqT t tim^M ■:■ tmi 4*14 il 
□ mi ti&* u dliiir (1*11* L-J?t 4un 4 


: Di fix l4n 44it Ti™ k r M " l, ^|" 1 n/ ■ l r ■ PI ! 

pird u I hr 1 j i trl tWf f ftauMjr * ii uiiirM T+ll ■ i*T 3Ei.a^«.i™ 

4 i« kfUViiUFiitftl ft lint (aiiHl (fifJiUiili) 

r-iri I + Tiri. 41 til ilijpi lql- B pun I r*H?Tl4'lp ft* ttftl 
dl* kiTtiinft III nr mulav fltl Mait fi)if r f «tll 

4i* Drftu«m£lp # ilrt lifl4v|ktrill iwnl 4 *jf I14*nl*t4 *4t4*^.*J*- 
»ih« a iiv 4ii w^imiu-ni*n i ii> m 

ill! Elifft 1 d|«4|tD aiUii itBokLiflHB, h 1>I fUt tl4 |f«lt 
liinuxa^ iurt& Ql» ^itti 1 *g iftl 14*11 

d«f TtrlnHUi iU Ulan. Rt#i# iiBflUilidtllliUlll pilllh| 
Nr ]<4t l<u dii NiUlVkli HLittiftj Ignli-IBiLllifUtiti mfti 

iiftHl *q.f in H#*l4uTC-bffcl L iHti ft* TUI m ia! fr-Entll,vff ■»»- 
Lntii, 4ii liii dll Eiiill Hr Hilpliitn kimi ail Mi 
fJdf E*bV»!-■ 11 ■ r_4a i-u.p#i»xi IQnft, 


i 

«i hni idtMi-ia| 4ir UrfLndaJij ah 

*«*1 Hit H rrajn* !*£?■* 
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*1 ,***«iWi, tm .t in i*T Man :*Mf* h HI 

trim Iit MlritNiif kit ^libUithMn iMiMta, 

•«, Ldmiif m. ptM 

hMm| Ml TiHMi« rim bwUvt* kftlriMrt* *4 fltlgril 

Jilt •< ItlltHi <1* Inniiitgl'r-Aiblliii *ltar 

■ » frffciiililif 4*t 4*T lllll ill <rtK^K 

LLlh Blast ftf|H«<M4 H NuDiHffn ttnucifuri wNn Nn 
iri U^*l ttib BHfa |Ut4 HliU|l|HAl fv tfnlitn bM, V# 
fiiuiiii, wi jmr U«llti| 

lli ill M inifi Atiln ip hm im Imvwrr *a 

MtnlMl tkrf ifilbrlfLititl hlfi 4rik 11# T» hm* i| lav Ifr' 
»»hriniui b ^rlWm *1* Ol lnw umibi| 

rllm PptnmjAatrlil >1! !■■ b p-raj-* _ M f-— Vtrtu|Vfi^ flmlp 

Mbm lit ultrUif.! hi IM tli tnuUff 11 ■ 'na—1 « 
Ttrm*nvj *af ithl ihMuIii Hi#*ilp#it 
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Erlellt auf Grand des Ersten Oberleitungsgeseizcs vom 8* lull t94$ 

{WSGBLS.17S5 

BUNDESREPUBLUC DEUTSCHLAND 

ausgegeben am 

5 . JANUAR 1953 


DEUTSCHES PATENTAMT 



PATE NTSCH RIFT 


jfr. 861 731 
KLASSE 24 d GRUPPE 1 

T1562 Vf24 i 


Martin Klettner, Reddinghausen 

1st als Erfioder genannt worden 


J. A. Topf St Saline, Wiesbaden 


Verfahren und Vorriditung znr Verbrennung von Leichen, 

Kadavern und Teilen davon 

pAtenUtrt im Cebiet der BuwLeirepubUk Deutschland vatu 24 , Jum 1950 an 
Pa tenUruneIduug bekacmigemadit am 3t- Oktob-er IASI 
Patenterte [Long bekanntgemadit am 13. November 1952 


Die Erfindung bcrriflt ein Verfahren zut Verbren- 
nong von Leichtn, Kadavern und TeUen davon dutch 
rfliupcraliv erhitzte Verbrcnnungsluft und eine Vqt- 
richtung mr Durchfiihrung dies Vcrfahrens, 

S Fast alle bishcr txkanntgcwcrdriicn Ein&sdicrurigs- 
verfal i ren ve rwen den im Rtku pcratiwerialiTe n er¬ 
hitzte Luft als Verbrennurigsluft fur die Verbrennung 
der Leichcn. In der glefchen Weise wic bei alien 
Verbrcnnimgavorgangein in der Wirrnetcchnik soil der 
ta VerbrennungsproieG durch. die Vorwlrmung der Luft 
thermisch auf cine hobere Stufc gt-hobcn und ihinut 
die Verbrennungstempcritur gesteigert werden, 

Der Heiiwcri einer Leiche biw. ihr Brennwert 
wurde bisher grundsitilith nach dem Fcttgehalt der 
is Leiche beurteilt. Die tm Fettkdrper der menschlichcn 
Leiebe enthalteden CH (Kolilewajssersto3}-Verbm* 


durigen (Fette) weisen sum Teii eine sehr medrige 
Zundtemperatur auf und verbrenuen bei hbehsten 
Tcmperaturtn, Dagrgcn 1 st es bishcr nicht gelungen, 
die im Eiwciflkbrpcr in Vcrbindung mit N (Stiekstoff) ao 
enthaktnen CH-Verbind ungen bei Fehlcn von rcinon 
Fettkorpem und damit rtinen CH-Vcrbindungen 
exotherm zu verbrennen. Der EiweiGkdrper setzt mit 
seinem relativ hohen N-GehaJt [ctwa 25 7 o) ^hier 
Verbrennung heftigsten WidersUnd entgegen. Seine 35 
ZOndtcraperatur lifgt bei etwa fico° C. 

Bei bisher crTeichten Lufttcmperaturcn von. 400 
bis $00° C konntc sennit die im EiweiiJkbrper cnthal- 
tene 5 tickstoffkomponentc in ihrer die Verbrennung 
bemmenden Wirkung nicht aufgehoben werden. 3a 

Er£ahrungsgemk 9 vermag erst die Einwirkung von 
Luft von 800 bis goo 4 die Trennuag des N von den 


Document 160: Patent J.A. Topf & Sohne, Wiesbaden, no. 861731. “Process and 
device for the combustion of corpses, carrion, or parts thereof. ” 24 June 1950. 

Source: Deutsches Patentamt. 
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CH-Verbindungen zu volEziehen, troudem es sich 
aucli im Eiwt idkorpcr nicht um cine chfmischc Vcr- 
bindung von N + CH handdt, sondern nut um cine 
jeher lockt-rcn Vc-rbindung* n von N, wie sie dieser, 
5 ids setir trdgc bekaunies Gas, viplfach tingcht. DaG 
tx'i dor Ausschaitung des N auch cine? gtwissc Wamie- 
mtngc vt-rbraucht wird, ist anzuntlimUL Jidoch 
wird aber nkrnrds dor groLSu Wimncverbrauth auf- 
tnettn, der notwendig isE, mm N an 5 t iner festen 

10 chemise hen Verbindung frei zu machcn, £s warden 
audi be! dor Verbrtnnung dor CH-Verbindungen im 
ElwdOkorper nahezu die Warmtmengen frti, wddie 
bi;i dor Verbrennung von rtinrn CH-Verbindungen 
ihrer ZusajniTiensctzung entsprechcnd entbunden 

15 warden. 

Fur cine nH-nschliche Lqrichc von etwa 70 kg Go¬ 
wk iu, cinom (Abaft von etwa 12 kg C, etwa z kg Hj 
und etwa 0,5 kg P, bti etwa 55,5 kg H ; 0 - 1 - N er- 
rcehnet alcii tin Mindestlu izwcrX von etwa 36000a WE, 
so wozu noth die Sargvtrhnnnujigswarmc ?u reehnen 
ist. 

Das endgiiitige Zicl in der Kremation mu Ate dtm- 
nach sdn, die jewt ilige notwtndigo Verbrennungs- 
Juft mange ohne zusa. tziiche WarnK zu fu hr. It d ig! ich 
*5 unier Ausnutzung dor Ahgasc a of 800 bis 900“ zu 
erhitzen, win die im EiwtiBkbrpcr emhattrmn be- 
tr&thtlkhen, aber an N gibundcnen CH-Mcngen 
restlos zo verbrenmn und durch Freiwerdung dieser 
Warmemengcn die Verbrcnnung jeder mtnschlichen 
3c Lciche uhne zusitzliehe Warmtzufuhr zu ermoglichen, 
Mittcls de$ EinaschemngsverUhrcns gunaG der Er- 
findung ist dieses Ziel emticht, Es wtrdtn nicht nur 
die notwendigen Wimumengen fiir die Verdampfung 
und den Abtransport des Wasscrs in der Lciehc vtr- 

11 lugbar, sondem such diejenigen fur das Verbrenncn 
und Verasehen dcr Ixictie sclbst. Abziiglich der 
Warmcmengen, die im Abgas verlorengehcn, ver- 
bltiben noth immer bcdeutqnde Warmemengcn dispo- 
nibc! fiir das Hothheizcn des Ofens bzw, die Erhaltung 

v> seines Bebarrungszustandes. 

Em cingangs erwahntes Verfatiren wird gem^U der 
Erfindung derart durchgefuhrt, daC die Leichc mit 


wird, bis der in Brand g era tone Sarg und die diircti 
die Verdampfung ihro's Wassergchaitcs bronnfahig ge- 
wordenfi Lexhc atrlallt, und daft die Teile auf eintm 
So darunter befindlichcn kkinen Ausbrennrost mit der 
auf Soo bis goo^C rekuperativ, hanptsichbch durch 
die Verbrennungswarme der Leichentoik erhitzten 
erforderJichen Verbrcnnungsluftmengc exotherm ver- 
brennen* wobei die sich bildtnden Vqrbrennungsgase 
5S oben nach unten cEuroh den Ausbrenrrost ab- 

strbmen und sith zweeks vollstandigcr Verbrennung 
dcr fiiiohtigen Bestandtcitu mit uitter dem Ausbrenn- 
nost zugefiihrter heiflor Verbrennungsluft mischen, 
und daG die Verbrennnngsgasc unmitteLbar in den 
60 Rckuperator gcleitet werden, in wolchem sie ihren 
Wdirmeinhalt an die Verbrcnmingsluft abgeben, so 
dafl die Verbtennung ohne wdteren Anfwand an 
Brennstoff unterhalten wird. 


Die Abbtldung icigt eintn Ofcn zur Durchfuhnang 
dcs Verfahrcns. $ s 

DEe don Sarggrdflen angepaUte und in den Normat- 
maiicn ausg^fiihrte Muffol A ist a]s Vcrbrennungsranm 
nur so lange wdrmewirisduftiidi wirksam, wie dor 
MufMraum von den Verbrotmungsgason voll ansge- 
fullt H wird. Der bisherige ansschlkULLch in der MuhVl jo 
durchgofiihrtc VcrbrcmuingsproitO muG Trockiiungs^ 
prozdi warden und als solcher beendoi sail, snbuld 
rtadi Verbrenntn des Sargos und Abfalk-n des Kopfes 
und der GSiodmalkn die nur aus iwd Stcincn be* 
5tehcnde Rostaulnge die Ttiic des Rumpf s ^.ibsttatig 75 
in den kk.inen iiber dec DrchpJatte Ikgonden irigent- 
lichen Verbreunungstaum B durohfallen laBt, Daucr 
dieses Prozesses in dcr Muffd 20 bis 30 Minutcn. 

In diesem kkintn Vorbrennungsraum kommt die 
auf 000 bis 900° C orliitzte Luft innig mit din noch Bo 
unovr bran nun Eiw^iUiiofTon in Be rub rung, tn-nnt N 
von don CH-Vorbindungm und bringt Cll Ixi To^m- 
peraturon bis iiber rzoo ,J C rostlos lur Vorbrorttiung. 
Dieser cig< ntliebe VcrbromnungsprozoG danort 10 bis 
15 Minuten. Die Dnhptaite kann godhht iv C r<len, 
und die gesamten Ascherestc fallen zum Nachgluhen 
in den dritten Verbrcnnungsraum auf don AscEiurasi C. 

D Ee not ivendigo Vtrbrennungslu ft wj rd in t incm 
aus Scha mottos to inert gomauorttn Oder metaiilschen 
Lufterhitzer D auf Soo bis goc* C erliitzt. B L im An- 95 
fahren des Ofens liefert ein HoiGIuftgasbtenner E 
Verbrennungsgasc von 1200 bis 33 CO a C fiir das Hoch- 
heizen des Lufterhitzers. Die HtiGluft wjrd mgelhar 
in die JlufTel, iiber der Drehpiatte und unter dem 
Ascherost zugofiihrt, Anch der HeiGluftgasbro liner 95 
wird vom Lufterhitzer mit Luft von ^na^, boo 3, C be¬ 
lie fert. 

Sobald der Ofen Bchamingszustand erreicht hat. 

W'ird der Gasbrenticr abgesteHt. und die Bthotzung des 
Lufterhitzcrs erfolgt rur dutch die glcichfalLs sthr i«c 
heiOen Abgase instjesondere wdhrend der eigontlichen 
Verbrennungsphase auf der -Orchplattc, bei der die 
EtweiGkdrper lebliaft verbrennen. 

Die gesamte Einasehcrungsdaner wird durch das 
neue Einischerungsverfahren bis 45, oft bis 30 Mi- 105 
nuten reduztert. 

Die Qualitipt dcr Asche kennzeichnet diese als voll- 

von so maGigem 
selten ganz ge fullt 

ilo 

Patejtta s r s prCc Et E: 

I, Vcrfahrcn zur Verbrennung von Leichen, Ka- 
davern und l L eilcn davon durdi rtkuperativ er- 115 
hitzte Verbrennungsluft, dadurch g^unuiidinpE, 
da,G die LGche mit dem barg in ciner Mutfel auf 
einem Balkenrost so langc der Einwirkung cines 
unter Aufwand von Brennstoff rekuperativ be- 
herzten Luftstromes und/oder der Sirahlungs- lao 
einwirkung erhitzter Mufteiwande ausges.vtzt wkdj 
bis der in Brand geratene Sarg und die durch die 
Verdampfung ihres Wasscigehaltes brennfahig ge- 
wordene Leichc zcrfallt, und daD di*.: Teilc anf 
einem darunter befindlichen kleinen Ausbrcnnrost ias 
mit der auf ikx> bis ^oo^C rekuperitiv. haupt- 


dem Sarg in einer Munel auf einem Balkenrost so lange 
der Einwirkung elnes unter Aufwand von Bntnnstoff 
45 rckuperativ beheizten Luftstromes undfoder der Stnah- 
iungseinwirkung erhitzter MufftlwSjide ausgesetzt 


komineti verbrannt, keimfrei und 
Volumen, daG die normals Lime 
wird. 
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sSditieh dureh die Verbrennungswarme der Lct- 
chcntcilc, erhilzten cr forded ichen Verbrcnmings- 
luftmenge exoihcim verbrennen, wobci die sich 
bildenden von oben nach unten 

5 durch den Aiisbrenmost abstrbmcn und sich zweeks 
vollstiindiger Verbrennung der fiuchtigon Iksmnd- 
tcilt mit untcr dem Ausbrennrost zug-ifiihrter 
hciOer Verbrenmmgs-luft mischen. und dafl die 
V-crbronnungsgasc umniticlbar in den Rckuperator 
to geieitel werden, in wclcticm sic ihren WiirmtinhaU 
an die Verbrvnnungslufi abgebcn, so daOdie Ver- 
brennung obnu wdieren Aufwand an Brennstoff 
unterhalten wird. 

2 . Ofen iur Verbrcnnung von Leichen, Kadavcm 
i $ Und Tcilen davon mil rckupemtiv erhitztcr Vcr- 
brennungdufi mit umer dem Balkcnrost einer 
Wnffel bcfindliehcn abklapp- oder einfahrbarem 
Ausbrennrosi aur Durthfiihrung dcs Verfahrens 
naoh Anspruch 1, dadurch gekennieiehnet. dafl 
» der BaJktnrost nur aus iwci Balkcn besttht und 
liber einen Trichterboden angeordnet ist* dessen 


Bdschung£,ftitben zur Befbrderung der Sarg- und 
Ltichcnuile auf den nufklupp- oder einfatirbaren 
Ausbremuost dienen und daD iiber dem Ausbrenn- 
rest Zufuhrungsbftnungen fur die Er?ituft und in 15 
dem Ruom unterhalb des Ausbrtrinrostcs der 
Verbrennungjgasabzug in den Keku[?crttor r ein 
Jit lGluftgasbn. niter 2ur idtwdsen Bduitung dos 
RekupiNrators und Oflnungen zur Zufuhrung von 
ZwAtluft ungeordnet sind und svm Roden emcn 3^ 
ebcnfalls abklappbaren, entsprechcnd der fort- 
gesdirittemn Vcrbrennung klcinorcn Ausgluhrost 
bildet h zu dem ebtllfaUs KeiGlufUufiiEirungsbff- 
nungen fuhren. 

3, Ofen nach Anspmch 2, dadurch gekenn- 35 
zeichnet. daG der Ktuerraum mit tincr vcrhaJtnis- 
miBig diinnen Auskkidung von geringer Wanrte- 
kapazltdE ausgestattet ist und von einer starken 
Isolicrechidn umgeben ist. 


Angesogenc Druck&ehriften: 
Deutsche Patcntschrift Kr, 669 645^ 
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Document 161: Maschinenfabrik J.A. Topf & Sohne, Erfurt, “Topf Waste Incinera- 
tor. ’’Promotional brochure of1940. Source: RGVA, 502-1-327, pp. 161-164a. 
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rll^idff u:ilm Er P-g n Gl *>1* -dflHar bCK-*dei9 *lU 
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■Ho- gor. 4pr A^gnii-^jinl E nngeiydnfll ill. D*< - anflJ- 

u=F lb** f wiiIiaf]I ihn. p dpr &fcfl 

■c-t. K^flrnjSi"" nbv^d reg&idifl lygildrbt 

-i; .A,£;sil- -1 f“ic.“. t* jsc : 3ti ir - J 

ULI 

U*-^ 7 hdirnung 1 , tdiniNk't ■'■iimiidih.in.i dt* bit 

■B*w" □*“ Hrp-.ni,-aRwb-T»rf. rajdv unri gt^diKWndhi-i 
Arbt-!r^, fdr mMllfli* KienUnhAuH- 1 , tOE-H^Kv ynn' 

HtrgSf-H^r gtrig'fli T D-Piy "i :-t btfllfe^ fl-k-J *ir-M 

Zit^-h 5 !"* "jrr:fl.jtp. dfli d--* Ikha-ffioNrmniifriung: -ynd a* 
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I'JL O L J ! 


tLLtS VON TO PF-AN LAGEN ZUR ABFALLVERN ICHTU NG 


1:1/ 


Krorkenhous Fried berg 

He>h und Pflegeanstalt Frcinfcenthal 

Krookenhaus llmencu, ■Th ur. 

Rotes Kreuz Atbcn/Grteehenland 
Universiidt'sklimk Gbttingen 
Haiia ns to 11 das Johan niterarde ns Sorge; 
Harz 

Lungenheilstdtte Rdmhild 
Lungenheilstatie Bad Berko 
Stadtkrankenhaus Eisenach 
EI iso beth-Kra nke nhaus Fran kf urt, r Main 
Stodt. Krankenhaus Erfurt 
Kneiskrankenhaus 
Sonde rshausan 
Landesheilanslall Stadt- 
roda 

Kronkenhqus Lucken- 
w aide 

Stadt. Krankenhaus Erfurt 
<rankenhau5 Fursten- 
walde 

Katholisches Krankenhaus 
Erfurt 

KrankenhqusPelmenhorst 
Evang. K ra n kenti a us 
Oberhausen 
Kreis-Krankenhcms 
Mil bin;Gera 

Stadt. K ran ken hays Ath e a( 

Griechenland 
Mediiinische K.lin i k 
Heidelberg 

Frieda ri aka n sti ft Hon n ove r 
Kronkenhaus Pass a u 
Knap ps ch O FtS kran k a nhaui 
Eisleban 

K reis-Kro n kenhaus A nnaberg,'Dresden 
Kronkenhaus Hof;Bayern 
Sanoforium Sonnenblick Marburg 
Landeskronkenhaui Meiningen 
Kreiskrankanhaus Hameln 
Landeskrankenhaus Rudolstadl 
Landeskrankenhaus Gofho 
iandeskrankenhaus Pofinadc 
K o iser- W i I h el nv I nstitu t Beriin-Do hEem 
Vinzen 2 krankenhaus Berlin 
K nop ps ch a f tskra n k e nhaus LeapoFdsha 11- 
StaGFurt 

Landeiversicherungsonstglt Weimar fur 
Bad Col berg 

HeiE- und Pflegeanstolt Eichsiedt 


Chirurgische Universilrdtsklinik Hei dal berg 

Krankenhaus Neustadt, r Haardt 

Kneiskrankenhaus Schweinfurt 

Krankenhcus Harburg 

Unlversitatsklinik Leipzig 

Karl-Olga-Kranktnhaus Stuttgart 

Staatl. Frauenk I in i k Dresden / 

Stodt. Houtkiinik Bremen 

Landeskrg n kerthaus Coim braf Portug a3 

Ruhrknappschaft Bochum 

St. - Joseph- Hospital Wuppertal -Elbarfeld 


EIN ZEUGNIS 


fEietTcuc^entieHe 

... 

S&urLngijtycii Pantwftmtfllt 
fur ®if|nubg ■■ 


Sirota U.JobaV Ci- C 

■ f " * pi 1 EnWi f-t+ L - ■■ ■ 


ffc 1 1 ri La-lc iriiJ n_ 
Til 

.iff 






J.A .IvyL LUhl S-r' 

. - . ETfurT 


' FaEtfi.cfc] 55?/g 


Jhr Lrfhj-n llj<.n ua {I’barwiSiuig rfnT flit 3cr. ^fer.liiu 

Icii *Ji 41.4 tujljlcrd1g4 Bit 341 litt* tub J+ic-'nl* ii» 

hljriajr h*H.bt£« 7 nban. Jch 1™ b bn-t-lic Jbapn CBrnr, i4sd vlr lit 
d»r A[lEl(Fnl» Ids tgh 'tjwn BiBt*lll4n Xnin.Ycr'v-flrciicJi tunc*- 

lib t IUfVl4ltB C'Ih ItiCWQT V*BbB*ri*rt 3 flblifcli. 

ub! jluu rt*oLinawfrt■ jrjciitiiiid.B. CErucIininUstlipjnffrn Elr.d. 
bJ-3 J*TBE ^liHt nuCf*:-4t4n. 




Kreiskrcnkenhaus Escbwsge 
Chirurgkdie U niversiTdlsklimk Tubingen 
Luitpold Hospital Wurzburg 
Stcdb Betficbswerke Hannover 
Kflappschaft^krankenhous Bochum 
Stadt. Kronkenhaus Erfurt 
An verschiedenen StandortEozaratten 
1 A Stuck 

U n iversi tdlskl i n i k Coi mbna/Portugal 
Badiiche He-iI- und Fflegeanjtalt Emmen- 
dingan 



Sr.-Hedwigs-Knankenbous Borlin 
Chirurgisghe Universitolsktinik Heidelberg 
Mercedes Buromaschinenfobrik Zella- 
Mehlis 

Reichsbahndiraktion Erfurt 
Meierei C. Bolle r A.G., Berlin 
BurghoteE ^Kyffhdyser^ Bad Fronken- 
hausen 

Rolhanburg ^Kyffhduser 1 ', Bad Franken- 
hausyn t 

Rath staid , r K,yffhduserA Bad Frankenhousen 
Fichtet & Sachs, 

Schweinfurt 

Primus A. G., Slatkhpim^ 
Essingen 

M, Schaerer A. G. fur Peru , 
Bern 

■ Oberposldirektion Erfurt 
Oberpojtdirektion 
Pas i ng/Munche n 
Oberpasldirektion Berlinf 
Tajnpelhgf 

N e u mgyerA, G.,Nurnb e rg 
Kobelwerk Rainhagan, 

Wu p partal-Ronsddrf 
Land- und Stekabelwerke 

Kofn-Nippes 

Kupfer- und Drahtwerke 
Osnabruck 

Oberpostdirektion Karls- 
ryhe 

Telegrafenzeugamt Berlin 
Slddt. Bchlachthof ErFurT 
M SloaH. Veterindr Unter- 

■ - Suchungsomt 

LandsbengW. . 

Staati.VeierindrUnier-suchungjamt flreslt^ ■ 
Gaswerk Elbtalj Radebeuiy Dresden 
Staatl, Veterindr Untersuchungsamt 
FrankFurt/Moin 

Georg-Speyar-Houir Fronkfurt.'Main 
Bchlachthof FrouenfeldfSchweiz 
Staatl, Veterindr Untersuchungsamt 
Potsdam 

Staatl. Veterindr Untersuchungsamt 
Kbnigsb^rg/'Pr, 

Staatl. Veterindr Untersudiungsamt 
Schleirjheim 

Staatl. Veterindr Untersuchungsamt Berlin 
Staatl. Veterindr Untenuchungjamt 
Nurnberg 


MASCHINENFABRIK 

J.A.TOPF & SOHNE . ERFURT 

FEUEftUNGSTECHNISCKES BAUGESCHAFT, ABTEILUNG OFENBAU 


Document 161: continued. 
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TOPF 

a BF AL u -V ttR n i C hTu m G 3 O *=" £ 

i+|T ijij E L - on H M ft* CuL * TVPE Jw 


Document 162: Topf gas-, naphtha- or coke-fired waste incinerator, model AV. 

Source: www. t op funds oehne. de. 
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III. Topf, Correspondence with the SS 




j 


1 A Topf iS So tone 
Erfurt 

fm-M . T £ rf .. 

j -E ■» 

j 


r | 3 L * 

£thmufhh£'m 

w 

M 58173 

dsdierungsofen 




m fCr fu r - 




Document 163a: J.A. Topf & Sohne drawing no. D 58173 of 6 January 1941 coke- 
fired single muffle cremation furnace ’’for the SS New Construction Office of the 
Concentration Camp Mauthausen. Longitudinal vertical section; Source: BAK, NS 
4/Ma 54. Numbers added by the author. See text of Part 1 for details. 
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Document 163b & c: as above. Top: transverse vertical section through the smoke 
flue; bottom: horizontal section at the height of the grate. Numbers added by the 

author. See text of Part 1 for details. 
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J. A. TOPF & SOHNE 

MASCHINENFABRJK UND FEUERUNGSTECHNtSCHES BAUGESCHART 


UN'vR AFlBEiTSGE 




h-:-I I jfj.nd i g e r KeiicIh&giAr 

be. S CirLirigtri u, U m bc-UT-Bfl 

b«r ntchl wi rci di oh! idler 

^grr.pfprScujyng 


AbtGllung Dl 


WtjrmcwirlidKj'llidie Unter* 
swfilrrvqen und El 3 •d 1 lIni^l^^t^c^W! , 
Berdurtg. 

WqrmetilgrLfert 


Eig*rrH«itellung und Jjele- 
rgng f^ml!id>cr w^rmclrchii- 

Anlagen. Appelate und Vor- 
ridi'gngert 

Tapf - 5 penial * Feufifungen fur 
all* Brennit-ciEfe; Sleinko&ta 
BfQunkohle, SdiweJfcoVs, Torf, 
Sageijjdnt. HoU usw, 
VdlmtdionEtdit 
Halbm*di, To^-Ftutfgnjcn 
Topj-Wurflb-tsdildfer .Batlfcrt" 
Topf-SpMlol-Roitrtiln 

Feuerungiai’incitu^en 
Olffiusru ngan ftir idmllidw 
induilrieSlc Beiriebt 


VajwBfmer, Lufterh Itj-er, 

Oa mpf tjbcrFi Itjer, Flugnd^- 

AuiblciS'VQfrldi*Lfng#n 

lugvtntSrkungianlagtn 

£inrnflu*ryfig*n von Oompf- 
keiieln-vMi Induilriellen Feuc 
rgnjjen bia zu den gr-flfken 
Aiimenungen tnw. 
Industiie-SdicrmstainboLi bn iu 
efrn cji’fiEtcn Abmeuyngen 
Sdimiedeelserne SdwruJeine 
J nd uitrit-0/«nba u zurAbFafber- 

fiid-itundji, MuHverbrenngng, 

Kotwb'erwertgng.Vwciad.wig 
Ftut'bttsllg ngi-Ehrldi- 
tongen mi! moderns deb- 
l^-udKo-r- -oder ■Ga»-&BJ , .™K»g 


Abieiiu^g D !1 

S::r :''d i ”' 2 r !■ 



Abtfeilung Dill 

^u^■ , t"'. :.- | .;r,'rL r oode- 
- " l". :c" CjIZ.i Z 7 . 6 - di-*, 

1 71 ”v7* : v - r*: 

: C - ' -t u : 

x -r ■!-■ ■_■ — r - 



60JAHRE 



ERFURT 

FO ST EACH M 3 ' a 

FABRIC UND YEKWALTC/MG 

DREY£E SIRA-j^E 7.', 

pCAHTyJORT 
TOffWtRCE LRFURT 
FERnRuF 

?il25 2Jl2a 2Sl2? iy. 


Kosten-Anschlag 


UNSERE ACTEJLy'WG: 

D/Prf. 

AWCE 1 PI Nr. 

4o/1159. 

KAUSAPFA RA T tit. 

123. 

DATUM; 

6*1*41. 


iTitl. 

Eeichsfilhrer SS, 

Kauptamt Eausbalt u.Eauten, 
SS-Ifeubauleitung EL 

Mauthausen, 


i 



feusi-.l JcoEsbeheizten !F o p f - E inasebe rungs- 
ofen. rait einer Einascherungskamflter 

wahlwe ise ; 

1 koksbeheizten Topf- Einascherungs- 
ofen mit ^oppelter Einascherungskaoin:er 

1 T o p f - Saugzug-Ajalsge 

AuiynJtJk: 

Cmxpu h: 


Prf/He s. 

Jl' 


Abieilyr.g 


I 



AbieiGng C 


Die SpatiaPcs.;!*: m '-r e Anlcoon ?OPF 

hot Zehnlousende von TOPF-FeutnjT>g“n getafert 
Hervofrooende iediiigjdhrige Spsziolftjfohruogen. 
Ver'iuchiitotion und feueixingstednnisdnes Laboratorium. 
U nlersudru ng Yon BrerTnjtci^fiiT, A;.die, Speiierosier. 
Eigene Lthrbei;er, 


Document 164: “Cost estimate, ” by J.A. Topf & Sohne of 6 January 1941 for the 
SS New Construction Office of Mauthausen Concentration Camp regarding a sin¬ 
gle- or double-muffle coke-fired cremation furnace. Source: Bundesarchiv Ko¬ 
blenz, NS 4/Ma 54. 
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i. A TOPF & SOHNE 
ERFURT 

IF 


2 m BloSt des JCcKrienarudilogei vcm 


6 * 1 * 41 - 


mauthausen* 


Lfcf. 

Nr. 


Aniohl 


Gegenitond de r Veranschlogung 



Lieferung eines koksbebeizten 
T o p f - Sinascber ungs-Ofens mit 
einer duffel und Druckluft-Anlage, 


wosu folgende Axbeiten und Lieferun- 
gen gehoren: 


Fond ament zum Of en and i^auchkanal 
miissen bauseitig nach unseren Anga- 
ben ohne Ensten fur una durchge- 
fiihxt werden. 

Zum Jiuauerwerksnantel Ziegelsteine, 
Sand, Ealk and Zement* Die beaten 
Steine warden zur Verblendung her- 
ausgesucht* 

Das erforderliche Schamottematerial, 
bestehend aus Normal-, Form- und 
Keflsteinen und Ltonolitstampfmasae, 
sowie dem dazu gehorigen jubrtel. 

Zur Isolierung des Ofena die erfor- 
derlichen Kieselgursteine, Schlacken- 
wolle und Kieaelgarmortal. 

Die schmiedeeisernen Yerankerungs-Ei— 
sen, bestehend aus U- and ffinkel- 
Fisen, Ankern, Schrauben und Mat- 
tern* 

Die guG- und schmiedeeisernen Arma- 
turen, wie: 


1 


6 

1 

1 

2 

1 

1 


schmied e e i serne Muff®lab spe rrsch ie - 
ber-E inbind nag, die mit kionolit aus- 
gestampft wixd, einschlie&llcb den 
erfordexl Ichen guSeisernen Rollen, 
Drabtseil und einer Handwinde, 

guBeieerne Luftkasialverschliisse, 

gufteiserne Ascheentnabmetiir* 

gufteiserner Generatorfullachaclit- 
versehluB, 

achmiedeeiserne Asehebeh£lter t 

guGeiserne Feuertiir, 

schmiedeeiserner Planrost aus Yier- 
kantetaben mit Host-Auflager, 


i 

i 

i 


Document 164: continued. 
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J. A, TOPF & SOHNE 
ERFURT 

[ft 


3 * Biott dei Korteron&chJogei vom 6 * 1 * 4-1 * 


T 3 F 


(iir 15a nt hausen* 


Lid, 

Nr. 


"ahlweise: 


a). . 


Arualil 


die 

1 


G^gtnjtond d ^ f VtraftschEcgung 


erforderlichen Schurgerate, 

Drue hi uft-Anlage, beatehend fitis 
dem Druckluft-Geblage mit 1,5 F3- 
Drehstrom-kotor, direkt gekuppelt, 
and der erforderlichen Kohrleitung, 

schmiedeeiserne leicheneinfiihriaiiga- 
Vorrichtung, bestehend aus dem Sarg- 
einfuhrungswagen and den erforder- 
lichen Laufsebienen, 

iaonta^e des Qfens, 

JGonteurgestellung zam Bau des Ofens, 
einschlieGlich Reisekoaten, Tage- 
gelder, einschlieBlioh der sozialen 
Abgaben* 

Preia Pos* 1), 

Kennziffergewicht; 1 750 kg* 


koksbeheizter T o p f - Binasche- 
rungs-Qfen mit Doppelmaffel and 
Druckluft-Anlage, 

wozu folgende Lieferungen und Arbel- 
ten gehoren; 

fundament zam Ofen and Rauchkanal 
milssen bauseitig nach unseren Anga- 
ben ohne kosten fiir one ausge- 
fUbrfc werden. 

2am iiaaerwerksmantel Ziegelsteine, 
Sand, kalk and Zement, Die beaten 
Steine we r den zur Verb lend ortg ber- 
ausgesucht, 

Daa erforderLiche Scbamottematerial, 
bestehend aus normal- ? Form- und 
Keilsteinen und i^onol it stampf masse, 
soiled em dasu gehorigen. laortel* 

Ear Izolierung des Ofens die erfor— 
derlichen kieselgarsteine, Schlacken- 
wolle and kieselgarmortel. 


m 


5 996 


Document 164: continued. 
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J. A- TOPF & SOHNE 
ERFURT 

lot 


4* Bkrtt d« iCoderaiuchlogea vcm 6 * 1* 4 


w 


fcf Iffaut hausen* 


Lfct. 

Nr. 


Ansohl 


Gegtnjtond d t r Veran&chlagijng 


6 

4 

2 

2 

2 


die 

2 

2 

1 


Die schmiedeeisernen Ye rankerungs-Ei- 
sen, bestehend aus T- t U- und Winkei- 
Eisen, Ankern, Schrauben and Pat¬ 
tern. 

Die guG- und scbmiedeeisernen Arma- 
turen, wie; 

guBeiseme Einfiibrungs~!Turen mit guB- 
eisernen Rahmen, Die Innenaeiten 
der H’iiren werden mit Monelitstampf- 
masse ausgeatampft, 

gnEeiserne Luftkanalverschliisse, 

guGeiserne AscbeentnahmetLiren, 

guGeiserne Gene rat orf ulltiiren, 

schmiedeeiserne A so be be halt e r , 

achmiedeeiserne Rauchkanalschieber- 
rahmen mit Mono lit ausgestampft, 
einschlieGlich der erforderlichen 
Roller, Erahtseile und Gegengewichte, 

erf order lichen Scii urge rate, 

gu&eiserne Peuerttiren, 

Planxoste, 

Eruckluft-Anlage, bestehend aus dem 
Eruckluft-Geblase mit 1,5 PS-Ereh- 
strom-Motor, direkt gekuppelt , und 
der erforderlichen Rohrleitung* 

Montage deg Qfens. 

MonteurgegteHung sum Bau deg Gfens, 
einschlieGlich der Reisekosten, Tage— 
gelder, einschlieGlich der soslalen 
Lasten* 

achmiedeeiserne Leichenelnfiihrunga- 
Yorrichtung, bestehend aus dem Sarg- 
einfiihrungswagen und dem schmiede¬ 
eisernen Verschiebewagen mit den er- 
forderlichen Laufschienen. 

Preis Poe* 2), 

Kennalffergewichl: 2 6oo kg* 


m 


7 o53.—j 


Document 164: continued. 
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J, A. TOPF & SOHNE 
ERFURT 


5* Bkrtt dei Kosterarwdilogei wm ea*4i 


w 


fur Mauthausen 




3)* 1 T o p f - Saagzug-Aniage 


fur ca, 4 ooo cbm Abgase, beste- 
hend aus: 

1 Saugzug-Geblase mit 3 PS-Lrehatromr- 
Motor und Anlassex, mit dem exfor- 
dexlichen 5aug- und Lruck-Stutsen und 
einer Lrehklappe, die den saug- yom 
Dr u ck ra um t re mt, 


Preis Fos, 3) 


1 25o, 


Unserem Monteur miisgen w&hxend der 
Pause it swei Hilfakxafte, ohne Ko- 
sten ftir uno, zux VerfLigung ge ate lit 
warden. 


Lief,Bed,A, 6o,6*4o, 1 ooo, L o2o4. 


Document 164: continued. 
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r. 


Fahrbarer Verbrennungsofen 

System „Topf“ ^ 


J. A.TOPF &SOHNE-ERFURT 

u. rtu^U^&STIC^irfltCHH flrtUCCfiCHm-T 


■ f ■ | ill e hnli« hit la fc-*++ I □ r ■ h nJ IP-pT** Vi H a M h + i I M l-PV* 

I d !■ |-a id +■ liiiM i 1 n faaa id * ri hi ■- h > iii>. i ItI, >ha4 ir PilH 


>I^N FJ't llr'f ►! 

<K-« -a i ! ■ Sifcwr. 

u^Jwdh i *j -ism Vnij^ Rl^„ 
■Sal- ■ r ubi'Ai 4w « 4ji 
Irl l^| | j U Vl.n^l'-Jlidn 

Dn (yn lu h#- 
V a ^ lf iw A i ■ Br >" 
4-MI V^L-^+Jd- -h -irig# £.*-y 
4 #* -^iiP-luLdL. .I± a .l,a 
I I h ^u-Lbr in ■ i^UlrEVi ir>- 
Wfc I t H trfrfuM'l 

hFi'eJr* Lu'rf" i-'.lr iL iU^V ml 

iri JB t ACM p-M I I^T’I n 

IV fer*n*i OlrtW +>M 
k»M# H»dl 

MJ* 

HiWrl*h u+aJ hli,W 
faJ^FfnlilJ I Vi K tw l ■niil 

4-^p Ml V Silmajiildfc-I.- 

hi rl, JhJh'P |V 

tup Aui -IraShnf IVmrOiin 

j*Jn pm ON w 4 fiiy- 

twPiM -I ■ 


Document 165: Mobile cremation furnace system Topf ” Source: 

www. topfundsoehne. de. 
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Document 166: Topf naphtha-fired mobile cremation furnace. 

Source: www. topfundsoehne. de. 



Document 167: TOPF naphtha-fired mobile double-muffle cremation furnace. 

Source: www. top funds oehne. de. 
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Document 168: Bill of lading of 12 December 1940 to the SS New Construction Of¬ 
fice of Concentration Camp Mauthausen about the parts for a Topf naphtha-fired 
mobile double-muffle cremation furnace. Source: Bundesarchiv Koblenz, NS 4/Ma 

54. 
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Eii-?e!]tsie Nr. 


Signum 


! J.A.LAS, 




r 


Fabrik- 

Nr. 


An der 

Ueipidtudg 

KclU- 

?Ahl 


9764': 1 lost L 


..JL 


21341? 4 
4. 




A 

2oj. 

4.! .w 

I 

I 


4 


9?2££ 1 :. 

I I. 


2256- r 1 Hera* hi* 


31267 6-1 lose 

I 

8 ? " 


2187 ^ 2 ! Kisto 
4 - Sa£kc 


97 o 56 

9678 


Sludc^ 

iiti 

i 


Auflnip Nr.. 


Gegensta n d 


4 

.4. 

So 

4- 

4- 

1- 

1 


1 -Ksrtirn 1 


i> 


-6 

--B 

25 


a 


..iftertrsg. 

Ratten Etlt_iiall£n qur Einf.Uhni .vies 
vorrichtung. 

1 in f ilhr ungar e nne.. 


Ge * Heunr tUr£n.._..25D/28.0. 

Ge. Laftksnalvorsohltfsss loB/128 

Tic rkfmteiseiL_.. _.So/3o, 6oa lg.. 

d esgl,.-64o»-lg.»....-.... 

Forasteine —. 


GewMile in kg 


£ie-Ohs tu ts£ JU 


kon* Bl«chE©hr- 


6 Qnu . Ashestpladtisn. 


nol 1 Ro^tsioine—75a -lg . 
■Ko no lit-rie ttea—5oo/6 00 --/I 0 o 


%k 


Kg, ScblacfcenKolle. 


-Ola tf 06 '.—... 

div, Sehreubea- 
d i v« Di ob tumrea - -. 


j Netto 

| Brulto 


3573 

k ; 

47,5 47 

, 1 

41 

...4.1 

1 

IBS 

188 

3o 

: 3o 

.. 84.... 

.34 

IB ... 

' 18 

-36 

■ -36 

-52 

.62 

.28,5 

.28 

23. 

..26, 



176. 

176 

4o8 

4gS 

25o 

-286 


o ,6 5 

. % .£ 

a t l . 


5olo 


Document 168: continued. 
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J. A. TOPF & SOHNE 

MASCHlNENFABftlK 


CElpVEtEEHl 

RElCHiHANt. 
GltOtOHTO Bt 

DEUTSCHE BANC. Etfljt 




^•Neobauleitung 

19 FEB. 1941 


DtEiDHEt PANE, 

WA*. T *Li~ HP f~ ta rtHlrt 

K, L hiuut hasten 

ERFURT 17P2 

8. tit. 

$ / a 0 

i 'r Cf\ 

8*vrii, 

Erl. 

; $2tl 


W 

1&7Q 


2 

"V I* b 


• • V ■ ' •; : F it 

.. - „ K ^ v | V-\-r W 

Rechnung Sr . / 41/107 


An den 

Harm Heictsfilhrer £*S* Hauptanrte 
Kausimlt and E^uten 

Berlin - Lichterfelde - Viest / 


OtANTWQtr 
rOPFwEECE tfrfUET 
FERmRijF 

2ll2i 334U 3ii37 2y2fli 231 £9 
COOES 

tuo. mo^se code 
CODF 

1TAMDT A HUNOlUS 

ERFURT , 5,2,1941 

rOSTFACK 5W^ 

FABRIC UHD YERWAtTUh-0 
DREY3ESTBASSE 

Fd. 79/66 

Jujsitfdmff 

sehr* 


Nr. 


AuJuog 

4o D 
264 


HiwvCrffc ^nrioSlE'ri Jtnf 


-i 

betr*: iConz ent rat ions lag^ Kjauidiaus* 


SHi 


Lief^rung eines fahrbatfen sioaseh«v 
ungsofens mit 2 Mu Steiic, bostehend 


sus; 


duf vnd V+rskht^ung»n 5 6, Abi. 

4 d« U. St G. 


dem schmiedeeis, OfennLajitel mit 

l>nter stab-uru^sg^rv st und Rollaa- 

gestell, sch^i^deeis-omlegbarea 

Schorastein von 4 m Kobe, Saug- 

zucanlage* ^chnmotrteau&fflauerung 

and Inolieraag, den guss- and 

schTJ-edeeis, Ofenarraaturen and 

der Oelbrenneranlage, ini iibrigea 

It* Beschrelbung in ulus, Kosten— 

afischlag vom 29*2*1940 

Anbau von zviei Kbksgeneratoren 

an den fahrbsren r-oppelmaffel- 

iiirlscheraagEofea and zwar: 

Liefenmg vom 

l*ooo Schanotto TToraal- und Sell- 
steiaea 3,K* 54 

5oo kg Schaaotte-^brtel 

iJbertragi 

- 2 - 


S.95o*— 


3So*— 


9*33oi— 


Document 169: Invoice by J.A. Topf & Sohne of 5 February 1941 for the delivery 
of one Topf naphtha-fired mobile double-muffle cremation furnace to the SS New 
Construction Office of Concentration Camp Mauthausen. (Rechnung Nr. D 
41/107). Source: Bundesarchiv Koblenz, NS 4/Ma 54. 
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1 A. Topf & Sdhne 
Erfurt 


2* Bldtt d&r Eechnung vom 5*2*1941 t*—* lO? 


fcirden Harm Aeicnsfii br er 3*3*, Berlin — Lichterf eld^/West? 
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Document 169: continued. 
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FIk. * -i ■ - Cy min.Di (Inj?. Pel I S pijco rl ? n 11 nan* In- nLi?irrin4co 

tv ill Vt UUiat re crnCrliupu. 

(In SureiHi I hr* a 


Document 170: Forced-draft chimney with centrifugal fan. Source: A. 
Cantagalli, Nozioni teorico-pratiche per i conduttori di caldaie e genera- 
tori di vapore. G. Lavagnolo Editore, Turin 1940, p. 90. 
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Document 171: “Cost estimate ” by J.A. Topf & Sohne of 21 December 1939for 
the SS New Construction Office of the Buchenwald Concentration Camp regarding 
a coke- or naphtha-fired double-muffle cremation furnace. Document NO-4448. 
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s 

i 

a 

i 


Hi dl- od«r kokstataslatar Untaoha- 
nu|»oftn «U Druaklaftanlasa ?ad 
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Dir Kia«fW 9 rknKatil( taatahsad ana 
nftnilM tligilattloini wim Alt 
ititii Sttina sur V«r»i&dufi| dti 
Ofaaa karmusgaauoht wardan, aln- 
sohllallioh 4 ## arfardarliohaa laasmt- 
kslku oM SudiBi das 8 obiMtt«a- 
tarlal bsstahaod «us Itoraal-* for*- 
und Kallatalnan, dar Ms no lit-St npf- 
■asss and dan SQfcsnottsnSrtal, 

UM«Mat oit 10 aoo k| fUr Itthnottr 
MiUrlil* 

Ola sohnladdalsarnan Yarankaraas** 
al«an» fesatahand *us f* t 0 - usd 11 a- 
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Mutism* 

insfaant as* §00 kg* 

Dla guf- uM asbniidaslsaraan Am*- 
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Ola arfardarliakan SahOrgarlta, 
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alnaa 1,5 PS Drakatr on-Mo tar and die 
arfardwrllsba notarial tangi 


Document 171: continued. 
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Document 171: continued. 
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Document 171: continued. 
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Document 172: Drawing by J.A. Topf & Sohne D 56570 of 21 December 1939 
“Naphtha-fired double-muffle cremation furnace” for the Buchenwald Concentra- 

tion Camp. Document NO-4444. 
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Document 172a: as above, detail; numbers added; see text of Part 1. 
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Document 172-b & c: as above, redrawn details with numbers added; longitudinal 
(top) and traverse vertical section (bottom). See text of Part 1. 
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Document 173: Crematorium of the Buchenwald Concentration Camp (December 

1939). Document NO-4444. 
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Document 174: Drawing of the crematorium at Buchenwald (January 1940). Doc¬ 
ument NO-4445. 
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Document 175: Crematorium at the Plaszow camp. Number and date illegible. 

Source: www. topfundsoehne. de. 
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jj-'C^cha* D o 1 1 o k in der Eigensckaft air? 

S ac hb e cr b e i t e r fur baup ol i z e i 1 i c}:.e An £ e 1 e g e n£ e i i on 


4 


/- 



4 




r Am Scheme tein des Krematoriujrss im K*L, Auschwitz 
hat sich der famine inband geldst, Dieses 1st auf eine 
■unsachgem&sse Ausflihruiig^ sowie teilwsise tTherhitsiing des 
Schorneteines suruckzufuhren, Die Eiribande sind nicht dem 
Zweek entsprechend als Rahmen ausgebil&et and eind des- 
haXb imwirksam.Da der Schornstein bereits starke Risse 
aufweist, die zwar 3.usserlich wieder verfugt, im Ivlauer- 
werk meines Erachtens nach noch vorhanden sind, hesteht 
die Gefalir, class der Schornstein bei sbarkerem tfind ein~ 
sturzen kann, Um unatsehbare Folgen su vameiderijbitte 
icfr den Leiter der Zeutralbauleitung veranlassen su wollen, 
dass sofort nassrtahmen getroffen v/erden, am die "angel 
su beeeitigen. Dabei ware su beuchten, dass alle Eiribande 
entfernt und durch Rahmeneinhande each- xmd handwerksge- 
xe&ss ei'eetzt werden* 


Auschwitz, den 30-Mai* 1942 


Kenntnis genommen; 
Auschwitz, den 30. 5.42 

LM 


JMTetuf.(S) 



Document 176: Report by SS-Oberscharfuhrer Pollok of 30 May 1942 on the dam¬ 
age to the chimney of Crematorium I at Auschwitz Main Camp. Source: RGVA, 

502-1-312, p. 64. 
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ii 

OE 

LejI 
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11 

°s 

* a 
e = 
E? 

5* 

* t 

J3a 


Standfestigkeitsberechnung , 

eines gemauerten Schornsteins [V 

von h = ^ m Hohe gber Gelande jrtd 2 r n =^-i m oberer Fj'chler Welte. 


^ h Sontralbaiileitung der Waffen S3 und Polls*i In Ausehwits 0/3 < 

L 

Sjuun t e mehmef 

B 3 M« rt; *»ger Auochwlta 


Dampfkessetnummer; 


Der Schomstein dient nim Belriebe einer 


Anfage. 


Berochnungsgtuitdlttgen: 

Grundlugen fur die Aus.fuhotng freistehendcr Schorruleme DllSE 1054, Blatt 1*2 u. DIM 1057 (Ausg, 1940). Erlauterung 
des Vcrdrucks in: H. Jahr, Die Fabrikschnmsteine, fl. Aullagt, Verlag Otto Hammerschnnidl, Hagen i. W. 1940. 


Abmessungon und Bau$toff«; (vgl. anliegende Zeichnung Nr. 

Schafk 

| inrutri r s =■- ®4^0n 
8 iuljei R, 


VOm 


19 ) 


Schafthalbmesser 
an der Mundung 


Die Sehaflhbh* h g . . 
MaueniVftrk: h‘ g ^ 3 .. ® 
Mauerwerk: h'" n 


12 


l Ufllerar jnnerer Schaflhalbm«u«r t . = 0,85 
Unler^r airljerof SchafthaCbmeiser R . , =1|Q9 
Die Halbmesserjunshm* fur 1 m Hghe belragt 9* 
-Ziegel; Zieget'Drjcklestigk.: okg/cm*; MauerwaHss-DTuekfestigk,: o & 7 kg/cm : 
-ZiegeL; Ziegel-Druckf«iigk.: ^ kg/cm*; Mauertverks-DruckfesEigkr o a kg/cm* 


m 

m 


m 


m 


laul beil. Prufunoszeugnis. Mdrte Imi schu ng jverha Itnis: 
Mauerwerki-Raijrtigfiwichir t. 


RaumEeile Zement iu " ftti. Kalk vj ^-**Srh. Sand. 
kg/m s j gro^Ee zulassige Drvckipsnnung: a i} - ^ 


.ml 


Mauenft^rk^RaLjrrtgewieht; t s = 

3 


kg/m*; gro^te zulassiga Druckspannung: a 


d ml 


kg/cm-. 

kg/cm s . 


Hohe: h, =; 
Mauerwerk: 


Sockal 


| aufjen; .... 


CiUsdrat 


innen: 


Guer Jchftittsform: . 

-Ziegel 1 f. 

Ziegeldoickfeskgkeilr fi : = kg/cm ! ; Mauewerki-IWkfastigkeit: o fi = ^ kg/cm*; Modermisehimgs- 

verfialtnis: Rtl. Zement iu RH. Kalk eli *" RU. Sand; Mauerwerks-Raumgewicht: T kg/m*; 

gnfiF^e zufiisige Diuckspennung: a j tgi = ^ kg/em ; . 


Qfpndliau 

Form der Sohlenftache: ; Tiefe: b t BauitoH: -&elon, Mischung^veriiallrii = ^ ^ f 

Mauerwork: OorWa _Ziegel f MorfelmcKhung = .. Raurnga^icht: y 1800 z- 

e-'Ofjle zulfissige Drucbpannung liir Mauerwerk; & diul = ^ kg/cm^j desgL fur BoiOn: 

liQliaimanttl 

Hohen: ^ *^0 . m , .j ^ 

Wandstarken: cm. ■ 

Schambit ^ 


-4-1- 35 


kg/Cm*. 


m. 


Cm. 


cm, 

19oo 


m. 


.Cm. 


m, 

Cm, 


fl. 

cm, 


BauitofF U^ al 2 £ ft ^ 5 egel; Raumgewichl: T = Ag/cm' 

Erldutoruns lur Berechtiung dos S<hottisteins: 

1. Gewichtsberechnung. Das Oewicht ainsr Trommel [Sduft- odor liockelteil von glaicher Wanddickc) ist 

O = x ■ d r (R a t r) v kg, 

wobei d die Wanddicke, z die Trommolhoha und R.i und r den auFjeren oberen biw. inner*n unieren Trvjm* 
melhalbmesser bedeulan. Aut^erdem isl bei Krei^querschnitt * — n — 3 r 14l^ bei Aebtecken x 3.3l4 r boi 
Guadraten x = 4 r 00. 

2 Windlastbenchnuag, Fst h (in m} die Schomjteinhdhe Ciber Gelande, dann id die Windiest, hezogen duf 
1 Achsschnirtflaobe w = i» -£- o r 6 h (in kg/m z )- 

Ist ferner bei njndtn ScSornslernen n »= o f & 7 , hei achteckigen n -= a r 7l, bei vieieck'gen n = l r 0. dann id 
der gesamle Winddruck auf die Saule W = n ■ * f und das Winddruckmoment M = W s, wenn F die 
senkrechie GuenchnErttlache und i den Absland de: Schwerpimkles derselben uber der befcachEetcn Lagcr^ 
luge bezeichnen- 


N-iKfiirucK. *ucn iuMLrjtwsiie, v#rtol fl n. E^uleruriBon datu li^d anthaUnn in Jahr: Pi 4 Faitjr.kithomne.n e ft. Aulla^e 
V|rl*g Ofitt Hornmflndifliidt. Hag«n i W^rtf 

_ -- -1'JLII.K? _ 


E9*) 


Document 177: Static calculations for the new chimney for Crematorium I at 
Auschwitz performed by R. Koehler on 20 June 1942. Source: RGVA, 502-1-316, 

pp. 44-46a. 
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Document 177: continued. 
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Berechnung der Fugenspannungen ^ 

Fur jeden Schormteinquerschnitt nt h die Hotie des darubcrlie-genden Sebormleinteilei in m. 

Fijr die Mundung das Schornsleines ist R a — O , 84 m r r v = 0 , 60 m. * 




fur n*bi-frbi±iidlfl. SdArmlainhilf it! 


Saule uber Fuge I r h -- l£ 


ITT 


Saute uber Fuge 


.h = 


U nlerer augers r Halbmesser R in m 
Unterer innerer Hfl I b rnesser r in m 
1- Gewicbt G uber der Fuge in kg 

2. Windlesl W in kg 


WindfisImaTnent M in kgm 


3 . Austchl, des DruckmHlelpunktes: 

M . 

a = in m 

G 

4. Der betracht, Querschn. F in m r 

5. Kbirute Kemweite k in m 

6. ZulaSSiCje Grille dt L i..AuiSchljgti 
= zwede Kemweite e 


to,o4xl2+l;?oJi2 = l,o9 
l,o9—0,25 - o,84 

4xl2xo ,251 o t 84+o,85 ixlSoO 

125io f 84+X,o9)xI2=2 4 895 

42(l,o9+l,68)*l2 a -16,753 
16753 


36,5o4 


365o4 


o,45 

a i.es 


4U,o9 2 -o.05 a ) 

o,236*l,o9[l4i||^)- 0 ,42 
0,55x1 , o9+o , 34xo,65»o,S9 


Da a kleinar j^i a I s e, so ill die Bedingung erfullt, dafj sieh die Fuqen niq^il weiler ell bis iur Schwerpwkfgdise offnen- 

369o4 


7. Pressing durch Eig^ngewicM 
a a ^ G : IF . 10 000J in kg/cm* 


fi. Hilfs- 

ipannu^gen 
in kg/cm 3 


■" - «, (i +j) 
- :■) 


9. Graijfe Kantenpress, in kg/cm* 
ra — kG 


■c-3' 


10. Zulassige Ramenpress. in kg/crrn 
»d= 0.™ “a.oi + °' 15 k’ 


Fir n*btnbiLti4iiiL i<harntltlnliiU hr 


tjmerer aufjersr HflibmeSsar R in m 
Unterer innerer Halbrnesser r in m 

1. Gewitht G uber der Fuge in kg 

2. Windlflit W in kg 


Windlaslmement M in kgm 

Auischk des Druckmitfetpunktes: 

M 

a ■= 7xr in m 

Qj 


4. Der belracht. Querschn. F in m 1 

5- Kleinsle Kemweite k in m 

6. Zulassige Grbfje des AusscbJages 
™ zweile Kemweite e 


188oo 


1.04 «t.0.45 

'* ( 1+ o?rc) 

, OJ °. 45 

l.MU-otOTJ 


■ 1,94 
=« 4,q1 


- 0,14 

0 , 45 - 0,42 £ 

4,ol+o,14( 0(89 ^ >4 g) =4,o:. 

o,4x7+o , 15x12 4,So 


Saute uber Fuge 11, h = 3 r "1 


to,e4x3+£,l8+£6) - 1,28 

1,23-0,98 = o p 9o 

4x5x0,36 (1,22+0,9 Jxl8©0= 

95x2,44x3 - 693 

16753+3X( £895+;d593 J=2C479 
26479 

53910 = 0*^9 

4*(l,2e 4 -0,9o 8 J a =. 3,33 

0,236*1,28(1+^4,2= o.« 

|o, 55x1,28+0,34xo, 9c= l,0l 




Saule uber Fuge 


.h = 


17406 


Da a kleiner ist als 6j so i&t d>e Bedingung edullt. dalj sich die Fugen nicht weiter jfs bis zur Schwerpunktacbse effnen- 

53910 


7. Pressung durch Eigengewicht 
o„ = G ; (F . 10000} in kg/orn 


8 Hitls- 

ipannunqen 
in kg/Cm* 


“ = »» (-+a 

9. Gr&ljift Kantenpress, in )<g. ; fm ! 

°.-°" + AUiY 

10- Zulassige Kanlanprsw. fit kg/cm' 


332oo 

" 0.49 

1,62( 1+3,45 * 

o 


=. 1.62 

J z-n* 

o,15 


3 - 38 ^ is 'i:^S ) 2 = s - ii3 

>.4o*1o»q. 15.3 _ J 4 1j5 


Document 177: continued. 
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Beonspruchung der Grundbousohle 

Tide dei Grundbau as S-* --- 

Dgrchrrtesser der rund&n oder Abstand rwaier g 

' i 

liegender 5eiten der etkigen GrundplaEta D = 

l. L F13che der Grandbausohk F ? = 

Inhall d*t Grundbiues V« = 


D 


G r Scliaflgewichf — 


G ? — Inbe-Bebelter 


Leergowicht = 


gefullt J = m J = . 

_ G a = Sockelgbwicht 

G t -*■ Isofrermentet = t . . 

* Gj = Grundfasugewidit ^ . 

■ = . . . . . ,, 

a 

2. G«utnf^Schem»iei ngemcht £ G = . 

3. WlndmomeiH, beiogan auf die Grundbausehfe 

= £6.479+2,6{2,895+695) ' 


A. Der AiruchUg dei Drockinfttetpunklu von der Mitte fst: 

M? 35,313 
1U.647 

5 t Pie kleintfe Karnwetle der Grundplatte ist: 

k _ 0,118x3,6 


2 t 6o 

m 

■ 3,6o 

m 

12,96 

m 

So ,16 

obm 

' ■ ' ' i ■ ■ ’ i 

m 1 

36.5o4,~ 

kg 

■ 

.. kg 

■ • ’ 

kg 

17*4o6,* 

kg 

16,865 >. 

t T ’ ••• 

□P 

kg 

41,472^00 

:kg 


Imi4un}ln: 


I 


Ul»647,m 


kg 

kg 


35,313 

o,32 

o,42 


kgm 


f>cr Qrandh&y bestaht au* dam In- 
haSl# Bodonplatta und d^m |n- 
rJ hfllffl (J#r Pifiimid# oder Slufen ab- 
iDffkh dar Au&jparurtgari. Der In- 
hall der PyrarnkTe lit - y h" {E : > 
■r n f| + ri 1 ), wtnn dha HoTie 

der Pyramid,, Ri und rfi, Halt' 
™j«r der einbflichrlebenen Kr*i» 
d« uniflrm und ebflnn Gvar- 
uchntKu der Pyramids aJnd. 


fit 


m 


Da a f <Z k, r hebt sich die Grundplatte nichl vom Boden ab! 


6 deampmchung durch Eigcnfisl? 

_ _ G { >n kg) = 111.647 

F<inm=) 10000 129,600 

7. Randspannung an d«r Wlrtd$tlutt«n^ifej£> 


) = 0 . 86 ( 1 + 5 ^ 52 ) 


* - =9 (1 + = 

Art des Baugrunde&: 


Zulasstge Bodanbaanspruchung: d iJ| 


0*36 r, , * 

. .kg/cm 3 


l t 5o 


1 st W - Wind la it und M - Wind- 
i I« 1 itk»ihhI atri dan jAulemchsft, 
W, - Wind last Lind H : -Wlndlad- 
auf dla Sacka Isohl*, to 1*1 
das sul dla Onjudbautahla blr- 
kanda Windlntnuntsmt 

Mj = M, -1- hi tW + W,> 

Hal der kFwniltlfi keinan Sukil. 
so 1st 

= M + h t W 

Dla kleimlt Kam*aita dtr Grund- 
plaita balrlgl bfii 
quadr. Fpim fc, 0,118 . D 
achteck. JF l t - 0 F m . D 
"jndei- „ ki - 0 F 12J . 0 


2 


kg/an^ i 


Erklorung 

Bauhcrr und Beuausfuhrender ubemelunon dio Gawahr dafur, dafj die in der $tandfestigketfcber«chnung einge- 
setjlen Gewichte mil derWirkliehkeit ubereinstimmen und die zu vetwendendan liaustoffe hinsichtlich ihrer Gute 
und Fohigkeit unseren Angaben entsprechen und technisch rfchtig angewendt warden. 


, den 


19 


llyfllOTritz 2o,JunI 42* 

..den 19 


Der Antragsleiler: 


Der BeuunterrehmEr: 


5ng, Robert fioelri?i > 

3auuntmiffirmifK’ J 'Jj)^4(Ays 

Ulysloioi^ ^ 




Document 177: continued. 
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Document 178 (top and bottom): Document 178: Drawing by R. Koehler of the 
new chimney for Crematorium I at Auschwitz for the Central Constrcution Office. 

20 June 1942. Source: RGVA, 502-2-23, p. 17. 
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Document 179: Drawing by R. Koehler of the flue ducts to the new chimney for 
Crematorium I at Auschwitz for the Central Construction Office. 11 August 1942. 

Source: RGVA, 502-2-23, p. 18. 
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Document 180: Summary of labor performed during the construction of the new 
chimney for Crematorium I at Auschwitz Main Camp (Schornstein-Krematorium 
BW 11). 7December 1942. Source: RGVA, 502-1-318, p. 5. 
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Bft gb * Hr* $£&/ 42/Po/Ha 


Berioht 


dss H-Obersoharfiihrar Poliak in dor Eigenschaft 

IHs Saohbesrbeiter JTUr banpoliseiliche Angelegeaheiten# 


Bel der baupoliae111 ohen Dberwaehung dor Bauarbeitea.aa Krematorl 
m wizrde featgestsllt, daE der alts Sohornstein In .der Horizontal* 
eowie Yertikalrlohtung nans Bless erhaltem liat # die sum Mnsturs 
dee Schema twines flihren Miseen* Si 9 sea 1st darauf mrtictealtlhreii 
dai3 der Gcharnytein weiterhln tlbersiMssig beanspruciit wnrde, trots* 
dem die Zentralba^iloituiig der \Taflen—}J und Pollsoi mit Schrelben 
vom 4*Junl 1942 Bftgb.Hr. 0195/42/Po/Qu* an die Eonmandantur das 
E*L# die Bentttsmng deeselben verboten hat# 

Ich bitte den Biehotstellenleiter dor Zentralbauleitung die wei« 
tere Bentttsitng dee Schomsteines ernexrt su verbieten mid varan— 
las sen finx wo 11 on g daS der Sehomsteln sofort abgetragen wlrd t 
da sonat unabsehbare Polgen entetehen kBnnen* 


AuBOhwitH f den 1942 



Ker 


ft~IInuptsturmfUhrer (C>) 

Document 181: Report by SS-Oberscharfiihrer Pollok to the head of the Central 
Construction Office of 6 July 1942 on the danger of collapse of the old chimney of 
Crematorium I at Auschwitz. Source: RGVA, 502-1-312, p. 31. 
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13- August 1342 


Bftgb, - Nr. A 4 ] ] £ /42/Ki /Wi F l / / Y'f 


Betr*t Auschwitz, neue Sohornateinanlage Kreraatorium 

Besugt Telefongespr&ch Bwiechen ff-Hstuf. (S) Bischoff und 
{Mistuf, Mulka am 12*8*1942 p 12 oo 0hr 

Anlg.i ^ - 


die 

Kommandantur dee £.L V 
Auschwitz Q/S. 


Auf Grund o,a* Telefcngeaprachea wurde der Xommandantur mit- 
getellt, dasa durch das zu raache Aueheizen der neuea Schorn— 
stelnanlage dea Crematoriums { esasind alle 3 (Jfen in Betrieb) 
bereits Sohiden am Hauerwerk aufgetreten aind* 

Da die labetriebsetzung der 3 Verbrennungsdfen noch vor Er^ 
hartung dea Eaminmauervrerkembrtele in vollem UmFange erfolgte, 
musa 3 e( ^ a welters Verantwortung ftir das Bauwerk abgelehnt war¬ 
den* 


Ber Letter der I alb aulei lung 

der Waffen-fJ mai Tolipiei Auschwitz 



}}—Hauptsturmrahrer ( 


o) {/ 




Document 182: Letter from the head of the Central Construction Office to the 
camp commander of 13 August 1942 about the damaging of the new chimney of 
Crematorium I at Auschwitz. Source: RGVA, 502-1-312, p. 27. 
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1 [■. ^ ifi / 

• l-' A -- I ^ 

/ 43 /ka/so 


Jjotr-i Sarafcken fUr file politlsche Atotwilune - 3 tf- 92 - 
Bc.sg/vt perBOullche IJUckopro-clio u^riGChea Uatnf ^Crabnm * 1 und 

t r 3tuf*(F) EireeJmeck 


An don bolter dor 
nS-Stnndortvoyi^Itunjy 
G3-0otUbtif^ tick! 

^<1# Auecba&its 


■ ic I IcgLim LieiiCts.tc.Ue tcilt : it, daso tin' Stnttf 
3jlr*t£ ti 'V fce.v:?en -^v^Ve*; TC:c politi^K' . ii-otc r,on 

dove cor ychr/eiseT 2cTc.cZe f vna de/-Torauscet^j^; tu&GcLent; feet 
cecotst' viirde, rtaaa.dus XrcAatorium X neiiien iietriob voilnt: inru^ 

■_rf 

o^notcjjcn *jlrd r gIg (liee aiicii boi ilojc o#;.v* Lt ! ckO£i*ssflhc von 
^^Uotuf .firatecr wrsicnc^ * 

;:aclnl©r^die -rocilen en eon HcmOren fast teendnt 
■ urdc fcct^e^telit, dayn elmo Krei^vtoriitr, trotsdc-G nouer- 
din^G in retried {.ci^o^on 

Tie loichte rntzinclbpi^Git dicoer Eauworke vorlan- 
^ca dio Ansoorbetrioboet zung dee XreciatoriucD lr wltfrt^nfalls 
sicK dar^uiP cr^oboj^lG ;■ c-uoj*riCh^sderj Vc^tyvfc - ^yj* & ab^G— 

lehnt vjftrdon rraoa* 


...v.- 



1 f|-i - 1 “ * ui 

W . W L r- 1 ■*■ ■ j. + 

,, . . . 1 T 

i“S ^ :■ . -.-n ■ l 

1 ^ j'*- ■ • J -'■ 

»- ..., _l_L.' -i K ' ■ — _. d -J f 

“■ r. ■ ; ■ i -. . J - ■■ '. - 5i ' 

...■*. L <- t . J. LI 


Document 183: Letter from the head of the Central Construction Office to the head 
of the garrison administration of 16 July 1943 regarding the suspension of activi- 
ties at Crematorium I at Auschwitz. Source: RGVA, 502-1-324, p. 1. 
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1 tv—' -*»y t~-~-■ .- J J - ■■ i _ -»* 

'■ /A W V -V ■■: ■■ * ■■■ ’V-i Tf j 

fm ms$ > r u w. > A 


L/Xt-v V^jft 1-1 ;' ■■.t-.'-.x. -r ■*..«. 

fjt* A&'ik-U" f ft — 

V-'OV.-^V L- - ' k- ^T?t + r --h_-V 

■■---■ ' X ^ T~“e= 

XT *-. 




fft&Tstab ITggocU l 

_ ^Mrhaben:_ Uti.egsgefangenenlager der ttJaffen-A in-Qus'chmF 
A—-, ;,r'pWwg r ' ' -•„ '■'■ v- ■■■■'■"■' ■ .■ 






ki=fir 


— ■-■ n-> 



= *ta 

iq-'q 

a _a 


.-■ ' ■■ * vV-« Tl 

IT ■ ■ 1 - ■" . «■•— . r%h-L'-W 1 

a 'S 

A ■ ra 

d " l \=nl 

O-V 

“;r 

.v y y - 

/S-i 

r . —■ 




r r 






(§) T " ( 5 ) ^ £j *- T |- M -,- T' S ~ L "■---■.■r j i L 

■ r ^ - L _ h 7.- - _-■■ w : ® -v* ^tL 

■ ■* + ' - 4 . ^ ■ T i ■ "tjrfiJiV. r^JrflMfcr^j-'>- 4 , "J i -f- f ■ 

^.=-=-5= r ;=j£ mgfflj a: 




f-*Ir ■I'MVa®? 


A 


H D-C S -V^ • ■■■ -■-■A r rAan -:■: V* 

■>/ ■'- 7 ^ J V ; ’. ■ 


Document 184: Drawing of the Birkenau camp. October 1941. (Location sketch of 
construction objects BW21 e 22 “Einfriedigung , \ fences). Source: RGVA, 502-1- 

235, p. 13. 
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Document 185: Section enlargement of the “Lay-out plan of the PoW camp at 
Auschwitz, Upper Silesia, plan no. 885, ” drafted by SS-WVHA on 5 January 1942. 

Source: RGVA, 502-2-95, p. 7. 
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if 

l. A/TOPF & SOHNE 





L« 1 

■ r«i 

hIL DH 

• I 


Aji d !■ 

j*ni ft Ltuhe j AT , Mf 
■JIsS PalLldt. 

AU atalU A ■ ” - - 


t H I N INF 



run-33 



h*Hr 


iUr So”aLU*n v, 2to, (I„ 'ry,-.. .■ / 

iT*l.lurt£ *1 riff, 

n-jfffl l-dfin. Cpn^BLii 1 - Ml 1-iRf-P 
Mnd tflpT-V L Iv^rT-T^TiCitniTi- 
Otmom 


J IV/iff,. 


lirtrm*, U/2EU/1 


i|r sbir.inc: Ch.niir. tnilmr,* f'Jr dm Qin-1 4Tt#ll l£E. Mftmf 
□ Uf X_L* Fartll-r Vph 



USr ui 


aa 


El^lbiagh€-nknfci-Pf^n> »n 

fl£l 



tJ^ f^= LL'^ytLlLz-i L . 

n -telaKe ■ . r j -J ft»a 


1 TaafrMni:»Msif»to3n« 
]^!Lr.-,.dJl3j£l£!SLV^ muiu;^«£SB 

AMin&kajiiN*gilgL/:4 ■ 


tKrs "J- t rfif i l r a n >u rj-r-jn-l :mo#r4i 

Kb^lFr-nr alfcii Ip ■ Di p fcri 1 Etr-j^rpQ x^=i 


vaa 




1+ LL ■«. 

CiTiiifnlRi 


Ur-fHTt laufcrutijj 

i) Mir Cta " ropf-^ri:.aijTrHEiL”i-tin!s:i-tijiiiiiruroc Jl r g4-feuL4U 

isnl l ift I lira-it-rr M L L in-., 41 i r-iJ- urvl nbp i *■!>: - 
p|.iBTr.i p ATM-Vnr#D| dla 1 Pi^jp kl^?t-A®] h^fo mi\ L-fltor-tr 

UErl 'j Lhl- b.y S fc rci -Svada F kOE.ll □■jjc't TILF ii|y bvjiu h L 1 jr 

d ar BAUMfbtita-Ji. 


Document 186: Order confirmation by J.A. Topf & Sohne to the SS Construction 
Office at Auschwitz of 4 November 1941 regarding 5 coke-fired triple-muffle cre¬ 
mation furnaces for Crematorium II at Birkenau with auxiliary equipment and a 
waste incinerator. Source: RGVA, 502-1-313, pp. 81-83. 
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IF J.AJOPF&SOhlNE ERFUttT 


rUP-'X'l-Hg + *fl4 L Rfl i| 

: l /^r-rr ___ 

^ " 


l*a Ej-J^n 
Mt.il. ^ 

p 


lj-3 pb* £ l^irF-liiiinjbp-iiJifi ■‘Vg-rracb-igc^ap *31: Vsr t:h 

id^fr*, nJtlhihlic"] Leh dtf EznlrUuz:* JLcl itfa fib- I tv 5 

GtUot EMnbJ-z-Jn ruzifn--L-r*D. 

B-ip > ra-pr-SJu^iii^-AEai^*^ me und, Jl-f fantaux- 

mj ■ - : J u :iL- 1.11 Klnbiu 4-9®“ AM n- 

■O FJt dEv T^pf-HUll-VtrbTtnzRJEifP-ADLHE* >Jzp fiiutfc 

u.T,d TP mIiIUM j*rl*11*ii _ *Lnic -1 aiD-iiDii d.ir 
jfttfl- and Mfea LvdA^li-crELa^ AjzJ^-jrn, liUAtlivOUfe 
Sti-llaaf flLrrt Igsr.nari iur ii-ataiLjfUAt :ir Edu»fb-Pi-> 

1Li*. 

#) a^f tlAu :±.kUL*l-.<h '-Mti* dl i *3 1 -n 

"-T .1 Stt-llUDjr alsdi Uraiz'irla. 

aPBflllK Lliiri^t 

d*u 0f#n >vnd dar i^sq^kaju--A_nL ±f s * 3Lt />aioten 3i&uar-> 

c_ii* r] ■ S i-«Q F wlp S-Pi-4 ,i JCnIL uiifl Z#u-nE.* ddi-tn 

111 * d-c ■ £j^linknichL. V: III * T ppt..TL flM, H *»1 * *nsh- 

did f;daut-dD ri aa3mbdd*6:LK'drana V{>ijj]kaniru;:-|Li^ KcaL Mnlon 

fUr ■•bap* 

Pi-rfc rr d.ta -1 lili Sin juadj'rr: Uu:: ilimp K^otHr. fjr iuin 

ffitnflfifmd; tf*lf*f cur V*rft£ffDi^. 


PL a w^p bp" -fpsrffPBitia^p *■»*»*» fqq- 4 Lp Aniiflf-n d*rf i lb— 
Ttlche Ul-p**£ i iyp:H*|i l dp mt 44* iipUiMj *n-wr*r 

(uif TJr dL«a* fait barpdhtiM 1V--PP-. 5it3t+ 4)i Tarsd- 

HbITil I.r ? b'Lt- L 1 LTbdr&nbrlK.ltia anYdriii aicJ. dip ■ la In tnr- 

J';,nJrii la ?o£d]Qha ait vmtmIjm □. 


Eki dip *±rlr>bfthj>LtL4iM Jpn^d*fc<it 4*A Ipu fli*- ttf-irt In 
lie jdh.«iiTafl pAuspb me: r = t nlint, n * 411 an 55 d fU t baldly# 

Lt’ alclllLli/ £«i GfHrJ-Biir n LUt, fiLr HrJ ( u=./r l! uaa-a Ell nr. 5 arjn 
lT*E«D. 



Document 186: continued. 
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W o A.TOPT a SOHNE ERFUFfT 

iwawm Ifmu - P Tmilr iir Tvffvo—S& r -vA iG-LLsrpi ( 

Jt'jm’hi'3 ti /q ■ ^-5 ■ _ 


TAQ 

4rS)r*l p 


E1LM1 

_ w 

& 


U$£$n*X%l 

Eld van llin-pn Et^fltpohlp t-l nfl-J i van J WorilHn SUr flE-t 
Efan veri ■:»□ ■ 5 r var-puahdD n L □tu-M-i.I'( □. iDdbcl In" Vor-nja- 
ptl ?.ir-E, 3i? Ln flnj VB,C*rPit'b4-Hhifnfr£ I-pEtts SfcOTtupic 

■ lr.Erl' 1 , ii'iJ Jh.l > *lH Mlt*r«n JItS-P ! E 14 rS fid 


^ l;i huBdLl^mn £ Truth Stri-df* Alt da b ■ rJordwilicbnJj Vir> 
Avflcli ILdaTdn-lt s. h >11 0 * 14 - 0 . D» 3 dLga ZillTvJ #lr Sid 

tLtM. 



iSr HltHt 4*fUt fii iflfpfupfc* *lH4l 

tglijSup WW 17 6flU 


j *1 u v i ^il 11 y < y j I 

Plr 41* ^rriluLEuivi dor £ f^n findor* p E *i id*!* aur Arili-rtE- 
r-vi. dvr Voropkorimio-dla^n- pj-iinlfpn r-,1 +■ th nn* Li ttirM 

01 V PrfEiriprl fcsphvn Eo-Ktiilp^u' < 


G#t S«>AEt^]B± n .3 t -pLciyr^ L jJjE.rl.-rh OfcJ] E Hwniihtan^ln ur 4 
Ini« jft jlfij-Aii] 0vH^-oLch#n vl^i CG' rr* vlo hr jr.w 4 p* 

PratHii-E'f'-l-yfvnp LlogE fct-U 



:-:rT.v!ir.nn «i^-hl- ji *-|r p !■£ i±]d 1. L IIP sek-pTitf^ftje .bUiil Trt lB flC. r , 
EfdPi J-at it r jgal vi E -* rJ uT a 11 f*L d#n 'biiJiAHfHi 

Of* □. LT9 aTtiuroh m?3tpa. vlr lira era Jar* IoLdIube *rrrl- 
obeo. Aua 4*3 £l#9JbP'i Grunflo h-ilpn nlr mwh vL-felit ? 

S mjf■ ur-A oJ ci Ft a florae 1 tqte* -hAdt-., dfitrL ofctr n^nh t^rLtek- 1 
vlohtl^t 4 £n9 fvfrflr"n" t*94bpa xv-r = (itfsad-^riuiip rf rl inCdij . 
dLf Lphr S| p | tin B _nr3 n !i iiu tnr.il brlL^cB, m3-liir:ii dli k'l-fi d“- 
■*bp« feLfth ■rho'it.-' Tip j-lantra IhiitT. did- l-.ro r 11J utv 


d- L Dd r lP-2h£4afGfrB J<"d f-- 

l*l| UJUi All 


■H-p rq -jpd Mj-Cpb- 


L RaitVMioj^hS 


Document 186: continued. 
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^ _M « fl? IMKt 


m*i| tm as*if An*, FrflTif Gar Tm h *>pf u. E3!m* 

Irfuri. t- 4 J_l£llcl. 4 ir BLc<i«hHfrnmjPifil 4 fvii |n E.D.L. 


It£. hrOfir ipnah. mm, -us H P 4v Ghr 'Nl till--* 

uga? Ziir lj ii ii 5 li nr, us 'j’z«a r 4ia Eic.ti.-a tub S EtltaCL 

7 fc4jf*l-XlnEvtb*r^*i&f*rt m I?*i±AT4UM=. Hi 1.0*1+ us3 

v:n 2 Si4?k > lf-«Lf£# lfl ?iri in vlnficbvr lvu.*pi-i» 

It. FliJi lr» V Sf - 5TC un>3 If. £ J& Jl* frtWlHllCtoB 

ElD-i+liii (■■ ; a tiipr-C+AH. 


RltrlMi vui'ia foljt*n !-i» r-pit£*l*ftp 



t^fiUni J(. - 77. Auctiat trim It? kamK+nr l%Lli ml 
Jur£*n^i4 kUr tlbj >±4# leeb 1 b «l. 14 Ti^iCi, 

Mil 4*m <L=ifb«i= J#s 1 SiUcS: 3 bffil^ffu 1# vlri 

■ofnrt ti^O^nTn. feU ?fc. EUhltr Watim&t* KW 41* 

.j.m r--.\ ,4 r.-_rj. dvr itf-l 41# lrrH:htiuu* 0## 

9r^?uttiiiii Ui UlM-n yn4 Jln<pt*u -dvr ?i. tvpf 'a, 
K>i» itirah. 


F+J ^ ^,11^5 AiLTitvllvij tdti J-i J 3r* Ic^ffp 1Sifvri bvl 4vn 

B 3N44d^MiU3i#t fiLr fenlfcfldi lira**" riri# run 3n^* Frtfvr 
^r^vThJvjvv* 41 i tiffs *u* tUttr *4141 4 t flnifttMUII- 
tvn M*n run* wb IfEfilv* «fcmr»*li.*n wu*i+ * 4 - 
gHUb i*r MvitittmiliitiT rnabu b*m 
‘■'♦ml t>wif rhsus-lifll- Lr> hrtln w.-w-Mnd *v. h-irr^n 
Hi. in Eimtiif iPlftiT wl «HHri *vr*d- 

IHwb n mlln. 

%} Irrtibtm; *!»■ ife iJtirlariufLi alt > I'r#l- 

HffilDf-iB. #4rlv lit- r iir 1 g*n ml #nt 

4*a IXUr UF«lta lauf imlirt V#s*li*si Ht 

d*= iui$b#ti«feBrb*i^Bb#LQUAv fc443*l+ intiiluzif 
U|m Mil ■pr-itih 

* I * 


Document 187: “File memo ” by SS-Untersturmfuhrer Ertl of 21 August 1942. 

Source: RGVA, 502-1-313, pp. 159f 
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Xa-fih nm dar fu. u. flofcria 

IrTtllcJ. ie^i da* fPil«i dimi ZjtuJ 1 'fcl-’SliiAii!b*ni=.i;n- 

•j'f ar:u B*q«n 4 t p H-lcln ^r-jOCb fllT V- li, J , :' lU C --5 n >■$:* f 1 — * 



Je-gi FTdf^r n-irviajft tuTj, dir d#f"i hlf-r nr. AiifrtBiLLfmc 
1M- 'll-,! TJC-Ti l n t fHhl4C£B5 2 11 Ilf JhS t Jjpr 1 1-_ L_J"-i ? 4 □£>■$- 
■iB tntf ffa lvtaLu kdnnvTi IjiiwI ncEon der Li-prsmud dar 
5 E-J-a L-=af*E i,P'1 h^TVn^P&f-i-n IJltncaOrtB «««d.iB + 


Sil E--n 9-rh--q#r- Id d*~ nwu..giuiufTtin GcTianuitela fUr ilad 

t> difil-.n ni; n lirrsn-i Prim iur 9 m finvloiu e_it Stm 

dr meJ +M?d.t*?\itha_tfLlxj-it- Itricfrnt^ b**Ic nnd 

J i a t-j pr-cnif nr.ian natives WppiC’QbiD+ — Dil Jjd 

£cka?riBti j Efutt*r Hifc-ia* d*r ffaflao Bit it gfWLt*i h 
z'iD o b sttfc frit dct-thiiN^ urJ 4nrf niphl nit fl-ri 
ULt tl fa-at T+'luiu3*n. ±b1b. b 


(L) Ap Eqzuvr TVXme -das lU . A'i^iCil I'll? -Migr^c3nP4.=I Bit 
tt- 3 r «.^=i. vnEdrahi a. Harm EQhJir iia Hu-id t*]. 1 ■ ^ku 
5 CraliffafffflafdLB is T d G B t B 1 *bbI tEti.pt x iis*d dlv #rJtr- 
dprl-E^ian C-ir-Eclnt Lttz. dU-BCiifc:E-aprnrJiHO, 




7 -.) I^g., Prt„tdr Nit "-in- ii'^rif ■li-rtuB JLu.fi:-ag £JNr dla 
LlafanLhd dir :': 3V-irfc 5 KjxrBl- uiid dan 
-ElbApd^iioiikGnoffDi bshtIb m= balij gm ft£i tLillimg i 
c-t it# OJbii -dpr -oglLm n&Ea-EPalftt wrda^ 

kHruiin. 




17, f. It r A*) -— Ajn krona p^r t dan faJilfnd*i± B^-Jua^fta-- --ir-if rar.i tlgui 

A 1 **, ■ ^«rj 4 *v fr i A ^iutirialap alHfl dir Jd. + Tsff u^^Ufcgi 10 F^urb 1 :- 


i yw. 




tU£- 

£ B ’ 
■ni 




A Jicfiaitg | .'i-r. 31....; "ib t 1 >>|J r 


Document 187: continued. 







304 


C. Mattogno, The Crematory Furnaces of Auschwitz: Part 2 



» t. ^ 
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£auptam( 


©ettifft; ^^eubmiltitung 
ftaueMt £.£. i^i Y fiat)f. 

* 2 .: . 50 . ^y.-.. Ip*! 

3tx..-..- .-.. 


K.G/L 


Sd)lufeabrcd)nuii(i 


& 


fiber 


'" L '~ J-nnV, ^-. 

. 4 _r ^_L V -Lj 1 —t — " 


vcn 5 


U Uv ■.Ik. 


r- e e 1 -rii s c lie i- vu: t r: cf * r. 


/T//y 


ber $trma 


■• . a. p. f ^ 5 o h ja e 

Erf u r .tj^eysestr .7/9 


5 




Document 188: Final account to J.A. Topf & Sohne of November 1943 regarding 
the construction of 5 triple-muffle cremation furnaces for Crematorium II at Birke- 

nau. Source: RGVA, 502-2-26, pp. 226-228. 
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Document 189: Final account to J.A. Topf & Sohne of November 1943 regarding 
the construction of 5 triple-muffle cremation furnaces for Crematorium 111 at 

Birkenau. Source: RGVA, 502-2-26, pp. 211-213. 
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Document 189: continued. 
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Document 189: continued. 
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c h r i 1 t 


Krakau,den 16•Aug*IS 43. 
Aussenringllk 
S e1- Nr - 15 o8t 


// 

1/ A b i 

t tiohfl re - 

^ n d Folizeifuhrer. 
^GeneralgouT ernenent 
$$ '.UrtschafUr 

* 6/C 2/2ft tin•/Ls 


3etr- Sin asche rungs of e n fur Kr^atoriu^ 

CUu^ **$' fjj- $lUt> ■ f- y*3 
QuS^l : -—■ 

fpthAOtU u * * 




&Us 


tf *t ti /f 


U £ < 

U if 


U 


If 


if 


if 


it 


if 


n /f 


v it 


t£ 



it fr ft 


'ZTrj^/rA/iy-iJ 

/%naAJAu^_dihj /T/ftfodftto 




4Clo ttujtZ) ^ “P Hi 

Aiu, fyuS / $V^IjLfiLuu >. 

AloJ CkhAjdi 2iiMdfyA£S> Muh& iuco 
du %%ZoAa dfiAu/. -ptM/ ttuM sW&ZitA> t&ty 

Fiat /uvtfps tatty /Vif bx/uAuZ ■ ~ ~ " " 






Zbiory AP w Lublinit 


Document 190: Copy of a letter from the SS business manager at the Higher SS- 
and Police Leader’s office of the Government General of 16 August 1943 regard¬ 
ing Topf cremation furnaces ordered for Mogilev (one and a half 8-muffle furnac- 
es). Source: WAPL, Central Construction Office, 268, p. 132. 
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Trwiiki, den 1, Sept* 1£43* 



Einilsche rudgaofea lu> Crematorium 
Bee* Verteilar da* SS Cirteohaftars la Erakeu t.16*8*4S* 
la* 6/HI / 2* / M*/ L** 
inlager 1 


An die £oiitralbauieitmig 
der Haffen SS U* Poliael 

Lublin 


Anliagend wii*d der V*FteiI*> dea S3 flrtsohaftere .■Atiffick*- 
gesandt* Kin \reaaionium iai. i* hiesigeil Lager ntcbt rifrhanden. 

it - * 

" / ' ' 

Mae* f gust and aurde bareits of tars *be&nst*ndet* MeErrichtung 
elaee Era^atopiums ware jedocli drijdgaiid ei*f ordeYlictu Ob aller* 

In *■'".! 

dings die de-i A*it 0: 3 *ur Vsrfifgu/ag etd^fcnd,eD' 4 ^J®l^inaflcher7. 
ungs Ofen fur Travftlfki in £rage ko^e n'kHmiten 
.dart •ntsohieden warden* 


/ 



^iery AP w .luMnfc 


Document 191: Letter from the Head of Constructions of the Trawniki Camp to the 
Central Construction Office of the Lublin Concentration Camp of 2 September 
1943 regarding the Topf furnaces of the Mogilev contract. Source: WAPL, Central 

Construction Office, 268, p. 147. 
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Afl- uftd Abfuhr 


Document 192: First list of day wages of the Huta company for initial work per¬ 
formed at the construction site of Crematorium IV from 23 September to 3 October 

1942. Source: RGVA, 502-2-54, p. 45. 
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J.A.TOPF & SOHNE 

MASCHtNENFABRIK UND FEU ERG N GS7ECH NISCHES BAUGESCHAFT 



i" i. , ■■■ 

^'■nu j Huiyoi rs.« mwti i I lJ^j 

'■ r H*' j. 

-ji»l aril itn*r 

□a maforzaugu nq 

AbtsJlung Dl 

Wd?"jri<c*irfeid>;?5tIkNs kJn(w- 
luiJiungen tmd 
Beratung 
Wj I q ni c n 

EigtivHeisltUgiig u^d b*;*- 
njng samdidief wQrmet*ArL 
Anlonj^n. Appartf* ur*d ^or- 
nAtting**! 

Topf-$p«lol-FtUIRin^14l fgr 

oJ|* Gfflfinitoffo: Stemk-ohJe. 
Eta un kohl*,. Sdvtvflllolti. ToH r 
Sjq-*4-pJ»9, Holi uiw. 
Vollrt , i«chonitdv«i Topf-^ort* 
Hothm*ch, Tgpf^auiningw 
Topf^Wurfb«chld»f ^Balllit" 
Topf-Spdia 1-RoEtxtdb* 

F a uery n^Ki po tu r 
ClltirtnirtgM 1& wipdkta 
ir^ujIricJl* Brrfrifb* 
Vor*^fmV, bj#t#|rhi|ffcV 
O^mpfkibtihi^tf, Rugcxin- 
Auiblw -Varrichtungt n 
ZugvantdHiungianlagtn 
Elnmautnj rtgen wn Damp;- 
keistln von indaMJwll«n f(ut- 
rpngen bif ID don gri5iJl*n 
Abrrwuijngan unv. 
induttrit^drmnjnbau bli iu 
dflfi djfljiitera AbmCJiung#^ 
^hiTitedHiieirie Sehomitafit 
I rtdutfrlt-Ofipbau lufAtFaUvcr- 
flwditurg. MgJIverbrtnrtLrnq, 

K a b e [vs rv« rt ung, V tncr qo: uflq 
FtuwbiitcittungtEiiidch' 
tvngm mil mode^risr "lek- 
LrivdiUr- fld^r G»-&tb<t£ung 

Ableiiung D II 

: rar jcar:-rtr c7^rn 

ICIc rvg ui"C 

IVSiTi ;nj 

Abteilung D HI 

■j (u-n^ ?zr r. idvt 1 “ -i:<' 
j; ■■■ !* Bttnese. £■:;■■ 

:.":sr^ '■fri. jv* it;; “*■' 

: u t 3 

\ rn^Qn:Q£tn 
.'■]'■■ \.i\q~-* crocs.* 

Abteilung E III 

7 '-“uii'-s: ICTi* r 3 rc: *■:£:■ ■ias' 1 
■/■ Cjril^. > : .. T '.< .e ■io 

.3-r'e.ds 't ’3 a :£ .(!:■.;■*■ 
■■■■■ S“ "- : “r 

Abteilung C 

■.ic"*•»scrts■■■I uncti .f 2 ~*- 
■ L-VrtiOj 


60JAHRE 



ERFURT 

rOSTFACH SSfg 

FA (ft tC UHO VERWALTUHQ 

0 RtViEST RAltE 7) 9 

QRAHTWQtl 
TOPFWfftE ERFURT 
FEEHJHfF 

iya ass* «■» 


Kosten-Anschlag 


U HSEtE MIEJIUMO. 

D/Prf. 

AM GfQ OT !*. 

4o/999. 

HMI1MWM N». 

125. 

l&ATUM; 

13*ll*4o * 


2itl. 

freichsfLihxer SS, 

Chef der deutschen Eolizei, 
Hauptamt Kaushalt and Bauten, 
SS-Neubauleitung Kl Auschwitz, 

Auschwitz /OS. 


1 koksbeheizten T o p f - Loppelmoffel- 


Eleaseherungs-Ofen rait Iiruckluft-Anlage, 
Porch Hgrrn Oberinggnigur Priifgr 1 

..w: IM/Hea. 

r i 

(jwv!l . ^ 


.j rf ; L:r ■^Hjerur'gii.ecnm r M tt Ar.:aCen TORF 

bot Z^hr.tuuj^nde von TOPF-Feuerung^n geliefert- 
HishTj-ornogeride secbztgjdhrige Speztalerlahmngen. 

Eig ene Veriuchsstobof; und fetjeruiTgstechfiiiidies Laboratoriurrir 

Unferiijchung van Brenn^toffer. AidT-e. Speiiewcissef. 
Eigene LeKcbeizer. 


Document 193: “Cost estimate” by J.A. Topf & Sohne of 13 November 1940 re¬ 
garding the second Topf coke-fired double-muffle cremation furnace for Cremato- 
rium I at Auschwitz. Source: RGVA, 502-1-327, pp. 168-172. 
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J. A. TOPF & SOHNE . Blott Koitenansdiloges vom 

ERFURT 

• ■ _ 



for £1, Auschwitz /OS- 








Lief. 

Nr. 

Anzohl 

Gegenstctnd d e r VefanschJcgung 




1 

koksbeheizter T o p f - Binascherungs 
Gfen mit Doppelmuffel und Druckluft- 
Anlage, 


* 



wozu folgende lleferungen und Arbeltei 
gehbren; 


i 

i 

i 


' 

Fundament zum Ofen und Rauchkanal 
miissen bauseitig, naoh unseren Anga- 
ben, ohne Kosten fur uns ausgefuhrt 
warden* 

■ 

i 



Zum MauerwerkamanteL Siegelsteine, 
Sand, Ealk und Sement, Bie begten 
Steine werden zur Verblendung her- 
ausgeaucht. 





Das erforderliche Schamottematerial, 
begtehend aus formal-*. Form- und 
Keilsteinen und ^onolitatampfmasse, 
sowie dem dazu gehbrigen Voxtel* ' 

Zur Isolierung des Ofens die erfor- 
derlichen Kieselgurste itie, Schlackeit- 
wolie und Kieselgurmortel* 

Die schmiedeeigernen Verankerungs-Ei- 
sen, beatehend aua l- r U- und ^inkel- 
Eisen, Arucem, Schrauben und ftiut- 
texn* 





Die gufi— und sebmiedeeisernen Arma— 
t ure n f wie: 




2 

guGeiserne Einfiihrungs-Tiixen mit guG 
eisernen Rahman* Die Innenseiten der 
Toren werden enit Monolitstampf masse 
ausgestampft, 




6 

guGeiserne LuftkanalTergohlUsse, 




4 

guBeiserne Ascheentnahme—3?u.ren f 




2 

gu Seise me Generatorfiill-Tuxen, 




2 ! 

schmiedeeiserne AschebebSlter, 


! 


Document 193: continued. 
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J. A. TOPF & SOHNE 
ERFURT 


3 . B!att des ^oitenansd^lages vom i j; . 11.40. 

fur KL f Auschwitz /03< 


Lfd. 

Nr. 


AnnoH 


Gfiig^fistond d £ r Vercnschlqgijrg 


die 

2 

2 

1 


gchmiedeeigerne Rsuchkanalschieber- 
raErnen, mit Monolit ausgeatampft, 
eingchlieGlich der erforderlichen 
Rollen, Drahtaeile and Gegengewich- 
te, 

erforderlichen Sohilrger^te, 
guQeiaerne Feuer-Fuiren, 

Flanroate, 

Dxuckluf t—Anlage, bestehend aug dem 
Druckluft-Geblase mit 1,5 BS-Dreh- 
gtrom-Motor, direkt gekuppelt und 
der erforderlichen Rohrleitung. 

Montage des Ofeng. 

Monteurgestellang zum Eau des Ofens, 
elnschlieSlicb der Reiaekosten, Tage- 
gelder, sowie eingchlieGlich der go- 
zialen La 3 ten, 

schmiede e i seine Leichen—EinfUhrunga-- 
Yorrichtang, bestehend aug dem Saxg- 
elnftihrungg-TTagen and dem scbmiede- 
else men yerschiebe—Wagen mit den er- 
f order lichen Lauf schienen. 

Frachten frei Auschwitz /OS, 

F r e i s far den Ofen: 


Eennzifferge wic ht; 2 6oo kg Eigen. 


Reichsmark 


7 753.—. 


j! I l"" 1 1? * 

Unserem Montear muasela wahrend der 
Baazeit mebrere HilfskraXte, ohne 
Kosten far ans, zur Yerfugung gestellt 
werden. 


■ 


’ i" ’ ■ ■ i 


i 

E 


lief.Bed .A, 6 o. 6 * 4 o* l ooo. L o 2 o 4 . 


Document 193: continued. 
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J. A. TOPF & SOHNE 

M ASCH1NENFABRIK UND FEUERUNGSTECHNISCHES BAUGESCHSFT 


UNSER AR3=ITSGEa*ET: 

J" ri * , !■'i,r.r 

rtlla tin di Jtr Ktiiehduier 
u. Umhout*n 
nlait ivi m di sfilLdur 
Do m u ? jng 


Abteilung D I 

Wirmenirtsdiclllidt* Urvler- 
ludlkHV^e-r-i and -lodi mQnnaidM 
BerobanJ 
WCirmebilonion 
Eig-e-o-H e^st*H u ng vtmJ LM*- 

rung aflmlt«J i w wnJmMfadyx, 

Anlo^f*n, Appgrote ipd Vor- 

^Mditynpen 

TopfAp*zh]l - F«u*nj ng*n far 
fJki Bren m to He: SfeetatsW® J 

BfauiiltoJiU, Sd~>w«1Lipi3, T«t r 

S^j«p4ne. Kolz vit 
VailmecKonl$^i« Topf-Rost* 
Halbnrudv Tapf^tU*Wi!g4W! 
lipf-Wurfbeithlder .BoBfat* 
Topf-Speiksl s a b. 

Ffltrfmffgjiarmolgren 
Olfoovrangen Fur 
InduttrtelEti Bctr^bc 
VcrwSrmtf, Lufterhl^er, 
DainpfflbeihlUflr, Fl li-goidmi. 
Auiblai* -Vorrkhtungan 
Zugw*t0Tiu n^wnlovfn 
Elrtowiu*™ nfleo von Dampf- 
teudn vpri indurineftai feue- 
■vngnn bn iu' den g*$fifcp*i 
Abmeuungen mjw. 
litdttttfl^S^nrndilnbau be zu 
-den groBten Abmewrn^iwi 
Shmiedeea+jnc Sd"i»iu9eine 
IndutiiifrOftnbau lurAbbUrtF 
nidnung r MufK-erbrerm^p, 
ICa beJvefftTtrl rj^g V e rprodt ung 
Fwtfbettoiiungii Bnrfch- 
tungtn mil madtrnw fllgt - 

tiiAw- cder Ga-s-Beheiiung 

Abteilurg D II 

Sbrr-1 :f-e "3---. r : 32=r 
Med;?": r J r -o urd 

AbteiSung D I]J 

'.S', jr-l: “? " . ? ■■ “ - 

u" -j »■ .*■■■<'■_-■* ■iiidf- 

J i. nr. 

^ ?" ; «»■ ■ _■ Vo'-S 

!??■ <1 ■: ■•■ 

K ----- 

■ e L . 

Abteilung till 

-r.-. v 7 1 ■ : ' - ?-• 3 >+■ "■ 

"j" n ; .T‘ "■■■<: rr. 
o'--e . t : . . ■■■ - der. 

Abteriu^g C 


60 J AH RE 



ERFURT 

FO&TFACH 393,1, 

FAMJr UNO VEKWAITU1MQ 
DXEY£E5rftA5}E 7f, 

dbahtwokt 

TOFfWECCf CIFIJBT 
FERNRUF 

»i» 25923 Z5(2S 


Kosten-Anschlag 


UNSEEE ABJjltUNG; 

D/Prf. 

ANGEIQT Mr, 

4c/964- 

H A U ~!s Af R A R AT Mi. 

12 ;, 

PATUM, 


1.11.40. 


iTitl, ~i 

Ber Keiohsf'^I*rer S3, 

Chef der Leutsehen Pcli^ei, 

Haiiptarr.f Haashalt u„3auten, 
33-i' r etib£Eleit uivr KL 

II a u t h a u a e n. 


Belr4fl: 


Lie ferurLr e ine g A ok sbe 4 ei zt e :i T o p f *- A in- 
7. soi e ru nn s-Gi ens o it ‘Doppeliiiff el und B'ruck- 
luflvAnlags, 


f - Zu^verst ^rlcungs—Jinls^ze, 


^rf/lfes. 


A,._V '. I b 4 I : . ^ 

< f ^ 

C+p-iuii. o J 


\ ^ “..'’I , J. ■ 

Z .r^ LI'i >; f ^r r L ;r:C J Fetin'j T 1 ? An! 


niogen TOP? 
hot Zehnlousenrier vo*i TOPF-Feuerungen gefief<ft 
Hervorro-gendo ieduigjdhrLge Spenatertahnjfigeft, 

Ergene Versudisstatian ynd Jeuerungstediinisdies LabcH r otoriufn. 
UntersycKung von GrennstoReri. Aadie, Spei&ewasssr, 
Eioene Lebrhejzet. 


Document 194: “Cost estimate” by J.A. Topf & Sohne of 1 November 1940 regard¬ 
ing a Topf coke-fired double-muffle cremation furnace for the SS New Construc¬ 
tion Office of Concentration Camp Mauthausen. Source: Bundesarchiv Koblenz, 

NS 4/Ma 54. 
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}. A- TOPF & SOHNE 2« GloU des Keisters ftidiloges vom 1*11*40 

ERFURT 

P 


for £L, ivlairfc he u se n* 





Lid. 

Nr 

A|\KiM 

Geg<nitond der VergnicMogung 




1 

r 

koksbebeizter Topi 1 - Ein&scbe rung: 
Ofen mit Uoppelftuffel unc Druekluft- 
JXnlsge, 

;- 

i 

1 

1 

1 

■ 



tczu folgende Lisferun_en und irbeite: 
gehbren: " 

i 

i 



Zum ^aueirierksmantel Ziegelsteine, 

Sand , kslk und Zament * Tie bestem 
! Steins Trerden zur Verb lending her- 
ausgesucht. 

i 

: 




Das erforderXiche Schamoite.-aterla 1, 
bestehend aw ICor^ial-j jforni- und 
i^eilstainen und i^onolitstampf^sse, 
sorcie de.m dazu gehorigen, ilbrtel. 


I 

! 




Zur Isolierung des Ofsns die erfcr- 
derliohen i.ieaelgursteine, Schlacken- 
vrolle ana Xieselgurmortel. 






Die gahmied eel semen Veranksrungs-ki- 
sen, bestehend aus T- f U- und tfinkel- 
Eisen, Sckraubsn and Xlut- 

tern* 

_ 





- 

Die gtiS- und sohmiedeeisemen - £ .rnia” 
turen, wie: 





2 

guGeiserne Einflihrtings-Juren mit gu£- 
eisernen kahmen* Die Innenseiten der 
Turen Trerden ~ii iuonclitstazinfmasse ! 
susgestaapft, , 

i 

1 

i 


' 

■ 


y 

o 

guEeiserne Luftkanslverschlu'ase. 





gu&eiseme ische- ’Dntnabme-T-iren, 




2 

guGeiserns Gsnerstorfilltkren, 

- 



2 

schmiedeeiserne ^sciabenalt'er. 




2 

scbEiiedesLeeme i.sus h^a ns^^cbiebe T '— 
rahmen r.it kcnolit ausgestenpft f 
einschlie.: lioh der erf erderliohsn kol- 
lzn t Draft sella unc G-sg on “enrich te, 

i 



die 

erfarderlic-b-z-n ici:! rgcrcie. 




2 

guftsiseme ?e j erturen ? 




2 

Xlanroste, 




Document 194: continued. 
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Document 194: continued. 
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~~N 7 [CT 7 ~UTT7 

tT .AcOtopf & So hue, Kcfurt, 


Abschrift. 


Lftk 

Nt* 


Stlkk- 

Zahl 


Gegenstanti 


E^inhciT^ 

Pr*ia 


Af I » 


Geld betray 


stJ 


& 


I. 


6 

1 


2 

1 

1 


BAiyaa Ha ft 1 in gs-g e v i erg ebsud e . 
Ll. fiau^HauseSoT 


Lieferung eines koksbeheizten 
T 0 pf '-Einascherungs- Gfens mit einer 
duffel und Druckluft^Anlage f 

wo eu folgende Arbeiten uM Lieferungen 
gehorent 

Fundament sum Ofen und Rauchkanal mils sen 
bauseitig nach unseren Angaben ohne Kost 
fiir una durchgefiihrt warden, 

Sum Mauerwerksmantel Si egoist eine, Sand, 
Kalk und Sement • Die hasten Steine wer- 
den ship Verblendung herausgesucht* 

Das erforderliche 3chamottmaterial, 
bestehend aus Normal-, Form-, und Keil«- 
flteinen und Monolitstampfmasse, sowie 
dem dazu. gehorigen LSortel, 

Zur iEolierung des Ofens die erf order- 
lichen Kieselgutsteine, Schlackenwolle 
und Kieselgurmortel* 

Die scbmiedeei semen Verankeronge-Eiflen t 
bestehend aus T-, U- und Wihkel-Eisen, 
Ankera, Schrauben und liuttern. 

Die guS— und scbmiedeeisernen Annaturen, 
bestehe&i aus t 

schmied e eis era en flSuf f elabsperrschAe- 
bei>-Einbindungj die mit Monolit ausge^- 
etampft wird, einschliesslicb den 
erf order 1 ich en guBei semen Roller, 
Drahtseil und einer Handwinde, 

gufieisernen Iuftkanalverschliissen t 

guBeisemen Aecbeentnahmetur, 

gull ei semen Generatorftillschacht- 
verEChluss, 

scbmiedeeisernen Aqcbebehaltern, 

guBeisemen Feuertiir, 

schmiedeeiseraen Planrost aus Vieikant- 
staben mit Rost-Auflager, 

den erforderlicben ScMirgerat en, 

Dmckluft-Anlage t beatebend aus den 
Druckluft-G ebls.se mit 1,5 FS- Drebstrom" 
Motor, direkt gekuppelt, und der er- 
f orderlichen Bobrleitung, 


zn 


Qberrragr 


U.JlwbhiKriLMni I UliMlMA flLfc. _lUAL 


Document 195: “Cost estimate ” by J.A. Topf & Sohne of 30 April 1941 regarding 
a Topf coke-fired double-muffle cremation furnace for the SS New Construction 
Office of Concentration Camp Mauthausen. Source: Bundesarchiv Koblenz, NS 

4/Ma 54. 
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Jfl Ac Topf & Sohne, Erfurt* 


Lfd. 

Nt. 


Stuck* 

Zahl 


II; 


6 

4 

2 


Gegcnsfand 


Qterfrag 

schmiedeeisernen Leicheneinfuinungs** 
Vorrichtung, bestehend aus den Sarg- 
einfUhrungswagen und den erf order lichen 
Laufsc h ienen» 

X 

klontags des Ofens* 

Mont eurgest el lung sun Ban des Gfene, 
einscbliesslich Reisekosten, Tagegelder, 
einsebliesslich der sosialen Abgaben* 

Preis Pos* I) hu 

= C! 

Kennziffergevfichtt l*9oo kg 
Wahlwelsei 

koksbeheister T o p f *- Kinascbenuigs— 
Of en mit Doppelmuffel und Druckluft- 
Anlage, 


Einfteifs* 

Prei* 


At 


J-SL 


GeLdbetrag 


SUL 


wosu folgende Lieferungen und Arbeiten 
gehoren: 

Fundament sum Of en und Rauc h ka n al mussel 
bauseitig nach unseren Angaben ohne Host en 
fur uns ausgefiihrfc werden. ' 

Zun Mauerwerksrnantel Ziegelsteine, Sand,. 
Kalk und Zement* Die besten Steine werdei 
zur Verblendung herausgesucht e 

Das erforderliche Schamottmaterial, be^ 
stehend aus Normal-, Form- und Eeilsteir 
und Monolitstampfmass*, sowie deta dazu 
gehorigen Mortel, 

Zur Isolierung des Gfens die erforder— 
lie ben Kieaelgursteine, Scblackenwolle 
und Kieselgutmdrtel* 

Die schmiedeeisernen Verankerungs-Eisen, 
best abend aus U- und Winkel-Eisen, 
Ankern, Schrauben und ISuttern, 

Die guss-und sebmiedeeisernen Amaturen, 
bestehend aus; 

gusseisernen Einftihrungs-diuren nit guss- 
eisernen Halraen* Die Innenseiten der 
Tiiren werden mit MonolitstajnpfmELsse aus- 
gestampft, 

gusseisernen Inftkanalverschlussen, 
gusseisern en Aschenentnahaietiiren, 
gusseisemen Sener&torfulltiiren, 


Qbertrag 


ffl. S.Blati. lll i rthj 1 HM 


I -ft 


5 . 996 . 

::caqEb 3 =l 


Document 195: continued. 
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Joi^Topf & Sohne,Erfurt* 


Lfd 

Nr 


St tick 
Zahl 


Gcgensland 


EiJwilt- 

Preis 


ju 




Geld be frag 


hSKJ- 




2 

2 


den 

2 

2 

1 


III) 1 


Qberfrag 

schmiedeeisernen Asdhebehaltern, 
schmiedeeisernen BauchkanalscMebeiv 
rahm en t mit Monolit ausgestampft, ein- 
scbliesslich der erforderlichen Roller 
Drafatseile und Gegengewichte* 
erforderlichen ScEurgeraten, 
gusseisernen Feuertriiren, 

Pl&nrosten, 

Dmckluf t-Anlage * bestebend aus dem 
Druckluft-Geblase, mit 1,5 PS-Drehstroa- 
Motor, direct gekuppelt und der erfor¬ 
der! ichen Rohrleitung, 

Montage des Ofens* 
j^onteurgestellung^ "zum Bau des Ofens, 
einschliesslich der Reisekosten, Tage- 
gelder, einschliesslich der sozialen 
lasten* 

schmiedeeiserne I^icheneinfiihruiigs- 
Vorrichtung T bestebend aus dem Sarg- 
eiafiihrungswagen und deni schmiedeeisem^a 
Ver sc hieb ewagen mit den erforderlichen 
Laufschienen* 

Preis Pos II). J5* 

Reims iff erg ewichti 2<700 kg 

T o p f - Saugzug-Anlage 
fiir ca. WOO cfSniAbgase, bestehend ans* 

1 Saugsug-Gebl&se mit 5 Pfr-Drehstrom- 
Motor und Aolasser, mit deca erforderlici|en 
Saug-nond Druckstutsen und einer Dreh- 
klappe, die den Saug-vom Druckraum treint* 
Preis Pos* III)* iEM 

Kennziffergewicht; 650 kg* 

Lieferzeit; 

Ga. 5 Mtinate nach Eingang der Materialiin. 
Unserem lionteur mils sen wabrand der Ban- 
seit 5 Hilfskraffe , ohne Kosten fiir un 
sur Yerfiigung gestellt warden* 

Lief *Bed*,4*60*11*40* 1000. L< o2o4* 

Ifreise gepriiftl / 

fYA 

I , -r"^_ _ 

^-UntetfdrarfufjTi?r c Bauleil 


7*089, 




1*250*- — 


ec. 


Pur die Ricbtlgkeit der ^bschrifz 
Mauthausen i den ^0* Ar,ril 1941, 


Qbertrag 


Document 195: continued. 
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ing a Topf coke-fired double-muffle cremation furnace for the Concentration 
Camp Mauthausen. Source: Bundesarchiv Koblenz, NS 4/Ma 54. 
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J. A. TOPF & SOHNE 
ERFURT 


n 

H4 


2* Bloti cfei K&stenoFwehbgti vom 31*10*41* 


fv f Mauthausen-Oberdcnau. 


Ud. 

Nr. 


Anzahl 


Gegensland der Vnofljcbtogung 


1 kol'rsbeheist er Lopf-Einascherungs- 
CLen in it Dopxelciuffel und Druckluft 
Anlage sowie der Einiuhrungs-Vor- 
riehtung r 


^vozu folgerde Liefer ungen und Arbei- 
ten gehdren: 


fundament und Eauchkan.nl missen 
tauseitig, rach unseren Angaben* 
ohne Eos ten f-ir une ausgefiihrt war¬ 
den* 


Zux Mauerwerl:smantel Siegelsteine. 
Sand, Kalk und Zeoent* Die besten 
Steine warden aur Verblendung her- 
su'sgesuchtp 


Das erforderliche Sciiamottematerial, 
bestehend aus normal-, Form- und 
Keilsteinen und Lonolitstampiknasse t . 
sowie dem dazu gehbrigen rtdrtel* 

Zur leolierun;/ des Cfens die erforder 
lichen Kissel cursteine, Schlaaken~ 
voile und Eieselgurntortel* 


2 


6 

4 

2 

2 


Lie sehmiedeeiserrer 7©rankerunrs- 
Liser, bestehenl aus T-, U- und 
il ini:el-\: i sen, Arkera, Schrauben und 
Muttern* 


Lie cu-2- und soariede£ is errer Ari.ia- 
turen* ’die: 


g:i Seise me Einiki 
e i £ err, s r. ks b.7] en * 


bruugs-2uren mit gul3- 
Lie I mens©iter 


der Liren v/erdeu F?,it MorolitstD^pf- 
■rasae susrestartprt , 


guGeiserr® 
:'u5 = i serne 
gudeiserne 


luit.iani-lverschl'Jsse , 
Asehe-Ertr.shmetrirei:, 
Generator-EUllt liren , 


s 


iedeeiserne Aschebehslter f 


\ 

] 


i 


| 

i 

i 

i 

I 

i 

i 

i 


i 


F 

i 

I 

F 



Document 196: continued. 
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L A. TOPF & SOHNE 
ERFURT 

w 


3 * Eliott c!k Koitenanitfik>ge$ voir 3 l*lo. 4 -l 


Fuf l^ruibsusen-Cberdonau* 


Lid. 

Nr. 


Anrohl 


Geg«ftMond der Ve r a n sch I a g u n g 


die 

2 

2 

1 


Echini edeej seme Hauchkanel-Schieber* 
rahmen t mil i'onolit ausgestampft t 
einsehiieGlich der erforderliehen 
Rolleri, Erahtseile und Gegenge- 
;vichte f 

erforderlicben Schiirgerate r 
cuSeiserne PeuertUren, 
rlanroste, 

Drucfcluft-Anlage, bestehend aus dem 
Druckluft- Geblase mit l f 5 PS-Drehstro^n 
Iiiotor, direkt gekuppelt, und der 
erforderlichen Robrleitung. 

l.ontage des Ofens* 

1'ont surges tel lung zum Bau des Ofens, 
einschlieGlich der Heisekosten, 

Tag eg elder, sowie einschlie31icli der 
soclalen Lasten. 

schmiedeeiserre Leichen-EinfUhrungs-’ 
Vor rich tang, bestehend aus Gesr. Sarg- 
Zinfuhrungs-'.Tagen und Gem schmiede- 
eisernen Verschiebe-’rVagen mit dert er- 
forderlichen Laufsebienen* 

Preis filr den Cfen: HK 


Xennzif f eruev/iebt: 2 ,62o kg, 


Uaserem Aonteur m2ssen .viihrend der 
Bauzeit rcehrere bilfskrafte, ohne 
Foster fur uns. zur Verfrgung ge- 


stellt v P erden * 


A 


Lief.Bed.A. 6o.3*41. 2 000 . 1 o2o4 


7 33o.—J 


- 4 - 


i. 4flL MOO. Cr- 


Document 196: continued. 
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Expedition 


Versanti 


Fakiurisf ; Comm. Budih- ! KontroJle MonEagebunsau 


Kaiktiiation 
^ . * 

iU -! 


i ]■ A- Topi & Sohne 

( j Ma5dtinenfabrik 

; Feucningstedmlsdics Daugesdrtatt 

nn» 


Erfurt 

den A 72J*T\\mr ..!«.1 

Hierburdi teilen -wir Ihnen m\t t baB wir heufefotgett&e Senbtmg 

nach Station; 


Auftrag Nr. ^ 263, 1o0o, 892 

An...der ReichsfiShrer S3 _ 

it Haushalt' und B ufcen 



eltSig'O.^TBiBL_ 

AneehwltzQ/allQgtiooljBl 


auf ben Weq brachten: p. \wffinx_ 



ff«ggan-Hr. 152799 Pentsch G. 


J. A.Topf & 

VeinaanJ 



an. 


Signum 


Farrik 

Nr, 


Art der 
Vtrpactcang 
Kolli- 
zah! 


Studt- 

zahE 


Oeflen*tand 


Gewidtfe in kg 


Netio 


finrtlo 


J.A.T.&S. 


22293 


i 

i 

.i. 

i 

-6-! lose- 

’if j * - 

2 .*- : 

.. 2 1. 

4 
4 
4 
4 



. 

i '■[ 




1 •;. ~ 

Vi - 


r 

i n 


I 

.j.. 


tv. .1 


i t 

i.j i v j 

■ 

i - 

p 


2 
:2 
mi 




- -S 


1~- 



: 2 


I '1 


. M t. J 

' J 


■* 

IT 

IT 

'« 

n 

« 


6 

4 

2 

2 

4 

4 

4 

4 

2 

2 

2 

14 

Z 

2 

1 

1 


Telle gag UnH scheroagsofen *2 if 

tt- 51 sen SP12 r ^e195p -Ig—-■- 

I - 31 sen HP 12 * ■ j e l 95o Ig* ■■ -■. 

f ij^elol^en-5o/5r J^ "Iff’* 

■ desgl; -jb 24oo lg*’ _ 

"desgi* ■ ■ je 1o7of" ig.. - - 

desgl je ^to7o Ig*.. “ 

desgl. 4o/4 1232 " — 

desgl, So /6 jo Soe lg. . 

Itl ache xs&ol 1 ©o /1 o iit 4 ^dlTffljt 
FUnf Smi^s-Tiiren 600/600 1 . L. 
^eiierturfm 286/356 " 

But del sen^lSlceT - 19 


Gewicit sio- 


Sext 3 




S, p 1656 lg. 

T- " " 

FI act ei sen 5o/8 f 25oo Ig. 


TH, l], ■*(!. BAM. LOlll. 


Hiertu 


..Einielllste 


Document 197: Bill of lading by J.A. Topf & Sohne to the SS New Construction Of¬ 
fice Auschwitz of 17 January 1941 regarding the parts of the second Topf coke- 
fired double-muffle cremation furnace for Crematorium I at Auschwitz. Source: 

RGVA, 502-1-327, pp. 201-203. 
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EinzeLliate Mr.. 


Auhrag Nr ■ 







SigTium 


Fabrik- 

Nr. 


An dcr 
U«rpa doing 

KoUU; 
nh1 : 




Slud*- 

zaht 


Gegensraud 


Cewidite In kg 
Netto ; Brulto 



1 J.A.T.AS. 


<1 

£ 

rt- 


& 

£ 


I' 


2229; i 2; lose 2 


21 

J 

6j 

2 




2 

A 

.t- 

34 


n 




1 

1 

1, " 


■ c- 1 — 
t - 


10 j " 


2 

6 

2 

2 

3o 

34 

1 

1 

1 

2 

1o 


1 ! Vscfcl.2 




fernar 

Rsuciikana]schicbar 35o/6oo 
Gehauss dazu 

i* 

Luftkanalverscklfisse 1o8/l28 
Aschebebalter 35o/32o 
Gchurgerate ca, 3ooo lg* 
Viersautaisea 4o/4o 63o lg* 

dasgl. je 74o lg, 

Rohrleitung 12o/l24 
Siaderohr 82/89 jf, 156o lg, 
desgl* 16bo lg. 

FuJLlscjb.achtvers c hlus se. 

La uf schi enei* ~5a/3©/fr flat Ankern 
Asbestplatten 3. 0 MB. stark 


13 Papi jrsacke Scblack^olle 


mmEXE 


;2515 


512469. 


JAM. 1941 ' 

■ * [■. IP. H44. H. 


22293 





Krtrtn’f i 


Sc&tamatte - Eoststeine 56o Ig* 


Geblase 12o/3oo ait Elektro-itotor 
SO 37/2, 5*5 FS 


Steihschreuban 3/8 x 15o 

31 emdre i ecksciialt er 

Sc Lanib tte—Steine fEr.Eeuartur 

Drahtseil la *f f 1o m lg.-. 

Seilkauscirsn , 3 ELaanen 
div* Schrauben u* Scheiben 

Ubertrag 


1o,5 ! 14 

■ 

5oo ■ 5oo 



46a 46o 


9o ; 9o 


a, 3 

4 

48 

3v3 

1,5 

8 


81 


3181 


Document 197: continued. 
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J. A. TOPF & SOHNE 


-4. OXT. 041 


MASCHINENFABRIK UND FEUERUNGSTECHNISCHES BAUGESCHXFT 


CODES 

IUO. MOSSf*COD£ 

ALC code 

STAUOT & HHjMDrUS 




a?s 


"I 


An den 


DR AHfWQRT 
TOFftfEISE ERFURT 
fEEHRUF 

asm sji m 22*27 2 jaa inw ' 

OE U> V E. RE E H i 

REiCHiBANX* 

GUtOKQFirCJ 
ROJTSCHECirtOMTO 
ERFURT ITflE 


ReichsfLihrer SS 

und Chef der deutschen ?olisai f 
Bauleitung Waffen-SS, 

An sc hwitg /0 * -S * 


ItTtrFFT: 


IHR 2! EEC HEN 


ERFURT, 25*9*41* 

POSTFACH ssa 1 * 

FA9R.J-K UNO YEKWALTUHG 
URCYSESTRASSE V 9 

hes-P 

UNtERE ABTEILUMO; DlY 


Einasc he rungs-0fen. 


?rf. 


t 


Ko s tenanschl a g 


auf 


ainea Irakis b e he izten Toa r-Einascherunga- 

Cfen re it Donnelmuf fel un.fl jr-iasluft-Aniage* 


r p —-S--+. m | ^ 4 , 

/ j- 


jjjictnP **l r iu- <7 

cs; ii 9 a no:.*" 



2 z*mw\ 


t 


i I-sluiin*;* jHsehoiiriTJcf hau l| jri — r 
jLt^iw-Aj AM!i), | At.I;. 


Document 198: “Cost estimate ” by J.A. Topf & Sohne of 25 September 1941 re¬ 
garding the third Topf coke-fired double-muffle cremation furnace for Crematori- 
um I at Auschwitz. Source: RGVA, 502-2-23, pp. 264-267. 
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i A. TOPF & SOHNE 
ERFURT 


2 , BJatt dea Kasteftariichliigisi vom 9^ 


n i n 


lur 


/G.-a. 


Ud. 

Nr, 


Aniohf 


Geg&njlcnd dec Ve f o n s c h I a g u n g 


1 Icoksbeheister To^f-Sinascherungs- 

Qfen mit Do^pelmuf t el und Druckluft- 

Atilage. 

wrozu folgende Lieferungen und Arbei- 
t gu ^ “ 'I02rst'-1 

Fundament zum Ofen und Rauchkanal 
mnssen bauseitig nach unseren Anga- 
ben ohue £osten fur uns ansge- 
flUirt werden* 


Sum i£auer.veric3mantel ZIegelsteine, 
5and, Xalk und Sesient. Die beaten 
5teine we i* der. znr Verbiendung her- 
ausgesuehtp 

Das er lorderliche 3 c aa.nottematerial, 
bes tebend aus Form- und 

Keilsteiren und llonolitst± et: hnasse, 
sowie de.T: da^ngeharigen Nortel* 

Zur Isolierung des Gfens die erfor- 
derlichen Sleselgursteine, Sehlacken- 
wclle und Kieselgurmortel* 

Die schmiedeeiserner Veranfceriings- 
Eisen, bestehend aus T-, U- und 
Winked-Sisen, Ankern, Schrauben und 
Gutters* 

Die guG- und schiriedeeiserr er Arna- 
turen, ’.vie: 


2 


gu3eiserne Einfubrungsturen mit gui3- 
eisernen Rahmen* Die Innenseiter 
der liren werden :nit iionolitstampf- 
masse ausgestampft, 


6 

4 

2 

2 

2 


gufleiserre Luf tkanulversciilusse, 

guBeiserr.e AscfreentnahmetUren, 

guSeiserne Generator iiillturen, 

sohmiedeeiserre Aschebehalter, 

schmiedeeiserne Rauchkanslschieber- 
rahraen, mit Ltonolit ausgestampft, 
einscblieGlich der erforderlichen 
Roller, Drahteeile und Gegenrewichte, 


65. 5 Hi !l^O"Ou LOJ04 (52^1 


2*4-!- 


t 


Document 198: continued. 
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J. A. TOPF & SOHNE 
ERFURT 

W 


tur 


3 * Stott des iCootenoructi lo g ea vcm 25*9 *4-1* 

/.uscb'vltz /G.-3* 


Ud. 

Nr. 


Anzotil 


Gegenitand dec Ve r o n j c h tog u ng 


die 

2 

2 

1 


erforderlichen Schlirgerate, 
guGeiseme j’euerturen, 

Planroste* 

Druckluft~Aulage, bestehend aus deni 
Druekluft-Geblase mit 1,5 PS-Dreh- 
strom-^otor, direkt gekuppeit, and 
der erforderlicften Hohrleitung* 

Montage des Gfens« 

IKoiiteurgestellung ziim Ban des Qfena, 
einschlieQlich der Eteisekoaten, 
Tagegelder, einschlieGlich der 
sozialen Lasten* 

schmiedeeiserne leicheneinfiihrungs- 
vorrichtung, bestehend aus dem Sarg- 
eintlLhrungswageri und deri schoiede- 
eiserner Verson f so e'vagen fiiii den er- 
forderliehen Laufsebienen, ein- 
schlieGlich eir.er Zr ahscheibe¬ 


ds ies Cfene: 


HU 


5Cennsif?er-- i ewiehts 2 QTo ks. 


Der rreis gilt ab Verk Erfurt, ohne 
Verpac kur.g , einschlieElich Contour- 
gestel lung, 

55ir die Dau.er der Heritage sind 
unsereo Hauteur bauaeitlg, kosten- 
los fur uns, drei Heifer sur Yer- 
fiigung zu stellen,^/ 


Lief*Bed.A- 6o*5-41* 2 ooo, L o2o4- 


7 332;--/ 


I 


- 4 - 


33 . X 41 . LL.n o, LIWJ I'm : -i 


Document 198: continued. 
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J.A.TOPF&SOHNE ...... 

./ i / 

Mi s ch j no n f a b r i k ' {---L 

feueriJiiqjJ echniiches ' 


ERFURT, den . Oktobsr- 


! f 


j~9-Arf 


t 


/ 

^ / ■ 


; ^ t 
/ 


- // 

■■f ' ' f , ,r > 


>■/ * 


i * y 

} /v^ "-f 


>■/ j ^ J 1 (w 'I 

^0. GKT. 1941 f j > 


frank© 


i^r iisd...3aaten... 

Ausohaitz 

Auschwitz C/S. 

Hierdurdi teilen wir Ihnen mit, dal; wir heule folgende i Sendung auf den Weg 
brachien; p, Waggon — nach SlaKon: 

Auschwitz.Q/S* .AnschluBgleis . 

Waggon^Nr. 4j2 2 5 Milnchea (G) */ 


Z 


OHNE 

LUfeO 


Signum 

UrtS*r* 

Auttrag-Nr. 

1 Art dflr 
Vftrpackung 

KollE- 

SKtefc- 

uhl 

G e g e n s 1 d fa 

Oewtdite in kg 

i 

NeHo Bruflo 

J.A.T.&S. 









41 /I 3 So /1 




Jeile sum kaKsbeiieisteEi TGPff- 

i 




’ 



Doppelrsuffel-niriascherungsofe 



i 

S 3131 

2 1 

lose 

2 , 

V; i ni^e 1 el s-So/S* 2 ooo lg* 

62 | 

- 62 ^ 



4 

Tl 

V 

" 80 / 8 , 1235 is. 

47 i 

47 



2 

It 

2 , 

■Linfilhr ungstiiren 600/600 

425 | 

425 



4 

H 


-Mnkeleis. 5 o/ 5 , 1235 lg. 

19 ! 

19 



2 

It 

2 .v 

Feuertiren 28 o/ 35 o 

9 o 

9 o 



i 

n 

i/ 

ffinkel 5 o/ 5 , 233 o lg. 

8,5 8 , 



6 

n 

6 ' 

Luftkanalverschlusse 1 o 8/126 

5 o 

5 o 



i 

n 

2 * 

?lnkeleis* 6 o/ 6 , 1943 ver- 

24.5 24 . 






nietet 





13 

n 

13 J 

2 tindeisen-inker 16 $ 

55 

55 



4 

n 

4 ^ 

I*-eisert HP 12 t 2 ooo lg* 

9 o 

- 8 a- 



6 

n 

6 " 

Winkeleis, 5 o/ 5 , 824 lg. 

18 

IS 



2 

H 

2 t/ 

Wickeleis, 9 o/ 9 , 2 ooo lg. 

56 

56 



2 


2 i/ 

" 5 o/ 5 , 113 o lg. 

8 

8 



1 


1 * 

Flacheisen 7 o/lo t 252 o lg* 

13 

13 



2 

* 

2 - 

ntinkeleis* 3 o/ 8 , 16 oo lg* 

3 o 

3 o 



2 

« 

2 V 

desel* 

■S_H 

3 o .5 

3 o, 



4 

H 

4 ^ 

5 o/ 5 , 1235 lg. 

19,5 

IS, 



2 

It 

2 ^ 

Peiiertiiren 28 o/ 33 o 

9 o. 

9 o 


t jT 

1 

It 

V 

Placheis* 7 o/lo> 252 o lg. 

13 

13 

i 

jf t 

4 

« 

4 ^ 

" 8 o/ 3 , 79 o gestr.lge. 

19 

19 

h . 

ft 

2 

* 


Fullsctaditverschrfisse 27 o/ 

[26 

126 


l OKT” 194T* 3 


iertrag 


HiviLJ __ TS5*F 


Document 199: Bill of lading by J.A. Topf & Sohne to the SS New Construction Of¬ 
fice Auschwitz of 21 October 1941 regarding the parts of the third Topf coke-fired 
double-muffle cremation furnace for Crematorium I at Auschwitz. Source: RGVA, 

502-1-312, pp. 104-105. 
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EinzeJliste Nr.. 


Auftrag Nr. 


: V 


4 I 
Y' m i' 


^i^ruirn 


tr : 


Fabrik- 

Nr. 


Art der 
Verpatfcung 
Kol u«: 

util . 


Stud?- 

ejhl 


Qe^en$[3J]{l 


G<uuidi(e in kg 
Nerro Dmito 


J.AXAS. 


£31333 


23238 


2741o 

35131 

23131 




2 lose 

2/ 

2 fl 

2* 

2 « 

2* 

2 " 

2/ 

2 : “ 

2^ 

2i ". 

^2 

2 " 

52 

3o ! " 


4 1 - 

* 4 

V " 

3 

lo . " . 

t/lo 

lo *.. 

lo 

1 * 


1 '» 

r i 

6 


1 11 

11 

lo lose 

■io 

1 lose 

ij 

vl JCiate 

:2 


lo 


.Ubertrag 

Flacheis. 7o/lc, 77o lg. 
Flacheisen-Bugel sit jc £ .Beilrol 
Eauchkaoal schi eber-Raiun en 


1 .Ar r r | t C7C 


Gegengewichte 24o & . 

Ascbebefralter. 

Schurgerat© 

Yierkantoisen 4o/4o* 63o lg. 

" " 74o lg. 

Blechrohi^Leitimgsstiicke 12o 16 
Schamotterritast stein© £ 6 65o lg- 
LaufscMenen x.d.EiniGhrwagen 
Y ©r schiebewagen 
Einfuhrsagen mit Abstreifer 
Gegengewichte 3oo/19o/21o 


motor 1,5 B3- 
Bchamotte-Roststeine £ 6a . 65o lg 
I-eisen 1?F 12, 2ooo lg. 
Firmenschilder 

a Drahtsei 1 1 o £ ait Kauschen a. 

Klemmen 

divi Schrauben 




I '■"-I —’“-w.. “ V ' 




i aNt'JiJ* kK , 

- 


8 

en 2? 

19: 

i 

34 ! 

.72.! 

I 

12 

i 

. 1 . 2 .! 

255.J 

46 ; 
44q 

4 

33 
loG 
3o3 ! 
264 
5o 

i 

.... 

.44o 

22,5 

M! 

5 , 
16 ; 


.1.254 

8 

27 

h 

19 

34 

72 

. 12 

12 
255 
37 
.... 46 
■ 44o 
33 

loo 

3o3 
264 
.5o 

44o 

22,5 

36 


i3548,5 


l 

7 " 


I 

' ’ ’ I 

K 


Document 199: continued. 
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g.£flu!rtin3i15 


2Setr. Stciifmu 8.U Stafttrib 

ErtaefcrftR -L Sfap. 

©e ti e b mi a utiguer fugling torn . 

Dom . .r^-. mit 

$i!el ............. Pof,. 

ahjffrag Iftr. tom . mil.. SUt 

3?c. tom . mil. SUL 

25aufetfung: ff. U Sufdjtuitj 
Sauafrfifcmtt ff. Tit^~ 

... 

^iapitet 3ite[ 

* 

25efeg Jit. . 

Sfrt her tOergebung: 

BteMtmi (jAilfi 

um > 




(JUdjCJlilffflSIt,** ip in |ins*rit> ^ aum | - Qr 



Document 200: “Final invoice” of J.A. Topf & Sohne back-dated to 16December 
1941 regarding the third Topf coke-fired double-muffle cremation furnace for 
Crematorium I at Auschwitz. Source: RGVA, 502-2-23, pp. 261-261a. 
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J.A.T0PF&50HNE 

M«$fhinanfabj[fc 

FaLLerung*1edinii<fcft..Bauunternehmung 


S. 12* Jenuer 3 

ERFURr, den.......194 


w 




An die 


iae/^Z 




& 



t i: 




Ejufcil b.SL&cercsi/n.XiS 



i , 





iVidi l«l 


001£69/ 14JA M9 43 


cUl^crt; 


Versandanzeige ^ tsfoaZ 

der Waffen-SC imd Polizei 


G""u 3 e ii b; St , Gurgen: 
n«d. Ctioon / O^r do aeu - 




5***% 





I hr Scbrb. ▼. 3S»11;42.. 

iz: T/£-b,.1257 a/42 

I hjre T^anaport- Aiuaelcl ^Br. 1849 v.26.11.42 


J. A 


Signum 


J, A.l.&S. 


Unsera 

Auftreg-Nr 


41 



Fabr»Kr» 

27 741 


Art dsr 
Vwpadcung 
KoIIk 
iflhl 


.a 

A 

-M- 

\ 

1 

2 

1 

4 

b 

2 


lose 

Tt 


n 


tl 


Studc- 

zahl 


Ti 


T 


2 

2 

6 


ti 


rr 


n 


2 

4 

4 

1 

2 

1 

4 

6 


n 

£> 



TT 

tt 


Tf 

2 i " 

i| - 


i 1 

4 


it 

tt 


2 
' 2 
6 

1 

2 

2 

4 

.1 

'4 


/ 


7K.fi. 41. 10UCO. LthJil 


7 ?—— 

„ Csw -tllo i 

Gegensfend 

V? Neflo B 

"’xeile zum ijonpelmurrel-Mu- 
a scheTnagsofeiii _- 

Verankerungi 

Tinkeleisen 9o/9 x 2 ooo jeh*. 

8 q/8 x 1235 fl ' 

5o/5 x 1235 « 7 

» v 5o/5 x 233o ™ , j 

“■"« 60/6 x 1945 " 

Kundeisenanker 16 mm 0 P ^ 

£3So am,lang 

I-Eisen I'iP 12 , je 2qo o eis l^r 

vlnkeleisen 5o/5 x 824 ^ 

/ 9o/9 x 2ooo * ^ 

mit knalenblecnen ^ 

Kundeiaenanker IS mm $ r je 
285o mm lang 

dcsgl* je 284o mm lg. ^ 

’ r inkeleisen 5o/5 x 113o mra - 

Kundei sene niter 16 mm je ^ 

757o en lang 

klecheisen 7o/lo x 252o mm - 
flinkeleisen 8 o/B x 16oo " 

i 

desgl, vernietet 

* 5o/5 x 1235 mm 

Plecheisen 7o/lo x 252o mm 
d^l. 8 o xlo x 79o mm gestr*Ijg* 


in kg 
BruHo 


Hiersv 


z 


Beiblattar^ 


Document 201: Bill of lading by J. A. Topf & Sohne to SS Construction Office Gus- 
en of 12 January 1943 regarding the parts for a Topf coke-fired double-muffle 
cremation furnace. Source: Bundesarchiv Koblenz, NS 4/Ma 54. 
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Baibl&tt Nh. 


Auftrag Nr. 


Auftrag-Nr. 

Al 

V*F| 

Kolli- 
tt hi 

rl d*f 
undoing 

Wek- 

zaKI 

Gtgenitind 

Gawid" 

Nfltlo 

t& in kg 

Brytto 

4±/^lD/1 







rabr* Nr* 

2 

loss 

3 

FlecheiBan 7o/lo x 77o mm lg 

h 


27 741 

2 

Tt 

2 

* loo/lo x 122o " ^ 
gestr* Lftnga mit 4 Wallen 2o 
mm jj x Ido mm long " 




X 

n 

! 

■ 

i 

I-Iisen NP 12, 2ooo mm Xeng 
mit Knotenblech 







Gosarntgewicht voratefcender 
Teile 

60 C 

600 


2 

TT 

r\ 

C 

hehmen zu den Kcumhkansl- 
sehiebern ^ 

1<] 

19 


2 

rr 

**■ 

rJUsen dasu ^ 

3£ 

38 


2 

tt 

2 

Oegesgcwichie 

83 

88 


2 

n 

2 

Asehabeh&lter ^ 

14 14 


2 

tt 

2 

SchUrgerSte ^ 

id 13 

1 

- 

3o 

tt 

3d 

Yierkanteisan 4o/4o x 63o m 

- 223 225 


4 

tt 

4 

deegl* je 74o mm lattg 

34 34 

1 


1 

it 

1 

ilecbrobrleitTing (Bleohroftr^ 
h, Krummer) 

* ^ 

i 23 

41/l98o/l 

2 

tt 

2 

Siederohre 89/82 m. loSo* 

und 166o me laiLg 

?£ 

: 28 

V s> Kt* 

2 

rr 

2 

g,e, isiiifUbrtUren 5oo/6oo nan 

i, L,, lx r., 1 x Iks* ^ 

• 443 

443 

27 395 




4 

n 

4 

g,e* jfeuertUxen 28o/35o mm 

■ 176 

176 

11/2?15/1 

6 

rr 

6 

n LuftkanalverschlQsse 

lo8/126 mm 

47 

47 

Kabr JJr. 

2 

tt 

2 

n iinftihrtUxen 600/600 mm i. 

L 

443 

27 736 




1 x r,, 1 x links ^ 

443 

F 

6 

tt 

6 

ir LuftkanslTflxachltfsse ^ 

1o 8/126 nm 

47 

47 


2 

tt 

2 

rt i^illschechtverschlUese t- 
27o/^4o mm i- L* 

128 

128 


4 

ti 

4 

r reuertUren 28o/35o mnv — 

176 

176 

27 743 

ij 

tt 

lo 

Laiifsehienen zuta EinfllhnregGE 

88 

83 


n 

1 

VerschiebewBgen ^ 

91 

91 


i; 

tt 

1 

:infjhrnngsregen 

182 

182 


I 

rt | 

1 

i^lecb 48o/2765 mm gestr* Lg*> 
Fit 2 Stegblechen ^ 

72 

72 


6 | 

tt 

6 

^lschkMsten ** 

24 

24 


i 

11 

rt 

1 

Abstreifer ^ 

41 

_ 

41 


i 



Uebextrog 

i 3o4o 

1 


Signum 




Document 201: continued. 
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BeibJatf Nr... 




Auftrag Nr. 


Si^nun 


Auffrag-Nfx 


Art dor 

Wrpackung 

Kolli-1 

Eflhl ! 


Stuck- 

iahJ 


Gsgsnifjnd 


Gflwithtfc in kg 


Nerflo 

Brutfo 


3o4o 

128 

12B 

5o 

5o 

263 

£69 

4 a 

4o 

7 

"7 

7 

7 

74 

74 

23 

23 

118 

118 

74o 

74o 

i 

78 


J.A.T.&S. 


-rVio5o/ 


3 


i 


StUchl-^r, 


7etr*5r 


Tt 


tl 


44 fll. 1 
1/2215/1 


32 lose 


1 1 


IT 


32 

1 


, 27 735 
l/io52 


>5 674 


27 742 
41 i)„lcS2 


mH3B 
26 716 

25 674 


25 762 
41/2215/1 


1 

1 

f’! 

C 

1 

1 

1 

1 


i tt 


■ ?t 


( r 


tT 


'I 


i TT 


1 

1 


L 

1 


So | 11 

1 fciste 


* 1/2215/1 


27 741 


27 2HP& 

41/198o /X 

27 395 


£o 


4 

4 

1 

6 

1 

1 

1 

1 

1 

8 


D-o 

2 


4 

3 

16 


-"i 


Uebartreg 

Vierkanteisen 3o/3o x Goo fjb< 

r 

Gebl^se nr, 12o/£k>o %iX El* si 
;iiotor 38o Volt, 1,5 PS ^ 

Gebl&se tfr. 45o fUr ifotor- £ 
Antrieb r . 

Dru'ckstutzen 

linksleisen rait riocheisen- 
Ankern i, 

Gegenrahman 5oo/35o mm 1* 

Hauchkanalsebieber ^ - 

Gegeagewicbt 21o aa 0 ■ 

Geblfise tfr* 12o/59o mlt 
xotor 1,1 19/ 3Bo/Volt ^ 

School te-Eost a teine K 6 a 

uteinEckrcuben 3/8^ x 2 oq amt 
£treifen Krsftregelpletta - 
£terndreieckschalter % 

Sleinscfrrenben 1/2* x 15o 
£terndreieekficksIter 
civ. Schreuben 
Trichter a* liohr 
g.e* Seilrolle, Fig* £ 
Drabtseil 6,5 a, 6 rji / 
g.e* Geilrolle Fig* 2 
n Asbestschnur 8 me j/ 
a Dr&hteeil, lo mm £f 
Firmsnschilder 
div* Sohreuben 

g.e. Seilrollen 125/15o cut / 
rebel , 

Fechsk.Sohraub* 3/4 n x 5o mm 

^ilrollen 15o/125 am $ 

£,e, nebel T 6od* 19 329 


14 


p* 


u 

i* 


4 
1 
3 
1 
o f 5 

1.5 
1 

2.5 

o,p 

3.5 

1? i 
SJ5 

l\ 

6.5 

3: 


,4579 


Document 201: continued. 
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Document 202: Drawing by J.A. Topf & Sohne no. D 57253 “Coke-fired cremation 
furnace andfoundation plan, ” 10 June 1940. Drawing of the first furnace for 
Crematorium I at Auschwitz. Source: Bundesarchiv Koblenz, NS 4/Ma 54. 
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Document 202b: as above, horizontal section. Numbers added by Carlo Mattogno. 

See text of Part 1 for details. 
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- -< ■ 





25oo 

t 


4 



Document 202c & d: as above, vertical sections. 202d (bottom): section through 
the flue ducts. Numbers added by Carlo Mattogno. See text of Part 1 for details. 
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Document 202e: as above, setup of the chimney. Numbers added by Carlo Mat- 

togno. See text of Part 1 for details. 
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V- - V. 




rrrn 


J.A.TOPF&SOHNE ERFURf 


EMPF^NGEft Bauleitung dev T 7 affen -33 und Pollzei, 


TAG BLAJT 
23*1.4% -1“ 

kjTisen bei St*Geovgen. 


D IV/Fri’./hes* 


A U i" G T i L L u iv (i 
dev L'aterialien. au einem T'cipd-Doppel " 1 
21 nSs o he rung s - 0 f en * 




1 Sargeinfullrungswagen, ts 

1 VersehiJbetvegen, 

■l 

2 groGe gussoisevne SinfuJirtUren, 

2 gusselccrno A&che&ntnaiu&etlir&R, 

2 gusseiserne ^'ullschaehtverschliisse, 
Goo Etiich Schac^otte-i'roTTzialstelne S 3 , C 


O 


oo 


A r 


r 2 

»/ 1 


500 \ " 11 Eeilsteine $S t ^ 

400 ./' ’» " " A, 

4oo I ig Scn^ottembrtel, ^ /Y< 






r'VVll'^ 


_ 


r i 






■- p p&f f / l' 

500 > 3 a. o no 1it s t amp i'a a s s a, ^ ^ y > 

ioo St"c); v, ; eiSe Kdesel.vnrsteine (Ir-olievstelne)’, 

4oo '££ Isoliermyrtel- 




■■ - c 


t-f. + 


j£ i: , -. r 


/ 


/ 


S/ 


ffpz&'ff / 


' ,' r’ 

- ’ 1^" 


Document 203: “List of materials for a Topf double-muffle cremation furnace ” for 
the SS New Construction Office of the Gusen camp on 23 January 1943. Source: 

Bundesarchiv Koblenz, NS 4/Ma 54. 
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Document 204: Drawing by J.A. Topf & Sohne no. D 57999 of Crematorium I at 
Auschwitz. 30 November 1940. Source: RGVA, 502-1-312, p. 135. 
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! -B 


- 




F 

I 

M 

■ 




i 

i 

I 

i 



Document 205: Drawing by J.A. Topf & Sohne no. D 59042 “Installation of a cre¬ 
mation facility for Concentration Camp Auschwitz. ” 25 September 1941. Drawing 
relating to the third cremation furnace of Crematorium I at Auschwitz. Source: 

APMO, negative no. 20818/1. 
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Document 205a: as above, labeled by the author. 
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Document 206: Drawing by Central Construction Office no. 
1241 “Inventory plan of building no. 47 a, construction object 
11. Crematorium. ” 10 April 1942. RGVA, 502-2-146, p. 21. 
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Document 206a: as above, section enlargement with floor plan, labeled by the au¬ 
thor. Koks: coke; Urnen; urns; Ofen; furnace; Leichenhalle; morgue; Waschraum; 
wash room; Vorraum; Vestibule; Aufb[ahmngs]-Raum; examination room 
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Vorderarraloht 
Front View 


SefimLI a-b 
Sec lion a-b 


Document 206b: as above, section enlargements with front view (top) and vertical 

cross section (bottom), labeled by the author. 
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SalEaruiratdvt 

Side View 


PIlTi -ftfe b-Lati Of 


4 iD. *Ti CnenitOTjm 
Kf < 7 w 


1 fcsfr 




* ■* ^ '*■ L t 


Document 206c: as above, section enlargements with side view, labeled by the au¬ 
thor. 
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Document 207: Drawing by Central Construction Office no. 1434 of 3 July 1942 
regarding the new chimney: “Construction of a new chimney at Crematorium B. W. 

11 at Auschwitz Concentration Camp. ” Redo of drawing no. 1241. Source: J.C. 
Pressac, Les crematories d’Auschwitz. La machinerie du meurtre de masse. CNSR 

Editions, Paris 1993, document 8. 
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Document 207a: as above, section enlargements with floor plan. 
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Document 207b: as above, section enlargements with front view (top) and verti- 

cal cross section (bottom). 



Document 207c: as above, section enlargements with side view. 
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Document 208: Bill of lading by J.A. Topf & Sohne to the SS Construction Office of 
the Gusen camp of 24 February 1943 regarding square bars for the gasifier grate. 

Source: Bundesarchiv Koblenz, NS 4/Ma 54. 
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..__ ® 

J 'v '.rx.x 

L : : :' iW XiU 

Bctriebs vorschrif t Li bcr die 
fi TOPF"- Saugzug a n tag e 


Fails der Zug im Ofen nicbt ausreicht } muss die 

^m Schornstein eingebaut* Saugzuganlage in Be tried ge.- 
nommen warden, 

Hierbei beachten } dass zuerst der Motor ange- 
stellt wird und dann erst darT die Drehki appe im 
Schorn stein geschioss e n werde n r Die tVa-is erzufuhr 
zum wassergekuhiten Lager muss auch sofort taufen . 
Mach Schluss des Ein a scher ungs b e tr i ebes 

muss zuerst die Drehktappe im Schornstein gedffnet 
werden und dann den Motor und die Wasserzufuhr 
absteiten . 

Zu beachten ist fernerhin dass tmmer ge - 
nijgend Wasser im Behai ter vorhanden ist t 


9 5, SEP. W* 


Document 209: J.A. Topf & Sohne, “Operating instructions for the ‘Topf forced- 
draft device. ” 26 September 1941. Source: APMO, BW11/1, p. 2. 
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i fcfcrairuiW A'JM w 

' A~B.OH.lWHH 




Beiriebsvorschrifi des 

koksbehciztcn Topf-Doppelmuffet-Einascherun g sofen, 

Vor Beschtckung der beiden Koksgeneratpren mit Koks mi/ssen die 
M beiden ftauchkanaischteber am Ofen gebffnet werden, desgt.atich der Haupt- 
; rauchkanatschieber bzwdie Drehktappe am Schornstein. 

~j> Nunmehr kann in den beiden Generatoren Feuer angefacht and 

^ unterhatten wer<ttft f hivrbei beachten t dass die SekondarverschtOsse rechts 
und link a der Ascheentnabmeti/renO(oksgenerator)ge6ffnef sind 

Nacbdem die Einascherungskammer got rotwarmfca 800*C.)ht 
konnen die Leichen bintereinander in die be/den Kammern eingefahren werden. 

Jetzf ist es zweckmassig das seitwartt am Ofen stehende Druck- 
tuffgeblase anzusfetten und ca 20Minuten tauten zd iassen , Hierbei tst zu 
beobachten, ob zuvtei Oder zuwenig Frischtuft in die beiden Kammern etn — 
tritt. 

Die Regutierung der Frischiuft erfolgt durch die Drehktappe die 
sich in der Luftrohrteifung befindvtWeiferhin mvssen die recbts und imks 
der Einfuhrtiiren angeordnefen Lufteintritte,hat b geoffnet werden. 

Sobatd die Lekbenteiie vom Schamotierosl nach der- darunter 
tregende Ascheschrige gefatten sind f mussen die so mittets der Kratze nacfi 
vom zur Ascheentnahmetiir gezogen warden* Hier konnen diese Teile noch 

20 Mint/ten zum A fachverbrennen iagern.Dann wfrd die A Ache in den Asehebe- 
hatter gezogen und zur AbkGhtung beise/te gestettt 

Zwischendurch werden neue Letchen in die Kammern nach einander 

eingafuhri. 

Die beiden Koksgeneratoren mussen von Zeit zu Zeit mit Brenn — 
stoff bescbickf werden. 

Jeden Abend muss der Generatorrost von den Koksschlacken be - 
freit und die Asche herausgenommen werden, 

2u beachten if ferner, das nach Betri ebsschtuss, sobatd der 
Generator teen gebrannt ist und Gtutteiie nicht mehr vorhanden sind /atte 

Luftschteber und Tiiren desgt such die Raucbkan&t schieber am Ofen geschtos- 
sen aein mussen um den Ofen nicht at/szi/kuhten, 

Nach jvder Etnascherung stetgt die Temperatur tm Ofen- Daher 
bitte beachten f daxi die fnnentemperatur nicht uber tW0*C kommt (Weiss glut). 

Diese Tempera t ursteig erung ka nn d urch L uf iei n bia sen verb in der t 

werden. 


j 26. SEP 1941 


Document 210: J.A. Topf & Sohne, “Operating instructions for the Topf coke-fired 
double-muffle cremation furnace. ” 26 September 1941. Source: APMO, BW11/1, 

p. 3. 
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- 5 - 

> 

^hrackenlager: Fur TCachtmppe ( 1 Bataillon ) werden 6 Luf twaf fen- 

baracken, 1 Wirtsckaftsbaracke, 1 Waschbaracke und 
1 Abortbaraoke aufgestellt* Die Baraeken erhalten elektr* 
Licht, CTasseranschluss und Ofenheisung* 

( Die Lieferung der Baracken uurde von Hauptamt Haushalt 
und Dauten Amt II sugeaagt, jedoch sind diese Mfl heute 
noch nicht eingetroff m )*- 

Lagerhaus: Ausserhalb des Lagers am Anschluaagleis fur Lebensmittel- 

lagerung mit Rampe. Piammg noch nicht durch gefuhrt* 

Nebenanlagen; Die Wasserversorgung erfolgt durch 3 eigene Brunnenanlagen 

mit Itanpanlage fur Rutswaseer und 3t Brunner fiir Trinkwasse* 
Die Beseitigung der AbwSseer erfolgt durch je 3 Leitungen 
L an der Breitseite des Lagera, fiber den AbfluBleitungen 

sind die ffasch- und Abortbaracken angeordnat. Die 3 lei- 
tungen warden zusammengefaest, die Abwasser in 3 Erlach- 
waseerklSrgrubeu geklhrt and durch einen Vorflutgraben 
sur Weichael gefiihrt*-Die Stromsufuhr erfolgt you der 
Dachpappenfabrik in Birkenau bis sum Transformator in 
Quarantine lager - Eingangsgebaude als Freileitung, von 
dort wird der Strom in Kabel welter gefiihrt. 

Die Lagereinfriedung beeteht aua ca 3,2o m hohen Beton- 
pfosteu in 3,5o m Abatand.au welcher der mit 2000 Volt 
flochspaunung geladene StacheLdraht angebracht wird- Um 
ein TJntergraben des Drahtzsunes su verhinderu^ wird eine 
Erdsicherung eiogebaut* 

Anachlieasertd wire za bemerken, dass die neue Zufahrts- 
strasse vom K L* die Relchsbahn schienenglelcbdurchkreust* 
Diesbezilgliche Verhandlungen mit der Reichsbaim eind im 

Gauge, ebenso besuglich des Gleisanschlusees_ 

Llfs betriebe: Infolge des grossen Belages ( 125.000 Gefangene ) wird ein 

Krematorium errichtet. Es enthalt 5 Stuck Muffelbfen mit 
je 3 Muff ein. fiir 2 Mann , eodass in einer Stunde 60 Mann 
eingeaschert warden kdnntn * Ausserdera wird ein Leichen- 

■■-1_■-"-u. 

keller und 1 IliillYerbrennungsofen erstellt, Das Kremato- 
rium gelangt auf dem Gelande des K,—L- sur Auf atellung* 

_ - 6 - _ 

Document 211: Page 5 of the Explanatory report for the preliminary draft of the 
new construction of the PoW camp of the Waffen-SS Auschwitz, Upper Silesia” of 

30 October 1941. Source: RGVA, 502-1-233, p. 20. 
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SuBammenatellung : 


I. B a u t e n : 

II. Aussenanlagen ; 


3 fyc 1 , - 

-3rf5 OGrGOO * o o 

-a^fGe^ee-.oo 

£. - 


Emk* 

a 


C .} Bguten und Auasenanlagen: 


■* 

GGO^ oo Hmk * 


32 P.1 Gerat und begondere BetrjebS' 

ejnrichtungen: 

a*) Kiioheneinrichtungen fttr die 
Wi rit b chaf t b ge bSude 
14 Anlagen a 20.000*oo Bmk. 

b+) Eevierbaraclceii: 

Af £ Baxacfcen a I 5 .OOO .00 ■ 

c.) Cerate and Maschinen fiir 
Ge f an gen enar be i t 


D«) Cerate and besondere Be+rjebe- 

einrjtch tnngen 1 


z.b.K, 

280.000.00 

Bmk 


•£^T t *& r , 


B.b.IT. 

-30*OG0v00 

H 


MZrcM + r , - 


z . b.H" * 

—1&0T000', 00 

n 


4 ?0»00 6^oo Emk* 


33 E.) HiXf sbetriebe t 


JfZ ; * - - //pf-F7-$ ( - F 

J -^ t /> *r^A t - ■■ 

BW g o Sxemator ium mit 5 Yerbrenmmgs- - / r -— 

Muff elbfen. ' 

Plenung nocb nicht genehmigt. 

* 

EreJaatorlaJH, Gesamtkosten z.b.N, 




-65QtO&&;oo Bmk. 


Bff 31 Prov. B§cfcer e i mit 4 Backofen fiir ,r?"&~f;** $ j***r* zf&frfr 
dinette Feuerung, 

Pi anung no o h ni eht dure hg pf uhr t 

Pi'ov, Backerei T Geaamtkosten z.b.N* -iBOrOOQiOo Rak. 


7f^_ 

*/gf r 


. - T ” ^ ^ 
/ r-~ r- . 


E.) H±lf sbe triebe: G-esamtsuMme : 


830*OOOiOo Enxk* 


- 1 - 


Document 212: Page 6 of the i( Cost estimate for the preliminary draft of the new 
construction of the PoW camp of the Waffen-SS Auschwitz, Upper Silesia” of 30 

October 1941. Source: RGVA, 502-1-233, p. 27. 
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J. A.TOPF& SOHNE Yfu 

if J 1 ' 

Mflichine nfflbrik r $ 

peuerungstechnitchei Baug Sichaff * 


ERFURT, den 


16, Anril 


iw 


w 


Versandanzeige 

An die Z^ntral-Bauleitung der .ffaffen 88 und Belize! 
Xonzentrationslager .Auschwitz 

JUl„s.£.h w i_t_z_ Q f£l 


Mterdurch fallen wir 4 hnen mil, dal) wir heute folgende Sending auf den^Weg 
braditen: p. Waggon — SHlt^OfC 3 SSflgHlQSfiQKeiC 3 Bdteft!BSeE nadl Station:* 


i « sen w.i t z. 0 /S._ . 

Saggon-Nr. 4.627o3.B.M.B«. .- 

f U A’.A.TOPF* 

’.3> 




,*20 


vena anDa 


Sigtvjm 


Unsere 
Aufljag -Nt. 

Art der 
Verpadtung 

KeHi- 
2 dht : 

Sl L>dk- 
zahJ 

41 / 2249/1 

1 

i 

j 

\ 

J 

■ 

a 

1 o, ?lose 
-Vf 


27621 

10 

' 

28 /| 

28 


28 1 ■ 

41 i " 

% 


41 


"6 | « 

1 

1 


\ 

Ih^iose 

14 

* 


'5 " 


X 

1 

V 


V " 

2 

i 

Sc. 

; 

r ! 

} 


J/.lose 

1 , 

27974 

1 n 

Ks' 

1 / 

.3 : » 

3 , 


j 

V 


3 i w 

"f ' 

V 

28 o 89 

5 lose 

5 , 

$» 

V 


C t g 4 n ll t n d 



J, A. T. & 5 , 


Teile zu den Topf-Dreimuffel- 
Oefen: _ _ 


is m.m \ 

an. 2 12. vinj. r.irJu 


Einfuhrturen 600/600 mm i 0 l # 
7 rechts, 3 links 

Feuerturen 28o x 35 o i*l. 

Einsats-Schamottesteine dazu 

> 

Luf tk analverschlus se 1o8/128 

Piillschacht verschlusse 
27o x 34o i«l. 

fieilrollen 15o/125 / 

Kauchkanalschieber 600 z 

7 00 mm i*l 

Feuerturen 25o z 25o mm 

Fuchs eins t eigeschechtvexv 
schlusse 45ox 51o i.l. 
LRahmen mit Poppeldeckel) 

zweifl* Feuertur 600 z 600 

Heinigungstur 39o x 51o i.l* 

Eauchkanalschieber 12 oo z 800 
- Fuhrungshilisen 

Schieberplatten 125o z 84o 

Geblase Nr. 275 U, 2i recht* 
3 z links, mit ie 1 Dreh- 
strommotor 3 PS, n*142o /Kin, 
3So Volt 

Jbertrag 


2290 

229o 

1274 

1274 

22 a! 

228 

3o7. 

3o7 

4o2 1 

1 

4o2 

23 

23 

525; 

525 

1 

48 i 

48 

266 ! 

| 

266 

1 

123 ! 

123 

29 

l 

29 

348 ! 

348 

432! 

432 

46o : 

46o 


H icr Z.U 


- 6755 


EeibfaHer 


Document 213: “Bill of lading” by J.A. Topf & Sohne to the Central Construction 
Office at Auschwitz of 16 April 1942 regarding “Parts ofTOPF triple-muffle fur¬ 
naces” for Crematorium II at Birkenau. RGVA, 502-1-313, pp. 167-170. 
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Nr. 


Auftrag Nr. 


r ' C> 


$;tfrujrn 


J. A. 


i.^i iece 
Auiijag-Nr. 


T.iS. 41/2249/1 

3 : 

I 6 


27989 


27995 


A ti dcr 

Vafp.EH^(i.Jflg 

K o^Ei- ■ 

«hl ■ 


..1o lose 


M 




^1/198o/l 


pilose 
12 j * 

vS> 
& “ 

2/ 

F 
2. n 

jH " 

A 'A* 

F 

t 

-^I''1O30 
4 « 

X * 

0 - 
-1 : ^ * 

YX 

13: 11 
4| 

6 ! 

2 
2 | 

1 I 

2; 

i 

1 I 

1 I 

4; 

4 j 

2 1 
2 
1 


n 

n 

u 

it 

TI 

fl 

R 

If 

A 

IT 

ft 

It 


Sludt- 

uh< 


2 

12 

2v ¥erschieb£$age& X IBo ■ 18o 

1 V Lsufecliieneii {U 6>5 35o lg. 43 i 43 
3oJ H (fiafeei 5o/5o/5, 33o j 33e 


lo/ tiesgl* 

V * 


1 

2,r 
2 
1. 


4v 


1 
2\l 

13, 

4, 


Of^iMUnd 


• tfeertreg 

Rohrleitunsen, je 2tedlig 
bus .Bleplirohr 1.4a 1^ u* 
Siederolir 82* ljtf 

Einfubrungffffagsn JK 

Blschlnilsea 3oo/j9o/2lo 
fur die Geg«agei?id*te 

¥erschieb&isge& X" 




n 


n 


n 


{finks! 5o/5o/5, 
28oo lg. 

56o lg. 

4 ooo lg* 

31oo lg* 

39oo lg. 

29oo lg + 

800 lg. 

Verankenmg, usy* 

Z^ft'inkeleis, 9 o/ 9 , 2 ooo lg. 

8o/3, 1235 lg* 

5o/5* 1233 lg* 

11 5o/5 f 233o lg. 

^ * 6o/6 t 1945 lg* 

sus* genietet 

Rundeisenanker 16 ^ 

X-eisan HP 12 , 2 ooo lg* 

linkeleis. 5o/5 t 824 lg* 

9 o/ 9 t 2 ooo lg. 


Ge^jdrre in 


NeU& 


0r'jli<5 


'5755 

38o | 58o 

j * 

I 

| 

588 | 588 

60 ! 60 


■> 


M 


7 


11 


11 


25 ' 25 

112 ! 112 

I- 

I 

i 

7o ; 7o 

j - 3 

! -.?4 


6 

2 

2\ 

It 

*. 

It 

2v 

*v 

4.. 

I 

2\ 

2'J 

1 


Gewxjsh.t 

s-nachste 

Seitfc 


” Sv/S, 113o lg. 

'Flaofteis- 7o/1o t 252o lg* 

/ finkeleis*' 8o/3, I 600 lg. 

Flaclieis. ^o/ 1 o f 252o lg. / 

/Wiiikelsis* 8o/3, I 600 lg. 

verscnvfeiBt ’ 
Eiiikeleis* 5o/5* 1233 lg* 

' Flacheisen 3o/lo, 79 o lg. 

7o/1o, 77o lg* 

loo/lo, 122 p lg* 

' I-eisett HP 12 , 2 ooo lg* J 

Otertrag 


TCUj. *i II. »*> LilfflL 


i 8543 


Document 213: continued. 
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2 

iicibtatt Nr. 




Ai 

! der 

Si-^riLUTi 

Linssrfr 

Auftraq-Nr. 

Ve<patkung 
Ktfli-: 



l#n[ 


J.A.L&S, 

274o5 





?. ■ lose 



2 

1 




m 



2 

B 



2 

n 



3o 

it 

, 



4 

. 

rr 



1 

ft 


27419 

1 

lose 



i 

n 



, 

i 

* 



i 

q 



2 

TT 



4 

q 



1 

n 



Y 

fl 



i 

w 



6 

B 



i 

U 


41D 314 
2695? 

i 

lose 



1 

Lose 



i ( 




5 

ft 



1 

n 



z 

ft 


J,X U< *;w 

8 

t* 



2 

n 



8 

tt 



3 

■ 



4 

it 



To 

n 



5 

n 



4 

u 


74+i % J], frlft T.llQJr 


Auflrag Nr.. 


Sludt- 

zaKI 


2 4 

2* 

M 

V 

17 
1*r 
1/ 
2v 
4/ 

V 

1 V’ 1 

17 

6,/ 

V 


y 


/ 


1 V 

v 

v 

V 


G t g ! in 1 a n d 


Ubertrag 

RauchkanalschiBbat 35o x 600 
.Raaraen xtUti Ausaauera 

Eulsen {Gehauae) 

GegengewicEta 24a jd, 25o lg. 

Ascbebehaltaz 32 8 x 35o 

SchtirgerSt© ca> Jooo lg* 

“ierkaatoieen 4o/4o, 63o lg. 

rt f 746 lg* 

Hohrleitung 12 ti? + 89 p 

laufscMens 5 o/ 5 , 2 o 3 o lg. \ 

387o lg. 
48o lg. 
5oo lg* 

(U 6,5, 35o l gt 
5o/5 t 3 ooo lg. 
Versehiebewagen X 
Kinfuhrungswagen X 

AuflegstlcCll Ifiiill 
legen gewicht skasten 
ibstrsifer 


ti 


T! 


? 

y 1 


ehlaee Nr. 5^ tnit Coni- 
to tor 3 IB 

Consol aus ^inkeleisen 
ftruckstutzen 

tohre 13o a/?, 16oo - 197o lg* 
tohr 3oo a^* 13oo lg./ 

95o lg. 


2./ 

tl 

8y 

B 225 

2\/ 

55o H, 

8'/ 

" 4oo aj^ 

3/ 

" 35o U t 

47 

" 25o a/ 

o >/ 

H 225 H, 

5. ■ 

" 18o 5*5 

4/ 

" 3oo U 


n 

it 

n 

ir 

n 

ii 


tfbertraf 


Gin kr] 




Rrutlo 


9o 

186 

72 

28 

38 

236 

4. 

85 
37 
18 
13 
44 

25 
[165 

23 
2o 
52 
2o 

26 


8543 


1o4-1 

So 


5o 


8 ? | 87 


i 


9o 

186 

72 

28 

38 

236 

4o 

85 

37 

18 

13 

44 

25 

165 

23 

2o 

52 

2o 

AG 


1o939 


Document 213: continued. 
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| BeibtaH Nr r D . 


\ Sigrt'j rr 


/ 

A Lift mg Nr. . 


Unierc 


Ajt dor 
VcrpGd<ung 
K[>iI i - : 
znhl 


5 fydi- 

2flnl 


Gegtifi-ifrond 


Gf:vdchto in kg 
Nc l I c i, ti rj :i-j 


j.A.T.&S. 


41 D 314 

2695? 


41/1980 

27419 

274o5 


41/1249 


28o89 

27621 


ku». i' n. TpHA ur:i: 


6 lose 
12 : " 
is; * 

19 ! " l 


| Dberbrag 

j 

6 \ versclu Abzweigstutzen 


12 

IS 

19 


1 

z 

1o 

2 


v 


?o 

2o 

4 

]12 





H iMkroer 
ftolirgchellan 
Sicke&sohelleu 

St«mdreiaoksofaalter 

dir. EctoSflf&en 

Steinschrattbeil 5/&% 2oo lg 

div* Schrauben 

lfdm* Brahtaetl 1o ^ mit 
Kausoften ti, Klemmon 

Firm enn chi 1 der 

div* Schrauben & Scheiben 

Sechskantschr. 5/16 x 2o 
Steinschm db&ri Alio x loo 
FI.-Anker 

Sechskantschr. 3/V r x 5o 


lo939 

43 43 

36 36 

381 38 

11 ! 11 


82 


1 

1 

1 

5 


o,l 

16 

o,5 




KUi i i* ; i 


iOi 

■tf: 


^ - // 

T < * 
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Document 214: “Bill of lading” by J.A. Topf & Sohne to the Central Construction 
Office at Auschwitz of 18 June 1942 regading “Parts of 5 Topf triple-muffle fur¬ 
naces” for Crematorium II at Birkenau. Source: RGVA, 502-1-313, pp. 165f. 
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Document 214: continued. 
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Document 215: “Final invoice” of J. A. Topf & Sohne of 27 January 1943 regard¬ 
ing 5 triple-muffle furnaces (and the waste incinerator) of Crematorium II at 
Birkenau. Source: RGVA, 502-2-26, pp. 230-230a. 
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Document 215: continued. 
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Document 216: “Final invoice ” of J.A. Topf & Sohne of 27 May 1943 regarding 5 
triple-muffle furnaces of Crematorium Ill at Birkenau. Source: RGVA, 502-2-26, 

pp. 215-215a. 
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Document 216: continued. 
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Documents 217 (top) & 217a (bottom): Topf coke-fired triple-muffle cremation 
furnace. Top: Vertical section. Bottom: Longitudinal section of a lateral muffle. 
Labeled by Carlo Mattogno based on the drawing by J.A. Topf & Sohne no. D 

57253. 
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3460. _ 




Documents 219 (top) & 220 (bottom): as above, horizontal section. Top: vertical 
section, design of the combustion gas ducts. Bottom: as above, Bottom: Longitudi- 

nal section of the side muffle. 
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Document 221: Project of the new crematorium at Auschwitz (future Crematorium 
II/III at Birkenau). Drawing 933 by the Central Construction Office of 19 January 

1942. Source: APMO, negative no. 20957. 
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Document 222: Project of the new crematorium at Auschwitz (future Crematorium 
II/III at Birkenau). Drawing 933 by the Central Construction Office of 19 January 

1942. Source: APMO, negative no. 20818/4. 
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Document 222a: as above, section enlargement with labels by the author. For a 

description see text in Part 1. 
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Document 223: as above, horizontal section. Layout of the smoke ducts and the 

chimney. Source: APMO, negative no. 520. 

1-5: Ofen =furnace; 13/1-6: smoke ducts/flues; 14: Rauchkanalschieber=s/776>£:£ 
duct damper; 22 (Dl-5): Druckluftgeblas Q=combustion air blower; 30: Rauchka- 
nalschieber=c/z/m^^y ’s smoke duct damper; 31: Zug=chimney duct; 33: Miillver- 

brennungsofen=waste incinerator. 
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Document 224: as above, vertical section through the chimney. Drawing 933 by 
the Central Construction Office of 19 January 1942. Labelled by the author. 

Source: APMO, negative no. 518. 

Ofen= furnace; 13: Rauchkanal = smoke duct/flue; 26: connection channel of the 
force-draft blower; 2 7: closing plate of the force-draft blower’s connection chan¬ 
nel; 28: Saugzuganlage ^forced-draft device; 29: connection shaft of forced-draft 
blower with chimney; 30: Rauchkanalschieber=c/z/m^^y ’s smoke duct damper; 31: 
3 Ziige= 3 chimney ducts; 32: Schornstein =chimney; 33: Mullverbrennungs- 

ofen =waste incinerator. 
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Mil Isolie rung 
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Document 225a (top): Compare the Topf waste incinerator MV (see Doc. 161) 
with Document 255b (bottom): the cremation furnace for large-scale operation in¬ 
vented by Fritz Sander (see also Doc. 155). 
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Document 226: Invoice ofTopf no. 1314 of 23 August 1943for the Central Con¬ 
struction Office at Auschwitz regarding the waste incinerator of Crematorium III. 

Source: RGVA, 502-1-327, pp. 13-13a. 
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Document 226: continued. 
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BETRIEBS VORSCHRtFT 

dca koksbehe/zten Topf-Dneimu ffel - 

EinaschePun gsoftn 

ibr Beschickung der beidcn Koksgeneratoren mit Koks 

muM der Rauchkanatschieber am Oftn gebffnet werden. 

Nunmehr kann in den beiden Oeneratoren Fever angefacht and 
unterhatten werden, hierbei ist zu bcachten, dass die Sekundarver - 
schliisse rechts and links der Ascheentnahmeturen (Koksgeneratorenjg*- 
tiff net sind. 

Nachdem die Einascherungskammern gut rotwarm (ca.SOQ'CJ 
sind kdnnen die Leichen hintereinander in die drei Kammern tinge - 

fahren werden. 

Jetzt ist es zweckmtissig das seitwarts am Oftn stehende 
Oruckiuf tgeblSse anzusteilen and ca. 20 Nfinuten tauten zu iassen 
Hierbei ist zu becbachten, ob zuviet oder zu wenig Frischkift indie 
drei Kammern eintritt. 

Die Regulierung der Frtschlufi erfotgt durch die Drehkiappe 
die sich in der Luftrohrieitung befindet. Wei ter bin mussen d/e 

rechts and tinks der Einfuhrtdren angeordneten Lufteintdit^ h&iti 
geotfnet werden. 

So bald die Le reheated* vom Schamotterost nach der dar- 
unter {tegende Ascheschrage gcfaUen sind T mussen dies* mittets 
der Kratze nacn vorn zur Aschetntmhmetiir gezogen werden Hier 
kdnnen dtese Teile noch 20 Minuter zany Nachverbrennen lag ern, 

Dann wird die Asche in den Asche be halter gezogen and zur Abkuhl- 
ung beiseite gesteiit, 

Zwischendurch werden neue Leichen in die Kammern 
nach e man der dngefuhrt. 

Die bet den Koksgeneratoren mussen von Zeit zu Zett 
mit Brennstoff beschickt werden. 

Jeden Abend mussen die 6 eneratorroste von den Koks- 
schtacken be fr ei t and die Asche herausgenommen werden , 

Zu beachten ist femmr t das nach Bctmehsschtuss- sobald 
die Gvneratoren leer gebrannt und Olutteite nicht mehr vorhanden 
sind^atte Luftschieber und Ttiren, desgL auch der Rauchkanalschie- 
her am Ofen geschlossen sein mussen um den 0fen nicht aus- 
zukUhien . 

Nach jeder Eir&scherung steigt die Temperatur im Ofen. 
Daher bitte beachten t dass die tnnentemperatur nicht i/berJOOOX. 
kommt (Weissgtutfi 

Dies* Temperaturstejgerung kann durch iufteinbiasen 
verb in dirt werden. 



Document 227: “Operating instruzctions for the Topf coke-fired triple-muffle 
cremation furnace. ” Source: M. Nyiszli, Im Jenseits der Menschlichkeit. Ein Ge- 
richtsmediziner in Auschwitz. Dietz Verlag, Berlin 1992, p. 33. 
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Abschrift/Go 



J. A. To p_f and 


S o h n e 



An die 

Zentral-Dauleitung der 
und Polizei, 

Auschwitz /Qgt-QS« 


Br/ 


Botrifft; Ihre Seich* 

Zrenat oriuui, ^ - 

z, i uA fjche run^ 3-v fen 


D 17 

Prf. 


Kost e nan s ch lag 

auf 


Lieferung von Z Stuck Drr?i::raff el-”in- 
ascherun^s-vfen and Herstellanr' ' 
SchornstcinPutters rAz Peini^ajir^;; r. 


Document 228: “Cost estimate ” by J.A. Topf & Sohne for the Central Construction 
Office at Auschwitz of 12 February 1942 regarding a simplified Topf coke-fired 
triple-muffle cremation furnace. Source: APMO,BW 30/34, pp. 27,32,29 (sic). 
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J.A.Topf u.Sdhne 
Effort 


Abs ch rift/gQ g^Blatt dea Eostenanschlagea v 

12.2,42 


Pos, 


S fciij ck- 


stand 


Einhtifs- 

Prcis 


.1/ I Xtf 


Gddbdrag 


ju 


.1 SJ 


I). 


k okgbeheizteT Binascherangg-Ofen 
mit 3 ttuffeln. 


3 ^ 


wosu folgeade Arbeitea and Lie- 
ferungen gehdren; 

Dae erforderliche Schamottgmaterial, 
bestehend aus Hormal - t Bonn- and 
Eeilateinea and der MonolitBtampf- 
masse eowie dem dazagehorigen Mor- 
tel. 

Zar Isolierung dea Qfens die erfor- 
derlichen Eieeelgursteine, Schlak- 
keuwolle and Eieaelgumidrtel. 


i 

i 


I 


3 


Die gaea- and BChmiedeeiseTimn 
Armaturen, wie: 


BChmiedeeieeme Abaperrschieber, die 
mit Monolltstampfmasse auagegtampft 
warden, eingchlieBlich eines Riffel- 
blech-Belagee an der Vorderseite dea 
Schiebers and Einrichtung einer Schau- 
lake j 


6 

6 

3 

die 

1o 

5 

1 

2 

1 

i 

I 

die 

der 


gusseiserne Kettenrollen, 

gasaeiserne Lager, 

guaseiaerne Wandwinden flLr je 
5oo kg Tragkraft, 

erforderlichen Drahteeile and 
4 Ketten. fUr die Schieber, 

gueseiaerne Laftkanalverachliisse, 

gaeaeiaerne Aecheentnahmetiiren, 
schamottegefiittert, 

gue ae i a e r ne r Gene rat o r -Eul 1 a chacht - 
verschlaas, mit Iaolierkappe 

sciuniedeeiaerne Aachebehalter, 

gungeiserner Rauchkanalschieber, in 
luftdicht schliegender ilihrutiga- 
hiilse laufend, einschliefilich Pol¬ 
len, Drahteeil and Gegengewicht» 

erforderlichen Schiirgerate fiir den 

Generator, 

Planroflt, bestehend aus schmiede- 
eiaernea Tierkant-Eigen, eln- 
achliesslich den Aaflager-Eigen, 


Document 228: continued 
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■! 11 


-- i ■ 

Stiidt- 

zahi 




3*Blatt des Kostenanschlages vom 


Pos, 


Ge^ensUnd 


id 


achmiedeeiaerne Sarg-Einfuhrunga- 
varrichtung, beatshend aus einer 
Trage und 6 Stuck Laufrollen mit 
Befestigungs-Eiaen, 

&ont surge ste Hung sum Bau dea 
Ofens und Stellung einea Irtgenieurs 
sur Abnahme des Ofens* 

Preis ?09. i) fUr 1 Ofen m* 

Preis Pos, I) filr 2 Ofen FM 


Das 


S chariot tef utter fUr den Schornstein 

bis su£6 m Rohe xmd 12 cm Starke* 

1 4oo SchamottenorK&lsteine SK 3o, 

7oo kg Schamot^emdrtel M 2 
1 gusseiserne Einsteige- und 
EeinigungstUr• 

Preis Poa. II) RM 


Einheils- 

Prcis 


Af : ju 


i 




Gcldbelmg 


Af 


4~4L 


£9 


14*212,- 


44o 


Die zufl Ofen erforderlichen Ver- 
arikerungs-Eisen aind nach uncerer 
Seichnung bauseitig, ohne Kosten 
fur una $ su stellen. Reiter 
aind bauseitig, kostenlca filr una, 
au liefera: Filr ^eden Ofen 

ca. 4 coo Stuck Ziegelsteine, 

6 cbm Maueraand, 

1 2oo kg Kalk 
5oo kg Zenent, 


Diese ?£ateri alien gehcren sum 
Haue rwe r k sj^aat el* 

Fur die Dauer der Montage sind 
unserem Llonteur bauscitig, kostenloa 
ftlr uns , 3-4 Heifer zur Verfiigung 
zu stellen* 


Kennsiffergewicht insgessmt % 345o kg 

Die Preis* uneeres Angebotee gelten 
ab Werki ohne Verpackung, 

LIef,3ed*A* 6o*5*41 2 coo, L o2o4l* 


Document 228: continued 
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Document 229: Simplified Topf coke-fired triple-muffle cremation furnace. Hori- 

zontal section. Labeled by Carlo Mattogno. 


Document 229a: as above; combustion gas ducts. 
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Document 229b: as above, outside wall. 





Document 229c: inside wall. 
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J. A. TOPF & SOHNE 

HUCHINCbl^iiR uhD ffuuu»ra5TFCKkiiCiiE7 iWOttZiiMt 


rb 


tua 



rn*.■■ 


r.r £1* 



m k t«H 
IIjiH L i 


■I ■*' ‘■I—'L- 
■GEnEI-ii Id 
bl !■■ I ■ iHi 


■ i r« r l 

Vn * ■ A ?fnF*z r .. 


r P-FUftP 15 , 11 .*2 


bn ingniMI J B 

bet. 


.IH 


■ ■ ir h ii 


1MJD/4B/J yi./lf-, Fxf! 


D iv 





- l-yig-n: 3ap.F^fakf. f r-i ,d „— r - 




PDH ? ! LrCTL'hfcfiMJ-iCM WZL.IHUF 


Document 230: “Cost estimate” for a Topf wood-fired eight-muffle cremation fur¬ 
nace of the Mogilev contract of 16 November 1942. Source: RGVA, 502-1-313, pp. 

72-76. 
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■L-t ■■■■■■■ J Jar VnaalikUiaai 


/;□ K:-r hii ; 

UuiLOJV^rk ica.nr_E.nl 

y s« 3lLj±% =1 PHt-ll fc*Lf- (jfeirBpl 


cn 


- f s-rpj." J 
3-e LI^,a 


fa 



ItYJ-MiHiSj j 
1/; JLi'-uri-iiJ. k p 

i I'lnin htW] All-fa plug UJiEiPT<A 
JJ-- :il-T jr#-Ti fcc; =. inr-S as sur VbrfQAW 
tU P E-dl t->a r J 

S±ban^lL«QPtP-tl«.llpn ] LLDfi i*ajJ 


J &M ^J-Ucfc SclmcvlS-^iiniF-HBP JJ 

1 Pdci ElJpl Eft 

•>w EtJtfc. Ionian it.: Crania ui n«- "I 
j OHO kf 1^ s |HitlaKSi'.nt .'J f B 

JE- SEfcH 

^ Eel::^ r^hiapEtefai-c.ni^ lEpS^rLic-t 

2 " ,n o_ ijt L%iEj?nt ji^i.rc*jh? P 


£U"=.- ur -1 

■ if? 


aciialciJnnS.nrir^c.v, bUtiiTn^ 


Uu^ifc^cilz^fnr., b#bt*baa4 h^I 4*E. 
ruiinlprniCD E«iiJU 4 n4tC3h „ d un ■W.H- 

■nSivrnrB rJjLBT^Kt'Tl, driP. full pc^Fjniit- 
d u f 1 * 1 nui FUrtsifclecji die '-Vr- 
JiLiiti i:\tA-2lEHp end dfiti mrh«.l,#d*fc:Ll.dfc- 
Tien j'jjjT 3nn-r - ii ftl* U* ftnai*, 

I U&K«lABTD (1 ^Mllillll* ml ■*»! If ||B| ^ I n 
jiftdj^t achiln2tndM Vllnui- 
liJ L ec* laiLfnr^l, taiiiijcli ftol- 

-™* Us nh-E n* L U tipi C^sn^^l^JatB , 

ich* 1 jdnnLBfitftP flhirj£lflla- = «TT- 

ndll^b rr PE 1 Ki^C-EPB Uii rfV-1 IThJW* - 
S l ™. ™ 4 ** !kifcl#>PinmTd PD- Al t 

Vd-nalil hui^q E-vpl ■) B 

k#; r; Pd-e-l^iir-lnal 9 n rTd.3 Iil&hIm „ 


i 


ii i_i 


nit, 

vi* 

z. 


Document 230: continued. 
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L A f Orf 4 &QKNE 
El R S- U K 1 


1, — -i- 


L-: l j 1 i. 4*“ 




M Jd.4c.tn lti.. 


14 

hk 


1C 

7 

die 

dig 

4 


2a- 

L-^ 

B 


U*! 5 . 


;u L i a ri 4 l ■ e.■. ,.i.i 


^ B ■ Vn iPItbl “fH^l 


#ju.iaf L mtiw- If llfrii*!] tn uod die- 
!i U-t rui ■prfQrd^TUvtirn. rpis-M-lfe^r 

n,<iSl Tj" r#-F pit 


Mj^.1 *1 pfI ftalftiB S£M|r£?ri3t* ri %B~ 
nt#h*i.a hlh ij-jtc* Tipi jjghEtr-Ei hin 4 

fflrddrl l«bfn InllHllr, trllnB* 

tapd it L fc rtf 1l hi: .™Jp ficFfC®r»fcC h If H 

UnAfT i’iU i 3La >Hn cur 5-rfirp iIt'-lilt 

df-r EfAtfD- and rtf s ] t-j] Ltu , 

m.'Ni i T.j#fc s p.i- 3 n* Aa :thkh:- L-ii All V*r- 
ttd-T^iiTi];i-k i spri nr>i jc- 1 EifclfirllT-ia, 

hjuAaa t l-rmr uif Cia_ai] h'lnoL^iq p 

KujaoL-a-rrJir Aadhvw ul caIt=h Lll rr n , 

L E< r L , c. ! r. . 1 -.! 

Ipl f n.L -Eiirf^rLnif*, 

&MrE-£Li^rj_ h .rvoT^ LeLi ahijf p F n>l 

1*1 «J = If- f-aiiET t^haL rinr:.: a» rr.^n tra&e» 
dfJI ]Jbrf FftJ J nil *Le 3r?i!nfcL ^iv:*- 

Elpam aliP Jdi liuffHTin 

Vr.rit f ll TjT r rl liill^ 

del WiBij L?llJrli 

Tl&££tld.tr P □UOilrth. A l^aK.'Ii I|;|,1 
de c Xt . C-C . 

lYP3i d43 Ut< LiS I 


I* n= = 1,f f *T, 

- yizti 


™£5tj, 

i- if- 


hr 3*T«Lv .1.1 1 1 HLE Li-rfD3-usij( frvS 
labovd^ieB srhurj.^ < - ■ - 1 

■-'r. a tun liilHi iW Umi h vital if j 
. ■ Hi La 10 j - dfl Ofrtsa ^-riirnnd iti-Lrer, 
Jhru: Kcatjea fy* ut, Mf Virftljpnf 

UrtSlnlti vrrd imi . Pc M JJlntTf-L frr= 
nuf flia- BaojllbI 1 h im: la-in dl*- Gf-id- 
Ti;ndd^atr_fejF=a^Ltki L-tii LrlL r a^a res 
Jjnli.M’h-ri £$*■ iuj Ertgpjiui^ dr r 
OT«niflCital« uodtfj- E^hliPUTB 
taufHchllj^in El iULtd-cJ. hi t dl,i 
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- - " n - ■ fcv 
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Document 230: continued. 
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Document 231: “Bill of lading” by J.A. Topf & Sohne to the Central Construction 
Office at Auschwitz of 8 September 1942 regarding two eight-muffle cremation 
furnaces. Source: RGVA, 502-1-313, pp. 143-143a. 
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Document 231: continued. 
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Document 232: “Final invoice” no. 380 by Topf of 5 April 1943 re¬ 
garding the delivery of two eight-muffle cremation furnaces. Source: 
_ RGVA, 502-1-314, pp. 29-29a. _ 
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Document 232: continued. 
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Document 233: “Final invoicee” no. 322 by Topf of 12 July 1944 back-dated to 23 
April 1943 regarding cast-iron doors, insulation material and gasifier grades. 

Source: RGVA, 502-1-327, p. 22. 
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Document 234: Project Crematorium IV/Vat Birkenau. Drawing no. 1678 (r) 
by the Central Construction Office of 14 August 1942. Source: APMO, nega¬ 
tive no. 20946/6. 
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Document 235: Project Crematorium IV/Vat Birkenau. Drawing no. 2036 by the 
Central Construction Office of 11 January 1943. Source: APMO, negative no. 

6234. 
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Document 235a: as above, section enlargement showing 

the eight-muffle furnace. 
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Document 236: Project Crematorium IV/V at Birkenau. Drawing no. 2036(p) by 
the Central Construction Office of 11 January 1943. Source: APMO, negative no. 


20818/10. 
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Document 237: Anchoring parts for one Topf eight-muffle furnaces from the Mogi¬ 
lev contract. List compiled byJ.A. Topf & Sohne on 4 September 1942. Source: 

RGVA, 502-1-313, p. 141. 
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Document 238: Author's sketch of the Topf coke-fired eight-muffle furnaces of 
Crematori IV and V at Birkenau. Arrangement of the furances (Ofen), gasifiers 

(Generator) and smoke ducts. 



Document 239: as above. Horizontal section. 
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Document 240: as above. Longitudinal section through the pair of external muffles. 
Based on drawing D no. 58173 by J.A. Topf & Sohne. Numbers by the author. See 

text of Part 1 for details. 


Document 241: Composite photograph based on the TOPF double-muffle cremation 
furnace at the Gusen camp illustrating the structure of the Topf eight-muffle fur¬ 


nace. 
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Document 242: Letter from Engineer Fritz Sander of J. A. Topf & Sohne from 14 

September 1942. Source: www.topfundsoehne.de. 
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Document 243: Letter from the head of the Central Construction Office Bischoff to 
the camp commander Hoss of 12 February 1943 regarding “Crematorium VI”. 

APMO, BW30/34, p. 80. 
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Document 244: ‘'Ringofen^ (ring furnace) for the sintering of bricks. Source: 
“Hiitte” des Ingenieurs Taschenbuch, Berlin, 1938, vol. IV, p. 740. 
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Document 245: Last page of a cost estimate by J.A. Topf & Sohne of 1 April 1943 
for the Central Construction Office at Auschwitz regarding a “■cremation furnace 
Source: R. Schnabel, Macht ohne Moral. Eine Dokumentation iiber die SS. Roder- 

berg-Verlag, Frankfurt/Main, 1957, p. 351. 
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Document 246: Letter from J.A. Topf & Sohne to the SS New Construction Office 
of the Mauthausen Concentration Camp of 1 November 1940 regarding a cost es¬ 
timate for a Topf coke-fired double-muffle cremation furnace. Source: Bundesar- 

chiv Koblenz, NS 4/Ma 54. 
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Document 247: Letter from J.A. Topf & Sohne to the SS New Construction Office 
of Mauthausen Concentration Camp of 9 July 1941. Source: SW, LK 4651. 
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Document 248: Letter from Bischoff to Kammler of 28 June 1943. Source: RGVA, 

502-1-314, p. 14a. 
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Document 248a: Letter from Bischoff to Kammler of 28 June 1943. Source: 

www. topfundsoehne. de. 
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Document 249: File memo by Kurt Prufer of 8 September 1942. Source: 
http: //veritas 3. holocaust-history, org/auschwitz/topf/. 
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Document 249: continued. 
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Cremation # 

2 

3 

4 

5 

6 

7 

8 

1 

780 °C 

820 °C 

9 min. 

690 °C 

16 min. 

870 °C 

75 min. 

2 

750 °C 

1050 °C 

16 min. 

780 °C 

52 min. 

820 °C 

56 min. 

3 

700 °C 

980 °C 

12 min. 

750 °C 

20 min. 

960 °C 

68 min. 

4 

950 °C 

1050°C 

9 min. 

800 °C 

24 min. 

920 °C 

62 min. 

5 

880 °C 

1100°C 

12 min. 

830 °C 

20 min. 

830 °C 

— 

6 

690 °C 

950 °C 

10 min. 

800 °C 

24 min. 

830 °C 

44 min. 

7 

800 °C 

930 °C 

16 min. 

820 °C 

36 min. 

1080°C 

40 min. 

8 

810 °C 

1100 °C 

13 min. 

800 °C 

24 min. 

830 °C 

40 min. 

Mean Values 

795 °C 

997.5 °C 

12 Vs min. 

784.75 °C 

27 min. 

892.5 °C 

55 min. 

Columns 

2: Initial temperature. 

3: Maximum temperature during coffin incineration. 

4: Duration of coffin incineration. 

5: Temperature at the beginning of corpse cremation. 

6: Duration of corpse water evaporation. 

7: Maximum temperature during corpse cremation. 

8: Duration of the cremation until the maximum temperature of corpse cremation 

(main combustion phase). 







Document 250: Summary table of data derivedfrom cremation experiments con¬ 
ducted by engineer R. Kessler on 5 January 1927 at the Dessau crematorium 

(coke-fired ). 


Temperature 'C 



Document 251: Graph of the mean muffle temperature in the course of cremation 
experiments conducted by Engineer R. Kessler on 5 January 1927 at the Dessau 

crematorium (coke-fired). 
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Document 252: Summary of the cremation process in a modern cremation furnace. 
Source: Douglas J. Davies, Lewis FT. Mates (eds.), Encyclopedia of Cremation, 

Ashgate, London, 2005, p. 133. 
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Document 253: Condition of a corpse after thirty minuts of cremation. Source: Mi¬ 
chael Bohnert, Thomas Rost, Stefan Poliak, “The degree of destruction of human 
bodies in relation to the duration of the fire, ” in: Forensic Science International, 

95, 1998, p. 15. 



Document 254: as above, after forty minutes. Color reproductions of these photos 

can be found at the end of Part 3 of this study. 
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Document 255: List of cremations at the Gusen crematorium between 26 Septem¬ 
ber and 12 November 1941. Source: ODMM, Archiv, B 12/31. 
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Date dd/mm 

kg of coke 

corpses 

kg/corpse 

min 

min/corpse 

kg coke/h 

26/09 

960 

20 

48.0 

275 

28 

105 

29/09 

720 

14 

51.4 

165 

24 

131 

01/10 

1,200 

25 

48.0 

105 

8 

343 

03/10 

780 

11 

70.9 

165 

30 

142 

06/10 

1,200 

25 

48.0 

155 

12 

232 

08/10 

600 

12 

50.0 

115 

19 

157 

10/10 

960 

21 

45.7 

210 

20 

137 

13/10 

960 

23 

41.7 

255 

22 

113 

14/10 

840 

19 

44.2 

120 

13 

210 

15/10 

960 

23 

41.7 

120 

10 

240 

Totals/A vgs 

9,180 

193 

49.0 

1,685 

19 

163 

26/10 

840 

20 

42.0 

? 

? 

? 

27/10 

1,020 

30 

34.0 

? 

? 

? 

28/10 

1,080 

30 

36.0 

? 

? 

? 

29/10 

840 

23 

36.5 

? 

? 

? 

30/10 

1,020 

26 

39.2 

? 

? 

? 

Totals/Avgs 

4,800 

129 

37.2 

— 

— 

— 

31/10 

2,100 

63 

33.3 

960 

30 

66 

01/11 

1,260 

38 

33.2 

525 

28 

72 

02/11 

1,260 

42 

30.0 

325 

15 

116 

03/11 

1,140 

42 

27.1 

420 

20 

81 

04/11 

1,380 

49 

28.2 

552 

23 

75 

05/11 

1,320 

45 

29.3 

315 

14 

126 

06/11 

2,040 

57 

35.8 

730 

26 

84 

07/11 

2,700 

94 

28.7 

1,065 

23 

76 

08/11 

2,100 

72 

29.2 

1,110 

31 

57 

09/11 

1,140 

34 

33.5 

465 

27 

74 

10/11 

840 

30 

28.0 

160 

11 

158 

11/11 

1,920 

58 

33.1 

740 

26 

78 

12/11 

1,500 

53 

28.3 

610 

23 

74 

Totals/Avgs 

20,700 

677 

30.6 

7,977 

24 

78 

Columns: 

1: Date of cremations. 

2: Total coke consumption (in kg). 

3: Total number of cremations. 

4: Mean coke consumption per cremation (in kg). 

5: Total time (in minutes) of each day according to the times recorded in 
the first column of Document 255. 

6: Mean duration of each cremation (in minutes), assuming that the time 
recorded in column 5 refers to cremations. 

7: Coke throughput of each gasifier (in kg/h), assuming that the time rec¬ 
orded in column 5 refers to cremations. 


Document 256: Explanatory table of the data contained in the list of crema- 

tions at the Gusen crematorium (Document 255). 
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Document 257: List of cremations conducted at the Westerbork crematorium be- 
tween 4 June and 1 July 1943. Source: ROD, C[64]392 
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Document 258: as above, cremations on 7 June 1943. Source: ROD, C[64]392 
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Document 259: Stoking tools. Source: A. Cantagalli, Nozioni teorico-pratiche per i 
conduttori di caldaie e generatori di vapore. G. Lavagnolo Editore, Turin 1940, p. 


110 . 



Document 260: Operational results for eight carcass-destruction furnaces built by 
the Kori Co. Source: W. Heepke, Die Kadaververnichtungs-Anlagen. Verlag von 

Carl Marhold. Halle a. S. 1905, p. 43. 
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Document 261: Letter from Hans Kori to the headquarters of the Lublin camp of 4 
February 1944. Source: APMM, sygn. VI-9a, vol. 1, p. 27. 
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Document 262: “Guidance graph for determining the cremation time of corpses in 
various crematoria as a function of temperature ” as prepared by the Soviet Com¬ 
mission of Inquiry about the Lublin-Majdanek camp. Source: GARF, 7021-107-9, 

p. 247. 
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Document 263: Letter from the Central Construction Office at Auschwitz to the 
Bauleitung at Stutthof of 10 July 1942. Source: RGVA, 502-1-272, p. 168. 








C. Mattogno, The Crematory Furnaces of Auschwitz: Part 2 


423 


2*^1 n T5V*VJ^JJ 


\Ll. l ! *» 1 Lj a nil 1T P ?-I l , i; 


i n « M M d t r i 



MtT.i cij ] □ j f J |7 1 

f*»jl n l l fc pjrr_'fcpr[i Gij Pi. EL. LflftC" L ^r'hn.uJ- dr#- i frfl} 

T 5 i > 


Ij ^■piuim ,■ kxfmiili 




hi 3U4fhlrltl ivniLdnl ildi yuentU-ob. h4hh 

■1% 5/5 flrr liiiff* fb?4til_E_-l1 P<Til“ kiwi. Hi 1 rt-K* II 1L+ 

IIj ■*■■—*-- A r - Tirtri.ii? - la 12 nuiifci w 3?t ■ U * j - ?ftc4 * 1 ■ 



IT i Tl 

ill > 4 ]-IU r-F 4 *n * P Jtaar-rrartjt** HftE.-=nC - 

T? t jj ■ 12 . i - Did . : - s 2 ±a a* ix 12 »ui. (l m-intj 


It * 2 *J+Q kj 

1 m tifai * 

► n >i ut < 

■ t *UJM 

Hi, ■ T E4a L| bi II' rnt-tl W ,l4tj 0 


tlfli iLDG ^llLirCH^vm^inE fin Jltat l ila r J Uni - 1 ^ 4*1*11 
LiLii^-i-Dp >!■:■ ■wq-Fbir oi^bt lilt ^fcimAw taw* 'v B 

Bcr^fl. wi 4 


Tij~liE J+n 
2 Tirvii^mj IJ. 

2 4rVi ITi* 

1 .nclatr. r> _">? E*“ir 

-**■■*■■ i rf_. 



■ ■ * > 


Document 264: "File memo ” by Jahrling of 17 March 1943. Source: APMO, BW 

30/7/34, p. 54. 
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Document 265: Experiment to burn out a chimney. Temperature graph. Source: 
Kristen, “Ausbrennversuche an Schornsteinen, ” in: Warmewirtschaftliche Nach- 
richten far Hausbau, Haushalt und Kleingewerbe, 6. Jg., Nr. 7, April 1933, p. 84. 
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EJtiiel- Verbron nu ngsefen f ti r M ljI 1 und Abfcillo alio r Art 


Document 266: Promotional brochure by the H. Kori company, Berlin 1927, re¬ 
garding incinerators for waste and all kinds of refuse. Source: APMM, sygn. VI-9a, 

vol. 1. 
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Document 266: continued. 
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Document 267: Promotional brochure by the H. Kori company, Berlin 1927, re- 
garding incinerators for all kinds of refuse. Source: APMM, sygn. VI-9 a, vol. 1. 
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Document 267: continued 





































C. Mattogno, The Crematory Furnaces of Auschwitz: Part 2 


429 


H* Kori GmbH., Berlin W 35 



in*.'50 W 




IMri i 




l^rnrtiir cMi Jli' Vi 

trwwifd | j 1 Fl 81 -g 

INI 


■Mh.h- u *u tEelry |i|i 

■urrin-JfcidUu 

Ax!" l^pmunM Bw iVl k 

*4 • > - U11 
I 1 ** Ait I JiN 



l*R|J L41I1IJ 
tiufhaiui -hSai Ep 


^>■1 '”*■1 r. nln .In HTs-L 1 .-r-'-lSu HI 

rn- ilji la- b.:iii Utu# Kuiw ki 

UhLhIIEH TriLrf LluBA laUki. Yr I I_u ■ •airv^n-'-La R»l 

I a! 1 ■ ua9 3 r-fc Lt-ini iajj i :_- L i ■ S'nn iri!K»^ ri «rrl 



At .in Ym Jl 

■i - 1 I J r I r.'juTfc j l -I J n- i 

"■full- m*i ttU-V 
|kr hr-PwN m 


m M.kMmJTw'h kj-BB I 1 W,pHk 

IViiak, HtW 1 | 1 n|■ i l — llra ^ 



UN 1 1 Icfewk- , 11 Li hr Iptaj !R . 

Lrh.rlrln«^4 .ifrn ¥ nj h4m 

HIaIIbj L:u kanljiJrn b -4 41 

■*+■■+■ Vwim -■■■>■■ bHH’l fm flv hlmAB 

f , Hlh I H» fe-U. —| — M«.|- r—-I K«u->-r UM tv tfNJ 
Fb- ■«( ■■ caUac* »» 1. 



■ inBf J i 


Document 268: Promotional brochure by the H. Kori company, Berlin 1937. 

Source: APMM, sygn. VI-9 a, vol. 1. 
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Document 269: “Cremation Furnace System ‘Kori ’ at the crematorium of the city 
ofHagen/Westfalia. ’’Brochure of1927. Source: APMM, sygn. VF9a, vol. 1. 
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Document 270: “Cremation Furnace System ‘Kori ’ at the crematorium of the capi- 
tal city of Schwerin. ” Brochure of1927. Source: APMM, sygn. VI-9 a, vol. 1. 
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Document 270: continued. 
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Document 271: Letter from the H. KORI company to Engineer Waller at Office CIII 
of SS WVHA dated 18 May 1943. Source: KfSD, 660/41. 















434 


C. Mattogno, The Crematory Furnaces of Auschwitz: Part 2 







C. Mattogno, The Crematory Furnaces of Auschwitz: Part 2 


435 



M Ji,i j Pr f b j v 


rr v v 




H KQFI^rtl) H 

* f 7 v t »■ 


Document 2 72: Draft of crematorium at Neuengamme Concentration Camp. 
Drawing no. 8998 by Kori of 6 February 1941. Source: GARF, 7445-2-125, p. 90. 
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Document 273: Draft for cremation furnaces the Dachau Concentration Camp. 
Drawing no. 9122 by Kori of 12 May 1942. Source: GARF, 7445-3-125, p. 91. 






















































C. Mattogno, The Crematory Furnaces of Auschwitz: Part 2 


437 



Document 274: Drawing of the cremation furnaces for the Sachsenhausen 
Concentration Camp prepared by the Soviet Commission of Inquiry in June 1945. 
Source: GARF, 7021-104-3, p. 5. A: top view of the ovens; B: front view; C: lateral 

view (right side of the fourth furnace ). 
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Document 2 75: Sketch of the cremation furnaces at Sachsenhausen Concentration 
Camp, prepared by the Soviet Commission of Inquiry in June 1945. Source: GARF, 
7021-104-3, p. 6. A: longitudinal vertical section of the furnaces; B: horizontal 

section. Labeled by the author 
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Document 2 75a: Sketch of the KORI furnaces ’ smoke-duct 
system in the crematorium at Sachsenhausen camp, drawn 
by the Soviet Commission of Inquiry in June 1945. Source: 

GARF, 7021-104-3, p. 29. 
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Document 276a: Sketch ofH. KORI coke-fired double-muffle cremation furnace at 
the Stutthof Concentration Camp; front view. Soviet drawing of1945. GARF, 

7021-106-4, p. 26. 
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Document 277: “Cremation facility for the Lublin PoW camp. ” Kori drawing no. 
9080 of 31 March 1942. Source: GARF, 7445-2-125, p. 89. 
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Document 278: Sketch of the crematorium at the Lublin Concentration Camp. 
Longitudinal section with front view of the furnaces. Drawing by the Polish-Soviet 
Commission of Inquiry of August 1944. Source: GARF, 7021-107-9, p. 252. 
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Document 279: Sketch of the cremation furnaces at the Lublin Concentration 
Camp. Drawing by the Polish-Soviet Commission of Inquiry of August 1944. 
Source: GARF, 7021-107-9, p. 254. Labeled by the author. 



















































































































444 


C. Mattogno, The Crematory Furnaces of Auschwitz: Part 2 



Document 280: Sections through one of the cremation furnaces at the Lublin Con¬ 
centration Camp. Drawing by the Polish-Soviet Commission of Inquiry of August 
1944. Source: GARF, 7021-107-9, p. 254. 280/2. Labeled by the author. 
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Document 281: Floor plan of the crematorium at Lublin Concentration Camp 
showing the flue ducts. Drawing by the Polish-Soviet Commission of Inquiry of 
August 1944. Source: GARF, 7021-107-9, p. 252. 281/2. Labeled by the author. 
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Document 282: Crematorim at the Lublin Concentration Camp, longitudinal sec¬ 
tion showing the flue ducts. Drawing by the Polish-Soviet Commission of Inquiry of 
August 1944. Source: GARF, 7021-107-9, p. 252. Labeled by the author. 
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Document 283: as above, angular perspective. Source: GARF, 7021-107-9, p. 255. 



Document 283a: as above, labeled by the author. See text of Part 1 for details. 
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Document 284: KORI furnace at the Lublin Concentration Camp: sketch of the wa¬ 
ter heating device. Source: Z. Lukaszkiewicz, “Oboz koncentracyjny i zaglady 
Maidanek, ” in: Biuletyn Glownej Komisji Badania Zbrodni Niemieckich w Polsce, 

1948, pp. 8 Of 
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Document 285: KORI naphtha-fired cremation furnace in the crematorium at 
Trzebinia Concentration Camp. Drawing by the Institute of Heat and Fuel Tech- 
nology at the Mining Academy of Cracow. Source: APMO, negative no. 6671. 
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Document 285a: as above, labeled by the author. 
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Document 286: “Operating instruction for cremations ’’for the naphtha-fired KORI 

furnace. Source: ROD, C[64]392. 
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Document 287: Letter from Didier-Werke AG to Boriwoje Palitsch of 25 August 

1943. Document URSS-64. 
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Document 287: continued. 
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Werke no. 0.913 of 23 August 1943. Source: GARF, 7445-2-125, p. 92. 
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Document 289: List of names of corpses cremated at the Terezin crematorium on 

11 October 1943. Source: FT, A 1194, p. 33. 
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Document 290: Numerical summary of cremations conducted at the Terezln crema- 

torium on 11 October 1943. Source: PT, A 1 194, p. 32. 
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Document 291: Registry no. 6 of the Terezm crematorium, 
spanning from 1 July to 15 November 1943. Source: PT, A 

1194, p. 1. 
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Document 292: Official form for the cremation of an inmate’s corpse. Stutthof 
Concentration Camp, 6 December 1944. Source: AMS, I-IIIC-2. 
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Document 292: continued. 
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Document 293: Official form for the cremation of an inmate’s corpse. Auschwitz 
Concentration Camp. Source: N. Blumental, Dokumenty i Materialy, Lodz, 1946, 

vol. I, pp. 106f. 
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Document 294: Registry of the crematorium at Stutthof Concentration Camp, 

March 1944 (extract). Source: AMS, I-II-9. 
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Document 295: Official form informing family members of a deceased inmate 
about the death and cremation of their relative. Source: AMS, I-VD-1. 
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Document 296: “Shipment of urn ” by Mauthausen Concentration Camp. 7 Octo¬ 
ber 1941. Source: ODMM, 3 12/49. 
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Document 297: Letter from Topf to the SS New Construction Office at Auschwitz of 
3 June 1940 offering urns, an imprinting device for the urn lids, and fireclay mark- 

ers. Source: RGVA, 502-1-327, pp. 226f 
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Document 298: Letter from the Head of the Political Department of Auschwitz Con¬ 
centration Camp to the camp’s SS New Construction Office of 29 April 1941 about 
storing urns with the ashes of deceased inmates. Source: RGVA, 502-1-314, p. 1. 



Document 299: Political Department of the Auschwitz Concentration 
Camp. Order of 100 urn boxes from the SS New Construction Office’s 
carpentry workshop of 6 January 1941. Source: RGVA, 502-2-1, p. 29. 
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Document 299a: Political Department of the Ausch¬ 
witz Concentration Camp. Order of 100 urn boxes 
from the SS New Construction Office’s carpentry 
workshop of 5 February 1941. Source: RGVA, 502-2- 

1, p. 46. 
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Document 300: “Labor time card” of 27 November 1941 on the manufacture of 50 

shipping boxes for urns. Source: RGVA, 502-2-1, p. 34. 
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T his ambitious, growing series addresses various angles of the “Holocaust” of the WWII era. 
Most of them are based on decades of research from archives all over the world. They are heav¬ 
ily footnoted and referenced. In contrast to most other works on this issue, the tomes of this 
series approach its topic with profound academic scrutiny and a critical attitude. Any Holocaust 
researcher ignoring this series will remain oblivious to some of the most important research in the 
field. These books are designed to both convince the common reader as well as academics. The fol¬ 
lowing books have appeared so far and are available from The Barnes Review and CODOH/Castle 
Hill Publishers: 


SECTION ONE: 

General Overviews of the Holocaust 

The First Holocaust Jewish Fundraising Cam¬ 

paigns With Holocaust Claims During and Af¬ 
ter World War One . By Don Heddesheimer. This 

compact but substantive 
study documents propagan¬ 
da spread prior to, during 
and after the FIRST World 
War that claimed East Euro¬ 
pean Jewry was on the brink 
of annihilation. The magic 
number of suffering and 
dying Jews was 6 million 
back then as well. The book 
details how these Jewish 
fundraising operations in 
America raised vast sums in the name of feed¬ 
ing suffering Polish and Russian Jews but actu¬ 
ally funneled much of the money to Zionist and 
Communist groups. Second edition, 142 pages, 
b&w illustrations, bibliography, index. (#6) 

Lectures on the Holocaust. Controversial Issues 

Cross Examined . By Germar Rudolf. Between 

1992 and 2005 German 
scholar Germar Rudolf lec¬ 
tured to various audiences 
about the Holocaust in the 
light of new findings. Ru¬ 
dolf’s sometimes astounding 
facts and arguments fell on 
fertile soil among his listen¬ 
ers, as they were presented 
in a very sensitive and schol¬ 
arly way. This book is the 
literary version of Rudolf’s 
lectures, enriched with the most recent findings 
of historiography. Rudolf introduces the most 
important arguments for his findings, and his 
audience reacts with supportive, skeptical and 
also hostile questions. We believe this book is 
the best introduction into this taboo topic. Sec¬ 
ond edition, 500 pages, b&w illustrations, bibli¬ 
ography, index. (#15) 

Breaking the Spellj The Holocaust Myth & 

Reality. By Nicholas Kollerstrom. In 1941, 
British Intelligence analysts cracked the Ger¬ 
man “Enigma” code. Hence, in 1942 and 1943, 
encrypted radio communications between Ger¬ 
man concentration camps and the Berlin head¬ 
quarters were decrypted. The intercepted data 





Pictured above are all of the scientific studies that comprise the se¬ 
ries Holocaust Handbooks published thus far. More volumes and 
new editions are constantly in the works. 
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refutes, the orthodox “Holo¬ 
caust” narrative. It reveals 
that the Germans were des¬ 
perate to reduce the death 
rate in their labor camps, 
which was caused by cata¬ 
strophic typhus epidemics. 

Dr. Kollerstrom, a science 
historian, has taken these 
intercepts and a wide array 
of mostly unchallenged cor¬ 
roborating evidence to show that “witness state¬ 
ments” supporting the human gas chamber nar¬ 
rative clearly clash with the available scientific 
data. Kollerstrom concludes that the history of 
the Nazi “Holocaust” has been written by the 
victors with ulterior motives. It is distorted, ex¬ 
aggerated and largely wrong. With a foreword 
by Prof. Dr. James Fetzer. 256 pages, b&w il¬ 
lustrations, bibliography, index. (#31) 

Debating the Holocaust. A New Look at Both 



debate about the Holocaust. But ignoring it does 
not make this controversy go away, Ibaditional 



All books are 6”*9” paperbacks unless otherwise stated. Library discounts are available for the whole set and all subsequent volumes. 
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Holocaust narrative with revision¬ 
ist challenges and then analyzes the 
mainstream’s responses to them. He 
reveals the weaknesses of both sides, 
while declaring revisionism the win¬ 
ner of the current state of the debate. 
2nd, revised and expanded edition, ca. 
300 pages, b&w illustrations, biblio¬ 
graphy, index. (Summer 20155 #32) 

The Hoax of the Twentieth Century .; 

The Case against the Presumed Ex¬ 

termination of European Jewry. By 

Arthur R. Butz. The first writer to 
analyze the entire Holocaust complex 
in a precise scientific manner. This 
book exhibits the overwhelming force 
of arguments accumulated by the 
mid-1970s. It continues to be a major 
historical reference work, frequently 
cited by prominent personalities. This 
edition has numerous supplements 
with new information gathered over 
the last 35 years. Fourth edition, 524 
pages, b&w illustrations, bibliography, 
index. (#7) 

Dissecting the Holocaust The Grow¬ 

ing Critique of ‘Truth’ and ‘Memory, 

Edited by Germar Rudolf. Dissecting 
the Holocaust applies state-of-the-art 
scientific technique and classic meth¬ 
ods of detection to investigate the al¬ 
leged murder of millions of Jews by 
Germans during World War II. In 
22 contributions—each of some 30 
pages—the 17 authors dissect gener¬ 
ally accepted paradigms of the “Holo¬ 
caust.” It reads as exciting as a crime 
novel : so many lies, forgeries and de¬ 
ceptions by politicians, historians and 
scientists are proven. This is the intel¬ 
lectual adventure of the 21st century. 
Be part of it! Second revised edition. 
616 pages, b&w illustrations, bibliog¬ 
raphy, index. (#l) 

The Dissolution of Eastern European 

Jewry. By Walter N. Sanning. Six Mil¬ 
lion Jews died in the Holocaust. San¬ 
ning did not take that number at face 
value, but thoroughly explored Euro¬ 
pean population developments and 
shifts mainly caused by emigration as 
well as deportations and evacuations 
conducted by both Nazis and the So¬ 
viets, among other things. The book 
is based mainly on Jewish, Zionist 
and mainstream sources. It concludes 
that a sizeable share of the Jews found 
missing during local censuses after the 
Second World War, which were so far 
counted as “Holocaust victims,” had 
either emigrated (mainly to Israel or 
the U.S.) or had been deported by Sta¬ 
lin to Siberian labor camps. 2nd, cor¬ 
rected edition, foreword by A.R. Butz, 
epilogue by Germar Rudolf contain¬ 
ing important updates; ca. 220 pages, 
b&w illustrations, bibliography (#29). 


Air Photo Evidence • World War Two 

Photos of Alleged Mass Murder Sites 

Analyzed. By John C. Ball. During 
World War Two both German and 
Allied reconnaissance aircraft took 
countless air photos of places of tacti¬ 
cal and strategic interest in Europe. 
These photos are prime evidence for 
the investigation of the Holocaust. 
Air photos of locations like Auschwitz, 
Majdanek, Treblinka, Babi Yar etc. 
permit an insight into what did or did 
not happen there. John Ball has un¬ 
earthed many pertinent photos and 
has thoroughly analyzed them. This 
book is full of air photo reproductions 
and schematic drawings explaining 
them. According to the author, these 
images refute many of the atrocity 
claims made by witnesses in connec¬ 
tion with events in the German sphere 
of influence. 3rd revised and expanded 
edition. Edited by Germar Rudolf; 
with a contribution by Carlo Mattog- 
no. 168 pages, 8.5”xll”, b&w illustra¬ 
tions, bibliography, index (#27). 

The Leuchter Reports’ Critical Edi¬ 

tion . By Fred Leuchter, Robert Fauris- 
son and Germar Rudolf. Between 1988 
and 1991, U.S. expert on execution 
technologies Fred Leuchter wrote four 
detailed reports addressing whether 
the Third Reich operated homicidal 
gas chambers. The first report on 
Auschwitz and Majdanek became 
world famous. Based on chemical 
analyses and various technical argu¬ 
ments, Leuchter concluded that the 
locations investigated “could not have 
then been, or now be, utilized or seri¬ 
ously considered to function as execu¬ 
tion gas chambers.” 3rd edition, 242 
pages, b&w illustrations. (#16) 

The Giant with Feet of Clay • Raul Hil- 

berg and His Standard Work on the 

“Holocaust.” By Jurgen Graf. Raul Hil- 
berg’s major work The Destruction of 
European Jewry is an orthodox stan¬ 
dard work on the Holocaust. But what 
evidence does Hilberg provide to back 
his thesis that there was a German 
plan to exterminate Jews, carried out 
mainly in gas chambers? Jurgen Graf 
applies the methods of critical analy¬ 
sis to Hilberg’s evidence and examines 
the results in light of modern histori¬ 
ography. The results of Graf’s critical 
analysis are devastating for Hilberg. 
2nd, corrected edition, 139 pages, b&w 
illustrations, bibliography, index. (#3) 

Jewish Emigration from the Third 
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tion was not some kind of wild flight, 
but rather a lawfully determined and 
regulated matter. Weckert’s booklet 
elucidates the emigration process in 
law and policy. She shows that Ger¬ 
man and Jewish authorities worked 
closely together. Jews interested in 
emigrating received detailed advice 
and offers of help from both sides. 72 
pages, index. (#12) (cover shows new 
reprint edition in preparation) 

Inside the Gas Chambers • The Exter¬ 

mination of Mainstream Holocaust 
Historiography. By Carlo Mattogno. 
Neither increased media propaganda 
or political pressure nor judicial perse¬ 
cution can stifle revisionism. Hence, in 
early 2011, the Holocaust Orthodoxy 
published a 400 pp. book (in German) 
claiming to refute “revisionist propa¬ 
ganda,” trying again to prove “once 
and for all” that there were homicidal 
gas chambers at the camps of Dachau, 
Natzweiler, Sachsenhausen, Mau¬ 
thausen, Ravensbriick, Neuengamme, 
Stutthof... you name them. Mattogno 
shows with his detailed analysis of 
this work of propaganda that main¬ 
stream Holocaust hagiography is beat¬ 
ing around the bush rather than ad¬ 
dressing revisionist research results. 
He exposes their myths, distortions 
and lies. 268 pages, b&w illustrations, 
bibliography. (#25) 

SECTION TWO: 

Books on Specific Camps 

Treblinkai Extermination Camp or 

Transit Camp? By Carlo Mattogno and 
Jurgen Graf. It is alleged that at Treb¬ 
linka in East Poland between 700,000 
and 3,000,000 persons were murdered 
in 1942 and 1943. The weapons used 
were said to have been stationary and/ 
or mobile gas chambers, fast-acting or 
slow-acting poison gas, unslaked lime, 
superheated steam, electricity, diesel 
exhaust fumes etc. Holocaust histori¬ 
ans alleged that bodies were piled as 
high as multi-storied buildings and 
burned without a trace, using little 
or no fuel at all. Graf and Mattogno 
have now analyzed the origins, logic 
and technical feasibility of the official 
version of Treblinka. On the basis of 
numerous documents they reveal Tre- 
blinka’s true identity as a mere transit 
camp. 365 pages, b&w illustrations, 
bibliography, index. (#8) 

Belzec in Propaganda. Testimonies. 

Archeological Research and History. 

By Carlo Mattogno. Witnesses report 
that between 600,000 and 3 million 
Jews were murdered in the Belzec 
camp, located in Poland. Various 
murder weapons are claimed to have 


been used: diesel gas; unslaked lime 
in trains; high voltage; vacuum cham¬ 
bers; etc. The corpses were incinerated 
on huge pyres without leaving a trace. 
For those who know the stories about 
Treblinka this sounds familiar. Thus 
the author has restricted this study to 
the aspects which are new compared 
to Treblinka. In contrast to Treblinka, 
forensic drillings and excavations 
were performed at Belzec, the results 
of which are critically reviewed. 138 
pages, b&w illustrations, bibliography, 
index. (#9) 

Sobiborj Holocaust Propaganda and 

Reality. By Jurgen Graf, Thomas Kues 
and Carlo Mattogno. Between 25,000 
and 2 million Jews are said to have 
been killed in gas chambers in the 
Sobibor camp in Poland. The corpses 
were allegedly buried in mass graves 
and later incinerated on pyres. This 
book investigates these claims and 
shows that they are based on the se¬ 
lective use of contradictory eyewitness 
testimony. Archeological surveys of the 
camp in 2000-2001 are analyzed, with 
fatal results for the extermination 
camp hypothesis. The book also docu¬ 
ments the general National Socialist 
policy toward Jews, which never in¬ 
cluded a genocidal “final solution.” 434 
pages, b&w illustrations, bibliography, 
index. (#19) 

The “Extermination Camps” of “Aktion 

Reinhardt By Jurgen Graf, Thomas 
Kues and Carlo Mattogno. In late 
2011, several members of the exter- 
minationist Holocaust Controversies 
blog published a study which claims 
to refute three of our authors’ mono¬ 
graphs on the camps Belzec, Sobibor 
and Treblinka (see previous three 
entries). This tome is their point-by- 
point response, which makes “mince¬ 
meat” out of the bloggers’ attempt at 
refutation. It requires familiarity with 
the above-mentioned books and consti¬ 
tutes a comprehensive update and ex¬ 
pansion of their themes. 2nd edition, 
two volumes, total of 1396 pages, illus¬ 
trations, bibliography. (#28) 

Chelmno- A Camp in History & Propa¬ 

ganda. By Carlo Mattogno. The world’s 
premier holocaust scholar focuses his 
microscope on the death camp located 
in Poland. It was at Chelmno that 
huge masses of prisoners—as many as 
1.3 million—were allegedly rounded 
up and killed. His book challenges 
the conventional wisdom of what 
went on inside Chelmno. Eyewitness 
statements, forensics reports, coro¬ 
ners’ reports, excavations, crematoria, 
building plans, U.S. reports, German 
documents, evacuation efforts, mobile 
gas vans for homicidal purposes—all 
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are discussed. 191 pages, indexed, il¬ 
lustrated, bibliography. (#23) 

The Gas Vansj A Critical Investiga¬ 

tion. (A perfect companion to the 
Chelmno book.) By Santiago Alvarez 
and Pierre Marais. It is alleged that 
the Nazis used mobile gas chambers 
to exterminate 700,000 people. Up 
until 2011, no thor¬ 
ough monograph 
had appeared on 
the topic. Santiago 
Alvarez has rem¬ 
edied the situation. 

Are witness state¬ 
ments reliable? Are 
documents genu¬ 
ine? Where are the 
murder weapons? 

Could they have 
operated as claimed? Where are the 
corpses? Alvarez has scrutinized all 
known wartime documents, photos 
and witness statements on this topic, 
and has examined the claims made by 
the mainstream. 390 pages, b&w il¬ 
lustrations, bibliography, index. (#26) 

Concentration Camp Majdanek. A 

Historical and Technical Study. By 

Carlo Mattogno and Jurgen Graf. 
Little research had been directed to¬ 
ward Concentration Camp Majdanek 
in central Poland, even though it 
is claimed that up to a million Jews 
were murdered there. The only infor¬ 
mation available is discredited Polish 
Communist propaganda. This glaring 
research gap has finally been filled. 
After exhaustive research of primary 
sources, Mattogno and Graf created 
a monumental study which expertly 
dissects and repudiates the myth of 
homicidal gas chambers at Majdanek. 
They also critically investigated the 
legend of mass executions of Jews in 
tank trenches (“Operation Harvest 
Festival”) and prove them ground¬ 
less. The authors’ investigations lead 
to unambiguous conclusions about 
the camp which are radically differ¬ 
ent from the official theses. Again 
they have produced a standard and 
methodical investigative work, which 
authentic historiography cannot ig¬ 
nore. Third edition, 350 pages, b&w 
illustrations, bibliography, index. (#5) 

Concentration Camp Stutthof and Its 

Function in National Socialist Jewish 

Policy. By Carlo Mattogno and Jurgen 
Graf. The Stutthof camp in Prussia 
has never before been scientifically 
investigated by traditional historians, 
who claim nonetheless that Stutthof 
served as a ‘makeshift’ extermination 
camp in 1944. Based mainly on archi¬ 
val resources, this study thoroughly 
debunks this view and shows that 



Stutthof was in fact a center for the 
organization of German forced labor 
toward the end of World War II. Third 
edition, 171 pages, b&w illustrations, 
bibliography, index. (#4) 

SECTION THREE: 

Auschwitz Studies 

The Real Case of Auschwitzj Robert 

van Pelt’s Evidence from the Irving 

Trial Critically Reviewed. By Carlo 
Mattogno. Prof. Robert van Pelt is 
considered one of the best mainstream 
experts on Auschwitz and has been 
called upon several times in holocaust 
court cases. His work is cited by many 
to prove the holocaust happened as 
mainstream scholars insist. This book 
is a scholarly response to Prof, van 
Pelt—and Jean-Claude Pressac. It 
shows that their studies are heavily 
flawed. This is a book of prime politi¬ 
cal and scholarly importance to those 
looking for the truth about Auschwitz. 
2nd edition, 758 pages, b&w illustra¬ 
tions, glossary, bibliography, index. 
(# 22 ) 

Auschwitz ' Plain Facts—A Response 

to Jean-Claude Pressac. Edited by 
Germar Rudolf. French pharmacist 
Jean-Claude Pressac tried to refute 
recent findings with their own techni¬ 
cal methods. For this he was praised 
by the mainstream, and they pro¬ 
claimed victory over the “revisionists.” 
In Auschwitz: Plain Facts, Pressac’s 
works and claims are debunked. 197 
pages, b&w illustrations, bibliogra¬ 
phy, index. (#14) 

The Rudolf Report. Expert Report 

on Chemical and Technical Aspects 

of the j Gas Chambers' of Auschwitz. 

By Germar Rudolf and Dr. Wolfgang 
Lambrecht. In 1988, execution expert 
Fred Leuchter investigated the gas 
chambers of Auschwitz and Majdanek 
and concluded that they could not 
have worked as claimed. Ever since, 
Leuchter’s work has been attacked. 
In 1993, Germar Rudolf published 
a thorough forensic study about the 
“gas chambers” of Auschwitz. His re¬ 
port irons out the deficiencies of “The 
Leuchter Report.” Second edition, 457 
pages, b&w illustrations, bibliogra¬ 
phy, index. (#2) 

Auschwitz Lies'• Legends. Lies and 

Prejudices on the Holocaust By 
Carlo Mattogno and Germar Rudolf, 
The fallacious research and alleged 
ss refntation ?5 of Revisionist scholars by 
French biochemist G» Wellers, Pol" 


Richard Green, Profs 0 Zimmerman, 
Mo Shermer and A. Grobman, as well 
as researchers Keren, McCarthy and 
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Mazal, are exposed for what they are: 
blatant and easily exposed political 
lies created to ostracize dissident his¬ 
torians. In this book, facts beat propa¬ 
ganda once again. Second edition, 398 
pages, b&w illustrations, index. (#18) 

Auschwitzj The Central Construction 

Office. By Carlo Mattogno. Based upon 
mostly unpublished German wartime 
documents, this study describes the 
history, organization, tasks and pro¬ 
cedures of the Central Construction 
Office of the Waffen-SS and Auschwitz 
Police. Despite a huge public inter¬ 
est in the camp, next to nothing was 
really known about this office, which 
was responsible for the planning and 
construction of the Auschwitz camp 
complex, including the crematories 
which are said to have contained the 
“gas chambers.” 182 pages, b&w illus¬ 
trations, glossary. (#13) 

Garrison and Headquarters Orders 

of the Auschwitz Camp. By C. Mat¬ 
togno. A large number of all the orders 
ever issued by the various command¬ 
ers of the infamous Auschwitz camp 
have been preserved. They reveal 
the true nature of the camp with all 
its daily events. There is not a trace 
in these orders pointing at anything 
sinister going on in this camp. Quite 
to the contrary, many orders are in 
clear and insurmountable contradic¬ 
tion to claims that prisoners were 
mass murdered. This is a selection 
of the most pertinent of these orders 
together with comments putting them 
into their proper historical context. 
(Scheduled for early 20165 #34) 

Special Treatment in Auschwitz * Ori¬ 

gin and Meaning of a Term. By Carlo 
Mattogno. When appearing in Ger¬ 
man wartime documents, terms like 
“special treatment,” “special action,” 
and others have been interpreted as 
code words for mass murder. But that 
is not always true. This study focuses 
on documents about Auschwitz, show¬ 
ing that, while “special” had many 
different meanings, not a single one 
meant “execution.” Hence the practice 
of deciphering an alleged “code lan¬ 
guage” by assigning homicidal mean¬ 
ing to harmless documents — a key 
component of mainstream historiogra¬ 
phy - is untenable. 151 pages, b&w il¬ 
lustrations, bibliography, index. (#10) 

Health Care at Auschwitz. By Carlo 
Mattogno. In extension of the above 
study on Special Treatment in Ausch¬ 
witz, this study proves the extent to 
which the German authorities at 
Auschwitz tried to provide appropri¬ 
ate health care for the inmates. This 
is frequently described as special mea¬ 


sures to improve the inmates’ health 
and thus ability to work in Germany’s 
armaments industry. This, after all, 
was the only thing the Auschwitz au¬ 
thorities were really interested in due 
to orders from the highest levels of the 
German government. (Scheduled for 
early 20165 #33) 

The Bunkers of Auschwitz- Black Pro¬ 

paganda vs. History. By Carlo Mat¬ 
togno. The bunkers at Auschwitz are 
claimed to have been the first homicid¬ 
al gas chambers at Auschwitz specifi¬ 
cally equipped for this purpose. With 
the help of original German wartime 
files as well as revealing air photos 
taken by Allied reconnaissance air¬ 
craft in 1944, this study shows that 
these homicidal “bunkers” never ex¬ 
isted, how the rumors about them 
evolved as black propaganda created 
by resistance groups in the camp, and 
how this propaganda was transformed 
into a false reality. 264 pages, illustra¬ 
tions, bibliography, index. (#ll) 

Auschwitz • The First Gassing — Ru¬ 

mor and Reality. By Carlo Mattogno. 
The first gassing in Auschwitz is 
claimed to have occurred on Sept. 3, 
1941, in a basement room. The ac¬ 
counts reporting it are the archetypes 
for all later gassing accounts. This 
study analyzes all available sources 
about this alleged event. It shows that 
these sources contradict each other in 
location, date, preparations, victims 
etc, rendering it impossible to extract 
a consistent story. Original wartime 
documents inflict a final blow to this 
legend and prove without a shadow 
of a doubt that this legendary event 
never happened. Second edition, 168 
pages, b&w illust., bibliography, in¬ 
dex. (#20) 

Auschwitz • Crematorium I and the Al¬ 

le ged Homicidal Gassings. By Carlo 
Mattogno. The morgue of Cremato¬ 
rium I in Auschwitz is said to be the 
first homicidal gas chamber there. 
This study investigates all statements 
by witnesses and analyzes hundreds 
of wartime documents to accurately 
write a history of that building. Mat¬ 
togno proves that its morgue was nev¬ 
er a homicidal gas chamber, nor could 
it have worked as such. 138 pages, 
b&w illustrations, bibliography, index. 
(# 21 ) 

Auschwitz • Open Air Incinerations. 

By Carlo Mattogno. Hundreds of thou¬ 
sands of corpses of murder victims 
are claimed to have been incinerated 
in deep ditches in the Auschwitz con¬ 
centration camp. This book examines 
the many testimonies regarding these 
incinerations and establishes whether 
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these claims were even possible. Using aerial 
photographs, physical evidence and wartime 
documents, the author shows that these claims 
are fiction. A must read. 132 pages, b&w illus¬ 
trations, bibliography, index. (#17) 

The Cremation Furnaces of Auschwitz. By Car¬ 
lo Mattogno & Franco Deana. An exhaustive 
technical study of the history and technology 
of cremation in general and of the cremation 
furnaces of Auschwitz in particular. On a sound 
and thoroughly documented base of technical 
literature, extant wartime documents and ma¬ 
terial traces, Mattogno and Deana can establish 
the true nature and capacity of the Auschwitz 
cremation furnaces. They show that these de¬ 
vices were cheaper versions than what was 
usually produced, and that their capacity to cre¬ 
mate corpses was lower than normal, too. Hence 
this study reveals that the Auschwitz cremation 
furnaces were not monstrous super ovens but 
rather inferior make-shift devices. 3 vols., 1192 
pp., b&w and color illustrations, bibliography, 
index, glossary. (#24) 



SECTION FOUR 

Witness Critique 

Holocaust High Priest•' Elie 

Wiesel. Night, the Memory 

Cult, and the Rise of Revi¬ 

sionism. By Warren B. Rout- 
ledge. The first unauthorized 
biography of Wiesel exposes 
both his personal deceits and 
the whole myth of “the six 
million.” It shows how Zion¬ 



ist control has allowed Wiesel and his fellow 
extremists to force leaders of many nations, the 
U.N. and even popes to genuflect before Wiesel 
as symbolic acts of subordination to World Jew¬ 
ry, while at the same time forcing school chil¬ 
dren to submit to Holocaust brainwashing. 468 
pages, b&w illust., bibliography, index. (#30) 

Auschwitzj Confessions and Testimonies. By 

Jurgen Graf. The traditional narrative of what 
transpired at the infamous Auschwitz camp 
during WWII rests almost exclusively on wit¬ 
ness testimony from former inmates as well as 
erstwhile camp officials. This study critically 
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loading doors (top) the ash-chamber doors (large door at center bottom) and 
the combustion-air-intake doors (bottom, small doors).65 

Photograph 79: as above; coke-loading door of the gasifier heating the right- 

hand muffle.65 

Photograph 80: as above, the gasifiers’ ash-chamber doors.66 

Photograph 81: as above; the left-hand combustion-air-intake door.66 

Photograph 82: Grate of the left-hand gasifier (viewed from the rear).67 

Photograph 83: Loading system of the right-hand muffle: rod mounted to the 

frame, movable roller device, and stretcher for the corpse.67 

Photograph 84: as above, left-hand muffle.68 

Photograph 85: as above, viewed from top: the movable roller device on which 
the bars of the corpse stretcher rests.68 

Photograph 86: Crematorium I or Old Crematorium at Auschwitz. The chimney 
is a post-war reconstruction.69 

Photograph 87: Furnace no. 1 with two corpse-introduction carts.69 

Photograph 88: as above.70 

Photograph 89: as above.70 

Photograph 90: Furnace no. 2. The reconstruction omitted the transverse anchor 
bars and the combustion-air-intake channels next to the muffle doors; in 
addition, the muffle doors were reversed. Compare Photo 51.71 

Photograph 91: as above.71 

Photograph 92: Furnace no. 1: inside of a muffle. The masonry was artificially 

blackened.72 

Photograph 93: Furnace no. 2: grate of the left-hand muffle.72 

Photograph 94: Furnace no. 2: inside the right-hand muffle.73 

Photograph 95: as above; grate of the right-hand muffle.73 

Photograph 96: Furnace no. 1, right-hand side. Original doors of combustion- 
air channels. The Polish reconstructions did not include those channels. The 
number, type and position of the doors are also wrong. The larger door 
originally belonged to an eight-muffle furnace, and the smaller door was 
located lower. Cf. Photo 73.74 

Photograph 97: Furnace no. 1, rear side. The furnaces were reconstructed 
without gasifiers. The gasifiers’ coke-loading doors are therefore 
necessarily in the wrong position over those of the ash-chamber doors. See 
Photo 78.74 

Photograph 98: Furnace 2, rear: same reconstruction errors as for Furnace no. 1.... 75 

Photograph 99: Furnace 2: original gasifier grate with seven longitudinal bars 

and two transverse bars.75 

Photograph 100: Ruins of the foundations of Furnace no. 3: service pit and the 

gasifier hearths seen from the top.76 
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Photograph 101: as above, seen from the rear: original grate of the left-hand 
gasifier and the two transverse support bars of the right-hand grate. The bar 
with the rollers, originally attached to the ceiling, was used to operate the 
furnace’s two flue dampers.76 

Photograph 102: Ruins of furnace no. 3: flue-duct opening of the left-hand 

muffle.77 

Photograph 103: Ceiling of the furnace hall: ventilation opening over Furnace no. 

1.77 

Photograph 104: Roof of Crematorium I: The two ventilation chimneys of the 

cremation furnaces (black and grey).78 

Photograph 105: Transverse rails and rotating platform (turntable).78 

Photograph 106: Turntable for corpse cart.79 

Photograph 107: Crematorium I at Auschwitz: cremation-furnace parts stored 

in the former coke-storage room.79 

Photograph 108: as above.80 

Photograph 109: as above.80 

Photograph 110: Commemorative plaque in the furnace hall of Crematorium 1.81 

Photograph 111: SS photo of the Topf coke-fired triple-muffle furnaces at 

Crematorium II at Birkenau. APMO, microfilm no. 287.82 

Photograph 112: Topf triple-muffle cremation furnaces in the Crematorium at 

Buchenwald Concentration Camp.82 

Photograph 113: SS photo of the Topf coke-fired triple-muffle furnaces at 

Crematorium II at Birkenau. APMO, microfilm no. 290.83 

Photograph 114: Topf triple-muffle cremation furnaces in the Crematorium at 

Buchenwald Concentration Camp.83 

Photograph 115: SS photo of the Topf coke-fired triple-muffle furnaces at 

Crematorium II at Birkenau. APMO, microfilm no. 290.84 

Photograph 116: Topf triple-muffle cremation furnace in the Crematorium at 

Buchenwald Concentration Camp.84 

Photograph 117: as above, coke- or naphtha-fired furnace, front view.85 

Photograph 118: as above, left-hand front view.85 

Photograph 119: as above.86 

Photograph 120: as above, right-hand front view.86 

Photograph 121: as above, right-hand side.87 

Photograph 122: as above, coke-fired-only model (no oil tank on top).87 

Photograph 123: as above, left-hand front view.88 

Photograph 124: as above, close-up of the furnace’s left half..88 

Photograph 125: as above, right-hand front view.89 

Photograph 126: as above, left-hand rear view, with coke-loading door of the 

gasifier.89 

Photograph 127: as above, door of the left-hand muffle.90 

Photograph 128: Muffle door from a Topf triple-muffle cremation furnace 

previously installed in either Crematorium II or III at Birkenau.90 
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Photograph 129: Topf coke-fired triple-muffle cremation furnace at 

Buchenwald Concentration Camp. Interior of the left-hand muffle door.91 

Photograph 130: same location as above, interior of the left-hand muffle of the 

Topf coke- and naphtha-fired triple-muffle cremation furnace.91 

Photograph 131: as above; in the left-hand wall four openings of combustion- 
air channels are visible; below this the remnants of the muffle-grate bars 
and the walls slanted toward the ash chamber; in the back at the bottom is 
the opening to the gasifier.92 

Photograph 132: as above; the apex of the vaulted ceiling sports four square 

openings which open into tubes supplying the muffle with combustion air.92 

Photograph 133; as above, close-up.93 

Photograph 134: as above, right-hand muffle wall with rectangular openings 

connecting this side muffle to the center muffle.93 

Photograph 135: as above, central muffle. Both side walls have three 

rectangular openings connecting it to the side muffles.94 

Photograph 136: as above, close-up.94 

Photograph 137: as above, showing five of the rectangular inter-muffle 

openings, four square openings in the ceiling and one in the back wall for 
combustion-air supply.95 

Photograph 138: as above, rectangular inter-muffle openings in the right-hand 

muffle wall.95 

Photograph 139: as above; right-hand muffle. Foreground: the stretcher of the 
corpse-introduction cart. The opening of the naphtha burner can be seen in 
the wall in the background.96 

Photograph 140: Coke-fired triple-muffle furnace, left-hand muffle. Left wall: 
square openings of the combustion-air feed. Bottom: wall sloping into the 
ash chamber). Center bottom: opening to the gasifier. Right-hand wall: 
rectangular inter-muffle openings. The muffle-grate bars have been ripped 
out.96 

Photograph 141: as above, left-hand muffle wall sloping into the ash chamber 

with bottom rear opening into the gasifier.97 

Photograph 142; as above, right-hand wall with rectangular openings to center 

muffle.97 

Photograph 143: as above, vaulted muffle ceiling with square openings for 

combustion-air supply.98 

Photograph 144: as above, center muffle, right-hand wall with rectangular 

openings to the right-hand muffle.98 

Photograph 145: as above, right-hand muffle, left-hand wall with rectangular 

openings to the center muffle.99 

Photograph 146: as above, vaulted muffle ceiling with square openings for 

combustion-air supply.99 

Photograph 147: as above, right-hand square openings of the combustion-air 

feed. Bottom: muffle grates.100 

Photograph 148: Topf coke- or naphtha-fired triple-muffle cremation furnace. 
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Right-hand muffle. Doors closing the combustion-air channels of the muffle 
(top) and of the ash chamber (bottom).100 

Photograph 149: as above, the muffle’s combustion-air-supply channel.101 

Photograph 150: as above, left-hand muffle. To the left of the large muffle 
door: doors closing the combustion-air channels of the muffle (top) and of 
the ash chamber (bottom).101 

Photograph 151: as above, the muffle’s combustion-air-supply channel.102 

Photograph 152: as above, the ash chamber’s combustion-air-supply channel.102 

Photograph 153: as above, both doors of the combustion-air channels.103 

Photograph 154: combustion-air-channel door with the Topf insignia, close-up... 103 

Photograph 155: Topf coke-fired triple-muffle cremation furnace. Front-side 

service pits with the left and center muffle’s ash doors.104 

Photograph 156: as above, central muffle’s ash chamber with the two lateral 

openings to the flue duct and a combustion-air-supply hole in the back.104 

Photograph 157: as above, ash chamber of the right-hand muffle.105 

Photograph 158: Topf triple-muffle cremation furnaces; right-hand rear view 
with the gasifier’s coke-loading doors (top) and ash doors in the service pit 
(bottom).105 

Photograph 159: as above, left-hand rear view.106 

Photograph 160: Topf coke- or naphtha-fired triple-muffle cremation furnace. 

Rear view, left-hand muffle. Naphtha burner (top) and the gasifier’s coke¬ 
loading door (bottom).106 

Photograph 161: as above.107 

Photograph 162: as above, with opened coke-loading door.107 

Photograph 163: as above, view through the coke-loading door into the gasifier.. 108 

Photograph 164: as above; inside of the gasifier. The masonry shows signs of 

fusion.108 

Photograph 165: as above; the gasifier’s ash-chamber door (bottom) and the 

door of the gasifier’s combustion-air channel (top right).109 

Photograph 166: as above, close-up of the gasifier’s combustion-air channel.109 

Photograph 167: as above, view into the gasifier’s ash chamber with the grate.110 

Photograph 168: as above, central muffle. Crank operating the smoke-duct 

damper (top) and the door to the muffle’s rear combustion-air channel.110 

Photograph 169: as above; doors to the muffle’s (top) and the ash chamber’s 

combustion-air channel (bottom).Ill 

Photograph 170: as above; close-up of the muffle’s combustion-air channel.Ill 

Photograph 171: as above; close-up of the ash chamber’s combustion-air 

channel.112 

Photograph 172: as above; cement counter weight of the smoke-duct damper.112 

Photograph 173: as above, right-hand muffle. The gasifier’s ash-chamber door 

(bottom) and the door of the gasifier’s combustion-air channel (top left).113 

Photograph 174: as above; view into the gasifier’s ash chamber with the grate.113 

Photograph 175: Topf coke-fired triple-muffle cremation furnace. Rear view, 
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right-hand muffle: the gasifier’s ash-chamber door (bottom) and its 
combustion-air-channel door (top left).114 

Photograph 176: as above, left-hand muffle: the gasifier’s ash-chamber door 

(bottom) and its combustion-air-channel door (top right).114 

Photograph 177; as above; view into the gasifier’s ash chamber with the grate.... 115 

Photograph 178: as above, front view, central muffle. The lowered movable 
roller device. The device is threaded through the mounting bar, can pivot 
vertically and move horizontally.116 

Photograph 179: as above, movable roller device put into pace for operation.117 

Photograph 180: as above, view into the muffle across the rollers.117 

Photograph 181: Corspe-introduction cart, left-hand side.118 

Photograph 182: Corspe-introduction cart, right-hand side.118 

Photograph 183: Corspe-introduction cart, rear view.119 

Photograph 184: Corspe-introduction cart, rear view, bottom part with wheels.... 119 

Photograph 185: view across the corspe-introduction cart with stretcher inside 

the muffle.120 

Photograph 186: Corpse-introduction cart, viewed from below. Edges of the 

loading stretcher running on the rollers.120 

Photograph 187: as above, close-up.121 

Photograph 188: Blowers located between the two furnaces.121 

Photograph 189: The furnaces’ combustion-air blower, front view; the left tube 
feeds the furnace heated with either coke or naphtha, the right tube the 
coke-fired one (see Photo 188).122 

Photograph 190: as above, rearview.122 

Photograph 191: as above, close-up.123 

Photograph 192: Blower tube connected to the furnace heated with either 
naphtha or coke. At the tube’s end, close to the furnace’s wall, sits a valve 
for regulating the air flow.123 

Photograph 193: Blower tube connected to the coke-fired furnace.124 

Photograph 194: Tube from the combustion-air blowers to the furnaces; 

butterfly valve in the right-hand tube for regulating the air flow.124 

Photograph 195: Combustion-air blower for the oil burner of the furnace heated 
with either naphtha or coke. Rear view.125 

Photograph 196: as above, front view.125 

Photograph 197: as above, right-side rear view, with the combustion-air blower 
in the background.126 

Photograph 198: as above, left-side rear view with tube running into the 

furnaces.126 

Photograph 199: as above, tube detail.127 

Photograph 200: as above.128 

Photograph 201: as above, right-side rear view; tube connection with naphtha 

burner.129 

Photograph 202: Topf coke- or naphtha-fired triple-muffle cremation furnace; 
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nafta tank, rear view.130 

Photograph 203: as above, left-side view.130 

Photograph 204: as above, rear view, naphtha burner of the left-hand muffle; 
connected to the naphtha burner are from above, the tube feeding oil from 
the naphtha tank, and from below, the tube from the combustion-air blower. ..131 

Photograph 205: Rear view of the two Topf triple-muffle cremation furnaces.131 

Photograph 206: A U.S. soldier in front of the central muffle of the Topf coke- 
or naphtha-fired triple-muffle cremation furnace. U.S. Army photo of 1945... 132 

Photograph 207: Crematorium at Buchenwald Concentration Camp.132 

Photograph 208: as above, close-up.133 

Photograph 209; as above; hatch of the corpse chute into the underground 

morgue.133 

Photograph 210: as above; basement morgue, wooden corpse chute.134 

Photograph 211: as above; on the back wall, on the right, the manual controls 

for operating the freight elevator.134 

Photograph 212: as above, freight elevator, front.135 

Photograph 213: as above, rear.135 

Photograph 214: as above, elevator door in the cremation hall, ground floor.136 

Photograph 215: as above; elevator cage viewed from the cremation hall above... 136 

Photograph 216: Ruins of the furnace hall of Crematorium II (direction east- 

west).137 

Photograph 217: as above; rails for the corpse-introduction cart.138 

Photograph 218: as above.138 

Photograph 219: as Photo 216; rails for the corpse-introduction cart to the first 
three furnaces and location of the transverse rails for the turntable (direction 
east-west).139 

Photograph 220: as above; direction west-east.140 

Photograph 221: as Photo 219; hole with the foundation of the chimney.140 

Photograph 222: Ruins of Crematorium V. Wrought-iron frame of the Topf 
eight-muffle furnace and service pit. Polish photo of May 1945. APMO, 
negative no. 21334/141.141 

Photograph 223: as above, viewed from the other side. APMO, negative no. 

21334/83.141 

Photograph 224: as above; right-hand (northern) service pit. Polish photo of 
May 1945. The man with the hat is the Polish investigating judge Jan Sehn. 
APMO, negative no. 21334/82.142 

Photograph 225: as above; APMO, negative no. 21334/81.142 

Photograph 226: as beofre. Ash-chamber doors of the northwestern A pair of 
muffles. Foreground: iron tools (pokers, scrapers) and square grate irons of 
the gasifiers.143 

Photograph 227: as above, ash chamber’s door frame of the muffle located in 
the north-western corner. Visible on the right is the door of the ash 
chamber’s combustion-air channel.143 
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Photograph 228: Ruins of Crematorium V (1997). Wrought-iron frame of the 

Topf eight-muffle furnace (direction west-east).144 

Photograph 229: as above, direction south-north.144 

Photograph 230: as above; behind the iron frame: access ladder to the gasifier’s 
service pit.145 

Photograph 231: as above. Detail of the northern gasifier’s frame irons 
(direction south-north). The two brackets visible below were used for 
mounting the gasifier’s hearth door.145 

Photograph 232: as above. South service pit and access ladder.146 

Photograph 233: Ruins of Crematorium V (1997). Ruins of the two chimneys 
of the Topf eight-muffle furnace: north chimney in the foreground, south 
chimney in the background.147 

Photograph 234: Ruins of Crematorium IV (1991). Gasifier’s service pit 

(direction north-south).148 

Photograph 235: as above. Framework fragments of the Topf eight-muffle 

furnace in the foreground (direction north-south).148 

Photograph 236: front view.149 

Photograph 237: as above, close-up of the corpse-introduction stretcher.149 

Photograph 238: as above, right-hand side; in the wall the chimney damper.150 

Photograph 239: Inside the muffle.150 

Photograph 240: as above; left-hand muffle wall with opening for the 

combustion-air supply.151 

Photograph 241; as above, close-up of combustion-air-supply holes.151 

Photograph 242: as above, right-hand side.152 

Photograph 243: ash chamber seen through the ash-chamber door.152 

Photograph 244: rear view.153 

Photograph 245: left-hand side view; the gasifier’s coke-loading door (top) and 
ash door (bottom).153 

Photograph 246: gasifier grate.154 

Photograph 247: Information sign on the support column of the furnace hall 
stating in German, French, Russian and Italian: “First cremation facility. 

This first Mauthausen cremation facility was operating from 4 May 1940 
until 3 May 1945.”.154 

Photograph 248: New crematorium building at Dachau (“Baracke X”).155 

Photograph 249: Location of three of the four furnaces.155 

Photograph 250: the fourth furnace, muffle door.156 

Photograph 251: as above, ash-chamber door and ash receptacle in the ash 
chamber; to either side: combustion-air inlets; foreground: metal stand with 
rollers for the corpse-introduction stretcher.156 

Photograph 252: as above, close-up of the muffle door.157 

Photograph 253: Second furnace, inside the muffle; left-hand side with three 

opening for combustion-air supply.157 

Photograph 254: as above, right-hand side.158 
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Photograph 255: Fourth furnace, front view: metal housing of the muffle door’s 
corpse-retaining plate made of refractory clay; wire rope, pulley and 
counterweight for its operation.158 

Photograph 256: as above.159 

Photograph 257: First furnace, right-hand side: two doors of the auxiliarly 
hearth (center bottom): coke-loading door (rear center), and main-ash- 
chamber door of the main gasifier (rear bottom).159 

Photograph 258: Rear view of Furnaces nos. 2 through 4 (front to back).160 

Photograph 259: Rear view of the first furnace; inspection door of the vertical 
smoke duct. Wire and pulleys for operating the smoke-duct damper, visible 
in Photo 258 on the floor at the bottom of the furnace.160 

Photograph 260: First furnace, the auxiliary gasifier’s service doors: loading 

door (top) and ash-chamber door (bottom).161 

Photograph 261: Coke-loading door of the main gasifier.161 

Photograph 262: Ash-chamber door of the main gasifier.162 

Photograph 263: View into the main gasifiers.162 

Photograph 264: View through the main gasifier’s ash-chamber door onto the 

coke grate.163 

Photograph 265: Second furnace, front view. Muffle with stretcher and lowered 
corpse-retaining plate made of fireclay.163 

Photograph 266: as above.164 

Photograph 267: First furnace. Muffle without stretcher and raised refractory 

corpse-retaining plate.164 

Photograph 268: as above, close-up of muffle with corpse grate.165 

Photograph 269: Staff at the new crematorium at work. SS photo of 1944.165 

Photograph 270: The furnaces after the war in 1945.166 

Photograph 271: The furnace in 1997 in the crematorium reconstructed by the 

Poles.166 

Photograph 272: The inside of the left-hand muffle.167 

Photograph 273: The ash chamber of the left-hand muffle. Top: underside of 
the muffle’s grate bars. On the left wall: opening connecting it with the 
auxiliary hearth. At the back: the gasifier’s pit.167 

Photograph 274; The inside of the right-hand muffle.168 

Photograph 275: as above, ash chamber.168 

Photograph 276: Right-hand furnace. To the left: coke-loading door (center) 
and ash door (bottom) of the auxiliary gasifier. Center: double-leaf coke¬ 
loading door of the main gasifier with the ash-chamber door beneath.169 

Photograph 277: Inside the right-hand furnace’s main gasifier viewed through 
the ash-chamber door. The hearth’s grate has been damaged, with only four 
remaining bars leaning against the outer support bar.169 

Photograph 278: as above, seen through the coke-loading door. 1: door frame; 

2: muffle; 3: muffle grate; 4: gasifier pit; 5: ash chamber.170 

Photograph 279: Inside of the muffle seen through the main gasifier’s coke- 
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loading door. In the right-hand wall: openings for combustion-air supply. 

Top in the background: the opening of the smoke-gas outlet.170 

Photograph 280: Left-hand furnace; doors of the auxiliary gasifier.171 

Photograph 281: as above. View into the auxiliary gasifier. Background: the 
wall of the muffle’s ash chamber. Foreground: the end of an iron bar from 
the auxiliary hearth grate.172 

Photograph 282: as above. The muffle’s ash chamber seen through the auxiliary 
gasifier’s ash-chamber door.172 

Photograph 283: Right-hand furnace, inside of the auxiliary gasifier with the 

muffle’s ash chamber wall in the background and the muffle grate above.173 

Photograph 284: as above; right-hand wall of the muffle’s ash chamber as seen 

from the auxiliary gasifier’s ash chamber; top: vaulted muffle-grate bars.173 

Photograph 285: Polish reconstruction of the crematorium at the former Lublin- 
Majdanek concentration camp.174 

Photograph 286: The cremation furnace after Soviet capture in July 1944. 174 

Photograph 286a: as above, section enlargement: the crematorium ruins.175 

Photograph 286b: as above; the furnaces.175 

Photograph 286c: as above.176 

Photograph 287: Row of cremation furnaces with five muffles, front view.176 

Photograph 288: as above, first furnace from the left.177 

Photograph 289: as above; first recuperator.177 

Photograph 290: as above, second furnace from the left.178 

Photograph 291: as above, third furnace from the left.178 

Photograph 292: as above, fourth furnace from the left.179 

Photograph 293: as above, second recuperator.179 

Photograph 294: as above, fifth furnace from the left.180 

Photograph 295: as above, close-up of the muffle.180 

Photograph 296: The center furnace, close-up of the muffle.181 

Photograph 297: Vaulted ceiling of the first muffle; in the side walls the 

openings of the combustion-air-supply channels can be seen.181 

Photograph 298: as above, second muffle.182 

Photograph 299: as above, third, center muffle.182 

Photograph 300: as above, fourth muffle.183 

Photograph 301 as above, fifth muffle.183 

Photograph 302: Vertical duct of the flue-gas outlet.184 

Photograph 303: Access door to the post-combustion area.184 

Photograph 304: Ash-extraction door with the first bar of the post-combustion 

grate visible.185 

Photograph 305: Right-hand rear view of the five-furnace device.185 

Photograph 306: as above, from the left-hand side.186 

Photograph 307: as above.186 

Photograph 308: as above. Hot-water pipes of the recuperator.187 
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Photograph 309: Front view from the right-hand side. The brick structure at top 
contains the smoke duct, with an inspection door on the side.188 

Photograph 310: as above, smoke duct with inspection door.188 

Photograph 311: The gasifier grate.189 

Photograph 312: as above.189 

Photograph 313: Inside of a furnace seen from the gasifier’s coke-loading door. 
Foreground: the gasifier; behind it: the ash chamber with the ash doors in 
the background; above that: the muffle’s fireclay grate; top: the muffle.190 

Photograph 314: as above; bottom: the ash chamber with the ash-chamber- 
access door in the background; above that: the muffle’s fireclay grate; top: 
the muffle.190 

Photograph 315: Inside of the gasifier of the Topf furnace at the Gusen 

concentration camp. The refractory lining shows extensive fusion.191 

Photograph 316: as above.191 

Photograph 317: Sign displayed in the crematorium of the Lublin Concentration 
Camp stating in five languages: “The crematorium was built in autumn 
1943. It was heated with coke. The bodies were cremated at a temperature 
of about 700°C. The daily yield was about 1000 bodies.”.192 

Photograph 318: front view of the furnace.193 

Photograph 319: as above; top: the muffle door; bottom center: ash-chamber 

door; bottom left and right: combustion-air inlets.193 

Photograph 320: Inside of the muffle. Bottom: the refractory grate; on the back 
wall: the main burner’s nozzle; on the side walls: openings of the 
combustion-air-supply channels.194 

Photograph 321: as above; the vaulted muffle ceiling with the smoke-duct 

opening in the foreground.194 

Photograph 322: as above; the refractory grate; bottom: ash-chamber door.195 

Photograph 323: Ash chamber; top: the underside of the muffle’s refractory 

grate; background: the auxiliary burner’s nozzle.196 

Photograph 324: left-hand side of the furnace.197 

Photograph 325: as above. In the upper part of the furnace can be seen the 

combustion-air pipe for the burners (left), the support bars for the fan and its 
motor (center), and the base of the chimney (right).197 

Photograph 326: right-hand side; bottom right: side inspection door beneath a 

combustion-air inlet.198 

Photograph 327; rear view; combustion-air pipe with main (top) and auxiliary 

burners (bottom).198 

Photograph 328: The furnace right after the camp’s Soviet capture in 1945,.199 

Photograph 329: The furnace as exhibited in the camp museum in June 1997. © 
Carlo Mattogno.199 

Photograph 330: Front view of the furnace. The interior of the furnace was 
completely destroyed. At the top the conical chimney (center), the blower 
(left) and the naphtha tank (right).200 
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Photograph 331: Right-hand side of the furnace with the naphtha tank in the 

foreground.200 

Photograph 331a: Naphtha-fired cremation furnace at Blechhammer sub-camp. 

Source: http://commons.wikimedia.org/wiki/Image:.201 

Photograph 332: Furnace on the foundations of the former cremation hall.202 

Photograph 333: Front view. In the foreground the stand with the two rollers for 
introducing the stretcher.202 

Photograph 333a: rear view. Left-hand side: naphtha tank; below it: 

combustion-air inlet and access door; right-hand side: combustion-air pipes; 
rear end: main (top) and auxiliary burner (bottom).203 

Photograph 333b: as above. The air pipes were originally connected to a blower 
installed on the shelf to the right.203 

Photograph 334: Interior. The introduction stretcher moved with four metal 
rollers on two angle irons. The opening in the back wall housed the main 
burner. The refractory lining has been completely removed.204 

Photograph 335: Kori coke-fired cremation furnace at the Flossenbiirg Camp. 

Source: http://commons.wikimedia.org/wiki/File:Crematory_oven_- 
_Flossenbiirg.jpg.205 

Photograph 336: Kori coke-fired cremation furnace at the Ebensee Camp. 

Source: www.profit-over- 

life.org/teachers_guide/austria/mauthausen_kz/mauthausen- 

ebensee_crematorium.html.205 

Photograph 337: Ruins of the Kori coke-fired cremation furnace at the 
Sachsenhausen Concentration Camp. Source: 

http://snapeatrepeat.com/tag/sachsenhausen-concentration-camp/.206 

Photograph 338: Kori coke- and naphtha-fired cremation furnace at the 
Ravensbriick Concentration Camp. Source: 

http://mmlorusso.blogspot.com/2011/03/his-will-is-our-hiding-place- 
cont.html.206 

Photograph 339: Kori naphtha-fired cremation furnace at the Bergen-Belsen 
Concentration Camp. Source: http://galleryhip.com/bergen-belsen- 
liberation.html.207 

Photograph 340: Kori naphtha-fired cremation furnace at the Dora-Mittelbau 
Concentration Camp. Source: 

http://commons.wikimedia.Org/wiki/File:210509_Krematorie_Dora_Mittelbau_ 

01. JPG.208 

Photograph 341: Kori naphtha-fired cremation furnace at the Natzweiler- 
Struthof Concentration Camp. Source: 
http://commons.wikimedia.org/wiki/File:Natzweiler- 

Struthof_krematorium.JPG.209 

Photograph 342: Kori naphtha-fired cremation furnace at the Neuengamme 
Concentration Camp. Source: www.kz-gedenkstaette- 

neuengamme.de/typo3temp/pics/5f467c62d5.jpg.210 

Photograph 343: Kori naphtha-fired cremation furnace at the Sachsenhausen 
Concentration Camp. Source: Sachsenhausen, Kongress-Verlag, Berlin 
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1962, p. 84.210 

Photograph 344: Kori naphtha-fired cremation furnace at the Vught 
Concentration Camp. Source: http://ww2today.com/wp- 

content/uploads/2014/11/vught-crematoria.jpg.211 

Photograph 345: The four furnaces viewed from above. On the right-hand wall, 
top, are the naphtha tanks.212 

Photograph 345a: as above, viewed from eye level. Source: 

http://en.wikipedia.org/wiki/Theresienstadt_concentration_camp.212 

Photograph 346: Left-hand furnace of the front pair, front view, with the 

corpse-introduction cart.213 

Photograph 347: as above; left-hand side and rear of the furnace.213 

Photograph 348: as above, rear view.214 

Photograph 349: as above; on the right, next to the wall, is the naphtha 

preheater behind a long scraper.215 

Photograph 350: Right-hand furnace of the front pair, rear view, naphtha 

burner.216 

Photograph 351: Left-hand furnace of the front pair, rear view; the three service 
doors: for the muffle (top), the post-combustion chamber (center) and the 
ash chamber with the ash receptacle (bottom).217 

Photograph 352: as above; the muffle’s inside seen from its rear service door. 

In the foreground the front part of the corpse-introduction cart.218 

Photograph 353: as above, with the introduction cart pulled out. In the 

foreground, the shaft of the scraper to move cremation remains.218 

Photograph 354: as above; inside of the post-combustion chamber seen through 
its rear service door.219 

Photograph 354a: as above; close-up.219 

Photograph 355: as above; inside of the ash chamber seen through its rear 

service door, with the corroded iron ash container.220 

Photograph 356: Forced-draft blower of the front pair of furnaces, with suction 
duct (left), chimney duct (center) and the motor (right). In the background 
left and right the two combustion-air blowers.220 

Photograph 357: as above, side view.221 

Photograph 358: Combustion-air blower for the left-hand furnace of the front 

pair.222 

Photograph 359: Closing damper of the right-hand furnace of the rear pair of 

furnaces.222 

Photograph 360: left-hand furnace of front pair, front view; the damper’s steel 

cable and pulley attached to the ceiling.223 

Photograph 361: Left-hand furnace of the rear pair, front view, with the corpse- 
introduction cart.224 

Photograph 361a: Left-hand furnace of the front pair, front view, with the 

corpse-introduction cart.224 

Photograph 362: Rough wooden coffin for cremation, left of the above furnace. ..225 
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Photograph 363: Urns stored in a showcase of the Lublin-Majdanek Camp.226 

Photograph 364: Urns stored in a showcase of the Buchenwald Concentration 

Camp.226 

Photograph 364a: as above, close-up.227 

Photograph 365: Urns found in the crematorium of the Natzweiler-Struthof 
Concentration Camp in 1945. From Jean-Claude Pressac, The Struthof 
album, Beate Klarsfeld Foundation, New York, 1985. p. 56.227 

Photograph 366: Stoker tools in the crematorium of Stutthof Concentration 

Camp (June 1997): two stokers and a scraper. © Carlo Mattogno.228 

Photograph 367: as above, close-up.229 

Photograph 368: Combustion experiment of animal fat conducted by the author 
on 21 October 1994.230 

Photograph 369: as above, 10 January 1995.231 

Photograph 370: as above.232 

Document 253: Condition of a corpse after thirty minuts of cremation. Source: 
Michael Bohnert, Thomas Rost, Stefan Poliak, “The degree of destruction 
of human bodies in relation to the duration of the fire,” in: Forensic Science 
International, 95, 1998, p. 15.233 

Document 254: as above, after forty minutes.233 
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I. Photographs 1-35: Gusen 

TOPF double-muffle mobile cremation furnace, heated with naphtha, 
converted to a stationary, coke-fired furnace at Concentration Camp Gusen. 
July 1991. © Carlo Mattogno for all photographs. 



Photograph 1: Original furnace body made of coated sheet 
metal with added masonry gasifiers at both sides. 
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Photograph 2: Cremation muffles. 



Photograph 3: Ash doors of the muffles. At the sides the original combustion-air- 

intake holes. 
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Photograph 4: The furnace’s left-hand gasifier with coke-loading door and the 
gasifier’s primary air-intake door (with the shutter missing). 



Photograph 5: Left-hand gasifier: Inside view, with the first opening connecting it 
to the left-hand muffle. The refractory brickwork shows evidence of fusion. 
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Photograph 7: Left-hand gasifier: slag/ash-removal door and service pit. 



















C. Mattogno, The Crematory Furnaces of Auschwitz: Part 3 


29 



Photograph 8: The furnace’s right-hand gasifier with coke-loading door and the 

gasifier’s primary air intake. 
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Photograph 10: Right-hand gasifier: primary air-intake door, ash-removal door 

and service pit. 
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Photograph 12: Left-hand muffle door: inside. 
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Photograph 14: Right-hand muffle door: inside. 



Photograph 15: Left-hand muffle. 
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Photograph 16: Left-hand muffle: ash compartment with two openings connecting 

it to the gasifier. 



Photograph 17: Left-hand muffle: inside. 
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Photograph 18: Left-hand muffle: ash compartment. Visible at the bottom left is the 

first opening connecting it to the gasifier. 



Photograph 19: Left-hand muffle: Vaulted muffle ceiling with the outlet of one of 

the pipes connected to a blower. 
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Photograph 20: Left-hand muffle: partition wall with inter-muffle openings. 



Photograph 21: Right-hand muffle. 
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Photograph 22: Right-hand muffle: to the left the partition wall with three inter- 

muffle openings. 



Photograph 23: Right-hand muffle: detail of the partition wall with inter-muffle 

openings. 
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Photograph 25: Right-hand muffle: rear wall with opening for the flue gas. 
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Photograph 26: Right-hand muffle: Vaulted muffle ceiling with the outlet of one of 

the pipes connected to a blower. 



Photograph 27: Right-hand muffle: ash compartment with an opening connecting it 

to the gasifier. 
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Photograph 28: Right-hand muffle: lateral wall of muffle and ash compartment 

with an opening connecting it to the gasifier. 



Photograph 29: Left-hand gasifier. 
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Photograph 31: The rear of the furnace with chimney (right-hand side). 
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Photograph 32: The rear of the furnace with chimney going through the ceiling 

(right-hand side). 



Photograph 33: The rear of the furnace with chimney (left-hand side). 
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Photograph 34: The rear of the furnace with chimney (left-hand side) with an ac¬ 
cess door to a pilot flame at the chimney’s base. The circular sheet metal welded to 
the chimney’s base closes the original opening for a forced-draft blower. 



Photograph 35: Upper side of the furnace (from the right). 
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II. Photographs 36-50: Dachau 

TOPF double-muffle mobile cremation furnace, heated with naphtha, 
converted to a stationary, coke-fired furnace at Concentration Camp Dachau. 
December 1990. © CARLO MATTOGNO for all photographs. 



Photograph 36 (top) and 36a (bottom): Original furnace body of coated sheet met¬ 
al with masonry gasifiers added to its sides. 
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Photograph 37: Original furnace body with left-hand masonry gasifier. The fur¬ 
nace body (with muffle doors, ash doors and original combustion-air-intake holes 
bolted shut by two discs) is the same as that at the Gusen Concentration Camp. The 
gasifier sports the large coke-loading door and the small doors for the primary air 
to the hearth (bottom) and the primary air to the gasifier (top). The ash door is lo- 
cated in the service pit closed by the grate visible at the foot of the gasifier 



Photograph 38: Original furnace body with right-hand masonry gasifier. 
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Photograph 39: Left-hand gasifer: large coke-loading door (right), small doors for 
the primary air to the hearth (bottom) and the primary air to the gasifier (top). 



Photograph 40: Inside of the right-hand muffle with muffle grate. 
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Photograph 41: Vaulted ceiling of the left- 
hand muffle; to the right: outlets of pipes con¬ 
nected to the blower. 



Photograph 42: Vaulted ceiling of the right-hand muffle; to the left: outlets of pipes 

connected to the blower. 
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Photograph 43: Muffle doors. 
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Photograph 45: Rear of the furnace, right-hand side. At the top of the gasifier, the 
rear part of the original oil tank sticks out, which was recklessly walled-in. The 
furnace’s original body is mounted on metal wheels. 


Photograph 46: Rear side of the furnace seen from the right: Fuel tank (top left) 

and metal wheels of the furnace body (bottom). 
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Photograph 47: Rear view of the furnace; base of the chimney with an open service 
door at the right-hand side. The square metal sheet welded to the chimney’s bottom 

closes the opening for the original forced-draft blower. 



Photograph 48: Central part of the chimney. 
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Photograph 49: Top part of the chimney. 



Photograph 50: Left-hand side of the furnace; background: open service door for 

the pilot flame at the chimney’s base. 
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III. Photographs 51-85: Mauthausen 

TOPF coke-fired double-muffle cremation furnace at Concentration Camp 
Mauthausen. December 1990. © Carlo Mattogno for all photographs. 



Photograph 51. Furnace front. 
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Photograph 52 & 53: Left-hand muffle. On the left muffle wall four holes for intro¬ 
ducing combustion air can be seen. The grate bars are visible beneath the corpse- 


introduction stretcher. 
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Photograph 55: Right-hand muffle. On the right muffle wall four holes for intro- 

ducing combustion air can be seen.. 
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Photograph 56: as above. 



Photograph 57: Combustion-air channel of the left-hand muffle, closed with the 

door visible in the next photograph. 
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Photograph 58: Door for the combustion-air channel of the left-hand muffle. 



Photograph 59: Door for the combustion-air channel of the right-hand muffle. 
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Photograph 60: Vaulted ceiling of the left-hand muffle; outlets of pipes connected 

to the blower. 



Photograph 61: Vaulted ceiling of the right-hand muffle; outlets of pipes connected 

to the blower. 
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Photograph 62: Right-hand muffle; the three inter-muffle openings can be seen to 

the left. 



Photograph 63: Left-hand muffle; the three inter-muffle openings can be seen to 

the right. 
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Photograph 64: as above, close-up. 



Photograph 65: as above, close-up. 
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Photograph 66: The muffle doors 


































60 


C. Mattogno, The Crematory Furnaces of Auschwitz: Part 3 



Photograph 68: Left-hand muffle door, outside. 



Photograph 69: Left-hand muffle with open ash door. 
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Photograph 70: Right-hand muffle with open ash door. 



Photograph 71: Ash chamber of the right-hand muffle. 
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Photograph 72: Ash chamber of the left-hand muffle; at the top the bars of the muf¬ 
fle grate. On the left in the rear part of the wall are two small square openings of a 
combustion-air intake connected to a channel which opens on the left side of the 
furnace (see Photos 73f). In front of those openings is the large opening of the 
flue-gas outlet; to the right the large opening connects to the ash receptacle of the 

right-hand muffle. 



Photograph 73: Left side of the furnace: Door of the combustion-air-intake chan- 
nel leading into the ash chamber of the left-hand muffle. 
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Photograph 74: as above, close-up. 
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Photograph 76: Air pipe originally connected to a blower. 



Photograph 77: Rear side of the furnace with the gasifiers and service pit. 
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Photograph 78: Rear side of the furnace with the gasifiers sporting the coke¬ 
loading doors (top) the ash-chamber doors (large door at center bottom) and the 

combustion-air-intake doors (bottom, small doors). 



Photograph 79: as above; coke-loading door of the gasifier heating the right-hand 

muffle. 
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Photograph 81: as above; the left-hand combustion-air-intake door. 
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Photograph 82: Grate of the left-hand gasifier (viewed from 

the rear). 



Photograph 83: Loading system of the right-hand muffle: rod mounted to the 
frame, movable roller device, and stretcher for the corpse. 
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Photograph 84: as above, left-hand muffle. 



Photograph 85: as above, viewed from top: the movable roller device on which the 

bars of the corpse stretcher rests. 
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IV. Photographs 86-110: Auschwitz Main Camp 

TOPF coke-fired double-muffle cremation furnaces at Crematorium I at 
Auschwitz (postwar reconstruction). July 1992. © Carlo Mattogno for all 
photographs. 



Photograph 86: Crematorium I or Old Crematorium at Auschwitz. The chimney is 

a post-war reconstruction. 



Photograph 87: Furnace no. 1 with two corpse-introduction carts. 
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Photograph 88: as above 
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Photograph 90: Furnace no. 2. The reconstruction omitted the transverse anchor 
bars and the combustion-air-intake channels next to the muffle doors; in addition, 

the muffle doors were reversed. Compare Photo 51. 



Photograph 91: as above. 
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Photograph 92: Furnace no. 1: inside of a muffle. The masonry was artificially 

blackened. 



Photograph 93: Furnace no. 2: grate of the left-hand muffle. 
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Photograph 94: Furnace no. 2: inside the right-hand muffle. 
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Photograph 96: Furnace no. 1, right-hand side. Original doors of combustion-air 
channels. The Polish reconstructions did not include those channels. The number, 
type and position of the doors are also wrong. The larger door originally belonged 
to an eight-muffle furnace, and the smaller door was located lower. Cf. Photo 73. 




Photograph 97: Furnace no. 1, 
rear side. The furnaces were re¬ 
constructed without gasifiers. The 
gasifiers ’ coke-loading doors are 
therefore necessarily in the wrong 
position over those of the ash- 
chamber doors. See Photo 78. 
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Photograph 99: Furnace 2: original gasifier grate with seven longitudinal bars 

and two transverse bars. 
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Photograph 100: Ruins of the foundations of Furnace no. 3: service pit and the 

gasifier hearths seen from the top. 



Photograph 101: as above, seen from the rear: original grate of the left-hand gas¬ 
ifier and the two transverse support bars of the right-hand grate. The bar with the 
rollers, originally attached to the ceiling, was used to operate the furnace’s two 

flue dampers. 
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Photograph 102: Ruins of furnace no. 3: flue-duct opening of the left-hand muffle. 



Photograph 103: Ceiling of the furnace hall: ventilation opening over Furnace no. 1. 
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Photograph 104: Roof of Crematorium I: The two ventilation chimneys of the cre- 

motion furnaces (black and grey). 
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Photograph 106: Turntable for corpse cart. 



Photograph 107: Crematorium I at Auschwitz: cremation-furnace parts stored in 

the former coke-storage room. 
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Photograph 108: as above. 



Photograph 109: as above. 
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Photograph 110: Commemorative plaque in the furnace hall of Crematorium I. 
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V. Photographs 111-215: Buchenwald 


TOPF coke-fired triple-muffle cremation furnace (one heated with naphtha) at 
Concentration Camp Buchenwald. July 1991. © Carlo Mattogno for all 
photographs (unless stated otherwise) 



Photograph 111: SS photo of the Topf coke-fired triple-muffle furnaces at Crema¬ 
torium II at Birkenau. APMO, microfilm no. 287. 



Photograph 112: Topf triple-muffle cremation furnaces in the Crematorium at 

Buchenwald Concentration Camp. 
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Photograph 113: SS photo of the Topf coke-fired triple-muffle furnaces at Crema- 

torium 11 at Birkenau. APMO, microfilm no. 290. 



Photograph 114: Topf triple-muffle cremation furnaces in the Crematorium at 

Buchenwald Concentration Camp. 
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Photograph 115: SS photo of the Topf coke-fired triple-muffle furnaces at Crema- 

torium II at Birkenau. APMO, microfilm no. 290. 



Photograph 116: Topf triple-muffle cremation furnace in the Crematorium at 

Buchenwald Concentration Camp. 
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Photograph 117: as above, coke- or naphtha-fired furnace, front view. 
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Photograph 119: as above 
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Photograph 122: as above, coke-fired-only model (no oil tank on top). 
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Photograph 123: as above, left-hand front view. 
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Photograph 125: as above, right-hand front view. 



Photograph 126: as above, left-hand rear view, with coke-loading door of the gasi- 

fier. 
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Photograph 128: Muffle door from a Topf triple-muffle cremation furnace previ- 
ously installed in either Crematorium II or III at Birkenau. 
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Photograph 129: Topf coke-fired triple-muffle cremation furnace at Buchenwald 
Concentration Camp. Interior of the left-hand muffle door. 



Photograph 130: same location as above, interior of the left-hand muffle of the 
Topf coke- and naphtha-fired triple-muffle cremation furnace. 
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Photograph 131: as above; in the left-hand wall four openings of combustion-air 
channels are visible; below this the remnants of the muffle-grate bars and the walls 
slanted toward the ash chamber; in the back at the bottom is the opening to the 

gasifier. 



Photograph 132: as above; the apex of the vaulted ceiling sports four square open- 
ings which open into tubes supplying the muffle with combustion air. 
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Photograph 134: as above, right-hand muffle wall with rectangular openings con- 

necting this side muffle to the center muffle. 
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Photograph 135: as above, central muffle. Both side walls have three rectangular 

openings connecting it to the side muffles. 
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Photograph 137: as above, showing five of the rectangular inter-muffle openings, 
four square openings in the ceiling and one in the back wall for combustion-air 

supply. 



Photograph 138: as above, rectangular inter-muffle openings in the right-hand 

muffle wall. 
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Photograph 139: as above; right-hand muffle. Foreground: the stretcher of the 
corpse-introduction cart. The opening of the naphtha burner can be seen in the 

wall in the background. 



Photograph 140: Coke-fired triple-muffle furnace, left-hand muffle. Left wall: 
square openings of the combustion-air feed. Bottom: wall sloping into the ash 
chamber). Center bottom: opening to the gasifier. Right-hand wall: rectangular in- 
ter-muffle openings. The muffle-grate bars have been ripped out. 
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Photograph 141: as above, left-hand muffle wall sloping into the ash chamber with 

bottom rear opening into the gasifier. 



Photograph 142; as above, right-hand wall with rectangular openings to center 

muffle. 
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Photograph 143: as above, vaulted muffle ceiling with square openings for com- 

bustion-air supply. 



Photograph 144: as above, center muffle, right-hand wall with rectangular open- 

ings to the right-hand muffle. 
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Photograph 145: as above, right-hand muffle, left-hand wall with rectangular 

openings to the center muffle. 



Photograph 146: as above, vaulted muffle ceiling with square openings for com- 

bustion-air supply. 
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Photograph 147: as above, right-hand square openings of the combustion-air feed. 

Bottom: muffle grates. 



Photograph 148: Topf coke- or naphtha-fired triple-muffle cremation furnace. 
Right-hand muffle. Doors closing the combustion-air channels of the muffle (top) 

and of the ash chamber (bottom). 
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Photograph 149: as above, the muffle’s combustion-air-supply channel. 



Photograph 150: as above, left-hand muffle. To the left of the large muffle door: 
doors closing the combustion-air channels of the muffle (top) and of the ash cham- 

her (bottom). 
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Photograph 151: as above, the muffle’s combustion-air-supply channel. 



Photograph 152: as above, the ash chamber’s combustion-air-supply channel 
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Photograph 153: as above, both doors of the combustion-air channels. 



Photograph 154: combustion-air-channel 
door with the Topf insignia, close-up. 
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Photograph 155: Topf coke-fired triple-muffle cremation furnace. Front-side ser- 

vice pits with the left and center muffle’s ash doors. 



Photograph 156: as above, central muffle’s ash chamber with the two lateral open- 
ings to the flue duct and a combustion-air-supply hole in the back. 
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Photograph 157: as above, ash chamber of the right-hand muffle. 



Photograph 158: Topf triple-muffle cremation furnaces; right-hand rear view with 
the gasifier’s coke-loading doors (top) and ash doors in the service pit (bottom). 
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Photograph 159: as above, left-hand rear view. 



Photograph 160: Topf coke- or naphtha-fired triple-muffle cremation furnace. 
Rear view, left-hand muffle. Naphtha burner (top) and the gasifier’s coke-loading 

door (bottom). 
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Photograph 164: as above; inside of the gasifier. The masonry shows signs of fu¬ 
sion. 
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Photograph 165: as above; the gasifier’s ash-chamber door (bottom) and the door 

of the gasifier’s combustion-air channel (top right). 



Photograph 166: as above, close-up of the gasifier’s combustion-air channel 
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Photograph 167: as above, view into the gasifier’s ash chamber with the grate. 



Photograph 168: as above, central muffle. Crank operating the smoke-duct damper 
(top) and the door to the muffle’s rear combustion-air channel 
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Photograph 169: as above; doors to the muffle’s (top) and the ash chamber’s com- 

bustion-air channel (bottom). 



Photograph 170: as above; close-up of the muffle’s combustion-air channel 
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Photograph 171: as above; close-up of the ash chamber’s combustion-air channel 
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Photograph 173: as above, right-hand muffle. The gasifier’s ash-chamber door 
(bottom) and the door of the gasifier’s combustion-air channel (top left). 



Photograph 174: as above; view into the gasifier’s ash chamber with the grate. 
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Photograph 175: Topf coke-fired triple-muffle cremation furnace. Rear view, right- 
hand muffle: the gasifier’s ash-chamber door (bottom) and its combustion-air- 

channel door (top left). 



r 


Photograph 176: as above, left-hand muffle: the gasifier’s ash-chamber door (bot- 

tom) and its combustion-air-channel door (top right). 
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Photograph 177; as above; view into the gasifier’s ash chamber with the grate. 
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Photograph 178: as above, front view, central muffle. The lowered movable roller 
device. The device is threaded through the mounting bar, can pivot vertically and 

move horizontally. 
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Photograph 179: as above, movable roller device put into pace for operation. 



Photograph 180: as above, view into the muffle across the rollers. 
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Photograph 181: Corspe-introduction cart, left-hand side. 



Photograph 182: Corspe-introduction cart, right-hand side. 
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Photograph 183: Corspe-introduction cart, rearview. 



Photograph 184: Corspe-introduction cart, rearview, bottom part with wheels. 
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Photograph 185: view across the corspe-introduction cart with stretcher inside the 

muffle. 



Photograph 186: Corpse-introduction cart, viewed from below. Edges of the load- 

ing stretcher running on the rollers. 
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Photograph 187: as above, close-up. 



Photograph 188: Blowers located between the two furnaces. 
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Photograph 189: The furnaces ’ combustion-air blower, front view; the left tube 
feeds the furnace heated with either coke or naphtha, the right tube the coke-fired 

one (see Photo 188). 



Photograph 190: as above, rear view. 
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Photograph 192: Blower tube connected to the furnace heated with either naphtha 
or coke. At the tube’s end, close to the furnace’s wall, sits a valve for regulating 

the air flow. 
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Photograph 193: Blower tube connected to the coke-fired furnace. 



Photograph 194: Tube from the combustion-air blowers to the furnaces; butterfly 
valve in the right-hand tube for regulating the air flow. 
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Photograph 195: Combustion-air blower for the oil burner of the furnace heated 

with either naphtha or coke. Rear view. 



Photograph 196: as above, front view. 
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Photograph 197: as above, right-side rear view, with the combustion-air blower in 

the background. 



Photograph 198: as above, left-side rear view with tube running into the furnaces 
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Photograph 201: as above, right-side rear view; tube connection with naphtha 

burner. 
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Photograph 202: Topf coke- or naphtha-fired triple-muffle cremation furnace; 

nafta tank, rear view. 
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Photograph 204: as above, rear view, naphtha burner of the left-hand muffle; con¬ 
nected to the naphtha burner are from above, the tube feeding oil from the naphtha 
tank, and from below, the tube from the combustion-air blower. 



Photograph 205: Rear view of the two Topf triple-muffle cremation furnaces. 


























132 


C. Mattogno, The Crematory Furnaces of Auschwitz: Part 3 



Photograph 206: A U.S. soldier in front of the central muffle of the Topf coke- or 
naphtha-fired triple-muffle cremation furnace. U.S. Army photo of1945. 



Photograph 207: Crematorium at Buchenwaid Concentration Camp. 
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Photograph 208: as above, close-up. 



Photograph 209; as above; hatch of the corpse chute into the underground 

morgue. 
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Photograph 210: as above; basement morgue, wooden corpse chute. 



Photograph 211: as above; on the back wall, on the right, the manual controls for 

operating the freight elevator. 
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Photograph 212: as above, freight elevator, front. 



Photograph 213: as above, rear. 







































136 


C. Mattogno, The Crematory Furnaces of Auschwitz: Part 3 



Photograph 214: as above, elevator door in the cremation hall, ground floor. 



Photograph 215: as above; elevator cage viewed from the cremation hall above. 
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VI. Photographs 216-235: Auschwitz-Birlcenau 

Ruins of the Crematoria II through V at the Birkenau camp. 1991-1992. © 
Carlo Mattogno for all photographs (unless stated otherwise). 



Photograph 216: Ruins of the furnace hall of Crematorium II (direction east-west). 
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Photograph 217: as above; rails for the corpse-introduction cart. 



Photograph 218: as above. 
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Photograph 219: as Photo 216; rails for the corpse-introduction cart to the first 
three furnaces and location of the transverse rails for the turntable (direction east- 

west). 
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Photograph 220: as above; direction west-east. 



Photograph 221: as Photo 219; hole with the foundation of the chimney. 
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Photograph 222: Ruins of Crematorium V. Wrought-iron frame of the Topf eight- 
muffle furnace and service pit. Polish photo of May 1945. APMO, negative no. 

21334/141. 



Photograph 223: as above, viewedfrom the other side. APMO, negative no. 

21334/83. 
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Photograph 224: as above; right-hand (northern) service pit. Polish photo of May 
1945. The man with the hat is the Polish investigating judge Jan Sehn. APMO, 

negative no. 21334/82. 



Photograph 225: as above; APMO, negative no. 21334/81. 
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Photograph 226: as beofre. Ash-chamber doors of the northwestern A pair of muf¬ 
fles. Foreground: iron tools (pokers, scrapers) and square grate irons of the gasifi¬ 
ers. 



Photograph 227: as above, ash chamber’s door frame of the muffle located in the 
north-western corner. Visible on the right is the door of the ash chamber’s combus¬ 
tion-air channel. 
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Photograph 228: Ruins of Crematorium V (1997). Wrought-iron frame of the Topf 

eight-muffle furnace (direction west-east). 



Photograph 229: as above, direction south-north. 
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Photograph 230: as above; behind the iron frame: access ladder to the gasifier's 

service pit. 



Photograph 231: as above. Detail of the 
northern gasifier's frame irons (direction 
south-north). The two brackets visible below 
were usedfor mounting the gasifier's hearth 

door. 
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Photograph 232: as above. South service pit and access ladder. 
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Photograph 233: Ruins of Crematorium V (1997). Ruins of the two chimneys of the 
Topf eight-muffle furnace: north chimney in the foreground, south chimney in the 

background. 
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Photograph 234: Ruins of Crematorium IV (1991). Gasifier’s service pit (direction 

north-south). 



Photograph 235: as above. Framework fragments of the Topf eight-muffle furnace 

in the foreground (direction north-south). 
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VII. Photographs 236-332: Kori Cremation Furnaces 
A. Photographs 236-247: Mauthausen 

Coke-fired cremation furnace at Concentration Camp Mauthausen. 
December 1990. © Carlo Mattogno for all photographs. 



Photograph 236: front view. 



Photograph 237: as above, close-up of the corpse-introduction stretcher. 
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Photograph 238: as above, right-hand side; in the wall the chimney damper. 



Photograph 239: Inside the muffle. 
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Photograph 240: as above; left-hand muffle wall with opening for the combustion- 

air supply. 



Photograph 241; as above, close-up of combustion-air-supply holes. 
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Photograph 242: as above, right-hand side. 



Photograph 243: ash chamber seen through the ash-chamber door. 
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Photograph 244: rear view. 



Photograph 245: left-hand side view; the gasifier's coke-loading door (top) and 

ash door (bottom). 
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Photograph 246: gasifier grate. 
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Photograph 247: Information sign on the support column of the fur¬ 
nace hall stating in German, French, Russian and Italian: “First cre¬ 
mation facility. This first Mauthausen cremation facility was operating 

from 4 May 1940 until 3 May 1945. ” 
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B. Photographs 248-269: Dachau 

Coke-fired cremation furnace at Concentration Camp Dachau. December 
1990. © Carlo Mattogno for all photographs. 



Photograph 248: New crematorium building at Dachau (“Baracke X”) 
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Photograph 251: as above, ash-chamber door and ash receptacle in the ash cham¬ 
ber; to either side: combustion-air inlets; foreground: metal stand with rollers for 

the corpse-introduction stretcher. 
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Photograph 252: as above, close-up of the muffle door. 



Photograph 253: Second furnace, inside the muffle; left-hand side with three open- 

ing for combustion-air supply. 
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Photograph 254: as above, right-hand side. 



Photograph 255: Fourth furnace, front view: metal housing of the muffle door’s 
corpse-retaining plate made of refractory clay; wire rope, pulley and counter- 

weight for its operation. 
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Photograph 257: First furnace, right-hand side: two doors of the auxiliarly hearth 
(center bottom): coke-loading door (rear center), and main-ash-chamber door of 

the main gasifier (rear bottom). 
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Photograph 258: Rear view of Furnaces nos. 2 through 4 (front to back). 



Photograph 259: Rear view of the first furnace; inspection door of the vertical 
smoke duct. Wire and pulleys for operating the smoke-duct damper, visible in Pho- 

to 258 on the floor at the bottom of the furnace. 
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Photograph 260: First furnace, the auxiliary gasifier's service doors: loading door 

(top) and ash-chamber door (bottom). 



Photograph 261: Coke-loading door of the main gasifier. 
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Photograph 262: Ash-chamber door of the main gasifier. 



Photograph 263: View into the main gasifiers. 
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Photograph 264: View through the main gasifier's ash-chamber door onto the coke 

grate. 



Photograph 265: Second furnace, front view. Muffle with stretcher and lowered 

corpse-retaining plate made of fireclay. 

































164 


C. Mattogno, The Crematory Furnaces of Auschwitz: Part 3 




Photograph 267: First furnace. Muffle without stretcher and raised refractory 

corpse-retaining plate. 
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Photograph 268: as above, close-up of muffle with corpse grate. 



Photograph 269: Staff at the new crematorium at work. SS photo of 1944. 
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C. Photographs 270-284: Stutthof, Coke-Fired 

Coke-fired cremation furnace at Concentration Camp Stutthof. Juni 1997. © 
Carlo Mattogno for all photographs except no. 270. 



Photograph 270: The furnaces after the war in 1945. 



Photograph 271: The furnace in 1997 in the crematorium reconstructed by the 

Poles. 
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Photograph 272: The inside of the left-hand muffle. 



Photograph 273: The ash chamber of the left-hand muffle. Top: underside of the 
muffle’s grate bars. On the left wall: opening connecting it with the auxiliary 

hearth. At the back: the gasifier’s pit. 
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Photograph 274; The inside of the right-hand muffle. 



Photograph 275: as above, ash chamber. 
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Photograph 276: Right-hand furnace. To the left: coke-loading door (center) and 
ash door (bottom) of the auxiliary gasifier. Center: double-leaf coke-loading door 
of the main gasifier with the ash-chamber door beneath. 



Photograph 277: Inside the right-handfurnace’s main gasifier viewed through the 
ash-chamber door. The hearth’s grate has been damaged, with only four remaining 

bars leaning against the outer support bar. 
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Photograph 278: as above, seen through the coke-loading door 1: door frame; 
2: muffle; 3: muffle grate; 4: gasifier pit; 5: ash chamber 



Photograph 279: Inside of the muffle seen through the main gasifier's coke-loading 
door. In the right-hand wall: openings for combustion-air supply. Top in the back- 

ground: the opening of the smoke-gas outlet. 
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Photograph 281: as above. View into the auxiliary gasifier. Background: the wall 
of the muffle’s ash chamber. Foreground: the end of an iron bar from the auxiliary 

hearth grate. 



Photograph 282: as above. The muffle’s ash chamber seen through the auxiliary 

gasifier’s ash-chamber door. 
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Photograph 283: Right-hand furnace, inside of the auxiliary gasifier with the muf- 
fie’s ash chamber wall in the background and the muffle grate above. 



Photograph 284: as above; right-hand wall of the muffle’s ash chamber as seen 
from the auxiliary gasifier’s ash chamber; top: vaulted muffle-grate bars. 
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D. Photographs 285-317: Majdanek, Coke-Fired 

Coke-fired cremation furnace at Concentration Camp Lublin (Majdanek). 
July 1991. © Carlo Mattogno for all photographs except no. 286. 



Photograph 285: Polish reconstruction of the crematorium at the former 

Lublin-Majdanek concentration camp 



Photograph 286: The cremation furnace after Soviet capture in July 1944. 










































C. Mattogno, The Crematory Furnaces of Auschwitz: Part 3 


175 



Photograph 286a: as above, section enlargement: the crematorium ruins. 



Photograph 286b: as above; the furnaces. 
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Photograph 286c: as above 



Photograph 287: Row of cremation furnaces with five muffles, front view. 
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Photograph 289: as above; first recuperator. 
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Photograph 292: as above, fourth furnace from the left. 



Photograph 293: as above, second recuperator. 
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Photograph 294: as above, fifth furnace from the left. 
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Photograph 296: The center furnace, close-up of the muffle. 



Photograph 297: Vaulted ceiling of the first muffle; in the side walls the openings 

of the combustion-air-supply channels can be seen. 
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Photograph 298: as above, second muffle. 




Photograph 299: as above, third ' center muffle. 
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Photograph 301 as above, fifth muffle. 
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Photograph 302: Vertical duct of the flue-gas outlet. 



Photograph 303: Access door to the post-combustion area. 
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Photograph 304: Ash-extraction door with the first bar of the post-combustion 

grate visible. 



Photograph 305: Right-hand rear view of the five-furnace device. 
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Photograph 306: as above, from the left-hand side. 



Photograph 307: as above. 

















C. Mattogno, The Crematory Furnaces of Auschwitz: Part 3 


187 



Photograph 308: as above. Hot-water pipes of the recuperator. 
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Photograph 309: Front view from the right-hand side. The brick structure at top 
contains the smoke duct, with an inspection door on the side. 



Photograph 310: as above, smoke duct with inspection door. 
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Photograph 311: The gasifier grate. 



Photograph 312: as above 
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Photograph 313: Inside of a furnace seen from the gasifier's coke-loading door. 
Foreground: the gasifier; behind it: the ash chamber with the ash doors in the 
background; above that: the muffle’s fireclay grate; top: the muffle. 



Photograph 314: as above; bottom: the ash chamber with the ash-chamber-access 
door in the background; above that: the muffle’s fireclay grate; top: the muffle. 
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Photograph 315: Inside of the gasifier of the Topf furnace at the Gusen concentra¬ 
tion camp. The refractory lining shows extensive fusion. 



Photograph 316: as above. 
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Photograph 317: Sign displayed in the crematorium of the Lublin Concentration 
Camp stating in five languages: “The crematorium was built in autumn 1943. It 
was heated with coke. The bodies were cremated at a temperature of about 700°C. 

The daily yield was about 1000 bodies. ” 
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E. Photographs 318-327: Majdanek, Naphtha-Fired 

Naphtha-fired cremation furnace at Concentration Camp Lublin (Majdanek). 
July 1991. © Carlo Mattogno for all photographs. 



Photograph 318: front view of the furnace. 



Photograph 319: as above; top: the muffle door; bottom center: ash-chamber 

door; bottom left and right: combustion-air inlets. 
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Photograph 320: Inside of the muffle. Bottom: the refractory grate; on the back 
wall: the main burner’s nozzle; on the side walls: openings of the combustion-air- 

supply channels. 



Photograph 321: as above; the vaulted muffle ceiling with the smoke-duct opening 

in the foreground. 
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Photograph 323: Ash chamber; top: the underside of the muffle’s refractory grate; 

background: the auxiliary burner’s nozzle. 
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Photograph 324: left-hand side of the furnace. 



Photograph 325: as above. In the upper part of the furnace can be seen the com¬ 
bustion-air pipe for the burners (left), the support bars for the fan and its motor 

(center), and the base of the chimney (right). 
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Photograph 326: right-hand side; bottom right: side inspection door beneath a 

combustion-air inlet. 



Photograph 327; rear view; combustion-air pipe with main (top) and auxiliary 

burners (bottom). 
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F. Photographs 328-329: Stutthof, Naphtha-Fired 


Naphtha-fired cremation furnace at Concentration Camp Stutthof. 



Photograph 328: The furnace right after the camp’s Soviet capture in 1945, 



Photograph 329: The furnace as exhibited in the camp museum in June 1997. 

© Carlo Mattogno 
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G. Photographs 330-331: Trzebinia 

Naphtha-fired cremation furnace at Trzebinia sub-camp. October 1991. © 
Carlo Mattogno. 


m 

Photograph 330: Front view of the furnace. The interior of the furnace was 
completely destroyed. At the top the conical chimney (center), the blower 

(left) and the naphtha tank (right). 



Photograph 331: Right-hand side of the furnace with the naphtha tank in the 

foreground. 
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H. Photograph 331a: Blechhammer 



Photograph 331a: Naphtha-fired cremation furnace at Blechhammer sub-camp. 

Source: http://commons, wikimedia. org/wiki/Image: 

Arbeitslager Blechhammer-krematoriuml.jpg 
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I. Photographs 332-334: GroB-Rosen 

Naphtha-fired cremation furnace at Concentration Camp GroB-Rosen. March 
1999. © Carlo Mattogno for all photographs. 



Photograph 332: Furnace on the foundations of the former cremation hall. 



Photograph 333: Front view. In the foreground the stand with the two rollers for 

introducing the stretcher. 
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Photograph 333a: rear view. Left-hand side: naphtha tank; below it: combustion- 
air inlet and access door; right-hand side: combustion-air pipes; rear end: main 

(top) and auxiliary burner (bottom). 



Photograph 333b: as above. The air pipes were originally connected to a blower 

installed on the shelf to the right. 
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Photograph 333c: rear view, main (top) 
and auxiliary burner (bottom) 



Photograph 334: Interior. The introduction stretcher moved with four metal rollers 
on two angle irons. The opening in the back wall housed the main burner. The re- 

fractory lining has been completely removed. 
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VIII.Photographs 335-344: Kori Furnaces in Other Camps 



Photograph 335: KORI coke-fired cremation furnace at the Flossenbiirg Camp. 
Source: http://commons, wikimedia. org/wiki/File: Crematory oven-Flossenburg.jpg 



Photograph 336: KORI coke-fired cremation furnace at the Ebensee Camp. 
Source: www.profit-over-life. org/teachers_guide/austria/mauthausen_kz/mauthausen- 

ebensee crematorium.html 
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Photograph 337: Ruins of the KORI coke-fired cremation furnace at the Sachsen- 

hausen Concentration Camp. Source: 
http://snapeatrepeat.com/tag/sachsenhausen-concentration-camp/ 



Photograph 338: KORI coke- and naphtha-fired cremation furnace at the Ravens- 
briick Concentration Camp. Source: http://mmlorusso.blogspot.com/2011/03/his- 

will-is-our-hiding-place-cont.html 
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Photograph 339: KORI naphtha-fired cremation furnace at the Bergen-Belsen Con- 
centration Camp. Source: http://galleryhip.com/hergen-helsen-liheration.html 
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Photograph 340: KORI naphtha-fired cremation furnace at the Dora-Mittelbau 

Concentration Camp. Source: 

http://commons, wikimedia. org/wiki/File:210509_Krematorie_Dora_Mittelbau_01 JPG 
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Photograph 341: KORI naphtha-fired cremation furnace at the Natzweiler-Struthof 
Concentration Camp. Source: http://commons.wikimedia, org/wiki/File:Natzweiler- 

Struthof krematorium.JPG 










210 


C. Mattogno, The Crematory Furnaces of Auschwitz: Part 3 




Photograph 342: KORI naphtha-fired cremation furnace at the Neuengamme Con¬ 
centration Camp. Source: www.kz-gedenkstaette- 
neuengamme.de/typo3temp/pics/5f467c62d5.jpg 


Photograph 343: KORI naphtha-fired cremation furnace at the Sachsenhausen 
Concentration Camp. Source: Sachsenhausen, Kongress-Verlag, Berlin 1962, p. 


84. 
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Photograph 344: KORI naphtha-fired cremation furnace at the Vught 
Concentration Camp. Source: http://ww2today.com/wp- 
content/uploads/2014/11/vught-crematoria.jpg 
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IX. Photographs 345-362: Terezin 

IGNIS-HUTTENBAU naphtha-fired cremation furnace at Terezin Ghetto. 
February 1999. © Carlo Mattogno, unless stated otherwise. 


Photograph 345: The four furnaces viewed from above. On the right-hand wall, 






Photograph 345a: as above, viewed from eye level 
Source: http://en. wikipedia. org/wiki/Theresienstadt concentration camp 
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Photograph 346: Left-hand furnace of the front pair, front view, with the corpse- 

introduction cart. 



Photograph 347: as above; left-hand side and rear of the furnace. 
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Photograph 348: as above, rear view. 
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Photograph 349: as above; on the right, next to the wall, is the naphtha preheater 

behind a long scraper. 
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Photograph 350: Right-hand furnace of the front pair, rear view, naphtha burner. 
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Photograph 351: Left-hand furnace of the front pair, rear view; the three service 
doors: for the muffle (top), the post-combustion chamber (center) and the ash 

chamber with the ash receptacle (bottom). 
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Photograph 352: as above; the muffle’s inside seen from its rear service door. In 
the foreground the front part of the corpse-introduction cart. 



Photograph 353: as above, with the introduction cart pulled out. In the foreground, 

the shaft of the scraper to move cremation remains. 
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Photograph 354: as above; inside of the post-combustion chamber seen through its 

rear service door. 



Photograph 354a: as above; close-up. 
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Photograph 355: as above; inside of the ash chamber seen through its rear service 

door, with the corroded iron ash container. 



Photograph 356: Forced-draft blower of the front pair offurnaces, with suction 
duct (left), chimney duct (center) and the motor (right). In the background left and 

right the two combustion-air blowers. 
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Photograph 359: Closing damper of the right-hand furnace of the rear pair offur¬ 
naces. 
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Photograph 360: left-hand furnace offront pair, front view; the damper’s steel ca- 

ble and pulley attached to the ceiling. 















224 


C. Mattogno, The Crematory Furnaces of Auschwitz: Part 3 



Photograph 361: Left-handfurnace of the rear pair, front view, with the corpse- 

introduction cart. 



Photograph 361a: Left-hand furnace of the front pair, front view, with the corpse- 

introduction cart. 
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Photograph 362: Rough wooden coffin for cremation, left of the above furnace. 
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X. Photographs 363-365: Urns 

Cremation urns at the concentration camps. © Carlo Mattogno, unless stated 
otherwise. 



Photograph 363: Urns stored in a showcase of the Lublin-Majdanek Camp 




_ 



Photograph 364: Urns stored in a showcase of the Buchenwald Concentration 

Camp 
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Photograph 365: Urns found in the crematorium of the Natzweiler-Struthof Con¬ 
centration Camp in 1945. From Jean-Claude Pres sac, The Struthof album, Beate 

Klarsfeld Foundation, New York, 1985. p. 56. 
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XI. Photographs 366-367: Stoking Tools 



Photograph 366: Stoker tools in the crematorium ofStutthof Concentration Camp 
(June 1997): two stokers and a scraper. © Carlo Mattogno. 


















C. Mattogno, The Crematory Furnaces of Auschwitz: Part 3 


229 



Photograph 367: as above, close-up. 
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XII. Photographs 368-370: Cremation Experiments 

Cremation experiments with animal fat. © Carlo Mattogno 



Photograph 368: Combustion experiment of animal fat conducted by the au¬ 
thor on 21 October 1994. 
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Photograph 369: as above, 10 January 1995. 
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Photograph 370: as above. 
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XIII. Color Documents from Part 2 



Document 253: Condition of a corpse after thirty minuts of cremation. Source: Mi¬ 
chael Bohnert, Thomas Rost, Stefan Poliak, “The degree of destruction of human 
bodies in relation to the duration of the fire, ” in: Forensic Science International, 

95, 1998, p. 15. 



Document 254: as above, after forty minutes. 
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T his ambitious, growing series addresses various angles of the “Holocaust” of the WWII era. 
Most of them are based on decades of research from archives all over the world. They are heav¬ 
ily footnoted and referenced. In contrast to most other works on this issue, the tomes of this 
series approach its topic with profound academic scrutiny and a critical attitude. Any Holocaust 
researcher ignoring this series will remain oblivious to some of the most important research in the 
field. These books are designed to both convince the common reader as well as academics. The fol¬ 
lowing books have appeared so far and are available from The Barnes Review and CODOH/Castle 
Hill Publishers: 


SECTION ONE: 

General Overviews of the Holocaust 

The First Holocaust Jewish Fundraising Cam¬ 

paigns With Holocaust Claims During and Af¬ 
ter World War One . By Don Heddesheimer. This 

compact but substantive 
study documents propagan¬ 
da spread prior to, during 
and after the FIRST World 
War that claimed East Euro¬ 
pean Jewry was on the brink 
of annihilation. The magic 
number of suffering and 
dying Jews was 6 million 
back then as well. The book 
details how these Jewish 
fundraising operations in 
America raised vast sums in the name of feed¬ 
ing suffering Polish and Russian Jews but actu¬ 
ally funneled much of the money to Zionist and 
Communist groups. Second edition, 142 pages, 
b&w illustrations, bibliography, index. (#6) 

Lectures on the Holocaust. Controversial Issues 

Cross Examined . By Germar Rudolf. Between 

1992 and 2005 German 
scholar Germar Rudolf lec¬ 
tured to various audiences 
about the Holocaust in the 
light of new findings. Ru¬ 
dolf’s sometimes astounding 
facts and arguments fell on 
fertile soil among his listen¬ 
ers, as they were presented 
in a very sensitive and schol¬ 
arly way. This book is the 
literary version of Rudolf’s 
lectures, enriched with the most recent findings 
of historiography. Rudolf introduces the most 
important arguments for his findings, and his 
audience reacts with supportive, skeptical and 
also hostile questions. We believe this book is 
the best introduction into this taboo topic. Sec¬ 
ond edition, 500 pages, b&w illustrations, bibli¬ 
ography, index. (#15) 

Breaking the Spellj The Holocaust Myth & 

Reality. By Nicholas Kollerstrom. In 1941, 
British Intelligence analysts cracked the Ger¬ 
man “Enigma” code. Hence, in 1942 and 1943, 
encrypted radio communications between Ger¬ 
man concentration camps and the Berlin head¬ 
quarters were decrypted. The intercepted data 





Pictured above are all of the scientific studies that comprise the se¬ 
ries Holocaust Handbooks published thus far. More volumes and 
new editions are constantly in the works. 
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refutes, the orthodox “Holo¬ 
caust” narrative. It reveals 
that the Germans were des¬ 
perate to reduce the death 
rate in their labor camps, 
which was caused by cata¬ 
strophic typhus epidemics. 

Dr. Kollerstrom, a science 
historian, has taken these 
intercepts and a wide array 
of mostly unchallenged cor¬ 
roborating evidence to show that “witness state¬ 
ments” supporting the human gas chamber nar¬ 
rative clearly clash with the available scientific 
data. Kollerstrom concludes that the history of 
the Nazi “Holocaust” has been written by the 
victors with ulterior motives. It is distorted, ex¬ 
aggerated and largely wrong. With a foreword 
by Prof. Dr. James Fetzer. 256 pages, b&w il¬ 
lustrations, bibliography, index. (#31) 

Debating the Holocaust. A New Look at Both 



debate about the Holocaust But ignoring it does 
not make this controversy go away, Ibaditional 



All books are 6”*9” paperbacks unless otherwise stated. Library discounts are available for the whole set and all subsequent volumes. 
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Holocaust narrative with revision¬ 
ist challenges and then analyzes the 
mainstream’s responses to them. He 
reveals the weaknesses of both sides, 
while declaring revisionism the win¬ 
ner of the current state of the debate. 
2nd, revised and expanded edition, ca. 
300 pages, b&w illustrations, biblio¬ 
graphy, index. (Summer 20155 #32) 

The Hoax of the Twentieth Century. 

The Case against the Presumed Ex¬ 

termination of European Jewry. By 

Arthur R. Butz. The first writer to 
analyze the entire Holocaust complex 
in a precise scientific manner. This 
book exhibits the overwhelming force 
of arguments accumulated by the 
mid-1970s. It continues to be a major 
historical reference work, frequently 
cited by prominent personalities. This 
edition has numerous supplements 
with new information gathered over 
the last 35 years. Fourth edition, 524 
pages, b&w illustrations, bibliography, 
index. (#7) 

Dissecting the Holocaust The Grow¬ 

ing Critique of ‘Truth’ and 'Memory/ 

Edited by Germar Rudolf. Dissecting 
the Holocaust applies state-of-the-art 
scientific technique and classic meth¬ 
ods of detection to investigate the al¬ 
leged murder of millions of Jews by 
Germans during World War II. In 
22 contributions—each of some 30 
pages—the 17 authors dissect gener¬ 
ally accepted paradigms of the “Holo¬ 
caust.” It reads as exciting as a crime 
novel : so many lies, forgeries and de¬ 
ceptions by politicians, historians and 
scientists are proven. This is the intel¬ 
lectual adventure of the 21st century. 
Be part of it! Second revised edition. 
616 pages, b&w illustrations, bibliog¬ 
raphy, index. (#l) 

The Dissolution of Eastern European 

Jewry. By Walter N. Sanning. Six Mil¬ 
lion Jews died in the Holocaust. San¬ 
ning did not take that number at face 
value, but thoroughly explored Euro¬ 
pean population developments and 
shifts mainly caused by emigration as 
well as deportations and evacuations 
conducted by both Nazis and the So¬ 
viets, among other things. The book 
is based mainly on Jewish, Zionist 
and mainstream sources. It concludes 
that a sizeable share of the Jews found 
missing during local censuses after the 
Second World War, which were so far 
counted as “Holocaust victims,” had 
either emigrated (mainly to Israel or 
the U.S.) or had been deported by Sta¬ 
lin to Siberian labor camps. 2nd, cor¬ 
rected edition, foreword by A.R. Butz, 
epilogue by Germar Rudolf contain¬ 
ing important updates; ca. 220 pages, 
b&w illustrations, bibliography (#29). 


Air Photo Evidencej World War Two 

Photos of Alleged Mass Murder Sites 

Analyzed. By John C. Ball. During 
World War Two both German and 
Allied reconnaissance aircraft took 
countless air photos of places of tacti¬ 
cal and strategic interest in Europe. 
These photos are prime evidence for 
the investigation of the Holocaust. 
Air photos of locations like Auschwitz, 
Majdanek, Treblinka, Babi Yar etc. 
permit an insight into what did or did 
not happen there. John Ball has un¬ 
earthed many pertinent photos and 
has thoroughly analyzed them. This 
book is full of air photo reproductions 
and schematic drawings explaining 
them. According to the author, these 
images refute many of the atrocity 
claims made by witnesses in connec¬ 
tion with events in the German sphere 
of influence. 3rd revised and expanded 
edition. Edited by Germar Rudolf; 
with a contribution by Carlo Mattog- 
no. 168 pages, 8.5”xll”, b&w illustra¬ 
tions, bibliography, index (#27). 

The Leuchter Reports’ Critical Edi¬ 

tion . By Fred Leuchter, Robert Fauris- 
son and Germar Rudolf. Between 1988 
and 1991, U.S. expert on execution 
technologies Fred Leuchter wrote four 
detailed reports addressing whether 
the Third Reich operated homicidal 
gas chambers. The first report on 
Auschwitz and Majdanek became 
world famous. Based on chemical 
analyses and various technical argu¬ 
ments, Leuchter concluded that the 
locations investigated “could not have 
then been, or now be, utilized or seri¬ 
ously considered to function as execu¬ 
tion gas chambers.” 3rd edition, 242 
pages, b&w illustrations. (#16) 

The Giant with Feet of Clay • Raul Hil- 

berg and His Standard Work on the 

“Holocaust.” By Jurgen Graf. Raul Hil- 
berg’s major work The Destruction of 
European Jewry is an orthodox stan¬ 
dard work on the Holocaust. But what 
evidence does Hilberg provide to back 
his thesis that there was a German 
plan to exterminate Jews, carried out 
mainly in gas chambers? Jurgen Graf 
applies the methods of critical analy¬ 
sis to Hilberg’s evidence and examines 
the results in light of modern histori¬ 
ography. The results of Graf’s critical 
analysis are devastating for Hilberg. 
2nd, corrected edition, 139 pages, b&w 
illustrations, bibliography, index. (#3) 
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tion was not some kind of wild flight, 
but rather a lawfully determined and 
regulated matter. Weckert’s booklet 
elucidates the emigration process in 
law and policy. She shows that Ger¬ 
man and Jewish authorities worked 
closely together. Jews interested in 
emigrating received detailed advice 
and offers of help from both sides. 72 
pages, index. (#12) (cover shows new 
reprint edition in preparation) 

Inside the Gas Chambers • The Exter¬ 

mination of Mainstream Holocaust 
Historiography. By Carlo Mattogno. 
Neither increased media propaganda 
or political pressure nor judicial perse¬ 
cution can stifle revisionism. Hence, in 
early 2011, the Holocaust Orthodoxy 
published a 400 pp. book (in German) 
claiming to refute “revisionist propa¬ 
ganda,” trying again to prove “once 
and for all” that there were homicidal 
gas chambers at the camps of Dachau, 
Natzweiler, Sachsenhausen, Mau¬ 
thausen, Ravensbriick, Neuengamme, 
Stutthof... you name them. Mattogno 
shows with his detailed analysis of 
this work of propaganda that main¬ 
stream Holocaust hagiography is beat¬ 
ing around the bush rather than ad¬ 
dressing revisionist research results. 
He exposes their myths, distortions 
and lies. 268 pages, b&w illustrations, 
bibliography. (#25) 

SECTION TWO: 

Books on Specific Camps 

Treblinkai Extermination Camp or 

Transit Camp? By Carlo Mattogno and 
Jurgen Graf. It is alleged that at Treb¬ 
linka in East Poland between 700,000 
and 3,000,000 persons were murdered 
in 1942 and 1943. The weapons used 
were said to have been stationary and/ 
or mobile gas chambers, fast-acting or 
slow-acting poison gas, unslaked lime, 
superheated steam, electricity, diesel 
exhaust fumes etc. Holocaust histori¬ 
ans alleged that bodies were piled as 
high as multi-storied buildings and 
burned without a trace, using little 
or no fuel at all. Graf and Mattogno 
have now analyzed the origins, logic 
and technical feasibility of the official 
version of Treblinka. On the basis of 
numerous documents they reveal Tre- 
blinka’s true identity as a mere transit 
camp. 365 pages, b&w illustrations, 
bibliography, index. (#8) 

Belzec in Propaganda. Testimonies. 

Archeological Research and History. 

By Carlo Mattogno. Witnesses report 
that between 600,000 and 3 million 
Jews were murdered in the Belzec 
camp, located in Poland. Various 
murder weapons are claimed to have 


been used: diesel gas; unslaked lime 
in trains; high voltage; vacuum cham¬ 
bers; etc. The corpses were incinerated 
on huge pyres without leaving a trace. 
For those who know the stories about 
Treblinka this sounds familiar. Thus 
the author has restricted this study to 
the aspects which are new compared 
to Treblinka. In contrast to Treblinka, 
forensic drillings and excavations 
were performed at Belzec, the results 
of which are critically reviewed. 138 
pages, b&w illustrations, bibliography, 
index. (#9) 

Sobibor• Holocaust Propaganda and 

Reality. By Jurgen Graf, Thomas Kues 
and Carlo Mattogno. Between 25,000 
and 2 million Jews are said to have 
been killed in gas chambers in the 
Sobibor camp in Poland. The corpses 
were allegedly buried in mass graves 
and later incinerated on pyres. This 
book investigates these claims and 
shows that they are based on the se¬ 
lective use of contradictory eyewitness 
testimony. Archeological surveys of the 
camp in 2000-2001 are analyzed, with 
fatal results for the extermination 
camp hypothesis. The book also docu¬ 
ments the general National Socialist 
policy toward Jews, which never in¬ 
cluded a genocidal “final solution.” 434 
pages, b&w illustrations, bibliography, 
index. (#19) 

The “Extermination Camps” of “Aktion 

Reinhardt By Jurgen Graf, Thomas 
Kues and Carlo Mattogno. In late 
2011, several members of the exter- 
minationist Holocaust Controversies 
blog published a study which claims 
to refute three of our authors’ mono¬ 
graphs on the camps Belzec, Sobibor 
and Treblinka (see previous three 
entries). This tome is their point-by- 
point response, which makes “mince¬ 
meat” out of the bloggers’ attempt at 
refutation. It requires familiarity with 
the above-mentioned books and consti¬ 
tutes a comprehensive update and ex¬ 
pansion of their themes. 2nd edition, 
two volumes, total of 1396 pages, illus¬ 
trations, bibliography. (#28) 

Chelmnoj A Camp in History & Propa¬ 

ganda. By Carlo Mattogno. The world’s 
premier holocaust scholar focuses his 
microscope on the death camp located 
in Poland. It was at Chelmno that 
huge masses of prisoners—as many as 
1.3 million—were allegedly rounded 
up and killed. His book challenges 
the conventional wisdom of what 
went on inside Chelmno. Eyewitness 
statements, forensics reports, coro¬ 
ners’ reports, excavations, crematoria, 
building plans, U.S. reports, German 
documents, evacuation efforts, mobile 
gas vans for homicidal purposes—all 
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are discussed. 191 pages, indexed, il¬ 
lustrated, bibliography. (#23) 

The Gas Vansj A Critical Investiga¬ 

tion. (A perfect companion to the 
Chelmno book.) By Santiago Alvarez 
and Pierre Marais. It is alleged that 
the Nazis used mobile gas chambers 
to exterminate 700,000 people. Up 
until 2011, no thor¬ 
ough monograph 
had appeared on 
the topic. Santiago 
Alvarez has rem¬ 
edied the situation. 

Are witness state¬ 
ments reliable? Are 
documents genu¬ 
ine? Where are the 
murder weapons? 

Could they have 
operated as claimed? Where are the 
corpses? Alvarez has scrutinized all 
known wartime documents, photos 
and witness statements on this topic, 
and has examined the claims made by 
the mainstream. 390 pages, b&w il¬ 
lustrations, bibliography, index. (#26) 

Concentration Camp Majdanek. A 

Historical and Technical Study. By 

Carlo Mattogno and Jurgen Graf. 
Little research had been directed to¬ 
ward Concentration Camp Majdanek 
in central Poland, even though it 
is claimed that up to a million Jews 
were murdered there. The only infor¬ 
mation available is discredited Polish 
Communist propaganda. This glaring 
research gap has finally been filled. 
After exhaustive research of primary 
sources, Mattogno and Graf created 
a monumental study which expertly 
dissects and repudiates the myth of 
homicidal gas chambers at Majdanek. 
They also critically investigated the 
legend of mass executions of Jews in 
tank trenches (“Operation Harvest 
Festival”) and prove them ground¬ 
less. The authors’ investigations lead 
to unambiguous conclusions about 
the camp which are radically differ¬ 
ent from the official theses. Again 
they have produced a standard and 
methodical investigative work, which 
authentic historiography cannot ig¬ 
nore. Third edition, 350 pages, b&w 
illustrations, bibliography, index. (#5) 

Concentration Camp Stutthof and Its 

Function in National Socialist Jewish 

Policy. By Carlo Mattogno and Jurgen 
Graf. The Stutthof camp in Prussia 
has never before been scientifically 
investigated by traditional historians, 
who claim nonetheless that Stutthof 
served as a ‘makeshift’ extermination 
camp in 1944. Based mainly on archi¬ 
val resources, this study thoroughly 
debunks this view and shows that 



Stutthof was in fact a center for the 
organization of German forced labor 
toward the end of World War II. Third 
edition, 171 pages, b&w illustrations, 
bibliography, index. (#4) 

SECTION THREE: 

Auschwitz Studies 

The Real Case of Auschwitzj Robert 

van Pelt’s Evidence from the Irving 

Trial Critically Reviewed. By Carlo 
Mattogno. Prof. Robert van Pelt is 
considered one of the best mainstream 
experts on Auschwitz and has been 
called upon several times in holocaust 
court cases. His work is cited by many 
to prove the holocaust happened as 
mainstream scholars insist. This book 
is a scholarly response to Prof, van 
Pelt—and Jean-Claude Pressac. It 
shows that their studies are heavily 
flawed. This is a book of prime politi¬ 
cal and scholarly importance to those 
looking for the truth about Auschwitz. 
2nd edition, 758 pages, b&w illustra¬ 
tions, glossary, bibliography, index. 
(# 22 ) 

Auschwitz ' Plain Facts—A Response 

to Jean-Claude Pressac. Edited by 
Germar Rudolf. French pharmacist 
Jean-Claude Pressac tried to refute 
recent findings with their own techni¬ 
cal methods. For this he was praised 
by the mainstream, and they pro¬ 
claimed victory over the “revisionists.” 
In Auschwitz: Plain Facts, Pressac’s 
works and claims are debunked. 197 
pages, b&w illustrations, bibliogra¬ 
phy, index. (#14) 

The Rudolf Report. Expert Report 

on Chemical and Technical Aspects 

of the j Gas Chambers' of Auschwitz. 

By Germar Rudolf and Dr. Wolfgang 
Lambrecht. In 1988, execution expert 
Fred Leuchter investigated the gas 
chambers of Auschwitz and Majdanek 
and concluded that they could not 
have worked as claimed. Ever since, 
Leuchter’s work has been attacked. 
In 1993, Germar Rudolf published 
a thorough forensic study about the 
“gas chambers” of Auschwitz. His re¬ 
port irons out the deficiencies of “The 
Leuchter Report.” Second edition, 457 
pages, b&w illustrations, bibliogra¬ 
phy, index. (#2) 

Auschwitz Lies'• Legends. Lies and 

Prejudices on the Holocaust By 
Carlo Mattogno and Germar Rudolf, 
The fallacious research and alleged 
w refutation ?5 of Revisionist scholars by 
French biochemist Go Wellers, Pol" 


Richard Green, Profs» Zimmerman, 
Mo Shermer and A. Grobman, as well 
as researchers Keren, McCarthy and 
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Mazal, are exposed for what they are: 
blatant and easily exposed political 
lies created to ostracize dissident his¬ 
torians. In this book, facts beat propa¬ 
ganda once again. Second edition, 398 
pages, b&w illustrations, index. (#18) 

Auschwitzj The Central Construction 

Office. By Carlo Mattogno. Based upon 
mostly unpublished German wartime 
documents, this study describes the 
history, organization, tasks and pro¬ 
cedures of the Central Construction 
Office of the Waffen-SS and Auschwitz 
Police. Despite a huge public inter¬ 
est in the camp, next to nothing was 
really known about this office, which 
was responsible for the planning and 
construction of the Auschwitz camp 
complex, including the crematories 
which are said to have contained the 
“gas chambers.” 182 pages, b&w illus¬ 
trations, glossary. (#13) 

Garrison and Headquarters Orders 

of the Auschwitz Camp. By C. Mat¬ 
togno. A large number of all the orders 
ever issued by the various command¬ 
ers of the infamous Auschwitz camp 
have been preserved. They reveal 
the true nature of the camp with all 
its daily events. There is not a trace 
in these orders pointing at anything 
sinister going on in this camp. Quite 
to the contrary, many orders are in 
clear and insurmountable contradic¬ 
tion to claims that prisoners were 
mass murdered. This is a selection 
of the most pertinent of these orders 
together with comments putting them 
into their proper historical context. 
(Scheduled for early 20165 #34) 

Special Treatment in Auschwitz * Ori¬ 

gin and Meaning of a Term. By Carlo 
Mattogno. When appearing in Ger¬ 
man wartime documents, terms like 
“special treatment,” “special action,” 
and others have been interpreted as 
code words for mass murder. But that 
is not always true. This study focuses 
on documents about Auschwitz, show¬ 
ing that, while “special” had many 
different meanings, not a single one 
meant “execution.” Hence the practice 
of deciphering an alleged “code lan¬ 
guage” by assigning homicidal mean¬ 
ing to harmless documents — a key 
component of mainstream historiogra¬ 
phy — is untenable. 151 pages, b&w il¬ 
lustrations, bibliography, index. (#10) 

Health Care at Auschwitz. By Carlo 
Mattogno. In extension of the above 
study on Special Treatment in Ausch¬ 
witz, this study proves the extent to 
which the German authorities at 
Auschwitz tried to provide appropri¬ 
ate health care for the inmates. This 
is frequently described as special mea¬ 


sures to improve the inmates’ health 
and thus ability to work in Germany’s 
armaments industry. This, after all, 
was the only thing the Auschwitz au¬ 
thorities were really interested in due 
to orders from the highest levels of the 
German government. (Scheduled for 
early 20165 #33) 

The Bunkers of Auschwitz- Black Pro¬ 

paganda vs. History. By Carlo Mat¬ 
togno. The bunkers at Auschwitz are 
claimed to have been the first homicid¬ 
al gas chambers at Auschwitz specifi¬ 
cally equipped for this purpose. With 
the help of original German wartime 
files as well as revealing air photos 
taken by Allied reconnaissance air¬ 
craft in 1944, this study shows that 
these homicidal “bunkers” never ex¬ 
isted, how the rumors about them 
evolved as black propaganda created 
by resistance groups in the camp, and 
how this propaganda was transformed 
into a false reality. 264 pages, illustra¬ 
tions, bibliography, index. (#ll) 

Auschwitz • The First Gassing — Ru¬ 

mor and Reality. By Carlo Mattogno. 
The first gassing in Auschwitz is 
claimed to have occurred on Sept. 3, 
1941, in a basement room. The ac¬ 
counts reporting it are the archetypes 
for all later gassing accounts. This 
study analyzes all available sources 
about this alleged event. It shows that 
these sources contradict each other in 
location, date, preparations, victims 
etc, rendering it impossible to extract 
a consistent story. Original wartime 
documents inflict a final blow to this 
legend and prove without a shadow 
of a doubt that this legendary event 
never happened. Second edition, 168 
pages, b&w illust., bibliography, in¬ 
dex. (#20) 

Auschwitz • Crematorium I and the Al¬ 

le ged Homicidal Gassings. By Carlo 
Mattogno. The morgue of Cremato¬ 
rium I in Auschwitz is said to be the 
first homicidal gas chamber there. 
This study investigates all statements 
by witnesses and analyzes hundreds 
of wartime documents to accurately 
write a history of that building. Mat¬ 
togno proves that its morgue was nev¬ 
er a homicidal gas chamber, nor could 
it have worked as such. 138 pages, 
b&w illustrations, bibliography, index. 
(# 21 ) 

Auschwitz • Open Air Incinerations. 

By Carlo Mattogno. Hundreds of thou¬ 
sands of corpses of murder victims 
are claimed to have been incinerated 
in deep ditches in the Auschwitz con¬ 
centration camp. This book examines 
the many testimonies regarding these 
incinerations and establishes whether 
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these claims were even possible. Using aerial 
photographs, physical evidence and wartime 
documents, the author shows that these claims 
are fiction. A must read. 132 pages, b&w illus¬ 
trations, bibliography, index. (#17) 

The Cremation Furnaces of Auschwitz. By Car¬ 
lo Mattogno & Franco Deana. An exhaustive 
technical study of the history and technology 
of cremation in general and of the cremation 
furnaces of Auschwitz in particular. On a sound 
and thoroughly documented base of technical 
literature, extant wartime documents and ma¬ 
terial traces, Mattogno and Deana can establish 
the true nature and capacity of the Auschwitz 
cremation furnaces. They show that these de¬ 
vices were cheaper versions than what was 
usually produced, and that their capacity to cre¬ 
mate corpses was lower than normal, too. Hence 
this study reveals that the Auschwitz cremation 
furnaces were not monstrous super ovens but 
rather inferior make-shift devices. 3 vols., 1192 
pp., b&w and color illustrations, bibliography, 
index, glossary. (#24) 



SECTION FOUR 

Witness Critique 

Holocaust High Priest•' Elie 

Wiesel. Night, the Memory 

Cult and the Rise of Revi¬ 

sionism. By Warren B. Rout- 
ledge. The first unauthorized 
biography of Wiesel exposes 
both his personal deceits and 
the whole myth of “the six 
million.” It shows how Zion¬ 



ist control has allowed Wiesel and his fellow 
extremists to force leaders of many nations, the 
U.N. and even popes to genuflect before Wiesel 
as symbolic acts of subordination to World Jew¬ 
ry, while at the same time forcing school chil¬ 
dren to submit to Holocaust brainwashing. 468 
pages, b&w illust., bibliography, index. (#30) 

Auschwitzj Confessions and Testimonies. By 

Jurgen Graf. The traditional narrative of what 
transpired at the infamous Auschwitz camp 
during WWII rests almost exclusively on wit¬ 
ness testimony from former inmates as well as 
erstwhile camp officials. This study critically 
scrutinizes the 40 most important of these wit¬ 
ness statements by checking them for internal 
coherence, and by comparing them with one 
another as well as with other evidence such 
as wartime documents, air photos, forensic re¬ 
search results, and material traces. The result 
is devastating for the traditional narrative. 
(Scheduled for summer 20165 #36) 

Commandant of Auschwitz ♦ Rudolf Hoss. His 

Torture and His Forced Confessions. By Rudolf 
Hoss & Carlo Mattogno. When Rudolf Hoss was 
in charge at Auschwitz, the mass extermination 
of Jews in gas chambers is said to have been 
launched and carried out. He confessed this in 
numerous postwar depositions. Hence Hoss’s 
testimony is the most convincing of all. But 
what traditional sources usually do not reveal 
is that Hoss was severely tortured to coerce him 
to “confess,” and that his various statements 
are not only contradictory but also full of his¬ 
torically and physically impossible, even absurd 
claims. This study expertly analyzes Hoss’s 
various confessions and lays them all open for 
everyone to see the ugly truth. (Scheduled for 
summer 2016- #35) 

An Auschwitz Doctor's Eyewitness Account- The 

Tall Tales of Dr. Mengele’s Assistant Analyzed. 

By Miklos Nyiszli & Carlo Mattogno. Nyiszli, a 
Hungarian Jew who studied medicine in Ger¬ 
many before the war, ended up at Auschwitz 
in 1944 as Dr. Mengele’s assistant. After the 
war he wrote an account of what he claimed to 
have experienced. To this day some traditional 
historians take his accounts seriously, while 
others accept that it is a grotesque collection 
of lies and exaggerations. This study analyzes 
Nyiszli’s novel and skillfully separates truth 
from fabulous fabrication. (Scheduled for spring 
20165 #37) 


Further Projects 

Further studies we propose to publish would 
scrutinize eyewitness accounts from, @.g . 9 Fib 
lip Muller, Rudolf Vrba, Henryk Tauber, Yankiel 
Wiernik, Richard Glazar. Scholars interested in 
taking on any of these or other witnesses, please 
get in touch using the contact form at www. 
codoh„com/contact = us 
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Distribution USA: The Barnes Review, P.0. Box 15877, Washington, D.C., 20003; 1-877-773-9077; www.Barnes- 
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Below please find some of the books published or distributed by Castle Hill Publishers in the United 
Kingdom. For our current and complete range of products visit our web store at shop.codoh.com. 


Wilhelm Staglich, Auschwitz: A Judge Looks at the Evidence 

Auschwitz is the epicenter of the Holocaust, where more people are said to have been 
murdered than anywhere else. At this detention camp the industrialized Nazi mass murder 
is said to have reached its demonic pinnacle. This narrative is based on a wide range of 
evidence, the most important of which was presented during two trials: the International 
Military Tribunal of 1945/46, and the German Auschwitz Trial of 1963-1965 in Frankfurt. 

The late Wilhelm Staglich, until the mid-1970s a German judge, has so far been the only 
legal expert to critically analyze this evidence. His research reveals the incredibly scan¬ 
dalous way in which the Allied victors and later the German judicial authorities bent and 
broke the law in order to come to politically foregone conclusions. Staglich also exposes 
the shockingly superficial way in which historians are dealing with the many incongrui¬ 
ties and discrepancies of the historical record. Second, corrected and slightly revised edition with a new preface 
and epilogue. 



422 pp., 6“x9“, pb, ill. 


P. Angel, J. Tiffany: Fountain of Fairytales: A Scholarly Romp Through the Old Testament 

Some say the Old Testament is a collection of valuable parables with no basis in histori¬ 
cal fact, while others have made a living of trying to prove that it is an accurate history 
of early man. Fountain of Fairytales takes us on a whirlwind tour of the Old Testament, 
telling us which stories are pure balderdash and which may have some basis in real ar¬ 
cheology and authentic history. And also which tales seem to have been borrowed from 
other primary cultural sources including the Egyptians. If you want proof the entire Bible 
is a faithful transcription of the word of God - straight from mouth to Jewish scribe’s 
pen - read no further, for this book is more of a light-hearted yet scholarly tour of the 
Old Testament, not a dense religio-historical treatise. If you’re ready for a tour of the Old 
Testament like none other, get a copy of Fountain of Fairytales. 

178 pp. pb, 5.5”x8.5” 



Abdallah Melaouhi, Rudolf Hess. His Betrayal and Murder 

In May 1941, Rudolf Hess, Hitler’s right-hand man, flew to England to make peace. His 
plane crashed, and he was made a prisoner of the Allies and kept in solitary confinement 
nearly the rest of his life. What truths about the war did Hess possess that were of such 
danger? The author worked as a male nurse caring for Rudolf Hess from 1982 until his 
death in 1987 at the Allied Prison in Berlin. Minutes after the murder he was called to 
the prison. Ask by the author what had happened, an unknown U.S. soldier replied: “The 
pig is finished; you won’t have to work a night shift any longer.” What he experienced 
there, minutely described in this book, proves beyond doubt that Mr. Hess was strangled 
to death by his Anglo-Saxon captors. 

300 pp. pb, 6”x9”, ill. 

Curtis B. Dali, FDR: My Exploited Father-in-Law 

The author was FDR’s son-in-law and spent much time in the White House. He had an 
insider’s view of who came to see FDR and Eleanor and how often. Dali also was a Wall 
Street banker and knew the tricks and tactics the financial predators use to deceive the 
public. The book is loaded with personal anecdotes of the people Dali met during his life. 
This included such notables as Franklin and Eleanor Roosevelt, Bernard Baruch, Henry 
Morgenthau Jr., Harry Dexter White, the Warburgs, Rothschilds, and more. Dali views the 
stock market crash of October 1929 as “the calculated shearing of the public triggered by 
the sudden shortage of call money in the New York money market.” He views the Federal 
Reserve and their globalist cheerleaders as being against the interests of Americans. They 
plan and execute the wars that line their pockets and ravage the world. Dali portrays FDR 
as a man who began his career as an optimistic ladder-climber and ended up as one of the 
most manipulated presidents in U.S. history. Reprint with a foreword by Willis A. Carto. 

298 pp., 5.5“x8.5“, pb 
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Herbert L. Brown, The Devil's Handiwork. A Victim's View of “Allied” War Crimes 

An amazing compilation of war crimes committed by the “good guys” against the “bad 
guys.” Many of the events covered in this book are to this day censored or twisted in 
mainstream history books. Chapters cover: Death camps in the Civil War; concentra¬ 
tion camps in the Boer War; The Dresden Massacre - the worst war crime in history; 
the Ukrainian terror famine; the gruesome harvest in Eastern Europe; the myth of the 
6 million; Operation Keelhaul; the Nuremberg Trials; the Katyn Forest Massacre; the 
Stuttgart Atrocity; bastardizing the Germans after WWII; the use of the atom bomb; Cuba 
betrayed; the Invasion of Lebanon; the policy of de-Nazification; the Malmedy Trial; the 
Dachau Trial; the Vinnytsia genocide; crimes during the occupation of Germany; FDR’s 
Great Sedition Trial; the Morgenthau Plan; the propaganda of the Writers War Board; 
myths of civilian bombings; the Lend-Lease fiasco; truth about Auschwitz; Pearl Harbor; 
the Soviet genocide across Europe; much more. 

275 pp., 5.5 “x 8.5“, pb 

Ralph Grandinetti, Final Solution. Germany's Madagascar Resettlement Plan 

Everyone “knows” the Germans had a “final solution” for their so-called “Jewish Prob¬ 
lem.” But Adolf Hitler’s final solution did not involve homicidal gas chambers and blaz¬ 
ing crematory ovens. Instead, Hitler’s final solution offered Jewish leaders the island of 
Madagascar, back then a French colony. In a meeting with Vichy French Prime Minister 
Pierre Laval, Laval agreed to turn Madagascar into a new Jewish homeland where, ul¬ 
timately, all of Europe’s 4,000,000 Jews might be settled. This new Madagascar was to 
be governed by a joint German-French board with representation granted to any govern¬ 
ment cooperating. What a paradise Madagascar could have become, but instead Zionists 
insisted on occupying the “Holy Land,” where they knew strife and conflict awaited them. 

What was the Madagascar Plan, and why did it fail? Which world leaders supported it - 
and which did not? Why was the plan eventually abandoned? 

108 pp., 5.5 “x 8.5“, pb 

John Tiffany, A Short History of the Balfour Declaration 

Few have heard of the Balfour Declaration, the history of which is known primarily to 
students of global affairs. What general knowledge there is surrounding its origins is 
usually limited to dry accounts in diplomatic histories. But here is a case where truth is 
stranger than fiction. The issuance of the Balfour Declaration set the stage for American 
entry into World War I and thereby laid the groundwork for World War II and the many 
consequential global convulsions that followed. And, ultimately, of course, it’s the foun¬ 
dation of the tension in the Middle East today that points toward further war and destruc¬ 
tion. Here is the secret history of the Balfour Declaration, laid out in no uncertain terms 
and devoid of euphemism and political correctness. Those who have any serious desire 
to understand the sources of world conflict need this precise and candid analysis - the 
facts - about the behind-the-scenes machinations that brought the Balfour Declaration 
into being - and why. 

118 pp., 5.5 “x 8.5“, pb 

Germar Rudolf: Resistance is Obligatory! 

In 2005 Rudolf, a peaceful dissident and publisher of revisionist literature, was kidnapped 
by the U.S. government and deported to Germany. There the local lackey regime staged 
a show trial against him for his historical writings. Rudolf was not permitted to defend 
his historical opinions, as the German penal law prohibits this. Yet he defended himself 
anyway: 7 days long Rudolf held a speech in the court room, during which he proved sys¬ 
tematically that only the revisionists are scholarly in their attitude, whereas the Holocaust 
orthodoxy is merely pseudo-scientific. He then explained in detail why it is everyone’s 
obligation to resist, without violence, a government which throws peaceful dissident into 
dungeons. When Rudolf tried to publish his public defence speech as a book from his 
prison cell, the public prosecutor initiated a new criminal investigation against him. After 
his probation time ended in 2011, he dared publish this speech anyway... 

376 pp., 6“x9 M , pb, colour ill. 
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